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Preface 



This manual is a reference source for IBM Data 
Acquisition and Control System users who require 
detailed knowledge of the functional and operational 
characteristics of the system. The functional aspects 
of the processor-controller and associated features, 
as well as all available process, data processing, 
and communications input/ output features and devices 
are described in detail. Operational characteristics 
of these system features and components are de- 
scribed in terms of program instructions, input/ out- 
put operations, and processor-controller console 
functions and displays. 



Method of Presentation 



Where possible, the description of each instruc- 
tion in the instruction set is confined to a single 
page. Each page has a tab containing the mnemonic 
code of the instruction described. The tab is located 
at the lower edge of the page. By glancing at the 
tabs, one can quickly locate any desired instruction. 

Prerequisites 

The user of this manual should have a basic knowl- 
edge of stored program computer concepts. In addi- 
tion, the user should have read the prerequisite 
publication, IBM 1800 System Summary , Order No. 
GA26-5920. 



The features and devices of the 1800 system are 
divided into four categories: (1) processor-control- 
ler and associated features, (2) process input/ output 
devices, (3) data processing input/ output devices, 
and (4) communications input/ output features or 
devices. Following the introduction, the information 
in this manual is presented according to the preced- 
ing four categories. 

Because of frequent use, the instruction set 
section of this manual is designed for easy access. 



Suggested Reading 

The instruction set section of this manual contains 
examples of assembler language coding. However, no 
attempt is made to explain all aspects of assembler 
language programming. Therefore, IBM 1800 Assem- 
bler Language, Order No. GC26-5882, is suggested 
reading. 

For other suggested reading material, refer to 
the IBM 1800 Bibliography, Order No. GA26-5921. 



Ninth Edition (August, 1970) 

This is a major revision of, and makes obsolete, GA26-5918-7 and Technical Newsletters 
GN26-0255 and GN26-0260. The entire manual has been rewritten and reorganized for 
clarity. Technical changes to the text and to illustrations are indicated by a vertical line 
to the left of the change. Nontechnical changes are not indicated by any special marking. 

Significant changes or additions to the specifications contained in this publication are 
continually being made. Before using this publication in connection with the operation 
of IBM equipment, check the latest SRL Newsletter for revisions or contact the local 
IBM Branch Office. 

The illustrations in this manual have a code number in the lower corner. This is a 
publishing control number and is not related to the subject matter. 

Copies of this and other IBM publications can be obtained through IBM Branch Offices. 

A form for reader's comments is provided at the back of this publication. If the form 
has been removed, send your comments to the address below. 



This manual was prepared by the IBM Systems Development Division, Product 
Publications, Department G24, San Jose, California 951 14. 
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Introduction 



The ever- increasing pace of technology, industry, 
and business continues to demand larger and larger 
amounts of reliable, up-to-date information. His- 
tory is a good teacher, true, but its compression 
within the past few decades of progress has taught 
us that today's problems require real-time answers, 
not a history of past performances . Data of almost 
every conceivable nature — available from a myriad 
of sources — must be collected, analyzed, and 
translated into terms that can be used to optimize 
today's performance. 

IBM's answer to the demand for real-time data 
acquisition, analysis, and control is the IBM 1800 
Data Acquisition and Control System. The 1800 
system handles a wide variety of process control, 
data acquisition, and real-time applications. Each 
system can be individually tailored with modular 
building blocks to meet specific system require- 
ments . 



SYSTEM DESCRIPTION 

The 1800 system offers a wide variety of features 
and devices as follows: 

• A processor-controller for editing, control, or 
data analysis. 

• A family of real-time process input/output (I/O) 
devices such as analog input, analog output, 
digital input , and digital output . 

• A variety of data processing I/O devices such as 
magnetic tape , disk storage , line printer , graph 
plotter, card I/O, and paper tape I/O. 

• Communications I/O devices such as communi- 
cations adapters, System/360 adapter, and 
2790 Data Communications System adapters. 



• Three index registers, 12 levels of priority 
interrupt (expandable to 24 by special feature), 
three data channels (expandable to 15 by special 
feature), three interval timers, an operations 
monitor, and an operator's console. 

• Up to 32,768 words of core storage. Total sys- 
tem core storage can be expanded to 65,536 
words with the addition of an IBM 1803 Core 
Storage Unit. In this case the processor- 
controller contains 24,576 words of core storage 
and an 1803 adapter. 

• Basic circuitry and controls for attachment of 
process input /output equipment. 

• Stored program control of input/output and pro- 
cessing. 

Within its basic design, the processor-controller has 
interrupt and core storage cycle stealing capabilities 
which are used in controlling the various I/O devices 
attached to the system. The interrupt facility pro- 
vides an automatic branch from normal program 
sequence , caused either by external conditions (those 
in the process) or internal conditions (those within 
the 1800). Data channels have the ability to delay 
program execution while an I/O device steals a 
machine cycle to communicate with core storage. 
Cycle stealing does not change the logical condition 
of the processor-controller; therefore it can occur 
during program instruction execution. 

Index registers, one level of indirect addressing, 
and a complete instruction set with powerful options 
give the processor-controller high performance for 
tasks normally encountered in data acquisition and 
control applications. 

Two processor-controllers are available — IBM 
1801 and IBM 1802. The 1801 has no provision for 
magnetic tape, while the 1802 includes the tape con- 
trol unit for the IBM 2401/2402 Magnetic Tape Units. 



Processor-Controller 

The processor-controller has the following functions 
and features: 

• A central processing unit that provides arithme- 
tic , logic , and control functions for the 1800 
system. 



Process Input/Output Features 

Real-time process I/O features enable the 1800 sys- 
tem to accept either analog or digital input signals 
and provide analog or digital output signals for con- 
trol or display purposes . The modularity of these 
features allows the 1800 system to be matched to 
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include: 

• Analog input, which converts bipolar voltage or 
current signals to digital values for use by the 
processor-controller. 

• Digital input, which accepts binary information 
represented by contact closures or voltage 
levels . 

• Analog output , which converts digital values to 
precise voltage levels for operating process 
devices. 

• Digital output , which provides binary data to the 
process in the form of "contact" closures or 
voltage levels. 

Analog input features include analog-to-digital 
converters , multiplexers , amplifiers , and signal 
conditioning equipment to handle all types of process 
analog input signals. High-speed system conversion 
rates are provided, with program selectable resolu- 
tion and external synchronization. Analog input 
capacities are 1,024 relay multiplexer points and 
256 solid-state (high-speed) multiplexer points. A 
second analog-to-digital converter can be added to 
double the system analog input performance and 
capacity. 

Digital input features provide up to 384 process 
interrupt points ; up to 1 , 024 bits of contact sense , 
digital input, or high-speed parallel register input; 
or 128 high-speed pulse counters. 

Analog output features provide up to 128 analog 
output points for individual or simultaneous opera- 
tion of a wide range of customer devices . 

Digital output features provide up to 2 , 048 bits 
of pulse output, electronic "contact" operate, and 
high-speed register output. 



Data Processing I/O Devices 

Data processing I/O devices enable the 1800 system 
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analysis, editing, and control purposes. These de- 
vices are also used to provide instructions for proc- 
ess and control room operators as well as reports 
for management review. 

To provide the necessary logical and buffering 
capabilities for I/O device operations on the 1800 
system, a control (adapter) feature is available for 
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vices can be attached to the 1800 system by means of 
the I/O attachment features: 

• IBM 1053 Printer. 

• IBM 1054 Paper Tape Reader. 

• IBM 1055 Paper Tape Punch. 

• IBM 1442 Card Read Punch. 

• IBM 1443 Printer. 

• IBM 1627 Plotter. 

• IBM 1810 Disk Storage. 

• IBM 1816 Printer-Keyboard. 

• IBM 2311 Disk Storage Drive (attached via the 
selector channel and the IBM 2841 Storage 
Control). 

• IBM 2401/2402 Magnetic Tape Unit. 

Communications Devices 

These devices and adapters permit expansion of 1800 
system capabilities so that it can be utilized in ap- 
plications requiring multiprocessor systems, remote 
telecommunication or direct communication capabil- 
ities , or multipoint real-time data collection or com- 
munications. These devices include: 

• System/360 adapter. 

• Communications adapters. 

• 2790 Data Communications System adapters. 

The System/360 adapter provides a control and 
data path for direct attachment of an IBM System/360 
in applications where more powerful supervision is 
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to integrate the commercial aspects of an application 
with the controlling operations exercised by the 1800 
system . 

The communications adapter (maximum of four) 
provides one or two communication paths (line adapt- 
ers) for connection, over voice grade lines, to re- 
mote System/360's, IBM 1130 systems, IBM 2770 



Data Communications Systems, IBM 2780 Data 
Transmission Terminals, or other 1800's. This 
allows the 1800 system to be integrated into large 
scale control systems without consideration of the 
physical location of control systems above or below 
the 1800 in the control hierarchy. 

The 2790 adapter (maximum of two) provides the 
interface facilities for attaching an IBM 2790 Data 
Communications System to the 1800 System proc- 
essor-controller. This 1800/2790 combination pro- 
vides real-time data collection or communication 
capabilities with the 1800 being the system con- 
troller for the 2790 system. 



SYSTEM DATA FLOW 

• Data is stored and processed in fixed-length 18- 
bit words for fast parallel manipulation of data. 
Each 18-bit word contains 16 data bits; the re- 
maining 2 bits are used for parity checking and 
storage protection control purposes. 

• I/O devices are connected to the processor- 
controller via a standard I/O interface. 

• Adapter circuitry at each I/O device performs 
the necessary conversion, buffering, and con- 
trol functions. 

• Cycle-stealing capability permits high-speed 
transfer of data to and from main storage . 

A standard I/O interface is used between the proc- 
essor-controller and all input /output devices. 
Adapter circuitry to accommodate each type of I/O 
device is installed in the 1800 system as required. 
The adapters provide the necessary buffer registers 
and controls to permit operation on the system. 
Figure 1 shows the data flow between the processor- 
controller and the various I/O devices. 

In a closed- loop process system, process con- 
ditions are monitored and analyzed continuously, and 
controlling signals are sent to the devices that con- 
trol the process . Input data is obtained directly 
from measuring devices in the process area without 
the need for off-line conversion equipment. Signal 
conditioning, multiplexing, and conversion functions 
are performed by the input circuits. The input data, 
in the 1800 format, is held in registers until called 
for entry into core storage. 



After the input data has been read and analyzed 
by the processor-controller, the program may select 
a process control function. Both digital and analog 
output data can be generated for controlling equip- 
ment such as set-point positioners, displays, and 
telemetry systems . 

Data processing information can be entered and 
retrieved in a variety of forms through the data 
processing or communication devices and their adapt- 
er circuitry. 

When any device is ready to send or receive 
data, it can notify the processor-controller by issuing 
an interrupt request. The program identifies the 
reason for the interrupt by sensing the status of in- 
dicators associated with each I/O device. The pro- 
gram responds to the interrupt by sending the ap- 
propriate I/O command to the device. Each I/O 
command always places a control word on the out bus 
to specify the input/output device and the function to 
be performed. Depending on the intrinsic data rate 
of the device receiving the control word, the system 
allows for transfer of data between core storage and 
the device in one of two ways: under direct program 
control or by data channel operations. 

A data channel transfers data on a high-speed 
cycle-steal basis, using a data table in core storage 
for flexibility of scanning rates and patterns . The 
core storage cycle-stealing capability makes it pos- 
sible to delay the program for one machine cycle if 
necessary and to use this cycle to transfer the data 
word between core storage and the I/O device. Cycle 
stealing and interrupt servicing are conducted by the 
processor-controller on a priority basis . This 
makes it possible to simultaneously control combi- 
nations of real-time input /output devices. 



APPLICATIONS 

The 1800 system is capable of accepting electrical 
signals , both analog and digital , from such devices 
as thermocouples , pressure and temperature tran- 
ducers, flow meters, analytical instruments, and 
contacts. The system provides electrical on/off and 
analog control signals for the customer's controlling 
devices. With these capabilities and remote com- 
munications facilities, the 1800 system can be inte- 
grated into large multiprocessor systems with varied 
real-time applications. Typical applications exist 
in the area of process control, high-speed data 
acquisition, and real-time data communications. 
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Figure 1 . System Data Flow 



Process Control 

Industrial processing applications are wide and 
varied, as are the degrees of control that individual 
processes may require. The 1800 system provides 
maximum flexibility in the types of process signals 
it accepts and the variety of output signals and data 
formats it produces . This allows the 1800 system 
to provide the degree of control required by the 
process. The degree of control may vary from 
simple data gathering and reporting to complete 
supervisory control where the 1800 monitors and 
controls the complete process . 



High-Speed Data Acquisition 

A high-speed data acquisition system may be thought 
of as a monitoring and controlling facility used to 
acquire, evaluate, and record data developed during 
the testing of a system (or assembly, subassembly, 
or component) . Here "system" refers to anything 
from an anesthetized animal in the research labora- 
tory to a Saturn V booster on a test stand. 

Many types of data acquisition systems are 
used. Some merely send data directly from instru- 
mentation to magnetic tape with a minimum of "quick 
look" information, data editing of checking. How- 
ever, as experimental work on large systems has 
become more complex and time consuming, a trend 
toward data acquisition systems with more sophis- 
ticated data reduction and real-time display capabil- 
ities has occurred. Many systems now include the 
facilities to automate the data gathering and to re- 
duce the volume of raw data. Data acquisition 



systems most readily meet these requirements when 
the system is based on a digital computer . 

The 1800 system handles widely divergent ap- 
plications which involve real-time data acquisition 
and processing abilities. Inputs may include signals 
from both digital and analog sources . If desired , 
the results of analyzing the required data may be 
displayed in analog or digital form, or used to cause 
direct functions. 



Data Communications 

The 1800/2790 Data Communications System com- 
bines the sensor-based capabilities of the 1800 
system and the man-machine interface of the 2790 
system. This system features a high-speed two- 
way data communications network that accommodates 
a large volume of short messages from many in- 
house data entry unit or area station locations to 
a central processing area. This system has typ- 
ical applications in manufacturing installations: 
it can be used for attendance recording, material 
control, and production control. 

Effective production control requires that man- 
agement know the status of work flow through the 
various steps of a manufacturing process. Data 
entry units located at appropriate locations and check 
points can be used to dynamically record the time 
spent on each operation , work pile-ups , quantity of 
parts flow, and so on. This information can be 
utilized by management to determine the need for 
additional capacity at specific steps of the operation 
or the need to shift work load to new areas . Shop 
load status can be used in determining standard lead 
times for production scheduling. 
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Processor-Controllers 



The processor-controller (1801 or 1802) is a fixed 
word-length binary computer that serves as the 
nerve center of the 1800 system. The ability of a 
processor-controller to ask for and accept input 
data, perform the analysis or calculations required, 
and produce the desired output results is due to the 
many functional elements of the machine . 

The following descriptions pertain to core stor- 
age, the aspects of addressing core storage, the 
formats in which data and instructions are stored 
and used, the functions of processor-controller 
registers, and processor-controller data flow. 



CORE STORAGE 

The 1800 system main storage uses magnetic cores 
for data and program instruction storage . Each ad- 
dressable core storage location contains 18 bit posi- 
tions and is called a word. One of the 18 bits in a 
word is used for storage protection and one bit is 
used for parity checking. The remaining 16 bits in 
each word are data bits . 

Five core storage sizes are available in the 
processor-controller. The IBM 1803 Core Storage 
Unit provides facilities for an additional four core 
storage sizes for the system , bringing the total 
number of sizes to nine. System core storage sizes 
and cycle times — the time required to transfer a 
word to or from a core storage location — are as 
follows : 



Storage Size 
(18-bit words) 

4,096 

8,192 

16,384 

9/1 R7A 

<-"-i , v i w 

32,768 
40,960 
49,152 
57,344 
65,536 



Storage Cycle Time 

2 or 4 us 
2 or 4 us 
2 or 4 ms 
2 or 4 " s 
2 or 4 (is 

2.25 ms 

2.25 /zs 

2.25 MS 

2.25 MS 



The 1803 contains either 16,384, 24,576, 32,768, or 
40,960 words of core storage depending on which 
1803 model is ordered. 



Addressing 

The processor-controller uses the binary (base 2) 
numbering system, with internal addressing and 
console displays in 16-bit binary form. However, 
for greater ease of operation, programming systems 
for the 1800 use hexadecimal base 16 notation . This 
and other notations are shown in Figure 2 . Through- 
out this publication, hexadecimal numbers are pre- 
ceded by a /. 

Core storage addresses consist of 16 bits, pro- 
viding a /0000 to /FFFF address spectrum. On 
systems with fewer than 32,768 storage words, not 
all 16 bits of a storage address are needed to ad- 
dress all available storage positions. The excess 
storage address bits are ignored, as shown in the 
following illustration. 
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j | Means bit is ignored. 

Systems with greater than 32,768 words use all 16 bits. 



In systems with core storage capacities above 
32,768 words, the processor-controller contains 
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The programmer should be aware that an ad- 
dress above actual core storage size does not cause 
an error condition or inhibit access to core storage. 
The excess storage address bits are ignored, as 
shown in the preceding illustration, and the core 
storage location selected by the address bits not 
ignored is actually addressed. 

The address of the first location in core storage 
is always /0000. The address of the last location in 
core storage depends on core storage size. The 
ending core storage address for the various sizes of 





Core Storage Address 


Notation 




Base 10 


Base 2 


Base 16 


4095 


0000 1111 1 11 1 


nn 


OFFF 


8191 


0001 1111 1111 


nn 


1FFF 


16383 


001 1 1 1 1 1 1111 


nn 


3FFF 


24575 


0101 1111 1111 


nn 


5FFF 


32767 


01 1 1 1 1 1 1 1111 


nn 


7FFF 


40959 


iooi mi mi 


nn 


9FFF 


49151 


ion mi mi 


nn 


BFFF 


57343 


noi nn nn 


nn 


DFFF 


65535 


nn nn nn 


nn 


FFFF 



Figure 2. Address Notation 
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/1000 /1FFF 
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/F000 /FFFF 



<B> 



8,192 
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St0ra9e /OOo" FF 
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/EFFF /FFFF 
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Core 
Storage 



cm 



■ Wraparound 



■ Wraparound 



/0000 
/4000 



/3FFF 
/7FFF 



• Wraparound 



operation, sequential core storage addresses are 
used to read instructions from core storage for 
execution and during transfer of data to or from core 
storage. The core storage address may be in- 
creased or decreased through the full address spec- 
trum (/0000 through /FFFF). Depending on core 
storage size , multiple excursions through portions 
of core storage or wraparound may occur more than 
once with one pass through the address spectrum. 
Wraparound occurs when the first core storage lo- 
cation (/0000) appears contiguous with the last core 
storage location. 

Figure 3 illustrates how wraparound occurs for 
each core storage size. Note the unique differences 
in the 24,576; 40,960; 49,152; and 57,344 word 
models. 



Reserved Storage Locations 

Some core storage locations are reserved for ex- 
clusive use by specific features of the processor- 
controller. Reserved locations and the features they 
are reserved for are as follows : 



Storage Location 



Feature 



/0001 




CE interrupt 


/0002 




CE interrupt 


/0004 




Interval timer A 


/0005 




Interval timer B 


/0006 




Interval timer C 


/0008 - 


/0022 


Interrupt addresses 
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/oooo 
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/oooo 
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Figure 3. Address Wraparound 
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DATA REPRESENTATION 



REGISTERS 



The standard or single precision data word is 16 bits 
in length as shown in the following illustration. The 
sign bit (position 0) is always for positive numbers 
and 1 for negative numbers. Positive numbers are 



The following registers are used in the manipulation 
of data and can be displayed on the processor- 
controller console. These registers are also used 
uniquely in specific operations described later. 



Single-precision 
data word format 



always in true binary form, whereas negative num- 
bers are in 2's complement form. The 2's comple- 
ment of a binary number is defined as its l's com- 
plement increased by one. The l's complement of 
a binary number is the number that results by 
replacing each 1 in the number (including sign) with 
a and each with a 1. The following example 
illustrates the 2's complement procedure. 



Positive number 
l's complement 
Add 1 

Resulting 2's com- 
plement 



0001101001001100 

1110010110110011 

1 

1110010110110100 



Bit positions 1 through 15 of a single precision 
data word represent decimal values of 2 14 through 
2° respectively. Thus the largest single precision 
positive number that can be represented is 2 1 -1 or 
32,767 (a sign bit of and l's in all other bit posi- 
tions) . The largest negative number is -2 15 or 
-32,768 (a sign bit of 1 and 0's in all other bit posi- 
tions) . The number zero is represented by all bits 
being 0. There is no negative zero. 

A double precision data word, as shown in the 
following illustration, can also be used. The double 
precision data word consists of 32 bits, extending 
the maximum positive number that canbe repre- 
sented to 2,147,483,647 (2 31 -1) and the maximum 
negative number to -2 , 147 ,483, 648 (-231) . Two 
adjacent words in core storage must be used, with 
the leftmost word at an even address and the right- 
most word at the next seauential (odd\ address. 



Index Registers 

Three index registers (XR) are standard features of 
the processor-controller. The XR's are addressed 
by the tag bits (positions 6 and 7) of an instruction as 
follows: 



Tag Bits 

01 
10 
11 



XR 

1 
2 
3 



Operations on an XR, such as load, store, or modify, 
are accomplished through instructions in the basic 
instruction set. The contents of an XR or of the 
instruction register (I) are usually used to perform 
address modification. 



Storage Address Register 

All processor-controller references to storage are 
under direct control of the storage address register 
(SAR) . Data channel references to storage are under 
control of the channel address register (CAR) for the 
active data channel . (See "Data Channel Control . ") 



Instruction Register 

The instruction (I) register has 16 bit positions and 
holds the address of the next sequential instruction. 
The contents of the I-register are automatically 
increased for sequential operation of instructions. 



Storage Buffer Register 



5 


Even Word 


Odd Word 
.iiiiiii i...j — i — i — i — i — i — 



Double-Precision Data Word Format 



The 16-bit storage buffer register (B) is used for 
buffering all word transfers with core storage. 
All data enters or leaves core storage via the 
B-register . 



Arithmetic Factor Register 



Overflow and Carry Indicators 



The 16-bit arithmetic factor register (D) is used to 
hold one operand for arithmetic and logical opera- 
tions. The accumulator provides the other factor. 



Accumulator 

The accumulator (A) is a 16-bit register that con- 
tains the results of any arithmetic operation. It can 
be loaded from or stored into core storage , shifted 
right or left, and otherwise manipulated by specific 
arithmetic and logical instructions. 



Accumulator Extension 

The accumulator extension (Q) is a 16-bit low-order 
extension of the accumulator. It is used during 
multiply, divide, shifting, and double precision 
arithmetic . 



Shift Control Counter 



The two indicators associated with the accumulator 
are overflow and carry. The overflow indicator can 
be turned on by add, subtract, or divide operations, 
and indicates a result larger than what can be re- 
presented in the accumulator. The overflow indica- 
tor can also be turned on by a load status instruction. 
Once the overflow indicator is on, it cannot be 
changed except by testing the indicator or by execut- 
ing a load status or store status instruction. 

The carry indicator provides the information 
that a carry from or borrow by the high-order posi- 
tion of the accumulator has occurred. The carry 
indicator is dynamic and changes with each add or 
subtract operation. The carry indicator is also 
affected by shift left , load status , store status , and 
compare instructions. 



INSTRUCTION FORMATS 

Two basic instruction word formats, shown in Figure 
4, are used in the 1800 system. The bits within the 
instruction words are used in the following manner: 



This six-bit counter is used primarily to control 
shift operations. 



OP (Operation Code) : These five bits define which 
operation is to be performed by the processor- 
controller . 



Temporary Accumulator 

The temporary accumulator (U) is a 16-bit register 
used to save the contents of the accumulator while 
the accumulator is being used for other operations 
such as effective address generation. 



Operation Code Register 

The five-bit operation code register (OP) is used to 
hold the operation code portion of an instruction. 



ARITHMETIC OPERATIONS 



F (Format): This bit controls the instruction word 
format. When F is 0, the instruction is a single 
word in length and is referred to as a short instruc- 
tion. When F is 1, the instruction is two words in 
length and is referred to as a long instruction. 

T (Tag): These two bits specify the base register (an 
index register, the instruction register, or address 
portion of a long instruction) used in address modifi- 
cation, or the location (an index register or dis- 
placement) of the shift count. 

DISP (Displacement): During address modification, 
these eight bits are usually added to the instruction 



The arithmetic operations of the processor-con- 
troller include add, subtract, multiply, and divide. 
Negative data is always stored and operated upon in 
2's complement form. Addition and subtraction can 
be done in single or double precision. Multiplication 
operates on two single precision words to produce a 
double precision product. Division allows the divi- 
dend to be double precision and uses a single preci- 
sion divisor to produce a single precision quotient 
and a single precision remainder . 



One-Word Instruction 
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Figure 4. Instruction Formats 
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bits. The modified address is defined as the ef- 
fective address (EA) . (See "Effective Address 
Generation" in this section.) 

If negative, the displacement is in 2's comple- 
ment form, with the sign in bit position 8. The sign 
is automatically extended to the higher-order bits 
(0 through 7) when the displacement is used in EA 
generation, or as an add-to-core- storage operand. 

IA (Indirect Address): This bit is used only in long 
instructions. If IA is 0, addressing is direct. If 
IA is 1, addressing is indirect. Indirect addressing 
is explained under "Effective Address Generation" 
in this section. (See load index and modify index 
and skip instructions for exceptions.) 

BO (Branch Out): This bit is used with store status, 
branch or skip on condition, and modify index and 
skip instructions . Refer to the individual instruc- 
tions for the functions of this bit. 

COND (Condition): These bits specify the conditions 
that are interrogated during a BSC or BSI instruc- 
tion. 
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Figure 5. Effective Address Generation 



ADDRESS: These 16 bits usually specify a core 
storage address in a long instruction. The contents 
of these bits can be used in effective address genera- 
tion. 



EFFECTIVE ADDRESS GENERATION 

The location of a single or double precision word 
referred to in an instruction is denoted by an ad- 
dress. Most program instructions tell the proc- 
essor-controller to obtain data at a specified ad- 
dress and perform a certain operation on it. The 
versatility of the processor-controller allows the 
address in the instruction being executed to be modi- 
fied as the specific occasion requires. This modi- 
fied address is called the effective address. 

The effective address (EA) is developed as 
shown in Figure 5 for most instructions. Exceptions 

section. 



PROCESSOR-CONTROLLER DATA FLOW 

As shown in Figure 6, all instructions and data 
entering and leaving core storage do so via the B- 
register. Input devices send data and instructions 
to the B- register via the in bus. Output devices 
receive data from the B-register via the out bus . 



As each stored program instruction is selected, its 
various parts (Op code, format bit, etc.) are directed 
to the control registers via the B-register and the 
out bus. The control registers decode and interpret 
each instruction before the instruction is executed. 

Except for data channel operations (see "I/O 
Control" section), all instructions and data must 
first be addressed by the storage address register 
(SAR) before leaving core storage . SAR obtains the 
core storage address from the I-register or the A- 
register. The contents of the I-register are devel- 
oped by one of the following methods, depending on 
processor-controller operation. 

1. The I-register is incremented for each instruc- 
tion during sequential operation of the stored 
program instructions. 

2. The effective address of each instruction is 
ueveiopeu in tue accumulator anu men trans- 
ferred to SAR. The contents of the accumulator 
are saved in the U-register during effective 
address computation. If the instruction is a 
branch, the contents of SAR are transferred to 
the I-register. 

Each word in core storage consists of 18 
bits: 16 data bits, a parity bit (P), and a storage 
During an operation, the P-bit is 
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Figure 6. Processor-Controller Data Flow 



automatically added or removed to maintain 
odd parity. The S-bit is added or removed by 
the store status instruction, depending on wheth- 
er a "read only" condition is desired in the 
core storage position. The 16 data bits enter 
or leave core storage via the B-register. The 
P- and S-bits do so via individual latches. The 
latches and the B-register together make pos- 
sible the transfer of 18 bits to and from core 
storage . 

The in bus and the out bus each include 16 data 
lines and two parity lines. This line combination 



permits 18-bit transfers to devices such as magnet- 
ic tape units. 

DATA FLOW EXAMPLES 

The following three examples illustrate the data flow 
for the load accumulator instruction. An example 
for each type of addressing (short format; long for- 
mat, direct addressing; long format, indirect ad- 
dressing) is included. The circled numbers in each 
illustration correspond to the numbered items in- 
cluded for that illustration. 
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Instruction Cycle 

1. A-register transfer to U-register. 

2. I-register transfers to SAR. (I-register con- 
tents are then increased by 1) . 

3. SAR addresses the core storage location con- 
taining the instruction. 

4. Core storage location transfers to the B-regis- 
ter and out-bus. 

5 . Control registers store various parts of the 
instruction (Op code, format bit, and tag bits). 

6. Displacement is stored in the D-register. 

7. a. If tag = 00, I-register transfers to A- 

register. 
b. If tag f 00, the specified XR transfers to 
A-register . 

8. Displacement (D-register) is added to A-regis- 
ter. 

Execute Cycle 

9. A-register transfers to SAR (effective address). 

10. U-register transfers to A-register. 



12. Data word transfers to B-register. 

13. B-register loads into A-register (through D- 
register). 



Long Instruction, Direct Addressing 
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Instruction Cycle 1 

1. A-register transfers to U-register. 

2. I-register transfers to SAR. (I-register con- 
tents are then increased by 1.) 

3. SAR addresses the first word of the instruction. 

4 . First word of the instruction transfers to B- 
register and out bus . 

5. Control registers store various parts of the 
instruction (Op code, format bit, and tag bits). 

6. If tag 4 00, the specified XR transfers to A- 
register. 
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Instruction Cycle 2 



Instruction Cycle 1 



7 . I-register transfers to SAR. (I-register 
contents are then increased by 1. ) 

8. SAR addresses second word of instruction. 

9. Second word of instruction (address) transfers 
to B- register. 

10. Address (from B-register) is stored inD-register . 

11. a. If tag = 00, D-register transfers to A- 

register. 
b. Iftag i 00, D-register is added to A- register. 
(A- register contains contents of XR.) 

Execute Cycle 

12. A- register transfers to SAR (effective address). 

13. U-register transfers to A- register. 

14. SAR addresses data word at effective address. 

15. Data word transfers to B-register. 

16 . B-register loads into A- register (through D- 
register) . 

Long Instruction, Indirect Addressing 
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U-Register 



Index 
Register 



© 



1. A-register transfers to U-register. 

2. I-register transfers to SAR. (I-register 
contents are then increased by 1.) 

3. SAR addresses first word of the instruc- 
tion. 

4. First word of instruction transfers to the B- 
register and out bus. 

5. Control registers store various parts of 
the instruction (Op code, format bit, and 
tag bits). 

6. If tag 4- 00, the specified XR transfers to A- 
register. 



Instruction Cycle 2 



7. I-register transfers to SAR. (I-register con- 
tents are then increased by 1.) 

8. SAR addresses second word of instruction. 

9. Second word of instruction (address) transfers 
to B-register. 

10 . Address (from B-register) is stored in D- 
register. 

11. a. If tag = 00, D-register transfers to 

A-register. 
b. If tag 4 00, D-register is added to A- 
register. (A-register contains contents 
of XR). 



Indirect Addressing Cycle 



12. A-register transfers to SAR. 

13. SAR addresses core storage location at ad- 
dress (or address + XR). 

14. Core storage location transfers to B-regis- 
ter. 

15. B-register transfers to A-register (through 
D-register) . 



Execute Cycle 



16. A-register transfers to SAR. 

17. U-register transfers to A-register. 

18. SAR addresses data word at effective ad- 
dress. 

19. Data word transfers to B-register. 

20. B-register transfers to A-register (through 
D-register) . 
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Instruction Set 



The 1800 system instruction set is divided into five 
classes of instructions. Figure 7 shows the class, 
name, indirect addressing capability, and mnemonic 
for each instruction. A more complete breakdown 
of each instruction, including hexadecimal repre- 
sentations and assembler language coding examples, 
is given on the page referenced in Figure 7 . A sum- 
mary of the instruction set is given in Appendix A 
for quick reference. Instruction execution times 
are given at the end of this section. 



Hexadecimal Representation 



OP 



F T 



Oisp 



1,1 |0|1|0|0|0|0|0| 1|0|0|0|1|0|1 



OP 


F 


T 


'a b o 


Co rid 15 


q Address 15 
















i, l,0i hO 


1 


'l ' 





U 


U| U| U|U|U[U 


U|U|U| U|UlU|U| 1 l 1 |U|U|U| unit 1 



1 17152 BJ 



Class 


Instruction 


Indirect 

Addressing 


Mnemonic 


Page 


Load and 


Load Accumulator 


Yes 


LD 


16 


Store 


Load Double 


Yes 


LDD 


17 




Store Accumulator 


Yes 


STO 


18 




Store Double 


Yes 


STD 


19 




Load Index 


*. 


LDX 


20 




Store Index 


Yes 


STX 


21 




Load Status 


No 


LDS 


24 




Store Status 


Yes 


STS 


23 


Arithmetic 


Add 


Yes 


A 


25 




Add Double 


Yes 


AD 


26 




Subtract 


Yes 


S 


27 




Subtract Double 


Yes 


SD 


28 




Multiply 


Yes 


M 


29 




Divide 


Yes 


D 


30 




AND 


Yes 


AND 


31 




OR 


Yes 


OR 


32 




Exclusive OR 


Yes 


EOR 


33 


Shift 


Shift Left Instructions 










Shift Left Logical (A) * 


No 


SLA 


34 




Shift Left Logical (AQ)* 


No 


SLT 


35 




Shift Left and Count (AQ) * 


No 


SLC 


37 




Shift Left and Count (A) * 


No 


SLCA 


36 




Shift Right Instructions 










Shift Right Logical (A)* 


No 


SRA 


38 




Shift Right Arithmetically (AQ) * 


No 


SRT 


39 




Rotate Right (AQ)* 


No 


RTE 


40 


Branch 


Branch and Store I 


Yes 


BSI 


43 




Branch or Skip on Condition 


Yes 


BSC(BOSC) 


41 




Modify Index and Skip 


** 


MDX 


45 




Wait 


No 


WAIT 


47 




Compare 


Yes 


CMP 


48 




Double Compare 


Yes 


DCM 


49 


I/O 


Execute I/O 


Yes 


XIO 


50 


* Letters 


in parentheses indicate registers invo 


ved in shift operations. 




** See th 


3 section for the individual instruction 


(MDX and LDX). 





Figure 7. Instruction Set 



The hexadecimal representation(s) of each instruc- 
tion is given with its format(s) and assembler 
language coding examples. As shown in the preced- 
ing example , the hexadecimal number is derived by 
dividing each word of the instruction into groups of 
four bits each, and assigning a hexadecimal value 
corresponding to the binary coded decimal (BCD) 
value of each group. 



Description Symbology 

Symbols are used in the descriptions and examples 
for the instruction. The symbols and their meanings 
are as follows: 

Symbol Meaning 

A Accumulator 

Q Accumulator extension 

Addr Contents of address portion of a 

two-word instruction 
CSL Core storage location 

Disp Contents of displacement portion 

of a one-word instruction 
EA Effective address (see Figure 5) 

EA+1 Next higher address from the 

ciffo/^fi-iro ar ^dress 
I Contents of the instruction (I) 

register 
V Value 

XR1 Contents of index register 1 

XR2 Contents of index register 2 

XR3 Contents of index register 3 

X Hexadecimal value (can be 0-F) 
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Symbol Meaning 

* Used for hexadecimal values that 

have limits . Limits are given with 
each instruction. 



Assembler Language Coding Examples 

Assembler language coding examples are provided 
with each instruction to illustrate the relationship 
between the assembler language coding and the 
actual machine language instructions. No attempt is 
made to explain or define all aspects of assembler 



language programming. Refer to IBM 1800 Assem- 
bler Language, Order No. GC26-5882, for assembler 
language information. 

The assembler language coding examples for 
short instructions in this section are shown with the 
label DISP in the operand field. Note that with a 
short instruction in which an index register is not 
specified, the operand may reference a relocatable 
label. However, the label must be located within 
-128 or +127 words of the referencing instruction. 
With a short instruction in which an index register 
is specified, the operand must be an absolute value 
or a computed absolute value. (A computed absoluted 
value is a relocatable value minus another relo- 
catable value.) 
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LOAD ACCUMULATOR (LD) 



ia^nMHHiMM 



iFORMATS»w**re»t' 1 ***"'S'»*-. - - > 



I 



OP FT Disp 



110 





i 


1 1 I 1 1 1 1 



0-3 



OP FT AID Cond 



15 



Address 



is s; 



i,i,o,o,o|i| i I |o|o,o,o,0|Q l o| , I i 



4-7 or 8 



sDESCRIPTION! 



gmm&Mmmi^Mmtiammi 






- 



The accumulator (A) is loaded with the contents of the 
core-storage location specified by the effective address 
(EA) of the instruction. The contents of the core-storage 
location are unchanged. 



THE CARRY AND OVERFLOW INDICATORS are not 5 

changed by this instruction. 



:■ 

"5 



wmmm 



•EXAMPLES! 



mmaammammmmmm^ 



Assembler Language Coding 


Equivalent Machine Language Instruction 


Label 
21 25 




Operation 
27 30 




F 
32 


T 
33 




35 40 


See 
Note 


Hexadecimal 
Value 


Description 


Format 






L,D. i 










r\ t n r\ 




coxx 


Contents of CSL at EA (I + DISP) are loaded into A 


Short 
Instruction 






L.D, , 






1 




D,I,S,P 


C1XX 


Contents of CSL at EA (XR1 + DISP) are loaded into A 






L.Di i 






2 




D,I,S,P 


C2XX 


Contents of CSL at EA (XR2 + DISP) are loaded into A 






L,0. , 






3 




D.I.S.P 


C3XX 


Contents of CSL at EA (XR3 + DISP) are loaded into A 






i rv 

LIU! 1 




L. 






a n n d 


C400XXXX 


Contents of CSL at EA (Addr) are loaded into A 


Long 

Instruction 
Direct 
Addressing 






LiD, , 




L 


1 




A.D.D.R 


C500XXXX 


Contents of CSL at EA (Addr + XR1) are loaded into A 






LD, , 




L 


2 




A.D.D.R, , , , , 


C600XXXX 


Contents of CSL at EA (Addr + XR2) are loaded into A 






L.D, , 




L 


3 




A.D.D.R 


C700XXXX 


Contents of CSL at EA (Addr + XR3) are loaded into A 






LiD, , 




T 






A.D.D.R, , , , , 


C480XXXX 


Contents of CSL at EA (V in CSL at Addr). are loaded into A 






L.0, i 




I 


1 




A,D,D,R 


C580XXXX 


Contents of CSL at EA (V in CSL at "Addr + XR1") are loaded 


Long 

Instruction 
Indirect 
Addressing 






i i i 










i i i . i . i i 




into A 






L.0, , 




T 


2 




A.D.D.R 


C680XXXX 


Contents of CSL ajf A (V in CSL at "Addr + XR2") are loaded 
















I.. 




into A 






L.D. , 




T 


3 




A.D.D.R, , , , i 


C780XXXX 


Contents of CSL at EA (V in CSL at "Addr + XR3") are loaded 






. . . 










........ 




into A 
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LOAD DOUBLE (LDD) 



■ FORMATS! 



OP FT 



Disp 



IS 



OP 



F T 'a B Cond 



ISO 



Address 



15 



1,1,0,0,1 





, 


1 1 1 1 1 1 1 



1,1,0,0,1 


1 


! 




0,0,0,0,0,0 


I 1 1 1 I 1 1 1 1 1 



8-B 



C-F 



Oor 8 



I DESCRIPTION! 



The accumulator (A) and its extension (Q) are loaded 
with the contents of the core-storage location specified 
by the effective address (EA) of the instruction and the 
next higher core-storage location (EA + 1), respectively. 
This provides double-precision load for use with double- 
precision arithmetic. The EA of the instruction must be 
an even address in order for the instruction to perform as 



described. If the EA is odd, A and Q are both loaded with 
the contents of the core-storage location specified by the 
EA. In any case, the contents of the core-storage locations 
are unchanged. 

THE CARRY AND OVERFLOW INDICATORS are not 
changed by this instruction. 



■ EXAMPLES i 



Assembler Language Coding 


Equivalent Machine Language Instruction 


Label 
21 25 




Operation 
27 30 




F 
32 


T 
33 




35 40 


Note 


Hexadecimal 
Value 


Description 


Format 






L,D,D, 










D.I.S.P 




C8XX 


Contents of CSL at EA (I + DISP) and EA + 1 are loaded 


Short 
Instruction 






i i i 










i i i i i i i i 




into A and Q 






L,D,D, 






1 




D.I.S.P 


C9XX 


Contents of CSL at EA (XR 1 + DISP) and EA + 1 are loaded 






i i i 










i i i i i i i i 




into A and Q 






L,D,D, 






2 




D.I.S.P 


CAXX 


Contents of CSL at EA (XR2 + DISP) and EA + 1 are loaded 






i i i 










i i i i i i i i 




into A and Q 






L,D,D, 






3 




D.I.S.P 


CBXX 


Contents of CSL at EA (XR3 + DISP) and EA + 1 are loaded 






i i i 










i i i i i i i i 




into A and Q 






L,D,D, 




L 






A,D,D,R 


ccooxxxx 


Contents of CSL at EA (Addr) and EA + 1 are loaded into 


Long 

Instruction 
Direct 
Addressing 






i i i 










i ii 




AandQ 






L.D,0, 




L 


1 




A,D,DiR. , , . 


CD00XXXX 


Contents of CSL at EA (Addr + XR1) and EA + 1 are loaded 






i i i 










i i i i i i i i 




into A and Q 






L.D.D, 




L 


2 




A,D,D,R 


CE00XXXX 


Contents of CSL at EA (Addr + XR2) and EA + 1 are loaded 






i i i 










i i i i i i i i 




into A and Q 






L.D.D, 




L 


3 




A,D,D,R 


CF00XXXX 


Contents of CSL at EA (Addr + XR3) and EA + 1 are loaded 






i i i 










iii 




into A and Q 






L,D,D, 




I 






A.D.D.Ri ii,, 


CC80XXXX 


Contents of CSL at EA (V in CSL at Addr) and EA + 1 are 


Long 

Instruction 
Indirect 
Addressing 






i i i 










, i i i i i i i 




loaded into A and Q 






L,D,D, 




I 


1 




A,D,D,R 


CD80XXXX 


Contents of CSL at EA (V in CSL at "Addr + XR1") and EA + 1 






i i i 










, , 




are loaded into A and Q 






L.0,0, 




I 


2 




A,D,D,R 


CE80XXXX 


Contents of CSL at EA (V in CSL at "Addr + XR2") and EA + 1 






i i i 










, 




are loaded into A and Q 






L,D,D, 




1 


3 




A.D.D.Ri , , , , 


CF80XXXX 


Contents of CSL at EA (V in CSL at "Addr + XR3") and EA + 1 






i i i 










, , , , , i i i 




are loaded into A and Q 
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STORE ACCUMULATOR (STO) 



i FORMATS! 



OP FT Disp 15 



1,1,0,1,0 





1 


1 1 1 1 1 i 1 



OP FT ! A^3 Cond l9 



Address 



15 



1, 1,0.1, Ohl i I 1010,0.0.0,0.01 L-L-Li-I 



D 0-3 X 



D 4-7 or 8 X X 



X X 

I171SS i 



I DESCRIPTION I 



The contents of the accumulator (A) are stored in the 
core-storage location specified by the effective address 
(EA) of the instruction. The contents of A are unchanged. 



THE CARRY AND OVERFLOW INDICATORS are not 

changed by this instruction. 



.EXAMPLES! 



Assembler Language Coding 


Equivalent Machine Language Instruction 


Label 
21 25 




Operation 
27 30 




F 
32 


T 
33 




35 40 


Note 


Hexadecimal 
Value 


Description 


Format 






SiTiO, 










D.I.3.P. i . . . 




D0XX 


Contents of A are stored in CSL at EA (I + DISP) 


Short 
Instruction 






S,T,0, 






1 




D.I.S.P 


D1XX 


Contents of A are stored in CSL at EA (XR1 + DISP) 






S.TiO, 






2 




D.I.S.P 


D2XX 


Contents of A are stored in CSL at EA (XR2 + DISP) 




C> T ft 

lb,. |U, 






3 




r\ t r> n 
l/il.Oir, ,i,i 


D3XX 


Contents of A are stored in CSL at EA (XR3 + DISP) 






S.T.O. 




L 






A,D,Dfl, , , , i 
A.D.D.R 


D400XXXX 


Contents of A are stored in CSL at EA (Addr) 


Instruction 

Direct 

Addressing 






S.T.0, 




L 


1 




D500XXXX 


Contents of A are stored in CSL at EA (Addr + XR1) 






S,T,0, 




L 


2 




A.D.D.R, , , , , 


D600XXXX 


Contents of A are stored in CSL at EA (Addr + XR2) 






S.T.0, 




L 


3 




A,D,D,R 


D700XXXX 


Contents of A are stored in CSL at EA (Addr + XR3) 






SJ.0. 




I 






A,D,D,R, , , , , 


D480XXXX 


Contents of A are stored in CSL at EA (V in CSL at Addr) 


Long 

Instruction 
Indirect 
Addressing 






S.T.0, 




I 


1 




A,D,D,R 


D580XXXX 


Contents of A are stored in CSL at EA (V in CSL at 






i i i 










iiiiiiii 




"Addr+XRl") 






S.T.0. 




I 


2 




A,D,D,R, , , , , 


D680XXXX 


Contents of A are stored in CSL at EA (V in CSL at 
















i 




"Addr + XR2") 






S.T.0, 




I 


3 




A.D.D.R 


D780XXXX 


Contents of A are stored in CSL at EA (V in CSL at 






i . . 










, , , , . i i i 




"Addr+XR3") 



• 
■ 

tsmiiammmm 
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STORE DOUBLE (STD) 



i FORMATS i 



1 



OP FT Disp 



15' 



1,1.0,1,1 





1 


I 1 1 1 1 1 1 



I 8 
OP F T A Cond 15 



Address 



i,i,o,i,i|il ■ I |o|o,o,o,o.o.o| 



8-B 



C-F or 8 



I DESCRIPTION 




The contents of the accumulator (A) and its extension 
(Q) are stored in the core-storage location specified by 
the effective address (EA) of the instruction and the 
next higher core-storage location (EA + 1), respectively. 
This provides double-precision store for use with double- 
precision arithmetic. The EA of the instruction must be 
an even address in order for the instruction to perform as 



described. If the EA is odd, the contents of A are stored 
at the EA and the contents of Q are not stored. In any 
case, the contents of A and Q remain unchanged. 



THE CARRY AND OVERFLOW INDICATORS are not 

changed by this instruction. 



■ EXAMPLES! 



1 


Assembler Language Coding 


Equivalent Machine Language Instruction 




Label 
21 25 




Operation 
27 30 




F 
32 


T 
33 




35 40 


Note 


Hexadecimal 
Value 


Description 


Format 






S.TiD, 










D,I,SiP 




D8XX 


Contents of A and Q are stored in CSL at EA (I + DISP) and 


Short 
Instruction 






1 1 1 










1 1 1 1 1 1 1 1 




EA+ 1 






S.T.D, 






1 




D.I.S.P, , , , , 


D9XX 


Contents of A and Q are stored in CSL at EA (XR1 + DISP) 






1 1 1 










1 1 1 1 1 1 1 1 




and EA + 1 






S,T|D, 






2 




D.I.S.P 


DAXX 


Contents of A and Q are stored in CSL at EA (XR2 + DISP) 






1 1 1 










1 1 1 1 1 1 1 1 




and EA + 1 






S.T.D, 






3 




D,I,S,P, , , , , 


DBXX 


Contents of A and Q are stored in CSL at EA (XR3 + DISP) 






1 1 1 










■ 1 1 1 1 1 1 1 




and EA + 1 






S.T.D, 




L 






A,D,D,R, . . 


DC0OXXXX 


Contents of A and Q are stored in CSL at E A ( Addr) and 


Long 

Instruction 
Direct 
Addressing 






1 1 1 















EA+ 1 






S|T,D, 




L 


1 




A,D,D,R 


DD0OXXXX 


Contents of A and Q are stored in CSL at EA (Addr + XR 1) 






1 1 1 










1 1 1 l 1 1 1 I 




and EA + 1 






S.T.D. 




L 


2 




A,D,D,R 


DE00XXXX 


Contents of A and Q are stored in CSL at EA (Addr + XR2) 






1 1 1 










1 1 1 1 1 > 1 1 




and EA + 1 






S,T,D, 




L 


3 




A,D ,D,R, , , , , 


DF00XXXX 


Contents of A and Q are stored in CSL at EA (Addr + XR3) 






1 1 1 










1 1 1 1 1 1 1 1 




and EA + 1 






S,T,D, 




I 






A,D,D,Ri 1 , , 1 


DC80XXXX 


Contents of A and Q are stored in CSL at E A (V in CSL at 


Long 

Instruction 
Indirect 
Addressing 






1 1 1 










1 1 1 1 1 1 1 1 




Addr) and EA + 1 






S.T.D, 




I 


1 




A,D,D,R 


DD80XXXX 


Contents of A and Q are stored in CSL at EA (V in CSL at 
















1 1 1 1 1 1 1 1 




"Addr.+ XRl")andEA+ 1 






S,T,D, 




I 


2 




A.D.D.R 


DE80XXXX 


Contents of A and Q are stored in CSL at EA (V in CSL at 






1 1 1 










1 1 1 1 1 1 1 1 




"Addr + XR2") and EA + 1 






S,T,D, 




I 


3 




A,D,D,R, , , , 1 


DF80XXXX 


Contents of A and Q are stored in CSL at EA (V in CSL at 






1 1 1 










1 1 11 1,. j„..i_j — 




"Addr+ XR3")andEA+ 1 
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LOAD INDEX (LDX) 



■ FORMATS1 



OP FT Disp IS 



OP 



F T A Cond 15 



Address 



0,1,1,0,0 





1 


+ 

-1 1 1 I I 1 1 



T=00 Load I T = 10 Load XR2 

T = 01 LoadXRl T = ll Load XR3 



o.i.i.o.ohl 1 I |o|o.o.o,o,o.o|± , 

6 4-7 0or8 ~~Q~~ X X X X 

IA = - Load Immediate 

IA = 1 - Load Direct l ' 71S7B i 



I DESCRIPTION 1 



An index register (XR) or the instruction (I) register is 
loaded with the displacement portion of the instruction, 
the address word of the instruction, or the contents of 
the core-storage location specified by the address word. 
The tag bits indicate which register is loaded. The source 
of the data is dependent on the instruction format; short 
or long. In any case, the source of data remains unchanged. 

IF SHORT FORMAT (F bit is 0), the register specified by 
the tag bits is loaded with the displacement portion of 
the instruction. Before being loaded, the displacement 
is expanded to a 16-bit word by propagating the value 



of the sign bit (bit position 8 of the instruction) 
to the left 8 positions. 

IF LONG FORMAT (F bit is 1), the IA bit of the instruc- 
tion further specifies the source of data. If the IA bit is 
0, the register specified by the tag bits is loaded with 
the address word. If the IA bit is 1 , the register speci- 
fied by the tag bits is loaded with the contents of the 
core-storage location specified by the address word. 

THE CARRY AND OVERFLOW INDICATORS are not 
changed by this instruction 



1 EXAMPLES! 



Assembler Language Coding 


Equivalent Machine Language Instruction 


Label 
21 25 




Operation 
27 30 




F 
32 


T 
33 




35 40 


See 
Note 


Hexadecimal 
Value 


Description 


Format 






L1D1X1 










D.I.S.P 




60XX 


Load expanded DISP into instruction register 


Short 

instruction 






LD.Xi 






1 




D.I.S.P 


61XX 


Load expanded DISP into index register 1 






L1D1X, 






2 




d.i;s,p 


62XX 


Load expanded DISP into index register 2 






1 n v 






1 




n t D 

U|i,«Jiri 1 1 1 1 


VJASl 


Luau S-A|>autjvu liloj uiw iiwva ivjijiw »> 






L.DiX, 




L 






A,D,D,R 


6400XXXX 


Load Addr into instruction register 


Long 

Instruction 

Direct 

Addressing 






L.D.X, 




L 


1 




A,D,D,R 


6500XXXX 


Load Addr into index register 1 






L,D,X, 




L 


2 




A.D.O.R 


6600XXXX 


Load Addr into index register 2 






L.D.X, 




1 


3 




A,D,D,R, , , , , 


6700XXXX 


Load Addr into index register 3 






L.D.X, 




I 






A.D.D.R, , , , 


6480XXXX 


Load contents of CSL at Addr into instruction register 


Long 

Instruction 
Indirect 
Addressing 






L,D,X, 




I 


1 




A.D.D.R, , , 1 , 


6580XXXX 


Load contents of CSL at Addr into index register 1 






L,D,X, 




I 


2 




A.D.D.R, , , , , 


6680XXXX 


Load contents of CSL at Addr into index register 2 


1 1 1 1 




L.D.X, 




I 


3 




A,D,D,R 


6780XXXX 


Load contents of CSL at Addr into index register 3 



* 
s 



•. _ 



20 



LDX 



STORE INDEX (STX) 



i FORM ATS i 



OP 



F T 



Oisp 



OP 



0,1,1,0,1 





1 


1 1 1 1 1 1 1 



F T AT3 Cond , 5 



Address 



Q .i.'.o.iM . 



15 



0,0,0,0,0,0) 



8-B 

T = 00 Store I 

T = 01 Store XR1 

T = 10 Store XR2 

T = 1 1 Store XR3 



C-F or 8 



I DESCRIPTION I 



An index register (XR) or the instruction (I) register is 
stored in the core-storage location specified by the effec- 
tive address (EA) of the instruction. The contents of the 
register stored remains unchanged. The tag bits specify 
which register is stored and therefore, cannot be used in 
effective address generation. The EA for a short instruc- 
tion is (I + Disp). The EA for a long instruction with 



direct addressing (IA bit is 0) is (Addr). The EA for a long 
instruction with indirect addressing (IA is 1) is (value in 
core-storage location at Addr). 



THE CARRY AND OVERFLOW INDICATORS are not 

changed by this instruction. 



i EXAMPLES! 



Assembler Language Coding 


Equivalent Machine Language Instruction 


Label 
21 25 




Operation 
27 30 




F 
32 


T 
33 




35 40 


See 
Note 


Hexadecimal 
Value 


Description 


Format 


l I I I 




S.TiX, 










D,I,S,P 




68XX 


Store I in CSL at EA (I + DISP) 


Short 
Instruction 


i i i I 




8,1.x, 






1 




D,I,S,P, , , , , 


69XX 


Store XR1 in CSL at EA (I + DISP) 


i i i I 




S,T,X, 






2 




D,I,S,P 


6AXX 


Store XR2 in CSL at EA (I + DISP) 


l l l 1 




S,T,X, 






3 




D.I.S.P 


6BXX 


Store XR3 in CSL at EA (I + DISP) 


I l l I 




S,T,X, 




L 






A.D.D.R 


6C00XXXX 


Store 1 in CSL at EA (Addr) 


Long 

Instruction 
Direct 
Addressing- 


1 1 1 1 




S,T,X, 




L 


1 




A.D.D.R 


6D00XXXX 


Store XR1 in CSL at EA (Addr) 


1 L J 1 




S,T,X, 




L 


2 




A.D.D.R, , , , , 


6E00XXXX 


Store XR2 in CSL at EA (Addr) 


i j | i 




S,T,X, 




L 


3 




A,D,D,R 


6F00XXXX 


Store XR3 in CSL at EA (Addr) 


1 1 1 I 




S,T,X, 




I 






A,D,D,R 


6C80XXXX 


Store I in CSL at EA (V in CSL at Addr) 


Long 

Instruction 
Indirect 
Addressing 


1 1 1 1 




S,T,X, 




I 


1 




A,D,D,R 


6D80XXXX 


Store XR1 in CSL at EA (V in CSL at Addr) 


1 1 1 1 




S,T|X, 




I 


2 




A.D.D.R, . 


6E80XXXX 


Store XR2 in CSL at EA (V in CSL at Addr) 






S.T.X, 




I 


3 




A.D.D.R 


6F80XXXX 


Store XR3 in CSL at EA (V in CSL at Addr) 



Instruction Set 21 



STORE STATUS (STS) Store Status Function 



1FORMATS1 



OP FT 



Disp 





• DESCRIPTION! 



The status of the carry and overflow indicators are 
stored in bit positions 14 and 15, respectively, of the 
core-storage location specified by the effective address 
(EA) of the instruction. The carry and overflow indica- 
tors are then reset. Bit positions through 7 of the word 
at the EA remain unchanged and bit positions 8 through 
1 3 are reset to O's as shown in the illustration. 

If the long format is used, bit 9 (BO) of the instruc- 
tion must be for a store status function; otherwise a 
write or clear storage protect bit function is performed 






T 


1 1] 


14 


IS 


_1 1 1 1 1 1 1 




_1 — 1 — 1 — 1 — 1 — 1 







Unchanged 



| Overflow 
Carry 

r~i7 183 | 



as described on the next page. 

THE CARRY AND OVERFLOW INDICATORS are reset 
as they are stored. 



i EXAMPLES! 



Assembler Language Coding 


Equivalent Machine Language Instruction 


Label 
21 25 




Operation 
27 30 




32 


T 
33 




35 40 


Note 


Hexadecimal 
Value 


Description 


Format 






S.TiSi 










0,1, S,P, , , , , 




28XX 


Store status of indicators in CSL at EA (I + DISP) 


Short 
Instruction 


' 




S|T,S, 






I 




D.I.SP, , , , , 


29XX 


Store status of indicators in CSL at EA (XR1 + DISP) 






SiTiS, 






2 




D.I.S.P 


2AXX 


Store status of indicators in CSL at EA (XR2 + DISP) 






S.TiS, 






■2 




D.I.SP 


iBXj^ 


Store status of indicators in CSL at EA (XR3 + DISP) 






SJiS, 




L 






A.D.D.R. , , , , 


2C00XXXX 


Store status of indicators in CSL at EA (Addr) 


Long 

Instruction 
Direct 
Addressing 






SiT.Si 




I 


I 




A.D.D.R 


2D0OXXXX 


Store status of indicators in CSL at EA (Addr + XR 1) 






S,T,S, 




I 


2 




A.D.D.R. , , , , 


2E00XXXX 


Store status of indicators in CSL at EA (Addr + XR2) 






S,T,S, 




I 


3 




A,D,D,R 


2F00XXXX 


Store status of indicators in CSL at EA (Addr + XR3) 






S.T.S, 




I 






A,D,D,R 


2C80XXXX 


Store status of indicators in CSL at EA (V in CSL at Addr) 


Long 

Instruction 
Indirect 
Addressing 






S.T.S, 




I 


I 




A,D,D,R 


2D80XXXX 


Store status of indicators in CSL at EA (V in CSL at "Addr 




















+ XR1") 






S.T.S, 




T 


? 




A,D,D,R 


2E80XXXX 


Store status of indicators in CSL at EA (V in CSL at "Addr 
















i i i i i i i i 




+ XR2") 






S.T.Si 




T 


3 




A.D.D.R. , , i . 


2F80XXXX 


Store status of indicators in CSL at EA (V in CSL at "Addr 


till 




i i i 










i ii 




+ XR3") 



i 



22 



STORE STATUS (STS) Write or Clear Storage Protect Bit Function 

wmammmmmmmmmmmm wmmmmmmmmmmmmmmmmmmm FORMAT wmmm 



OP 


F 


T 


■a 


B o 


Cond u 





Address 


13 


0,0,1,0,1 


1 


1 




1 


0,0,0,0,0, 


i i i i i i i i i i i i i i i 



C-F 



4 or C or 1 



IDESCRIPTIONI 



The storage protect bit in the core-storage location spec- 
ified by the effective address (EA) of the instruction is 
written or cleared as indicated by bit position 1 5 of the 
instruction being 1 or 0, respectively. 

A long format instruction (F bit is 1) must be used 
and bit 9 (BO) of the instruction must be 1 for a write 
or clear storage protect bit function; otherwise a store 
status function is performed as described on the pre- 
ceding page. 



The preceding description of the write or clear storage 
protect bit function is performed only if the write storage 
protect bits switch on the P-C console is positioned on 
YES. As long as this switch is on YES, the program has 
the ability to write or clear storage protect bits as de- 
scribed in the preceding paragraphs. If the switch is on 
NO, this instruction performs as a no-op (no-operation). 

THE CARRY AND OVERFLOW INDICATORS are not 

changed by this instruction. 



"EXAMPLES! 





Assembler Language Coding 


Equivalent Machine Language Instruction 




Label 
21 25 




Operation 
27 30 




F 
32 


T 
33 




35 


40 


See 
Note 


Hexadecimal 
Value 


Description 


Format 








S.T.S, 




L 






A,D,D,R 


,iM,0i 





2C40XXXX 


Clear storage protect bit in CSL at EA (Addr) 


Long 

Instruction 
Direct 
Addressing 








SiT.S, 




L 






A,D,0,R 


,,/,4,l, 


' 


' 


2C41XXXX 


Write storage protect bit in CSL at EA (Addr) 








SiT.Si 




L 


1 




A,D,D,R 


,i/,4,0, 


2D40XXXX 


Clear storage protect bit in CSL at EA (Addr+XRl) 








S,T,S, 




L 


1 




fr,D,D,R 


,7,4,1, 


2D41XXXX 


Write storage protect bit in CSL at EA (Addr+XRl) 








S|T,S, 




L 


2 




A,D,D,R 


,,/,4,0, 


2E40XXXX 


Clear storage protect bit in CSL at EA (Addr+XR2) 








S.T.S, 




L 


2 




A,D,D,R 


,,/,4,l, 


2E41XXXX 


Write storage protect bit in CSL at EA (Addr+XR2) 








S,T,S, 




L 


3 




A,0,D,R 


,7,4,0, 


2F40XXXX 


Clear storage protect bit in CSL at EA (Addr+XR3) 






S,T,S, 




L 


3 




A,D,D,R 


,7,4,1, 


2F41XXXX 


Write storage protect bit in CSL at EA (Addr+XR3) 








S,T,S, 




I 






A,D,D,R 


.,/,4,0, 


2CC0XXXX 


Clear storage protect bit in CSL at EA (V in CSL at Addr) 


Long 

Instruction 
Indirect 
Addressing 








S.T.S, 




I 






A.D.D.R 


,7,4,1, 


2CC1XXXX 


Write storage protect bit in CSL at EA (V in CSL at Addr) 


i 






i i i 










i i i 


, i i i 












S,T,S, 




I 


1 




A,D,D,R 


,7,4,0, 


2DC0XXXX 


Clear storage protect bit in CSL at EA (V in CSL at 








i i i 










i i i 


i i , i 




"Addr+XRl") 


,. 






S,T,S, 




I 


1 




A,D,D,R 


,7,4,1, 


2DC1XXXX 


Write storage protect bit in CSL at EA (V in CSL at 


p 






i i i 










i i i 


i i i i 




"Addr+XRl") 








S,T,S, 




I 


2 




A,D,D,R 


.7,4,0, 


2EC0XXXX 


Clear storage protect bit in CSL at EA (V in CSL at 








1 ! 1 










i > i 


iiii 




"Addr+XR2") 


; 






S.T.S, 




I 


2 




A,D,D,R 


.7,4,1, 


2F.CIXXXX 


Write storage protect bit in CSL at EA (V in CSL at 


"I 






















"Addr+XR2") 






S,T,S, 




I 


3 




A,D,D,R 


,7,4,0, 


2FC0XXXX 


Clear storage protect bit in CSL at EA (V in CSL at 






















"Addr+XR3") 






sj.s, 




I 


3 




A,D,D,R 


,7,4,1, 


2FC1XXXX 


Write storage protect bit in CSL at EA (V in CSL at 








i i i 










i i i 


,111 






"Addr+XR3") 




I '1 With MPX 


Ve 


rsion 3, the s 


tor 


age 


pr< 


jte 


:t operand ( 


40 and /4 1 ) can 


be 











symbolically represented by U and P, respectively. 




Instruction Set 23 



LOAD STATUS (LDS) 



FORM AT i 



OP 



F T 



Disp 



I 1 1|0 I 0|0|0 I 0|0|0 I I I I I 



0-3 



mmmmamsmm 



■ DESCRIPTION! 



The carry and overflow indicators are loaded with the 
status of bit positions 14 (carry) and 15 (overflow) of 
the instruction. A 1 bit sets the respective indicator on, 
and a bit sets the respective indicator off. Normally 
the carry and overflow status were previously stored 
in this instruction by a store status instruction. The 
statuses of bit positions 14 and 15 of the load status in- 



struction are not changed during execution of the instruc- 
tion. This instruction applies to the short format only. 



THE CARRY AND OVERFLOW INDICATORS are set 

according to bit positions 14 and 15 of the instruction, 
respectively. 






SMKK1IH 



i EXAMPLES! 



Assembler Language Coding 



Labei 
21 25 



I I I L 



Operation 
27 30 



L i D i S i 



L.D.S 



| UlOl 



L,D,S 



i" i j i 



L.D.S. 



T 
32133 



35 



40 



il I LJ I I I I 



2^ 



_l_l 1 I L_l_ 



O-J 1 L_J_ 



_1 I I L_L 



Equivalent Machine Language Instruction 



See 
Note 



Hexadecimal 
Value 



2000 



2001 



2002 



Description 



Set carry and overflow indicators off 



Set overflow on and carry off 



Set overflow off and carry on 



Set carry and overflow indicator on 



Format 



Short 
Instruction 



mmmimm^mmMMMim't'tatiamiimsmims 



wrnmMiWM^m^^sm<0mw~ 



24 



LDS 



ADD (A) 



i FORMATS i 



OP FT 



Disp 



15 



OP FT 'a B Cond 150 



Address 



1 1 0,0, 0,0 





1 


1 1 1 1 1 1 1 



1,0,0,0,0111 , I |o|o,o,o,o,o,o| , , 



0-3 



I DESCRIPTION l 



The contents of the core-storage location specified by 
the effective address (EA) of the instruction are added 
algebraically to the contents of the accumulator (A). 
The sum replaces the contents of A, while core storage 
remains unchanged. Negative operands and/or negative 
sums are both in 2's complement form. (See "Data 
Addition" for details of add operations.) 

THE CARRY INDICATOR is turned on by a carry out of 
the high-order bit position of A during the add operation. 



THE OVERFLOW INDICATOR is turned on if the magni- 
tude of the sum is too large to be presented by A; that 
is, greater than +32,767 or less than -32;768. (This 
condition is detected by a resultarut carry out of one 
and only one of the two high-order bit positions of 
A.) If the overflow indicator is already on, it is not 
changed. The overflow indicator can be reset with a 
load status instruction, store status instruction, or by 
testing the indicator with a branch or skip on condition 
instruction. 



i EXAMPLES" 



immmmmimmtmmsmti'^tiiimii' 



Assembler Language Coding 


Equivalent Machine Language Instruction 


Label 
21 25 




Operation 
27 30 




F 
32 


T 
33 




35 40 


See 
Note 


Hexadecimal 
Value 


Description 


Format 






A, 1 ■, 










D.I.S.P, 




80XX 


Add contents of CSL at EA (I + DISP) to A 


Short 
Instruction 






A, , , 






I 




D.I.S.P. 


81XX 


Add contents of CSL at EA (XR 1 + DISP) to A 






A, 1 , 






2 




D.I.S.P 


82XX 


Add contents of CSL at EA (XR2 + DISP) to A 






A, , , 






3 




D.I.S.P 


83XX 


Add contents of CSL at EA (XR3 + DISP) to A 






A, 1 , 




L 






A,D,D,R 


8400XXXX 


Add contents of CSL at EA (Addt) to A 


Long 

Instruction 
Direct 
Addressing 






A, , , 




L 


1 




A.D.D.R 


8500XXXX 


Add contents of CSL at EA (Addr + XR1) to A 






A, , , 




L 


2 




A,D,D,R, , 


8600XXXX 


Add contents of CSL at EA (Addr + XR2) to A 






A, 1 1 




L 


3 




A,D,D,R, . 


8700XXXX 


Add contents of CSL at EA (Addr + XR3) to A 


1 1 I I 




A, , , 




1 






A.D.D.R. , , , , 


8480XXXX 


Add contents of CSL at EA (V in CSL at Addr) to A 


Long 

Instruction 
Indirect 
Addressing 






A, , , 




I 


1 




A,D,D,R 


8580XXXX 


Add contents of CSL at EA (V in CSL at "Addr + XR1") to A 






A, 1 , 




I 


2 




A,D ,D,R, , , , , 


8680XXXX 


Add contents of CSL at EA (V in CSL at "Addr + XR2") to A 






A, , , 




r 


3 




A.D.D.R. , , , , 


8780XXXX 


Add contents of CSL at EA (V in CSL at "Addr + XR3") to A 



VSi&iSJJ' \£ % 



Instruction Set 25 



ADD DOUBLE (AD) 



jffisaiiiaigigsiBiii^fsiiHtgiiaK^sBJ*:!! 



, )!M!4ffiMi<MM*M FORMATS'* 



OP 



F T 



Disp 



I.B, 



Address 



1,0,0,0,1 





1 


1 1 1 1 1 1 1 



8-B 




WmmmmmimmmmMm$Mmmmm^;m^§^~§ 



i DESCRIPTION 



Two words - - the contents of the core-storage location 
specified by the effective address (EA) of the instruction, 
and the next higher core-storage location (EA + 1) - - are 
added algebraically to the contents of the accumulator (A) 
and its extension (Q). This provides double-precision 
addition with A and Q considered as one 32-bit accu- 
mulator. The sum replaces the contents of A and Q, 
while core storage remains unchanged. Negative oper- 
ands and/or negative sums are both in 2's complement 
form. 

The effective address (EA) of the instruction must be 
an even address for correct operation. If the EA is odd. 
the contents of the core-storage location specified by 
the EA are added to both A and Q. and may be added 
incorrectly in A. 



THE CARRY INDICATOR is turned on by a carry out of 
the high-order bit position of A during the add operation. 



THE OVERFLOW INDICATOR is turned on if the mag- 
nitude of the sum is too large to be represented in A and 
Q; that is, greater than +2,147,483,647 or less than -2 
-2,147,483,648. (This condition is detected by a result- 
ant carry out of one and only one of the two high-order 
bit positions of A.) If the overflow indicator is already 
on, it is not changed. The overflow indicator can be 
reset with a load status instruction, store status instruc- 
tion, or by testing the indicator with a branch or skip 
on condition instruction. 



i EXAMPLES^ 



Assembler Language Coding 


Equivalent Machine Language Instruction 


Label 
21 25 




Operation 
27 30 


If 

32 


T 
33 




35 40 


See 
Note 


Hexadecimal 
Value 


Description 


Format 






A,D, , 










D.I.SiP 




88XX 


Add contents of CSL at EA (1 + DISP) and EA + 1 to A and 


Short 
Instruction 






A.D, . 






1 




D.I.S.P 


89XX 


Add contents of CSL at EA (XR 1 + DISP) and EA + 1 to A and 






i i i 














O 






A,D, , 






2 




D.I.S.P 


8AXX 


Add contents of CSL at EA (XR2 + DISPI and EA + 1 to A and 






i i i 














Q 






A,D, , 






3 




D.I.S.P, , , , , 


8BXX 


Add contents of CSL at EA (XR3 + DISP) and EA + 1 to A and 




















Q 






A.D, , 




1. 






A.D.D.R 


8CO0XXXX 


Add contents of CSL at EA (Addr) and EA + 1 to A and O 


Long 
Instruction 

Addressing 






A,D, , 




1 


1 




A,D,D,R, , , , , 


8D00XXXX 


Add contents of CSL at EA (Addt + XR1) and EA + 1 to A and 






1 1 1 










II 




Q | 






a n 




1 






a n n b 


cirrvnvvvv 


\AA ™«»o..t c «f r*\ .t P A /AHHr + YCH and F A + 1 tn A anH 




















Q 






A,D, , 




L 


3 




A.D.D.R, , , , , 


8F00XXXX 


Add contents of CSL at EA (Addr + XR3) and EA + 1 to A and 




















O 






A,D, < 




T 






A.D.D.R 


8C80XXXX 


Add contents of CSL at EA ( V in CSL at Addt) and E A + 1 to 


Long 

Instruction 
Indirect 
Addressing 
















i i i i i i i i 




AandQ 






A,D, , 




1 


1 


A,D,D,R, , , , , 


8D80XXXX 


Add contents of CSL at EA ( V in CSL at "Addr + XR 1 ") and 
















i i i i i i i i 




EA + 1 to A and Q 






A.D, , 




1 


2 




A.O.D.R 


8E80XXXX 


Add contents of CSL at EA (V in CSL at "Addr + XR2") and 




















EA + 1 to A and Q 






a n 




i 


^ 




a n n r 


8F80XXXX 


AHrl mntratmf CSI at FA (V inCSI at "AHrtr + XRV) and 






i 1 i 










1 1 1 > i > 1 1 




EA + 1 to A and 



mM^-MiSi^i&^k^m^ik^M 



26 



FAlfl 



SUBTRACT (S) 



i ] l^il«IISilS*il^^^ili!lffil^lSigi^ii|S| 



i FORMATS « 



OP FT 



Disp 



1.0.0.1.0 





1 


1 1 1 I 1 1 1 



0-3 



OP FT 'a B Cond 



15 



Address 



13 



1,0,0,1,0 


1 


J_.. 




0,0,0,0,0,0 


1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 



4-7 or 8 



i DESCRIPTION wmrnam 



X X X X 

|17169B] 



The contents of the core-storage location specified by 
the effective address (EA) of the instruction are sub- 
tracted algebraically from the contents of the accumula- 
tor (A). The difference replaces the contents of A, while 
core storage remains unchanged. Negative operands and/ 
or negative differences are both in 2's complement form. 

THE CARRY INDICATOR is turned on if a borrow by the 
high-order bit position of A occurs during the subtract 
operation. 



THE OVERFLOW INDICATOR is turned on if the mag- ! 

nitude of the difference is too large to be represented in | 

A; that is, greater than +32,767 or less than -32,768. 1 

(This condition is detected by a borrow from one and only J 

one of the two high-order bit positions of A.) If the over- I 

flow indicator is already on, it is not changed. The over- } 
flow indicator can be reset with a load status instruction 
or store status instruction, or by testing the indicator 

with a branch or skip on condition instruction. I 



mm EXAMPLES i 





Assembler Language Coding 


Equivalent Machine Language Instruction 




Label 
21 25 




Operation 
27 30 




F 
32 


T 
33 




35 40 


See 
Note 


Hexadecimal 
Value 


Description 


Format 








S, i , 










0,1, S,P, 




90XX 


Subtract contents of CSL at EA (1 + DISP) from A 


Short 
Instruction 








s. , , 






I 




D.I.S.P 


91XX 


Subtract contents of CSL at EA (XR 1 + DISP) from A 








S, i i 






2 




D.I.S.P 


92XX 


Subtract contents of CSL at EA (XR2 + DISP) from A 








S, i , 






3 




D,I,S,P 


93XX 


Subtract contents of CSL at EA (XR3 + DISP) from A 


II 






S, i , 




L 






A.D.D.R, , , , , 


9400XXXX 


Subtract contents of CSL at EA (Addr) from A 


Long 

Instruction 
Direct 
Addressing 








S, i , 




L 


I 




A.D.D.R 


9S00XXXX 


Subtract contents of CSL at EA (Addr + XR 1) from A 








s, , , 




L 


2 




A.D.D.R, , , , , 


9600XXXX 


Subtract contents of CSL at EA (Addr + XR2) from A 


1 






S. , i 




L 


3 




A.D.D.R 


9700XXXX 


Subtract contents of CSL at EA (Addr + XR3) from A 


jii 






s, , , 




I 






A.D.D.R. , , , , 


9480XXXX 


Subtract contents of CSL at EA (V in CSL at Addr) from A 


Long 

Instruction 
Indirect 
Addressing 








s, ■ , 




I 


I 




A.D.D.R. . 


9S80XXXX 


Subtract contents of CSL at EA (V in CSL at "Addr + XR 1") 








I I I 








i i i i i i i i 




from A 








s, , , 




I 


2 




A.D.D.R 


9680XXXX 


Subtract contents of CSL at EA (V in CSL at "Addr + XR2") 


• 
















i i i i i i , i 




from A 








s, , , 




I 


3 




A.D.D.R 


9780XXXX 


Subtract contents of CSL at EA (V in CSL at "Addr + XR3") 








I I I 










i i i i i.i ii 




from A 



...-»»* tfw*f ~f~**«timrm 
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Instruction Set 27 



SUBTRACT DOUBLE (SD) 



■ FORMATS! 



«!^r«>^ : ^. 



OP 



F T 



Disp 



1,0,0,1,1 





. 


1 1 1 1 1 1 1 



8-B 



F T 'A B 



Address 




|17170 I 



I DESCRIPTION* 



Two words - - the contents of the core-storage location 
specified by the effective address (EA) of the instruction, 
and the next higher core-storage location (EA +1) - - are 
subtracted algebraically from the contents of the accum- 
ulator (A) and its extension (Q). This provides double- 
precision subtraction with A and Q considered as one 32- 
bit accumulator. The difference replaces the contents of 
A and Q, while core storage remains unchanged. Negative 
operands and/or negative differences are both in 2's 

complement form. 

The EA of the instruction must be an even address for 

correct operation. If the EA is odd, the contents of the 

core-storage location specified by the EA are subtracted 

from both A and Q and may be subtracted incorrectly in A. 



THE CARRY INDICATOR is turned on if a borrow by 
the high-order bit position of A occurs during the subtract 
operation. 

THE OVERFLOW INDICATOR is turned on if the mag- 
nitude of the difference is too large to be represented in A 
and Q; that is, greater than +2,147,483,647 or less than 
-2,147,483,648. (This condition is detected by a borrow 
from one and only one of the two high-order bit positions 
of A.) If the overflow indicator is already on, it is not 
changed. The overflow indicator can be reset with a load 
status instruction or store status instruction, or by testing 
the indicator with a branch or skip on condition 
instruction. 



S 



' .,-..■., ■ ^MiCMNMPiMMMmnNMM EXAMPLES 



Assembler Language Coding 


Equivalent Machine Language Instruction 


Label 
21 25 




Operation 
27 30 


F 
3 


T 
233 


35 40 


See 
Note 


Hexadecimal 
Value 


Description 


Format 






S,D, i 






D.I.S.P, , , , , 




98XX 


Subtract contents of CSL at EA (I+DISP) and EA+1 from 


Short 
Instruction 
















AandQ 






S.D. , 




1 


D,I,S,P 


99XX 


Subtract contents of CSL at EA (XR1+DISP) and EA+1 
















from A and Q 






SiD i , 




? 


D,T,S,P 


9AXX 


Subtract contents of CSL at EA (XR2+DISP) and EA+1 
















from A and Q 






S,D, , 




3 


D,I,S,P 


9BXX 


Subtract contents of CSL at EA (XR3+DISP) and EA+1 
















from A and 






S,D, , 


L 




A.D.D.R. , , , , 


9C00XXXX 


Subtract contents of CSL at EA (Addr) and EA+1 from 


Long 

Instruction 
Indirect 
Addressing 
















AandQ 






c r. 

0\U\ , 


1 

L 


1 

- 1 


A,D,D,R, , , , , 


ftrtimvvvv 


















from A and 






S,D, , 


1 


2 


A,D,D,R, i . ■ 


9F.O0XXXX 


Subtract contents of CSL at EA tAddr+XR2> and EA+1 
















from A and 






S,D, , 


t 


.3 


A,D,D,R, , , , , 


9F00XXXX 


Subtract contents of CSL at EA (Addr+XR3) and EA+1 












i i i i i i i i 




from A and 






S,D, , 




r 


A,D,D,R 


9C80XXXX 


Subtract contents of CSL at EA (V in CSL at Addr) and 


Long 

Instruction 
Indirect 
Addressing 












1 1 1 1 1 1 1 ! 




EA+1 from AandQ 






S,D. , 




r i 


A,0,D,R 


9D80XXXX 


Subtract contents of CSL at EA (V in CSL at "Addr+XRl") 
















and EA+1 from A and Q 






S,D, , 




12 


A.D.D.R 


9E80XXXX 


Subtract contents of CSL at EA (V in CSL at "Addr+XR2") 












i i i i i i i i 




and EA+1 from A and 






S,D, , 




r 3 


A.DiD.R 




QFsnxxxx 


Snhtrartr.nntPnKnfrSl at FA IV in TSI. at "Addr+XR.1") 






i i i 






> i. 




and EA+1 from A and Q 



rwmm?mmMMMM ; ^ 



mMM^Mmmm^M^mm^^mMm^lim 
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MULTIPLY (M) 

■ FORMATS 



OP FT 



'■ i'|0.o|o| 



Disp 



15 



OP FT A B Cond 15 



Address 



i.o.i.o.ohl ■ I |o|o.o.o,o.o,o| 



4-7 or 8 



X 

|l7171B| 



i DESCRIPTION! 



The contents of the core-storage location specified by the 
effective address (EA) of the instruction (multiplicand) 
are multiplied algebraically by the contents of the accu- 
mulator (multiplier). The 32-bit double-precision product 
replaces the contents of the accumulator (A) and its ex- 
tension (Q), while core storage remains unchanged. The 
most significant bits of the double-precision product are 
in A. 



The largest product that can be developed is 
+ 1.073,741,824. This occurs when the multiplier and 
multiplicand are both the largest negative number; 
-32,768. 

THE CARRY AND OVERFLOW INDICATORS are not 

changed by this instruction. 



• EXAMPLES 



Assembler Language Coding 


Equivalent Machine Language Instruction 


Label 
21 25 




Operation 
27 30 




F 
32 


T 
33 




35 40 


See 
Note 


Hexadecimal 
Value 


Description 


Format 






M, , i 










D.LS.P 




AOXX 


Multiply contents of CSL at EA (I+DISP) by A 


Short 
Instruction 






M, , , 






1 




D,I,S,P 


A1XX 


Multiply contents of CSL at EA (XR1+DISP) bv A 






M, i , 






2 




0,1, S,P 


A2XX 


Multiply contents of CSL at EA (XR2+DISP) by A 






M, i , 






3 




D.I.S.P 


A3XX 


Multiply contents of CSL at EA (XR3+DISP) by A 






M, , , 




L 






A,D,D,R 


A400XXXX 


Multiply contents of CSL at EA (Addr) by A 


Long 

Instruction 
Direct 
Addressing 






M, , , 




L 


1 




A,D,D,R 


A500XXXX 


Multiply contents of CSL at EA (Addr+XRl) by A 






M. i , 




L 


2 




A.D.D.R, , , , , 


A600XXXX 


Multiply contents of CSL at EA (Addr+XR2) by A 






M, , , 




L 


3 




A.D.D.R, , , , , 


A700XXXX 


Multiolv contents of CSL at EA <Addr+XR3> bv A 






M, , , 




I 






A,D,D,R 


A480XXXX 


Multiply contents of CSL at EA (V in CSL at Addr) by A 


Long 

Instruction 
Indirect 
Addressing 






M, , , 




I 


1 




A.D.D.R 


A580XXXX 


Multiply contents of CSL at EA (V in CSL at "Addr+XRl") 






i i i 










11 1 




by A 






M, , , 




1 


2 




A.D.D.R 


A680XXXX 


Multiply contents of CSL at EA (V in CSL at "Addr+XR2") 






i i i 










■1 11 




by A 






Mi , i 




I 


3 




A,D,D,R 


A780XXXX 


Multiply contents of CSL at EA (V in CSL at "Addr+XR3") 






1 1 1 










11 




by A 



immtMmmmM^ &m:^ m^^m 
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Instruction Set 29 



DIVIDE (D) 



i FORMATS i 



OP FT 



Disp 



is 



I 8 
OP F T A Cond 15 



Address 



1.0,1,0,1 





I 


1 1 1 1 1 1 1 



8-B 




it 
1 



I DESCRIPTION 1 



The contents of the accumulator and its extension form 
a 32-bit double-precision dividend which is divided alge- 
braically by the contents of the core-storage location 
specified by the effective address (EA) of the instruction 
(divisor). The quotient and remainder replace the con- 
tents of the accumulator (A) and its extension (Q), re- 
spectively, while core storage remains unchanged. The 
"sign" of the remainder is the same as the "sign" of the 
dividend. Negative operands and/or negative quotients 
or remainders are in 2's complement form. 

The largest dividend that can be divided correctly is 
+1 ,073,774,591 provided the divisor is the largest nega- 
tive number (-32,768). 



THE CARRY INDICATOR is not affected by this 
instruction. 

THE OVERFLOW INDICATOR is turned on when a 
division by zero is attempted or when a quotient overflow 
condition exists. A quotient overflow occurs if the magni- 
tude of the quotient is too large to be represented in A; 
that is, greater than +32,767 or less than -32,768. A quo- 
tient overflow causes A and Q to be left in an undefined 
state. A division by zero leaves A and Q unchanged. In 
either case, the overflow indicator is unchanged if it is 
already on. 



1EXAMPLES1 





Assembler Language Coding 


Equivalent Machine Language Instruction 




Label 
21 25 




Operation 
27 30 




F 
32 


T 
33 




35 40 


See 
Note 


Hexadecimal 
Value 


Description 


Format 








D, , 










D,I,S,P 




A8XX 


Divide A and Q by contents of CSL at EA (RDISP) 


Short 
Instruction 


m 






D , , 






1 




0,1, S,P 


A9XX 


Divide A and Q by contents of CSL at EA (XR1+DISF) 


! 






D, 1 , 






? 




D,I,S,P 


AAXX 


Divide A and Q by contents of CSL at EA (XR2+DISP) 


1 






D, , , 






3 




D,I,S,P, , , , , 


ABXX 


Divide A and Q by contents of CSL at EA (XR3+DISP) 


P 






D, 1 , 




1 






A.DiD.R 


AC00XXXX 


Divide A and Q by contents of CSL at EA (Addi) 


Long 

Instruction 
Direct 
Addressing 


i 






1/1 1 1 




L. 


1 




a n n a 


AD00XXXX 


niviHe A and Ohv contents of CSL at EA (Addr+XRl) 


1 






D, , , 




1 


? 




A,D,D,R, , , , , 


AE00XXXX 


Divide A and Q by contents of CSL at EA (Addr+XR2) 


t 






D, : , 




1 


3 




A,D,D,R 


AF00XXXX 


Divide A and Q by contents of CSL at EA (Addr+XR3) 


£ 






D, , , 




T 






A,D,D,R, , , , , 


AC80XXXX 


Divide A and Q by contents of CSL at EA (V in CSL 


Long 

Instruction 
Indirect 
Addressing 


it 




















at Addt) 


i 






D, , , 




T 


1 




A.D.D.R 


AD80XXXX 


Divide A and Q by contents of CSL at EA (V in CSL at 


■ 




















"Addr+XRl") 


i 






D, , , 




T 


? 




A,D,D,R, , , , , 


AE80XXXX 


Divide A and Q by contents of CSL at EA (V in CSL at 


; ; 




















"Addr+XR2") 


*• 


■ 1 1 1 




d! ! ! 1 1 


3 




A.D.D.R 


AF80XXXX 


Divide A and Q by contents of CSL at EA (V in CSL at 


» 


1 1 1 1 




■ii 
1 1 1 1 1 






i , 1 1 1 1 1 1 




"AriHr+XRV'l 





smsm&iwm 



30 



LOGICAL AND (AND) 



i FORMATS .•'-•■..--- 



tit^^Ii§iK8fi>P*l:3KS- 



D OP 


F 


T 


Disp ,s 


V, 1 , , 





1 


i i 



0-3 






OP 


F 


T 


'a 


B o 


Cond 15 





Address 


15 


1, 


1,1,0,0 


1 


— L_ 







0,0,0,0,0,0 


II 1 1 1 1 1 1 1 1 



4-7 or 8 



|l7175 B| 




i DESCRIPTION m 



■^■■■^^■■■■liii 



The contents of the core-storage location specified by 
the effective address (EA) of the instruction are ANDed 
bit by bit with the contents of the accumulator (A). The 
result replaces the contents of A, while core storage re- 
mains unchanged. 



AND 



Storage 


1 


1 








Accum 


1 





1 





Result 


1 












I 17176 | 



The possible AND conditions are shown in the 
illustration. 



THE CARRY AND OVERFLOW INDICATORS are no 
changed by this instruction. 



xmm 



i EXAMPLES wm 



mmMmmsmmmmmtmsm 



Assembler Language Coding 


Equivalent Machine Language Instruction 


Label 
21 25 




Operation 
27 30 




F 
32 


T 
33 




35 40 


Note 


Hexadecimal 
Value 


Description 


Format 






A.N.D, 










D.I.S.P 




E0XX 


AND contents of CSL at EA (1 + DISP) with A 


Short 
Instruction 






A,N,D, 






1 




D,I,S,P 


E1XX 


AND contents of CSL at EA (XR 1+DISP) with A 






A|N,0, 






2 




d.i.s.p 


E2XX 


AND contents of CSL at EA (XR2+DISP) with A 






A,N,D, 






3 




D,I,S,P 


E3XX 


AND contents of CSL at EA (XR3+DISP) with A 






A|N,D, 




L 






A,D,D,R 


E400XXXX 


AND contents of CSL at EA (Addr) with A 


Long 

Instruction 
Direct 
Addressing 






A,N,0, 




L 


1 




A,D,D,R 


E500XXXX 


AND contents of CSL at EA (Addr+XRI) with A 






A|N,D, 




L 


2 




A.D.D.R, . 


E600XXXX 


AND contents of CSL at EA (Addr+XR2) with A 






A.N.D, 




L 


3 




A,D,D,R, , , , , 


E700XXXX 


AND contents of CSL at EA (Addr+XR3) with A 






A.N.D, 




I 






A,D,D,R 


E480XXXX 


AND contents of CSL at EA (V in CSL at Addr) with A 


Long 

Instruction 
Indirect 
Addressing 






A,N,D, 




I 


1 




A,D,D,R 


E580XXXX 


AND contents of CSL at EA (V in CSL at "Addr+XRI") 






i i i 










ii 




with A 






A,N,D, 




I 


2 




A,D,D,R 


E680XXXX 


AND contents of CSL at EA (V in CSL at "Addr+XR2") 






i i i 










i i i i i i i i 




with A 






A,N,D, 




I 


3 




A,D,D,R 


E780XXXX 


AND contents of CSL at EA (V in CSL at "Addr+XR3") 


l I l I 




i i i 










i i i i i i i i 




with A 



ISSiBiKliiwSiil? 



Instruction Set 31 



LUUICAL UK IUK) 



i FORMATS 



i , . •• ,t' , • - 




OP 



F T ! A B Cond l5 



Address 



l i l I l I i 1 1 



C-F 



or 8 



15 



0| 0, 0, 0, 0,0, 0| i 



iDESCRIPTIONtt' :*•* ■>.-■»..■.- 



3 

m 
11 



The contents of the core-storage location specified by 
the effective address (EA) of the instruction are ORed 
bit by bit with the contents of the accumulator (A). 
The result replaces the contents of A, while core stor- 
age remains unchanged. 

The possible OR conditions are shown in the 
illustration. 



OR 



Storage 


] 


1 








Accum 


1 





I 





Result 


1 


1 


1 






1 ' 7178 I 
THE CARRY AND OVERFLOW INDICATORS are not 
changed by this instruction. 



II: 



EXAMPLES* 



Assembler Language Coding 


Equivalent Machine Language Instruction 


Label 
21 25 




Operation 
27 30 




F 
32 


T 
33 




35 40 


See 
Note 


Hexadecimal 
Value 


Description 


Format 






0,Ri i 










£i_ 


[,S,P, 




E8XX 


OR contents of CSL at EA (I+DISP) with A 


Short 
Instruction 






0,Ri i 






1 




Cl 


,S,P, . ■ , i 


E9XX 


OR contents of CSL at EA (XR1+DISP) with A 






0,R, , 






2 




E 


',S,P, , , , , 


EAXX 


OR contents of CSL at EA (XR2+DISP) with A 






0,R, i 






3 




D.I.S.P 


EBXX 


OR contents of CSL at EA (XR3+DISP) with A 






0,R, , 




I 






A,D,D,R, , , , , 


EC00XXXX 


OR contents of CSL at EA (Addr) with A 


Long 

instruction 
Direct 
Addressing 






O.K. i 




L 


1 




A,U,l),K 


ED0OXXXX 


OR contents of CSL at EA (Addr+XRl) with A 






0,R, , 




L 


2 




A.D.D.R, , , , , 


EE00XXXX 


OR contents of CSL at EA (Addr+XR2) with A 






0.R, . 




1 


3 




A,D,0,R, i , , , 


EF00XXXX 


OR contents of CSL at EA ( Addr+XR3) with A 






0.R, . 




T 






A,D,D,R, , , , , 


EC80XXXX 


OR contents of CSL at EA (V in CSL at Addr) with A 


Long 

Instruction 
Indirect 
Addressing 






O.R. , 




I 


1 




A,D,D,R, . . 


ED80XXXX 


OR contents of CSL at EA (V in CSL at "Addr+XRl") 






1 1 1 










i i i i i i i i 




with A 






O.R, i 




1 


? 




A.D.D.R 


EE80XXXX 


OR contents of CSL at EA (V in CSL at "Addr+XR2") 
















i i i i i i i i 




with A 






0,R, , 




I 


3 




A,D,D,R 


EF80XXXX 


OR contents of CSL at EA (V in CSL at "AddrtXR3") 


J I I i ■ 




i i i 






1 
l 


i i i i i i i > 




with A 



32 



LOGICAL EXCLUSIVE OR (EOR) 

,« «- - > j -**•- 1 • ~" - . ,- , ,• „ <FORMATS 



OP 



F T 



Disp 



111, 1,1 ,0 10 



15 







0-3 



OP 



F T ! A B Cond 



15 



Address 



1.1,1,1,0 


1 


I 







0,0,0,0,0,0 


11111,1,1, 



4-7 



or 8 



SDESCRIPTIONI 



The contents of the core-storage location specified by 
the effective address (EA) of the instruction are exclu- 
sive ORed bit by bit with the contents of the accumu- 
lator (A). The result replaces the contents of A, while 
core storage remains unchanged. 

The possible exclusive OR conditions are shown in 
the illustration. 



Exclusive OR 



Storage 


1 


1 








Ac cum 


1 





1 





Result 





1 


1 






THE CARRY AND OVERFLOW INDICATORS are not 

changed by this instruction. 



* EXAMPLES! 



Assembler Language Coding 


Equivalent Machine Language Instruction 


Label 
21 25 




Operation 
27 30 




F 
32 


T 
33 




35 40 


See 
Note 


Hexadecimal 
Value 


Description 


Format 






EiOiR. 










D,I,S,P. . . . . 




F0XX 


EOR contents of CSL at EA (I+DISP) with A 


Short 
Instruction 






E.0.R, 






I 




D.I.S.P, , , , , 


F1XX 


EOR contents of CSL at EA (XR1+DISP) with A 






E.0.R, 






2 




D.I.S.P, , , , , 


F2XX 


EOR contents of CSL at EA (XR2+DISP) with A 






E|0,R, 






3 




D.I.S.P, , , , , 


F3XX 


EOR contents of CSL at EA (XR3+DISP) with A 






E.0.R, 




L 






A,D,D,R 


F400XXXX 


EOR contents of CSL at EA (Addr) with A 


Long 

Instruction 
Direct 
Addressing 






E.0.R, 




L 


I 




A,D,D,R 


F500XXXX 


EOR contents of CSL at EA (Addr+XRl)with A 






E,0,R, 




L 


2 




A.D.0.R > 


F600XXXX 


EOR contents of CSL at EA (Addr+XR2) with A 






EiOiR, 




l. 


3 




A.D.D.R. . . . . 


F700XXXX 


EOR contents of CSL at EA (Addr+XR3) with A 






E.0.R, 




I 






A.D.D.R, , , , , 


F480XXXX 


EOR contents of CSL at EA (V in CSL at Addr) with A 


Long 

Instruction 
Indirect 
Addressing 






E,0,R, 




I 


I 




A.D.D.R, , , , , 


F580XXXX 


EOR contents of CSL at EA (V in CSL at "Addr+XR 1") 






i i i 










i i i i i i i i 




with A 






E,0,R, 




I 


2 




A.0.D.R 


F680XXXX 


EOR contents of CSL at EA (V in CSL at "Addr+XR2") 






i i i 










i i i i i i i i 




with A 






E.0.R, 




I 


3 




A,D,D,R, , , , , 


F780XXXX 


EOR contents of CSL at EA (V in CSL at "Addr+XR3") 






i i i 










> i i i i i i i 




with A 
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Instruction Set 33 



SHIFT LEFT LOGICAL A (SLA) 



OP 



F T 



Oisp 



15 



0,0,0,1 ,0 





1 


°l°l III II 



0-3 



0-3 



i FORMAT i 



Tag 


Shift Count Determined By: 


00 


Low-Order 6 Bits of Disp 


01 


Low-Order 6 Bits of XR1 


10 


Low-Order 6 Bits of XR2 


11 


Low-Order 6 Bits of XR3 




| 17 181 



i DESCRIPTION 



ll?BSBRS3alii4i;.»*f»BS-S!*i,::B 



The bits in the accumulator (A) are shifted left the num- 
ber of positions specified by the shift count. Vacated 
bit positions are set to 0. Bits leaving the high-order 
(bit 0) position of A are shifted into the carry indicator. 

The source of the shift count is specified by the tag 
bits as shown above. The shift count is loaded into the 
shift control counter from the specified source and then 
decremented as each shift occurs. The source of the shift 
count remains unchanged. If a shift count of is specified, 



this instruction performs as a no-op (no-operation). 

Note that bit positions 8 and 9 of the instruction must 
both be 0. 

THE CARRY INDICATOR is turned on for each 1 bit 
and off for each bit shifted left from the high-order 
(bit 0) position of A. 

THE OVERFLOW INDICATOR is not changed by this 
instruction. 



• EXAMPLES! 



jBiBS3H!|SI!s» 



Assembler Language Coding 


Equivalent Machine Language Instruction 


Label 
21 25 




Operation 
27 30 




F 
32 


T 
33 




35 40 


Note 


Hexadecimal 
Value 


Description 


Format 






S.LiA, 










D,I,S,P, , , , i 


m 


10*X 


Contents of A shift left the number of shift counts in DISP 


Short 
Instruction 






SiLA, 






1 




i i i i i i i i 


1100 


Contents of A shift left the number of shift counts in XR 1 


i i i I 




SiL.A, 






2 




i i i i i i i i 


1200 


Contents of A shift left the number of shift counts in XR2 


l i i i 




S,L,A, 






3 




i i i i i i i i 


1300 


Contents of A shift left the number of shift counts in XR3 


i i i i 




i i i 










i i i i i i i i 







1, 1 I The third from the high-order hex. digit can be 0, 1. 2. or 3. depending on 
the value of the shift count. 



S:»;S;,;» 



34 



SLA 



SHIFT LEFT A AND Q (SLT) 

4"««'J.M«t'.<A>M<,4»Kk«»w««aH«ii 



i FORMAT i 



OP FT 



Disp 



0,0,0,1,00 


1 


1 l°l 1 1 1 1 1 



0-3 



8-B 



Tag 


Shift Count Determined By: 


00 


Low-Order 6 Bits of Disp 


01 


Low-Order 6 Bits of XR1 


10 


Low-Order 6 Bits of XR2 


11 


Low-Order 6 Bits of XR3 
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i DESCRIPTION ■ 



The bits in the accumulator (A) and its extension (Q) 
are shifted left, as a 32-bit double-precision, register, 
the number of positions specified by the shift count. 
The high-order (bit 0) position of Q is shifted into the 
low -order (bit 15) position of A. Vacated bit positions 
are set to 0. Bits leaving the high-order (bit 0) position 
of A are shifted into the carry indicator. 

The source of the shift count is specified by the tag 
bits as shown above. The shift count is loaded into the 
shift control counter from the specified source and then 
decremented as each shift occurs. The source of the shift 



count remains unchanged. If a shift count of is specified,! 

the instruction performs as a no-op (no-operation). { 

Note that bit positions 8 and 9 of the instruction must I 

be 1 and 0, respectively. f 

THE CARRY INDICATOR is turned on for each 1 bit and 
off for each bit shifted from the high-order (bit 0) 
position of A. 

THE OVERFLOW INDICATOR is not changed by this 
instruction. 



i EXAMPLES mb 



Assembler Language Coding 


Equivalent Machine Language Instruction 


Label 
21 25 




Operation 
27 30 




F 
32 


T 
33 




35 


40 


See 
Note 


Hexadecimal 
Value 


Description 


Format 






S.L.T, 










O.I.S.P, 


I I I 


m 


10*X 


Contents of A and Q shift left the number of shift count in 


Short 
Instruction 






i i i 












i i i 




DISP 






S,L,T, 






I 






i i i 


1180 


Contents of A and Q shift left the number of shift counts in 






i i i 












i i i 




XR1 






S,L,T, 






2 






i i i 


1280 


Contents of A and Q shift left the number of shift counts in 






i i i 












i i i 




XR2 






S.L.T, 






3 






i i i 


1380 


Contents of A and Q shift left the number of shift counts in 


i i i i 




i i i 










I I I I 


i r l 




XR3 


1 1 The third f 


ron 


1 the high-or 


ier 


he 


i.d 


igit 


can be 8, 9, A. 


or B dependi 


ng on 









the value of the shift count. 



memmmtMsmurmaum^ 



Instruction Set 35 



SHIFT LEFT AND COUNT A (SLCA) 



FORMAT i 



MMMMt»>MNM r ^ 



OP FT Disp 



0,0,0,1,0 





1 


Ol 1 ! I 1 1 1 1 



1 0-3 4-7 X 



Tag 


Shift Count Determined By: 


00 


Low-Order 6 Bits of Disp 


01 


Low-Order 6 Bits of XR1 


10 


Low-Order 6 Bits of XR2 


11 


Low-Order 6 Bits of XR3 
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■ DESCRIPTIONi 



MsmM&ms&im 



If the tag bits in this instruction are both (no index 
register specified), the instruction performs as a shift 
left A (SLA) instruction. 

If the tag bits are not both (an index register is 
specified), the bits in the accumulator (A) are shifted 
left until the shift is terminated by an attempt to shift 
a 1 bit from the high-order (bit 0) position of A (the 1 
bit remains in the high-order position of A after the in- 
struction is terminated) or by the shift count decreasing 
to 0. Vacated bit positions are set to 0. 

The source of the shift count is the index register 
specified by the tag bits. The shift count is loaded into 
the shift control counter from the index register and 
then decreased as each shift occurs. When the shift is 
terminated, the residual shift count in the shift control 
counter is loaded back into bit positions 10 through 15 
of the specified index register. Bit positions 8 and 9 of 
the index register are set to zero, while bit positions 
through 7 of the index register remain unchanged. If 
the shift count initially specified is 0, or the high-order 
(bit 0) position of A is initially a 1 bit, this instruction 
performs as a no-op (no-operation). 



Note that bit positions 8 and 9 of the instruction must 
be and 1 , respectively. 



THE CARRY INDICATOR is set as in a shift left A 
(SLA) instruction if the tag bits are both 0. If the 
tag bits are not both 0, and the shift is terminated 
by the shift count decreasing to 0, the carry indicator 
will be off at the end of the operation. In this case, 
the value of the high-order (bit 0) position of A can 
be determined only by testing the "sign" of A. If 
the tag bits are not both and the shift is terminated 
by an attempt to shift a 1 bit from the high-order 
(bit 0) position of A, the carry indicator will be on 
at the end of the operation. The one bit remains in 
the high-order (bit 0) position of A and the 
residual shift count, which will be non-0, is in the 
index register specified by the tag bits. 



THE OVERFLOW INDICATOR is not changed by this 
instruction. 



EXAMPLES 



wm&wtii&BMm 



Assembler Language Coding 


Equivalent Machine Language Instruction 


Label 
21 25 




Operation 
27 30 




F 
32 


T 
33 




35 40 


See 
Note 


Hexadecimal 
Value 


Description 


Format 






o i r a 

vj | l_|W |I1 










n T C D 


i 

2 

_2_ 
_2_ 


1U*X 


Contents nf A shift left the number of shift counts in DiSF 


Short 
Instruction 






S,L,CA 






1 




i i i i i i i i 


1140 


Contents of A shift left the number of shift counts in XR 1 


I i I I 




S.L.CA 






2 




i i i i i i i i 


1240 


Contents of A shift left the number of shift counts in XR2 






S.L.C.A 






3 




i > i i i i i i 


1340 


Contents of A shift left the number of shift counts in XR3 


> i i i 




1 ! 1 










i i i i i i i i 







[_1 J The third from the high-order hex. digit can be 4. 5, 6, or 7, depending on 
the value of the shift count. 



LfJThese instructions are terminated either when an attempt is made to shitt a 
one bit from the high-order position of the accumulator (with a non-zero 
shift count remaining) or when the shift count has been decremented to 

zero. 



Um^^m&^mmm^^mmmmmmmmmmmmmmmm 



m^mfMsMkmMM^^M^:& : ^:iimm&:- 



36 



SLCA 



SHIFT LEFT AND COUNT A AND Q (SLC) 



i FORMAT i 



OP 



F T 



Disp 



15 



0,0, 0, l,0|0l , |1|1, , , i , , 



Tag 


Shift Count Determined By: 


00 


Low-Order 6 Bits of Disp 


01 


Low-Order 6 Bits of XR1 


10 


Low-Order 6 Bits of XR2 


11 


Low-Order 6 Bits of XR3 
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i DESCRIPTION 



If the tag bits in this instruction are both (no index 
register specified), the instruction performs as a shift 
left A and Q (SLT) instruction. 

If the tag bits are not both (an index register is speci- 
fied), the instruction performs in the same manner as a 
shift left and count A (SLCA) instruction with non-0 tag 
bits except that bits in both the accumulator (A) and its 
extension (Q) are shifted as a 32-bit double-precision 
register. The high-order (bit 0) position of Q is shifted 
into the low-order (bit 1 5) position of A. Vacated posi- 
tions are set to 0. 

Note that bit positions 8 and 9 of the instruction must 
both be 1. 

THE CARRY INDICATOR is set as in a shift left A and 
Q (SLT) instruction if the tag bits are both 0. If the tag 



bits are not both and the shift is terminated by the shift j 
count decreasing to 0, the carry indicator will be off at the! 
end of the operation. In this case, the value of the high- 1 
order (bit 0) position of A can be determined only by test- § 
ing the "sign" of A. If the tag bits are not both and the 1 
shift is terminated by an attempt to shift a 1 bit from the k 
high-order (bit 0) position of A, the carry indicator will f 
be on at the end of the operation. The 1 bit remains in | 
the high-order (bit 0) position of A and the residual shift 
count, which will be non-0, will be in the index register j 
specified by the tag bits. '" 



THE OVERFLOW INDICATOR is not changed by this 
instruction. 



■ EXAMPLES) 



■■■■■mmMMiaMI 



mzMSMflmMMmmMMmMmm 



Assembler Language Coding 


Equivalent Machine Language Instruction 


Label 
21 25 




Operation 
27 30 




F 
32 


T 
33 




35 40 


See 
Note 


Hexadecimal 
Value 


Description 


Format 


i i I I 




S,L,C, 










D.I.SiP 


m 




1ft»Y 




Short 


> I i I 




i i i 














DISP 


I i I I 




S,L,C, 






1 






11C0 


Contents of A and Q shift left the number of shift counts in 


i i i I 




I i i 














XR1 


i 1 I I 




S,L,C, 






2 






12C0 


Contents of A and shift left the number of shift counts in 




1 1 ! | 




i i i 














XR2 


1 1 1 1 




S.L.C, 






3 






13C0 


Contents of A and Q shift left the number of shift counts in 


llli 




_j i i 














XR3 



I I The third from the high-order hex. digit can be C, D, E or F, depending on 
the value of the shift count. 







These instructions are terminated either when an attempt is made to shift a 
one bit from the high-order position of the accumulator (with a non-zero 
shift count remaining) or when the shift count has been decremented to 
zero. 



Instruction Set 37 



SHIFT RIGHT LOGICAL A (SRA) 



O OP FT Disp 15 



i FORMAT i 



0,0,0,1,1 





1 


°l°l 1 1 1 1 1 



1 8-B 



0-3 



Tag 


Shift Count Determined By: 


00 


Low-Order 6 Bits of Disp 


01 


Low-Order 6 Bits of XR1 


10 


Low-Order 6 Bits of XR2 


11 


Low-Order 6 Bits of XR3 
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pBMBill 



i DESCRIPTION! 



.-.i - 



The bits in the accumulator (A) are shifted right the 
number of positions specified by the shift count. Va- 
cated bit positions are set to 0. Bits leaving the low- 
order (bit 15) position of A are lost. 

The source of the shift count is specified by the tag 
bits as shown above. The shift count is loaded into the 
shift control counter and then decremented as each 
shift occurs. The source of the shift count remains 



unchanged. If a shift count of is specified, this instruc- 
tion performs as a no-op (no-operation). 

Note that bit positions 8 and 9 of the instruction must 
both be 0. 



THE CARRY AND OVERFLOW INDICATORS are not 

changed by this instruction. 



i EXAMPLES i 



<!i^iMs^ -^: iiHi-i«: Ni^: iliS-" "iii ^;^&*i :l J! i i! L i=i; i^ !:^' 



Assembler Language Coding 


Equivalent Machine Language Instruction 


Label 
21 25 




Operation 
27 30 




F 
32 


T 
33 




35 


40 




See 
Note 


Hexadecimal 
Value 


Description 


Format 






SiR.A, 










D1I1S.P. 1 . , , 


tn 


18»X 


Contents of A shift right the number of shift counts in DISP 


Short 
Instruction 






SiK.A, 






1 




1 11 


1900 


Contents of A shift right the number of shift raiunts in XR 1 


I I I I 




S.R.A, 






2 






1A00 


Contents of A shift right the numher of shift counts in XR 7 


i i i i 




S.R.A, 






3 




1 1 1 1 1 1 1 1 


1B00 


Contents of A shift right the number of shift counts in XR3 






i i i 










iii^iiii 






JLl The third 


fro 


m the high-o 


rde 


rh 


ex. 


dig 


it can be 0, 1 


2, or 3 


depen 


ling on 









the value of the shift count 



^liip9S;li;sfesN!i^«N::*" 



^i-&s^mM-^M§imMm-^^^<&i^^-' 



mmmgmMMmm^^m^mmm^^m^MmMm 



38 



SRA 



SHIFT RIGHT A AND Q (SRT) 



i FORMATi 



OP FT 



Oisp 



15 



0,0,0,1,1 





1 


\ Q \ 1 1 1 1 1 



Tag 


Shift Count Determined By: 


00 


Low-Order 6 Bits of Disp 


01 


Low-Order 6 Bits of XR1 


10 


Low-Order 6 Bits of XR2 


11 


Low-Order 6 Bits of XR3 




1 17 1B1 



m DESCRIPTION \ 



The bits in the accumulator (A) and its extension (Q) 
are shifted right, as a 32-bit double-precision register, 
the number of positions specified by the shift count. 
The low-order (bit 15) position of A is shifted into the 
high-order (bit 0) position of Q. Vacated bit positions 
are filled with the value of the sign (bit position of A). 
Bits leaving the low-order (bit 15) position of Q are lost. 

The source of the shift count is specified by the tag 
bits as shown above. The shift count is loaded into the 
shift control counter and then decreased by 1 as each 



shift occurs. The source of this shift count remains un- 
changed. If a shift count of is specified, this instruction 
performs as a no-op (no-operation). 

Note that bit positions 8 and 9 of the instruction must 
be 1 and 0, respectively. 



THE CARRY AND OVERFLOW INDICATORS are not 
changed by this instruction. 



EXAMPLES mb 



Assembler Language Coding 


Equivalent Machine Language Instruction 


Label 
21 25 




Operation 
27 30 




F 
32 


T 
33 




35 40 


See 
Note 


Hexadecimal 
Value 


Description 


Format 






S.R.T. 










D.I.S.P. i . . . 





1S»X 


Contents of A and O shift ripht the number of shift counts 


Short 
Instruction 






1 i i 














in DISP 


I I I I 




S,R|T, 






1 






1980 


Contents of A and Q shift right the number of shift counts 






i i i 














inXRl 






S.RiT. 






2 






1A80 


Contents of A and Q shift right the number of shift counts 






i i i 














inXR2 


i i i i 




S.R.T, 






3 






1B80 


Contents of A and Q shift right the number of shift counts 


i i i t 




i i i 














inXR3 



; m 



The third from the high-order hex. digit can be 8, 9, A, or B, depending 
on the value of the shift count. 



«*._ , .._ . ., "" : 



Instruction Set 39 



ROTATE RIGHT A AND Q (RTE) 



i FORMAT i 



i 






OP FT Disp 



15 



0,0,0,1,1 





1 


Vi i i i i i 



Tag 


Shift Count Determined By: 


00 


Low-Order 6 Bits of Disp 


01 


Low-Order 6 Bits of XR1 


10 


Low-Order 6 Bits of XR2 


11 


Low-Order 6 Bits of XR3 
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(DESCRIPTION i 



^S^i3^*^Miii§iMS 



The bits in the accumulator (A) and its extension (Q) 
are rotated to the right, as a 32-bit double-precision 
register, the number of positions specified by the shift 
count. Bits leaving the low-order (bit 15) position of A 
are shifted into the high-order (bit 0) position of Q. Bits 
leaving the low -order (bit 15) position of Q are shifted 
into the high-order (bit 0) position of A, thus forming 
a continuous shift loop. No bits are lost in this operation. 

The source of the shift count is specified by the tag 
bits as shown above. The shift count is loaded into the 
shift control counter and then decreased by 1 as each 



shift occurs. The source of the shift count remains un- 
changed. If a shift count of is specified, this instruction 
performs as a no-op (no-operation). 

Note that bit positions 8 and 9 of the instruction must 
both be on. 



THE CARRY AND OVERFLOW INDICATORS are not 

changed by this instruction. 



EXAMPLES 



wmmmmmsmmmmmmmammsmamm 



Assembler Language Coding 


Equivalent Machine Language Instruction 


Label 
21 25 




Operation 
27 30 




F 
32 


T 
33 




35 40 


Note 


Hexadecimal 
Value 


Description 


Format 






R.TiE, 










0,1, S,P 


1 . 1 
LU 


18*X 


Contents of A and O rotate right the number of counts 


Chnrt 






, i i 










1 




in DISP 






R,T,E, 






1 




1 1 1 1 1 1 1 1 


19C0 


Contents of A and Q rotate right the number of counts in XR 1 






R,T,E, 






2 




1 


1AC0 


Contents of A and Q rotate right the number of counts in XR2 








RiTiE, 






3 




1 1 1 I 1 1 1 I 


1BC0 


Contents of A and Q rotate right the number of counts in XR3 






i i , 










1 I 1 1 1 1 1 1 







□ 



The third from the high-order hex. digit can be C, D, E, or F, depending 

on the value of the shift count. 



: :i ;*SP;r:MiiE:*fi^ 



40 



RTE 



BRANCH OR SKIP ON CONDITION (BSC OR BOSC) Skip Function 

FORMAT 



OP FT 




Disp 



15 



0,1,0,0,1|0|0,0|0 , 



0-7 



WtSSMmi^ : &&W9>&S> 



DESCRIPTION! 



The short format BSC or BOSC instruction provides a 
skip depending on conditions tested by the instruction. 
Six conditions, associated with the accumulator (A), can 
be tested using this short instruction. Conditions to be 
tested are specified by one bits in the associated bit posi- 
tions of the displacement field as follows: 

Bit Position Condition Tested 



15 
14 
13 
12 
11 
10 



Overflow indicator off 

Carry indicator off 

Accumulator even 

Accumulator plus (greater than zero) 

Accumulator minus (less than zero) 

Accumulator Zero 



If one or more of the specified conditions is true, 
the next core-storage word (one word) in the instruction 
stream is skipped and not executed. Therefore, this in- 
struction must be followed by a one word (short) in- 
struction. If none of the specified conditions is true, 
the skip does not occur and the next instruction in se- 
quence is executed. If no conditions are specified in the 
instruction, a skip never occurs. 

When bit position 9 of the instruction is 1 , the 
instruction is called a BOSC instruction. A short 
format (skip function) BOSC performs the same skip 
functions as described in the preceding paragraphs, 
and also resets the highest priority interrupt level 
that is on if a skip occurs. This allows lower priority 



level interrupts to again be accepted by the P-C. 
(See "Interrupt Operating Characteristics.") 

Some skip condition examples as compared to branch 
condition examples are shown in the table. The BSC or 
BOSC branch function is described on the next page. 



Bit positions: 


Skip 


Branch 


ACC conditions: Zero Minus Plus Even 


(F=0) 


(F = 1) 


/ 1 1 10 


Always 


Never 


| 


Never 


Always 


I 1 


Plus 


Not plus 


\ 1 1 


Not plus 


Plus 


10 1 


Minus 


Not minus 


Test | 1 o 10 
Conditions \ j q 


Not Minus 
Zero 


Minus 
Not zero 


jo 1 10 


Not zero 


Zero 


/ 1 


Even 


Odd 


[ 1 1 


Even or 


Odd and 


1 


Plus 


minus 


\ 1 1 


Even or 


Odd and 




minus 


plus 


Notes: 1 . ACC zero is not a plus condition. 

2. Skip and branch columns specify action or ACC cond ition 
required for skip or branch. 

3. Skip on odd condition, carry on, or overflow 
on are not possible. 



THE CARRY INDICATOR is not reset by this instruc- 
tion. 

THE OVERFLOW INDICATOR is reset when tested by 
this instruction. 



"EXAMPLES 



m^mmmmmmmsmM 



Assembler Language Coding 


Equivalent Machine Language Instruction 


Label 
21 25 




Operation 
27 30 




F 
32 


T 
33 




35 40 


Note 


Hexadecimal 
Value 


Description 


Format 






BiSiC i 










COiNiD, , , , , 




48*X 


Skit) the next one-word instruction if anv condition is 


Short 

Instruction 






i i i 










l l l l l l 1 1 




true 


I I I I 




B.0.S.C 










C.0.N.D, 


48'X 


Skip the next one-word instruction if any condition is 


_L ,l I I 




i i i 










i ii i...±_j...j.._i_ 




true 



I * I The third from the high-order hex. digit can be 0, 1, 2, or 3, depending 
on which conditions are tested. 



I 2 I The third from high-order hex. digit can be 4, 5, 6, or 7, depending on 
which conditions are tested. This BOSC instruction resets the highest pri- 
ority interrupt level on if a skip occurs. 



Instruction Set 41 



BRANCH OR SKIP ON CONDITION (BSC OR BOSC) Branch Function 



sinmxitmmmmtf mmaammmmwit 



i^mmmmmmm^ 



i FORMATS 



I B 
OP F T A Cond 15 



Address 



Oil 1O1O1 ill 



1 1 1 1 1 I 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 



C-F 



., ,.j 1 i 1 • ... -t -■■. •--'. •smDESCRIPTION 



1 17191 Bl 



This long format instruction performs in a manner sim- 
ilar to the short format (skip function) BSC or BOSC 
instruction in that the same six conditions associated 
with the accumulator (A) can be tested. Conditions to 
be tested are specified in the same manner as the short 
BSC or BOSC instruction described on the preceding 
page. 

If one or more of the specified conditions are true, 
the next instruction in sequence is executed. If none of 
the specified conditions is true, a branch is made to 
the core-storage location specified by the effective ad- 
dress (EA) of the instruction. If no conditions are spec- 
ified in this instruction, a branch to the EA always 
occurs. Note that this is reverse logic from the short 
format (skip function) BSC or BOSC instruction. 

If bit position 9 of the instruction is 1 , the instruc- 
tion is called a branch out of interrupt (BOSC) instruc- 
tion. A long format (branch function) BOSC performs 
the same branch functions as described in the preceding 



paragraphs, and also resets the highest priority interrupt 
level that is on if a branch occurs. 

The long format (branch function) BSC or BOSC in- 
struction can be used to return to a mainline program 
from a subroutine (bit position 9 should be 0) or in- 
terrupt routine (bit position 9 should be 1). This is 
accomplished by making the EA of the BSC or BOSC 
instruction identical to the EA of a previously executed 
BSI instruction. 

Some branch condition examples as compared to skip 
condition examples are shown in the table on the preced- 
ing page. 

THE CARRY INDICATOR is not reset when tested by 
this instruction. 

THE OVERFLOW INDICATOR is reset when tested 
by this instruction. 



n EXAMPLES 





Assembler Language Coding 


Equivalent Machine Language Instruction 


is 


Label 
21 25 




Operation 
27 30 




F 
32 


T 
33 




35 40 


See 
Note 


Hexadecimal 
Value 


Description 


Format 






B1S1C1 




L 






A,D,D ,Rt, 1CO1N1D 


1 


3 


4C*XXXXX 


Branch to CSL at EA (Addi) on no condition true 


Long 

instruction 
Direct 
Addressing 








B|SiCi 




L 


1 




A,D,D,R, ,,C,0,NiD 


1 


3 


4r>«xxxxx 


Branch to CSL at EA (Addr+XRl) on no condition true 








B.S.C, 




1 


2 




A S D ,0 iR, , .C ,0,14,0 


1 


3 


4E*XXXXX 


Branch to CSL at EA (AdrtT+XR31 on no condition true 




i i i i 




B1S1C1 




L 


3 




A,D,D,R, I ,C,0,N,D 


1 


3 


4F»XXXXX 


Branch to CSL at EA (Addr+XR2) on no condition true 








B.SiC, 




I 






A,D,D,R, ,,C,0,N,D 


Li 


3 


4CXXXXX 


Branch to CSL at EA (V in CSL at Addr) on no condition true 


Long 

Instruction 
Indirect 
Addressing 


- 






BiSiC 1 




T 


1 




A,D 1 D l R l ,,C,0,N,D 


2 


3 


4D*XXXXX 


Branch to CSL at EA (V in CSL at "Addr+XRl' ) on no 


Il 


I I 1 1 




1 1 1 










11 






condition true 








B1S1C1 




I 


2 




A,D,D,R, T ,C,0,N,D 


Hi 


4E»XXXXX 


Branch to CSL at EA (V in CSL at "Addr+XR2") on no 




1 1 1 1 




1 1 1 










1 1 1 1 1 1 1 1 






condition true 


y 






B1S1C1 




I 


3 




A,D,D,R,,,C,0,ND 


HE 


4F«XXXXX 


Branch to CSL at EA (V in CSL ai *'Addr+XR3") on no 


y 


1 1 1 1 




1 1 1 






111 






condition true 







The third from high-order hex. digit can be 0, 1, 2, or 3, (BSC) or 4, 5, 6, 
or 7, (BOSC) depending on which conditions are tested. 



12| The third from high-order hex. digit can be 8, 9, A, or B, (BSC) or C, D, E, 
or F, (BOSC) depending on which conditions are tested. 

m _ .. . „. . 

i -J I ihe highest priority interrupt level on is resei n instrucuon is uuat ana a 

branch occurs. 



Wmi®$^MMzM$i&^w$0^M8$-i& 
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BSC/BOSC 



BRANCH AND STORE INSTRUCTION REGISTER (BSD 

mmmmmmmmmmtmmmmmmmmm I ——— FORMATS ■ 






OP 



F T 



Disp 



0,1,0,0,0 





1 


1 1 1 1 1 1 1 



0-3 



^^^I^SfflsJ^ii.liililii^s^iliHlMM 



F T ^0 Cond 




I DESCRIPTION isssa 



This instruction stores the contents of the instruction 
(I) register in the core storage location specified by the 
effective address (EA) of the instruction and then causes 
a branch to core storage location EA + 1 . Program exe- 
cution proceeds from that location (EA + 1). The stored 
address is that of the next instruction in the normal 
sequence. 

As shown in the illustration, for example, a BSI 
located at core-storage location 0500, with an EA of 
0550, would store the address 0501 at location 0550 
and branch to location 055 1 . A long format BSC with 
indirect addressing would be used to return to the main- 
line program. 

n 

Program 





0500 ■ BS! 
0501 



Branch 



c> 



0550 (0501 stored 

0551 here) 



Subroutine 



V 



BSC, Indirect (with address of 550) 



When the BSI is a short format instruction (F bit is 
0), the branch described in the preceding paragraph 
is unconditional. 

When the BSI is a long format instruction (F bit is 
1), the branch is conditional depending on the six test 
conditions associated with the accumulator. The test 
conditions and method of specifying the conditions to 
be tested are defined in the preceding BSC or BOSC in- 
structions. If one or more of the specified conditions is 
true, the branch does not occur and the next instruction 
in sequence is executed. If none.of the specified condi- 
tions are true, the branch occurs as previously described. 

Internal, CE, and external level interrupts are not 
polled during execution of a BSI instruction. Therefore, 
no interrupt (other than trace) can occur immediately 
following a BSI instruction. (See "Interrupt" section.) 



THE CARRY INDICATOR is not reset by a short or long 
format BSI instruction. 

THE OVERFLOW INDICATOR is not reset by a short 
format BSI instruction, but is reset if tested with a long 
format BSI instruction. 



:- •'- 
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i EXAMPLES! 






s 

a 





Assembler Language Coding 


Equivalent Machine Language Instruction 






Label 
21 25 


Operation 
[27 30 




F 
32 


T 
33 




35 


40 


Note 


Hexadecimal 
Value 


Description 


Format 








B,S,I, 










D.I.S.P, i , , i 












40XX 


Store next sequential address in CSL at EA (I + DISP1 


Short 
Instruction 




















i i i 




and branch to EA + 1 








B.S.I, 






I 




D.I.S.P, , 


' 1 i 


41XX 


Store next seauential address in CSL at EA (XR1+DISP1 




















i i i 




and branch to EA + 1 








B.SiI. 






? 




D,I,S,P, 


i i i 


42XX 


Store next sequential address in CSL at EA (XR2+DISP) 
























and branch to EA + 1 


if 

iff 






B.S.I. 






3 




0, 1 , S ,P , 


i i I 


43XX 


Store next sequential address in CSL at EA (XR3+DISP) 






















and branch to EA + 1 








B.S.I, 




L 






A,D,D,R,, 


C0.N.D 


44»XXXXX 


If no condition is true, store next sequential address in CSL at 


Long 

Instruction 
Direct 
Addressing 


















i i i i 


i 1 r 




EA ( Addrl and branch to EA + 1 








B.S.I, 




L 


I 




A,D,D,R,. 


C0.N.D 


45*XXXXX 


If no condition is true, store next sequential address in CSL at 
























EA (Addr+XRl) and branch to EA + 1 


11 






B.S.I. 




L 


2 




A,D,D,R, . 


C0.N.D 


46*XXXXX 


If no condition is true, store next sequential address in CSL at 


i 


















i i i 




EA (Addr+XR2) and branch to EA + 1 


f 






B.S.I. 




L 


3 




A,D,D,R,. 


C.O.N.D 


47«XXXXX 


If no condition is true, store next sequential address in CSL at 


fj 
















i i i i 






EA (Addr+XR3) and branch to EA + 1 


" 






B.SiI, 




T 






A,D,D,Ri T 


C,0,N,D 


44*XXXXX 


If no condition is true, store next sequential address in CSL at 


Long 

Instruction 
Indirect 
Addressing 


1 


















i i i 




EA (V in CSL at Addr) and branch to EA + 1 








B.SiI, 




T 


I 




A,D,D,R, T 


COiNiD 


4S»XXXXX 


If no condition is true, store next sequential address in CSL at 


5 






















EA (V in CSL at "Addr+XRl") and branch to EA + 1 






B.S.I. 




T 


2 




A.D.D.R, T 


C,0,N,D 


4fi*XXXXX 


If no condition is true, store next sequential address in CSL at 
























EA (V in CSL at "Addr+XR2") and branch to EA + 1 


4,1 






B,S,I, 




T 


3 




A,D,D,R, t 


,C,0,N,D 


47*XXXXX 


If no condition is true, store next sequential address in CSL at 


















i i i i 


i i i i 




EA (V in CSL at "Addr+XR3") and branch to EA + 1 







The third from high-order hex. digit can be 0, 1 . 2, or 3, depending on which 
conditions are tested. 



I 2 IThe third from high-order hex. digit can be 8 r 9. A, or B, depending on which 
conditions are tested. 
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44 



MODIFY INDEX AND SKIP (MDX) 



i FORMATS i 



OP FT 



Disp 



OP 



I 8 
FT A O Cond 



o. 1 . 1 .'. ! ! ■ 



o,i .i.i.oni , 



15 



Address 



' 1 ' ' ' I ' I ' ' ' ' ' ' ' ' ' ' ' ' ' 



4-7 



I DESCRIPTION ■ 



|17196A] 



watt 



This instruction provides a method of modifying the 
contents of the instruction (I) register, an index register 
(XR), or a core storage location. A skip function is also 
provided when modifying an XR or a core storage loca- 
tion. If the modified XR or core storage location changes 
sign during the operation or is zero after the operation 
is complete, the next core storage word in the instruc- 
tion stream is skipped. Programmers should be aware 
that core storage address above 32,767 (/7FFF) are 
considered to have negative signs. Therefore, an un- 
wanted skip may occur if care is not exercised when 
programming across this negative boundary with an 
MDX instruction. 

I-REGISTER MODIFICATION is accomplished using a 
short format (F bit is 0) MDX instruction with the tag 
bits both (no index register specified). The dis- 
placement portion of the instruction (bits 8 through 
15) is expanded to a 16-bit value by propagating the 
value of bit 8 (sign bit) to the left 8 positions. This 
expanded displacement is then added to the contents 
of the I-register and the result is placed in the I-register 
thus, causing a branch. No skip can occur with this 
instruction. 

A short MDX instruction of /70FF can be used as a 
dynamic wait instruction. This instruction modifies the 
I-register by minus 1 . Therefore, once the instruction 
is encountered, it is repeated continuously, allowing in- 
terrupts to be serviced. Unless an interrupt subroutine 
alters the stored return address, the program returns to 
the MDX instruction at the end of the interrupt sub- 
routine. 



INDEX REGISTER MODIFICATION is accomplished 
1 using either a short format (F bit is 0) or long format 
» (F bit is 1) MDX instruction. The tag bits must specify 

the XR to be modified. 



A short format MDX instruction causes the displace- 
ment portion of the instruction (bits 8 through 1 5) to 
be expanded to a 16-bit value by propagating the value 
of bit 8 (sign bit) to the left 8 positions. This expanded 
displacement is then added to the XR specified by the 
tag bits. 

A long format MDX instruction without indirect 
addressing (IA bit is 0) causes the contents of the 
address word of the instruction to be added to the XR 
specified by the tag bits. A long format MDX instruc- 
tion with indirect addressing (I A bit is 1) causes the 
contents of the core storage location specified by the 
address word of the instruction to be added to the XR 
specified by the tag bits. 

In any case, when modifying an XR, the next core- 
storage word in the instruction stream is skipped if the 
XR changes sign during the operation or is after 
the operation is complete. Therefore, this instruction 
should be followed by a short format instruction. 

CORE STORAGE MODIFICATION is accomplished 
using a long format (F bit is one) MDX instruction. The 
tag bits must both be to modify core storage. The dis- 
placement portion of the instruction (bits 8 through 
15) is expanded to a 16-bit value by propagating the 
value of bit 8 (sign bit) to the left 8 positions. This ex- 
panded displacement is then added to the contents of 
the core storage location specified by the address word 
of the instruction. If the core storage word changes 
sign during the operation or is zero after the operation 
is complete, the next core storage word in the instruc- 
tion stream is skipped. Therefore, this instruction 
should be followed by a short format instruction. 

THE CARRY AND OVERFLOW INDICATORS are not 
changed by this instruction. 
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EXAMPLES s^TOsswi'M&k 



s 

I 



a 
S 

II 

S 
jl 
< 

ii> 

IS 



Assembler Language Coding 






Equivalent Machine Language Instruction 




Label 
21 25 




Operation 
27 30 




F 
32 


T 
33 




35 40 


See 
Note 


Hexadecimal 
Value 


Description 


Format 






M,D,X, 










D,I,S,P, , 


i i 


hi 


70XX 


Add expanded DISP to 1 (no skiD can occur) 


Short 
Instruction 






M,D,X, 






I 




D,I,S,P, , 




71XX 


Add expanded DISP to XR 1 






M,D,X, 






2 




0,1, S,P, , 


! 1 


72XX 


Add expanded DISP to XR2 






M,D,X, 






3 




D,I,S,P, , 


1 1 


73XX 


Add expanded DISP to XR3 






MI,DiX, 




L 






A,DiD,R,,,D 


T,S,P 


74«XXXXX 


Add expanded positive or negative DISP to CSL at Addr (add 


Long 

Instruction 
Direct 
Addressing 






















to core storage) 






M,D,X, 




I 


I 




A,D,D,R, , 


I 1 


7500XXXX 


Add Addr to XR1 






M,D,X, 




I 


2 




A,D,D,R, , 




7600XXXX 


Add Addr to XR2 






M,D,X, 




I 


3 




A,D,D,R, , 




7700XXXX 


Add Addr to XR3 






M,D,X, 




I 






A,D,D,R,,,D 


I|S,P 


74*XXXXX 


This instruction should not be used to modify storage. 


Long 

Instruction 
Indirect 
Addressing 






i i i 










i i i i , 


i i 




Use MDX L 






M,D,X, 




T 


I 




A,D,D,R, , 




7580XXXX 


Add V in CSL at Addr to XR 1 






M,D,X, 




T 


2 




A,D,D,R, , 


, i 


7680XXXX 


Add V in CSL at Addr to XR2 






M,D,X, 




T 


3 




A,D.D,R, , 


i i 


7780XXXX 


Add V in CSL at Addr to XR3 






i i i 










iiiii 









m 



The third from high-order hex. digit can be through 7. 



I 2 1 The third from high-order hex. digit can be 8 through F. 
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MDX 



WAIT (WAIT) 



FORMAT i 



mmmammmmtJi^, 



OP 



F T 



Disp 



0,0,1,1,0 0,0 


0,0,0,0,0,0,0,0 



117198 Al 



I DESCRIPTION wmm 



This short format instruction places the P-C in a wait 
condition. Data channel and/or interval timer operations 
continue during a wait condition. The P-C can be re- 
started by pressing START on the console or by detection 
of an interrupt. Following completion of an interrupt 
subroutine ; the instruction immediately following the 



wait instruction is executed provided the branch out of 
interrupt (BOSC) instruction is the normal indirect sub- 
routine linkage. 

THE CARRY AND OVERFLOW INDICATORS are not 

changed by this instruction. 



it 



EXAMPLE < 



■■MB 8 

II 
ill 



Assembler Language Coding 


Equivalent Machine Language Instruction 


Label 
21 25 




Operation 
27 30 




F 
32 


T 
33 




35 40 


Note 


Hexadecimal 
Value 


Description 


Format 


-L-l 1 1 




W|A,I,T 










.-L.-L.J .1. ,1 1 1 1 




3000 


Wait until manual start or an interrupt occurs 


Short 
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COMPARE (CMP) 



■ FORMATS *^ ii » f- *-* - »*''- i " .■•,-*■..- 



O OP F T 

1 .0.1.1.0 



Disp 



1—1— L-J— I— 1—1 



0-3 



OP FT 'a B Cond 15 p 



Address 




•description™ 



5£* v£fW5 ii*"^-'- vT - zf'~r\.*x{ 



The contents of the accumulator (A) are compared 
algebraically against the contents of the core-storage 
location specified by the effective address (EA) of the 
instruction. The contents of A and core storage remain 
unchanged. The instruction (I) register, which contains 
the next sequential instruction address, is modified 
according to the results of the comparison as follows: 

If A is more positive than contents of EA, then 1=1 and 
no skip occurs. 



If A is less positive than contents of EA, then 1=1+1 and 
one core-storage word is skipped. 

If A is equal to contents of EA, then 1=1+2, and two 
core storage words are skipped. 

THE CARRY INDICATOR may be altered by this 
instruction, but has no significance. 

THE OVERFLOW INDICATOR is not changed by this 
instruction. 



1 EXAMPLES ■<■ 





Assembler Language Coding 


Equivalent Machine Language Instruction 




Label 
21 25 




Operation 
27 30 




F 
32 


T 
33 




35 40 


See 
Note 


Hexadecimal 
Value 


Description 


Format 








CMP, 










D.I.S.P, 




BOXX 


Compare A with contents of CSL at EA (I + DISP) 


Short 
Instruction 








CiMiPi 






| 




D1I1S1P 


B1XX 


ComDare A with contents of CSL at EA fXRl+DlSP) 








CM,P, 






2 




D.I.S.P. . . . . 


B2XX 


Compare A with contents of CSL at EA (XR2+DISP) 


. 






C,M,P, 






3 




D,I,S,P 


B3XX 


Compare A with contents of CSL at EA (XR3+DISP) 


: 






r tn.D 




1 






a n n d 


ninnwYY 


rnmnwK A urifh mnlpnte nf TQI at FA ( Xt\Ar\ 


1/1 TIP 

Instruction 

Direct 

Addressing 








C,M,P, 




1 


1 




A,D,D,R, . 


B500XXXX 


Compare A with contents of CSL at EA (Addr+XRl) 






viMiPi 




L 


2 




A.D.D.R, , , , , 


B600XXXX 


Compare A with contents of CSL at EA (Addr+XR2) 








CMP, 




1 


3 




A.D.DiR. .', . . 


B700XXXX 


Compare A with contents of CSL at EA (Addr+XR3) 


I 






ClMiR^ 




T 






A.D.DiR 


B480XXXX 


Compare A with contents of CSL at EA (V in CSI . at Addrt 


Long 

Instruction 
Indirect 
Addressing 






C,M,P, 




T 


1 




A,D,D,R 


B580XXXX 


Compare A with contents of CSL at EA (V in CSL at 








I I I 














"Addr+XRl") 












I 


? 




A,D,D,R, , , , , 


B680XXXX 


Compare A with contents of CSL at EA (V in CSL at 


















1 1 1 1 1 1 1 1 




"Addi+XR2") 








CMP, 




T 


3 




A,D,D,R 


B780XXXX 


Compare A with contents of CSL at EA (V in CSL at 








■ 1 1 










1 1 1 1 1 1 > 1 




"AHHr+YRVl 



48 



mmm* « * * ., m 



IMI 



DOUBLE COMPARE (DCM) 



i FORMATS i 






OP 



F T 



Disp 



15 



OP 



F T ^0 Cond 



15 



Address 



15 



liOililil 





1 


1 1 1 1 1 1 1 



1,0,1,1,1 


1 


_1_ 




0,0,0,0,0,0 


1 I 1 1 1 1 1 1 1 1 1 1 1 1 1 



8-B 



C-F 



Oor 8 



X 

|l7174 B| 



The contents of the accumulator (A) and its extension 
(Q) form a 32-bit double-precision word which is com- 
pared algebraically against the contents of the core 
storage location specified by the effective address (EA) 
of the instruction and the next higher core-storage lo- 
cation (EA + 1). The contents of A, Q, EA, and EA + 1 
remain unchanged. The instruction (I) register, which 
contains the next sequential instruction address, is 
modified according to the results of the comparison as 
follows: 

If A and Q is more positive than the contents of EA 
and EA + 1 , then 1=1 and no skip occurs. 



tDESCRIPTIONi 



If A and Q is less positive than the contents of EA and 
EA + 1 , then 1=1+1 and one core-storage word is 
skipped. 

If A and Q is equal to the contents of EA and EA + 1 , 
then 1=1+2 and two core storage words are skipped. 

The EA must be even for correct operation. If the 
EA is odd, A and Q are both compared against the con- 
tents of EA. 

THE CARRY INDICATOR may be altered by this in- 
struction, but has no significance. 

THE OVERFLOW INDICATOR is not changed by 
this instruction. 



I 
I 



irraiiiW B i»rii»iiimiiiiM ^ EXAMPLES 






Assembler Language Coding 


Equivalent Machine Language Instruction 


Label 
21 25 




Operation 
27 30 




F 
32 


T 
33 




35 40 


Note 


Hexadecimal 
Value 


Description 


Format 






D.CM, 










D.r.s.p 




B8XX 


i Compare A and Q with contents of CSL at EA (I + DISP) 


Short 
Instruction 




















and EA + 1 






D,C,M, 






1 




0,1, S,P, , , , , 


B9XX 


ComDare A and O with contents of CSL at EA (XR1+DISP) 






i i i 










i i i i i ,, , 




and EA + 1 






D,C,M, 






2 




D.I.S.P 


BAXX 


Compare A and O with contents of CSL at EA (XR2+DISP) 






i ■ ' 










i i i i i i i i 




and EA + 1 






D.CM, 






3 




D,I,S,P 


BBXX 


Compare A and Q with contents of CSL at EA (XR3+DISP) 
















i i i i i > i i 




and EA + 1 






D.CM, 




L 






A, D,0,R, , , , , 


BC00XXX 


Compare A and O with contents of CSL at EA (Addr) and 


Long 

Instruction 
Direct 
Addressing 






i i i 










i i i i i i i i 




EA+1 






D,C,M, 




L 


1 




A,D,D,R, , , , , 


BD00XXXX 


Compare A and Q with contents of CSL at EA (Addr+XRl) 




















and EA + 1 






D,C,M, 




L 


2 




A,D,D,R, i , , , 


BE00XXXX 


Compare A and with contents of CSL at EA (Addr+XR2) 












■ 




i i i i i i i i 




and EA + 1 






D,C,M, 




L 


3 




A,D,D,R, , , , , 


BF00XXXX 


Compare A and with contents of CSL at EA (Addr+XR3) 






i i i 










i i i i i i i i 




and EA + 1 






D,C,M, 




I 






A.D.D.R. , , , , 


BC80XXXX 


Compare A and with contents of CSL at EA (V in CSL at 


Long 

Instruction 
Indirect 
Addressing 






i i i 










1 1 1 ! 1 1 1 1 




Addr) and EA + 1 






D.C.M, 




I 


1 




A,D,D,R 


BD80XXXX 


Compare A and with contents of CSL at EA (V in CSL at 






i i i 










i i i i i i i i 




"Addr+XRl") and EA + 1 






D.C.M, 




I 


2 




A,D,D,R 


BE80XXXX 


Compare A and O with contents of CSL at EA (V in CSL at 
















I i 1 i i i i i 




"Addr+XR2") and EA + 1 






D.C.M, 




I 


3 




A,D,D,R 


BF80XXXX 


Compare A and O with contents of CSI. at EA (V in CSI. at 


— 1 l_J_.i-,, 




■ i i 










i i i i I i i i 




"Addr+XR3") and EA + 1 
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EXECUTE I/O (XIO) 



ssisjr ^if^;;;--'- i ; ,,„."■; 



FORMATS 



OP 



F T 



Disp 



15 



o.o.o.o-.MOl ■ I ■■■■!■ ■ 



8-B 



OP 



F T l A B Cond 



0,0,0,0, 1 1 



C-F 



15 



Address 



lO O.O.O.O.O.O, .11.1 



or 8 



s < DESCRIPTION 



I I I 



The XIO instruction is used for all input/output opera- 
tions. The effective address (EA) of the instruction 
specifies the core-storage location of an input/output 
control command (IOCC). The IOCC specifies the 
device to be selected, the function to be completed on 
that device, and if necessary, the core storage location 
associated with information sent to or received from the 
selected device. IOCC's are described in detail in the 
"Input/Output Control" section of this manual. IOCC's 
for each specific device are included within the section 
for that device. 



The EA of the XIO instruction must be an even 
address. Thus, IOCC's must also be located on even 
address boundaries. 

No interrupts are polled during execution of an XIO 
instruction. Therefore, no interrupt can occur immedi- 
ately following an XIO instruction. (See "Interrupt" 
section.) 

THE CARRY AND OVERFLOW INDICATORS are 

not changed by this instruction. 



EXAMPLLS 





Assembler Language Coding 


Equivalent Machine Language Instruction 


Label 
21 25 




Operation 
27 30 




F 
32 


T 
33 




35 40 


Note 


Hexadecimal 
Value 


Description 


Format 








X,I|0, 










D.I.S.P, 




nsxx 


Execute IOCC in CSL at F.A (! + DISP) and EA + 1 


Short 
Instruction 








X.1,0, 






1 




D.I.S.P 


09XX 


Execute IOCC in CSL at EA (XR1+DISP) and EA + 1 








x,i ( o, 






2 




D.I.S.P 


OAXX 


Execute IOCC in CSL at EA (XR2+DISP) and EA + 1 


'J 






x.i.o, 






3 




r\ T rs r\ 

LM,0,P, , , , , 


0BXX 


Execute IOCC in CSL at (XR3+D1SP) and EA + 1 








X.1,0. 




L 






A.D.D.R 


nmnwYV 


Execute IOCC in CSL at EA (Addr) and EA + 1 


Long 

Instruction 
Direct 
Addressing 


& 






X.1,0. 




L 


1 




A,D,D,R, , , , , 


QD00XXXX 


Execute IOCC in CSL at EA (Addr + XR1) and EA + 1 


11 






X,I,0, 




L 


2 




A.D.D.R, , , , , 


riF.nnxxxx 


Execute IOCC in CSL at EA (Addr+XR2) and EA + 1 








XJiOi 




1 


3 




A,D,D,R, , , , , 


OFnnxxxx 


Execute IOC*: in CSL at EA (Addr+XR3> and EA + 1 


ft 






x.i.o, 










A.D.D.R, , , , , 


0C80XXXX 


Execute IOCC in CSL at EA (V in CSL at Addr) and EA + 1 


Long 

Instruction 
Indirect 
Addressing 


i 






x,i,o, 




I 


1 




A,D,D,R, , , , , 


0D80XXXX 


Execute IOCC in CSL at EA (V in CSL at "Addr+XRl") 








1 1 1 










i i i i i i i i 




and EA + 1 


f; 






X.1,0, 




I 


2 




A.D.D.R. , , , , 


0E80XXXX 


Execute IOCC in CSL at EA (V in CSL at "Addr+XR2") 


'/ 
















i i i i i i i i 




and EA + 1 








X.1,0, 




I 


3 




A.D.D.R 


0F80XXXX 


Execute IOCC in CSL at EA (V in CSL at "Addr+XR3") 








1 1 1 










i i i i i i i i 




and F.A + 1 



;:^i:s*ay^pp^ 
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Instruction Execution Times 



AVERAGE INSTRUCTION EXECUTION TIMES 

The average time required to perform a given in- 
struction is shown in Figure 8 . 



DATA ADDITION 

The arithmetic section of the P-C performs addi- 
tions in successive machine cycles that are 1/4 ps 
(2 or 2.25 ixs core storage) or 1/2 ps (4 /us core 
storage) in duration. The number of machine cycles 
required to complete the addition depends on the 
numbers being added and the resulting carries. As 
shown in Figure 9 , the augend (A-register) and 
addend (D-register) are exclusive ORed and ANDed 
each machine cycle. The results of the exclusive 
OR function are placed in the A-register. The re- 
sults of the AND function are ignored except for any 
carries that may occur. The carries are shifted one 
position to the left and placed in the D-register. 
(These bits represent carries that would result from 
a normal binary add operation. ) Each time a carry 
occurs, another machine cycle is initiated in which 
the A- and D-registers are exclusive ORed and 
ANDed again. This process continues until there 
are no further carries, at which time the correct 
sum exists in the A-register. 

The length of each carry chain depends on the 
numbers involved and varies from to 15. In 
Figure 9, a carry chain of four (bit positions 2 
through 5) caused five machine cycles. The first 
four of these cycles were included in the core stor- 
age cycle that read the addend from core storage. 
Only carry chain lengths of four and greater cause 
extra 1/4 or 1/2 /its machine cycles. 



Total Execution Time 



Two core storage cycles are required in the 
execution of an add instruction: one for instruc- 
tion readout and effective address computation, 
and one for data readout and data addition. Fig- 
ure 10 is a sequence chart for the "average" add 
operation in which the F-bit is 0, the tag bits 
are not both 0, and the carry chain length does 
not exceed four. The sequence chart is for a 
2 /us core storage system. 



The times in the table below pertain to the 2 ps core storage. 



• Add 2 jus to execution times when Indirect addressing is specified. 


• Add 12,5% for 2.25 jjs core storage or 100% for 4 us core storage . 


Instruction 


F =0 


F = 1 




T=0 


T*0 


T=0 


T*0 


LD 


4-1/4 


4-1/4 


6 


6-1/4 


STO 


4-1/4 


4-1/4 


6 


6-1/4 


LDD 


6-1/4 


6-1/4 


8 


8-1/4 


STD 


6-1/4 


6-1/4 


8 


8-1/4 




A 


4-1/2 


4-1/2 


6-1/4 


6-1/2 




S 


4-1/2 


4-1/2 


6-1/4 


6-1/2 




AD 


6-3/4 


6-3/4 


8-1/2 


8-3/4 


© 


SD 


6-3/4 


6-3/4 


8-1/2 


8-3/4 




M 


15-1/4 


15-1/4 


17 


17-1/4 




D 


42-3/4 


42-3/4 


44 


44-1/2 


AND 


4-1/4 


4-1/4 


6 


6-1/4 


OR 


4-1/4 


4-1/4 


6 


6-1/4 


EOR 


4-1/4 


4-1/4 


6 


6-1/4 


© 


BSI 


2 to 4-1/4 


2 to 4-1/4 


2 to 6 


2 to 6-1/4 


.BSC 


2 


2 


2 to 4 


2 to 4-1/4 


© 


"SLA 


2 + N/4 


2 + N/4 


- 


- 


_SLT 


2 + N/4 


2 + N/4 


- 


- 


© 


"SLCA 


2 + N/4 


2-1/2 + N/4 


- 


- 


SLCAQ 


2 + N/4 


2-1/2 + N/4 


- 


- 


© SRA 


2 + N/4 


2 + N/4 


- 


- 


SRT 


2 + N/4 


2 + N/4 


- 


- 


© RTE 


2+ N/4 


2 + N/4 


- 


- 


WAIT 


2 


2 


2 


2 


© XIO 


6-1/4 to 8-1/4 


6-1/4 to 8-1/4 


8 to 10 


8-1/4 to 10-1/4 


LDX 


2-1/4 


2-1/4 


4-1/4 


4-1/4 


STX 


4-1/4 


4-1/4 


6 


6 


MDX 


2-1/2 


2-1/2 


10-1/4 


4-3/4 


LDS 


2 





- 


- 


STS 


4-1/4 


4-1/4 


6 


6-1/4 


fCMP 


4-1/2 


4-1/2 


6-1/4 


6-1/2 


6-3/4 


6-3/4 


8-1/2 


8-3/4 


O Execution times include an average add time of 2-1/4 ps. 


^ If a skip or branch is not executed, the instruction performs as a 


NOP with an execution time of 2.0 us. If the skip or branch is 


executed, the second execution time is applicable. 


Q N =P-4, where P is the number of positions shifted, and N must 


be positive or zero. 


Q If T f and more than four (4) shifts occur, then 1/2 us is added 


to the execution time as shown to restore the specified index 


register from the shift counter. 


^y A shift of 1, 2, 3, or 4 positions requires 2 ps, with 1/4 ps added 


for each additional shift position up to 15. Therefore, a shift of 


5 positions takes 2.25 ps, a shift of 6 positions takes 2.5 ps, 


etc., up to 15 positions which takes 4.75 ps. 


A shift of 16, 17, 18, or 19 positions requires 2.25 ps, with 


1/4 ps added for each additional shift position up to 31 . 


Therefore, a shift of 21 positions takes 2.5 ps, a shift of 22 


positions takes 2.75 ps, etc., up to 31 positions which takes 5 ps. 


Q The longer times apply to read and write functions, the shorter 


times to all other functions. 
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Figure 8. Instruction Execution Times, Average 
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Cycles 


S|jr,CND 'A—e^ rmd ADDEND fO-reo'l Contents 
1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 




A Q 0110111000111010 
D 11110011000 1 1 101 


♦First 


A, 1001110100 100 1 1 1 
D, 1100010000 110000 


♦Second 


A 2 0101100100010111 
d 2 00001000010000 


♦Third 


A 3 01010001010 10111 
d 3 0001000000000000 


♦Fourth 


A 4 0100000101010111 

D, 0010000000000000 
4 


♦♦Fifth 


A 5 0110000101010 1 1 1 
d 5 0000000000000 000 


* Occurs during the 2, 2.25, or 4 us core storage cycle 
required to read the addend from core storage. 

♦* Extra 1/4 or 1/2 us machine cycle. 



Figure 9. Data Addition Example 



Carry Chain 


Probability 


Cumulative 


Time 


Length 


(%) 


(%) 


(us) 





1.3363 


1.3363 


2.00 


1 


9.8892 


11.2255 


2.00 


2 


27.0115 


38.2370 


2.00 


3 


27.7178 


65.9548 


2.00 


4 


17.3702 


83.3250 


2.25 


5 


8.9237 


92.2487 


2.50 


6 


4.2404 


96.4891 


2.75 


7 


1.9485 


98.4376 


3.00 


8 


0.8789 


99.3165 


3.25 


9 


0.3906 


99.7071 


3.50 


10 


0.1709 


99.8780 


3.75 


11 


0.0732 


99.9512 


4.00 


12 


0.0305 


99.9817 


4.25 


13 


0.0122 


99.9939 


4.50 


14 


0.0046 


99.9985 


4.75 


15 


0.0015 


100.0000 


5.00 



Figure 1 1 . Mathematical Analysis of Addition of all 
Possible Number Pairs 



Time Probabilities for Data Addition 
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First 2 us Core 
Storage Cycle 

Instruction Readout 
and Interpretation 

Effective Address 
Computation 

Second 2 us Core 
Storage Cycle 

Data Readout 

Data Addition 

Total Time 



: us 



lus 



1-1/4 us 
I v I 



2 us 



us 



1-1/4 us 
I i 



-4-1/2 



MS 



-*H 



'Cycle steals can occur here without stopping effective 
address computation or data addition. 



Figure 10. Add Instruction Sequence Chart 



Figure 11 shows a mathematical analysis of all 
possible number pairs that can be added with the 
A- and D- registers. 

THE CARRY CHAIN LENGTH column lists all pos- 
sible carry chain lengths up to the maximum of 15. 

THE PROBABILITY column contains percentage 
figures which are related to the carry chain length. 
For example, a carry chain length of four occurs 
during 17 . 37% of all add operations . 

THE CUMULATIVE column is merely a progressive 
summation of the probability percentages. For ex- 
ample, 83.32% of all add operations involve carry- 
chain lengths of four or less. Incidentally, this 
relationship is the basis for the average execution 
time given in this section for add instructions . 

THE TIME column shows the time required for 
data readout and data addition (see Figure 10) with 

O 9 ii O r*f\y*Ck cfA-v'Orro OtrofnTvi Tl^c* QTroTiorpa i^o+n 

M, u ^bt_J u \y J. u ►Jt-VJJ- L^\^ kJJT UHj AAA • A L±\s «-V » 1~ri- cLf^ls ULUiU 

readout and data addition time for adding all possible 
numbers at random is 2.16 ^s. 
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Input/Output Control 



Input/ output (I/O) operations transfer information 
between core storage and I/O devices. Input /output 
devices include card read punches, magnetic tape 
units, disk storage devices, printer-keyboard de- 
vices, printers, plotters, communications devices, 
and process control equipment. The 1800 also has 
features that are internal to the processor-controller 
(P-C) but are considered I/O devices by the pro- 
gram. These features include the P-C console, the 
interval timers, the operations monitor, and the 
interrupt mask register. 

I/O device operations are controlled by adapt- 
ers. Each I/O device has its own adapter. This 
adapter may be separate from the I/O device or 
included as an integral part of the I/O device. For 
example, the 1443 Printer has a separate adapter; 
the 1810 Disk Storage contains its own adapter. In 
any case, the adapter provides the logical and buf- 
fering capabilities needed to operate its specific 
I/O device. From a programming point of view, 
most adapter functions merge with I/O device func- 
tions . 

With the exception of internal I/O devices, each 
I/O device adapter has standard signal connections 
to the P-C and responds to a standard set of signals 
from the P-C . This "I/O unit to P-C" connection is 
called the I/O interface. It enables the P-C to con- 
trol all I/O operations with a common set of instruc- 
tions . 



INPUT/OUTPUT CONTROL COMMANDS 

The 1800 system uses the execute I/O (XIO) instruc- 
tion to control all I/O operations. The effective 
address (EA) of the XIO specifies the core storage 
location of a two-word input/output control command 
(IOCC). The IOCC specifies the device to be selec- 
ted, the function to be performed with the selected 
device, and if necessary, the core storage location 
associated with information sent to or received from 
the selected device. 

Execution of the XIO instruction causes the 
IOCC to be read from core storage and the function 
specified is performed on the selected device. The 
basic format of an IOCC is shown in the following 
illustration. 








IS 


« 




8 


15 










-« 


Address 
Even Location 


j Area 
^°r^ 


-unction Modifier 
Odd Location 





(EA) 



(EA+1) 



Area 

The five-bit area field specifies the device to be 
used in the I/O operation. In some cases, the area 
code may represent a group of devices, such as 
magnetic tape units or printer-keyboards. In these 
cases, the modifier field specifies the particular 
device within the group . 

Area codes are preassigned to each type of I/O 
device that can be ordered for the 1800 system. A 
list of these devices and their respective area codes 
is shown in Figure 12. 

Function 

The three-bit function field specifies the primary 
function or operation to be performed. Eight pri- 
mary I/O function codes are provided; these are 
explained next. 

000 — CUSTOMER ENGINEERING (CE) MODE: This 
function code is used to remove an I/O device from 
on-line status and place it in CE mode, or vice 
versa. 

001 — WRITE: This function code causes a single 
word to be transferred from core storage to an I/O 
device. The core storage location of the single word 
is specified by the IOCC address word. The current 
contents of the accumulator are destroyed by execu- 
tion of a write function. It is the programmer's re- 
sponsibility to save the accumulator contents, if 
necessary. 

010 — READ: This function code causes a single 
word to be transferred from an I/O device to 
core storage. The core storage location is 
specified by the IOCC address word. The cur- 
rent contents of the accumulator are destroyed 
by execution of a read function. It is the 
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1 

I/O Device 


Area 


I 

Loae 


Decimal 


Binary 


Console Operations 





(00000) 


1816/1053 Printers (first 4) 


1 


(00001) 


1442 Card Read Punch (first) 


2 


(00010) 


1054/1055 Paper Tape Units 


3 


(00011) 


1810 Disk Storage (first drive) 


4 


(00100) 


1627 Plotter 


5 


(00101) 


1443 Printer 


6 


(00110) 


2790 Adapter (first) 


7 


(00111) 


1810 Disk Storage (second drive) 


8 


(01000) 


1810 Disk Storage (third drive) 


9 


(01001) 


Analog Input 


10 


(01010) 


Digital Input (Digital and Pulse Count) 


11 


(01011) 


Digital and Analog Output 
(DO, ECO, RO, AO) 


12 


(01100) 


System/360 Adapter 


13 


(01101) 


2401/2402 Magnetic Tape Units 


14 


(omo) 


1816/1053 Printers (second 4) 


15 


(01111) 


Analog Input Expander 


16 


(10000) 


1442 Card Read Punch (second) 


17 


(10001) 


Selector Channel 


18 


(10010) 


2790 Adapter (second) 


19 


(10011) 


Comm Adapter (fourth) 


20 


(10100) 


Comm Adapter (first) 


21 


(10101) 


Comm Adapter (second) 


22 


(10110) 


Comm Adapter (third) 


23 


1(10111) 



I 27067E | 



Figure 1 2. Area Codes 



programmer's responsibility to save the accumula- 
tor contents, if necessary. 

011 — SENSE INTERRUPT: This function code 
causes the interrupt level status word (ILSW) of the 
highest priority interrupt level requesting service 
at the time the IOCC is issued to be loaded into the 
accumulator. It is the programmer's responsibility 
to save the current contents of the accumulator , if 
necessary. Sense interrupt function is common to 
all 1^0 devices - therefore, no area code need be 
specified. 

100 — CONTROL: This function code causes the 
selected device to interpret the modifier and /or 
address field as a specific control action. 

101 ~ INITIALIZE WRITE: This function code 
initiates a write operation with a device that will 

S»i'Ka*-K(-Mio** , H , «' -#-ir»Qrn3'far> Hofo f-r*r\m r»f\Y*0 chrtTHCrP* VIA f* 
U.WlJt^U.GI.Al.A.jr H WUUJ.VJ. UU.IU. J. J. V AAA ^UAV MVUJ.MQ-W . -— ™ 



data channel. The IOCC address word specifies the 
starting core storage address of a table that contains 
data words and control information. 

110 ~ INITIALIZE READ: This function code initi- 
ates a read operation with a device that will sub- 
sequently transfer data to core storage via a data 
channel. The IOCC address word specifies the 
starting core storage address of a table that contains 
control information and reserved locations for the 
data words read . 

111 — SENSE DEVICE: This function code causes 
the device status word (DSW) of the selected device 
to be loaded into the accumulator. It is the program- 
mer's responsibility to save the current contents of 
the accumulator, if necessary. If IOCC modifier bit 
15 is on , all program resettable indicators in the DSW 
sensed are reset. 

Not all I/O devices respond to all eight function 
codes. The function codes to which a particular 
device responds are described in the section for 
that device . Appendix B contains a consolidated 
listing of area, function, and modifier combinations 
for all devices. 



Modifier 

The eight-bit modifier field provides further defini- 
tion, if necessary, for either the function code or 
area code. For example, if the area code specifies 
a 1443 Printer , and if the function is initialize write , 
then a particular modifier code specifies the sup- 
press-space operation. In this case, the modifier 
field extends the function. 

However, if the area code specifies a group of 
I/O devices (such as 1053 Printers) , and if the func- 
tion is write , then the specific printer within the 
group is indicated by the modifier field. In this case, 
the modifier field extends the area code. 



Address 

The 16-bit address word has various uses, as deter- 
mined by the IOCC function code. For example: 

1. With a function of initialize write or initialize 
read, the address word specifies the starting 
address of a table in core storage. 

2. With a function of control, the address word 
may further define the function code or may 
be ignored, depending on the particular de- 
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3. 



4. 



With a function of write or read, the address 
word specifies the core storage address of the 
data word. 

With a function of sense interrupt , sense device , 
or CE mode, the address word is ignored. 



DIRECT PROGRAM CONTROL 

Direct program control (DPC) is one of two basic 
methods used to control data transfer between core 
storage and I/O devices, the second method being 
data channel control. Under direct program control, 
individual characters or data words are transferred 
at a rate controlled by the program and the maxi- 
mum speed of the I/O device. Each character or 
data word is transferred to or from core storage 
by means of a separate XIO instruction. Data 
transfer is continued on a character-by-character 
or word-by-word basis by the program in response 
to interrupt requests from the I/O devices. The 
following steps are performed by the program for 
each interrupt: 

1. Branches to an I/O routine where an XIO is 
executed to transfer the next data word . 

2. Turns off the interrupt request. 

3. Branches back to the mainline program. 

Devices operating under direct program con- 
trol are relatively low-speed devices and include: 

1053 Printer. 

1054 Paper Tape Reader. 

1055 Paper Tape Punch. 
1627 Plotter. 

1816 Printer-Keyboard. 

Some devices operate under direct program control 
or data channel control, depending on the system 
configuration. These devices include: 

Analog input. 
Analog output. 
Digital input. 
Digital output. 



Direct Program Control Operation 

Figure 13 illustrates direct program control opera- 
tion. The numbered steps that follow correlate with 
the circled numbers in Figure 13. 



1 . An XIO instruction is read from core storage 
for execution. 

2. The effective address (EA) of the XIO is devel- 
oped in the A- register and transferred to the 
storage address register (SAR). The EA is 
the address of the IOCC . 

3. SAR bit position 15 is forced on to select loca- 
tion EA+1, which contains the IOCC area code, 
function code, and modifiers. 

4 . Area code , function code , and modifiers are 
transferred to the device specified by the area 
code via the out bus. 

5. SAR bit position 15 is turned off to select loca- 
tion EA, which contains the IOCC address word. 

6. The IOCC address word is transferred to the 
B- register. If the function is control, the 
address word is sent to the device via the out 
bus . If the function is read or write , the ad- 
dress word is sent to the SAR. 

7. If the function is read or write, SAR addresses 
the core storage location to or from which data 
is transferred. 

Immediately following the one-word transfer to 
or from core storage , the XIO is terminated and the 
next sequential instruction is executed. Normally, 
several data words must be transferred to complete 
message transfer. This is accomplished by recogni- 
tion of a device interrupt each time the device is 
ready to send or receive a data word. P-C recogni- 
tion of the interrupt causes a branch to a program 
subroutine associated with the device interrupt. The 
interrupt subroutine includes the XIO to read or write 
the next data word . This subroutine must also 
modify the address portion of the IOCC for the next 
data word , perform a table look-up for translation of 
the device character if required, and maintain a pro- 
gram word count to indicate the end of message if 
necessary. 

The exit from the interrupt subroutine must be 
accomplished with a branch-out -of-interrupt (BOSC) 
instruction. This operation restores the interrupt 
circuitry so that future interrupt requests at the 
same or lower priority levels can be acknowledged. 



Device Busy 

It is possible for the program to issue an XIO to a 
device that is busy responding to a previous XIO . 
Each device that could be placed in this situation 
provides a busy indicator in its device status word 
(DSW) . This indicator signals that the device cannot 
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XIO 



IOCC 







Op F 



iA 



BO 



Cond 



Address 



(!) 


Address 


(0 


Area 


Funct 


Modifier 


0) 


Data 




Data 




















Data 



A 
D 
D 
RESSING 



Core Storage 



©© 



SAR 



D-Register 







A- Register 



B- Register 



I 



In Bus 



To Input 



_l Devices 



Out Bus 



To Output 



Zi Devices 
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Figure 13. Direct Program Control Operation 



accept data or control information , and that should 
it be sent, it will be lost. It is up to the program 
to ensure, by testing the busy indicator, that data 
will not be lost. Usually, no indication is given to 
signal incorrect use of the device , 



DATA CHANNEL CONTROL 

Data channels provide a method of controlling data 
transfer between core storage and I/O devices 
without requiring execution of an XIO instruction to 
effect transfer of each data word. A data channel is 
initialized for a data transfer operation with a 
single XIO instruction. The XIO specifies the 
location of a data table in core storage and, if 



necessary, the number of words associated with the 
data transfer operation. The data channel then 
takes control of the data transfer operation while 
program execution resumes. 

The data channel has priority over program ex- 
ecution to the extent that when an I/O device is ready 
to send or receive a data word, the data channel has 
the ability to suspend instruction execution, if nec- 
essary , while the data word is transferred to or 
from core storage. This transfer normally takes 
one core storage cycle (2, 2.25, or 4 /us) and is 
referred to as a cycle steal. As soon as transfer of 
the data word is completed, instruction execution 
resumes if it was suspended for the data transfer. 

A data channel transfer operation may occur at 
the end of any core storage cycle and does not require 
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that an instruction in progress be completed. P-C 
data or logical conditions are not disturbed during 
data transfer via a data channel except for the core 
storage locations receiving data from an input de- 
vice. 

Three data channels are standard features of 
the 1800 system; 12 more are available on an indivi- 
dual basis. Thus, it is possible to have more than 
one data channel attempting data transfer at the same 
time. When this occurs, the data channels are 
serviced according to their assigned priority. This 
data channel priority is not related in any way to the 
interrupt feature . 

The maximum time before the highest priority 
data channel is serviced is 2.25, 2.50, or 4.50 tis, 
depending on core storage cycle time . If more than 
one data channel requests data transfer , instruction 
execution is suspended until all requesting data 
channels have been serviced. 

Devices operating under data channel control 
are relatively high-speed devices and include: 

1442 Card Read Punch. 

1443 Printer. 
1810 Disk Storage. 
2401/2402 Magnetic Tape Unit. 
2790 Adapter. 
Communications adapter. 
Selector channel. 
System/360 adapter. 

Some devices operate under direct program control 
or data channel control, depending on the system 
configuration. These devices include: 

Analog input. 
Analog output. 
Digital input. 
Digital output. 

Data channel devices are initialized with a sin- 
gle XIO initialize read or XIO initialize write. 
After a data channel device is initialized, the pro- 
gram is released for other processing. 

Data Channel Functional Components 

CHANNEL ADDRESS REGISTER (CAR): CAR is a 
16-bit register used to store the core-storage ad- 
dress of the next word that will be addressed during 
an operation with its associated data channel. Each 
data channel has its own CAR and is assigned to an 
I/O device. A data channel and its associated CAR 



are selected when the assigned I/O device is ad- 
dressed by the IOCC area code and modifiers. 

CHANNEL ADDRESS BUFFER (CAB): CAB is a 16- 
bit register that is used by all CAR's to address 
core storage . When a data channel operation occurs , 
the CAR for the requesting data channel is trans- 
ferred to CAB to address core storage. While CAB 
is addressing core storage, CAR is usually increased 
by 1 in preparation for the next data transfer. 

Channel Address Register Checking 

A CAR check is provided to ensure that the first 
word addressed by a selected CAR is the first word 
of the correct data table. The CAR check is per- 
formed in one of two ways, depending on whether the 
I/O device is capable of chaining data tables. 

Non-chaining devices are : 

1442 Card Read Punch. 

1443 Printer. 
1810 Disk Storage. 
2790 adapter. 
Selector channel* 

Chaining devices are: 

2401/2402 Magnetic Tape Unit. 
Analog input. 
Analog output. 
Communications adapter. 
Digital input. 
Digital output . 
System/360 adapter. 

A CAR check is made for all devices after the 
IOCC address word is transferred to the selected 
CAR. A bit-by-bit comparison is made between the 
contents of the selected CAR and the contents of the 
B-register. If any of the corresponding bits are not 
equal, a CAR check error occurs. This error ter- 
minates subsequent data channel operations for the 
assigned I/O device and initiates an internal inter- 
rupt. The I/O device cannot request a data channel 
operation until the interrupt level status word for 
the internal interrupt level is sensed and the I/O 
device is reinitialized by another XIO. 

Another CAR check is made for chaining devices 
each time the I/O device chains to a different data 
table. The CAR check at the beginning of the second 
data table and in all subsequent data tables in the 

*Data chaining with the selector channel is accomplished through 
use of channel command words as described in the "Selector 
Channel" section. 
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the data table (second data table, third data table, 
and so on) must contain its own address. After the 
first word of the data table is addressed, a bit -by- 
bit comparison is made between the contents of the 
selected CAR and the B-register. If any of the 
corresponding bits are not equal, a CAR check error 
occurs. Subsequent data channel operations are 
terminated , and a bit is set in the device status word 
for the device . 



I/O Device Functional Components 

WORD COUNT REGISTER: A word count register is 
provided in each of the following I/O devices as- 
signed to a data channel: 

1810 Disk Storage. 

2401/2402 Magnetic Tape Unit. 

Analog input. 

Analog output. 

Digital input. 

Digital output. 

System/360 adapter. 

The word count register is loaded with the contents 
of the word count portion (bit positions 2 through 15) 
of the data table and is decreased by 1 each time a 
data word is transferred from or to the data table . 
For I/O devices without chaining ability, the word 
count must be stored in the first word of the data 
table. For devices with chaining ability, the word 
count must be stored in the first word of the first 
data table and in the second word of all subsequent 
data tables in the chain. 

BYTE COUNT REGISTER: A byte count register is 
provided in each of the following devices assigned to 
a data channel: 

Communications adapter (each line adapter). 
Selector channel. 

The byte count register for each line adapter is 
analogous with the word count register , except that 
the count represents the number of character loca- 
tions supplied by the data table (two characters per 
word) . The selector channel byte count register 
contains the number of eight-bit bytes in the input or 
output area. It is loaded from the byte count speci- 
fied in the channel command word and usually de- 
creased by 1 each time a byte is transferred from or 
to core storage . (See "Selector Channel" for de- 
tails.) 



The following table gives the word or byte count 
capacities for all data channel devices requiring 
word or byte count control: 



Device 


Number of 

Bits 

Available 


Word Count 

Bit 

Positions 


Max Count 
Accepted 
by Device 


1443 


7 


9-15 


60 or 72 


1810 


9 


7-15 


321 


2401/2402 


14 


2-15 


16,383 


Al 


14 


2-15 


16,383 


CA (Line Adapter) 


12 


4-15 


4,095 


DAO 


8 


8-15 


255 


Dl 


8 


8-15 


255 


Selector Channel 


16 


0-15 


65,535 


System/360 Adapter 


14 


2-15 


16,383 
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SCAN CONTROL REGISTER: A scan control regis- 
ter is provided in each device that has chaining 
capabilities. Scan control bits must be stored in the 
first word (bit positions and 1) of the first data 
table and in the second word (bit position and 1) of 
the second and all subsequent data tables in a chain. 
The following is a list of the devices that have a scan 
control register: 

2401/2402 Magnetic Tape Unit. 

Analog input. 

Analog output . 

Communications adapter (each line adapter) . 

Digital input. 

Digital output. 

System/360 adapter. 

The scan control register controls I/O device 
and data channel operation at the end of the data 
table as follows: 



Bit Bit 1 



Perform single scan of data 

IOU1C CU1U OW^ wim MJ-i. iuuviivn/f. 

Perform scan of data table and 

stop (no interrupt) . 

Perform continuous scan of this 

data table or subsequent data 

table; cause an interrupt at the 

end of this table . 

Perform continuous scan of this 

data table or subsequent data 

table; cause no interrupt*. 
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Data Chaining 

When a continuous scan is indicated by the scan con- 
trol register in a device having chaining ability, the 
device automatically requests three data channel 
cycles after the word count has been decreased to 
0. The first data channel cycle is used to trans- 
fer the word following the data table to the selected 
CAR. The address in this word is the address of 
the next data table. The second cycle addresses 
the first word of the new data table and performs a 
CAR check using the contents of this word . There- 
fore, the first word of the second data table must 
contain its own address. The third cycle addresses 
the second word of the data table and transfers it to 
the device. This word contains the scan control bits 
and word count for the data table. The I/O device is 
then ready for independent data channel operation. 

hi this manner, the data channel can be used to 
implement a scatter read /write mode; that is, data 
from various core storage locations can be trans- 
ferred with one continued operation. This method 
of using the data channel in a continuous mode is 
called data chaining because the data tables are 
essentially connected together. 

The length of time between data transfer cycles 
on a data chaining operation is a maximum of three 
core storage cycles on a device using the highest 
priority data channel. It may be greater than this 
for devices using lower priority data channels, de- 
pending on whether they must wait for higher prior- 
ity data channel operations to be completed. 



Data Channel Operation 

Figure 14 illustrates the basic concept of data chan- 
nel operation. All devices assigned to data channels 
use this basic concept , except for the selector chan- 
nel and 2790 adapter. Concepts for these devices 
are presented in their respective sections of this 
manual. 

The numbers that follow correlate with the 
circled numbers in Figure 14. 

1. An XIO is read from core storage for execution. 

2. The effective address (EA) of the XIO is devel- 
oped in the A-register and transferred to the 
SAR. The EA is the address of the IOCC . 

3. SAR bit position 15 is forced on to select loca- 
tion EA+1, which contains the IOCC area code, 
function code , and modifiers . 

4. Area code, function code , and modifiers are 
transferred to the device specified by the area 
code via the out bus . 



5 . SAR bit position 15 is turned off to select loca- 
tion EA, which contains the IOCC address word. 

6. The address word is transferred to the CAR for 
the selected data channel and device . The pro- 
gram is now released for other processing. 

7. A CAR check is made between the selected CAR 
and the B- register. 

8. The device requests a data channel operation 
that causes CAR to transfer to CAB. CAB ad- 
dresses core storage while CAR is increased 
by 1. 

9. The first word of the data table is transferred to 
the I/O device. This word contains the scan 
control bits (bit positions and 1) and word count 
(bit positions 2 through 15) . This completes the 
first data channel operation. 

10. When another data channel operation is requested, 
CAR (increased in step 8) transfers the next 
higher address to CAB. CAB addresses core 
storage while CAR is increased by 1 . 

11. The first data word is transferred to or from the 
I/O device via the out bus. The word count 
register in the I/O device is decreased by 1, thus 
completing the second data channel operation. 

Steps 10 and 11 are repeated each time the device 
requests another data channel operation. Between 
data channel operations, the P-C continues program 
execution. With each data transfer , CAR is in- 
creased by 1 and the word count is decreased by 1. 
This sequence continues until the last word of the 
data table is transferred. The last word is sensed 
by the word count reaching or through some 
indicator in the device. If the device does not have 
chaining ability, no more demands for data transfer 
are made until the device is reinitialized with another 
XIO. 

If the device has chaining ability and the scan 
control bits indicate a continuous scan, the device 
automatically requests three data channel operations 
to implement chaining to the next data table . The 
following numbered steps describe the chaining 
sequence and correspond to the circled numbers in 
Figure 14. 

12. During the first data channel operation, the word 
following the last data word in the first table is 
transferred to the selected CAR. This word 
must contain the next table address. 

13. When the next data channel operation is re- 
quested, CAR transfers its contents to CAB to 
address core storage. 

14. The first word of the next data table is trans- 
ferred to the B-register. This word must con- 
tain its own address. 
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First Data Table 



All Subsequent Data Tables 



O 



XIO 



Op 



IA 



BO 



Cond 



Address 



Next Sequential Instruction 



Core Storage 



A 
D 
D 
RESSING 



© 


sc 


Count 


(11) 


First Data Word 








* 




Last Data Word 


(12) 


Next Table Address 


© 


Address 


© 


Area 


Function 


Modifier 



(14) 



CAR Check Address 



SC 



Count 



First Data Word 



Last Data Word 



IOCC 



© © 



SAR 



D- Register 



© 



A- Register 



Key: 



Data Flow 
Checking 



+ ▼ 



B- Register 






k 



In Bus 



To Input 
J Devices 



Out Bus 



N I 



3£ 



To Output 
_J Devices 



CAR 



8) (W) (13) 



CAR 14 



© 



-/^ 



CAB 
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15 . A CAR check is made between the contents of 
the selected CAR and of the B- register. CAR 
is increased by 1. 

16. When another data channel operation is request- 
ed, CAR transfers the next higher address to 
CAB. CAB addresses core storage whiie CAR 
is increased by 1 . 



17 . The scan control bits and word count are trans- 
ferred to the I/O device. This completes the 
chaining operation. 

The data channel and device are now ready for con- 
tinued data transfer operations via tu6 ua^a Cuarme. . 
Each time a data word is transferred , CAR is 
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increased by 1 and the word count is decreased by 1. 
This sequence continues until the word count reaches 
0. When the word count reaches zero, operation 
continues in the manner indicated by the scan con- 
trol bits for the current data table. 



Data Overrun 

A device operating asynchronously to the program 
could request data transfer but not receive service 
in the time alotted by the device because of other , 
higher priority devices. This condition, data over- 
run, can occur with both input and output devices. 
Devices with the potential for data overrun provide 
an indicator in their device status words to enable 
the program to detect this condition. 

Data Channel Assignment 

Data channels are assigned specific priorities in 
order to establish a sequence for servicing them 
when more than one data channel is attempting data 
transfer. Data channel 1 has the highest priority, 
and the order of the priority follows the numeric 
sequence of the data channel numbers , with data 
channel 15 having the lowest priority. 

When a system is ordered, the various devices 
and features desired are automatically assigned to 
data channels according to the intrinsic data rates 
and operational characteristics of those devices and 
features. The following is a listing of the devices 
and features in the sequence that they are assigned 
to data channels. The first system- included device 
encountered in the list is assigned to data channel 1. 
Each subsequent device in the system configuration 
is normally assigned to the next sequential data 
channel. 

Selector channel. 
2401 model 3. 
2401 model 2. 
1810 - drive 1. 
1810 - drive 2. 
1810 - drive 3. 
2401 model 1. 
1442 (first). 
1442 (second). 
2790 adapter 1. 
2790 adapter 2. 

Analog input basic data channel adapter 2 
(1801/2) . 



Analog input basic data channel adapter 1 

(1801/2) . 
Analog input expander data channel adapter 2 

(1826). 
Analog input expander data channel adapter 1 

(1826). 
1443. 

CA line adapter 1. 
CA line adapter 2. 
CA line adapter 3. 
C A line adapter 4 . 
CA line adapter 5. 
CA line adapter 6. 
CA line adapter 7. 
CA line adapter 8. 
System/360 adapter. 
Digital - analog output. 
Digital input. 

A different set of data channel assignments can be 
obtained upon request if unique requirements dictate 
different priorities. When changing data channel 
assignments from the normal priorities, the follow- 
ing considerations are important: 



1. 



2. 



Assigning high intrinsic data rate devices such 
as the selector channel, 2401/2402, and 1810 
to data channels with lower priorities than those 
specified in the preceding list may affect optimum 
performance in overlapped operations and re- 
sult in random overrun conditions . 
If two data channels are assigned to an analog- 
to-digital converter (random or comparator) , 
analog input data channel adapter 2 must have a 
higher priority than analog input data channel 
adapter 1. 

If the priority of the data channel assigned to a 
device is lower than the priority of a data chan- 
nel assigned to digital input or digital output, 
then the device may become locked out during 
data channel operations with large data tables. 
This problem can be partially alleviated by using 
smaller data tables . 



Two or more devices can share a data channel if 
desired, but concurrent operation of two devices 
sharing a data channel is not possible. When sharing 
data channels programming considerations and phys- 
ical wiring limitations should be considered . IBM 
systems programs assume that no devices share data 
channels. The physical wiring limitations are pre- 
sented in the 1800 Data Acquisition and Control Sys- 
tem Configurator , Order No. GA26-5919. 
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Input/output operations using devices under direct 
program control are terminated when the device 
completes the single function requested by the pro- 
gram. 

Data channel I/O operations are terminated when 
the end of the last core storage data table is reached 
and chaining is not specified. 



INPUT/OUTPUT INTERRUPTS 



Interrupts from I/O devices may occur because of 
completion of an I/O operation, certain error con- 
ditions , or operator intervention at the I/O device . 
These interrupts allow the P-C to provide the proper 
programmed response to conditions that occur in 
I/O devices. 

Conditions responsible for I/O interrupt re- 
quests are preserved in the device status word for 
each I/O device until they are reset by an XIO sense 
device with reset (modifier bit 15 on) from the pro- 
gram. Interrupt philosophy and device status word 
are explained in detail under "Interrupt". 



ONLINE DIAGNOSTIC CONSIDERATIONS 



The 1800 system provides a means for limited 
online diagnosis of problems occuring in most 
data processing and communications I/O features 
without interrupting customer operations. Such 
online diagnosis is limited to causes in which it 
will not affect user operations. In any case, 
the user will be notified when any online diag- 
nosis is performed. 

The feature that makes this service approach 
possible is CE core storage. CE storage pro- 
vides the customer engineer (CE) with storage 
for the necessary programs and data for online 
diagnosis. CE storage design precludes altera- 
tions of main core storage during service or 
diagnostic operations. CE storage programs 
cannot read or write in main core storage. How- 
ever main core storage programs can read or 
write in CE storage. Addresses for CE storage 
locations are shown in the following illustration. 





1 

System btorage in dk Increments 




1st 


2nd 


3rd 


4th 


5th 


6th 


7th 


8th 


CE 

Storage 

Address 

in 

Hex 


0000 

1 

00FF 


2000 

I 

20FF 


4000 

\ 

40FF 


6000 

t 

60FF 


8000 

1 

80FF 


A000 

1 

A0FF 


C000 

I 

C0FF 


E000 

1 

E0FF 


1100 

1 

11 FF 


3100 

1 

31 FF 


5100 

1 

51 FF 


7100 

t 

71 FF 


9100 

1 

91FF 


B100 

t 

BIFF 


D100 

1 

D1FF 


F100 

1 

F1FF 


CE storage is accumulative with each 8k increment. 
For example, a system with three 8k increments contains 
CE storage shown by shaded area. 
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To assist CE's in maintaining complex I/O de- 
vices such as the communications adapters (CA's), 
2790 adapters, and selector channel, the Multipro- 
gramming Executive (MPX) Operating System ac- 
cumulates the following error information: 

1. Error logs for CA's, 2790 adapters, and selec- 
tor channel. 

2. Tables of error statistics for each CA line adapt- 
er. 

3. A CA trace buffer. 

These error logs and statistics are invaluable aids in 
online diagnosis and substantially reduce the time 
required to service these devices. If a 2790 system 
is used with the 1800 system without the associated 
MPX error logging support , the customer must be 
prepared to relinquish the 1800 system for offline 
diagnosis and maintenance of the 2790 system. In 
addition, provisions for error logging as a diagnostic 
aid should be included in the customer programs. 
MPX maintains the error logs and statistics 
tables in CE storage on a real-time basis. Seven 
modified instructions are used by MPX to maintain 
the error information in CE storage. The instruc- 
tions are described in the following paragraphs. 



Load Accumulator (LD) 



OP 4 


F 


T 


A 


'C 


Cond 15 


Address 15 


110 

1 1 1 1 


1 






1 



i i i i i 


' 1 1 ! 1 1 



4-7 4 or C 






X 


X 
EA 


X 


X 

15 






Oor 1 
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DESCRIPTION: The contents of the CE storage lo- 
cation specified by the effective address (EA) of the 
instruction replace the contents of the accumulator 
(A). The contents of the CE storage location are 
unchanged. Indexing and indirect addressing are 
performed in the same manner as with normal 
instructions. (Indirect addressing uses main stor- 
age addresses.) 

INDICATORS: The carry and overflow indicators 
are not changed by this instruction. 



DESCRIPTION: The contents of the accumulator (A) 
replace the contents of the CE storage location speci- 
fied by the effective address (EA) of the instruction. 
The contents of A are unchanged. Indexing and in- 
direct addressing are performed in the same manner 
as with normal instructions. (Indirect addressing 
uses main storage addresses.) 

INDICATORS: The carry and overflow indicators are 
not changed by this instruction. 



Load Double (LDD) 



Store Double (STD) 



OP 4 F T 'a B Cond 15 o 



Address 



110 1 


1 






1 








C-F 


4or C 
EA must be 


X 




X 

EA 


X 


X 

IS 


























X 


Oor 1 


X 


0-E 



o OP 4 F T 'A O Cond 15 



C-F 4orC 



EA must be 



X 

o 



Address 



110 11 

1 1 1 1 


1 


' 




1 



1 1 1 I I 


1 1 1 1 1 1 



X X 

EA 



Oor 1 



X 0-E 
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DESCRIPTION: The contents of the CE storage lo- 
cation specified by the effective address (EA) of the 
instruction and the next higher CE storage location 
(EA+1) are loaded into the accumulator (A) and its 
extension (Q), respectively. The EA of the instruc- 
tion must be an even address for correct operation. 
If the EA is odd, the contents of that location are 
entered into both A and Q. The contents of CE stor- 
age are unchanged. Indexing and indirect addressing 
are performed in the same manner as with normal 
instructions . (Indirect addressing uses main stor- 
age addresses.) 



DESCRIPTION: The contents of the accumulator (A) 
and its extension (Q) are stored at the CE storage 
location specified by the effective address (EA) of 
the instruction and the next higher CE storage loca- 
tion .(EA+1), respectively. The E A of the instruction 
must be an even address. If the EA is odd, the con- 
tents of A are stored at the EA, and the contents of 
Q will not appear in CE storage. The contents of A 
and Q remain unchanged. Indexing and indirect ad- 
dressing are performed in the same manner as with 
normal instructions. (Indirect addressing uses main 
storage addresses.) 



INDICATORS: The carry and overflow indicators 
are not changed by this instruction . 



INDICATORS: The carry and overflow indicators are 
not changed by this instruction. 



Store Accumulator (STO) 



Logical AND (AND) 



OP 4 F T A O Cond 15 o 



Address 



LLLL? 1 



10 
' l"l"l"l"l"l l_l I I I I I I I I I I I I I 



4-7 4 or C 



EA must be 



X X 

EA 







Oor 1 



_i — i — i — i i i i_ 



X 



OP 4 F T 'A°Q Cond is 



Address 



1110 1 

_l l_l L 



1 

J — I — I — I — I — I — I — I I I I I I l__l 'I'll' 



4-7 4 or C 



EA must be 



X 

o 



X X 

EA 



Oor 1 
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DESCRIPTION: The contents of the CE storage lo- 
cation specified by the effective address (EA) of the 
instruction are ANDed bit by bit with the contents of 
the accumulator (A) . The result replaces the con- 
tents of A, and the CE storage location remains un- 
changed. Indexing and indirect addressing are per- 
formed in the same manner as with normal instruc- 
tions. (Indirect addressing uses main storage 
addresses.) 

INDICATORS: The carry and overflow indicators 
are not changed by this instruction. 



Logical OR (OR) 



OP 4 


F 


T 


'a 


B Cond 15 


Address l5 


1110 1 
1 1 — 1 — 1 — 1 


1 


i 




1 
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C-F 4 or C 



X 

o 

EA must be 



X X 

EA 
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DESCRIPTION: The contents of the CE storage lo- 
cation specified by the effective address (EA) of the 
instruction are ORed bit by bit with the contents of 
the accumulator (A) . The result replaces the con- 
tents of A, and CE storage remains unchanged. 
Indexing and indirect addressing are performed in 
the same manner as with normal instructions . (In- 
direct addressing uses main storage addresses.) 

INDICATORS: The carry and overflow indicators 
are not changed by this instruction. 



Logical Exclusive OR (EOR) 



OP 4 


F 


T 


A B 


Cond is 


Address l5 


11110 


1 


I .. 




1 


u u u u u u 
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DESCRIPTION: The contents of the CE storage lo- 
cation specified by the effective address (EA) of the 
instruction are exclusive ORed bit by bit with the 



contents of the accumulator (A) . The result replaces 
the contents of A, and CE storage remains unchanged. 
Indexing and indirect addressing are performed in 
the same manner as with normal instructions. (In- 
direct addressing uses main storage addresses.) 

INDICATORS: The carry and overflow indicators are 
not changed by this instruction. 



Customer Engineering Mode 

A CE diagnostic program can enable or disable CE 
mode in an I/O device by executing an XIO instruc- 
tion . The IOCC referenced by the XIO must contain 
the area code of the device to be placed in CE mode 
and a function of 000. CE mode is enabled if IOCC 
modifier bit 15 is on and disabled if modifier bit 15 
is off. 

When a device is in CE mode, its device status 
word (DSW) is altered to make the device appear not 
ready and not busy , which is offline status . The true 
status of ready and busy is located elsewhere in the 
DSW and is used for diagnosis. 

Interrupts from a device operating in CE mode 
occur on the CE interrupt level and not on the nor- 
mal assigned interrupt level of the device. Because 
CE interrupt level is the lowest priority level, 
service programs are executed only when main 
storage programs are not operating on interrupt 
routines . 

Once a CE interrupt is recognized, all subse- 
quent interrupts (except internal) are effectively 
masked until a branch out of CE interrupt (BOSC) is 
executed by the CE program. However, if an in- 
ternal interrupt occurs while a CE interrupt is 
being serviced, the CE interrupt is reset and the 
program branches to the main storage program in- 
ternal interrupt routine. Upon completion of the 
routine, instead of returning to CE storage, the 
program branches to the corresponding main storage 
address. Thus, a branch out of the internal inter- 
rupt routine returns to an address undefined by the 
program if the internal interrupt routine is entered 
by interrupting a CE program. However, most pro- 
gramming systems provide a restart procedure for 
internal interrupts . 

The programmer should realize that a CE ser- 
vice program can possibly cause an interrupt from 
a wait instruction in main storage . When this occurs , 
the branch out of the CE interrupt program will be 
to the instruction following the wait instruction. 



64 



CE interrupt utilizes core storage locations in main storage or location /0001 in CE storage, 

/0001, /0002, and /000A. A CE interrupt stores depending on the position of the aux/main switch' on 

the contents of the instruction (I) register at loca- the CE panel. A branch out of CE interrupt returns 

tion /000A in main storage (even if this location is indirectly to the main storage program via location 

storage protected) and branches to location /0001 /000A. 
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Interrupt 



To allow for coordination of overlapped I/O operation 
and provide for a smooth flow of productive proc- 
essing, a method of switching from one program 
routine to another is necessary. For this purpose, 
the 1800 includes an interrupt feature. 

The interrupt feature provides an automatic 
branch from the normal program sequence. The 
branch is caused by an external or internal condition. 
Examples of conditions which would normally be used 
to cause interrupts are: 

• An external process condition that requires an 
immediate change in program execution has 
been detected. 



terminate servicing on a lower level and immediately 
interrupt to the higher priority level. Service is re- 
turned to the initial request only after all higher level 
requests have been serviced. Second, because a 
unique branch can be defined for each interrupt prior- 
ity level, many interrupt requests can be assigned to 
a common priority level and be serviced by a common 
interrupt subroutine. 



OPERATING CHARACTERISTICS 

The important operating characteristics of the 1800 
interrupt system are as follows: 



A device , such as the printer-keyboard , has 
completed the transfer of a character and now 
requests the next character . 

A magnetic tape unit initialized and selected on 
a data channel has completed the required data 
transfer and signals the processor-controller 
with a scan complete. 

An interval timer has concluded the recording 
of a preset time interval. 



1. When an interrupt request is recognized, the 
P-C inhibits normal access to core storage, 
generates a branch and store instruction regis- 
ter (BSI) instruction with indirect addressing, 
and places the instruction in the B-register. 
The format of this forced BSI is shown in the 
following illustration. The content of the address 
portion of the BSI is unique for each interrupt 
level and denotes the core storage location con- 
taining the indirect address (interrupt vector) 
for that level . 



An undefined operation code has been detected 
during instruction readout and therefore cannot 
be executed. 
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INTERRUPT PHILOSOPHY 

Because of the large number and widely varying 
types of interrupt requests, it is often not practical 
to cause a branch to a unique address for each re- 
quest. For the same reason, it is frequently not 
desirable to use only one branch address for all in- 
terrupt requests and to require the program to 
determine the individual request's^ requiring service. 
Therefore, it is expedient to group individual re- 
quests into a lesser number of priority levels. This 
accomplishes two functions. First, it allows all in- 
terrupt requests common to a specific interrupt level 
to have the privilege of interrupting immediately if 
the only other requests present are of a lower prior- 
ity level. Conversely, it permits interrupt requests 
connected to a higher priority level to temporarily 



The first request recognized on a given priority 
level prevents future requests on that or lower 
priority levels from interrupting until the service 
completion of the first interrupt is signaled by a 
branch out operation. However, interrupts that 
occur on the same level for which an interrupt is 
being serviced can be recognized and serviced 
by the program if the interrupt level status word 
'ILSW^ is interrogated ^crnm before the branch 
out is executed. If an interrupt request is 
detected for a higher priority level than that in 
progress, the program is immeidately interrupted 
again. This is called nesting of interrupts. 
When more than one request is connected 
to any one priority level, the program must 
identify the individual request(s) causing the 
priority level to be active. 
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After service completion of any level interrupt, 
the priority circuits must be signaled to reset 
the priority status of the highest priority level 
that is active. This reset permits lower prior- 
ity requests, that may have been temporarily 
constrained, to be accepted by the P-C. The 
reset is accomplished by issuing a branch out 
of interrupt (BOSC) instruction. This instruc- 
tion should not be confused with a branch or 
skip on condition (BSC) instruction used in nor- 
mal subroutine linkage back to a mainline pro- 
gram. The difference is that bit 9 (BO) is on 
for a BOSC and off for a BSC . 



INTERRUPT LEVELS 

As shown in Figure 15 , a maximum of 27 interrupt 
levels are available for grouping interrupt requests. 
Internal, trace, CE, and 12 external interrupt 
levels are standard features. Twelve additional ex- 
ternal interrupt levels (two groupings of six each) 
are available as special features. Note in Figure 15 
that the priority level of each interrupt, as well as 
its unique core storage address associated with the 
forced BSI, are listed in decimal form. Note also 
that all but the trace and CE interrupt levels have 
an interrupt level status word (ILSW) . The ILSW is 
used to identify the specific interrupt request(s) 
causing the interrupt level to request service. 



Internal Interrupt 

The internal interrupt is a processor-controller 
interrupt that occurs when any one of the following 
four error conditions occurs: 
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Figure 15. Interrupt Levels 



1. An invalid Op code is detected. 

2 . A parity error (even number of bits on) is de- 
tected in the B-register during data transfer 
to or from core storage. 

3. A storage protect violation occurs from an 
attempt to write into a "read only" core storage 
location. 

4. A channel address register (CAR) check error 
occurs either as a CAR check or as the result 
of a parity error having caused a command 
reject. 

Each of these four internal error conditions is 
assigned to a specific bit position in the internal 
interrupt ILSW (bit positions through 3). If your 
system has the data channel expander feature , an 



1803 Core Storage Unit, a selector channel, a 
communications adapter, or a 2790 adapter, an 
additional indicator is provided in the internal 
interrupt ILSW (bit position 4). This indicator 
is the CE (auxiliary) storage error indicator and 
is turned on if the condition causing the internal 
interrupt occurs while CE storage is being ac- 
cessed. The condition causing the internal in- 
terrupt will also be indicated in the ILSW (bit 
positions through 3). 

All internal interrupt ILSW indicators are reset 
when the ILSW is sensed to determine the interrupt- 
ing condition. Internal interrupt conditions are 
assigned to the ILSW as shown in the following illus- 
tration. 
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■ CE (auxiliary) Storage Erro: 
- CAR Check Error 

■ Storage Protect Violation 

■ B-Register Parity Error 

■ invalid Op Code 



The internal interrupt level cannot be masked 
(prevented from causing an interrupt). However, 
an XIO or BSI prevents an internal interrupt for one 
instruction . 



Trace Interrupt 

A trace interrupt occurs after every instruction if 
the processor-controller is in program operation 
with the console mode switch in the trace position. 
Trace interrupt cannot be masked and does not have 
an ILSW . However , an XIO prevents a trace inter- 
rupt for one instruction. 



CE Interrupt 

The CE (customer engineer) interrupt can be initi- 
ated from the CE panel or from a device operating 
in CE mode. CE interrupt cannot be masked and 
does not have an ILSW. However, an XIO or BSI 
prevents a CE interrupt for one instruction. 

CE interrupt is the lowest level interrupt on the 
system. However, all higher priority interrupt 
levels (except internal interrupt) are effectively 
masked once CE interrupt is recognized by the 
processor-controller. 



Interrupt Level Masking 

A mask register is provided for masking and un- 
masking of external interrupt levels. An interrupt 
level that is masked cannot initiate a request for 
service until it has been unmasked. Therefore, an 
interrupt request on a level that is masked does not 
cause a request for service, and no record of the 
interrupt request is made in the processor-control- 
ler. However, the interrupt request is retained by 
the device adapter for recognition when the inter- 
rupt level is unmasked. 

All external interrupt levels are automatically 
masked when the reset or immediate stop switch is 
pressed, or when electrical power is first applied to 
the processor-controller. They remain masked 
until unmasked by the program. 

For program operation, XIO control is used to 
control the mask register. Two XIO controls are 
required to mask /unmask all 24 external interrupt 
levels. Depending on modifier bit 15 of the input/ 
output control command (IOCC), external levels 
through 13 or 14 through 23 can be simultaneously 
masked /unmasked. If modifier bit 15 is on, the 
status of bits through 13 of the IOCC address word 
determines whether external interrupt levels 
through 13 are masked or unmasked. If modifier bit 
15 is off, the status of bits through 9 of the IOCC 
address word determines whether external interrupt 
levels 14 through 23 are masked or unmasked. In 
either case, an address bit being on masks the cor- 
responding external interrupt level, while an address 
bit being off unmasks the corresponding external 
interrupt level. The format of the IOCC for the XIO 
control is shown in the following illustration. The 
execution of this instruction does not affect the con- 
tents of the accumulator. 



External Interrupts 

External interrupts can be initiated by any of the 
devices on the system. A maximum of 16 interrupt 
requests from devices on the system can be grouped 
to one external interrupt level . The interrupt re- 
quests are assigned to external interrupt levels by 
the user. Each external interrupt level can be 
masked or unmasked by the program . An XIO or 
BSI also prevents external interrupts for one instruc- 
tion. An ILSW is provided for each external inter- 
rupt level to enable identification of the specific 
interrupt request(s) causing the interrupt level to 
request service. 
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Y - 1 masks corresponding interrupt level. 

Y - unmasks corresponding interrupt level . 

Note that the area code is 00000 and that modifier 
bits 8 through 10 must be 100. 



Note: Interrupt level status words, device 
status words, and process interrupt status 
words are not affected by the mask opera- 
tion. 
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Programmed Interrupts 

External interrupt levels can be activated by the pro- 
gram. An XIO control is used to turn on individual 
external interrupt levels so they will request service. 
This type of interrupt is known as a programmed in- 
terrupt. The external interrupt levels are divided 
into two groups (0 through 13, and 14 through 23) 
as in interrupt level masking. Therefore, two in- 
structions must be executed to turn on external in- 
terrupt levels in both groups . 

If the IOCC modifier bit 15 is on, the status of 
bits through 13 of the IOCC address word deter- 
mines which external interrupt levels (0 through 13) 
are turned on. If the IOCC modifier bit 15 is off, 
the status of bits through 9 of the IOCC address 
word determines which external interrupt levels (14 
through 23) are turned on. In either case, an ad- 
dress bit being on turns on the corresponding ex- 
ternal interrupt level, while an address bit being off 
has no effect on the corresponding external interrupt 
level. The IOCC format for programmed interrupts 
is shown in the following illustration. 
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0-Level 0-13 
1 -Levels 14-23 



Z=0 

Y - 1 turns on corresponding interrupt level . 

Y - has no effect on corresponding interrupt level . 

Note that the area code is 00000 and that modifier 
bits 8 through 10 must be 101 . 



Programmed interrupts will not occur if the 
corresponding interrupt level is masked before 
execution of the XIO control. Also, if a programmed 
interrupt is turned on but an XIO control to mask the 
same interrupt level is executed before the forced 
BSI occurs, the programmed interrupt is turned off. 
Another XIO control to turn on the programmed in- 
terrupt is needed to reinitiate the interrupt after the 
specified level is unmasked. 

It should be noted that execution of an XIO con- 
trol to turn on a programmed interrupt does not 
affect the interrupt level status words, device status 
words, or process interrupt status words. 

Programmed Interrupt Programming Note 

A BOSC following an XIO control which turns on an 
external interrupt level as high or higher than the 
level currently being serviced resets the program- 
med interrupt just turned on . For example , while 



in a routine servicing interrupt level 4 , an XIO con- 
trol to program interrupt on level 2 followed by a 
BOSC would reset programmed interrupt level 2 and 
not reset level 4. To prevent this condition the 
following technique can be used for programmed 
interrupts . 
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interrupt Polling 

Interrupt requests from the I/O features and devices 
are assigned to interrupt levels according to cus- 
tomer requirements . The statuses of the interrupt 
requests are sent to the processor-controller via 
the in-bus. Since interrupt requests can occur at 
any time relative to program events , there must be 
some method of ensuring that interrupt requests are 
sent to the processor-controller only when the in-bus 
is not being used for data transfer. The method 
used in the 1800 is called interrupt polling. 

Two polling cycles are required to sample the 
interrupt requests for all 27 interrupt levels. In- 
terrupt requests for internal interrupt level and 
external interrupt levels through 13 are polled as 
a group. Interrupt requests for external interrupt 
levels 14 through 23 as well as trace and CE inter- 
rupt levels are polled as another group. The group 
that is polled on any given cycle is not readily pre- 
dictable because the first group polled after an in- 
terrupt is the group that was being polled when the 
interrupt occurred. 

Both groups are polled during any core- storage 
cycle other than the first core-storage cycle of an 
instruction. During the first core-storage cycle of 
an instruction, only one group is polled; this group 
can be either through 13, or 14 through 23. There- 
fore, unmasking an interrupt level for an instruction 
that takes only one core-storage cycle (MDX, LDX, 
IDS, for example) does not ensure that the interrupt 
requests for that level will be polled. 

Interrupt polling is inhibited during: 



1. XIO and BSI. 

2. Load, display, 
modes. 



or initial program load (IPL) 
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3. Clear storage operations. 



STATUS WORDS 

The I/O devices of the 1800 system and some of the 
system features contain status indicators. The on/ 
off condition of each status indicator informs the 
operating program of the status of an operation or 
the condition of a device. 

Status indicators are also contained in the proc- 
ess being monitored or controlled by the 1800 system. 
Both system- and process-oriented indicators pro- 
ject their individual conditions to the processor- 
controller via the in-bus for program interrogation. 

Some of the status indicators may reflect a 
condition in the device or process that requires a 
program response. These indicators are assigned 
to interrupt levels and initiate interrupt requests 
when they are turned on. 

The status words used in the 1800 are: 

• Device status words (DSW) . The status word 
for the selector channel is known as the chan- 
nel status word (CSW); it is functionally the 
same as a DSW. 



Some of the indicators in a DSW can be reset 
under program control. Modifier bit 15 being on in 
an XIO sense device specifies reset of all program- 
resettable indicators in the DSW sensed. Indicators 
in a DSW that cannot be reset by the program are 
turned off when the respective conditions in the 
device are reset. A table of DSW's is provided in 
Appendix C. The functions of each indicator in a 
DSW are explained in the respective section for each 
device . 

Since the P-C is much faster than the I/O devices , 
they must operate asynchronously. It is therefore 
possible to sense the status of a device during the 
short period of time that the status is being changed. 
When using the status of a DSW indicator to branch 
in a short program loop, the following technique 
should be used to ensure that the final status of the 
device is sensed. 

1. With the resetting modifier bit off, sense the 
DSW. 

2. When the status of the selected indicator changes , 
sense the DSW again with the resetting modifier 
bit on. The data from the last sense reflects 

the valid machine condition. 



• Process interrupt status words (PISW) . 

• Interrupt level status words (ILSW) . 

Device Status Word Indicators 

DSW indicators usually fall into three general cate- 
gories : 

1. Error or exception interrupt conditions. 

2. Normal data- or service-required interrupts. 

3. Routine status conditions. 

These indicators are always read into the accumula- 
tor (A) by means of an XIO sense device. They can 
then be interrogated under program control. 

A unique DSW exists ±or each device. Some 
devices have more indicators than can be contained 
in one word. Therefore, more than one status 
word may be associated with a particular device. 
The area and modifier bits of the input/output con- 
trol command (IOCC) specify the device whose DSW 
is to be sensed and, if the device has more than one 
status word, the particular word desired. 



Process Interrupt Status Word Indicators 

Process interrupt status word (PISW) indicators are 
physically located in the 1800 system. They are 
turned on by the closing of a contact or the shifting 
of a voltage in a remote customer process. 

PISW's are read into the processor-controller 
(P-C) with an XIO sense device or XIO read. The 
difference between the function of the two instruc- 
tions is where the PISW is stored. An XIO read 
stores the PISW at the core storage location speci- 
fied by the address word of the IOCC . The XIO 
sense device stores the PISW in the accumulator. 
When a PISW is read using either of these two in- 
structions , all indicators in the PISW are uncondi- 
tionally reset. 

Assignment of PISW Bit Positions 

Process interrupt points are terminated on 16-posi- 
tion terminal blocks within the 1800 system. The 
terminal block positions are assigned to PISW's as 
specified by the customer on a PISW assignment 
form. The following paragraph defines assignment 
restrictions. 
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Twenty-four 16-point groups of process inter- 
rupt termination points are available. Each of these 
16-point groups is divided into four sets of four 
points each for PISW assignment. The sets in each 
16-point group are through 3 , 4 through 7 , 8 
through 11 , and 12 through 15 . Each set of four can 
be assigned to the same PISW or to different PISW's. 
Each PISW can have 16 points assigned (four sets of 
four points each); these points correspond to the 
positions of the PISW. As shown in Figure 16, for 
example, terminal block positions through 3 may 
be assigned to bit positions through 3 of one PISW; 
terminal block positions 4 through 7 may be assigned 
to bit positions 4 through 7 of a second PISW; and so 
on. In like manner, terminal block positions 
through 7 could be assigned to bit positions through 
7 of one PISW, and terminal block positions 8 
through 15 could be assigned to bit positions 8 
through 15 of a second PISW. However, no cross 
assignment such as position of the terminal block 
to bit position 1 of a PISW is permitted. Position 
must be assigned to bit position 0, 1 to 1, ... and 
15 to 15. 
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Process Interrupt Status Word Address Assignment 

PISW 's are considered to be digital inputs , but each 
PISW has its own unique address. Twenty-four 
PISW's are available and are numbered 1 through 24. 
The PISW's are assigned addresses 2 through 25, 
respectively. PISW's are addressed by modifier bits 
of an XIO sense device or XIO read. 



Interrupt Level Status Words 

The interrupt facility includes one 16-position inter- 
rupt level status word (ILSW) for each interrupt 
level. (Trace and CE interrupt levels are excep- 
tions , as they are unique interrupts and require no 
ILSW for interrupt request identification.) 

As shown in Figure 17, each ILSW bit is as- 
signed to a PISW or a specific device. PISW indi- 
cators are ORed into the assigned ILSW bit position. 
Similarly, all DSW interrupt indicators from the 
assigned device are ORed into the single ILSW bit 
position assigned to the device. Whenever any one of 
the ORed interrupt indicators from a PISW or DSW 
is active, the respective ILSW bit is turned on, 
causing the interrupt level to request service. 

An ILSW is read into the accumulator by an 
XIO sense interrupt level . The programmer does 
not specify the particular ILSW in the XIO sense 
interrupt level used to read an ILSW. This specifi- 
cation is fixed; that is, each ILSW is assigned to its 
interrupt level by means of circuitry. The XIO 
sense interrupt operation places the ILSW of the 
highest priority level requesting service into the 
accumulator . 
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Figure 16. PISW Bit Position Assignment (Typical) 



Figure 17. Relationship of Status Words 
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After a request for service has been recognized 
and the ILSW of the requesting interrupt level has 
been read into the accumulator by an XIO sense in- 
terrupt level , the program determines which bit 
position in the ILSW caused the interrupt. This bit 
position identifies the DSW or PISW that has the 
interrupt- initiating indicator. The DSW or PISW is 
then analyzed by the program to determine which 
indicator in the DSW or PISW caused the interrupt. 

It should be noted that except for internal inter- 
rupts, none of the DSW /PISW interrupt indicators 
ORed into ILSW bit positions is reset when the ILSW 
is read into the accumulator. The indicators in a 
DSW are not reset until they are read into the accu- 
mulator with an XIO sense device with reset (IOCC 
modifier bit 15 on). Indicators in a PISW are un- 
conditionally reset when read by an XIO sense device 
or XIO read . 

Interrupt Level Status Word Assignment 

Each external interrupt level has its own 16-position 
interrupt level status word (ILSW) to reflect the 
status of interrupt requests connected to the inter- 
rupt level. Each device or PISW is assigned to a 
specific ILSW , and a particular bit position in that 
ILSW, by the customer. Because each interrupt 
level has a fixed priority, the customer essentially 
assigns interrupt priority when he assigns a device 
or PISW to an ILSW bit position. 

Devices and PISW's are assigned to ILSW bit 
positions on the interrupt level status word assign- 
ment form. Assignment of devices or PISW's to 
ILSW's should begin with the leftmost bit position 
(bit 0) and progress to the next higher bit position 
for each device or PISW assigned to the ILSW. The 
following paragraphs describe restrictions on ILSW 
assignment. 

A device (DSW) or PISW must be assigned to one 
and only one ILSW bit position. For example, each 
device in the first group of four 1816/1053 's must 
be assigned to a different ILSW bit position for the 
same interrupt level. Similarly, each device in the 
second group of four 1816/1053's must be assigned 
to a different ILSW bit position for the same inter- 
rupt level. (It can be the same interrupt level as 
the first group.) 

If the process interrupt routine in the Time 
Sharing Executive System or Multiprogramming 
Executive Operating System is used , each PISW 
must be assigned to its corresponding ILSW. For 
example, PISW 1 must be assigned to ILSW 0, PISW 
2 must be assigned to ILSW 1, . . . and PISW 24 must 



be assigned to ILSW 23. Three PISW's are provided 
with each process interrupt adapter. The PISW's 
for any one process interrupt adapter must be as- 
signed within either through 11 or 12 through 23 in- 
terrupt level groupings. In addition, only one area 
code may be represented by any one ILSW bit. 

The following interrupt requests must be as- 
signed to an ILSW for all systems: 

TI Timer interrupt (combined interrupt 

from all three interval timers) 

Typ-1 First 1053 or 1816 (circuitry basic 
in processor-controller) 

2401/2 1802 processor-controller only 

CI Console interrupt (can be assigned to 

any unused bit position on any avail- 
able interrupt level) 

The following interrupt requests must be as- 
signed to an ILSW only if the feature is ordered for 
the system: 
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1810-3 


1810 (third drive) model A3 or B3 
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First 2790 adapter 
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Analog input expander with com- 




parator (in 1826) 
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CA/LA5 Third CA (line adapter 0) 

CA/LA6 Third CA (line adapter 1) 

CA/LA7 Fourth CA (line adapter 0) 

CA/LA 8 Fourth CA (line adapter 1) 

DAO Digital-analog output 

DI Digital input (DI, PC, or PISW) 

SC Selector channel 



PROGRAMMED OPERATION 

The 1800 system may be programmed to service 
interrupt requests in several alternate manners , 
depending on the interrupt configuration. For ex- 
ample: 

• A PISW and other interrupt requests are inter- 
mixed on the same interrupt level. If a process 
interrupt request occurs , the ILSW is interro- 
gated first and the PISW is interrogated sub- 
sequently. 

• PISW's and other interrupt requests are inter- 
mixed on the same interrupt level, but the 
PISW's are given priority on that level. In this 
case, the PISW's (typically one) are interrogated 
directly, before the ILSW. 

• An interrupt level is completely reserved for 
PISW's. In this case, the ILSW is interrogated 
to determine which PISW contains the actual 
interrupt request. 

• An interrupt level is completely reserved for 
only one PISW. In this case, the program can 
go directly to the PISW containing the interrupt 
request. 



In general, an interrupt request is recognized at 
the completion of the instruction being executed when 
the interrupt request occurs. Exceptions to this 
practically instantaneous recognition are as follows: 

• The instruction being executed when the interrupt 
request occurs is an XIO, an interrupt-forced 
branch and store instruction register (BSI) , or a 
normal BSI. These instructions effectively mask 
all interrupts during their execution and the 
execution of the next instruction . 

• The interrupt request level is masked. The 
request will be retained by the device adapter for 
recognition when the interrupt level is unmasked. 
Programmed interrupts are not retained if 
masked prior to the execution of the forced BSI 
for that interrupt . 

• The interrupt request is on the same or lower 
priority level than an interrupt being serviced . 



Programming Details 

When an interrupt request is recognized, a forced BSI 
with indirect addressing is generated and executed. 
The address portion of the forced BSI is unique for 
each interrupt level, as shown in Figure 15. Pro- 
gram operation from this point is shown in Figure 18 
and described in the following paragraphs. The 
circled numbers in Figure 18 correspond to the num- 
bered descriptions. 

1. The interrupt request occurs during execution 
of the main line program. 



Main Line 

Program 



0EA 



Branch Table 



Interrupt 
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Figure 18. Program Identification of Interrupts 
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2. The forced BSI with indirect addressing stores 
the contents of the I-register at the effective 
address (EA) and causes a branch to the inter- 
rupt subroutine at E A + 1 . The EA is the ad- 
dress that the user stores at the interrupt vec- 
tor. 

3. The interrupt subroutine stores all data and /or 
index registers that it will use. Then, before 
ending, the subroutine restores the same data 
and/or index registers. 

4 . The last instruction of the interrupt subroutine 
is a branch or skip on condition (BOSC, bit 9=1) 
that returns the program to the address pre- 
viously stored at the EA of the forced BSI (step 
2). This address is the location of the next se- 
quential instruction in the mainline program . 
The BOSC also resets the interrupt level so that 
other lower priority levels can be recognized. 

If a wait is operative when the interrupt request 
occurs , the wait is considered complete when the 
interrupt request is recognized. Following com- 
pletion of the interrupt subroutine , the instruction 
immediately following the wait is executed. 

Interrupt Request Identification 

Because a number of interrupt requests can be as- 
signed to any one priority level, it may be neces- 
sary for the program to analyze the ILSW of the 
requesting interrupt level to determine the source of 
the interrupt request signal. This analysis is ac- 
complished within the interrupt subroutine as de- 
scribed in the following paragraphs. The numbered 
descriptions relate to the circled numbers in Figure 
18. 

5. A load index register (LDX) is used to load an 
index register with the number of interrupt re- 
quest signals assigned to the ILSW . 

6. An XIO sense interrupt level causes the ILSW of 
the interrupt level being serviced (highest 
priority level on) to be read into the accumula- 
tor. Only the function field of the input /output 
control command (IOCC) need be specified. The 
other fields of the IOCC are not used. The 
status of the indicators in the devices or PISW 's 
assigned to the ILSW are not affected. 

7. A shift left and count A (SLCA) is executed, with 
the index register loaded in step 5 specifying 
the number of shift counts. The resulting count 
in the index register corresponds to the first 
non-0 ILSW bit in the accumulator . 



8. A branch or skip on condition (BSC) with indirect 
addressing and indexing is executed. The index 
register used contains the count corresponding 
to the first non-0 bit in the accumulator. The 
address portion of the BSC contains the address 
of the first word of a branch table. 

The branch table (Figure 19) consists of a table 
of addresses. Each address is related to an inter- 
rupt request position in the ILSW and specifies the 
location of a subroutine for that particular interrupt 
request. For example, if ILSW bit position is on, 
the last word of the branch table is used and the BSC 
branch is to the address stored in the last word of 
the table. If ILSW bit position 1 is on, the BSC 
branch is to the address stored in the next to the last 
word of the branch table, and so on. 

The preceding sequence of instructions locates 
the specific subroutine for the ILSW bit that initiated 
the interrupt. It should be noted that each time the 
accumulator is shifted (step 7) , the shift count is 
decreased by 1. As the shift count is decreased, the 
indexed address for the BSC is decreased. Effec- 
tively, the branch address of the BSC begins with 
the address located in the last word of the branch 
table and progresses toward the first word of the 
branch table each time the accumulator is shifted. 
The following is an example of interrupt request 
identification: 

1. Load Index Register: Index register 1 (XR1) 
is loaded with the maximum number of inter- 
rupt request signals connected to the level 
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Figure 19. ILSW Branch Table 
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which caused the interrupt. (In this example, 
assume 16 request lines are connected to the 
interrupting level.) XRI appears as shown in 
the following illustration. 



XRI 



000000000001 0000 
— 1 — I — I — I — I — I — I — I I I I I ' * I 
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Device Indicator Identification 

If the device or PISW requesting service has more 
than one possible interrupt condition, the program 
must determine which indicator in the DSW or PISW 
is responsible for the interrupt request. This 
identification can be made in almost the same man- 
ner as previously described in steps 5 through 8, 
with the following differences: 



2. Execute I/O: The XIO references a sense inter- 
rupt IOCC . The sense interrupt IOCC causes 
the ILSW of the interrupting priority level to be 
loaded into the accumulator. The accumulator 
(for this example) appears as follows : 



4. 



00001 000000000 



ILSW 



3. Shift Left and Count: This instruction normal- 
izes the accumulator and leaves a remainder 
count in the index register. Note in the follow- 
ing illustration that four shifts have reduced the 
value in XRI from 16 to 12. Also note that bit 
position 8 and 9 in the index register are set to 
0's regardless of their previous status, and that 
bit positions through 7 remain unchanged . 



A 10000000001 00000 
-J — I — I — I — I — I — I — I — 1 I ' ' ■ < I 



XRI 0000000000001 100 
— I — I — 1 — I — 1 — I I I 



I i-nfiAj 



Branch or Skip on Condition : This instruction, 
with both indexing and indirect addressing, pro- 
vides a branch to a subroutine. The location of 
the subroutine is specified by the EA of the in- 
struction. In this example, EA equals the value 
in the branch table word located at XRI (12) , 
plus the address portion of the instruction. 



1. The LDX (step 5) loads the index register with 
the maximum number of indicators assigned to 
the DSW or PISW instead of the number of in- 
terrupt request signals assigned to the ILSW. 

2 . An XIO sense device instead of an XIO sense 
interrupt level is executed in step 6. The area 
and/or modifier codes must specify the device 
or the status word. 

3. SLCA and BSC (steps 7 and 8) should be pro- 
grammed so that all possible interrupting con- 
ditions are checked; that is, even if one condi- 
tion is on, the other conditions are not assumed 
to be off. 

If a device is responsible for an interrupt, the 
interrupt indicators for that device must be reset 
after service is complete, but before the branch out 
of interrupt is performed. This reset is accom- 
plished by issuing an XIO sense device with reset. 
If a PISW is responsible for an interrupt, the PISW 
indicators are automatically reset when the PISW is 
read or sensed for device indicator indentification. 

interrupt Programming Notes 

If an interrupt subroutine can be entered from more 
than one interrupt level, return addresses and 
intermediate subroutine results can be lost unless 
care in programming is exercised. 

It should also be noted that if only one device or 
PISW (one interrupt request signal) is assigned to an 
interrupt level, the program can be written so that 
only the DSW or PISW is read into the accumulator 
and interrogated. Because only one interrupt re- 
quest is assigned to the interrupt level, the ILSW 
need not be interrogated . 
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Storaae Protection 



Storage protection is the ability to protect the con- 
tents of core storage locations from change caused 
by erroneous storing of information during the exe- 
cution of a program. In the 1800 system, this pro- 
tection is achieved by providing each core storage 
location with a storage protect bit. The status of 
each core storage location is identified as either 
"read only" or "read/write" by the condition of the 
storage protect bit. 

Read only status is indicated by the storage 
protect bit being on. A core storage location with 
read only (protected) status can be accessed, its 
contents read into the B-register, and its contents 
regenerated into the same core storage location. 
However, new information cannot be written into a 
protected core storage location. 

Read/write status is indicated by the storage 
protect bit being off. A core storage location with 
read/write (nonprotected) status can be accessed, 
its contents read into the B-register, and its con- 
tents regenerated into the same core storage loca- 
tion. New information can also be written into a 
nonprotected core storage location. 

The storage protection feature is not extended 
to include CE storage with systems that include any 
of the following: the data channel expander feature , 
an 1803 Core Storage Unit, a selector channel, a 
communications adapter, or a 2790 adapter. There- 
fore, storage protection in CE storage is not pos- 
sible with these systems. 

In systems without the features mentioned in the 
preceding paragraph, the storage protection feature 
is extended to include CE storage. Storage pro- 
tection in CE storage is possible with these systems. 



Writing or Clearing Storage Protect Bits 

Since each core storage location has its own storage 
protect bit, any location may be given read only or 
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gram control using the store status (STS) instruction 
with bit 9 (BO) on. The execution of this instruction 
is under control of the write storage protect bits 
switch on the processor-controller console. When 
this switch is in the yes position, STS can change 



the storage protect bits according to condition bit 15 
of the instruction. When the write storage protect 
bits switch is in the no position, an STS with bit 9 
(BO) on performs as a no-operation. 

The format of the STS is shown in the following 
illustration. A detailed explanation of the instruction 
can be found under "Store Status (STS)" in the instruc- 
tion set section of this manual. 
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Storage Protect Violation 

Any attempt by the program to write information into 
a read only protected core storage location results 
in a storage protect violation. If a storage protect 
violation occurs at any time other than during data 
transfer from an I/O device to core storage, an in- 
ternal interrupt (highest priority interrupt) occurs. 
Bit 2 of the interrupt level status word for internal 
interrupt is turned on. The contents of the protected 
core storage location are not changed. Note that if 
the console disable interrupt switch is on, internal 
interrupts are prevented . 

If a storage protect violation occurs during data 
transfer from any I/O device (except interval 
timers) to core storage , the protected data remains 
intact and the storage protect violation indicator is 
turned on in the device status word associated with 
the I/O device. In this case, no internal interrupt 
occurs. 

When any storage protect violation is detected 
and the console check stop switch is on, the 
processor-controller stops at the end of the core 
storage cycle in which the storage protect viola- 



Hnn io H evf on+ or! 



Tf Hi£» r>nncar»le> n"hf*nlr fllnn switch 



is off when a storage protect violation is detected, 
an internal interrupt is initiated or the storage 
protect violation indicator in the appropriate device 
status word is set as described in the preceding 
paragraphs. 
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Any attempt by the program to read a word having 
incorrect parity (even number of bits on) from a 
core storage location results in a parity error. 
This includes data transfer to an I/O device and 
initialization cycles (and loading of the channel 
address register) during an XIO. 

If a parity error occurs when reading a word 
from core storage at any time other than during 
data transfer to an I/O device, the parity error 
causes an internal interrupt. Bit 1 of the interrupt 
level status word for internal interrupt is turned on. 
Bit 4 of the interrupt level status for internal inter- 
rupt is also turned on if CE storage is being ac- 
cessed at the time the error occurs. Bit 4 is pro- 
vided only with systems that have the data channel 
expander feature, an 1803 Core Storage Unit, a 
selector channel, a communications adapter, or a 
2790 adapter. If the disable interrupt toggle switch 
is on, internal interrupts are prevented. 

If a parity error occurs when reading a word 
from core storage during data transfer to an I/O 
device, the parity error indicator is turned on in 
the device status word for that device. In this case, 
no internal interrupt occurs. It is the responsibility 
of the program operating that device to initiate re- 
tries or other error recovery procedures. The 
core storage word with incorrect parity can be 
found by using a routine that loads data from core 
storage into the accumulator and detects the parity 
error word at the time an internal interrupt occurs . 
For example: 



Reading from core storage takes place as an in- 
struction is read out to be executed, as an address is 
read out, and as data is read out. If a parity error 
occurs during instruction readout, instruction execu- 
tion is not prevented. Therefore, programmed re- 
covery may not be possible . Also , if a parity error 
causes an I/O device to reject an XIO initialize read 
or write during an XIO control cycle, a channel ad- 
dress register (CAR) check will also occur. 

A parity error also occurs if an attempt is made 
to store a word having incorrect parity during data 
transfer from an I/O device to core storage. In this 
case, the parity error indicator is turned on in the 
device status word for that device and no internal in- 
terrupt occurs. It is the responsiblity of the program 
to initiate retries or other error recovery procedures . 

It should be noted that any time a word is written 
into core storage (except during data transfer from 
an I/O device to core storage) , correct parity is 
automatically generated and stored with the word. 
Therefore, no parity error can occur when writing 
into core storage except on data transfer from an 
I/O device. 

When any parity error occurs and the check 
stop switch is on, the processor-controller stops 
at the end of the core-storage cycle in which the 
parity error is detected. If the check stop switch 
is off, a parity error causes an internal interrupt 
or sets the parity error indicator in the appropri- 
ate device status word, as described in the pre- 
ceding paragraphs. 
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Interval Timers 



Three interval timers are provided to supply real- 
time information to the program. Each timer has a 
permanent time base, which can be selected by the 
customer (Figure 20) . Each timer can be assigned 
a different time base. 

The timers can be started or stopped individual- 
ly under program control. Once started, the timers 
are automatically increased one count at a time 
through the cycle steal facilities of the processor- 
controller. The counts of the timers are maintained 
in core-storage locations /0004 (timer A), /0005 
(timer B), and /0006 (timer C). A count is added to 
a timer each time the assigned time base period for 
that timer is completed. This count is automatic 
and does not require a program. 

The count of the timers proceeds in a positive 
direction. When the count reaches the largest posi- 
tive value (2 15 -1), the count continues to the most 
negative value and then through the negative numbers 
(2 's complement) toward zero . When the count 
reaches zero, an interrupt is requested on the level 
assigned to the timers . (All three timers are on the 
same interrupt level and are assigned to an interrupt 
level by the user.) The timer continues to count 
after the zero count has been reached. 

Once a timer is operating, it continues to 
record time correctly when the processor-con- 
troller is in run, trace, or single instruction 
with cycle steal mode. A wait may also be exe- 
cuted without affecting the ability of a timer to 
record time correctly. Further, a timer con- 
tinues to advance correctly even if it is protected 
with a storage protect bit. However, any other 
attempt by the processor-controller or an I/O 
device to alter the count in a protected timer 
will cause a storage protect violation. 



Core Storage 
Cycle Times 


Available 1 ime bases (in miiiisecondsj 


2 or 2.25 us 


Q.125 


0.25 


0.5 


1 


2 


4 


8 


16 


32 


64 


4 us 


0.25 


0.5 


1 


2 


4 


8 


16 


32 


64 


128 



INTERVAL TIMER PROGRAMMING 

The interval timers are controlled by means of the 
execute I/O (XIO) instruction. To address the 
timers, the input/output control command (IOCC) 
referenced by the XIO must have an area code of 
00000, and modifier bits 8 through 10 must be 001. 
IOCC's used to control the timers are described in 
the following paragraphs. 

Control 
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This command turns the timers on or off according to 
the status of address word bit positions through 2. 

Sense Device 



1 110 

I I 1—1 1—1 I 1—1 1 I I L_ 



- No indicator reset 

1 - Indicator reset 



1 17202B 1 

This command causes the interval timer device status 
word (D SW) to be loaded into the accumulator . The 
timer DSW and bit significance are shown in Figure 21. 



. 2 Timer C 
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Each indicator causes an interrupt 

All indicators reset by an XIO sense device with reset 



Figure 20. Interval Timer Time Bases 



Figure 21 . Interval Timer Device Status Word 
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Operations Monitor 



The operations monitor is a basic feature of the 1800 
system. It can be used to check program operation 
by detecting whether the processor-controller starts 
to execute a predetermined sequence of instructions 
within a preselected time interval. The operations 
monitor consists of an interval timer, an on/off 
switch on the processor-controller console, a time 
interval selection switch on the CE panel, and a set 
of contacts that close when the operations monitor 
times out. Any one of six time intervals (5, 10, 15, 
20 , 25 , or 30 seconds) may be selected for the 
operations monitor. (The selection switch is located 
on the CE panel below the console.) 

Once the operations monitor is activated by 
turning the operations monitor on /off switch to the on 
position, a reset monitor timer command must be 
executed by the program at intervals frequent enough 
to prevent the timer from timing out. If a reset 
timer command is not given during the selected time 
interval, the timer runs out and an alarm circuit is 
activated by closure of a set of contacts. The alarm 
may be audible and/or visible. (An alarm indicator 
light is located on the console . ) Both the alarming 
device and power required to operate it must be 
supplied by the customer. (Power is limited to 30 
volts and 1 ampere.) 

Once the operations monitor alarm is on, it can- 
not be reset by the program; reset can only be ac- 
complished by manually turning the operations moni- 
tor on /off switch to the off position. The cause of 
the timeout should be identified before the switch is 



turned back to the on position. Timeout can be 
caused by power failure, computer hang-up, com- 
puter looping , or any departure from the predicted 
instruction sequence in the program. 



OPERATIONS MONITOR PROGRAMMING 

The operations monitor is reset by means of the exe- 
cute I/O (XIO) instruction. The input/output control 
command (IOCC) referenced by the XIO must have an 
area code of 00000 and modifier bits 8 through 10 
must be 111 to address the operations monitor. The 
control IOCC, shown in the following illustration, is 
used to control the operations monitor. 
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The operations monitor on/off switch must be in the 
on position to enable monitor operation. The time 
interval is specified by the time interval selection 
switch on the CE panel. 
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Processor-Controller Console 



The processor-controller (P-C) console (Figure 22) 
provides the means for manual control of the P-C 
during debugging or operating phases. 

The basic operating features and controls pro- 
vide the facility to: 



1. 
2. 
3. 

4. 

5. 



6. 

7. 

8. 

9. 

10. 

11. 

12. 

13. 



Start or stop instruction execution. 
Address core storage. 
Set up and store data or instructions . 
Communicate with the program via sense or 
program select switches. 

Control the cycling rate in the run, single stor- 
age cycle, single instruction, or single step 
modes. 

Interrupt the program manually . 
Trace each instruction. 
Reset all control circuitry and storage . 
Turn power on and off. 

Indicate basic machine conditions and status. 
Display storage words and register data. 
Write or clear storage protect bits. 
Clear core storage. 



PUSHBUTTON SWITCHES AND LIGHTS 

There are two rows of pushbutton switches and 
lights. One row is at the top of the console (Figure 
23) ; another is at the bottom (Figure 24) . The fol- 
lowing paragraphs describe the functions of these 
switches and lights. 



Clear Storage 

This switch (CLEAR STOR) has four functions, de- 
scribed in Figure 25. As the figure indicates, the 
desired function is selected by setting the mode 
switch and the write storage protect bits (WSPB) 
switch to the appropriate positions . The function 
thus selected can then be executed by holding down 
CLEAR STOR while pressing START. 

The P-C cycles completely through all core 
storage addresses during the execution of each clear 
storage function. 



Program Load 

The program load switch (PROG LOAD) is used to 
load the first 1442 card or 1054 tape record into core 
storage. This first card or tape record must con- 
tain instructions that initiate the loading of the re- 
maining cards or tape records. (The P-C must be in 
run mode for program operation.) It should be noted 
that a program load operation does not alter the 
status of the interrupt mask register . 

The first card or tape record is read into core 
storage, beginning at the location specified by the I- 
register. Normally, RESET is pressed before 
pressing PROG LOAD . This resets the I- register to 
/0000. After RESET is pressed, the I- register may 
be manually altered to some address other than 
/0000. This allows the first card or tape record to 
be placed at any location in core storage. 

In any case , upon completion of the transfer of 
the first card or tape record to core storage , the 
P-C automatically branches to location /0000 to 
begin instruction execution. Therefore, location 
/0000 should contain a valid instruction. 

Only one input device can be used for initial 
program load (IPL) . The first 1442 on the system is 
used for IPL. The 1054 is used for IPL when there 
is no 1442 on the system. 

When the 1442 is used for IPL , it operates in 
packed mode. The first card is read into 40 ascend- 
ing core storage addresses beginning with the ad- 
dress specified by the I-register. The binary data 
from two card columns is stored in each core storage 
location. For example, binary data from card 
column 1 (rows 12 through 5) is read into core stor- 
age location /0000 (bit positions 8 through 15), and 
binary data from card column 2 (rows 12 through 5) 
is read into the same core storage location (bit 
positions through 7). Card rows 6 through 9 
are not read into core storage. The remainder 
of the first card is read in the same manner, 
entering ail odd numbered caru coiumns in uiv 
positions 8 through 15 of their respective core 
storage locations, and even numbered card col- 
umns in bit positions through 7 or their respec- 
tive core storage locations. 
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Figure 22. Processor-Controller Console 
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Figure 23. Console Pushbutton Switches and Lights, Top Row 
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Figure 24. Console Pushbutton Switches and Lights, Bottom Row 
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Function 


Mode 
Switch 


WSPB 
Switch 


1 . Store contents of data entry switches in all 


Run 


Yes 


core storage locations. Storage-protect 
bits are removed and parity is corrected as 
required because of bit removal . If all 
data entry switches are off, only parity 
bits are left in storage. 


2. Store contents of data entry switches in 


Run 


No 


each core storage location that is 
unprotected. Locations having protect 
bits are unchanged. 


3. Clear storage protect bits. All other data 
remains unchanged. Parity is 
automatically corrected in each word 
in storage. 


Display 


Yes 


4, Search for parity errors. The P-C cycles 


Display 


No 


through storage until stopped by the 
stop key or a parity error. The check 
stop switch must be on for a parity error to 
cause a stop. 
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Figure 25. Clear Storage Functions 



When the 1054 is used for IPL, tape data is 
loaded into core storage beginning with the address 
specified by the I- register. The binary data from 
four tape characters is stored in each core storage 
location. For example, binary data from the first 
tape character (channels 1 through 4) is stored in 
core storage location /0000 (bit positions through 
3) , . . . , binary data from the fourth tape character 
(channels 1 through 4) is stored in core storage loca- 
tion /0000 (bit positions 12 through 15) . Channels 
5 through 8 are not loaded into core storage during 
IPL. This operation continues (loading four tape 
characters per word) until any channel 5 punch, ex- 
cept within a delete character, is sensed. The chan- 
nel 5 punch is the end-of-record character and is not 
read into core storage. Delete characters (punches 
in channels 1 through 7) are not read into core 
storage in IPL mode . 

Interrupt requests from the 1054 are suppressed 
while in IPL mode. 



Ready 

This light is on when the P-C is in an operative con- 
dition. 
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Power On 

This switch is used to turn on the power supplies 
within the P-C . 



Power Off 

This switch is used to turn off the power supplies 
within the P-C . 



Power On 

This light is used to indicate that the P-C power 
supplies are operative. 



off in this manner may damage some of the circuitry. 
This switch must be reset by a customer engineer. 



Console Interrupt 

This switch (CONSOLE INTR) enables the operator to 
interrupt P-C operation. The console interrupt level 
is assigned by the customer. The program toggle 
switches may be used in conjunction with console 
interrupt to specify the console interrupt routine. 
However, this relationship between the program 
switches and console interrupt exists only by virtue 
of the program. There is no internal relationship 
between the two. 



Lamp Test 

This switch is pressed to apply lamp voltage to all 
console lamps . Its purpose is to verify operation of 
all console lamps. 



Wait 

This light is used to indicate that the P-C is in load 
or display mode, has been halted by a wait instruc- 
tion, or has been halted by the operator pushing 
STOP or IMMED STOP. 



Run 

This light is used to indicate that the P-C is opera- 
ting under program control. 



Load I 

This switch is used with the mode switch in the load 
position to transfer the contents of the data entry 
toggle switches to the I- register. The P-C is in the 
stopped condition when it terminates the load I 
operation. 



Reset 

This switch is used to reset all basic timing, con- 
trols, registers (except index registers and address 
registers) , and I/O devices . The interrupt mask 
register is reset with all bits on. The digital input 
and digital-analog output registers are not reset. 
The reset switch is effective only when the P-C is 
not in a run state, as indicated by the run light being 
off. 



Alarm 

This light is used to indicate that the operations 
monitor has timed out . The customer may install 
an audible alarm to operate in conjunction with the 
alarm light. See "Operations Monitor" section. 



Emergency Pull Switch 

This pull switch is for emergency use only. If it is 
pulled out, all electrical power within the 1801/1802 
is turned off, including power to the blowers that 
cool the electronic circuitry. Turning the blowers 



Immediate Stop 

This switch (IMMED STOP) stops the P-C at the end 
of the core storage cycle in operation when the switch 
contacts close. 

All basic timing, controls, registers (except 
index registers and address registers) , and I/O de- 
vices are reset. IMMED STOP can also be used to 
stop data channel (cycle stealing) operations that 
are no longer under program control. 

Start 

If the ready light is on, this switch initiates P-C 
operations, as specified by the mode switch. 
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Stop 

This switch stops the P-C at the end of the instruc- 
tion in operation when the stop switch contacts 
close. The P-C registers and I/O devices are not 
reset. Data channel operations can be stopped only 
by pressing the immediate stop switch. 

If an interrupt that can force a BSI (by being 
on an unmasked level higher than any in progress) 
occurs at the same time STOP is pressed, STOP 
must be pressed again to be effective. Pressing 
START causes the program to resume operation. 



MODE SWITCH 



initiates normal program operation of the P-C . 

TRACE: This position of the mode switch causes a 
trace interrupt after the execution of each instruc- 
tion. The trace interrupt is a unique interrupt. It 
has no device status word, no interrupt level status 
word, and cannot be masked. The trace interrupt is 
the lowest priority customer interrupt. Once initi- 
ated, it is delayed by the occurrence of any other in- 
terrupt. It cannot occur while other interrupts are 
being serviced . When the trace interrupt occurs , 
the P-C executes the forced BSI and branches to the 
routine whose address is stored at /0000. (See 
"Interrupt" section.) 



This eight-position rotary switch (Figure 26) is 
used in conjunction with START to extend operator 
control of the P-C . The effects of the eight settings 
of this switch are described next. 

SINGLE INSTRUCTION WITH CYCLE STEAL (SI 
W/CS): Pressing START with the mode switch on 
SI W/CS causes the execution of one instruction. 
Data channel operations can occur during execution 
of the instruction. 

SINGLE INSTRUCTION (SI): Pressing START with 
the mode switch on SI causes the execution of one 
instruction. Data channel operations are prevented. 

SINGLE STORAGE CYCLE (SSC): Pressing START 
with the mode switch on SSC causes one storage 
cycle. Single storage cycle operations (usually 
called single cycle operations) can be used in con- 
junction with the console cycle lights to step through 
instructions and analyze P-C operation. 

SINGLE STEP (SS): Pressing START with the mode 
switch on SS causes one basic P-C clock cycle. The 
advance of the P-C clock is shown by the cycle 
lights . 




LOAD: Pressing START with the mode switch on 
LOAD causes the contents of the data entry switches 
to be stored at the address specified by the I-register. 
(The P-C must be in a stopped condition.) The I- 
register is incremented following each load opera- 
tion caused by pressing START. 

Pressing LOAD I with the mode switch on LOAD 
causes the contents of the data entry switches to be 
stored in the I-register of the P-C . 

DISPLAY: Pressing START with the mode switch on 
DISPLAY causes the data at the I-register address to 
be displayed in the console B-register lights. The 
I-register is incremented after each display. Suc- 
cessive words are displayed with successive depres- 
sions of START . 



TOGGLE SWITCHES 

Console toggle switches are shown in Figure 27 and 
described in the following paragraphs . 
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Figure 26. Console Mode Switch 



Figure 27. Console Toggle Switches 



Sense and Program 



Data Entry Switches 



The contents of these eight switches may be stored 
in bit positions through 7 of the accumulator or a 
core storage location. An XIO with a function of 
read stores the contents of the sense and program 
switches at the core storage address specified by 
the IOCC . A function of sense device stores the 
switch data in the accumulator. 



Operations Monitor 

This switch is used to start the operations monitor. 
The off position disables the monitor. 



Disable Interrupt 

This switch is used to mask all interrupt levels , in- 
cluding internal. It is especially useful during pro- 
gram analysis when the operator wants to choose 
the time at which the program may be interrupted . 
The highest level interrupt on and unmasked is ser- 
viced when the switch is turned off. 



The contents of these 16 toggle switches can be stored 
by either manual or program control. See "Console 
Programming" for program control. The descrip- 
tion of the load position under "Mode Switch" de- 
cribes manual control. 



STATUS LIGHTS 

These lights (Figure 28) show the status of various 
P-C functions and operations. 



Arithmetic Control 

This light (ARITH CTL) is on during arithmetic 
operations . 



Shift Control 

This light (SHIFT CTL) is on during shift operations. 



Check Stop 

This switch, when on, causes the P-C to stop when 
an invalid operation code is detected, a parity error 
occurs, or a storage protect violation occurs. 
(These errors cause an internal interrupt if the 
check stop switch is off.) The stop occurs at the 
end of the core storage cycle in which the error is 
detected. The appropriate error light will be on. 
START must be pressed to restart the system. 

It should be noted that although a channel ad- 
dress register check causes an internal interrupt, 
the interrupt does not stop the P-C , regardless of 
the position of the check stop switch. 



Write Storage Protect Bits 

This switch enables the writing or clearing of stor- 
age protect bits. (See "Store Status" instruction and 
"Clear Storage Functions," Figure 25.) A parity 
error may occur if the position of this switch is 
changed while the P-C is running. 



Add 



This light is on during add operations . 
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Figure 28. Console Status Indicators 
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feneration Code Check 



This light (ARITH SIGN) is on when bit position 
of the accumulator does not initially equal bit posi- 
tion of the B-register. 



Zero Remainder 

This light (ZERO REM) is on when the accumulator 
contains a zero balance during a divide instruction. 



This light is on when an invalid operation Op code 
is placed in the Op register. The Op code check light 
is turned off and the check light is turned on (inter- 
nal interrupt) at the end of the cycle in which the 
error is detected. This allows the Op code check 
light to indicate any subsequent error. 

Note that an Op code check causes an internal 
interrupt if the disable interrupt and check stop 
switches are off, or a check stop if the check stop 
switch is on. 



Branch 

This light is on during branch instructions . 

Storage Protect Bit 

This light (STOR PROT BIT) is on when the storage 
protect bit is on in a word transferred between the 
B-register and core storage. 



Parity Bit 

This light (PTY BIT) is on when the parity bit is on 
in a word transferred between the B-register and 
core storage. 



Storage Protect Check 

This light (STOR PROT CHECK) is turned on when 
an attempt is made to write in a read-only core 
storage location. The storage protect check light is 
turned off and the check light is turned on (internal 
interrupt) at the end of the cycle in which the error 
is detected. This allows the storage protect check 
light to indicate any subsequent error. 

Note that a storage protect check causes an 
internal interrupt if the disable interrupt and check 
stop switches are off, or a check stop if the check 
stop switch is on. 



Parity Check 



Interrupt Service 

This light (INTR SERV) is turned on when an inter- 
rupt-forced BSI instruction is being executed for the 
highest priority interrupt level that is on and not 
masked . 



Cycle Steal Service 

This light (SC SERV) is on during cycle steal opera- 
tions for the highest priority data channel requiring 
service. 



Auxiliary Storage 

This light (AUX STOR) is on when CE storage (used 
for customer engineer programs and error logs) is 
being accessed. 



This light (PTY CHECK) is turned on when a parity 
error (even number of bits on) is detected in the 
18-bit word transfer between the B-register and 
core storage . The parity check light is turned off 
and the check light turned on (internal interrupt) at 
the end of the cycle in which the error is detected. 
This allows the parity check light to indicate any 
subsequent error. 



Clock 
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of the basic P-C clock each time START is 
pressed and the mode switch is on SS (single 
stop). Normally, pressing START eight times 
with the mode switch on SS is equivalent to 
pressing START once with the mode switch on 
SSC (single storage cycle). 
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Cycle 

These five indicators (II, 12, IA, E, and El) show 
the progress of an instruction that is being executed 
in single steps or single storage cycles; that is 
advanced by repeatedly pressing START with the 
mode switch on SSC or SS. 



II 



12 



IA 



El 



shows that a new instruction is being set 
up for execution. It is turned on at the 
beginning of all single word instructions 
and for the first word of all double word 
instructions . 

shows that the second word of a double 
word instruction is being set up for exe- 
cution. 

shows that the instruction being set up is 
a double word instruction that has an in- 
direct address. The light is on while the 
indirectly addressed word is being read 
out of storage. 

shows that the instruction set up during 
I-time has been defined by the Op code 
and is now being executed, 
is turned on with the E light. Its on con- 
dition shows that instruction execution 
control circuitry has progressed to the 
El cycle point. El is turned off at the 
next clock time. Instruction can then 
progress through E2 and E3 time. (There 
are no E2 and E3 console lights.) 



The last three interrupt level lights — customer 
engineer, trace, and check (internal interrupt) — 
cannot be masked. The CE interrupt can be initiated 
only from the CE panel or from a device operating 
in CE mode. 



Operation Code 

These five lights (0 through 4) display the Op code 
of each instruction. 



Format (F) 

This light is on when a two-word instruction is speci- 
fied. 



Tag 



These two lights identify the index register or in- 
struction register used in modification of the instruc- 
tion address. The on condition of the indicators is 
shown by a 1. 



Indie 
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a tors 
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Register 








l-Reg 
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XR-1 


1 





XR-2 
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1 


XR-3 



Timers 



r^H 



These three lights (A, B, and C) show the status of 
their respective interval timers . An on condition 
indicates that the timer is in operation. 



Interrupt Levels 

An interrupt level light is on for each interrupt level 
requesting service or being serviced . Once on , an 
interrupt level light can be reset by either of two 
instructions : 

1. A mask instruction that is executed before ser- 
vicing of the interrupt begins. (The interrupt 
request is not lost but merely detained until the 
interrupt level is unmasked, at which time the 
light is turned back on.) 

2 . A branch out of interrupt (BOSC) is executed to 
complete servicing of the interrupt. 



Indirect Addressing 

This light (IA) is on when the instruction contains 
this bit (bit 8) , which usually indicates indirect ad- 
dressing. 



Branch Out 

This light (BO) is on when there is a bit in position 9 
of an instruction. When on in a BSC instruction, a 
branch out of interrupt (BOSC) is specified. 



Carry and Overflow 

These two lights are turned on individually when 
their respective conditions occur in the accumula- 
tor (A-register) . 
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DATA FLOW DISPLAYS 

Six rows of lights and two rotary switches (Figure 
29) facilitate the display of data flow in the P-C. 



register (XR1, XR2, or XR3), or the shift counter 
(SC) , depending on the position of the display data 
register switch. The selected register is displayed 
each time the P-C comes to a stop or wait condition. 
(The clock will be at 7.) 



Address Register 

These 16 lights display the data in the storage ad- 
dress register (SAR) or the selected channel address 
register (CAR), depending on the position of the 
display address register switch. The selected reg- 
ister is displayed each time the P-C comes to a 
stop or wait condition. (The clock will be at 7.) 



Display Data Register Switch 

This five-position rotary switch is used to select the 
Q-register, an index register, or the shift counter 
for display in the data register. 



DISPLAY PROCEDURES 



Display Address Register Switch 

The 16-position rotary switch is used to select a 
CAR or SAR for display in the address register. 



Permanent Register Displays: I, B, D, and A 

The contents of these four registers are always dis- 
played . 



Data Register 

These 16 lights display the contents of the Q-regis- 
ter, which is the A-register extension, the index 



The following procedure may be used to display core 
storage data between the execution of single instruc- 
tions: 

1 . With P-C in stop condition , position mode switch 
to SI (single instruction) . 

2. Press START successively to get program to 
desired point for data display. 

3. Record address in I-register. (Because I-reg- 
ister is used in display mode , this recorded 
address is needed to return P-C to next instruc- 
tion.) 

4. Set address of core storage word to be displayed 
into data entry switches . 

5. Position mode switch to LOAD. 

6. Press LOAD I. 
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Figure 29. Console Data Flow Displays 



7. Position mode switch to DISPLAY. 

8. Press START. Selected word is now displayed 
in B- register indicators. 

9. To display other core storage words, repeat 
steps 4 through 8 . 

10. To continue program: 

a. Set data entry switches to address recorded 
in step 3. 

b. Position mode switch to LOAD. 

c. Press LOAD I. 

d. Position mode switch to RUN. 

e. Press START. 

To display core storage data between single 
core storage cycle operations: 



1. 



3. 



With the P-C in a stop condition, position mode 

switch to SSC (single storage cycle) . 

Press START repeatedly until desired cycle in 

execution of instruction is reached . 

Perform steps 3 through 10 of preceding single 

instruction execution procedure. 



Console lOCC's 
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This command causes the status of the data entry 
switches to be read into the core storage location 
specified by the address word. 

Sense Device - Data Entry Switches 



8 9 10 
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This command causes the status of the data entry 
switches to be read into the accumulator. 

Read -- CE, Sense, and Program Switches 



CONSOLE PROGRAMMING 

Various features considered to be internal to the 
P-C can be programmed using the execute I/O (XIO) 
instruction. The input/output control command 
(IOCC) referenced by the XIO must have an area 
code of 00000, and modifier bits 8 through 10 must 
specify the particular feature as shown in the fol- 
lowing illustration. 



9 10 
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This command causes the status of the CE switches 
to be read into bit positions through 7 and the status 
of the sense and program switches to be read into 
bit positions 8 through 15 of the core storage loca- 
tion specified by the address word. 



Feature/Register 


Bits 8-10 


Interval Timers 


001 


Console Data Entry Switches 


010 


Console Sense, Program 
Select, and CE Switches 


011 


Interrupt Mask Register 


100 


Programmed Interrupt 


101 


Console Interrupt 


110 


Operations Monitor 


111 



These addresses are fixed for all 1800 systems. 

Programming for the interval timers and 
operations monitor is described in their respective 
sections of this manual. Programming for the in- 
terrupt mask register and programmed interrupts 
is described in the "Interrupt" section of this man- 
ual. Programming for the remaining features is 
described in the following paragraphs. 
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This command causes the status of the CE switches 
to read into bit positions through 7 and the status 
of the sense and program switches to be read into 
bit positions 8 through 15 of the accumulator (A- 
register) . 

Sense Device -■ Console Interrupt 
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- No Indicator reset 

1 = Indicators reset 
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This command causes the console interrupt device 
status word (DSW) to be loaded into the accumulator. 
The DSW is shown in the following illustration. 



_j i i i * > * i i i t — i — 1_ 



-0 Console Interrupt 



Program Failure - Restart 

Program restart points should be written into 
programs to allow recovery or complete restart 
of the system. The programmer writing this 
recovery procedure must consider the nature 
of the process and the operational philosophy of 
the customer. 
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Analog Input 



Industry, science, research, government — all are 
faced with the need for collecting increasing amounts 
of data within decreasing time scales. Physical 
measurements must be monitored and quantified with 
greater speed and accuracy than ever before. The 
collection of analog data and its conversion for pre- 
sentation to the digital processor-controller (P-C) 
are the functions of the analog input features . 

A physical phenomenon is first sensed and 
converted to an analog electrical signal by sensors 
or transducers , such as thermocouples or strain 
gages. Electrical signals from sensors or trans- 
ducers may be in the millivolt, volt, or milliampere 
range. Low voltage signals (less than 1 volt) are 
amplified to a level acceptable for conversion to 
digital form. All customer lines from transducers 
are terminated at the control system on screw-down 
terminals . The signals are also conditioned at the 
terminals , including the filtering of extraneous 
signals, known as noise. 

Conversion of analog signals from a voltage 
level to digital information is accomplished by an 
analog-to-digital converter (ADC) . Such converters 
are complex enough to permit analog signals from 
multiple sources to be converted by sharing one 
ADC. The necessary switching is accomplished by 
a multiplexer . 

The data path from sensor or transducer to 
the P-C is shown in Figure 30. 



ANALOG INPUT UNITS AND FEATURES 

The analog input units and features provide modular 
packaged equipment used to convert voltage or cur- 
rent signals to digital values . The modules used to 
accomplish the conversions include analog-to-digital 
converters, multiplexers, amplifiers, and other 
signal conditioning equipment. 

The units and features that accomplish the ana- 
log input function are briefly introduced below, fol- 
lowed by more detailed descriptions. A description 
of the operation of analog input and its relation to the 
P-C is given later in the "Programmed Control 
Modes" section. 

As shown in Figure 31, input signals are routed 
through termination, signal conditioning elements, 
multiplexer switches , an amplifier (low level sig- 
nals only) , and into the ADC . The output of the ADC 
is presented to the P-C via data channel or direct 
program control operations. 

1851 MULTIPLEXER TERMINAL, MODEL 1: This 
is a modular chassis that is mounted in an 1828 En- 
closure. It provides up to 64 analog input multiplexer 
points (two-wire) , with signal conditioning elements 
for each point. The chassis houses either solid state 
multiplexers or relay multiplexers. When relay 
multiplexers are installed, up to two differential 
amplifiers can be mounted in each terminal. 
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Figure 30. Analog Input Data Path 
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Amplifier 



Solid-State 
Switch 



♦With Current I Maximum| 16 Input 

Element 
as Required 



iml 16 Input I Paths 



Differential 
Amplifier 



Solid-State 
Switch 



w 



r 



1826-1 
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1851 MULTIPLEXER TERMINAL, MODEL 2: This 
terminal is similar to the model 1. However, a 
maximum of 62 multiplexer points is allowed, and 
a cold junction is provided for direct connection of 
thermocouples. A cold-junction temperature indi- 
cator device (resistance bulb thermometer) is in- 
cluded in the terminal. 

MULTIPLEXER (RELAY): This multiplexer (Mpx/ 
R) provides switching for both high-level differential 
inputs and low-level differential inputs, allowing all 
Mpx/R inputs to use a common ADC . 

MULTIPLEXER (SOLID STATE): This multiplexer 
(Mpx/S) is a solid state, high-level single-ended 
multiplexer. Mps/S provides high-speed switching 
of analog input signals to allow use of a common 
ADC. 

MULTIPLEXER OVERLAP: This feature allows 
overlap of solid state and relay multiplexing. 

MPX /R CONTROL AND MPX/R CONTROL ADDI- 
TIONAL: These features provide the control cir- 
cuitry necessary to operate the Mpx/R points. Each 
feature can control up to 256 points. 

MPX/S CONTROL: Control circuitry to operate the 
Mpx/S points is provided by this feature. 

DIFFERENTIAL AMPLIFIER: This is a time-shared 
amplifier which raises each low level signal to the 
±5 volt level of the ADC . Up to 256 Mpx/R points 
can use the same amplifier. The differential ampli- 
fier may be assigned one of the following ranges: 
±10 mV, ±20 mV, ±50 mV, ±100 mV, ±200 mV, or 
±500 mV. 

ADC MOD 1: This ADC converts analog signals (±5 
volt range) to digital values (8, 11, or 14 bits plus 
sign). 

ADC MOD 2: This ADC is similar to ADC Mod 1 
but includes a sample-and-hold amplifier for in- 
creased conversion rates. 

AI DATA CHANNEL ADAPTER 1: This adapter 
allows sequential reading of input points by means 
of data channel (cycle steal) operations with one 
XIO initialize read. 

AI DATA CHANNEL ADAPTER 2: This adapter, in 
conjunction with adapter 1 , allows random reading 
of input points via data channel (cycle steal) opera- 
tions with one XIO initialize read and one XIO initi- 
alize write . 



COMPARATOR: The comparator performs range 
checking on digital values developed by the ADC . 
The high and low limits are selectively obtained 
from the processor-controller for checking. When 
these values are determined to be out of limit, an 
interrupt informs the P-C . Only one P-C cycle is 
required for each value to be limit checked. 

ANALOG INPUT EXPANDER: Allows a complete 
analog input system to be configured around the 
1826 Data Adapter Unit. Thus, a second ADC or 
simply a remotely located ADC may be added to any 
1800 system. 

MULTIPLEXER /R AND MULTIPLEXER/S MAXI- 
MUMS AND RANGES: Althrough the maximum num- 
ber of Mpx/R points and Mpx/S points is 1,024 and 
256, respectively, both maximums cannot be in- 
stalled within the same system. The simultaneous 
maximums for each system are dependent upon the 
number of analog input ranges as shown in Figure 32. 



IBM 1851 MULTIPLEXER TERMINAL 

The 1851 Multiplexer Terminal is a modular chassis 
in which multiplexing and signal conditioning features 
can be mounted. The 1851 terminals are mounted in 
an 1828 Enclosure. Up to 19 terminals can be in- 
cluded for any one ADC in a system. Mpx/R and 
Mpx/S cannot be installed in the same 1851 terminal 
unit. 

Two models of the multiplexer terminal are 
available. The model 1 provides facilities for up to 
64 multiplexer points in groups of 16 points . Custo- 
mer wires are terminated on screw-down terminals. 
The signal matching elements are available for each 
multiplexer terminal. Up to two differential ampli- 
fiers can also be mounted in each terminal. 

The model 2 is modified to allow for thermo- 
couple termination, cold junction thermal stabili- 
zation, and a resistance bulb thermometer (RBT) 
circuit. These elements are used to determine cold- 
junction temperature . Thus, thermocouple wires 
can be connected directly to the terminals, and the 
cold-junction temperature can be computed by the 
P-C. 

The first two multiplexer addresses installed in 
a model 2 are used for the cold-junction signal meas- 
urement: 00 is RBT reference; 01 is RBT bridge 
output. These two signals should be read at inter- 
vals which are small compared with significant 
ambient temperature change intervals . Separate 
readings are required for each model 2. 

Since the first two addresses are used for the 
cold junction, a maximum of 62 input points are 



Analog Input 93 



Number of 

Mpx/S 

Groups 


Mpx/'R i 
Points 

(Maximum) 

+ 


Number of | 
Differential 
Amplifiers 
(Maximum) 


Number of Low 
Level Ranges 
(Maximum) 





256 HL +768 LL 
No HL+1024 LL 


15 
16 


6 

6 


1 


256 HL+768 LL 
No HL+1024 LL 


14 
15 


6 
6 


2 


256 HL+768 LL 

No HL+1024 LL 


13 

14 


6 

6 


3 


256 HL + 768 LL 
No HL+1024 LL 


12 
13 


6 
6 


4 


256 HL +768 LL 
No HL+1024 LL 


11 
12 


6 
6 


5 


256 HL+768 LL 
No HL+1024 LL 


10 

11 


6 
6 


6 


256 HL+768 LL 
No HL+1024 LL 


9 
10 


6 
6 


7 


256 HL+768 LL 
No HL+1024 LL 


8 
9 


6 
6 


8 


256 HL +768 LL 
No HL+1024 LL 


7 
8 


6 
6 


9 


256 HL+768 LL 
No HL+1024 LL 


6 
7 


6 
6 


10 


256 HL+768 LL 
No HL M024 LL 


5 

6 


5 
6 


11 


256 HL+768 LL 
No HL+1024 LL 


4 
5 


4 
5 


12 


256 HL+768 LL 
No HL+1024 LL 


3 
4 


3 
4 


13 


256 HL+512 LL 
No HL+768 LL 


2 

3 


2 

3 


14 


256 HL+256 LL 
No HL+512 LL 


1 
2 


1 
2 


15 


256 HL + No LL 
No HL+256 LL 



1 



1 


16 


No HL + No LL 








* Multipl 
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Figure 32. Multiplexer Maximum Points and Ranges 



available in a model 2 for external source signals. 
The first Mpx/R group has only 14 input points 
available for external source signals. The range 
for this group must be ±10, ±20, or ±50 millivolts. 
All other functions of the model 2 are the same 
as those of model 1 . Thus , nonthermocouple signals 
may be terminated in the model 2 if required by the 
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MULTIPLEXER/R 

The multiplexer/R (Mpx/R) feature provides for 
relay multiplexing of high or low level analog inputs 
at a maximum rate of 100 points per second. Input 
points are provided in groups of 16 each. Up to 16 
groups can be combined to form the input to one dif- 
ferential amplifier : thus providing as many as 256 
input points per amplifier. 

Each amplifier has a fixed range. The full 
scale input range for any group of Mpx/R points 
depends on the range of the amplifier to which it is 
connected. Ranges available are: ±10 mV, ±20 mV, 
±50 mV, ±100 mV, ±200 mV, and ±500 mV. High 
level inputs (-0.5 to +5.0 volts) do not require an 
amplifier. 

The Mpx/R can operate with a maximum of 200 
volts common mode (dc or peak-to-peak ac). 



MULTIPLEXER/S 

The multiplexer/S (Mpx/S) feature provides for 
solid-state multiplexing of high-level, single-ended 
(HLSE) analog inputs. Mpx/S is capable of multi- 
plexing at rates higher than those attained with Mpx/ 
R . The actual multiplexing rate is dependent upon 
the source amplifier, ADC, programming methods, 
etc. used in any particular system. Mpx/S points 
are mounted in the 1851 Multiplexer Terminal, 
Model 1, in groups of 16 points each and cannot be 
intermixed with Mpx/R points within a terminal. 
Mpx/S input voltage range is ±5 volts full scale. 



Multiplexer Overlap 

Several methods of overlapping Mpx/R and Mpx/S 
operations are possible. 

Overlap Without Special Feature 

Without the overlap special feature, overlapping can 
be accomplished by two methods: 

1 , Using direct program control mode of operation, 
the selection of a point in the relay multiplexer 
may be started. Then while the relay point is 
being selected , a series of solid state point con- 
versions may be performed. 

When relay multiplexing is complete, it 
obtains use of the ADC for conversion of the 
relay point. When conversion of the signal at 
the point is complete and the resultant data in 
fh<= ADC! register is available . an interruDt is 
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activated. Solid state and relay point interrupts 
are differentiated by programmed interrogation 
of the analog input device status word (DSW) . 

An interrupt resulting from completion of 
an input point conversion (either relay or solid 
state point) suspends selection of another point 
until the converted value has been read into 
core storage. 
2. If a discrete conversion of a relay point is 
started under direct program control, a se- 
quence of conversions of solid state points can 
be started using data channels . When relay 
multiplexing is complete , the multiplexer ob- 
tains use of the ADC for conversion of the relay 
point. When the resultant converted data is 
available in the ADC register, an interrupt is 
activated. This is the "direct program control 
conversion complete" interrupt utilized for 
discrete conversions under direct program 
control. If solid state conversions have not 
been completed when the relay multiplexer 
control captures the ADC , solid state conver- 
sions are continued as soon as the ADC register 
has been cleared. No further discrete conver- 
sions may be started until the solid state con- 
versions are complete. 



If another relay address is recognized before the 
first relay point has been converted , an interrupt 
occurs. This interrupt informs the P-C that a relay 
point was mislocated in the address table. The mis- 
located relay point will not be converted. A relay 
point cannot be the last word in a data table when the 
overlap special feature is installed. 

Efficient use of overlapping relay and solid state 
multiplexing depends upon correct placement of 
addresses in the multiplexer address data table. 
Enough solid state multiplexer addresses must be 
included between relay addresses to ensure that suf- 
ficient time is allowed for conversion of the first 
relay point. While one Mpx/R point is being selected, 
approximately 100 Mpx/S points can be converted 
with ADC mod 1, and 200 Mpx/S points with ADC 
mod 2. 



SIGNAL CONDITIONING ELEMENTS 

Signal conditioning elements listed below provide 
passive signal conditioning at the terminal for each 
analog input signal. For specifications and charac- 
teristics of each element, see 1800 Installation 
Manual — Physical Planning, Order No. GA26-5922. 



Overlap With Special Feature 

With the multiplexer overlap special feature, another 
means of overlapping operations is possible. Under 
two-data-channel operation, relay addresses can be 
interleaved with solid state multiplexer addresses in 
the same address table. Both relay and solid state 
addresses are transferred to their respective con- 
trols by means of data channel operations . How- 
ever, data from Mpx/R points is transferred to core 
storage under direct program control, whereas data 
from Mpx/S points is transferred by data channel 
operations . 

When a relay address is received, it is latched 
by the Mpx/R control; then another data channel 
cycle is requested to obtain the next solid state 
multiplexer address from core storage . Random 
conversions of solid state multiplexer points proceed 
asynchronously by means of data channel operations 
until the relay multiplexer point is ready for conver- 
sion. When this occurs, the relay multiplexer takes 
control. The next point converted by the ADC is the 
relay point; an interrupt allows the P-u to transter 
this value to core storage by means of an XIO read. 
The XIO read specifies the location at which the 
converted relay point data is stored . After the ADC 
has been read, conversions are continued under data 
channel control. 



CURRENT ELEMENT: This element allows 4-20 
ma current input signals to be converted into either 
the . 1 to . 5 volt range or the 1 to 5 volt range . 
Current elements can be installed with Mpx/S or 
Mpx/R. A current element cannot be used with a 
voltage element. 

FILTER ELEMENT (MPX/R ONLY): This element is 
a low-pass passive filter to reject normal mode ac 
noise. Filter elements cannot be installed for use 
with Mpx/S. 

VOLTAGE ELEMENT (MPX/S): This element pro- 
vides 2:1 voltage attenuation. This element allows 
intermixing of 10 volt and 5 volt signals within the 
same Mpx/S group. 

VOLTAGE ELEMENT (MPX/R): This element pro- 
vides 2:1 voltage attenuation. For example, this 
allows intermixing of 100 millivolt signals and 50 
millivolt signals in the same Mpx/R group. Voltage 
elements for Mpx/R provide the filtering function 
described for the filter element. A filter element 
cannot be installed on points with a voltage element. 

CONNECTOR ELEMENT: This element is wired 
for straight-through connection with no signal 
conditioning. 
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CUSTOM ELEMENT: This element is available for 
customer mounting of special conditioning circuits 
to meet a particular requirement . 



DIFFERENTIAL AMPLIFIER 

This is a time-shared amplifier used in conjunction 
with the Mpx/R to raise analog signals to the ADC 
input level of ±5 volts . 

Gains available are 500, 250, 100, 50, 25, and 
10. These allow input voltage ranges of Mpx/R 
points to be specified for ±10, ±20, ±50, ±100, ±200 
and ±500 millivolts. 

A single amplifier can service up to 256 input 
points (16 blocks of 16 multiplexer relays). Up to 
two amplifiers can be. mounted in one multiplexer 
terminal. Thus, multiple amplifiers can be used 
for voltage range changing in place of passive volt- 
age elements. 



ANALOG-TO-DIGITAL CONVERTER (ADC) 

The ADC provides the ability to convert bipolar ana- 
log signals (±5 volt signal range) to digital values . 
Two models are available: mod 1 and mod 2. Both 
models have program selectable resolutions of 8, 
11, and 14 bits. The actual time required from 
start to completion of a conversion by either ADC 
depends on the number of output bits that are to be 
developed as follows: 8-bit resolution, 29 us; 11- 
bit resolution, 36 fxs; 14-bit resolution, 44jus. 

The ADC mod 1 and mod 2 differ in that the 
mod 1 includes a buffer amplifier and the mod 2 
includes a sample-and-hold amplifier. When opera- 
ting with a mod 1, the multiplexer holds the selected 
input point until conversion is completed. If Mpx/S 
is used with a mod 1, a 50 us end delay is encoun- 
tered after the conversion is completed before an- 
other point can be selected. Therefore, an addi- 
tional 50 jus is required for each conversion with 
this configuration. 

The sample-and-hold amplifier in the mod 2 
allows the multiplexer to be released when the 

QiYinlifior oy\qc +r» hrJH mnHp Qt Hif» prfm-f r»f fhp nmn— 

version cycle. If Mpx/S is used with a mod 2, no 
end delay is encountered after a conversion is com- 
pleted before another point can be selected. This 
fact permits increased multiplexing and conversion 
rates. It should be noted that the sample-and-hold 
amplifier reverses the polarity of the input points. 
The programmer must consider this in his program. 



In operation, conversion rates may vary up to 
11,000 per second with an ADC mod 1, or up to 
24,000 per second with an ADC mod 2, depending on 
the system configuration and programming methods 
used. These rates should not be considered as sus- 
tained system conversion rates. They are attainable 
only with the following system configuration and con- 
ditions after an operation has been initialized using 
a data table. 

Configuration: 

2 jis core storage. 

Data channel adapter 1 if operating in 

sequential mode. 

Data channel adapters 1 and 2 if operating 

in random mode. 

Multiplexer /S. 

Conditions: 

Eight-bit resolution is used. 

External sync is not used. 

Comparator is not used. 

No other data channel operations are in 

progress . 

Processor-controller is in wait state during 

the data table operations. 

Data table chaining does not occur. 

Any deviation from the preceding conditions results 
in reduced conversion rates. 



Analog Input Calibration 

The analog input calibration facility is housed in the 
1828 Enclosure that is abutted to the 1801, 1802, 
or 1826 containing the analog basic. 

Power is supplied to the calibration facility 
through the power switch on the front left side of the 
1828. 

The calibration facility provides the following 
dc reference voltages for calibration of analog input 
features. 



±{J volts. 


iuu mv 


-5 volts , 


50 m_V 


500 mV . 


20 mV 


200 mV. 


10 mV 



Exact voltages are measured at the factory and are re- 
corded (to five significant digits) on the reference unit. 

A special high-level input point is selected by 
multiplexer address /13E8 (which is outside the 
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normal range of Mpx/S addresses) for ADC calibra- 
tion only. The multiplexed calibration point can be 
addressed at any time by the program for an opera- 
tional check of the ADC . The reference voltage to 
be addressed is selected by changing connections on 
a terminal strip. A customer engineer makes these 
changes. 



Data Word 





Bit Weight (Powers of 2) 


Decimal 
Equivalent 


Positive 


S 


131211 


10 9 


8 


7 


6 


5 


4 


3 


2 


1 |0OL 


14-Bit Maximum 
14-Bit Overload 


111 
111 




1111 
1111 


110 

1111 


+16382 
+16383 


1 1 -Bit Maximum 
1 1 -Bit Overload 


111 
111 




1110 
1111 


10 
10 1 


+16372 
+16380 


8-Bit Maximum 
8-Bit Overload 


111 
111 




10 
110 



1 


+16288 
+16352 







,2 


3 


4 


5 


6 


7 


8 


9 


1011 


12131415 






Word Bit Position 





The data word developed in the ADC register is 
compatible with 1800 word format as shown in Fig- 
ure 33. The data word allows for a sign plus 14-bit 
resolution. Program conversion of the value pre- 
sented by the ADC should assume a position for the 
binary point. This position does not change when 
the format (14, 11, or 8 bit) is changed; only the 
number of significant bits in the ADC converted 
value changes. Negative numbers are in 2's com- 
plement form. 

Figure 34 shows examples of maximum and 
overload positive values and maximum and overload 
negative values for all three word formats. 





Bit Weight (Powers of 2) 


Decimal 
Equivalent 


Negative 


S 


131211 


109 


8 


7 


6 


5 


4 


3 


2 


1 


OL 


14-Bit Maximum 
14-Bit Overload 


10 
10 










10 
1 


-16383 
-16384 


1 1 -Bit Maximum 
1 1 -Bit Overload 


10 
10 






1 




10 
10 1 


-1 6372 
-1 6380 


8-Bit Maximum 
8-Bit Overload 


10 
10 






110 
10 



1 


-16288 
-1 6352 







1 


2 


3 


4 


5 


6 


7 


8 


9 


1011 


12131415 






Word Bit Position 





|l786l 



Figure 34. ADC Maximum and Overload Values 



Buffer Amplifier 

The buffer amplifier is a single-ended operational 
amplifier that is an integral part of the ADC mod 1. 



The amplifier provides high- input- impedance buf- 
fering of the ADC on a time-shared basis for ap- 
plications not requiring a time-shared sample-and- 
hold input characteristic . 








1 


2 


3 


4 


5 


6 


7 


8 


9 


10 


11 


12 


13 


14 15 


14-Bit Format 


S 


X 


r 

X 


X 


X 


X 


X 


X 


X 


X 


X 


X 


X 


X 


i 
X OL 


11-Bit Format 


s 


X 


X 


X 


X 


X 


X 


X 


X 


X 


X 


X 


1 





OL 


8 Bit Format 


5 


X 


X 


X 


X 


X 


X 


X 


X 


1 














OL 



NOTES: 

1 . S is the sign of the data: a 0-bit is positive; a 1-bit is 
negative. 

2. The X's indicate that a 1- or 0-bit may appear to represent 
the converted value. In 8- and 11-bit formats, the 0's indicate 
that only a will appear in these positions. 

3. OL is overload indicator. If on, an overload condition is 
indicated; that is, the signal was outside the ±5 volt range. 
In this case, the other bits in the word should be ignored. 

4. The 1-bit in bit position 9 of the 8-bit format and bit 
position 1 2 of the 1 1 -bit format are provided for half-adjust of 
the quantizing error. Half-adjust of 14-bit format 
quantizing error is accomplished by ADC circuitry. 1 29128A 



Figure 33. ADC Word Format 



Sample-and-Hold Amplifier 

The sample-and-hold amplifier is a single-ended 
amplifier capable of providing a short aperture 
time for sampling high level analog signals and a 
high accuracy hold function. The sample-and-hold 
amplifier is an integral part of the ADC mod 2. 

If 14-bit resolution is used with an ADC mod 2 
which is located within the P-C, the P-C clock is 
stopped during the last portion of the sample period 
provided by the sample-and-hold amplifier. This 
reduces the possibility of noise being induced on the 
sample by the P-C . The period of time the P-C 
clock is stopped depends on core storage cycle time 
as follows: 



Core Storage Cycle 



Clock Stop Period 



2 /is 


1-3 lis 


2.25 us 


0.75-3.00 /Lts 


4 jis 


1-5 jus 
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The clock stop period does not directly affect 
the ADC conversion rate. However, when consider- 
ing overall system throughput , one should realize 
that each ADC conversion stops the P-C clock for 
the periods given. 

The sample and hold amplifier reverses the 
polarity of the input points. This fact must be con- 
sidered in writing the program. 



External Sync 

The operation of the ADC can be controlled by an 
external timing (sync) pulse. 

When using Mpx/R, a ready signal is sent to the 
external device after the Mpx/R point has been ad- 
dressed and the relay has settled. This ready signal 
indicates that the input point has been sampled and 
is being held for conversion until the external device 
signals with a sync pulse. When a sync pulse is 
received , conversion of the sample begins . The 
maximum time to hold a sample (ready signal sent 
to sync pulse received) and still maintain less than 
0.01% error is 330 ms. 

When using Mpx/S, a ready signal is sent to the 
external device after an Mpx/S address has been 
received, but before the point is actually selected 
and the input sampled. This ready signal indicates 
that the Mpx/S control is ready to sample the input. 
When a sync pulse is received, the Mpx/S input point 
is sampled and conversion begins. The actual con- 
version is started 10 ps after the sync pulse is re- 
ceived . 

Input /output control command (IOCC) modifier 
bit 8 is used for external sync mode control in an 
XIO write or XIO initialize read. Modifier bit 8 
being on enables external sync mode; modifier bit 
8 being off terminates external sync mode. 

It should be noted that external sync cannot be 
used while overlapping operations by means of the 
multiplexer overlap special feature. 



COMPARATOR 

The comparator performs selective checking on 
digital values converted by the ADC. A range-type 
check is made to confirm that converted values 
are within specified limits . The limits are obtained 
from the multiplexer address table in core storage 
whenever a check is required, (One core storage 
cycle delay allows both limits to be acquired.) An 
out-of-limits condition is signaled by an interrupt. 
Two analog input data channel adapter features are 



a prerequisite to this feature. The comparator is 
used only in data channel random mode as described 
under "Programmed Control Modes". 



Operational Description 

In converting many analog input source signals, it 
may be necessary to monitor each signal to ensure 
that the signal remains within specified bounds . 
Normally, a number of these signals are redundant 
and other signals need only be checked occasionally. 
To allow for flexibility of checking input signals, 
separate control is provided in the multiplexer ad- 
dress word to indicate when checking is to be per- 
formed by the comparator. 

In order to perform a range comparison, both 
a high limit and low limit must be set. These limits 
are obtained from limit word in the multiplexer ad- 
dress table. It should be noted that limit words need 
not remain static. For example, when a particular 
high limit is exceeded, a single change will permit 
recognition of the return of the signal within the 
former limits. This is accomplished by substituting 
the high limit for the low limit and setting a new maxi- 
mum high limit. In this case, the time interval in 
which the signal was out of limit is known if the in- 
terval timer is read after each limit is exceeded. 



Limit Words 

The high and low limit values are expressed in eight 
bits each (seven bits plus sign) , enabling both the 
high and low limits to be stored in one 16-bit word . 
Negative numbers are expressed in 2's complement 
form. The format of the limit word is: 

Comparator Limit Word 
7 8 15 



s j^a* 11 ? 10 ? 9 ? 8 2 7 S 2 13 2 12 2 1 V CI ? 9 7 B ? 7 



j — i — i — I i ' ' ■ 



High limit 



Low limit 



jjimit woras are interleaved intne multiplexer ad- 
dress table so that a limit word follows each addre ss 
entry that is to be checked , as shown in Figure 35 . 

Comparator Control 

Two bit positions (1 and 2) of the multiplexer address 
word are used to control comparator functions . When 
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1 2 

L K 


3 


4 5 6 7 e 9 10 II 12 13 14 15 

Multiplexer Address 




1 


ss 




Address A 



Limit Word 




1 1 

i 


ss 


i 


Address B 
i ii 


Limit Word 




00 

1 


ss 


i 


Address C 
i i i i i i i i i 




1 1 


ss, 




Address D 
ii 


Limit Word 




1 

_l_ 


ss 


_l_ 


Address E 
i i i i i i i i i 



Etc. 



First Mpx point 
Limits not used 
Second Mpx point 
Comparison is performed 
Third Mpx point 
Fourth Mpx point 
Comparison is performed 
Fifth Mpx point 



L = 1, Limit word follows 
K = 1, Perform comparison 
SS= 1, Solid state Mpx address 



I17221D | 



Figure 35. Multiplexer Address Table with Comparator Limit Words 



bit position 1 (designated as L) is on, it indicates 
that the next word in the table is a limit word . When 
bit position 2 (designated as K) is on it indicates 
that a comparison is to be performed using the fol- 
lowing limit word. 

Figure 35 shows a sample multiplexer address 
table. The word count and scan control bits are 
obtained from the data table that receives the con- 
verted values. The chain address from the receive 
table is used to provide unique chaining. It should 
be noted that if the multiplexer overlap special 
feature is installed, a limit word cannot follow an 



Mpx/R address. 



Comparison Cycle (L=1, K=1) 

When the ADC register is filled with the value to be 
limit checked (seven high-order bits plus sign during 
conversion) , the limit word is acquired from stor- 
age and the limit comparison is performed. 



Out-of-Limits Conditions 

When the comparator determines that an out-of- 
limits condition exists , the multiplexer point ad- 
dress and the type of condition involved are saved 
in the comparator. An interrupt unique to the com- 
parator is activated to alert the P-C , and further 
comparisons are suppressed. The effect of this 
suppression is identical to that caused by the recog- 
nition of a K-bit in the multiplexer address. 



Comparison in step with multiplexing is auto- 
matically restarted when the comparator device 
status word (DSW) has been sensed and the interrupt 
indicator reset by an XIO sense device with reset. 
The out-of-limit conditions are: 

• High out-of-limit, which occurs if the ADC value 
is equal to or greater than the high limit. 

• Low out-of-limit, which occurs if the ADC value 
is less than the low limit. 



ANALOG INPUT EXPANDER 

This feature provides two principal advantages: 

1. It doubles the capacity of the analog input fea- 
tures. 

2. It allows the analog input features to be structured 
separate from the processor-controller. 

The analog input expander is an 1826 Data Adapter 
Unit feature that provides the basic capability for 
attaching an ADC , comparator , multiplexer ter- 
minals, and so on. This second analog input system 
attaches to I/O control and data channels in a manner 
similar to that of the first analog input system. Thus 
the system conversion rates can be doubled, neglect- 
ing I/O interaction. 



ANALOG INPUT ADDRESS ASSIGNMENT 

There are 1,024 multiplexer addresses available for 
use with analog input. The first 256 addresses 
(0-255) are used by both Mpx/S and Mpx/R. Because 
these 256 addresses have a dual use, bit 3 of each 
multiplexer address word is used to specify which 
multiplexer is being addressed (Mpx/S or Mpx/R). 
When bit 3 is off , Mpx/R is addressed. When bit 
3 is on, Mpx/S is addressed. 

All Mpx/S groups are installed in the lowest 
numbered 1851 's (1 through 4). Mpx/S is followed 
by Mpx/R in this sequence: 

1. High level. 

2. ±10 mV range. 

3. ±20 mV range. 

4. ±50 mV range. 

5. ±100 mV range. 

6. ±200 mV range. 

7. ±500 mV range. 

Addresses for each point within an 1851 are 
shown in Figure 36 for Mpx/S, Figure 37 for 
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1851's with 




within 1851 




Mulrlplexer/S 




Group 


Point 


1st 


2nd 


3rd 


4th 


Number 


Number 


1851 


1851 


1851 


1851 




00 


00 


64 


128 


192 




01 


01 


65 


129 


193 




02 


02 


66 


130 


194 




03 


03 


67 


131 


195 




04 


04 


68 


132 


196 




05 


05 


69 


133 


197 




06 


06 


70 


134 


198 





07 


07 


71 


135 


199 




08 


08 


72 


136 


200 




09 


09 


73 


137 


201 




10 


10 


74 


138 


202 




11 


11 


75 


139 


203 




12 


12 


76 


140 


204 




13 


13 


77 


141 


205 




14 


14 


78 


142 


206 




15 


15 


79 


143 


207 




16 


16 


80 


144 


208 




17 


17 


81 


145 


209 




18 


18 


82 


146 


210 




19 


19 


83 


147 


211 




20 


20 


84 


148 


212 




21 


21 


85 


149 


213 




22 


22 


86 


150 


214 




23 


23 


87 


151 


215 


1 


24 


24 


88 


152 


216 




25 


25 


89 


153 


217 




26 


26 


90 


154 


218 




27 


27 


91 


155 


219 




28 


28 


92 


156 


220 




29 


29 


93 


157 


221 




30 


30 


94 


158 


222 




31 


31 


95 


159 


223 




32 


32 


96 


160 


224 




33 


33 


97 


161 


225 




34 


34 


98 


162 


226 




35 


35 


99 


163 


227 




36 


36 


100 


164 


228 




37 


37 


101 


165 


229 




38 


38 


102 


166 


230 


2 


39 


39 


103 


167 


231 


40 


40 


104 


168 


232 




41 


41 


105 


169 


233 




42 


42 


106 


170 


234 




43 


43 


107 


171 


235 




44 


44 


108 


172 


236 




45 


45 


109 


173 


237 




46 


46 


110 


174 


238 




47 


L 47 


111 


175 


239 




48 


48 


112 


176 


240 




49 


49 


113 


177 


241 




50 


50 


114 


178 


242 




51 


51 


115 


179 


243 




52 


52 


116 


180 


244 




53 


53 


117 


181 


245 




54 


54 


113 


182 


246 


3 


55 


55 


119 


183 


247 




56 


56 


120 


184 


248 




57 


57 


121 


185 


249 




58 


58 


122 


186 


250 




59 


59 


123 


187 


251 




60 


60 


124 


188 


252 




61 


61 


125 


189 


253 




62 


62 


126 


190 


254 




63 


63 


127 


191 


255 
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Mpx/R. Each 1851 ordered is assigned the 64 ad- 
dresses shown in these two illustrations. 

Mpx/S groups are installed in an 1851 in the 
following sequence: group 0, group 1, group 2, and 
group 3. For example, if two groups of Mpx/S are 
ordered , they are installed in group and group 1 . 
Addresses are assigned to each 1851, so that in the 
preceding example, 32 addresses are assigned to 
group and 1, and 32 addresses are reserved for 
groups 2 and 3. 

Addresses for 1851's containing Mpx/R (Mpx/S 
and Mpx/R are not installed in the same 1851) are 
assigned as shown in Figure 37. Mpx/R groups are 
installed in an 1851 in one of the following sequences, 
depending on system configuration: 

1. 1851's containing all high-level inputs or all the 
same low-level range are installed in the fol- 
lowing sequence: group 0, group 1, group 2, 
and group 3. 

2. 1851's containing high-level inputs and one low- 
level input range (maximum two ranges per 1851) 
are installed in the following sequence: high- 
level starting with group and ascending , low- 
level starting with group 3 and descending. 

For example , if one group of high-level and 
three groups of ±10 mV range are ordered for 
the same 1851, the one group of high level is 
installed in group and the three groups of ±10 
mV range are installed in groups 3,2, and 1 . 
An exception to this sequence occurs when the 
groups of high-level inputs are installed in an 
1851 model 2. In this type of installation, points 
00 and 01 are reserved for reference voltage 
andRBT, respectively. Therefore, high-level 
groups are installed starting with group 3 and 
descending, and the thermocouple inputs are 
installed starting with group and ascending 
(opposite of the preceding example) . An 1851 
model 2 must have the ±10 mV, ±20 mV, or 
±50 mV range specified for group 0. 

3. 1851's containing two ranges of low- level inputs 
have the first range installed in ascending order 
starting with group 0. The second range is installed 
in descending order starting with group 3 . For ex- 
ample , if two groups of ±10 mV range and two groups 
of ±20 mV range are ordered , the two groups of the 
±10 mV range are installed in groups and 1 , and the 
two groups of ±20 mV range are installed ingroups 

3 and 2. 

PROGRAMMED CONTROL MODES 

This section describes the control modes for selec- 
tion of analog input points, conversion of the 
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Group 


Point 


1st 


2nd 


3rd 


4th 


5th 


6th 


7th 


8th 


9th 


10th 


11th 


12th 


13th 


14th 


15th 


16th 


Number 


Number 


1851 


1851 


1851 


1851 


1851 


1851 


1851 


1851 


1851 


1851 


1851 


1851 


1851 


1851 


1851 


1851 




00 


00 


64 


128 


192 


256 


320 


384 


448 


512 


576 


640 


704 


768 


832 


896 


960 




01 


01 


65 


129 


193 


257 


321 


385 


449 


513 


577 


641 


705 


769 


833 


897 


961 




02 


02 


66 


130 


194 


258 


322 


386 


450 


514 


578 


642 


706 


770 


834 


898 


962 




03 


03 


67 


131 


195 


259 


323 


387 


451 


515 


579 


643 


707 


771 


835 


899 


963 




04 


04 


68 


132 


196 


260 


324 


388 


452 


516 


580 


644 


708 


772 


836 


900 


964 




05 


05 


69 


133 


197 


261 


325 


389 


453 


517 


581 


645 


709 


773 


837 


901 


965 




06 


06 


70 


134 


198 


262 


326 


390 


454 


518 


582 


646 


710 


774 


838 


902 


966 





07 


07 


71 


135 


199 


263 


327 


391 


455 


519 


583 


647 


711 


775 


839 


903 


967 




08 


08 


72 


136 


200 


264 


328 


392 


456 


520 


584 


648 


712 


776 


840 


904 


968 




09 


09 


73 


137 


201 


265 


329 


393 


457 


521 


585 


649 


713 


777 


841 


905 


969 




10 


10 


74 


138 


202 


266 


330 


394 


458 


522 


586 


650 


714 


778 


842 


906 


970 




11 


11 


75 


139 


203 


267 


331 


395 


459 


523 


587 


651 


715 


779 


843 


907 


971 




12 


12 


76 


140 


204 


268 


332 


396 


460 


524 


588 


652 


716 


780 


844 


908 


972 




13 


13 


77 


141 


205 


269 


333 


397 


461 


525 


589 


653 


717 


781 


845 


909 


973 




14 


14 


78 


142 


206 


270 


334 


398 


462 


526 


590 


654 


718 


782 


846 


910 


974 




15 


15 


79 


143 


207 


271 


335 


399 


463 


527 


591 


655 


719 


783 


847 


911 


975 




16 


16 


80 


144 


208 


272 


336 


400 


464 


528 


592 


656 


720 


784 


848 


912 


976 




17 


17 


81 


145 


209 


273 


337 


401 


465 


529 


593 


657 


721 


785 


849 


913 


977 




18 


18 


82 


146 


210 


274 


338 


402 


466 


530 


594 


658 


722 


786 


850 


914 


978 




19 


19 


83 


147 


211 


275 


339 


403 


467 


531 


595 


659 


723 


787 


851 


915 


979 




20 


20 


84 


148 


212 


276 


340 


404 


468 


532 


596 


660 


724 


788 


852 


916 


980 




21 


21 


85 


149 


213 


277 


341 


405 


469 


533 


597 


661 


725 


789 


853 


917 


981 




22 


22 


86 


150 


214 


278 


342 


406 


470 


534 


598 


662 


726 


790 


854 


918 


982 




23 


23 


87 


151 


215 


279 


343 


407 


471 


535 


599 


663 


727 


791 


855 


919 


983 


1 


24 


24 


88 


152 


216 


280 


344 


408 


472 


536 


600 


664 


728 


792 


856 


920 


984 




25 


25 


89 


153 


217 


281 


345 


409 


473 


537 


601 


665 


729 


793 


857 


921 


985 




26 


26 


90 


154 


218 


282 


346 


410 


474 


538 


602 


666 


730 


794 


858 


922 


986 




27 


27 


91 


155 


219 


283 


347 


411 


475 


539 


603 


667 


731 


795 


859 


923 


987 




28 


28 


92 


156 


220 


284 


348 


412 


476 


540 


604 


668 


732 


796 


860 


924 


988 




29 


29 


93 


157 


221 


285 


349 


413 


477 


541 


605 


669 


733 


797 


861 


925 


989 




30 


30 


94 


158 


222 


286 


350 


414 


478 


542 


606 


670 


734 


798 


862 


926 


990 




31 


31 


95 


159 


223 


287 


351 


415 


479 


543 


607 


671 


735 


799 


863 


927 


991 




32 


32 


96 


160 


224 


288 


352 


416 


480 


544 


608 


672 


736 


800 


864 


928 


992 




33 


33 


97 


161 


225 


289 


353 


417 


481 


545 


609 


673 


737 


801 


865 


929 


993 




34 


34 


98 


162 


226 


290 


354 


418 


482 


546 


610 


674 


738 


802 


866 


930 


994 




35 


35 


99 


163 


227 


291 


355 


419 


483 


547 


611 


675 


739 


803 


867 


931 


995 




36 


36 


100 


164 


228 


292 


356 


420 


484 


548 


612 


676 


740 


804 


868 


932 


996 




37 


37 


101 


165 


229 


293 


357 


421 


485 


549 


613 


677 


741 


805 


869 


933 


997 




38 


38 


102 


166 


230 


294 


358 


422 


486 


550 


614 


678 


742 


806 


870 


934 


998 




39 


39 


103 


167 


231 


295 


359 


423 


487 


551 


615 


679 


743 


807 


871 


935 


999 


2 


40 


40 


104 


168 


232 


296 


360 


424 


488 


552 


616 


680 


744 


808 


872 


936 


1000 




41 


41 


105 


169 


233 


297 


361 


425 


489 


553 


617 


681 


745 


809 


873 


937 


1001 




42 


42 


106 


170 


234 


298 


362 


426 


490 


554 


618 


682 


746 


810 


874 


938 


1002 




43 


43 


107 


171 


235 


299 


363 


427 


491 


555 


619 


683 


747 


811 


875 


939 


1003 




44 


44 


108 


172 


236 


300 


364 


428 


492 


556 


620 


684 


748 


812 


876 


940 


1004 




45 


45 


109 


173 


237 


301 


365 


429 


493 


557 


621 


685 


749 


813 


877 


941 


1005 




46 


46 


110 


174 


238 


302 


366 


430 


494 


558 


622 


686 


750 


814 


878 


942 


1006 




47 


47 


111 


175 


239 


303 


367 


431 


495 


559 


623 


687 


751 


815 


879 


943 


1007 




48 


48 


112 


176 


240 


304 


368 


432 


496 


560 


624 


688 


752 


816 


880 


944 


1008 




49 


49 


113 


177 


241 


305 


369 


433 


497 


561 


625 


689 


753 


817 


881 


945 


1009 




50 


50 


114 


178 


242 


306 


370 


434 


498 


562 


626 


690 


754 


818 


882 


946 


1010 




51 


51 


115 


179 


243 


307 


371 


435 


499 


563 


627 


691 


755 


819 


883 


947 


1011 




52 


52 


116 


180 


244 


308 


372 


436 


500 


564 


628 


692 


756 


820 


884 


948 


1012 




53 


53 


117 


181 


245 


309 


373 


437 


501 


565 


629 


693 


757 


821 


885 


949 


1013 




54 


54 


118 


182 


246 


310 


374 


438 


502 


566 


630 


694 


758 


822 


886 


950 


1014 




55 


55 


119 


183 


247 


311 


375 


439 


503 


567 


631 


695 


759 


823 


887 


951 


1015 


3 


56 


56 


120 


184 


248 


312 


376 


440 


504 


568 


632 


696 


760 


824 


888 


952 


1016 




57 


57 


121 


185 


249 


313 


377 


441 


505 


569 


633 


697 


761 


825 


889 


953 


1017 




58 


58 


122 


186 


250 


314 


378 


442 


506 


570 


634 


698 


762 


826 


890 


954 


1018 




59 


59 


123 


187 


251 


315 


379 


443 


507 


571 


635 


699 


763 


827 


891 


955 


1019 




60 


60 


124 


188 


252 


316 


380 


444 


508 


572 


636 


700 


764 


828 


892 


956 


1020 




61 


61 


125 


189 


253 


317 


381 


445 


509 


573 


637 


701 


765 


829 


893 


957 


1021 




62 


62 


126 


190 


254 


318 


382 


446 


510 


574 


638 


702 


766 


830 


894 


958 


1022 




63 


63 


127 


191 


255 


319 


383 


447 


511 


575 


639 


703 


767 


831 


895 


959 


1023 
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Figure 37. Multiplexer/R Addresses 



Analog Input 101 



selected analog signal to a digital value, and trans- 
fer of the digital value to the P-C . 

Three basic control modes exist for input of 
analog data: (1) direct program control, (2) data 
channel sequential, and (3) data channel random. 
Essentially, direct program control mode requires 
execution of at least one execute I/O (XIO) instruc- 
tion for each value that is read into the P-C . Data 
channel sequential mode uses one data channel and 
allows any number ol groups ot sequentially ad- 
dressed values to be read into the P-C with execu- 
tion of one XIO. Data channel random mode uses 
two data channels and allows each point to be ad- 
dressed uniquely. Any number of groups of points 
may be addressed, converted, and read into the P-C 
with execution of two XIO's. 



Direct Program Control 

In the direct program control mode of operation, 
two XIO's are used. The first, an XIO write, ad- 
dresses the multiplexer and selects the analog input 
point which is to be converted. Upon completion of 
multiplexing, an internal signal is sent to the ADC 
to start the point conversion. When the ADC has 
completed the conversion, an interrupt signal is 
sent from the ADC to the P-C . The P-C initiates a 
subroutine to determine the cause of the interrupt, 
if necessary, and provides the second XIO, an XIO 
read, to transier the data to storage. This mode of 
converting data from analog signals to digital values 
in core storage is a discrete addressing method; 
that is, two XIO's result in the acquisition of data 
from one input point. 

DIRECT PROGRAM CONTROL SEQUENTIAL: A 
special mode of direct program control can be used 
if analog points are to be converted in sequence . 
This mode requires only one write followed by a 
series of reads — one for each point. Modifier bit 
8 being on in the XIO read causes the multiplexer to 
add 1 to the address previously converted and then 
to perform the next cycle. (A cycle consists of 
selecting the analog input point, converting the 
selected analog signal, and initiating an interrupt 
to inform the P-C that the converted value is ready 
to be read into core storage.) Modifier bit 8 being 
off in an XIO read terminates the operation. 



converted , and stored in core storage — with only 
one XIO initialize read initiating the action. 

The address field of the input/output control 
command (IOCC) contains the core storage address 
of a data table . The first word of the data table 
contains the word count and scan control bits for the 
data table. The word count is 1 greater than the 
number of input signals to be converted in the se- 
quence . The scan control bits determine whether an 
interrupt is given and whether chaining or termina- 
tion of the operation occurs when the word count 
reaches 0. 

The initial multiplexer address is contained in 
the word following the word count and scan control 
bits in the data table. The data channel "writes" 
this multiplexer address word into the analog multi- 
plexer address register (AMAR) , thus initiating tne 
selection of analog points and subsequent conversion 
to digital values. At the completion of each conver- 
sion, the converted data is read into sequential 
storage locations. After each transfer of data, the 
word count is decreased by 1, and the previous ad- 
dress is increased by 1. The new address causes the 
next sequential point to be selected. This operation 
continues until the word count reaches 0. 

Figure 38 illustrates two data tables which are 
in core storage and could be used for chained se- 
quential operation. The IOCC that initiates this 
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0,0 
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Starting Table Address = 2999 


Al-lnitialize Read 



In this mode , which uses a single data channel, a 
sequence of analog input points is scanned , 



Figure 38. Analog Input Data Tables, Chained Sequential Mode 



102 



analog input operation is located in storage locations 
3042 and 3043. The IOCC, initializes the multiplexer 
and ADC and then places the address of the word count 
(the first word in the table) into the channel address 
register fCAR) of the data channel, hi this example, 
the word count is located in storage location 2999. 

The ADC now requests a data channel cycle to 
place the word count into the word count register. 
In this example, the word count is 12. CAR is in- 
creased by 1 so that now CAR contains the address 
3000. On the next data channel cycle, the initial 
multiplexer address is transferred from location 
3000 to the AMAR. When multiplexing is complete, 
a signal is sent to the ADC to start conversion. At 
the completion of conversion, the ADC register con- 
tains a digital value and a data channel cycle is re- 
quested. CAR (now containing address 3001) ad- 
dresses core storage , and the digital value in the 
ADC output register is transferred to location 3001. 

The preceding procedure is repeated and con- 
tinues until the word count reaches . At this time , 
the scan control bits are monitored and it is dis- 
covered that they indicate continued scanning (11) . 
When continuous scan is indicated, the data channel 
takes four cycles to initialize the I/O device for the 
next data table. The first cycle transfers the word 
following the first data table to CAR. (This word 
contains the core-storage location of the next table.) 
The second cycle addresses core storage and trans- 
fers the contents of the first word of the next data 
table to the B- register. A CAR check is then made. 
The third cycle transfers the word count and scan 
control bits from the second word of this data table 
to their respective registers in the I/O device. The 
fourth cycle transfers the multiplexer address from 
the third word of the data table to the AMAR. Data 
transfers then resume by means of data channel 
operations. 

When the word count again reaches 0, the scan 
control bits indicate that the operation is to be ter- 
minated and an interrupt generated . The operation 
is now terminated. A new XIO is required to initi- 
ate further operations. 



Data Channel Random 

In this mode of operation, the multiplexer addresses 
are transferred on one data channel, and the ADC 
data is transferred on a second data channel. The 
operation is initiated with two XIO's. The first, an 
XIO initialize read, performs two functions: (1) sets 
up the controls for transferring converted data from 
the ADC to storage on one channel, and (2) loads the 



scan control register and word count register for the 
operation. (The word count is equal to the number of 
converted values to be stored.) The second, an XIO 
initialize write, initiates the transfer of multiplexer 
addresses from core storage to the analog multiplexer 
address register on the other data channel. 

When the first analog input point has been selec- 
ted, the ADC is started. At the completion of the 
first conversion, a data channel cycle transfers the 
converted data to the data table in core storage . 
Alternate data channel cycle requests bring in the 
multiplexer addresses on one channel and transfer 
the converted data to storage on the other channel . 
This operation continues until the word count is 
decremented to 0. When this occurs, the scan con- 
trol bits are interrogated to determine whether an 
interrupt is to be given and whether the operation is 
to continue or terminate . 

Figures 39 and 40 illustrate multiplexer address 
and ADC storage tables that are to perform a random 
addressing operation. An XIO initialize read refer- 
encing location 3524 initiates ADC action. An XIO 
initialize write referencing location 3122 initiates 
multiplexing. 

In this example (Figures 39 and 40), 119 points 
are being read and converted in a random sequence . 
The two ADC tables are chained together, while the 
multiplexer table is chained to itself. The scan 
control bits cause an interrupt at the end of each 
ADC table. The number of multiplexing addresses 
set up in the multiplexer address table must equal 
the word count set up in the ADC table. Comparator 
limit words, if used, are not included in the word 
count. 

Systems with two data channels may convert val- 
ues while operating in random mode. Modifier bit 12 



Location 
(Decimal) 

3000 

3001 

3002 



3119 
3120 



3122 
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CAR Check Word = 3000 




SS 




Mpx Address (47) 






ss 




Mpx Address (82) 
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SS 




Mpx Address (14) 




Next Table Address = 3000 




(Not Used) 




Starting Table Address = 3001 




Al-lnitialize Write 





IOCC 

1 17864 ) 



Figure 39. Multiplexer Address Table, Random Mode 
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location 
(Decimal) o 



3201 
3202 
3203 

3204 

• 

3321 

Location 
I Decimal) f 

3402 

3403 

3404 

3521 
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3525 



CAR Check Word = 3201 
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Data Word (14) 




Next Table Address = 3201 




(Not Used) 




Starting Table Address = 3402 




Al-lnitialize Read 
■ ■ • ' i i i i i 





IOCC 



|17865 | 



Figure 40. ADC Table, Chained Random Mode 



being on in the XIO initialize read specifies random 
mode; modifier bit 12 being off specifies sequential 
mode. 

If overlap special feature is used, the ADC word 
count is equal to the number of solid state points . 
Because relay points are read by direct program 
control , they are not stored in the ADC storage 
table . 



Analog input iOCC's 

Write 



IS 


4 




• 




12 


15 


Core Storage Address 




1 






' 







1 




Specifies analog Input 
basic or expander 


— 1 






1 - External sync 





00 = 11 -bit resolution 

01 - 14-bit resolution 
10 = 8-bit resolution 



This command causes the multiplexer address located 
at the core storage location specified by the IOCC 
address field to be sent to the analog multiplex ad- 
dress register. After the multiplex point is selected 
and converted, a DPC (direct program control) con- 
version complete interrupt is given. This interrupt 
indicates that the converted value is ready to be read 
into core storage. 

The functions of modifier bits that further define 
the command are shown in the preceding illustration. 

Read 



Core Storage Address 

' ' — i — i — i t—L i ' ' » l ■ ■ ' 


■ ■ i i 


1 
■ ' 




11 1 II 1 ,„ 



Specifies analog input 
basic or expander 



1 - Direct program 
sequential mode 



ANALOG INPUT PROGRAMMING 

Analog input operates under direct program control 
or uata channel control ior uata transfer and utilizes 
the execute I/O (XIO) instruction. 

The input/output control command (IOCC) refer- 
enced by an XIO must have an area code of 01010 
to address analog input basic or 10000 to address 
analog input expander. The following IOCC's pro- 
vide operation and control of analog input features. 



This command causes the converted data in the ADC 
to be read into the core storage location specified by 
the IOCC address field. If modifier bit 8 is off, the 
operation is considered complete after the data is 
read. If modifier bit 8 is on, the analog multiplex 
address register is increased by 1 and the next se- 
quential multiplex point is selected and converted. 
After this multiplex point is converted, a DPC 
(direct program control) conversion complete inter- 
rupt is given. This interrupt indicates that the 
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converted value is ready to be read into core storage 
by another XIO read. This sequential operation con- 
tinues until an XIO read with modifier bit 8 off is 
given . 

Control 



This command initiates the transfer of multiplexer 
addresses from the address table specified by the 
address field to the analog multiplexer address reg- 
ister. This command is used only in two data chan- 
nel random mode. Operation with this mode is 
described under "Data Channel Random". 
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Sense Device 



Specifies analog input 
basic or expander 



This command (blast reset) can be used to imme- 
diately halt analog input operation. All ADC basic 
controls and registers, the multiplexer, and the 
comparator are reset by execution of this command. 
If an I/O operation is in progress, it is terminated 
and the analog input is released. Analog input is 
thus made available for another XIO. 

Initialize Read 



8 9 10 II 12 13 14 15 



Data Table Address 
' ■ i — i — i — i — i — i — l 



1 1 



Specifies analog input 
basic or expander 



1 - External sync 



= Data channel sequential mode 

1 = Two-data channel random mode 



00 = 1 1-bit resolution 

01 = 1 4-bit resolution 
10 = 8-bit resolution 



This command initializes the analog input and data 
channel in preparation for transferring converted 
data from the ADC to core storage. The ana- 
log input may be initialized to one of two modes: 
data channel sequential or data channel random. 
Analog input operations for these two modes 
are described under "Data Channel Sequential" 
and 'Data Channel Random". 

Initialize Write 



Mpx Address Table Address 
i l i i i l l — I i — i — i — i 



1 1 



Specifies analog input 
basic or expander 








IS 
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e 




15 






1 1 1 
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Specifies analog input 
basic or expander 



= Analog input DSW 

1 = Comparator DSW 



- No indicator reset 

1 = Indicator reset 



This command causes the device status word (DSW) 
specified by modifier bit 8 to be read into the ac- 
cumulator (A). If modifier bit 8 is off, the analog 
input DSW (Figure 41) is read. If modifier bit 8 is 
on, the comparator DSW (Figure 42) is read. 



! 3 4 5 6 7 8 9 10 



I 



* Interrupt 

* Indicator reset by an XIO sense device with reset 
(Other indicators are reset by their status turnoff) 



Figure 41. Analog Input Device Status Word 



Indicator Name 

5 Any Error (turned on by any one of 
bit positions 3, 4-, 5, 6, or 7) 



9 DPC Relay Multiplexer Busy 

8 Data Channel, SS Multiplexer, or 
AMAR Busy 

7 Overlap Conflict * * 

6 ADC Overload * * 

5 Parity Data Error* * 

4 Parity Control Error * * 

3 Storage Protect Violation * * 

2 DPC Relay Multiplexer Point 
Conversion Complete * ' 

1 DPC Solid State (SS) Multiplexer 
Point Conversion Complete * * 

End of Table (word count equals 
zero) * * 
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Indicator Nome 

15 Multiplexer 

* 

6 Point Address 
3 Solid State Multiplexer 
1 Low Out-of-Limit * # 
High Out-of-Limit * » 

* Interrupt 

* Indicator reset by an XIO sense device with reset i 

123404 [ 

(Other indicators are reset by their status turn off) 
Figure 42. Comparator Device Status Word 



Modifier bit 15 controls the reset of the pro- 
gram resettable indicators in the DSW read. If 
modifier bit 15 is on, the indicators are reset. If 
modifier bit 15 is off, the indicators are not reset. 



Analog Input DSW Interrupt Indicators 

All analog input basic interrupts are combined into 
one interrupt signal. This signal is assigned to an 
interrupt level and an interrupt level status word 
(ILSW) bit position. 

All analog input expander interrupts are com- 
bined into one interrupt signal. This signal is as- 
signed to the same interrupt level as analog input 
basic, but to a different ILSW bit position. Analog 
input and comparator interrupts may be assigned to 
the same interrupt level if desired. 

Figure 41 shows the format of the analog input 
DSW and defines the indicators that cause interrupts. 
Program resettable indicators are also defined. 

END OF TABLE: This indicator turns on, causing 
an interrupt, when the word count is decreased to 
during data channel operations in which the scan 
control bits have specified an end-of-table interrupt. 

DPC SS CONVERSION COMPLETE: During direct 
program control (DPC) operation, this indicator 
turns on when a solid state (SS) multiplex point con- 
version is complete. The indicator turning on 
causes an interrupt to notify the program that the 
converted data is ready to be transferred to core 
storage . 

DPC RELAY CONVERSION COMPLETE: During 
direct program control (DPC) operation, this indica- 
tor turns on when a relav multiDlex Doint conversion 



is complete. The indicator turning on causes an 
interrupt to notify the program that the converted 
data is ready to be transferred to core storage. 

STORAGE PROTECT VIOLATION: This indicator 
turns on, causing an interrupt, if an attempt is 
made to store converted ADC data in a protected 
core storage location. If this occurs, all analog 
input operations are halted. 

PARITY CONTROL ERROR: This indicator turns 
on, causing an interrupt, when a transmission parity 
error is detected during a control cycle. It is also 
turned on when a transmission or P-C parity error 
is detected during loading of the word counter, load- 
ing of the AMAR, or loading and checking of the CAR 
while chaining to another table. Analog input opera- 
tions are halted . 

PARITY DATA ERROR: This indicator turns on, 
causing an interrupt, if a parity error is detected 
when a multiplexer address or converted data is 
transferred between the P-C and analog input inter- 
face. 

ADC OVERLOAD: This indicator turns on, causing 
an interrupt , if the input to the ADC exceeds the 
range of the ADC . 

OVERLAP CONFLICT: During two data channel 
overlap operation, this indicator turns on if a sec- 
ond relay point is addressed before the first relay 
point has been converted . Overlap conflict turning on 
causes an interrupt. 



Analog Input DSW Noninterrupt Indicators 

Figure 41 shows the format of the analog input DSW 
and defines the noninterrupt indicators . Program 
resettable indicators are also defined. 

DATA CHANNEL, SS MULTIPLEXER, OR AMAR 
BUSY: This indicator reflects the combined status 
of these three busy conditions: 

1. Data channel busy t urns on at the beginning of a 
data channel operation (relay or solid state) and 
remains on until the word count for the last data 
table is decreased to (no chaining specified) . 

2 . SS (solid state) multiplexer busy t urns on when 
the solid state multiplexer is addressed. The 
indicator remains on until reset by an XIO 
read with modifier bit 8 off (read sequential 
not specified^ . 
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3. AMAR (analog multiplexer address register) 
busy is on while the AMAR is being used. This 
interval begins when an address is loaded into 
AMAR ( or increased during sequential opera- 
tion) and ends when the address is transferred 
to the multiplexer to select the input point. 



A new XIO initialize read or XIO write cannot be 
initiated while the data channel, SS multiplexer, or 
AMAR busy indicator is on. Both of these instruc- 
tions are ignored, and no indication is given to the 
program . 

DPC RELAY BUSY: This indicator turns on when 
a relay multiplexer is addressed by an XIO write, 
or when a relay multiplexer is sequenced by an 
XIO read specifying sequential addressing. The in- 
dicator is turned off 800 jis after the relay conver- 
sion is completed unless another relay conversion 
is initiated before the end of the 800 ^s period. A 
new relay point can be initiated after the DPC relay 
conversion complete interrupt has been serviced. 
The SS multiplexer can be used in overlap mode 
while this indicator is on. 



Comparator DSW Interrupt Indicators 

All comparator interrupts in analog input basic are 
combined into one interrupt signal. This signal is 
assigned to an interrupt level and an interrupt level 
status word (ILSW) bit position. 

All comparator interrupts in analog input ex- 
pander are combined into one interrupt signal. This 
signal is assigned to the same interrupt level as the 
comparator in analog input basic , but to a different 
ILSW bit position. Analog input and comparator 
interrupts may be assigned to the same interrupt 
level if desired. 

Figure 42 shows the format of the comparator 
DSW and defines the indicators that cause interrupts. 
Program resettable indicators are also defined. 

HIGH OUT-OF-LIMIT: This indicator turns on, 
causing an interrupt, when the comparator detects 
an ADC reading equal to or above the high limit 
specified. 

LOW OUT-OF-LIMIT: This indicator turns on, 
causing an interrupt, when the comparator detects 
an ADC reading below the low limit specified. 



Comparator DSW Noninterrupt Indicators 

Figure 42 shows the comparator DSW format and 
defines the noninterrupt indicators . Program reset- 
table indicators are also defined. 

SOLID STATE MULTIPLEXER: This indicator is on 
when the multiplexer point address in DSW bits 6 
through 15 is a solid state multiplexer point address. 

MULTIPLEXER POINT ADDRESS: These bits 
identify the multiplexer point that caused an out-of- 
limit condition. 



ANALOG INPUT EXECUTION TIMES 

The following are typical times required for reading 
a series of analog input points. Note that the times 
are shown for the three core storage cycle times. 
In these examples, ADC conversion time is for 14- 
bit resolution. Eleven or 8-bit resolution is 8 or 15 
fis per point faster, respectively. The following 
items should be considered when using these ex- 
amples in determining system conversion rates: 

• Time is not included for program instruction 
execution other than the instructions required 
to initiate and perform the analog input opera- 
tions. It is assumed that the P-C is in a wait 
state at all other times . If instruction execution 
continues while conversions are being made, 
one core storage cycle should be added to each 
point converted. 

• If the comparator is used, one core storage 
cycle must be added for each point in which a 
comparison is performed. 

• If external sync is used, the elapsed time be- 
tween 'ready' and the sync signal must be added 
to each point using external sync. 

• Time is not included for any data channel (cycle 
steal) delay that may be encountered if other 
data channel operations are in progress during 
conversions. The exact delay depends on: (1) 
the priority of the data channel(s) assigned to 
analog input , and (2) the number of other data 
channel operations being performed. 
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Direct Program Control Operations 

Multiplexer /R - ADC Mod 1 

Per Point 2 pis 2.25 pis 



4 pis 



XIO write 


0.010 


ms 


0.011 


ms 


0.020 ms 


Mpx relay 


9.947 




9.947 
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ADC conv. 
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Interrupt 
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XIO read 
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0.011 




0.020 
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XIO write 
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Mpx/S and 
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ADC conv. 
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Interrupt 
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XIO read 
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11.3 . 
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184.0 pis 


200.4 pis 


314.0 pis 


Multiplexer/S - 


■ADC Mod 2 






Per Point 
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XIO write 


20.0pis 


Mpx/S and 








S & H amp . 
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10.0 


ADC conv. 
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Interrupt 
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XIO read 
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Data Channel Operations 

One Data Channel -- Mpx/S - ADC Mod 7 



Initialize. 


2 pis 
8. Opts 
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4 us 


XIO initialize read 
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Cycle steal (CS) 








word count 
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CS initial Mpx 








addr. 
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Per Point 
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buffer amp. 
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10.0 
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ADC conv. 


44.0 


44.0 


44.0 


ADC end delay 


50.0 


50.0 


50.0 


CS read data 


2.5 


3.1 
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Chaining 
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2 pis 
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CS new addr. 
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CS CAR check 
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CS word count 


4.0 
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8.0 


CS Mpx addr . 


4.0 


4.5 


8.0 



16.0pis 18. Opts 

One Data Channel - Mpx/S - ADC Mod 2 



32.0 pis 



Initialize and chaining times are the same as those 
for the preceding "One Data Channel — Mpx/S — 
ADC Mod 1". 
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Chaining 
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Initialize and chaining times are the same as those 
for the preceding "Two Data Channels — Mpx/S — 
ADC Mod 1", 
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• RBT operating characteristics. 

• Thermocouple signal. 

Because of the interrelationship of these factors , 
care must be taken in correlating the measured sig- 
nal to the actual temperature it represents. 

Each process thermocouple is connected to the 
1800 via an 1851 Multiplexer Terminal, Model 2. 
The thermocouple measuring (hot) junction is located 
in the process area (tank, furnace, and so on) where 
temperature sensing is desired, and the thermocouple 
reference (cold) junction is located in the 1851 Multi- 
plexer Terminal, Model 2. The resistance bulb 
thermometer (RBT) and the reference voltage are 
also located in the 1851 model 2. Thus, the 1851 
model 2 provides thermal stability for the reference 
junctions , a means of determining the temperature 
of the reference junction, and terminations for ther- 
mocouple signals. 

The reference junction terminations are extended 
to signal conditioning elements in the 1851. From 
this point, the multiplexer selectively connects 
these signals to the ADC to be converted to a digital 
value . 



THERMOCOUPLE OPERATION 



Thermocouple Calibration Data 



A thermocouple is a device used for measuring 
temperatures. It produces a voltage that is direct- 
ly and almost linearly proportional to the difference 
in temperature between the measuring junction (hot 
junction) and the reference junction (cold junction). 

Several thermocouple types , employing different 
combinations of metal, are available. With an 
appropriate choice of thermocouple', temperatures 
as high as 9,000°F or as low as -450°F can be 
measured. 



Converting Thermocouple Signals 

The conversion of a thermocouple signal to a mean- 
ingful and accurate temperature value is performed 
as a part of the 1800 program. The following factors 
are used by the 1800 program to accomplish thermo- 
couple signal conversion. 

• Thermocouple calibration data. 

• Resistance bulb thermometer (RBT) bridge 
output . 



RBT reference voltage output. 



Figure 43 illustrates the operating curve of an iron- 
constantan (type J) thermocouple. A manufacturer's 
thermocouple calibration graph normally shows only 
one curve at a stated reference (cold junction) tem- 
perature. However, Figure 43 includes two curves 
(0°C and 25°C) to show the influence of the cold junc- 
tion temperature. It also includes a straight line as 
an aid to judging linearity. 

For complete and more accurate data about a 
specific thermocouple, refer to the calibration data 
available from the thermocouple manufacturer, or 
refer to calibration data available from a testing 
laboratory . 

Resistance Bulb Thermometer 

Essentially, an RBT is a wire-wound resistor whose 
electrical resistance varies with temperature. The 
RBT supplied with the 1851 model 2 provides a means 
of determining the reference junction temperature 
within the 1851 model 2. 

The RBT resistor is electrically connected to 
a precision reference voltage and aWheatstone 
bridge (balanced circuit). A temperature variation 
causes a change in resistance and a consequent 
imbalance of the bridge circuit. The voltage 
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The RBT circuit supplied with the 1851 model 2 has 
the following characteristics. 
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Where: 

Tii = RBT Temperature 

V-bt- = ADC reading (Q value) for the RBT bridge output 
V r = = ADC reading (Q value) for the reference output 
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Figure 43. Iron-Constantan Thermocouple Chart 



produced by this imbalance is called the RBT bridge 
output. This output and the reference voltage are 
made available to the 1800 program, which then 
interprets the two values. Thus, thermocouple 
signals are compensated for reference junction 
temperature changes. 

The RBT circuit outputs are made available at 
the first and second address terminals within the 
1851 model 2. (See Figure 37 for the Mpx/R ad- 
dress that will select points 00 and 01 within the 
1851 model 2 being used). When point 01 (within 
an 1851 model 2) is selected by the multiplexer, 
the RBT bridge output is converted by the ADC to 
a digital value. When point 00 (within an 1851 



The values 51 .876 and 41 .0 (Fahrenheit) and 28.82 and 5.0 
(Celsius) are constants for the RBT supplied with the thermocouple 
block. T r bt can be computed in degrees Celsius and converted to 
degrees Fahrenheit with the following formula. 



T rbt (° F > =5 < T rbt «" °C ) +32 



Thermocouple signals of up to ±50 mV can be ter- 
minated in the first Mpx/R group of an 1851 model 
2. However, when the multiplexer (under control of 
the 1800 program) connects a thermocouple signal to 
the ADC, the millivolt signal is converted to a digi- 
tal value between 00000 and ±16383. The 1800 pro- 
gram must compute a temperature that corresponds 
to the ADC value . 

Thermocouple Conversion Accuracy 

Accuracy of thermocouple signal conversion depends 

UI1 md.11^ J.OA^HJi.0. UUU1C Ul LUCbC A< 
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Accuracy of measurement of the reference 
(cold) junction temperature. 

The resistance bulb thermometer (RBT) 
circuit supplied with an 1851 model 2 provides 
two outputs (RBT reference and RBT bridge 
output). These two outputs, when converted by 
the ADC to a digital value and used in the proper 
formula, indicate the temperature of the refer- 
ence (cold) junction within ±2°F. 
Accuracy of thermocouples may vary from 
±l-l/2°F to ±10°F, depending on the type of 
thermocouple used. For more specific infor- 
mation, refer to the manufacturer's specifica- 
tions for the thermocouple being used . 
Thermocouple measurement accuracy is largely 
dependent on the proper installation of the 
thermocouple . 

Heat distribution within the medium being meas- 
ured is another factor that affects the accuracy 
of the temperature measurement . 



Thermocouple Conversion Example 

The remainder of this section shows an example of 
thermocouple conversion. Three points should be 
stressed about the conversion procedure which 
follows: 

1 . It is recognized that there are other means , 
such as curve fitting, to convert thermocouple 
signals. 

2 . The following example is valid only when the 
RBT supplied with the 1851 model 2 is used. 

3. Each thermocouple type must be separately 
correlated because their curves and operating 
ranges are different. 

The following assumptions are made for the thermo- 
couple conversion example. 

• The thermocouple signal range is plus or minus 
50 mV (amplifier gain of 100) . 

• The thermocouple is installed (hot junction) in a 
process area with a temperature region of 800°C . 

• RBT temperature is 24 . 6°C (room temperature) . 



• ADC value when reading RBT bridge output is 
5182. 

• ADC value when reading reference output is 
7620. 

• All numeric values in the example are base 10. 

• The sample problem is presented immediately 
after each formula. 

Converting Thermocouple Characteristics 

For a computer conversion procedure, the thermo- 
couple operating curve is considered as being formed 
of a series of short straight line segments. This 
segmentation is necessary because the millivolt out- 
put is not completely linear in relation to measured 
temperatures. This nonlinear relationship is most 
pronounced at the upper end of the thermocouple tem- 
perature range . Smaller segments provide closer 
approximation within each segment. 

Study the manufacturer's calibration data (curve 
or table) to determine the number of segments or 
divisions that must be made to obtain the desired de- 
gree of accuracy. For example, the iron-constantan 
(type J) thermocouple curve shown in Figure 43 
covers a temperature range of -50°C to +850°C. This 
range may be divided into nine segments as follows: 

-50°C to +50°C 
-f50°C to +150°C 
+150°C to +250°C 
+250°C to +350°C 
+350°C to +450°C 
+450°C to +550°C 
4550°C to +650°C 
+650°C to +750°C 
+750°C to +850°C 

In order to correlate this operational curve to 
an actual temperature by a computer program, sev- 
eral intermediate values must be determined. De- 
termination of these intermediate values (steps 1 
through 5 of the following procedure) must be done 
once for each thermocouple type in the system. 

1. The size of signal (in millivolts) required to 
produce an ADC digital value of one bit. 



• Thermocouple calibration data is based on a 
0°C reference curve (0°C curve in Figure 43). 

• ADC value when reading the thermocouple 
signal is 15132 . 



Kadc= 0.3051758 mV 



Where: 



K ac j c = Value of one ADC register bit 
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be developed in the ADC register for each point 
used in the segmentation of the manufacturer's 
calibration curve. (See the 0°C reference 
curve in Figure 43.) 



s adc 



Where: 



Q = ADC digital value 

Vj = Voltage in the thermocouple circuit (each point used 

is calculated separately) 
G = Gain of the differential amplifier 
KqJ,. = Determined previously 



For example: 

Q (-50° C) = 
Q (+50° C) = 

Q(+750°C) = 
Q(+850°C) = 



-2.42 x 100 
0.3051758 

2.58 x 100 
0.3051758 

42.32 x 100 
0.3051758 

48.73 x 100 

0.3051758 



-793 



= 845 



13,867 
15,968 



Whe 



T = A x Q + B 

or 
B = T - Ax Q 



A and Q values were obtained previously 

B has a dimension of degrees 

T is temperature in degrees corresponding to the same 

end point of the segment as the lower of the Q values 



For example: 



5. 



B (-50° C to +50° C Segment) = -50 -(0 .0610 x -793) 

= -50 -(-48.37) 
= -1 .63 

B (+750° C to +850° C Segment) = 750 -(0.0476 x 13,867) 

= 750 -(660) 
= 90 



| ?'->167 | 



Determine constants C and D for the segment 
that includes 25°C (the segment that includes 
the approximate RBT temperature) . 



3. Determine the slope (A) of each segment of the 
calibration curve . 



C = A 



. _ A degrees 
AQ 



Where: 



Both A degrees and A Q are the difference in the 

extremes of each segment. 

Q values were obtained in a previous step. 

A has a dimension of degrees per digit. 



For example: 



100 



A (-50° C to +50° C Segment) =7^33 =0.0610 



100 



A (+750° C to +850° C Segment) ="2T01 =0 - 047 ° 



4 . Determine the temperature axis (Y-axis) inter- 
cept point (B) for each segment. This is the 
point where a line extended from the segment 
at the same slope would cross the Y-axis . 



Where: 



Constants C and D define this segment (-50° to +50°C) 
relative to the signal axis (x - axis) 

C has a dimension of digits per degree 
D has a dimension of digits 



For example: 



1 



0.0610 
-1.63 



0.0610 



16.4 



26.7 



The A , B , C , D , and Q values can now be stored 
in the 1800 core storage to be used by the program 
when the thermocouple signal is read. The preced- 
ing steps provide a "program image" of the thermo- 
couple curve. Each thermocouple type used in a 
system must be similarly defined and correlated. 
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Determining Cold Junction Temperature 

The cold-junction temperature must be determined 
as often as indicated by (1) 1851 model 2 ambient 
air temperature changes , and (2) the accuracy of 
the measurement desired . The following steps (6 
through 8) are required to determine the RBT tem- 
perature and adjust it for the effects of the calibra- 
tion curve at the RBT temperature. 

6. The 1800 program must read the RBT bridge 
output and the reference output as described in 
the section for resistance bulb thermometer. 

7 . Using the ADC readings for the RBT bridge out- 
put and reference voltage, compute the tem- 
perature indicated by the RBT. 



T rbt<° C > 



28.82 -^ l 



+5.0 



Where: 



T r bt = RBT temperature 
Vrbt =ADC reading for RBT bridge output 
V r = ADC reading for reference voltage 
28.82 and 5.0 are constants 



Determining Thermocouple Temperature 

The following steps are performed for each thermo- 
couple signal selected by the multiplexer. 

9. The multiplexer, under control of the 1800 pro- 
gram, connects the thermocouple signal to the 
ADC for conversion to a digital value (Q value) . 
To adjust the Q value for the effects of the cold- 
junction temperature, use the following formula. 



Where: 



*tc 
Vfc 
Rrbt 

For example: 



= Adjusted Q value for the thermocouple signal 
= ADC reading (Q value) for the thermocouple signal 
was obtained previously 



For example: 

T rbt(°Q 



28.82 (|lg) + 5.0 

= 28.82(0.68) +5.0 
= 24.6°C 



Adjust the RBT temperature for the effects of 
the calibration curve slope at the RBT tempera- 
ture. 



R tc =15,132 +430 

= 15,562 | 29173A [ 



10. The previous step establishes the correct seg- 
ment of the calibration curve to be used in the 
determination of thermocouple temperature. 
The 1800 program must use the adjusted Q 
value for the thermocouple signal to determine 
which of the A and B values (previously 
stored in core storage) are to be used in the 
final step to determine actual thermocouple 
measuring junction temperature. Use the fol- 
lowing formula to complete the computation of 
thermocouple temperature. 



R rbt = C (T rbt ) +D 



Where: 



R rbt = Adjusted Q value of T r bt 
C and D were obtained previously 
Trbt was obtained previously 



For example: 



Rrbt =16.4(24.6) +26.7 
= 403.4 +26.7 
= 430 



= A(R tc ) +B 



Where: 



Trc - Thermocouple measuring (hot) junction temperature 
A and B = The values corresponding to the segment 
(750° to 850°) that includes the Q value from the 
previous step. 

Rj c was obtained previously 
For example: 

T tc = 0.0476 x 15,562 +90 
= 830 .7° C 



J29174A [ 
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Digital Input 



Digital input features enable the processor-con- 
troller (P-C) to accept real-time digital information 
in a digital format. The modular design of the 
features permit individual system tailoring tor 
specific types and quantities of digital input data, 
such as: 



Contact sense. 

Voltage level sense. 

Contact interrupt. 

Voltage level interrupt. 

Digital voltmeters. 

Special analog-to- 
digital converters. 

Turbine flowmeters. 

Shaft encoders. 

Electronic registers, 
including telemetry. 



Mechanical counters. 
Electronic counters. 
Rotary switches from 

operator panels. 
Sense switches from 

operator panels. 
Pulse tachometers. 
Frequency meters. 
Watt-hour meters. 
Vibration detectors . 
Weighing devices. 



Digital input is brought into the system in 16- 
bit groups. The format may be in any form. For 
example: 

Unrelated bits from contact or voltage levels. 
Binary numbers . 
Binary-coded-decimal digits . 
Decimal digits . 
Gray code digits. 

Any mixture of digital formats can be handled. 
Conversion from one base to another can be easily 
and quickly implemented by the program. Data in- 
put is under direct program control or data channel 
control. In direct program control, one instruction 
is used to bring 16 bits of data into core storage. 
With a data channel, one instruction initiates an 
operation that brings many 16-bit groups of data 
into core storage (one group per core storage cycle) . 
The number of groups read (sequentially, randomly, 
or single address) and synchronization of the P-C to 
the input data are handled automatically. 

Interrupt conditions from the process are a type 
of digital input. These process interrupts are 
brought into the P-C in 16-bit groups , with up to 
four priority levels of interrupt and four interrupt 
conditions per level for each 16-bit group. 



High-speed 8-bit or 16-bit binary electronic 
pulse counters are available as special features. 
Counters are read into core storage as digital input 
groups, 16 bits at a time (two 8-bit counters or one 
16-bit counter) . 

As shown in Figure 44, the combined capacity of 
the digital input and pulse counter features is 1,024 
bits, as follows: 

Digital Input 

8 adapter x 8 digital input groups 
x 16 bits per group = 1,024. 

Pulse Counter 

8 adapter x 128 pulse counter bits 
per adapter (pulse counters can be 
8-bit or 16-bit counters) = 1,024. 

Any combination of these adapters, digital input 
groups, and pulse counters may be used within the 
capacity of 1,024 bits. 

The capacity of the process interrupt feature is 
24 priority levels or 384 bits, as follows: 

8 adapter x 3 process interrupt groups 

(24 levels) 

x 16 bits per group = 384 

Control for digital input features is provided by 
digital input basic , which is supplied with the basic 
P-C . Digital input basic provides timing control, 
checking control, and an interface to the P-C for all 
digital input features. 

The 1826 Data Adapter Unit provides housing for 
digital input points. The following units and features 
may be added to the system to provide digital input 
functions. For specifications, see 1800 Installation 
Manual - Physical Planning, Order No. GA26-5922. 



AnAPTPR 
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This feature adapts digital input basic to a data 
channel and provides the controls necessary to 
enable digital input via data channel (cycle steal) 
operations. A word counter and scan control 
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Digital Input 

(Voltage) 

16 bits 



HMax 8 1 

in any !-♦• 

combinationj 




Pulse Counter 

8 bits or 

16 bits 



, ~ 1 

1 Max sixteen 8- 

' bit counters or 

' eight 1 6-bit 



counters or any 



I combination 
I not exceeding 
1 1 28 bits 

_i 



Pulse Counter 

8 bits or 

1 6 bits 



Process 
Interrupt 
(Contact) 
16 bits 



Max 3 in any 
combination ' 



Process 
Interrupt 
(Voltage) 

16 bits 




Figure 44. Digital Input Configuration 



circuits are provided for counting the number of 
data transfers and specifying the action to be taken 
after the last word has been transferred to a data 
table in core storage. 

The data channel adapter also provides controls 
which permit each data transfer to core storage 
from digital input to be controlled by an external 
timing (sync) pulse. Therefore, digital input opera- 
tions can be performed with or without external sync . 



input group and sends a sync pulse to the data channel 
adapter. The sync pulse initiates a data channel 
(cycle steal) operation, which causes the data to be 
read and transferred to a data table in core storage. 

The ready and sync exchange will continue and 
the digital input feature will be interlocked until the 
word count is decreased to 0; however, the P-C 
program can continue to run while the digital input 
feature is interlocked. 



Operation With External Sync 



Operation Without External Sync 



External sync operation is initiated by an XIO initial- 
ize read with modifier bit 8 on. After digital input 
basic has received a digital input group address 
from core storage through data channel operation, 
a ready signal is sent to the external timing device. 
The ready signal indicates that the addressed digital 
input group is ready to be read. When the external 
device receives the ready signal and has data to be 
read, it transfers the data to the addressed digital 



Digital input operation without external sync is initi- 
ated by an XIO initialize read with modifier bit 8 off. 
Digital input group addresses are transferred to digi- 
tal input basic, and input data read are transferred 
to core storage by data channel (cycle steal) opera- 
tions . The speed of this digital input read operation 
is at the maximum rate of the data channel (core 
storage cycle) unless a higher priority data channel 
request is honored. Once started, a digital input 
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completion by means of continuous data channel 
operations. Therefore, the P-C is essentially 
locked out from program execution until the digital 
input read operation is completed. 



DIGITAL INPUT ADAPTER 

The digital input adapter is a prerequisite for con- 
tact type digital input or voltage type digital input 
and provides control facilities for up to eight 16- 
bit digital input groups . 

As many as eight digital input adapters may be 
ordered for a system, thus providing facilities for 
a maximum of 64 digital input groups. Any logical 
grouping of 16 bits may be used to form a digital 
input group. For example: 

Sixteen bits of status information. 

Four 4-bit BCD digits. 

One 10-bit coded decimal digit and 6 bits 

of status. 
One 16-bit binary number. 

Sixteen screw-down terminals (0 through 15) 
are provided for termination of each input group 
signal wires; two wires are used for each bit. Ter- 
minal positions through 15 correspond to P-C word 
bit positions through 15 respectively when the input 
group is read. 

A digital input channel can be created for proc- 
ess operator consoles or other low speed devices by 
using the electronic "contact" operate digital output 
feature to select various devices for input via a 
single 16-bit digital input group. Process operator 
console input devices and cabling are available on a 
Request for Price Quotation (RPQ) basis. 



Digital Input Points 

Two types of digital input points can be ordered in 
modular groups of 16. One type operates in con- 
junction with a customer supplied process contact 



senses the level of voltage supplied from customer 
devices and is called digital input (voltage). In 
conjunction with the second (voltage) type of input, 
a high-speed digital input feature is available. In 



anv P3fP. all Ifi inniit noints of a Hicrital inniit irrmm 

must be of the same type . 

DIGITAL INPUT (CONTACT): Contact input enables 
the P-C to read the status of process contacts. 
When a contact input group is read, each closed 
contact causes a 1-bit to be placed in the correspond- 
ing P-C word bit position, and each open contact 
causes a 0-bit to be placed in the corresponding P-C 
word bit poisition. Read speeds of up to 500,000 
words per second are possible on a 2 ^s system when 
using a data channel and no external sync. However, 
repetitive reading of the same group cannot be per- 
formed at this rate and still reliably sense a change 
in the input status. This restriction is caused by re- 
covery delay of the input noise filter located at each 
digital input point. See IBM 1800 Installation Manual 
— Physical Planning, Order No. GA26-5922 for 
specifications. 

DIGITAL INPUT (VOLTAGE): Voltage input enables 
the P-C to read voltage levels from external devices. 
When a voltage input group is read, each positive 
input causes a 1-bit to be placed in the corresponding 
P-C word bit position, and each negative input causes 
a 0-bit to be placed in the corresponding P-C word 
bit position. Read speeds up to 500,000 words per 
second are possible on a 2 f*s system when using a 
data channel and no external sync. However, repeti- 
tive reading of the same group cannot be performed 
at this rate and still reliably sense a change in the 
input status. This restriction is caused by recovery 
delay of the input noise filter located at each digital 
input point. See IBM 1800 Installation Manual — 
Physical Planning, Order No. GA2 6-5922 for speci- 
fications. 

HIGH-SPEED DIGITAL INPUT (VOLTAGE): High- 
speed input enables high repetitive reading speeds 
(up to 100,000 words per second) for input from 
digital registers. For example, telemetry registers 
may be coupled to one or more high-speed input 
groups . (The number of input groups depends on the 
register size and number coding.) Conversion of the 
various number bases is accomplished through pro- 
gramming. 

read without a data channel by using an external in- 
terrupt for synchronization. They may also be read 
using data channel operations synchronized by an 
external sync signal. 
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PULSE COUNTER ADAPTER 

The pulse counter adapter provides control facilities 
for up to sixteen 8-bit pulse counters or eight 16- 
bit pulse counters. As many as eight pulse counter 
adapters may be ordered for a system , thus pro- 
viding facilities for a maximum of 64 sixteen-bit or 
128 eight-bit pulse counters. 



Pulse Counter 

The pulse counter accepts discrete pulses as input 
information and advances one count for each pulse 
received. Pulses can be accumulated at rates up to 
5,000 per second. 

The input pulse signal is connected via two-wire 
screw-down terminals at the individual counter ter- 
minal . 

The pulse counter may be an 8 or 16-bit counter. 
The counters are read into the P-C in the format 
shown in the following illustration. 






7 8 15 


P-C iWord 


^ 




<«_ 


Odd numbered Even numbered 
8-bit counter 8-bit counter 



1 6-bit counter 



||7866 | 



Two 8-bit counters (or one 16-bit counter) are read 
from one address. The counters are reset to zero 
when read. 



PROCESS INTERRUPT ADAPTER 

The process interrupt adapter is a prerequisite for 
contact type process interrupt or voltage type proc- 
ess interrupt and provides control facilities for up 
to 48 interrupt points. As many as 8 process inter- 
rupt adapters may be ordered for a system, thus 
providing facilities for a maximum of 384 process 
interrupt points. 



Process Interrupt Points 

Two types of process interrupt points can be ordered 
in modular groups of 16. The first type operates 
in conjunction with a customer supplied contact and 
is called process interrupt (contact). The second 
type senses the level of voltage supplied from a 
customer device and is called process interrupt 
(voltage) . 



An interrupt condition is generated by an off-to- 
on transition of an input signal and is stored in an 
indicator until serviced. The signal causing an in- 
terrupt cannot interrupt again until it has been ser- 
viced and the signal has completed another off-on 
cycle. 

PROCESS INTERRUPT (CONTACT): Contact inter- 
rupt permits an interrupt to be generated by the 
changing status of an external contact. Sensing 
voltage for the contact is supplied by the 1800. 
Closing of the external contact causes an interrupt 
to be generated . 

PROCESS INTERRUPT (VOLTAGE): Voltage inter- 
rupt permits an interrupt to be generated by a chang- 
ing voltage level supplied by a customer device. An 
interrupt is generated when the input voltage changes 
from negative to positive (0 to 1) . 



DIGITAL INPUT ADDRESS ASSIGNMENT 

Each 16-bit group of digital input, each 16 bits of 
pulse counter input, and each 16-bit group of process 
interrupt is assigned a specific address so that it 
can be selected by the program. 



Digital and Pulse Counter Input Addresses 

Digital input devices and pulse counters are assigned 
addresses from 64 through 127. This group of 64 
addresses is shared by both digital input devices and 
pulse counters. Because each digital input adapter 
and pulse counter adapter uses eight addresses, the 
total number of digital input and pulse counter adapt- 
ers cannot exceed eight, in any combination. For 
example, if 4 digital input adapters (32 addresses) 
are ordered , a maximum of 4 pulse counter adapters 
(32 addresses) can be ordered. 

If digital input is ordered, address 64 is assigned 
to the first digital input group of the first digital 
input adapter. Address 65 is assigned to the second 
digital input group of the first digital input adapter. 
This sequence of assignment continues through ad- 
dress 127, which is assigned to the last digital input 
group of the eighth digital input adapter (Figure 45) . 

If pulse counters are ordered, address 127 is 
assigned to counters and 1 (8-bit counters) or to 
counter (16-bit counter) in the first pulse counter 
adapter. (There are two 8-bit counters or one 16- 
bit counter per address.) Address 126 is assigned 
to counters 2 and 3 (8-bit counters) or to counter 2 
(16-bit counter) in the first pulse counter adapter. 
This sequence of assignment continues through 
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*Sixreen-bit counters use even numbers 
(one counter number per address). 



Figure 45. Digital and Pulse Counter Input Addresses 



nr)rlrp«« R4 whiHi is assitmed to counters 14 and 15 
(8-bit counters) or to counter 14 (16-bit counter) in 
the eighth pulse counter adapter. (See Figure 45.) 

Each digital input and pulse counter adapter 
ordered is assigned eight addresses in the manner 
given in the preceding paragraphs . If an adapter is 
ordered but is not completely populated (for example, 
only four groups of points are ordered for an adapt- 
er) , the remainder of the eight addresses for that 
adapter are not available to be used in another 
adapter. 



Process Interrupt Addresses 

Input from process interrupt points is accepted via 
process interrupt status words (PISW's). Each 
PISW consists of 16 bit positions to which 16 process 
interrupt points may be assigned. (Assignment of 
process interrupt points to PISW's is described in the 
"Interrupt" section.) 

Each PISW has its own unique address. Twenty- 
four PISW's (1 through 24) are available and are 
assigned addresses 2 through 25, respectively. 



PROGRAMMED CONTROL MODES 

This section describes the control modes that are 
available for selection and transfer of digital input 
data to the P-C . 

Four basic modes for input of digital data are 
available: (1) direct program control, (2) data 
channel sequential, (3) data channel single address, 
and (4) data channel random. 



Direct Program Control 

Using direct program control mode of operation, one 
execute I/O (XIO) is used to read one input group and 
transfer the data to the P-C . The address of the 
input group is specified in the modifier field of the 
input/output control command (IOCC) referenced by 
the XIO. 
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or core storage. An XIO sense device reads the 
addressed input group into the accumulator while an 
XIO read transfers data to the core storage location 
specified by the IOCC address word. 



Data Channel Sequential 

Using data channel sequential mode of operation, 
sequence of input groups can be read into core 
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storage with one XIO initialize read to initiate the 
action. The input /output control command (IOCC) 
address word contains the core storage address of a 
data table . The first word of the table contains the 
scan control bits and word count for the operation. 
The word count is 1 more than the number of input 
groups to be read. The scan control bits determine 
whether an interrupt is given and whether chaining 
or termination of the operation occurs when the word 
count reaches 0. 

The word following the word count and scan con- 
trol bits in the data table contains the initial input 
group address for this data table. The data channel 
"writes" this address into digital input basic, which 
then initiates reading of the input group. After the 
input group is read, the data is transferred by the 
data channel to the next sequential core storage word 
in the data table. Upon completion of each data 
transfer, the word count is decreased by 1 and the 
input group address is increased by 1. The new ad- 
dress causes the next sequential input group to be 
read. 

This operation continues until the word count 
reaches 0. At this time, the scan control bits are 
monitored. If continuous scanning is indicated, the 
data channel takes four cycles to initialize for the 
next data table. The first cycle transfers the word 
following the first data table to the channel address 
register (CAR) . This word contains the address of 
the next data table. The second cycle reads the 
first word of the next data table to the B- register. 
A CAR check is then made. The third cycle trans- 
fers the word count and scan control bits to digital 
input basic. The fourth cycle transfers the initial 
input group address for this data table to digital in- 
put basic. Data transfers then resume by means of 
data channel operations. 

Figure 46 shows two data tables which could be 
used for chained sequential operation. In this ex- 
ample, the IOCC initiating the operation is at loca- 
tions 3042 and 3043. 

Data channel sequential mode may be used with 
or without external sync . 



Data Channel Single Address 

Data channel single address mode of operation is 
identical to data channel sequential mode of opera- 
tion except that the initial input group address is not 
increased after each data transfer. Therefore, the 
same input group is read repeatedly. The data is 
placed in sequential words of the data table until the 
word count reaches 0. 
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Figure 46. Digital Input Data Tables, Chained Sequential Mode 



Data channel single address mode may be used 
with or without external sync . 

Data Channel Random 

Using data channel random mode of operation, input 
groups can be read at random into core storage with 
one XIO initialize read to initiate the action. The 
input/output control command (IOCC) address word 
contains the core storage address of the data table. 
The first word of the table contains the scan control 
bits and word count for the operation. The word 
count is twice the number of input groups to be read. 

The word following the word count and scan 
control bits in the data table is an input group 
address. The data channel "writes" this address 
into digital input basic, wnich then initiates 
reading of the input group. After the input 
group is read, the data is transferred by the data 
channel to the next sequential core storage word 
in the data table. The data channel then "writes" 
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the next input group address (contained in the word 
following the data stored) into digital input basic, 
which then initiates reading of the input group. 

This operation continues until the word count 
(which is decreased by 1 for each address written 
and for each data word stored) reaches 0. At this 
time the scan control bits are monitored. If con- 
tinuous scanning is indicated, the data channel takes 
four cycles to initialize for the next data table as 
described under "Data Channel Sequential". 

Figure 47 shows two data tables which could be 
used for chained random operation. In this example, 
the IOCC initiating the operation is at locations 
3114 and 3115. 

Data channel random mode may be used with 
or without external sync . 



Overlap of Operations 

Some digital input operations can be overlapped. 
This overlap is accomplished by using direct pro- 
gram control to read or sense the device status 
word or process interrupt status words during data 
channel operations with digital input groups. How- 
ever, this overlap can occur only during data chan- 
nel operations with external sync. Otherwise, the 
digital input operation is completed by means of 
the data channel before any P-C instructions can 
be executed. The following points should be con- 
sidered when programming such an overlap. 

• An XIO initialize read terminates the data chan- 
nel operation in progress and sets command 
reject. 
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Next Table Address = 31 00 



An XIO read specifying a digital input group 
address (64 through 127) sets command reject 
and is not executed. 

An XIO read specifying a process interrupt 
status word address (2 through 25) sets com- 
mand reject, but is executed correctly. 

A parity error causing an internal interrupt as 
an XIO is being executed terminates the data 
channel operation in progress. 
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Digital input features operate under direct program 
control or data channel control for data transfer and 
utilize the execute I/O (XIO) instruction. 

The input/output control command (IOCC) refer- 
enced by an XIO must have an area code of 01011 to 
address digital input features . The following IOCC 's 
provide operation and control of digital input features. 



Digital input IOCCS 
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/40-/7F = Digital input group (64-127) 
/02-/19 = Process interrupt status word (2-25) 
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Figure 47. Digital Input Data Tables, Chained Random Mode 



This command causes the digital input group or 
process interrupt status word (PISW) specified by 



120 



modifier bits 8 through 15 to be read into the core 
storage location specified by the IOCC address word. 

Control 



10)1 



i o o 
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This command (blast reset) can be used to immedi- 
ately halt any digital input operation using external 
sync . All basic digital input controls and registers 
are reset by this command. If a digital input opera- 
tion with external sync is in progress, it is ter- 
minated. As a result, digital input basic and the 
data channel are released for the next XIO . 

During a digital input operation using a data 
channel and not external sync, a blast reset cannot 
be performed until the operation is completed be- 
cause the P-C is locked out from instruction execu- 
tion. 

Initialize Read 



operation is complete. Chaining data tables in- 
creases the amount of data that can be transferred 
by a single digital input operation; therefore, it can 
increase the amount of time the P-C is locked out. 

Process interrupt status words (PISW's) cannot 
be read with this command. If a PISW is addressed , 
the data read for that group will be blank. 

Sense Device 
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/00- Device status word without reset 
/01 = Device status word with reset 
/40-/7F = Digital input group (64-1 27) 
/02-/1 9 = Process interrupt status word (2-25) 
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This command causes the digital input device status 
word (DSW), the digital input group, or the process 
interrupt status word (PISW) addressed by modifier 
bits 8 through 15 to be read into the accumulator. 



Data Table Address 
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000 = Random mode 

001 = Sequential mode 
010 = Single -address mode 

100- Random mode, external sync 
101 = Sequential mode, external sync 
1 10 = Single-address mode, external sync 



This command initializes digital input basic and the 
data channel in preparation for transfer of data from 
digital input groups to core storage. Digital input 
basic may be initialized to one of three modes. 
Operation under each mode is described under 'Data 
Channel Sequential", 'Data Channel Single Address", 
and "Data Channel Random". 

External sync may be specified with any of the 
three modes of operation. It should be noted that 
without external sync , digital input groups are read 
at the maximum rate of the data channel (core stor- 
age cycle time) unless a higher priority data chan- 
nel request is honored. However, timing restric- 
tions due to filtering and customer load should be 
observed . 

Caution should be used when chaining data tables 
without external sync . A digital input operation 
without external sync locks out the P-C until the 



Digital Input DSW Interrupt Indicators 

Figure 48 shows the format of the digital input DSW 
and defines the indicators that cause interrupts. 
Program resettable indicators are also defined. 

PARITY ERROR: This indicator turns on, causing 
an interrupt, if even parity is detected during data 
transfer to or from core storage , or if a P-C parity 
error is detected while chaining from one table to 
another in a digital input operation. A parity error 
terminates the operation. 

STORAGE PROTECT VIOLATION: This indicator 
turns on, causing an interrupt, if an attempt is 
made to store data into a storage-protected location. 
This error terminates the operation. 

DI (DIGITAL INPUT) SCAN COMPLETE: This indi- 
cator turns on, causing an interrupt, when the word 
count is decreased to during data channel opera- 
tions and the scan control bits specify an interrupt. 

COMMAND REJECT: This indicator turns on, 
causing an interrupt, if an XIO read or XIO initial- 
ize read is given while the DI busy indicator is on. 
If an XIO read addresses a process interrupt 
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status word (PISW), the PISW is read oorrertly even 
though command reject is turned on. 



Digital Input DSW Noninterrupt Indicators 

Figure 48 shows the format of the digital input DSW 
and defines the noninterrupt and program resettable 
indicators. 

DI (DIGITAL INPUT) BUSY: This indicator is on 
during digital input data channel operations and is off 
when the data channel is not busy. An XIO read or 
XIO initialize read given while DI busy is on causes 
a command reject interrupt. If an XIO read addresses 



a PISW, the PISW is read correctly even though com- 
mand reject is turned on. 
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* Interrupt 

* Indicator reset by an XIO sense device with reset 
(Other indicator reset by its status turnoff) 

Figure 48. Digital Input Device Status Word 
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Digital and Analog Output 



Digital and analog output features provide versatile 
control capability for the 1800 system. They enable 
the processor-controller (P-C) to control the many 
types of auxiliary devices required in a data acquisi- 
tion or control system. Equipment such as set point 
positioners, displays, trend recorders- motor 
operated valves, and telemetry can be controlled 
by the P-C. The control outputs available are: 

• Electronic "contact" operate. 

• Pulse output. 

• High-speed digital register output. 

• High-speed analog voltage output. 

Pulse chaining and pulse-duration outputs may be 
accomplished by programming. 

Digital output (electronic "contact" operate, 
pulse output, and register output) is in modular 
groups of 16 points each. One 16-bit output regis- 
ter is provided for each digital output. Analog 
voltage output is developed from 10-bit or 13-bit 
digital data, depending on the model of digital-to- 
analog converter (DAC) used. 

Both digital and analog output operations can 
be performed via direct program control or data 
channel control. With data channel control, digital 
and analog output operations can be synchronized by 
a sync pulse supplied by an external device. 

Digital and analog output basic is supplied with 
the basic processor-controller and provides the 
controls and checking circuits necessary for opera- 
tion of digital and analog output features. 

System capacity of digital and analog output 
points depends on the combination of points installed. 
Selection begins with the digital output and analog 
output controls (Figure 49) . A maximum of eight 
controls, in any combination, can be ordered for a 
system. 

Seven digital output controls are available. One 
may be located within the 1801 and controls as many 
as eight 16-bit output registers through two digital 
output adapters. The six additional digital output 
controls are located in 1826 Data Adapter Units. 
Each of these controls accomodates as many as 16 
output registers through four digital output adapters. 



(See Figure 49. ) If the maximum number of digital 
output points is desired, all seven digital output 
controls are installed, thus providing 26 digital out- 
put adapters. Each adapter accumulates four 16- 
bit registers, giving a total of 104 registers (1,664 
bits) . Installation of the maximum digital output 
points eliminates the possibility of analog output 
points . 

Eight analog output controls are available and 
are located in 1856 Analog Output Terminals. If the 
maximum number of analog output points is desired, 
all eight analog output controls are installed . Each 
control accomodates as many as eight digital-to- 
analog converters (DAC 's) , with a maximum of 16 
output points. (See Figure 49.) (Each DAC provides 
one or two analog output points, depending on the 
model.) Thus, a maximum of 128 analog output points 
can be installed . Installation of the maximum analog 
output points eliminates the possibility of any digital 
output points. Installation of single point DAC's 
(mods 1 or 3) reduces the maximum of 128 analog 
output points by one for each DAC mod 1 or 3 
installed. 



DATA CHANNEL ADAPTER 

This feature adapts digital and analog output basic to 
a data channel. In so doing, it provides the neces- 
sary controls for digital and analog output by means 
of data channel (cycle steal) operations. A word 
counter and scan control circuits are provided. 
These count the number of data transfers and specify 
the action to be taken after the last word in a core 
storage data table has been transferred to a digital 
output group or analog output point. 

The data channel adapter also permits data 
transfers from core storage to digital and analog 
output points to be controlled by an external timing 
(sync) pulse. 



Operation With External Sync 

External sync operation is initiated by an execute I /O 
(XIO) initialize write with modifier bit 8 on. This 
causes the addressed digital output group or analog 
output point to be loaded with a data word from a 
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Figure 49. Digital-Analog Output Configuration 



core storage data table. (The address and data word 
are transferred by data channel operations.) After 
the data word has been loaded , a ready signal indi- 
cating that data is available is sent to the external 
timing device . When the external device receives 
the ready signal, it reads the data anu tuen senuS a 
sync pulse to the data channel adapter. This sync 
pulse resets the ready signal and indicates that the 
external device is ready to receive more data. This 
indication initiates the loading of another data word 
by data channel operations. After this loading, a 
ready signal is again sent to the external device . 

The ready and sync exchange continue, and 
the digital and analog output feature are interlocked 
until the word count is decreased to 0. However, 



the P-C program can continue to run while the 
digital and analog output feature is interlocked. 
When the word count reaches 0, the addressed' 
output will have been loaded with the last word of 
the data table. A scan complete interrupt is then 
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ever, digital and analog output basic remain busy 
until an external sync pulse is received for the 
last word. 

Operation Without External Sync 

Operation without external sync is initiated by an 
XIO initialize write with modifier bit 8 off. Digital 
or analog output addresses are transferred to digi- 
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tal and analog output basic . Data words are trans- 
ferred to the addressed output by means of data 
channel (cycle steal) operations. 

The operation proceeds at the maximum rate of 
the data channel (core storage cycle time) unless a 
higher priority data channel request is honored. 
Once started , a digital or analog output operation 
without external sync continues to completion by 
means of continuous data channel operations. There- 
fore, the P-C is essentially locked out from program 
execution until the operation is completed. 



DIGITAL OUTPUT POINTS 

Three types of digital output points are available: 
electronic "contact" operate, pulse output, and 
register output. For physical planning specifica- 
tions see IBM 1800 Installation Manual — Physical 
Planning , Order No. GA26-5922. 

Electronic "Contact" Operate 

This type of digital output is used to operate alarms, 
console lights, and console displays as well as pro- 
cess equipment such as relays, solenoid valves, and 
dc motors. Electronic "contact" operate is available 
in modular groups of 16 points up to the system limit 
of 104 groups. The 16 points of a group are set by a 
data transfer from core storage to the 16-bit register 
for the group . Once set, the information in the out- 
put register remains until changed by another data 
transfer to that group. 

A data bit of 1 corresponds to closed (conducting); 
a data bit of corresponds to open (nonconducting) . 
The 16 output points (0 through 15) correspond to 
core storage word bit positions through 15 , respec- 
tively. 

Process operator console output devices such as 
lights, digital displays, and other low speed devices 
can be operated by using a single electronic "contact" 
operate group as an output channel to the devices. 
Process operator console devices and cabling are 
available on a Request for Price Quotation (RPQ) 
basis. 



Pulse Output 

This type of digital output is used primarily to pro- 
vide pulse trains for operation of devices such as 
electronic latches, set point positioners , and other 
stepping motor devices. Pulse output is available in 
modular groups of 16 points up to the system limit 
of 104 groups. The 16 points of a group are set by a 
data transfer from core storage to the 16-bit register 
for the group. 



A data bit of 1 corresponds to closed (conducting); 
a data bit of corresponds to open (nonconducting) . 
The 16 output points (0 through 15) correspond to 
core storage word bit positions through 15, respec- 
tively. Pulse output is similar to electronic "contact" 
operate except for duration of the contact closure. 

The 16 output points of each group are immedi- 
ately set to their respective conditions (open or 
closed) when the output register for each group is 
loaded. Output points in all groups are simultane- 
ously reset (opened) by the timeout of a 3-ms timer. 
The timer is started by using a separate XIO con- 
trol. In this manner, pulse chains are accomplished 
by programming. 

The effective duration of the contact closure can 
be increased by loading the 16-bit register before 
the 3-ms timer is started. Likewise, this duration 
can be decreased by loading the register after the 
timer is started. 

Register Output 

This type of digital output is used in register-to- 
register transfer applications, such as transferring 
data from the P-C to telemetry registers. Register 
output is available in modular groups of 16 points 
each up to the system limit of 104 groups. The 16 
points of a group are set by data transfer from core 
storage to the 16-bit output register for the group. 
The 16 output points (0 through 15) correspond to 
core storage word bit positions through 15, respec- 
tively. 

Once set, the information in the output register 
remains until changed by another data transfer. 

IBM 1856 ANALOG OUTPUT TERMINAL 

The 1856 Analog Output Terminal is a modular chasis 
in which analog output control and digital- to- analog 
converters (DAC's) are housed. The 1856 is mounted 
in an 1828 Enclosure. Up to sixteen 1856's can be 
installed in an 1800 system. 

Two models of the 1856 exist. Model 1 provides 
housing and power for as many as four DAC 's and 
one analog output control. The analog output control 
operates as many as eight DAC's. Model 2 provides 
housing and power for as many as four DAC's, but 
does not contain an analog output control. The DAC's 
in a model 2 are controlled by analog output control 
in the model 1. Therefore, a model 1 is required 
for each model 2 . 

DIGITAL-TO-ANALOG CONVERTER (DAC) 

The digital-to-analog converter (DAC) develops 
analog voltage output from digital input values. A 
precision reference voltage is required to supply the 
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DAC reference voltage used in developing the analog 
output voltage. The DAC contains a register used 
to hold the digital value being converted. This out- 
put register is loaded by a data transfer from core 
storage. As the register is loaded, the DAC con- 
verts the digital value and provides the corresponding 
analog output voltage. The output remains until the 
register is changed by another data transfer. Dur- 
ing data transfer from core storage , the output reg- 
ister is force loaded to minimize DAC switching 
transients. Force load means that the register goes 
directly from the previous value to the new value 
without being reset to in between. 

Four DAC mods (1, 2, 3, and 4) are available to 
provide two basic types of analog voltage output. 



DAC Mod 1 and Mod 2 

DAC 's mod 1 and mod 2 provide unipolar analog 
voltage output from ten-bit digital input. This ana- 
log voltage output is suitable for operating analog 
controllers, strip chart recorders, and other dis- 
plays. The mod 1 provides one analog output point. 
Therefore, a maximum system configuration pop- 
ulated with mod 1 DAC 's provides 64 analog output 
points. The mod 2 has two separate digital-to- 
analog converters in one housing and two analog out- 
put points. A maximum system configuration pop- 
ulated with mod 2 DAC's provides 128 analog out- 
put points. 

The format of the ten-bit digital data sent from 
core storage for conversion is: 












13 


15 


1. 


uigtrai 


vai 


ue 


1 

1 

i i 1 


1 

, i 



It is frequently a requirement in hybrid comput- 
ing and often an advantage in other applications to 
furnish output at several analog output points simul- 
taneously. By using an optional buffer register for 
each of these analog output points, the buffers can 
be preloaded as data is received from the P-C . 
After the buffers are loaded, an execute I/O (XIO) 
control with modifier bit 9 on is executed, causing 
all DAC registers to be simultaneously loaded direct- 
ly from their buffer registers. 

Precision Voltage Reference 

The precision voltage reference (PVR) feature is re- 
quired to supply the DAC reference voltage. Each 
feature can supply up to eight analog output points 
and is available in two models. 

The mod 1 precision voltage reference is used 
with mod 1 or mod 2 DAC 's to provide ten-bit 
resolution unipolar analog output. The mod 2 pre- 
cision voltage reference is normally used with mod 3 
or mod 4 DAC's to provide 13-bit resolution bipolar 
analog output. The mod 2 precision voltage reference 
may be used with mod 1 or mod 2 DAC 's when it is 
desired to mix the two kinds of output in a single 
1856 Analog Output Terminal. However, it is more 
economical to use the mod 1 for each full group of 
eight ten-bit resolution unipolar output points. 

Analog Output Driver Amplifier 



Digital Value 
_i — i — i — i — i — i i i i l -i 



10- Bit Resolution Format 



DAC Mod 3 and Mod 4 

DAC 's mod 3 and mod 4 provide bipolar analog volt- 
age output suitable for hybrid systems. This output 
is obtained from digital input consisting of 13 bits 
plus sign. Negative digital input values are handled 
in 2's complement form. 

Mod 3 provides one analog output point. There- 
fore, a maximum system configuration populated 
with mod 2 DAC's provides 64 analog output points. 
Mod 4 has two separate digital-to-analog converters 
in one housing and two analog output points. A max- 
imum system configuration populated with mod 4 
DAC's provides 128 analog output points. 

The format of the 13-bit (plus sign) digital data 
sent from core storage for conversion is: 



The analog output driver amplifier is an optional 
feature that can be installed on each analog output 
point. This amplifier provides a ±10 volt analog 
output signal and permits operation of an analog 
output point with a wide range of load impedances. 
The output impedance of the DAC's is 10,000 ohms. 
To match loads differing greatly from this value , an 
analog output driver amplifier with an output imped- 
ance of less than 0.6 ohm may be used. The analog 
output driver amplifier may also be used to increase 
the DAC output from its normal 5 volts to 10 volts. 

DIGITAL AND ANALOG OUTPUT ADDRESSING 

Digital and analog output points share a group of ad- 
dresses. The decimal range of addresses is 
through 127. 

As shown in Figure 50, each digital output con- 
trol ordered is assigned 16 addresses beginning with 
address 127 for the first erouo of 16 Doints. Address 
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1 


Analog Output 


Digital 
Output 
Contro 


Digital 
Output 
Adapte 


Group No. 

(16 points 

each ) 


t 


DAC Mod 


DAC No. 


1856 


Digital 
Output 
Control 


Digital 
Output 
Adapter 


Group No 
(16 points 

each ) 


1 


DAC Mod 


DAC No. 


1856 


2 or 4 
Output 


1 or 3 

Output 


within 
1856 


2 or 4 
Output 


1 or 3 
Output 


within 
1856 


Addresses 

00-15 

not available 

for 
digital output 


00 
01 
02 
03 
04 
05 
06 
07 
08 
09 
10 
11 
12 
13 
14 
15 

16 
17 
18 
19 
20 
21 
22 
23 
24 
25 
26 
27 
28 
29 
30 
31 

32 
33 
34 
35 
36 
37 
38 
39 
40 
41 
42 
43 
44 
45 
46 
47 

48 
49 
50 
51 
52 
53 
54 
55 
56 
57 
58 
59 


1st 


1st 






4 


16 


3 

2 
1 



64 
65 
66 
67 


1st 


1st 


1 


9th 
(Model 1) 


2nd 






2nd 




1st 


1st 


2 


1st 
(Model 1) 


1st 


1st 


2 


2nd 




2nd 




1st 


1st 


3 


15 


3 
2 
1 




68 
69 
70 
71 
72 
73 
74 
75 
76 
77 
78 
79 

80 
81 
82 
83 
84 
85 
86 
87 
88 
89 
90 
91 
92 
93 
94 
95 

96 
97 
98 
99 
100 
101 
102 
103 
104 
105 
106 
107 
108 
109 
110 
111 

112 
113 
114 
115 
116 
117 
118 
119 
120 
21 


1st 


1st 


3 


2nd 




2nd 




1st 


1st 


4 


1st 


1st 


4 


2nd 




2nd 




1st 


1st 


1 


2nd 

(Model 2) 


14 


3 

2 
1 




1st 


1st 


1 


10th 
(Model 2) 


2nd 




2nd 




1st 


1st 


2 


1st 


1st 


2 


2nd 




2nd 




1st 


1st 


3 


13 


3 
2 
1 



1st 


1st 


3 


2nd 




2nd 




1st 


1st 


4 


1st 


1st 


4 








2nd 




2nd 




7 


28 


3 
2 

1 



1st 


1st 


1 


3rd 

(Model 1) 


3 


12 


3 
2 
1 



1st 


1st 


1 


11th 
(Model 1) 


2nd 




2nd 




1st 


1st 


2 


1st 


1st 


2 


2nd 




2nd 




27 


3 
2 

1 




1st 


1st 


3 


11 


3 
2 
1 




1st 


1st 


3 


2nd 




2nd 




1st 


1st 


4 


1st 


1st 


4 


2nd 




2nd 




26 


3 
2 
1 




1st 


1st 


1 


4th 
(Model 2) 


10 


3 
2 

1 




1st 


1st 


1 


12th 
(Model 2) 


2nd 




2nd 




1st 


1st 


2 


1st 


1st 


2 


2nd 




2nd 




25 


3 
2 

1 



1st 


1st 


3 


9 


3 
2 

1 



1st 


1st 


3 


2nd 




2nd 




1st 


1st 


4 


1st 


1st 


4 


2nd 




2nd 




6 


24 


3 
2 
1 




1st 


1st 


1 


5th 
(Model 1) 


2 


8 


3 

2 
1 



1st 


1st 


1 


13th 
(Model 1) 


2nd 




2nd 




1st 


1st 


2 


1st 


1st 


2 


2nd 




2nd 




23 


3 
2 

1 



1st 


1st 


3 


7 


3 
2 
1 



1st 


1st 


3 


2nd 




2nd 




1st 


1st 


4 


1st 


1st 


4 


2nd 




2nd 




22 


3 
2 

1 



1st 


1st 


1 


6th 
(Model 2) 


6 


3 
2 

1 




1st 


1st 


1 


14th 
(Model 2) 


2nd 




2nd 




1st 


1st 


2 


1st 


1st 


2 


2nd 




2nd 




21 


3 
2 
] 



1st 


1st 


3 


5 


3 
2 
1 



1st 


1st 


3 


2nd 




2nd 




1st 


1st 


4 


1st 


1st 


4 


2nd 




2nd 




5 


20 


3 
2 
1 




1st 


1st 


1 


7th 
(Model 1) 


1 


** 

4 


3 
2 
1 



1st 


1st 


1 


15th 
(Model 1) 


2nd 




2nd 




1st 


1st 


2 


1st 


1st 


2 


2nd 




2nd 




19 


3 
2 

1 



1st 


1st 


3 


3 


3 
2 
1 



1st 


1st 


3 


2nd 




2nd 




1st 


1st 


4 


1st 


1st 


4 


2nd 




2nd 




IS 


3 
2 
1 




1st 


1st 


1 


8th 
(Model 2) 


2 


3 
2 
1 




1st 


1st 


1 


16th 
(Model 2) 


2nd 




2nd 




1st 


1st 


2 


122 
123 


1st 


1st 


2 


2nd 




2nd 




17 


3 
2 
1 



60 


1st 


1st 


3 


1 


3 
2 
1 




24 


1st 


1st 


3 


61 


2nd 




25 


2nd 




62 


1st 


1st 


4 


26 


1st 


1st 


4 


*1 


2nd 




27 


2nd 





Not available when the first digital output control is in 1826. 
*Not available when the first digital output control is in 1801. 



Figure 50. Digital and Analog Output Addresses 
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IZ6 is assigned to me seconu group 01 xb puiiiia. 
This sequence of assignment continues through 
address 16, which is assigned to the last group of 
16 points (in the seventh digital output control). 

The first and all odd numbered 1856 Analog 
Output Terminals ordered must be mod 1. The 
second and all even numbered 1856's must be mod 
2. Each 1856 mod 1 supplies controls and address- 
ing for the next higher numbered 1856 mod 2. Six- 
teen addresses are assigned for each 1856 mod 1 
ordered. Eight addresses are designated for the 
mod 1 , and another eight are designated for the next 
higher numbered mod 2. If the mod 2 is not ordered, 
the addresses designated for it are not available for 
use by digital output groups. 

As shown in Figure 50, addresses 00 through 15 
are assigned to the first 1856 mod 1 and its cor- 
responding mod 2; addresses 16 through 31 are as- 
signed to the second 1856 mod 1 and its correspond- 
ing mod 2. This sequence of assignment continues 
through addresses 112 through 127, which are as- 
signed to the eighth 1856 mod 1 and its correspond- 
ing 1856 mod 2. 



PROGRAMMED CONTROL MODES 

This section describes the control modes available 
for digital and analog output operation. These basic 
control modes are available: (1) direct program 
control, (2) data channel single address , and (3) 
data channel random. 



Direct Program Control 

Using direct program control mode of operation, 
one execute I/O (XIO) write is used to transfer one 
word of data from core storage to a digital output 
group or analog output point. The address of the 
digital output group or analog output point is speci- 
fied in the modifier field of the write input /output 
control command (IOCC). The core storage ad- 
dress of the data word is specified by the address 
word of the write IOCC . 

XIO control may be used with direct program 
control to reset all pulse output registers simultan- 
eously. This feature is useful in generating pulse 
trains and for transmitting pulse duration signals 
to many devices simultaneously. XIO control is 
also used to transfer the contents of all optional 
buffer registers to their respective DAC's, thereby 
permitting simultaneous analog output over a group 
of points . 



L/aia vnaiiiict oniric muuicm 



In data channel single address mode of operation, a 
scries of data words can be transferred from core 
storage to one digital output group or analog output 
point — with only one XIO initialize write initiating 
the action. The input/output control command (IOCC) 
address word contains the core storage address of a 
data table . The first word of the table contains the 
scan control bits and word count for the operation. 
The word count is 1 more than the number of data 
words to be transferred. 

The word following the word count and scan 
control bits in the data table contains the digital 
output group or analog output point address for this 
data table. The data channel "writes" this address 
into digital and analog output basic. Once the ad- 
dress has been transferred, data word transfer to 
the addressed digital output group or analog output 
point proceeds by means of data channel (cycle steal) 
operation. If external sync is not specified, data 
words are transferred to the output group or point at 
the maximum rate of the data channel (core storage 
cycle time) unless a higher-priority data channel 
request is honored. 

The data word transfer operation continues 
until the word count is decreased to 0. At this time, 
the scan control bits are monitored. If continuous 
scanning is indicated, the data channel takes four 
cycles to initialize for the next data table. The first 
cycle transfers the word following the first data table 
to the channel address register (CAR) . This word 
contains the address of the next data table . The 
second cycle reads the first word of the next data 
table to the B-register. A CAR check is then made. 
The third cycle transfers the word count and scan 
control bits to digital and analog output basic . The 
fourth cycle transfers the digital output group or 
analog output point address for this data table to 
digital and analog output basic. Data word transfers 
then resume by means of data channel operations. 

Figure 51 shows two data tables which could be 
used for chained single address operation. In this 
example , the IOCC initiating the operation is at 
locations 3042 and 3043. 



Data Channel Random 

In data channel random mode of operation, digital 
output groups or analog output points can be ad- 
dressed randomly and a data word sent to each ad- 
dressed group or point — with only one XIO initial- 
ize write initiating the action. The input /output 
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Location 
(Decimal) 

2999 
3000 
3001 

■ 

3011 
3012 



Scan 
1 .1 




Word Count = 12 




Output Address 


Data Word 1 


• - 


Data Word 1 1 


Next Table Address = 301 5 



rate of the data channel (core storage cycle time) 
unless a higher-priority data channel request is 
honored . 

Figure 52 shows two data tables that could be 
used for chain random operation. In this example, 
the IOCC initiating the operation is at locations 3114 
and 3115. 



DIGITAL AND ANALOG OUTPUT PROGRAMMING 



Location 
(Decimal) o 

3015 

3016 

3017 

3018 

3041 
3042 
3043 



CAR Check Word = 301 5 


Scan 
0,0 




Word Count = 25 




Group Address 


Data Word 1 2 


• 


Data Word 35 


Starting Table Address = 2999 


Digital/Analog - Initialize Write 



IOCC 



Figure 51. Digital/ Analog Output Data Tables, Chained Single 
Address Mode 



control command (IOCC) address word contains the 
address of a data table. The first word of the data 
table contains the scan control bits and word count 
for the operation . The word count is twice the num- 
ber of data words to be transferred . 

The word following the scan control bits and 
word count in the data table is a digital output group 
or analog output point address. The data channel 
"writes" this address into digital and analog output 
basic. After the address has been transferred, the 
data channel transfers the data word following the 
address in the data table to the addressed output 
group or point . 

This operation continues, alternately transfer- 
ring addresses and data until the word count (which 
is decreased by 1 for each address and each data 
word transferred) reaches 0. At this time, the scan 
control bits are monitored. If continuous scanning 
is indicated, the data channel takes four cycles to 
initialize for the next data table as describe^ under 
"Data Channel Single Address". 

If external sync is not specified, data trans- 
fer with this mode of operation is at the maximum 



Scan 
1 .1 






Word Count = 24 






Output Address 




Data Word 1 






Output Address 2 




Data Word 2 


1 1 1 1 


• J- 

* — r 






Output Address 12 




Data Word 12 


Next T 


able Address = 3100 



Digital and analog output features operate under 
direct program control or data channel control for 
data transfer. They utilize the execute I/O (XIO) 
instruction. 



Location 
(Decimal)_0 

3000 
3001 
3002 
3003 
3004 

• 
3023 

3024 

3025 



Location 
(Decimal)_o 

3100 

3101 

3102 

3103 

3104 

3105 

• 

• 

31*12 

3113 

3114 

•IOCC 
3115 



Figure 52. Digital/Analog Output Data Tables, Chained Random Mode 



CAR Check Word = 3100 


Scan 
0,0 




Word Count = 12 




Output Address 13 


Data W 


ord 13 




Output Address 14 


Data Word 14 


• -J- 

• - 




Output Address 18 


Data Word 18 


Starting Table Address = 3000 


Digital/Analog - Initialize Write 
' 
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The input/output control command (IOCC) refer- 
enced by an XIO must have an area code 01 OiiOO to 
address digital and analog output features. The fol- 
lowing IOCC 's provide operation and control of digi- 
tal and analog output features. 



Digital and Analog Output lOCC's 

Write 



BLAST RESET: This function can be used to im- 
mediately halt any digital or analog output operations 
using external sync. All basic digital and analog out- 
put controls are reset by this command. (Digital 
output and analog output registers are not reset.) If 
a digital or analog output operation with external 
sync is in progress, it is terminated thus making 
digital and analog output basic and the data channel 
available for another XIO. 

Initialize Write 



Data Word Address 
j i i i i i l l L 



110 1 
_J l i — 



Specifies the digital/analog 
output address, /00-/7F 
(00- 127 decimal) 



[l7243A| 

This command causes the data word in the core 
storage location specified by the IOCC address word 
to be transferred to the digital output group or ana- 
log output point specified by modifier bits 9 through 
15. 

Control 



IS 


4 




8 9 10 




15 




110 


1 


' ' 


... 





j 1 = Initiate reset timer \ + 

|l - Transfer buffer registers \ * 
[l = Blast reset | ^ 



ny 



Diagnostic test latch 
control for CE 



This command may be used to perform the three 
functions indicated in the preceding illustration, and 
described next. 

INITIATE RESET TIMER: This function starts the 
3-ms pulse output timer. When the 3-ms time period 
expires, all pulse output points are reset. This 
function is used in conjunction with pulse output 
points to provide pulse trains and pulse-duration sig- 
nals. 



Data Table Address 
-J — i — i — i — i — i l i i_ 



1 10 10 1 



= Random mode 

1 = Single -address mode 

1 - Random mode, external sync 
1 I = Single - address mode, 

external sync 



||7M(.B| 

This command initializes digital and analog input 
basic and the data channel. This initialization pre- 
pares for the transfer of data words from core stor- 
age to digital/analog output points. Digital and ana- 
log output basic may be initialized to one of two 
modes. Operation under each mode is described 
under "Data Channel Single Address" and "Data 
Channel Random". 

External sync may be specified with either mode. 
Without external sync , digital or analog output occurs 
at the maximum rate of the data channel (core stor- 
age cycle time) unless a higher-priority data channel 
request is honored . The actual output data rate to 
customer devices must be limited, if necessary, to 
the device characteristics and the repetition rate 
allowed by the devices to the same output or to single 
outputs. The rate can be controlled either by exter- 
nal sync operation or by programming. 

Caution should be used when chaining data tables 
without external sync . A digital or analog output 
operation without external sync locks out the P-C un- 
til the operation is complete. Chaining data tables 
increases the amount of data that can be transferred 
by a single output operation; therefore , it can increase 
the amount of time the P-C is locked out. 

Sense Device 



TRANSFER BUFFER REGISTERS: This function is 
used in conjunction with analog output points having 
the optional buffer register features. The contents 
of all buffer registers are simultaneously transferred 
to their respective digital-to-analog converters by 
this function. 






li 





4 
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15 




1 


1 
I i 


1 1 1 

1 1 


1—1 1. .1 1 l_ 











- 

1 = 


No indicator reset 
Indicator reset 
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This command causes the digital and analog output 
device status word (DSW) to be read into the ac- 
cumulator . 

Modifier bit 15 controls reset of the DSW indi- 
cators that can be reset by the program. If modifier 
bit 15 is on, the indicators are reset. If modifier 
bit 15 is off, the indicators are not reset. 



interrupt, when the word count is decreased to 
during data channel operations and the scan control 
bits specify an interrupt. 

COMMAND REJECT: This indicator turns on, caus- 
ing an interrupt , if an XIO write or XIO initialize 
write is given while the DAO busy indicator is on. 



Digital/Analog Output DSW Interrupt Indicators 



Digital/Analog Output DSW Noninterrupt Indicators 



Figure 53 shows the format of the digital and analog 
output DSW and defines the indicators that cause 
interrupts. Program resettable indicators are also 
defined . 



Figure 53 shows the format of the digital and analog 
output DSW and defines the noninterrupt and program 
resettable indicators. 



PARITY ERROR: This indicator turns on, causing 
an interrupt, if even parity is detected during data 
transfer to or from core storage, or if a P-C parity 
error is detected while chaining from one table to 
another during a digital or analog output operation. 
A parity error terminates the operation. 

DAO piGITAL /ANALOG OUTPUT) SCAN COM- 
PLETE: This indicator turns on, causing an 



_i i i i * i i t_ 



Indicator Name 



L 



15 DAO Busy 
5-14 Not Used 
— 4 Data Channei Active 



3 Command Reject * * 

2 DAO Scan Complete * * 

1 Pulse Output Timer 

Parity Error * * 



* Interrupt 

* Indicator reset by an XIO sense device with reset 
(Other indicators are reset by their status turnoff). 



Figure 53. Digital/ Analog Output Device Status Word 



PULSE OUTPUT TIMER: This indicator is on when- 
ever the pulse output timer is on. 

DATA CHANNEL ACTIVE : This indicator is on when 
the data channel is busy during a digital or analog 
output operation. The indicator turns off when the 
data channel is released from the operation (last word 
of last data table has been transferred) . In external 
sync operations, the data channel is released after 
the last word is transferred, but before the last ex- 
ternal sync pulse is received. Therefore, data chan- 
nel active turns off but DAO busy remains on until 
the last external sync pulse is received . In opera- 
tions without external sync , data channel active and 
DAO busy turn off at the same time. 

DAO (DIGITAL/ANALOG OUTPUT) BUSY: This in- 
dicator turns on when digital /analog output is in use 
on a data channel. It is turned off by either of two 
conditions: (1) in an operation without external sync, 
the last word of the last data table has been transfer- 
red , or (2) in an operation with external sync , the 
sync pulse acknowledging receipt of the last data word 
of the last table has been received. DAO busy and data 
channel active turn off at the same time in operations 
without external sync . 
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IBM 1053 Printer and IBM 1816 Printer- Keyboard 



The IBM 1053 Printer (Figure 54) provides printed 
output for the 1800 system. 

The IBM 1816 Printer-Keyboard (Figure 55) 
provides console keyboard entry and console printer 
output. The printer portion of the 1816 is physically 
and functionally the same as the 1053. Therefore, 
the printer description and programming are the 
same for the two units. 

Any one of three maximum configurations of 
1053's and 1816's can be attached to the system: 




(1) six 1053's and two 1816's, (2) seven 1053's and 
one 1816, or (3) eight 1053's. 



PRINTER FUNCTIONAL DESCRIPTION 

The printer (1053/1816) operates under direct pro- 
gram control and provides output at a maximum rate 
of 14.8 characters per second. Data and control 
characters (space , tabulate , and so on) are sent to 
the printer by means of the XIO write instruction. 
Because data and control characters are sent to the 
printer in the same manner, a message to be printed 
contains a mixture of both of these types of charac- 
ters. These characters are in a certain sequence — 
the one necessary to give the desired formatted out- 
put. 

The character format within a core storage word 
to be transmitted to the printer is: 



j ■ i ■ i ■ i— 



Figure 54. IBM 1053 Printer 



- 7 Control/Print 

- 6 Upper/Lower Case 

-5 

-4 

-3 

1053 Character Code 
-2 

-1 

-0 J 



|1S646D| 




Each word transferred to the printer contains 
one data or control character. The control charac- 
ters provide a means of programming print line 
format. For example, the carrier return control 
character is used at the end of a print line to return 
the carrier to the left margin. If a carrier return 
is not given, data will in some cases be overprinted 
in the last column of the print line until a carrier 
return is given. Therefore a carrier return should 
be given at the end of each print line . 

All printers can operate in overlapped mode; 
that is, a different message can be printed on each 
printer at the same time . 



Figure 55. IBM 1816 Printer-Keyboard 



Printer Character Coding 

Data to be printed by the printer is converted to type- 
writer character code by the program. Figure 56 
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Figure 56. 1 053/ 1 8 1 6 Printer Character Codes 



shows the characters that can be printed by the 
print element designed for use with the 1800 system, 
and their respective codes. 

Bit position 6 of the character code determines 
whether the character is uppercase shift or 
lowercase shift. The printer shifts only when 
instructed to do so, and it remains in the most re- 
cently specified case until instructed to shift again. 
This fact can be very important. For example, the 
numeric characters through 9 are lowercase shift. 
Therefore, when the output data is alphameric , the 



alphabetic characters should all be lowercase to 
avoid shifting. Each shift would add 60 to 70 ms to 
the print time . 

In Figure 56, note that bit position 7 is off for 
all data characters. When bit 7 is on in an output 
character, the character is interpreted as a control 
character. Control character codes and their re- 
spective functions are shown in Figure 57. 



PRINTER PROGRAMMING 

The printers operate under direct program control, 
utilizing the execute I/O (XIO) instruction. 

The input/output control command (IOCC) refer- 
enced by an XIO must have area and modifier bit 
combinations as shown in the following illustration to 
address a specific printer. 



Area Code 


Modifier Bits 


11 


12 


13 


14 


00001 


4th Printer 


3rd Printer 


2nd Printer 


1st Printer 


01111 


8th Printer 


7th Printer 


6th Printer 


5th Printer 



May be 1 81 6 or 1 053 



Printers 1 and 5 may be either 1816 's or 1053 's. 
Printers 2 through 4 and 6 through 8 are 1053's. 



Function 
Carrier Return 
Tabulate 

Space 

Back Space 

Shift to Red 

Shift to Black 
Line Feed 
Adapter Reset 



10 1 




7 s is 


10 1 


1 « 1 1 1 1 1 


7 8 15 


10 1 


7 8 15 


10 1 




7 8 15 


10 1 


i 


7 8 15 


0,0,0,1 0,1 




7 8 15 


1 1 


1 


7 8 '5 


1 

1 1 1 1 1 1 I 






Hexadecimal 
Representation 

81 

41 



09 

05 
03 
01 



Control Bit 



Figure 57. 1053/1816 Control Character Codes 
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1053/1816 Printer lOCC's 

CE Mode 



IS 


4 




s 


II I? I3 l« 


!5 
















Specifies first 
or second 
printer group 



Defines specific 
printer in group 



- Reset CE mode 

1 ~ Set CE mode 



hsifIBB j 



This command causes the device status word (DSW) 
of the specified printer to be placed in the accumula- 
tor (A). If more than one printer is specified, the 
DSW's for the specified printers are ORed together 
and then placed in the accumulator. 

Modifier bit 15 controls reset of the program 
resettable indicators in the selected printers. If 
modifier bit 15 is on, the indicators are reset. If 
modifier bit 15 is off, the indicators are not reset. 

There is one DSW for each 1053 (Figure 58) , 
and one for each 1816 (Figure 61) . It should be 
noted that if an 1816 is specified, the indicator bits 
for the console keyboard are also ORed into the DSW. 
Therefore, the DSW in the accumulator will appear 
as shown in Figure 61. 



This command places the specified printers (and 
keyboard if 1816 is specified) in CE mode if modi- 
fier bit 15 is on, or removes them from CE mode 
if modifier bit 15 is off. More than one printer may 
be specified at a time. If no printer is specified, 
the command performs as a no-op. 

Write 



15 


G 4 




8 


tl 12 13 14 


15 


Core Storage Address 
> ' ' ' > 


■ i i i 


1 


t 1 







Specifies first 
or second p^ 

printer group 



Defines specific 
printer in group 



| I5649C | 

This command causes the word at the core storage 
location specified by the IOCC address word to be 
sent to the specified printer for printing or control. 
If more than one printer is specified, all those 
addressed will print the same data or perform the 
same control function simultaneously. If no printer 
is specified the command performs as a no-op. 

Sense Device 



is 


u 


i 







II \£ 


li 14 ID 


I t t 1 ■ 1 < 1 1 t ... .+.,,,!.., 




i t i 


• < 


■ iii 



Specifies first 
or second 

printer group 



Defines specific 

nrinhpr In nrnun 
r -■ ■■ ci' -'-r 



- No indicator reset 

1 = Indicator reset 



1053 DSW Interrupt Indicators 

Only one interrupt indicator is associated with each 
printer. All printers within a group of four (1 
through 4 , or 5 through 8) must be assigned to the 
same priority interrupt level. Furthermore, each 
printer within the group must have its DSW interrupt 
indicator assigned to a unique bit position in the 
interrupt level status word. Figure 58 shows the 
format of the 1053 DSW and defines the interrupt 
indicators. Program resettable indicators are also 
defined . 

PRINTER SERVICE RESPONSE: This indicator turns 
on, causing an interrupt, each time a printer has 
completely printed the character or performed the 
control function sent by the last XIO write. 



Indicator Name 

-13CE Not Ready 
•12 CE Busy 

- 9 Printer Parity Error * 

- 6 Keyboard Not Ready * 

- S Prtntai- Mrtt Porirlw 
~ '-' ' "" / 

" 4 Printer Busy 

" Printer Service Response ** 



* Interrupt 

* Indicator reset by an XIO sense device with reset 
(Other indicators are reset by their status turn off) 

* Always on when first or fifth printer is a 1053 



| !S6Slh 



15650D | 



Figure 58. 1053 Device Status Word 
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1053 DSW Noninterrupt Indicators 

Figure 58 shows the 1053 DSW format and defines 
noninterrupt and program resettable indicators . 

PRINTER BUSY: When on, this indicator shows that 
the printer is in the process of printing a character 
or performing a control function and should not be 
given another XIO write. This indicator turns on 
at the time data is sent to the printer and remains 
on until the printer has completed the action re- 
quired . 

Whenever printer busy is on, printer not ready 
is also on. 

PRINTER NOT READY: When off, this indicator 
shows that the printer is properly loaded with forms , 
has dc power, is not in CE mode, and is not busy. 

Usually , the program must determine that 
printer not ready (or CE not ready) is off before an 
XIO write is given. If an XIO write is given while 
printer not ready is on, loss of information will 
probably occur. No indication of the loss is given. 

One exception to the preceding rule is an 
XIO write with an adapter reset control character. 
This control character causes a blast reset to the 
adapter. If printer not ready is a result of a 
busy condition, the busy condition is reset and the 
printer becomes available for another XIO opera- 
tion. If printer not ready is a result of a condi- 
tion other than busy, the adapter reset control 
character performs no useful function. 

If printer not ready is tested and found to be on, 
printer busy should then be tested. If printer busy 
is off, operator intervention is required unless the 
printer is in CE mode. However, printer not ready 
on with printer busy on indicates that the printer 
has not completed the function specified by the pre- 
vious XIO . If a malfunction prevents completion of 
an operation, the printer and adapter are locked in 
a busy and not ready condition. To clear this con- 
dition, an XIO write with an adapter reset control 



character is required. However, the program must 
ensure that enough time is allowed for the previous 
operation to be completed before a reset is given . 
Otherwise, an operation may be prematurely ter- 
minated. Carrier return is the worst-case opera- 
tion; it may require as much as 2 seconds for 
completion. 

PRINTER PARITY ERROR: This indicator is turned 
on when a parity error is detected in the character 
received from the P-C . 



CE BUSY: When the printer is in CE mode, this 
indicator is used in place of the printer busy indica- 
tor . All conditions defined in the printer busy status 
are applicable to this indicator in CE mode only. 
Programs utilizing CE mode use this indicator in- 
stead of the printer busy indicator. 

CE NOT READY: When the printer is in CE mode, 
this indicator is used in place of both the keyboard 
not ready and the printer not ready indicators. All 
conditions defined for both indicators are applicable 
to this indicator in CE mode only. Programs utiliz- 
ing the CE mode use this indicator instead of printer 
not ready or keyboard not ready indicators . 



KEYBOARD FUNCTIONAL DESCRIPTION 

The input speed of the 1816 Printer-Keyboard is 20 
characters per second, but is usually limited by the 
speed of the operator. The keyboard operates under 
direct program control. 

When a key is struck by the operator, the key- 
board emits a coded character representing the key , 
and a keyboard service response interrupt is gener- 
ated. The keyboard service response interrupt sig- 
nals the program that a character is ready to be read 
into core storage. A subsequent XIO read transfers 
the character into core storage. 
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Keyboard entries are not printed automatically. 
The P— C must h<? ^ro^rammed to orovide output on 
the printer for each keyboard entry. Conversion 
from the keyboard input character code to the printer 
output character code must also be accomplished by 
the program. 



Keyboard Character Coding 

Keyboard input character codes, as they appear in 
core storage, are related to IBM card code. Figure 
59 shows the various characters, their hexadecimal 
codes, the corresponding card codes, and the bit 
formats in core storage. 



Keyboard Functional Keys 

The arrangement of the various keyboard keys is 
shown in Figure 60. The power on switch (not shown 
in Figure 60) located on the 1816 front panel should 
be left on at all times for printer operation. 

REST KBD (Restore Keyboard): This key allows the 
operator to restore the keys if they should become 
interlocked. System reset from the P-C console 
also restores the keyboard. 

KBD REQ (Keyboard Request) : This key causes an 
interrupt in the P-C . 

EOF (End of Field): When the P-C responds to this 
key , a word containing only a 12-bit is placed in 
core storage. Analysis of this word allows the pro- 
gram to determine that no further characters are to 
be sent in this message. 



ER FLD (Erase Field): When the P-C responds to 
this key, a word containing only a 14-bit is 
placed in core storage. Analysis of this word 
allows the program to determine that the mes- 
sage being entered is to be deleted and replaced 
by a corrected message. 



ER CHR (Erase Character): When the P-C responds 
to this key, a word containing only a 13-bit is placed 
in core storage. Analysis of this word allows the 
program to determine that the last character re- 
ceived is to be replaced by the next character to be 
entered . 
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Figure 59. 1 8 1 6 Keyboard Input Codes 
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NUMERIC 



(Blonk) 



TAB 




(Blonk) 



(Blank) 



i(Blonfc) 



(Bl< 



EismmmammmmiEii 



ER 
FLD 



RETURN 



NUM 




ALPHA 



ALPHA 



PROCEED 



MOTOR 



Figure 60. 1816 Keyboard 



NUM (Numeric): This key places the keyboard in 
the numeric (uppercase shift) mode . The keyboard 
remains in this mode until changed. If the numbers 
or symbols which appear on the top portion of the 
keys are desired, the keyboard must be placed in 
numeric mode . 

ALPHA (Alphabetic) : This key places the keyboard 
in the alphabetic (lowercase shift) mode. The key- 
board remains in this mode until changed. If the 
letters or symbols that appear on the bottom portion 
of the keys are desired, the keyboard must be placed 
in alphabetic mode. 



Keyboard Lights 

PROCEED: This light comes on when the P-C has 
performed an XIO control placing the keyboard in 
proceed status. This light goes off 25 ms after a 
key is pressed (at which time keyboard service 
response interrupt is given) or when an XIO read is 
performed . 

ALPHA (alphabetic): When on, this light indicates 
that the keyboard is in alphabetic mode (lowercase 
shift) . 

NUMERIC: When on, this light indicates that the 
keyboard is in numeric mode (uppercase shift) . 



Operating Example 

The following procedure describes a typical use of 
the keyboard . 



1. 

2. 



3. 



4. 



Press REST KBD to restore the keyboard. 
Press KBD REQ. The key locks down, the key- 
board is interlocked and after 25 ms, keyboard 
request interrupt is set. 

The program is interrupted. An XIO sense de- 
vice reads the DSW into the accumulator, where 
it is interrogated and the keyboard request bit 
is found on. (XIO sense device uses modifier 
bit 15 to turn off the interrupt request.) 
The program issues an XIO control. The pro- 
ceed light turns on, the keyboard is restored, 
and the DSW keyboard not ready indicator turns 
on. 

Press any character key. The key locks down 
and the keyboard is interlocked. After 25 ms, 
the proceed light turns off, a keyboard service 
response interrupt is set, and the DSW keyboard 
not ready indicator turns off. 
The program is interrupted . An XIO sense de- 
vice reads the DSW into the accumulator, where 
it is interrogated and the keyboard service re- 
sponse bit is found on. (XIO sense device uses 
modifier bit 15 to turn off the interrupt request.) 
The program issues an XIO read to read 
the character into core storage. If a parity 
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8. 



error is detected, the program may read 

again. 

Steps 4 through 7 are repeated until the message 

is complete , as indicated by pressing EOF . 



KEYBOARD PROGRAMMING 



Control 



8 II 12 13 14 IS 



10 1 

..t.... : ..i....l — I — I — I— I — I — I — 1 — I — I — I — LjJ I I I I I ' ■ ■ * ■ — I I 1 1— 



Specifies first 
or second 
printer group 



Defines 1816 



P" 



The 1861 's operate under direct program control, 
utilizing the execute I/O (XIO) instruction. 

The input/output control command (IOCC) refer- 
enced by an XIO addresses the 1816 's using the same 
principle as 1053 printer addressing. For example, 
an area code of 00001 with modifier bit 14 on ad- 
dresses the 1816 in printer position 1. Similarly, 
an area code of 01111 with modifier bit 14 on ad- 
dresses the 1816 in printer position 5. 



1816 Keyboard lOCC's 

CE Mode 

15 4 » II 12 13 14 IS 



■ 5.% . j l | 1111 1 vi 1 5: 1 l it , 
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second printer 
group 
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= Reset CE mode 
= Set CE mode 



This command places the 1816 in CE mode if modi- 
fier bit 15 is on, or removes the 1816 from CE mode 
if modifier bit 15 is off. 

Read 
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ter to be read into the core storage location speci- 
fied by the IOCC address word. It also turns off 
the proceed light. 

The character can be reread if desired. 



This command places the keyboard in proceed status 
so that a character can be entered . It also turns on 
the proceed light and restores the keyboard . 

Sense Device 







i i i 
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Specifies first 
or second 
printer group 


Defines 1816[* ' 




- No indicator reset 

1 - Indicator reset 
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This command causes the device status word psw) 
of the 1816 to be placed in the accumulator (A). The 
DSW is shown in Figure 61. 



4 5 6 7 8 9 



Indicator Name 

-13 CE Not Ready 

-12 CE Busy 

- 9 Printer Parity Error * 

- 8 Keyboard Parity Error * 

- 7 Storage Protect Violation ' 

- 6 Keyboard Not Ready 

- 5 Printer Not Ready 

- 4 Printer Busy 

- 2 Keyboard Request ** 

- 1 Keyboard Service Response *' 

- Printer Service Request ** 



— . — r . 
" Indicator reset by XIO sense device with reset 
{Other indicators are reset by their status turnoff) 



Figure 61. 1816 Device Status Word 
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Modifier bit 15 controls reset of the program 
resettable indicators in the DSW. If modifier bit 15 
is on, the indicators are reset. (Any 1816 printer 
indicators that are on will be reset at the same 
time.) If modifier bit 15 is off, the indicators are 
not reset. 



1816 DSW Interrupt Indicators 

Three interrupt indicators are associated with the 
1816: one for the printer and two for the keyboard. 
All three indicators are ORed together as a single 
interrupt. This single interrupt is assigned to a 
priority interrupt level and a unique interrupt level 
status word bit. The format of the 1816 DSW is 
shown in Figure 61 and interrupt and program reset- 
table indicators are defined. 

PRINTER SERVICE RESPONSE : This indicator 
turns on, causing an interrupt, each time the printer 
has printed the character or performed the control 
function sent by the last XIO write . 

KEYBOARD SERVICE RESPONSE: This indicator 
turns on , causing an interrupt , when a character 
key on the keyboard is pressed. This interrupt in- 
dicates that a character is ready to be read into core 
storage . 

KEYBOARD REQUEST: This indicator turns on, 
causing an interrupt, when KBD REQ is pressed. 



1816 DSW Noninterrupt Indicators 

Figure 61 shows the format of the 1816 DSW and 
defines noninterrupt and program resettable indi- 
cators. 

PRINTER BUSY: When on, this indicator shows 
that the printer is in the process of printing a 
character or performing a control function, and 
should not be given another XIO write. This indi- 
cator turns on when data is sent to the printer and 
remains on until the printer has completed the 
action required. 

Whenever printer busy is on , printer not ready 
is also on. 



PRINTER NOT READY: When off, this indicator 
shows that the printer is properly loaded with forms, 
has dc power, is not in CE mode, and is not busy. 

Usually , the program must determine that 
printer not ready (or CE not ready) is off before an 
XIO write is given. If an XIO write is given while 
printer not ready is on, loss of information will 
probably occur. No indication of the loss is given. 

One exception to the preceding rule is an XIO 
write with an adapter reset control character. This 
control character causes a blast reset to the adapt- 
er. If printer not ready is a result of a busy condi- 
tion, the busy condition is reset and the printer be- 
comes available for another XIO operation. If 
printer not ready is a result of a condition other than 
busy, the adapter reset control character performs 
no useful function. 

If printer not ready is tested and found to be on, 
printer busy should then be tested. If printer busy 
is off, operator intervention is required unless the 
1816 is in CE mode. However, printer not ready on 
with printer busy on indicates that the printer has 
not completed the function specified by the previous 
XIO . If a malfunction prevents completion of an 
operation, the printer and adapter are locked in a 
busy and not ready condition. To clear this condi- 
tion , an XIO write with an adapter reset control 
character is required. However, the program must 
ensure that enough time is allowed for the previous 
operation to be completed before a reset is given. 
Otherwise, an operation may be prematurely ter- 
minated. Carrier return is the worst-case operation; 
it may require as much as 2 seconds for completion. 

KEYBOARD NOT READY: When off, this indicator 
shows that the keyboard is attached, has dc power, 
is not in CE mode, and is not busy. The keyboard 
is normally not ready from the time a keyboard con- 
trol is given until the keyboard service interrupt is 
generated, which is 25 ms after a character key has 
been pressed. This indicator is always on if no 1816 
is attached in the first or fifth printer position. 

The program must always determine that key- 
board not ready is off before an XIO control or read 
is given. Otherwise, loss of information may occur 
with no indication to the program. 

STORAGE PROTECT VIOLATION: This indicator is 
turned on if an attempt is made to read data from 
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the keyboard into a storage-protected core storage 
location. 

KEYBOARD PARITY ERROR: This indicator is 
turned on if the P-C detects a parity error in the 
character received during an XIO read. 

PRINTER PARITY ERROR: This indicator is turned 
on when a parity error is detected in the character 
received from the P-C . 

CE BUSY: When the 1816 is in CE mode, this indi- 
cator is used in place of the printer busy indicator. 



All conditions defined in the printer busy status are 
applicable to this indicator in CE mode only. Pro- 
grams utilizing CE mode use this indicator instead 
of the printer busy indicator. 

CE NOT READY: When the 1816 is in CE mode, this 
indicator is used in place of both the keyboard not 
ready and the printer not ready indicators. All con- 
ditions defined for both the indicators are applicable 
to this indicator in CE mode only. Programs utiliz- 
ing CE mode use this indicator instead of printer not 
ready or keyboard not ready indicators . 
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IBM 1054 Paper Tape Reader and IBM 1055 Paper Tape Punch 



The IBM 1054 Paper Tape Reader (Figure 62) and 
IBM 1055 Paper Tape Punch (Figure 63) provide 
paper tape input /output for the 1800 system. One of 
each unit may be attached to the system. 



FUNCTIONAL DESCRIPTION 



Paper Tape Reader 

The 1054 operates under direct program control and 
reads one-inch, eight-channel paper tape at a maxi- 
mum rate of 14. 8 characters per second. 

Paper tape reading is initiated by an XIO control. 
This command loads a character into an input buffer 
and then moves the paper tape one character position. 
When the buffer has been loaded, an interrupt is 
initiated to signal the program that a character is 
available for reading into core storage . The charac- 
ter is read into core storage by a subsequent XIO read. 

The elapsed time from the execution ot the XIO 
control to the initiation of the interrupt is approxi- 
mately 15 ms . To maintain the 14 . 8 characters per 
second operating speed of the 1054, the XIO read 
must be given within 60 ms after the interrupt. This 
timing ensures that another XIO control can be exe- 
cuted to energize the reader clutch preparatory to 
reading the next character. 



Paper Tape Punch 

The 1055 operates under direct program control and 
punches one-inch, eight-channel paper tape at a max- 
imum rate of 14.8 characters per second. 

Paper tape punching is initiated by an XIO write. 
This command starts the punch and causes the data in 
the core storage location specified by the command to 
be punched into the tape. Each core storage word 
contains one paper tape character 



Character Coding 

The 1054 reads input data into core storage in the 
form of an image of the punched holes . Figure 64 
shows the relationship between bits of the core stor- 
age word and channels of the tape . One paper tape 
character is read into each addressed core storage 
location. Any code translation must be done by 
programming. 

Punching is similar. The 1055 punches paper 
tape as an imaere of bit Dositiona through 7 of the 
core storage word. Figure 64 related the bit posi- 
tions to the channels. One character is punched from 
each addressed core storage location. Coding and 
recognition of control characters (such as feed code) 
and special data characters must be accomplished by 
programming. 





Figure 62. IBM 1054 Paper Tape Reader 



Fieure 63. IBM 1055 Paper Tape Punch 
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Figure 64. 1054/1055 Word Format 



PAPER TAPE PROGRAMMING 

Both the 1054 and 1055 operate under direct program 
control, utilizing the execute I/O (XIO) instruction. 

The input/output control command (lOCC) refer- 
enced by an XIO must have an area code of 00011 to 
address the 1054/1055. Both the 1054 and 1055 are 
addressed by the same area code and may operate 
simultaneously . 



1054/1055 lOCC's 

CE Mode 



1 1 



Paper Tape Initial Program Load 

If no 1442 Card Read Punch is included in the sys- 
tem, the 1054 is wired for initial program load (IPL). 
IPL is initiated by pressing PROG LOAD on the P-C 
console. Doing so forces the 1054 into a run condi- 
tion, in which it reads characters at its maximum 
rate of 14.8 characters per second. Data words are 
read into core storage starting at the location speci- 
fied by the instruction (I) register (normally reset to 
/0000) . 

Paper tape channels 1 through 4 of each tape 
character are used as data bits for assembly into a 
16-bit core storage word during IPL. Four tape 
characters are required to assemble one 16-bit word, 
as shown in Figure 65 . 

Once a word has been assembled in the 1054 
adapter, it is automatically transferred to core stor- 
age . The I- register is increased by 1 for each word 
transferred. 

The IPL operation continues until a channel-5 
punch in other than a delete character is detected. 
(A delete character is defined as a hole in all tape 
channels except channel 8.) When a channel-5 punch 
is detected, IPL mode is terminated, the 1054 stops, 
the I-register is reset to /0000, and the P-C com- 
mences execution of the program. The tape char- 
acter with the channel-5 punch is not read into core 
strvrao-e. Tt should be noted that the 1054 remains 
busy and not ready for several milliseconds after IPL 
mode is terminated. 

During IPL, delete characters are recognized by 
the reader and not used for assembly into the 16-bit 
word. Delete characters are not recognized or 
handled in any special manner by the 1054 except in 
IPL mode . 



= Reset CE mode 

1 = Set CE mode 



J 
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This command places the 1054/1055 in CE mode if 
modifier bit 15 is on, or removes the 1054/1055 
from CE mode if modifier bit 15 is off. 



Write 
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This command causes the character in bit positions 
through 7 of the core storage location specified by 
the IOCC address word to be sent to the 1055 for 
punching. 
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Figure 65. 1054 IPL Word Format 
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Read 



1054/1055 DSW Interrupt Indicators 



Core Storage Address 



1 1 10 

J I I I I 1 1 I I L. 
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This command causes the character in the paper tape 
buffer to be read into bit positions through 7 of the 
core storage location specified by the IOCC address 
word. Bit positions 8 through 15 of the core storage 
location are set to . 

Prior to issuing an XIO read, an XIO control 
should be executed to load a character into the buffer. 

Control 



« is 


4 




8 


11 


IS 


' ' * t i i i i i i i i i i i ■ 


11 

III! 


1 
1 1 


1 1 


1 


1 1 , 



This command causes one paper tape character to 
enter the paper tape buffer , the tape to advance one 
character position, and a reader service interrupt to 
be initiated. This interrupt signals that a character 
is ready in the buffer, to be read into core storage by 
a subsequent XIO read . 

This command is valid only if modifier bit 11 
(start paper tape reader) is on . 

Sense Device 



11 

1 1 1 L_ 



1 1 1 



- No indicator reset 

1 = Indicator reset 



J 
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This command causes the 1054/1055 device status 
word (DSW) to be loaded into the accumulator (A) . 
The DSW is shown in Figure 66. 

Modifier bit 15 controls reset of the program 
resettable indicators. If modifier bit 15 is on, the 
indicators are reset. If modifier bit 15 is off, the 
indicators are not reset. Because the DSW is shared 
by the 1054 and 1055 , care must be used in resetting 
indicators. Otherwise, indicators for one device may 
be lost when both devices are operating simultaneously. 



Two interrupt indicators are associated with the 1054/ 
1055. These two interrupts are internally wired 
together and assigned to the same priority interrupt 
level. Figure 66 shows the 1054/1055 DSW format 
and defines interrupt and program resettable indica- 
tors. 

READER SERVICE RESPONSE: This indicator turns 
on, causing an interrupt, when the 1054 completes 
execution of an XIO control. This interrupt indicates 
that a character is available in the paper tape buffer 
and can be read into core storage . 

PUNCH SERVICE RESPONSE : This indicator turns 
on, causing an interrupt, when the 1055 finishes 
punching a character sent by an XIO write . This 
interrupt indicates that the 1055 can accept another 
command . 



1054/1055 DSW Noninterrupt Indicators 

Figure 66 shows the 1054/1055 DSW format and de- 
fines noninterrupt and program resettable indicators. 



I 2 3 4 5 6 7 9 9 10 II 12 13 14 15 



Indicator Name 

' 13 CE Punch Not Ready 
' 12 CE Punch Busy 
11 CE Reader Not Ready 
10 CE Reader Busy 

9 Reader Storage Protect ' 

8 Reader Parity Error * 

7 Punch Not Ready 

6 Punch Busy 

5 Reader Not Ready 

4 Reader Busy 

3 Punch Service Response ** 

2 Punch Parity Error # 

1 Reader Service Response ** 

Reader Any Error * 



* Interrupt 

Indicator reset by an XIO sense device with reset 
(Other indicators are reset by their status turnoff) 



Figure 66. 1054/1055 Device Status Word 
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READER ANY ERROR: This indicator turns on 
during transfer of a word from the 1054 to core 
storage if either a parity error or storage protect 
violation is detection. 

PUNCH PARITY ERROR: This indicator turns on if 
a parity error is detected in any character being 
sent to the 1055 by an XIO write . 

READER BUSY: This indicator turns on when an 
XIO control (start paper tape reader) is given. It 
remains on until data is available (approximately 
15 ms) , as indicated by a reader service response 
interrupt. 

Whenever reader busy is on , reader not ready 
is also on. 

READER NOT READY: When off, this indicator 
shows that the 1054 is properly loaded with paper 
tape, the tape is feeding freely, and the 1054 is not 
busy or in CE mode. 

The program must always determine that 
reader not ready (or CE not ready) is off before an 
XIO control or read is given. If an XIO read is 
given while this indicator is on, erroneous data can 
be read into core storage . No indication of the cor- 
rectness of the data read is given. 

If reader not ready is tested and found to be on, 
reader busy should then be tested. If reader busy 
is off, operator intervention is required unless the 
1054 is in CE mode . However , the combination of 
reader not ready on and ready busy on indicates that 
the 1054 has not finished execution of a previous 
XIO control. 

Reader not ready is on continuously if no 1054 
is attached to the system. 



PUNCH BUSY: This indicator is on for the total 
time the punch is mechanically engaged and punching 



a character (approximately 68 ms) . During this 

Whenever punch busy is on, punch not ready is 
also on. 

PUNCH NOT READY: When off, this indicator shows 
that the 1055 is properly loaded with paper tape , the 
tape is feeding freely, the tape pressure lever is 
down and holding tape against the feed wheel, and the 
1055 is not busy or in CE mode. 

The program must always determine that punch 
not ready (or CE punch not ready) is off before an 
XIO write is given. If an XIO write is given while 
this indicator is on, data will probably be lost. No 
indication of the loss is given. 

Punch not ready is on continuously if no 1055 is 
attached to the system. 

READER PARITY ERROR: This indicator turns on 
if a parity error is detected in a character transfer- 
red from the 1054 to core storage by an XIO read. 

READER STORAGE PROTECT: This indicator turns 
on if an XIO read attempts to transfer a character 
from the 1054 to a storage-protected core storage 
location. 

CE READER BUSY: When the 1054 is in CE mode, 
this indicator is used in place of the reader busy 
indicator. 

CE READER NOT READY: When the 1054 is in CE 
mode , this indicator is used in place of the reader 
not ready indicator. 

CE PUNCH BUSY: When the 1055 is in CE mode, 
this indicator is used in place of the punch busy 
indicator. 

CE PUNCH NOT READY: When the 1055 is in CE 
mode, this indicator is used in place of the punch not 
ready indicator. 
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IBM 1442 Card Read Punch 



The IBM 1442 Card Read Punch (Figure 67) provides 
card input /output for the 1800 system. A maximum 
of two 1442's (model 6 or 7) can be attached to the 
system. 



FUNCTIONAL DESCRIPTION 

The 1442, operating under data channel control, 
transports cards through the unit and accomplishes 
reading and punching as directed by the program. 
Cards are fed from a single supply hopper. They 
first pass the read station, then the punch station, 
as shown in Figure 68. Reading or punching is per- 
formed serially — column by column. 
Maximum machine speeds are: 



Maximum reading rates are attained only when 
successive XIO initialize reads arrive early enough 
to re-energize the read clutch before the clutch latch 
point is reached. To accomplish this arrival timing, 
successive XIO initialize reads must arrive within 
35 milliseconds (25 ms, model 7) after the operation 
complete interrupt is given by the 1442. If an XIO 
initialize read does not arrive within this time, the 
maximum reading rate becomes 285 cards per min- 
ute (cpm) for model 6 and 375 cpm for model 7. 

Punching rates depend on the position of the card 
when the last column is punched. The punching speed 
ranges are: 

Model 6: 49 cpm to 262 cpm 
Model 7: 91 cpm to 355 cpm 



Operation Model Speed 



Read 



Punch 



6 300 cards per minute 

7 400 cards per minute 

6 80 columns per second 

7 160 columns per second 



The approximate time required to punch a single 
card is: 



Model 6: 216 ms + 12.5 ms for each card 
column spaced or punched. 




Card 
• Cornering 
Position 



Punching 
Station 



_ Reading 
Station 




Stacker 2 



Stacker Capacity 
1300 Cards 



[ I.iii.vl >.| 



Figure 67. IBM 1442 Card Read Punch 



Figure 68. 1442 Card Path 
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Model 7: 163 ms ^6.25 m? for each carrl coliitrin 
spaced or punched . 



Last Column 




Total Punch 






Punched 


Punch Time (ms) 


Cycle Time (ms) 


Cards pe 


Minute 


Model 6 
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Model 6 


Model 7 


Model 6 


Model 7 
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13 
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55 
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1442 to read one card, in packed mode, into 40 
ascending core storage locations beginning at the 
address specified by the instruction (I) register 
(normally reset to /0000). Following this load oper- 
ation, the P-C branches to location /0000 and com- 
mences program execution. The mode switch should 
be on RUN or SIW/CS for program operation. 



Power Down Consideration 

If a card is left under the punches when the 1442 is 
powered down, it may be punched in one column. To 
prevent this, all cards should be run out and the unit 
made not ready prior to powering down. 



Data Channel Assignment 

If two 1442 's are attached to the system, they must 
be assigned to separate data channels if they are to 
operate simultaneously. 



Character Coding 

The 1442 reads in either of two modes: card image 
or packed . It punches in card image mode only . Any 
combination of bits may be read or punched; there- 
fore , any code translation required must be done by 
the stored program. 



Functional Keys 

START: When initially loading the 1442 with cards, 
pressing START causes the bottom card in the hopper 
to move to the read station (run-in) and initiates ready 
status . 

After manually stopping the 1442 or when initiating 
a last-card routine, pressing START restores ready 
status. 

STOP : This key removes the 1442 from ready status . 
If card I/O is in process, the key must be held down 
until the operation complete interrupt is given; other- 
wise the 1442 will not recognize that STOP has been 
pressed . 



CARD IMAGE MODE: In this mode, the exact image 
of holes punched in the card is read and transferred 
to core storage. The relationship of the twelve rows 
in a card column to the bit positions of a core stor- 
age word is shown in Figure 69. Note that core stor- 
age word bit positions 12 through 15 are all set to 0. 
Card image character codes are shown in Figure 70. 



PACKED MODE: In this mode, card rows 12 through 
15 of the odd-numbered card columns and card rows 
12 through 15 of the even-numbered card columns 
are asseniuieu into one 16— uit woru anu t,rans±erreu 
to core storage . Card rows 6 through 9 are ignored 
in all card columns. The 16-bit word is assembled 
as shown in Figure 71. 



Card Initial Program Load 

The first 1442 attached to the system is wired for 
initial program load (IPL) . IPL is initiated by press- 
ing PROG LOAD on the console. This causes the 
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Figure 69. 1442 Card Image Format, Read or Punch 
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Figure 70. 1442 Card Image Character Codes 



NPRO (Nonprocess Runout) : This key is used to 
eject cards from the serial path without processing 
them and also resets the error conditions. The key 
is effective only if the hopper is empty. However, 
if the key is held depressed when the hopper goes 
empty during card operations, the operation com- 
plete interrupt for the card being processed is not 
given. 



Lights 



READY: This light indicates that the 1442 is pre- 
pared to accept commands from the P-C . The follow- 
ing conditions are required: 

1 . Power on . 

2. Card properly registered in the read station. 

3. Either cards in the hopper or 1442 in last-card 
routine . 

4 . Stacker not full . 

5. Check light off . 

6. Chip box light off . 



POWER ON: This light indicates that ac power is 
being supplied to the 1442. 

CHIP BOX: This light indicates that the punch chip 
box is either full or has been removed. This con- 
dition removes the 1442 from ready status. 



CHECK: This light indicates that one of the eight 
error conditions exists. These are displayed on the 
back-lighted panel of the 1442 and are described in 
the following paragraphs . Any of these error con- 
ditions removes the 1442 from ready status and can be 
reset only by pressing NPRO with the hopper empty. 
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Even-Numbered Columns 



Odd -Numbered Columns 



Row 

12 / 

11 

1 

2 
3 
4 
5 
6 
7 



I 

I I 1 



I I 
I I I 
I I 
I I I 
I I 



12 3 4 



f \r \ 

I 2 3 4 8 6 7 8 9 10 II 12 13 14 15 



01 101 101 10101011 
— I — l — l — I — l — l — l — I I I I I I I 



I 2 3 4 9 6 7 S 9 10 II 12 13 14 15 



11 010010001 11110 
— I — I — I — I — I — I — l — l — l — I I I l ■ » 



_ P - C Word formed from 
column 1 & 2 



_P - C Word formed from 
columns 3 & 4 



registration of the card, or (2) failure of the first and 
second readings of a card column to compare equally. 

PUNCH: This light indicates that a punching error 
has been detected. Punching into prepunched columns 
does not cause a punch error. 

OVERRUN: This light indicates that the data was lost 
because the channel failed to transfer data to or from 
core storage within the time the 1442 required service. 



1442 PROGRAMMING 

The 1442 operates under data channel control for data 
transfer and utilizes the execute I/O (XIO) instruction. 

The input/output control command (IOCC) refer- 
enced by the XIO must have an area code of 00010 to 
address the first 1442 , or an area code of 10001 to 
address the second 1442. The following IOCC's pro- 
vide for operation and control of the 1442 . 



1442 IOCC's 

CE Mode 



Figure 71. 1442 Packed Format, Read 



HO PR (Hopper) : This light indicates that a card 
failed to pass properly from the hopper to the read 
station area. 

READ ST A (Station): This light indicates that a card 
was not properly positioned (feed check) at the read 
station. 
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Specifies first 
or second 1442 
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- Reset CE mode 

1 - Set CE mode 
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This command places the 1442 in CE mode if modi- 
fier bit 15 is on, or removes the 1442 from CE mode 
if modifier bit 15 is off. 

Control 



PUNCH STA (Station): This light indicates that a 
card was not properly positioned (feed check) at the 
punch station. 

TRANS (Transport): This light indicates a card jam 
in the area between the punch station and the stack- 
ers. 

FEED CLU (Clutch): This light indicates that a feed 
cycle was taken that was not requested. 
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1 = Select stacker 2 





1 - Feed cycle 
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READ REG (Registration): This light indicates that 



This command causes the 1442 to perform a stacker 
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modifier bits 8 and 14, respectively. This command 
performs as a no-op if the 1442 is busy or not ready . 

FEED CYCLE: This function ejects the card at the 
punch station to the stackers , feeds a card through 
the read station (without reading) and registers it at 
the punch station, and feeds the bottom card in the 
hopper into the read area. 

The 1442 is busy during the feed operation. 
When the feed operation is completed , an operation 
complete interrupt is given. 

STACKER SELECT: This function causes the next 
card leaving the punch area to enter the alternate 
stacker. It is effective for only one card. If feed 
cycle is also specified in the command, the card 
ejected from the punch station enters the alternate 
stacker. 

The 1442 is not busy during a stacker select 
function. No interrupt is generated at the end of the 
operation. 

Initialize Write 



This command causes 80 columns of data (one card) 
to be read and transferred to core storage by means 
of data channel (cycle steal) operations. The starting 
core storage location is specified by the IOCC 
address word. An operation complete interrupt is 
given after all 80 columns have been read. 

If modifier bit 15 is off, the data is read in card 
image mode and placed in 80 ascending core storage 
locations, beginning with the start address specified. 
If modifier bit 15 is on, the data is read in packed 
mode and placed in 40 ascending core storage loca- 
tions, beginning with the start address specified. 

This instruction performs as a no-op if the 1442 
is busy or not ready. 

Sense Device 






15 





* 




8 


15 


*»»'»»'»•> 




1 1 1 


t i i i i. .1 





Specifies first 
or second 1442 



u 



= No indicator reset 

1 = Indicator resest 



Core Storage Address 10 1 

1 1 1 1 1 — I — i — I 1 — I 1 — 1 — I 1 1 1 L_J I I I I I I I i l_ 



Specifles first 
or second 1442 



vT 



This command causes data to be transferred from 
core storage to the 1442, and punched in card image 
mode. The starting location of this data is specified 
by the IOCC address word. Data is transferred under 
data channel (cycle steal) operation until the last 
data word to be punched is indicated by bit position 
12 of the data word being on. After the last data 
word is punched, an operation complete interrupt is 
given. 

The command performs as a no-op if the 1442 
is busy or not ready. 

Initialize Read 



Core Storage Address 
■ ■ ■ » i t i — i — i — l 



1 1 



ZH 



Specifies first 
or second 1442 



= Card image mode 

1 = Packed mode 



This command causes the 1442 device status word 
pSW) to be read into the accumulator. The DSW is 
shown in Figure 72. 

Modifier bit 15 controls reset of the program 
resettable indicators in the DSW. If modifier bit 15 
is on, the indicators are reset. If modifier bit 15 is 
off, the indicators are not reset. 



Indicator Name 

15 Not Ready 

14 Busy 

13 CE Not Ready 

12 CE Busy 

7 Feed Check at Read Station 

6 Storage Protect Violation * 

5 Parity Error ^ 

4 Operation Complete * * 

3 Last Card 

2 Any Error 



1 2 


3 < 


5 


( 


] 




8 9 10 II 12 13 M 15 






























L 


- 

















































* Interrupt 



Indicator reset by XlOsense device with reset 
(Other indicators are reset by their status turnoff) 



Figure 72. 1442 Device Status Word 
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1442 DSW Interrupt Indicators 

Figure 72 shows the format of the DSW and defines 
interrupt and program resettable indicators. 

OPERATION COMPLETE: This indicator turns on, 
causing an interrupt, after completion of a read or 
feed operation. The interrupt occurs 20.6 ms after 
column 80 has passed the read station in a model 6, 
or 15.4 ms after column 80 has passed the read sta- 
tion in a model 7 . 

Operation complete also turns on after the last 
column to be punched has been punched and checked , 
and the punch drive has stopped. This occurs 12.5 
ms after the last column punched on a model 6, or 
6 . 25 ms after the last column punched on a model 7 . 

Operation complete also turns on if an XIO is 
given after operation complete for a previous opera- 
tion is given, but before one of the following errors 
is detected: transport, hopper misfeed, feed check 
at punch station, or feed clutch. 



1442 DSW Noninterrupt Indicators 

Figure 72 shows the format of DSW indicators and 
defines noninterrupt and program resettable indica- 
tors. 

ANY ERROR: This indicator turns on if one or more 
of the following error conditions exist: 



PARITY ERROR: This indicator turns on if a trans- 
fer to or from core storage has resulted in a word 
not having correct (odd) parity. A parity error does 
not remove the 1442 from ready status. 

STORAGE PROTECT VIOLATION: This indicator 
turns on if the 1442 attempts to read into a storage- 
protected core storage location. A storage protect 
violation does not remove the 1442 from ready status. 

FEED CHECK AT READ STATION: When on, this 
indicator means that a card is improperly positioned 
at the read station. 

CE BUSY: When the 1442 is in CE mode, this indica- 
tor is used in place of the busy indicator . 

CE NOT READY: When the 1442 is in CE mode, this 
indicator is used in place of the not ready indicator. 

BUSY: When on, this indicator means that a read, 
punch, or card feed operation is in progress and that 
the 1442 cannot accept another XIO initialize read , 
XIO initialize write, or XIO control. If one of these 
commands is given while busy is on, it is treated as 
a no-op. Whenever busy is on, not ready is also on. 

NOT READY: When off, this indicator shows that the 
1442 is in ready status, is not in CE mode, and is not 
busy. The 1442 is in ready status if all of the follow- 
ing conditions exist: 



1. Parity error. 

2. Storage protect violation. 

3. Feed check at read station. 

4. Overrun. 

5. Read registration check. 

6. Punch check. 

7. Hopper misfeed. 

8. Transport. 

9. Feed check at punch station. 

10. Feed clutch. 

Error conditions 7 through 10 of the preceding 
list are not turned on until after operation complete 
is on, unless the operation was an XIO initialize write 
requiring an automatic feed cycle . If another opera- 
tion is initiated before these error indicators are 
turned on, an operation complete interrupt is forced, 
and no reading or punching takes place. 

LAST CARD: This indicator shows that column 80 of 
the last card has passed the read station and that the 
hopper and read station are empty. 



1. 

2. 



4. 
5. 
6. 
7. 



Power is on. 

A card is registered at the read station or a 

last-card sequence is in progress. 

Cards are in the hopper or last-card sequence is 

in progress. 

Stacker is not full. 

Check light is off. 

START has been pressed after manual stop. 

Chip box is not full and not removed. 



If an XIO initialize read, XIO initialize write or 
XIO control is given while the 1442 is not ready or 
busy, it performs as a no-op. 

READ AND PUNCH OPERATIONS 

Before any operation can begin, the 1442 must be 
placed in ready status. With power on and cards in 
the hopper, pressing START causes the bottom card 
in the hopper to be fed into the read area (run in) 
and places the 1442 in ready status. 
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Card Feeding 

Cards are moved through the 1442 in feed cycles. 
Each cycle causes the card at the punch station to be 
ejected to the stackers , the card at the read station 
to be transported through the read station and regis- 
tered at the punch station , and the bottom card in the 
hopper to be fed into the read area. 

A feed cycle is initiated by an XIO write (if no 
card is present at the punch station) , XIO control 
(feed cycle), or XIO initialize read. 

All cards pass through the read and punch sta- 
tions, but reading and/or punching occurs only by 
program command. 



Card Reading 

Card reading is initiated by an XIO initialize read . If 
the 1442 is in ready status, the card at the read sta- 
tion is registered and fed through the read station . 
This feed causes columns 1 through 80 of the card to 
be read in one continuous motion. The card is read 
serially — column by column — beginning with col- 
umn 1. Reading is accomplished through photocell 
sensing. Each column is read twice, and the read- 
ings are compared for agreement. 

Data that has been read is transferred to core 
storage by means of data channel (cycle steal) oper- 
ations. After all 80 columns have been read, an 
operation complete interrupt occurs. 

Data can be read in card image mode or packed 
mode , depending on modifier bit 15 in the IOCC . 



Card Punching 

Card punching is initiated by an XIO initialize write. 
If the 1442 is in ready status and a card is registered 
at the punch station, a data channel (cycle steal) 
request is made for data transfer . An incremental 
punch drive causes the card to be punched and moved 
through the punch station. 

If the 1442 is in ready status and a card is not 
registered at the punch station, a feed cycle is taken 
to move the card from the read station to the punch 
station. Punching then proceeds in the normal man- 
ner. 

Punch checking is accomplished by comparing 
punch echo data (created by actual punching motion) 
with the punch buffer, which contains the character 
from the P-C . 

Card motion and punching continue until a data 
word containing a 1 in bit position 12 (last character) 
is received from the P-C. When this occurs, the 



1442 punches and advances the card one more column 
and then generates an operation complete interrupt. 
Once punching has been terminated in this manner, it 
cannot be restarted in this card. If a last character 
is not detected, more than 80 columns may be 
punched, and no interrupt occurs. 



Last-Card Sequence 

When the hopper becomes empty during a feed cycle, 
the 1442 is removed from ready status. The operator 
may continue processing cards by loading more cards 
into the hopper and pressing START , or he may 
initiate a last-card sequence by pressing START with- 
out loading more cards in the hopper. When START 
is pressed without cards in the hopper, but with a 
card in the read station, the 1442 is placed in ready 
status. It then allows two more feed cycles to be 
taken. No operation complete is given at the end of 
the second feed cycle. 

The program senses the occurrence of the last- 
card sequence by means of the last-card indicator in 
the device status word. This indicator is turned on 
after the last card has passed the read station (first 
feed cycle) and remains on until a second feed cycle 
has been taken. 



Error Recovery 

Error recovery requires the cooperation of the oper- 
ator and programmer as indicated in the following 
examples: 



1. If a parity error or storage protect violation 
occurs, the 1442 is not removed from ready 
status, data transmission does not stop, and no 
1442 error light is turned on. Therefore the 
program must inform the operator of the error 
before the cards can be repositioned and the 
operation reinitiated. 

2 . If a hopper misfeed occurs , the card at the punch 
station has not been punched and the bottom card 
in the hopper has not been fed. If the command 
was XIO initialize write , the card at the punch 
station can be placed back in the hopper and the 
command given again. If the command was an 
XIO control (feed) to eject the card at the punch 
station prior to giving a punch command , the 
card that was ejected should not be placed back 
in the hopper unless the program is prepared to 
cause two feed cycles before any punching is 
done. 
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ti-,^ ^^D^Dfiincr pvnmnlpa <5bow that if an error 
occurs , a program may need to detect the difference 
between an I/O operation completed incorrectly 
(example 1) and an I/O operation not even initiated 
(example 2). This may be done as follows: 

1 . If the command given was an XIO control (feed 
cycle) , the operation was completed incorrectly 
if the DSW feed check at read station indicator 
is on; otherwise the operation was not initiated. 

2. If the command given was an XIO initialize read, 
the operation was completed incorrectly if the 
DSW parity error, storage protect violation, or 
feed check at read station indicator is on; other- 
wise, the core storage locations read into must 
be examined. If a column was read, the opera- 
tion was completed incorrectly because of over- 
run or read registration check; if no column was 
read , the operation was not initiated due to one 
of the following errors; hopper misfeed, trans- 
port, feed check at punch station, or feed clutch. 

3 . If the command given was XIO initialize write , 
the card was incorrectly punched if overrun or 



punch check occurred. If feed check at read 
station is on, punching was not initiated although 
the automatic feed cycle did eject the card from 
the punch station. The program cannot detect 
the difference between a punch check (card 
punched incorrectly) and one of the following feed 
errors (card not punched): hopper misfeed, 
transport, feed check at punch station, or feed 
clutch. 



1 442 Usage Meter 

This meter runs when the following conditions are 
present: 

1. The unit is selected for operation by the 
program . 

2. The processor is running. 

Once the unit has been selected, the meter con- 
tinues to run until a programmed stop occurs, or un- 
til a programmed or nonprocess runout clears all 
cards from the card transport area. 
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IBM 1443 Printer 



The IBM 1443 Printer (Figure 73) provides high- 
speed, on-line printing capabilities for the 1800 
system. One 1443 (model 1 or 2) can be attached to 
the system. 



ations depends on core storage cycle time, which is 
approximately 4(n+l) for 4-jus core storage, 2.25 
(n+1) for 2.25-fj.s core storage, or 2(n+l) for 2-jus 
core storage, where n equals the word count. 



FUNCTIONAL DESCRIPTION 



Printing Speeds 



The 1443 is a buffered printer and operates under 
data channel control for data transfer. This combin- 
ation allows on-line printing with a minimum amount 
of P-C time. 

Data to be printed must be edited and arranged 
in core storage in the exact form that it is to be 
printed . The data format in core storage is two 
characters per word, as shown in Figure 74. 

An XIO initialize write causes data to be trans- 
ferred to the print buffer two characters (one core 
storage word) at a time . The total number of char- 
acters transferred depends on the word count (n) . A 
word count of n will cause 2n characters to be trans- 
ferred; therefore, n must not be greater than one- 
half the number of possible print positions in the 
1443. 

Once data transfer is completed , the remaining 
positions of the print buffer are automatically filled 
with blanks. The 1443 then prints the line. 

The total time demand on the P-C during buffer 
loading by means of data channel (cycle steal) oper- 



The actual line-printing speed of the 1443 depends on 
the typebar being used. Four typebars are available: 
13, 39, 52, and 63 characters. The printing speeds 
with the various typebars are : 



Character 
Set 


Lines per Minute 


1443-1 


1443-2 


13 
39 
52 
63 


430 
190 
150 
120 


600 
300 
240 
200 








1 1S565C 



Print Positions 

The standard 1443 has 120 print positions per line, 
horizontally spaced at 10 positions per inch. Twenty- 
four additional print positions are available as a 
special feature . 




Character Sets and Coding 

Four character sets are available , one for each 
typebar. The 52-character typebar is standard. 
Figure 75 shows the character coding required in 



Word 1 


Word 2 


Word 3 


Word 4 


Word 5 


Word 6 


Word 7 


1 


B 


M 




1 


4 


4 


3 




P 


R 


1 


N 


T 



1110 1 

— 1 — I — I 1 I I ■ 



110 10 

— I — I — I I I I 1_ 



diEO 



I 2 5 4 5 6 7 8 9 10 II 12 19 14 15 



1 15564*1 



Figure 73. IBM 1443 Printer 



Figure 74. Core Storage Word Format, 1443 
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Chor 


Hex 


Core Storage Bits 




ypebar 




c 


; 


i. 


•J 


4 


c T 


L ! 


-f 

' j 


r\ ,„,t„, Ci 


8 


9 


10 


11 


12 


13 


14 


15 


63 


52 


39 


13 


A 


31 





















1 


X 


X 


X 




B 


32 


















1 





X 


X 


X 




C 


33 


















1 


1 


X 


X 


X 




D 


34 















1 








X 


X 


X 




E 


35 















1 





1 


X 


X 


X 




F 


36 















1 


1 





X 


X 


X 




G 


37 















1 


1 


1 


X 


X 


X 




H 


38 












1 











X 


X 


X 




1 


39 












1 








1 


X 


X 


X 




J 


21 






















1 


X 


X 


X 




K 


22 



















1 





X 


X 


X 




L 


23 



















1 


1 


X 


X 


X 


M 


24 
















1 








X 


X 


X 




N 


25 
















1 





1 


X 


X 


X 


O 


26 
















1 


1 





X 


X 


X 




P 


27 
















1 


1 


1 


X 


X 


X 




Q 


28 













1 











X 


X 


X 




R 


29 













1 








1 


X 


X 


X 




S 


12 



















1 





X 


X 


X 




T 


13 



















1 


1 


X 


X 


X 


U 


14 
















1 








X 


X 


X 




V 


15 
















1 





1 


X 


X 


X 




w 


16 
















1 


1 





X 


X 


X 




X 


17 
















1 


1 


1 


X 


X 


X 




Y 


1R 













1 











X 


X 


X 




z 


19 













1 








1 


X 


X 


X 




1 


01 























1 


X 


X 


X 


X 


2 


02 




















1 





X 


X 


X 


X 


3 


03 




















1 


1 


X 


X 


X 


X 


4 


04 

















1 








X 


X 


X 


X 


5 


05 

















1 





1 


X 


X 


X 


X 


6 


06 

















1 


1 





X 


X 


X 


X 


7 


07 

















1 


1 


1 


X 


X 


X 


X 


8 


08 














1 











X 


X 


X 


X 


9 


09 














1 








1 


X 


X 


X 


X 





0A 














1 





1 





X 


X 


X 


X 


+ 


10 











1 














X 


X 






& 


30 








1 


1 














X 


X 








20 








1 

















X 


X 




X 


/ 


11 











1 











1 


X 


X 






% 


1A 











1 












X 


X 






a 


3A 








1 


1 












X 


X 






# 


2A 
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X 


X 








OB 





















1 


X 


X 






, 


IB 
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1 


X 


X 


X 






3B 








1 


1 









1 


X 


X 


X 


X 


J 


2B 
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1 


X 


X 


X 




(S 


OC 
























X 


X 






( 


1C 
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X 


X 






} 


3C 








1 


1 












X 


X 






* 


2C 
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X 


X 




X 


' 


on 





















1 


X 


X 








in 





n 





1 









1 


X 








c 


3D 








1 


1 









1 


X 








1 


?r> 








1 












1 


X 








> 


0E 


















1 





X 










IF 
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1 





X 








< 


3F 








1 


1 






1 





X 










?F 








1 









1 





X 








? 


OF 


















I 
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1 
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11 


IF 











1 






1 


1 


X 








1 


it- 


u 





1 


1 






1 


1 


X 








-. 2F 








1 









1 


1 


X 









core storage for each printed character and the 



— i- _ . 



Figure 75. 1443 Character Codes 



Lypeua.1 wiui which ea.cn cncu.ctci.ei ccui uc uocu. 



Carriage 

The carriage, which is tape controlled, advances the 
forms as directed by the program. 

Spacing and skipping of the carriage are under 
direct program control through the XIO control com- 
mand. An XIO control can be used to initiate an im- 
mediate or a delayed start for space and skip opera- 
tions . Immediate space or skip operations are 
performed at the time the XIO control is given. 
Delayed space or skip operations are performed at 
the end of the next print cycle. They supersede the 
automatic single spacing after print that occurs if 
there is no programmed carriage control. 

Skipping speed is about 15 inches per second. 
The carriage can be single , double , or triple 
spaced on an immediate or delayed basis. An im- 
mediate space or skip requires 45 ms for the first 
line and 10 ms for each additional line. A delayed 
space or delayed skip of one or two lines is per- 
formed as part of the 1443 print cycle . The third 
line adds approximately 1 ms to the print time, and 
each additional line skipped adds 10 ms. 

Continuous forms with marginal punched feed 
holes on both sides must be used in the 1443 carriage. 



Functional Keys and Switches 

START: Pressing this key places the 1443 in ready 
status provided: 

1. AC and dc power are on. 

2 . Forms are properly loaded . 

3. Typebar is in position. 

4 . Typebar motor switch is set to ON . 

5. Carriage brush assembly is closed. 

6. Six-to-eight line drive cover is closed. 

7 . No error condition exists . 



STOP: Pressing this key removes the printer from 

1__ ~J-~J~,~. A 4...»«r-i nff t1.n w^n/I^T 1 i rc\\+ Tf O 

X'eauv BLcttuo CUIU UUX HO Ull tUC L^OHy n^ut. AX w. 

print or control operation is already in progress , it 
is completed . If a print or control operation is not 
in progress, all further action is prevented until 
START has been pressed . 
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CARRIAGE RESTORE: Pressing this key when the 
ready light is off positions the carriage at the next 
channel 1 punch of the control tape . If the carriage 
clutch is disengaged, the form does not move. When 
the clutch is engaged, the form moves in synchroni- 
zation with the control tape. If the printer is in 
ready status (ready light on), CARRIAGE RESTORE 
has no effect . 



Lights 

POWER ON: This light indicates that power is applied 
to printer control circuits. 

READY: This light indicates that the 1443 is in ready 
status and able to accept program commands . Ready 
turns off if: 



CARRIAGE SPACE: Pressing this key when the 
ready light is off causes the carriage to advance one 
space . Forms advance with the carriage if the car- 
riage clutch is engaged . If the clutch is not engaged , 
the forms do not advance. CARRIAGE SPACE has 
no effect when the ready light is on. 

RESET: Pressing this key causes all printer check 
circuit indicators to be reset. 



1. STOP or CARRIAGE STOP is pressed. 

2 . The printer runs out of forms and control tape 
channel 1 punch is sensed . 

3. Typebar motor switch is turned to off. 

4. Brush assembly is opened. 

5. Six-to-eight line drive cover is opened. 

6. A forms check switch is actuated. 



CARRIAGE STOP: Pressing this key stops carriage 
operation and turns off the ready light. Do not press 
CARRIAGE STOP to stop printing operations; upon 
restarting, overprinting may occur. 

TYPEBAR MOTOR: This switch has three positions: 
on, off, and typebar removal. The typebar motor 
switch is turned to the on position for normal opera- 
tion. In the off position, the ribbon motor, typebar 
motor, and ready light are turned off; however, rib- 
bon and typebar control circuits are still active . In 
the typebar removal position, the ribbon motor, 
typebar motor, and ready lights are turned off. Rib- 
bon and typebar control circuits are also turned off 
to permit typebar removal. Use this position when 
removing or installing a typebar. 

Do not turn this switch to off or typebar removal 
positions while the typebar is in motion. 

TYPEBAR SELECTOR SWITCH: This switch is used 
to select the character bar being used. The typebar 
select switch has four settings: 13, 39, 52, and 63. 
This switch must be set to the position corresponding 
to the typebar being used or a sync check occurs. 

This switch is installed only if the selective 
character feature is installed. 



SYNC CHECK: This light turns on when the typebar 
is out of synchronism with the printer . When this 
occurs the printer is removed from ready status. 
Pressing RESET turns the light off. 

PARITY CHECK: This light turns on when a parity 
error is detected by the error checking circuits. It 
is reset manually by the console reset key or the 
printer reset key. It is reset by the program when 
the parity error indicator is program tested with an 
XIO sense device with reset. 

FORM CHECK: This light turns on when a form 
check switch on a form tractor is actuated to 
indicate that either: (1) forms are feeding improperly, 
or (2) the form guide plates are not in operating posi- 
tion. 

END-OF-FORM: This light turns on when approxi- 
mately 4 inches of the last form remains to be printed . 
However, the printer continues to operate until the 
carriage control tape advanced to a channel 1 punch , 
which resets ready status. Pressing START places 
the printer in ready status and allows printing to con- 
tinue until another control tape channel 1 punch is 
sensed. Ready status will again be reset. 
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CAKRIAGE INTERLOCK: This light turns on if either 
of two conditions exists: (l) the typebar motor is on 
and the tape-brush assembly is not closed , or (2) the 
cover over the six-to-eight line drive is open. 



PRINTER PROGRAMMING 

The 1443 operates under data channel control for 
data transfer and utilizes the execute I/O (XIO) in- 
struction. 

The input/output control command (IOCC) refer- 
enced by an XIO must have an area code of 00110 to 
address the 1443. The following IOCC's are used 
for operation and control of the 1443. 



1443 IOCC's 

CE Mode 



Initialize Write 



110 



J 



= Reset CE mode 

1 = Set CE mode 



J 



This command places the 1443 in CE mode if modi- 
fier bit 15 is on, or removes the 1443 from CE mode 
if modifier bit 15 is off. 



Data Table Address (TA) 110 10 1 



_j i i i i_ 



Character 1 


Character 2 


Character 3 


Character 4 


Character 5 


Character 6 






Character 2n-l 


Character 2n 



TA 

TA+1 

TA+2 

TA+n 



1 = Space suppress 



=tf 



|15569C | 



This command causes data in a table starting at the 
core storage location specified by the IOCC address 
word to be transferred to the 1443 buffer. The first 
word of the table contains the word count (n) which 
defines the number of data words in the message. 
This count causes 2n characters to be sent to the 
print buffer (two characters per word) . 

The word count and data words are transferred 
by means of data channel (cycle steal) operations . 
When the number of words specified by the word count 
have been transferred , a transfer complete interrupt 
is generated and the remainder of the print buffer is 
loaded with blanks without accessing core storage. 
When the last position of the print buffer is loaded , 
the 1443 automatically takes a print cycle . 

Modifier bit 15 controls the space suppress 
function. If modifier bit 15 is on , the carriage will 



Control 



7 


IS 


4 




8 15 


Car Funct. 
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This command is used to initiate the carriage control 
function specified by bits through 7 of the address 
word. The various carriage control functions and 
their codes are shown in Figure 76. When the speci- 
fied carriage control icuiction is coinpi6i.eu , a printer 
complete interrupt is generated . 

This command performs as a no-op if the printer 
is busy or not ready, or if the carriage is busy. 



Immediate Skip to 


Hex 


Bit 
1234567 


Skip after Print to 


Hex 


Bit 
12 34567 


Channel 1 
Channel 2 
Channel 3 
Channel 4 
Channel 5 
Channel 6 
Channel 7 
Channel 8 
Channel 9 
Channel 10 
Channel 1 1 
Channel 12 


01 
02 
03 
04 
05 
06 
07 
08 
09 
0A 
0B 

oc 


0000000 1 
000000 10 
000000 1 1 
00000 100 
00000 10 1 
00000 1 10 
00000 1 1 1 
0000 1000 
0000 100 1 
0000 10 10 
0000 10 11 
1100 


Channel 1 
Channel 2 
Channel 3 
Channel 4 
Channel 5 
Channel 6 
Channel 7 
Channel 8 
Channel 9 
Channel 10 
Channel 1 1 
Channel 12 


31 
32 
33 
34 
35 
36 
37 
38 
39 
3A 
3B 
3C 


00 1 1000 1 
00 1 10010 
00110011 
00110100 
00 1 10 10 1 
00110110 
00110111 
00 1 1 1 000 
00111001 
00111010 
00111011 
11110 


Immediate Space 






Space after Print 






1 Space 

2 Spaces 


21 
22 
23 


COlOuOO! 
00 1000 10 
10001 1 


1 jpace 

2 Spaces 

t Srvir.. 

1 " 


12 

13 


ft A n i n Q Q i 
000 100 10 
000 100 1 1 



Figure 76. 1443 Carriage Control Functions and Codes 
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not perform an automatic space or any after-print 
control function after the line is printed . If modifier 
bit 15 is off, the carriage will perform an automatic 
space or any previously specified after-print control 
function after the line is printed . 

This command performs as a no-op if the printer 
is busy or not ready, or if the carriage is busy. 

Sense Device 



Li; :;«•:<-.:>:'< '■»■' 
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1 10 111 



= No indicator reset 

1 = Indicator reset 
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This command causes the 1443 device status word 
(DSW) to be read into the accumulator. The DSW is 
shown in Figure 77 . Modifier bit 15 controls the 
reset of the program resectable indicators in the 
DSW. If modifier bit 15 is on, the indicators are 
reset; if modifier bit 15 is off, the indicators are 
not reset. 



1443 DSW Interrupt Indicators 

Figure 77 shows the 1443 DSW format and defines 
interrupt and program resettable indicators. 

TRANSFER COMPLETE: This indicator turns on, 
causing an interrupt, when the number of words 
specified by the word count have been transferred to 
the print buffer. When this interrupt occurs , the 
program can start placing the next line of print into 
the print message area. 

PRINTER COMPLETE: This indicator turns on, 
causing an interrupt, when the printer has com- 
pleted a carriage control function, or a print cycle 
and the subsequent carriage control function (if any) . 
It signals that the next operation can be initiated . 



1443 DSW Noninterrupt Indicators 

Figure 77 shows the 1443 DSW format and defines 
noninterrupt and program resettable indicators. 

ERROR: This indicator turns on if a parity check or 
sync check occurs in the 1443 during a print cycle, 
or a parity error is detected during transfer of data 
from core storage to the print buffer. The indicator 



can be reset by an XIO sense device with reset. If 
the indicator was turned on by a printer parity check 
or a parity error detected during data transfer, it 
can also be turned off by pressing console RESET. 
If a sync check turned the indicator on, XIO sense 
device does not reset it. RESET on the 1443 resets 
the indicator if a printer parity check or a sync check 
turned the indicator on. In addition to turning on the 
error indicator, a sync check also removes the 1443 
from ready status . 

CHANNEL 9: This indicator turns on when a chan- 
nel 9 punch is detected in the carriage control tape . 
This indicator is turned off by detecting a channel 12 
punch in the control tape . 

CHANNEL 12: This indicator turns on when a chan- 
nel 12 punch is detected in the control tape. This 
indicator is turned off by detecting a channel 1 punch 
in the control tape . 

CHANNEL 1: This indicator is on only when a chan- 
nel 1 punch is under the carriage control tape sensing 
brushes . 

PARITY ERROR: This indicator turns on when a 
parity error is detected during data transfer 
from core storage to the print buffer . 

CE CARRIAGE BUSY: When the 1443 is in CE mode, 
this indicator is used in place of the carriage busy 
indicator . 



! 3 4 5 « 
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Indicator Name 

15 Printer Not Ready 

14 Printer Busy 

13 Carriage Busy 

12 CE Printer Not Ready 

11 CE Printer Busy 

10 CE Carriage Busy 

6 Printer Parity Error * 

5 Channel 1 

4 Channel 12 

3 Channel 9 

2 Print Complete *' 

1 Error ' 

Transfer Complete *' 



* Interrupt 

* Indicator reset by an XIO sense device with reset 
(Other indicators are reset by their status turnoff) 



Figure 77. 1443 Device Status Word 
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CE PRINTER BUSY- When the 1443 is in OE mode, 
this indicator is used in place of the printer busy 
indicator . 

CE PRINTER NOT READY: When the 1443 is in CE 
mode , this indicator is used in place of the printer 
not ready indicator. 

CARRIAGE BUSY: When on, this indicator means 
that the carriage is in motion or that printing is in 
progress and the 1443 cannot accept another XIO 
initialize write or XIO control. If one of these com- 
mands is given while carriage busy is on, it is 
treated as a no-op. 

PRINTER BUSY: When on, this indicator means 
that printing is in progress or that the carriage is 
in motion; in either case, the 1443 cannot accept 
another XIO initialize write or XIO control. If one 
of these commands is given while printer busy is on, 
it is treated as a no-op. Whenever printer busy is 
on, printer not ready is also on. 

PRINTER NOT READY: This indicator is on if any 
of the following conditions exists: 



1. Printer busv is on. 

2 . The 1443 is physically unable to accept a com- 
mand. 

3. The end-of- forms light is on. 

4. The 1443 is in CE mode. 

If an XIO initialize write or XIO control is given 
while printer not ready is on, it is treated as a no-op. 



1443 Usage Meter 

This meter runs when both of the following conditions 
are present: 

1. The printer is selected for operation by the 
program . 

2. The processor is running. 



Once the printer has been selected, the meter 
continues to run until the printer is manually stopped 
by the operator, an out-of-forms condition exists, or 
a programmed stop of the P-C occurs. 
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IBM 1627 Plotter 



The IBM 1627 Plotter (Figure 78) provides an 
exceptionally versatile , reliable, and easy-to-oper- 
ate plotting system for the 1800 system. The plotter 
converts tabulated digital information into graphic 
form. Bar charts, flow charts, organization charts, 
engineering drawings , and maps are among the many 
graphic forms of data which can be plotted on the 
1627 Plotter. One 1627 (model 1 or 2) can be 
attached to the system. 



FUNCTIONAL DESCRIPTION 

The 1627 operates under direct program control. 
Data is transferred serially from core storage to the 
1627, where it is translated into actuating signals. 
These signals produce drawing movements on the 
1627. 

Actual recording is produced by incremental 
movement of the pen on the paper surface (y-axis) 
and /or incremental movement of the paper under the 
pen (x-axis) . The pen is mounted in a carriage that 
travels horizontally across the paper. Vertical plot- 
ting motion is achieved by rotation of the pin-feed 
drum, which also serves as a platen (Figure 79). 

The drum and pen carriage are bidirectional; 
that is, the paper moves up or down, and the pen 
moves right or left. Control is also provided to 
raise the pen from or lower the pen to the paper sur- 
face . The pen remains in the raised or lowered 
position until directed to change to the opposite 
status . 
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The drum and pen- carriage movements and pen 
status are controlled by digits transferred to the 1627. 
Bit positions through 5 of each output word are de- 
coded into directional signals which cause a 1/100- 
inch incremental movement of the pen carriage and/ 
or paper, or a raise-pen or lower-pen movement. 
The relationship of bit positions through 5 of the 
output word and pen or paper movement is as follows: 



Bit Position 


Movement 





Pen down 


1 


Drum down 


2 


Drum up 


3 


Carriage right 


4 


Carriage left 


5 


Pen up 



Figure 80 shows possible motion resulting from 
each word in the output record. It is possible to give 
contradictory bit combinations , such as 1 and 2 (drum 
down and drum up) , or 3 and 4 (carriage right and 
carriage left) . These are invalid and should not be 
used . No definite statement can be made about what 
action (if any) will occur if opposing movements are 
specified. 

The time required to raise or lower the pen is 
100 ms. The time to plot a point is approximately 



Plot chart Paper 

x \ 



Pen and Carriage 



Supply 
Spool 




Take-up Spool 

1 1566; A 



Figure 78. IBM 1627 Plotter 



Figure 79. 1627 Paper and Pen Motions 
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Drum 



Carriage 
Left 




y f .-, ^ Carriage 
Right 



Pen 

B5- Raise Pen 

BO- Lower Pen 

Note: The encircled numerical figures are the P-C word bit positions 
that correspond to the indicated direction of plotting movement as 
viewed from the front of the plotter. Normally, graphs are plotted so 
that their horizontal axes are, in reality the X axis as shown above. 



Figure 80. 1 627 Output Record Control 



3.3 ms for a model 1 or 5 ms for a model 2 . To 
keep plotter operation at full speed, the next control 
character must be sent to the 1627 within . 5 ms 
after the service complete interrupt. 

A summary of the 1627 operating characteristics 
is presented in Figure 81. 



Functional Switches 



DRUM FAST RUN: This switch allows the drum to 
move paper rapidly up or down at the rate of 120 
steps a second. The drum fast run switch is used in 
conjunction with the carrriage fast run switch to 
position the pen to any desired area of the graph. 

DRUM SINGLE STEP: This switch allows the drum 
to be rotated in single step increments (1/100 inch) 
in either direction. The drum single step switch is 
used in conjunction with the carriage single step 
switch to permit the operator to accurately align the 
pen on a point or fixed coordinate on the graph. 

PEN: This switch provides a means for manually 
raising the pen from the surface of the drum or low- 
ering the pen to the drum. 

CHART DRIVE : This switch allows the front and 
rear chart drives to be disabled. When recording on 
single sheets of graph paper, the chart drive switch 
should be in the off position. When recording on roll 
paper, this switch should be in the on position. 

VERNIER CONTROL: Large-size chart paper may 
vary in width due to high or low humidity; therefore 
a vernier control is provided on the 1627 model 2, to 
vary the size of pen-carriage increments. In this 
way, pen movement is adjusted to match the printed 
scale of the chart paper. The vernier control knob is 
located at the left end of the drum, above the switch 
panel. For work with nonscale paper, the control 
should be centered at the zero position. 

PLOTTER PROGRAMMING 

The 1627 operates under direct program control and 
utilizes the execute I/O (XIO) instruction. 



POWER ON /OFF: This switch brings power from 
the P-C to the 1627. No power on delay is involved 
with the 1627; that is, the 1627 can operate as soon 
as power is applied. The power on light associated 
with the switch is on when power is on. 

CARRIAGE FAST RUN: This switch allows the pen 
carriage to be stepped rapidly to the left or right at 
a rate of 120 steps a second. The carriage fast run 
switch is used to move the carriage to any desired 
area of the graph . 

CARRIAGE SINGLE STEP: This switch allows the 
pen carriage to be moved in single step increments 
(1/100 inch), either left or right. The carriage 
single step switch permits the operator to accurately 
align the carriage along the y-axis of the chart. 



Speed 


X, Y Increments 
Pen Status Change 


Model 1 
18,000 
Steps/Min 
600 
Operations/Min 


Model 2 

12,000 

Steps/Min 

600 

Operations/Min 


Increment 
Size 


1/100 Inch 


1/100 Inch 


Chart 
Paper 


Width 

Plotting Width 
Length 

Sprocket Hole 
Dimensions 


12 Inches 
11 Inches 
120 Feet 
.130 Inch Dia 
on 3/8 Inch 
Centers 


31 Inches 
29 1/2 Inches 

120 Feet 
. 188 Inch Dia 

on 1 Inch 

Centers 
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Figure 81 . 1 627 Operating Characteristics 
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The input/output control command (IOCC) ref- 
erenced by an XIO must have an area code of 00101 
to address the 1627. The following IOCC's are used 
for operation and control of the 1627 . 



1627 IOCC's 

CE Mode 



Sense Device 



■ ■ ' ' ■ 
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- No indicator reset 

1 = Indicator reset 
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- Reset CE mode 

1 = Set CE mode 
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This command places the 1627 in CE mode if modi- 
fier bit 15 is on, or removes the 1627 from CE mode 
if modifier bit 15 is off. 

Write 



This command causes the 1627 device status word 
(DSW) to be read into the accumulator. The DSW is 
shown in Figure 82 . 

Modifier bit 15 controls reset of program reset- 
table DSW indicators. If modifier bit 15 is on, the 
indicators are reset. If modifier bit 15 is off, the 
indicators are not reset. 



1627 DSW Interrupt Indicator 

Figure 82 shows the 1627 DSW format and defines 
interrupt and program resettable indicators. 



Core Storage Address 10 1 1 
-i — i — i — i — i — i — i — i — i i i ■■■■!'■■ 
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This command causes the data word at the core stor- 
age location specified by the IOCC address word to be 
sent to the 1627 . Bit positions through 5 of the 
data word are converted to pen movements as follows: 



SERVICE COMPLETE: This is the only interrupt 
associated with the 1627 . This indicator turns on, 
causing an interrupt, when the 1627 has completed 
the action specified by the last XIO write. This 
interrupt indicates that the 1627 is able to accept 
another command. 



12 3 4 9 6 



■ 5 Pen Up 

• 4 Carriage Left 

■ 3 Carriage Right 

- 2 Drum Up 

- 1 Drum Down 

■ Pen Down 



If this command is given while the 1627 is busy 
or not ready, loss of information will probably occur. 
No indication of the loss is given. 



1 




2 1 


14 IS 


















Li 















Indicator Name 

1 5 Not Ready 
14 Busy 

13 CE Not Ready 
12 CE Busy 

1 Parity Error ' 

Service Complete *' 

* Interrupt 

Indicator reset by an XIO sense device with reset 

(Other indicators are reset by their status turnoff) |15582C| 



Figure 82. 1627 Device Status Word 
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1627 DSW Noninterrupt Indicators 

Figure 82 shows the 1627 DSW format and defines 
noninterrupt and program resettable indicators. 

PARITY ERROR: This indicator turns on when a 
parity error is detected during transfer of data from 
core storage to the 1627 . 

CE BUSY: When the 1627 is in CE mode, this indi- 
cator is used in place of the busy indicator. 



CE NOT READY: When the 1627 is in CE mode, this 
indicator is used in place of the not ready indicator. 

BUSY: This indicator is on when the 1627 is busy and 
cannot accept another character. If an XIO write is 
given while the 1627 is busy or not ready, loss of 
information will probably occur. No indication of 
the loss is given. 

NOT READY: When off, this indicator means that the 
1627 has power, is in ready status, and is not in CE 
mode. 
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IBM 1810 Disk Storage 



The IBM 1810 Disk Storage (Figure 83) provides 
random access storage capabilities for the 1800 sys- 
tem. One 1810 (model Al, A2, A3, Bl, B2, or B3) 
can be attached to the system. Models Al and Bl 
contain one disk storage drive; models A2 and B2 
contain two disk storage drives; models A3 and B3 
contain three disk storage drives . 



FUNCTIONAL DESCRIPTION 

Data transfer to or from each disk storage drive in 
an 1810 is under data channel control. All three 
drives may be attached to the same data channel. 
However, the drives must be attached to separate 
data channels if they are to operate concurrently. 

The disk storage recording medium is an oxide 
coated disk in an interchangeable IBM 2315 Disk 
Cartridge . 



The access mechanism consists of two parallel 
horizontal arms that straddle the disk. Each arm 
has a magnetic read/write head, and each head is 
positioned to read or write on the corresponding 
disk surface. The entire assembly moves horizon- 
tally, allowing the heads to have access to the entire 
recording area (two surfaces) . The access mechan- 
ism can be placed in any one of 203 positions by pro- 
gram command. 

Writing or reading of disk information occurs as 
the disk surface revolves (at 1,500 rpm) past the 
read/write heads. Information is written on the disk 
by magnetizing small discrete areas on the disk in a 
circular pattern. Information is read from the disk 
by sensing the presence or absence of the magnetized 
spots around the circular pattern. 



Disk Organization and Capacity 




The circular patterns of data on the disk are called 
tracks. A track on the upper surface of the disk and 
its corresponding track on the lower surface of the 
disk are called a cylinder. The total number of cylin- 
ders is 203; 3 cylinders are used as spares to ensure 
that 200 cylinders are available for use . Figure 84 
shows the innermost and outermost cylinders on a 
disk. The intermediate cylinders have been omitted 
for clarity. 



Innermost Cylinder 
Upper Surface Track 
Lower Surface Track. 



Outermost Cylinder 
Upper Surface Track 
Lower Surface Track 




NOTE: The thickness of the disk has been greatly exaggerated in order to 
show the relative positions of the upper and lower surface tracks. 
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Figure 83. IBM 1810 Disk Storage 



Figure 84. Cylinder Concept 
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Each track is divided into four equal segments 
called sectors. Sectors are numbered irom through 
7. As shown in the following illustration, sectors 
through 3 divide the upper surface tracks; sectors 4 
through 7 divide the lower surface tracks. A sector 
contains 321 data words and is the largest segment of 
data that can be read or written with a single instruc- 
tion. 



Sectors 0-3 

(Upper Disk Surface) 



Sectors 4-7 
(Lower Disk Surface) 




The sector is the basic addressable unit for 
reading and writing. Each XIO initialize read or XIO 
initialize write must address one of the eight sectors 
available to the heads in each cylinder. 

Although the capacity of the sector is 321 words, 
it is recommended that one word be written as a 
sector address, leaving 320 data words. A com- 
mand may specify any number of words equal to or 
less than 321. A zero word count will force an oper- 
ation complete interrupt with no reading or writing 
occurring. The 321-word capacity, then, refers 
only to a maximum number of words that may be 
transferred with one command and still ensure at 
least 235 /zs before the next sector starts. This 
allows sufficient time for the issuance of the next 
XIO. 

No circuitry is provided in the 1810 to limit 
reading or writing to 321 words. Therefore, the 
program must limit the word count. A 1810 word is 
composed of 16 data bits, 3 check bits, and 1 space 
bit. (The check and space bits do not appear on the 
in or out bus. ) The following illustration shows the 
organizational components of disk storage. Note 

sector . 



4^y 




Word 


^t-r+rtr 


Track 


Cylinder 


Disk 


Bits 




16 


5,120 


20,480 


40,960 


8,192,000 


Data Words 






320 


1,280 


2,560 


512,000 


Sectors 








4 


8 


1,600 


Tracks 










2 


400 


Cylinders 












200 



Timing 

The magnetic disk revolves at 1500 rpm, making the 
revolution time 40 ms. The word rate is 36 kHz. 

There is no timing consideration for switching 
read/write heads. The shortest time available be- 
tween the end of a 321 word sector and the beginning 
of the next sector is approximately 235 pis. For 
every word not used, 27.8 pis may be added. 

Access Time: Models A 1, A2, and A3 

The incremental access mechanism used with A- 
models of the 1810 requires 15 ms to move one or 
two cylinders. Therefore, the number of cylinders 
(n) must be even when calculating access time. (The 
next higher even number is used if an odd number of 
cylinders is specified.) 

In addition to the time required to move from one 
cylinder to another, 20-25 ms must be allowed for 
carriage stabilization before reading or writing can 
occur. This delay occurs automatically; any XIO 
initialize read or XIO initialize write issued is exe- 
cuted immediately after the 20-25 ms delay. How- 
ever, 20-25 ms is also required between accesses; 
this delay is usually accomplished by a read opera- 
tion between accesses. 

Figure 85 shows access time, including carriage 
stabilization, for A- models of the 1810. 

Access Time: Models B 1, B2, and B3 

The direct access mechanism used with B-models of 
the 1810 moves in one continuous motion to the cylin- 
der address. Access time, including carriage stabil- 
ization, is shown in Figure 86. 
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Access Time (ms) = 7.5(n) + (22.5±2.5) 
where n = Number of cylinders (if odd, 
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Figure 85. 1810 Access Time, "A" Models 



Storage Protect Violation 

Each core storage address is checked for a storage- 
protect bit before a new word is placed there. If an 
attempt is made to transfer data to a protected area, 
an indicator is set in the 1810 device status word but 
operation is not terminated . However , data in the 
protected location is not changed. Data is written 
from core storage to disk storage without this check. 
The storage-protect bit prevents data transfer from 
disk to core storage only . 

Data Overrun 

If a disk drive is not assigned to a data channel with 
sufficiently high priority, data may be lost. Data 
overrun checks that the previous word has been 
transferred to or from core storage before the next 
word on the disk requires service . 

Modulo 4 



Data Transfer Checking 

Data transferred between core storage and disk 
storage is monitored for four conditions to ensure 
accuracy in data transfer. 

Parity 



The disk storage adapter generates up to three addi- 
tional check bits for each word written. These bits 
are written at the end of each word so that the total 
number of bits in each disk storage word is divisible 
by 4. This divisible-by-4 (modulo 4) condition is 
checked as the word is written on the disk and as it is 
read from the disk. 



All words transferred to or from core storage are 
checked for odd parity; that is, each word must have 
an odd number of bits turned on. 
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DISK STORAGE PROGRAMMING 

The 1810 Disk Storage Drives operate under data 
channel control for data transfer and utilize the exe- 
cute I/O (XIO) instruction. 

The input/output control command (IOCC) ref- 
erenced by an XIO must have an area code of 00100, 
01000, or 01001 for disk storage drives 1, 2, or 3, 
respectively. The following IOCC's are used for 
operation and control of the disk storage drives. 



1810 IOCC's 

CE Mode 
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Figure 86. 1810 Access Time, "B" Models 
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This command places the disk storage drive , speci- 
fied by tiie area, code , in. CE mode u modifier uit 15 
is on, or removes the disk storage drive from CE 
mode if modifier bit 15 is off. 



Control: A-Models 



a 


7 15 


* 




B 


1] 


19 




No. of Cy! inder 
.Movements 


i i i i 


1 


i i.—l — *— . 




, 



Specifies the disk 
storage drive 



- Seek forward 

1 - Seek backward 



Initialize Write 



Data Table Address (TA) 

■ ■ ■ ■ i i i i I i 1_ 



1 1 
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Word Count (n) 



Data 



Data 



Data 



TA 

TA+1 

TA+2 

TA+n 



Specifies the disk 
storage drive 



Specifies sector 

to be written 



This command causes the carriage to move (seek) 
the number of cylinders specified by bits 7 through 15 
of the IOCC address word. The number of cylinders 
specified may be from 1 through 202. 

Modifier bit 13 specifies the direction of the 
seek. If modifier bit 13 is on, the carriage moves 
backward (toward the outer edge of the disk). If 
modifier bit 13 is off, the carriage moves forward 
(toward the center of the disk) . At the end of the 
seek operation, an operation complete interrupt is 
given. 

If two seek operations are given without a 22. 5- 
ms delay between them, an error may occur on the 
next read/write operation. 



This command causes data in a table starting at the 
core storage location specified by the IOCC address 
word to be written in the sector indicated by modifier 
bits 13 through 15 . The first word of the table con- 
tains the word count (n) , which defines the number of 
data words to be written. Up to 321 words (one com- 
plete sector) may be specified. A separate command 
must be given for each sector or portion of a sector 
to be written . 

The word count and data words are transferred 
by means of data channel (cycle steal) operations. 
When the number of data words specified has been 
written, an operation complete interrupt is given. 
This command is treated as a no-op if given while the 
disk storage drive is busy or not ready . 



Control: B— Models 



Cylinder Address 1 
_c_i i i_i I i I i i i i I i i— 



Specifies the disk 
storage drive 
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This command causes the carriage to move (seek) to 
the cylinder address specified by the IOCC address 
word. An operation complete interrupt is given when 
the seek operation is completed. The cylinder 
address may range from through 202 . A cylinder 
address greater than 202 will cause a seek error and 
an operation complete interrupt. 



WRITE CHECKING: To achieve the maximum level 
of performance , the program should provide for 
repetition of XIO initialize writes that indicate any 
data transfer errors. These errors are often due to 
temporary conditions that are not present in subse- 
quent retries. 

An XIO initialize write that does not write cor- 
rectly, because of temporary or intermittent condi- 
tions, can be detected immediately by performing a 
read check operation. Thus, "soft" write errors can 
be corrected while the data is still available. 

In IBM programming systems, use of read check 
is optional. The programmer should weigh the time 
consumed by error recovery procedures against the 
time consumed in read checking. 
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This command causes the device status word (DSW) 
of the selected disk storage drive to be read into the 
accumulator. The DSW is shown in Figure 87. 

Modifier bit 15 controls reset of the program 
resettable indicators in the DSW. If modifier bit 15 
is on , the indicators are reset . If modifier bit 15 is 
off, the indicators are not reset. 



1810 DSW Interrupt Indicator 

Figure 87 shows the format of the 1810 DSW and de- 
fines interrupt and program resettable indicators. 



This command causes data words to be read from 
the disk storage sector specified by modifier bits 13 
through 15 and transferred to a table starting at the 
core storage location specified by the IOCC address 
word. The first word of the table in core storage 
contains the word count (n) which defines the number 
of data words to be read. Up to 321 words (one com- 
plete sector) may be specified. A separate command 
must be given for each sector or portion of a sector 
read. 

The word count and data words are transferred 
by means of data channel (cycle steal) operations . 
When the number of words specified has been read, 
an operation complete interrupt is given. 

Modifier bit 8 controls the specific read opera- 
tion; read or read check. If modifier bit 8 is off, a 
normal read-to- core-storage operation is performed 
as described in the preceding paragraphs. If mod- 
ifier bit 8 is on, a read check operation is per- 
formed . A read check operation differs from a 
read-to-core-storage operation in that data read is 
not transferred to core storage but is simply checked 
for modulo 4 errors. 

An XIO initialize read is treated as a no-op if 
given while the disk storage drive is busy or not 
ready. 

READ ERRORS: The program should provide for 
repetition of XIO initialize reads that indicate any 
data transfer errors . These errors are often due 
to a temporary condition that is not present in sub- 
sequent retries . 

Sense Device 
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OPERATION COMPLETE: This indicator turns on, 
causing an interrupt , after completion of a seek op- 
eration, or after the number of words specified by 
the word count has been read , read checked , or writ- 
ten. This indicator must be reset (XIO sense device 
with reset) before a new XIO initialize read, XIO 
initialize write, or XIO control is given. 



1810 DSW IMoninterrupt Indicators 

Figure 87 shows the format of the 1810 DSW and de- 
fines noninterrupt and program resettable indicators. 
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- Sector Counts 



"B" Model Access ("B" models only) 
CE Busy 

11 CE Not Ready 

10 Seek Error ("B" models only)* 

9 Overrun ' 

8 Write Select Error 

7 Data Error * 

6 Storage Protect Violation * 

5 Parity Error * 

4 Carriage Home 

3 Disk Busy (R/W or Carriage) 

2 Disk Not Ready 

1 Operation Complete *^ 

Any Error 



Interrupt 

Indicator reset by an XIO sense device with reset 
(other indicators reset by their status turnoff) 

Indicator reset by an XIO sense device with reset 

if cause was invalid cylinder address 

Indicator reset by next valid seek command if cause was improper termination 
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Figure 87. 1810 Device Status Word 
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ANY ERROR: This indicator turns on if any of the 
following indicators turns on: data error, parity 
error, storage protect violation, overrun, or a B- 
model seek error. The indicator turns off when all 
individual error conditions are reset. 

DISK NOT READY: This indicator is on when the 
disk storage drive is busy, an 1810 interlock has not 
been properly satisfied, or the disk storage drive is 
in CE mode. The disk storage drive is unable to 
accept an XIO initialize read, XIO initialize write, or 
XIO control when this indicator is on. If one of these 
commands is given while disk not ready is on, it is 
treated as a no-op . 

DISK BUSY (R/W Or Carriage): This indicator is on 
whenever the disk storage drive is in CE mode or 
is busy executing an XIO initialize read , XIO initialize 
write, or XIO control. If one of these commands is 
given while disk busy is on, it is treated as a no-op. 

CARRIAGE HOME: This indicator is on when the 
carriage is positioned at cylinder (home) . 

PARITY ERROR: This indicator turns on if a parity 
error is detected during data transfer to or from 
core storage and the disk storage drive. 

STORAGE PROTECT VIOLATION: This indicator 
turns on if the disk storage drive attempts to read 
into a storage-protected core storage location. The 
read operation does not stop. However, protected 
storage remains unchanged . 

DATA ERROR: This indicator turns on whenever a 
modulo 4 error is detected. It also turns on if a 



read or write operation is not completed before the 
next sector pulse is detected. 

WRITE SELECT ERROR: This indicator turns on if a 
failure in the write selection circuitry which could 
result in loss of data is detected. The indicator can 
be turned off only by stopping the disk storage drive. 

OVERRUN: This indicator turns on if the data chan- 
nel fails to transfer data within the time the disk 
storage drive requires service . 

SEEK ERROR (B-Models Only): This indicator 
turns on if an access operation is not completed with- 
in 200 ms. In this case, the indicator is turned off 
with the next valid seek command. The indicator also 
turns on if a cylinder address greater than 202 is 
specified. In this case the indicator is turned off by 
XIO sense device with reset. 

CE NOT READY: When the disk storage drive is in 
CE mode , this indicator is used in place of the disk 
not ready indicator. 

CE BUSY: When the disk storage drive is in CE 
mode , this indicator is used in place of the disk 
busy (R/W or carriage) indicator. 

B-MODEL ACCESS (B-Models Only): This indi- 
cator identifies the disk storage drive as a B-model, 
which requires absolute cylinder addresses for seek 
operations . 

SECTOR COUNTS: These three DSW bits identify 
the next pair of sectors that are available for reading 
or writing. 
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IBM 2401/2402 Magnetic Tape Units 



The IBM 2401/2402 Magnetic Tape Units (Figure 88) 
provide magnetic tape input/output capabilities for 
the 1800 system. The magnetic tape units attach to 
the system through a tape control unit provided only 
by the 1802 Processor-Controller (P-C) . 

A maximum of two 2401's (models 1, 2, or 3) or 
one 2402 (model 1, 2, or 3) can be attached to the 
tape control unit. The 2401 has a single tape drive, 
while the 2402 has two tape drives within a single 
unit. Both the 2401 and 2402 are nine-track tape 
units. However, a seven-track read /write head 
feature is available for both units . Intermixing of 
seven- and nine-track tape units is permitted. 



FUNCTIONAL DESCRIPTION 

A complete description of the 2401/2402 is presented 
in System/360 Components Description — 2400 
Series Magnetic Tape Units , Order No. GA22-6866. 
Figure 89 presents a summary of their characteris- 
tics. 




All buffering, and all logical and control functions 
necessary to operate the 2401/2402 are performed by 
the tape control unit in the 1802 P-C. The tape con- 
trol unit operates on a data channel, and data trans- 
fers between core storage and the 2401/2402 are per- 
formed by means of data channel (cycle steal) opera- 
tions . 

Writing or reading magnetic tape, under program 
control, occurs as the tape is moved across a read/ 
write head. Data is written by magnetizing small 
discrete areas on the tape in parallel channels called 
tracks. Data is read by sensing the presence or 
absence of the magnetized spots . 

Tape control functions, such as backspace or 
rewind, can also be performed under program con- 
trol and are used to position the tape to the desired 
point at which reading or writing is to start. 



Tape Organization and Data Formats 

Information on tape is made up of characters (known 
as bytes) , which are used to form logical data 
records. Data records are usually arranged in 
blocks. A tape block may consist of one or more 
records. Blocks are separated by an interblock gap 
as shown in Figure 90. During writing, the gap is 
automatically produced at the end of a block. A block 
is therefore defined or marked by an interblock gap 
before and after the block. 

Blocks of any practical size may be written. 
However , the minimum block length for writing is 



Characteristics 


Model 1 


Model 2 


Model 3 


Number of 
Tracks 


7 


9 


7 


9 


7 


9 


Density (b/in.) 
Bits per Inch 


800 
556 
200 


800 


800 
556 
200 


800 


800 
556 
200 


800 


Data Rate 
(bytes/sec) 


30,000 
20,850 
7,500 


30,000 


60,000 
41,700 
15,000 


60,000 


90,000 
62,500 
22,500 


90,000 


Tape Speed 
(inch/sec) 


37.50 


37.50 


75.00 


75.00 


112.50 


112.50 


Interblock Gap 
(inches) 


0.75 


0.60 


0.75 


0.60 


0.75 


0.60 



Figure 88. IBM 2401/2402 Magnetic Tape Unit 



Figure 89. 2401/2402 Characteristics Summary 
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The P- and V-bits are read and written as the parity 
check bit for their respective bytes. 

Data Formats (Seven— Track) 

When reading or writing with seven tracks , an un- 
packed or packed mode of operation is available. 

In unpacked mode , each word is read from or 
written on the tape as 2 six-bit bytes plus parity as 
follows: 
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Figure 90. Tape Block Concept 



18 bytes. The minimum block length for reading is 
12 bytes. 

Each word transferred to or from the P-C con- 
sists of 16 data bits plus two parity bits (P and V) as 
follows: 



7 


t 15 






1st Half 
i i i i i i i 


2nd Half 
■ i i j — i — i — i — 


P 


V 



The 16 data bits are read from or written into core 
storage while the two parity bits are transferred 
between only the B-register and the 2401/2402. P is 
a parity bit for data bits through 7 , and V is the 
parity bit for data bits 8 through 15 . 

Data Format (Nine-Track) 

When reading or writing with nine tracks , each word 
is read from or written on the tape in two eight-bit 
bytes plus parity as follows: 



P-C Data Word 
7 ! 




P 2 3 4 5 6 7 V 10 111213 1415 

J I — L 



C B A 8 4 2 1 
Byte 1 



C B A 8 4 2 
Byte 2 



1 1 7892 



The P- and V-bits are read and written as the parity 
check bit for their respective bytes. Note that data 
bits , 1 , 8 , and 9 are not used . 

In seven-track packed format, each word is read 
from or written on the tape as 3 six-bit bytes plus 
parity as follows: 



P-C Data Word 
o 9 6 





■ 1 1 1 1 1 


III 


P V 



1 2 3 4 5 

J I L 



6 7 8 9 10 11 

J I L 



12 13 14 15 P V 

J I 1 L 



C B A 8 4 2 1 
Byte 1 



C B A 8 4 2 1 
Byte 2 



C B A 8 4 2 1 
Byte 3 



P-C Data Word 



P V 




P01?345G7 
Byte 2 



as data bits even though each is a parity bit for one- 
half of the P-C word. The parity check bits (C) read 
and written are generated automatically for each of 
the three bytes and are not part of the P-C word. 

Seven-track packed format is designed for use on 
1800 systems only. Data written on other systems , 
such as the IBM 7090, cannot be read on an 1800 
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system unless the correct P- and V-bits are gener- 
ated and written on the tape. Reading data contain- 
ing incorrect P- and V-bits causes data words with 
incorrect parity to be placed into core storage and 
the parity error indicator in the 2401/2402 DSW to 
be turned on. When this data with incorrect parity 
is read out of core storage for processing, a parity 
error is detected, causing an internal interrupt that 
must be serviced . 



Data Checking 

To ensure validity of the data, various checking 
functions are performed when reading or writing 
magnetic tape. These checks are made in addition 
to parity checking of the data transfer between the 
P-C and 2401/2402. 

Longitudinal Redundancy Check (LRC) 

The longitudinal redundancy check monitors all 
tracks on the tape to ensure the presence of an 
even number of 1-bits in each track. As a block 
is written, an odd or even indication of the number 
of 1-bits in each track is automatically determined 
for each block. A check bit is written in each track 
at the end of the block to make the total number of 
1-bits (including the check bit) in each track even. 
The vertical combination of these check bits is the 
LRC character. 

When tape is read, either in a read operation or 
in a read-back check of a write operation, the same 
odd-even indication is determined for each track. 
The LRC check character is included in the calcula- 
tion. If any track indicates an odd number of bits, 
an LRC error is indicated. 

Vertical Redundancy Check (VRC) 

The vertical redundancy check or parity check pro- 
vides a means of checking for the proper number of 
one bits in each byte or character. One track on the 
tape contains the parity or check bit. During a read 
or read backward operation, or during a write or 
write tape mark operation, each byte is checked for 
an even number of 1-bits while operating in even- 
parity mode, and checked for an odd number of 1- 
bits while operating in odd-parity mode. (Nine- 
track tape is always written in odd parity . ) If the 
number of 1-bits for each byte does not correspond 
to the parity mode, a VRC error is indicated. 



Cyclic Redundancy Check (CRC) 

The cyclic redundancy check is effective only in nine- 
track read and read backward operations , and serves 
as a means to correct single-track read errors. As 
a block is written, a special CRC character is auto- 
matically calculated from the data bytes and written 
on the tape after the body of the block (excepting the 
tape mark block) , but before the LRC character. 
During a read operation, the CRC character is again 
calculated and compared with the CRC character 
written on the tape. If the two CRC characters do not 
agree, an error is indicated. In this case, the CRC 
character is used in determining the track in error. 

Skew Check 

During a write, write tape mark, or erase operation, 
bytes are checked for excessive skew (vertical bit 
alignment of a byte) . If excessive skew occurs, a 
skew error is indicated . 



Parity Mode (Seven-Track) 

The 1800 can read or write seven-track magnetic 
tape in either even-parity or odd-parity mode. Mod- 
ifier bit 15 of a XIO initialize read or XIO initialize 
write specifies the mode: 1 is even parity; is odd 
parity. All nine-track operations are performed as 
odd parity only . 

When reading or writing seven-track tape in even 
parity , the following facts should be noted about tape 
characters consisting entirely of 0's: 

1. An all-0 tape character from core storage is 
written on tape as an A-bit and a C-bit. 

2 . A character containing only an A-bit and C-bit 
read from tape is placed in core storage as an 
all-0 character. 

3 . A character containing only an A-bit (@) from 
core storage is written on tape as an A-bit and a 
C-bit. Therefore, when this character is read 
back, it is placed back in core storage as an all- 
character. 

4. No data error indication occurs if the A-bit and 
C-bit are transferred properly . 

Tape Mark 

A tape mark read from nine -track tape sets data word 
bits 3,6, and 7 with odd parity. 
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A tape mark read from seven-track tape in un- 
packed mode sets data word bits 4, 5, 6, and 7 with 
even parity. 

A tape mark read from seven-track tape in 
packed mode sets data word bits 2 , 3 , 4 , and 5 with 
even parity. 



Timings 

Data channel (cycle steal) requests must be honored 
within an average of 16 £ts to permit operation of 
2401/2402 Magnetic Tape Units, Model 3, at the 
maximum data rate of 90,000 bytes per second. The 
tape control unit should be assigned to a data channel 
with high enough priority to ensure that data is not 
lost. 

On systems with a selector channel and a 2401/ 
2402 model 3, 2401/2402 operations cannot overlap 
selector channel operations. 

When a tape drive is selected by an XIO sense 
device, a second XIO sense device must be given 
after a minimum interval of 5 /j,s to receive a valid 
indication of any of the following conditions: 

1. Tape at load point. 

2. Tape channel busy or rewinding. 

3. Tape channel busy or not ready. 

4. End-of-tape or tape mark. 



2401/2402 lOCC's 



Control 



I0 II 12 13 14 IS 



_l I I L_ 



1110 



1 



- Tape unit 

1 - Tape unit 1 



r 



00 = 800 bits per inch 

01 =200 bits per inch 
1 = 556 bits per inch 

(seven track only) 



000 - Rewind and unload 

001 = Write tape mark 
010 = Erase 

011= Backspace 
1 00 = Rewind 



1 1 55S5C j 



This command, if accepted, causes the tape unit 
specified by modifier bit 10 to perform the control 
function specified by modifier bits 13 through 15. 
Tape unit device status word indicators marked with 
the symbol • in Figure 91 are also reset. 

Modifier bits perform the following functions: 

TAPE UNIT SELECT (Bit 10): This modifier bit 
selects the tape unit: = tape unit , and 1 = tape 
unit 1. 



Data Chaining 

Magnetic tape operations can utilize the scan control 
facility to chain data tables together. This allows 
more than one data table to be treated as a single 
data table during read or write operations . 



MAGNETIC TAPE PROGRAMMING 



DENSITY (Bits 11 and 12): These modifier bits 
specify the density as follows: 

00 = 800 bits per inch. 

01 = 200 bits per inch. 
10 = 556 bits per inch. 

A density of 200 bits per inch should be used with 
any backspace control function . 



Magnetic tape operates under data channel control 
for data transfer and utilizes the execute I/O (XIO) 
instruction. 

The input/output control command (IOCC) ref- 

~«~^. r,«.JI Utt n« VTA WHCI+ l\rtTrn oi-» ot"£»o *-»/-»H£i r\f fMllfl 
CiCUUCU Uy Oil J\.l\-t HJ.L4.iJl, iiaw CUii €A^.\su. *_,v--iv/ vj. v^j-^u 

to select the tape control unit. The following IOCC's 
are used for operation and control of magnetic tape. 



CONTROL FUNCTION (Bits 13-15): These modifier 
bits specify the control function as follows: 

000 = Rewind unload . 

001 = Write tape mark. 

010 = Erase. 

011 = Backspace. 
100 = Rewind. 
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If an XIO control is given to a tape unit not 
previously selected by an XIO sense device , or to a 
tape unit that is busy or not ready , the command is 
rejected and an interrupt is given. 



FORMAT (Bit 13) : This modifier bit specifies the 
format for seven-track operation: = unpacked 
format, and 1 = packed format. This bit is ignored 
for nine-track operations. 



Initialize Write 
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Word Count (n) 



Data 



Data 



Data 



TA 

TA+1 

TA+2 

TA+n 



- Tape unit 

1 = Tape unit 1 



i_, 



00 = 800 bits per inch 

01 =200 bits per inch 
1 = 556 bits per inch 

(seven track only) 



1 - Packed format 
(seven track only) 



= Odd parity mode 

1 - Even parity mode 

(seven track only) 
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This command, if accepted, causes data in a table 
starting at the core storage location specified by the 
IOCC address word to be written on the tape unit 
specified by modifier bit 10. The command also 
resets certain device status word indicators, shown 
in Figure 91. The first word of the table contains 
the word count (n) , which defines the number of data 
words to be written from the table, and the scan con- 
trol bits. 

The word count, scan control bits, and data words 
are transferred by means of data channel (cycle steal) 
operations. After the specified number of data words 
has been written , data channel operation continues as 
directed by the scan control bits. After the last word 
in the last data table has been transferred , an opera- 
tion complete interrupt is given. 

Modifier bits perform the four functions described 
next. 

TAPE UNIT SELECT (Bit 10): This modifier bit 
selects the tape unit: = tape unit 0, and 1 = tape 
unit 1. 

DENSITY (Bits 11 and 12) : These modifier bits 
specify the density as follows: 

00 = 800 bits per inch. 

01 = 200 bits per inch. 
10 = 556 bits per inch. 



PARITY MODE (Bit 15) : This modifier bit specifies 
the parity mode for seven-track operation: = odd 
parity, and 1 = even parity. This bit is ignored for 
nine-track operations . 

If an XIO initialize write is given to a tape unit 
not previously selected by an XIO sense device, or 
to a tape unit that is busy or not ready, the command 
is rejected and an interrupt is given. 



Initialize Read 
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Word Count (n) 



Data 



Data 



Data 



TA 



TA+1 



TA+2 



TA+n 



- Tape unit 

1 - Tape unit 1 



00 = 800 bits per inch 

01 =200 bits per inch 
1 = 556 bits per inch 

(seven track only) 



1 - Packed mode 

(seven track only) 



= Read 

1 = Read - correct 

(nine track only) 



= Odd parity mode 

1 = Even parity mode 

(seven track only) 
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If accepted, this command causes data to be read 
from the tape unit specified by modifier bit 10 and 
transferred to a table starting at the core storage 
location specified by the IOCC address word. Certain 
device status word indicators are also reset. (See 
Figure 91.) The first word of the table contains the 
word count (n) , which defines the number of data 
words to be transferred to the table , and the scan 
control bits . 

The word count, scan control bits, and data 
words are transferred by means of data channel 
(cycle steal) operations. After the specified number 
of data words has been transferred, data channel 
operation continues as directed by the scan control 
bits. After the last word in the last data table has 
been transferred, an operation complete interrupt is 
given. 
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Modifier bits perform the five functions 
described next. 

TAPE UNIT SELECT (Bit 10): This modifier bit 
selects the tape unit: = tape unit 0, and 1 = tape 
unit 1. 

DENSITY (Bits 11 and 12): These modifier bits 
specify the density as follows: 

00 = 800 bits per inch. 

01 = 200 bits per inch. 
10 = 556 bits per inch. 

FORMAT (Bit 13): This modifier bit specifies the 
format for seven-track operation: = unpacked 
format, and 1 = packed format. This bit is ignored 
for nine-track operations . 

READ MODE (Bit 14) : This modifier bit specifies the 
type of read operation: = normal read, and 1 = 
read while correcting. Read while correcting should 
always be used unless error correction is to be elim- 
inated. This modifier bit is ignored for seven-track 
operation. It is also ignored during the first time a 
tape block is read (error not yet detected) for nine- 
track operation. See "Error Correction (Nine-Track)" 
for details. 

PARITY MODE (Bit 15) : This modifier bit specifies 
the parity mode for seven-track operation: = odd 
parity, and 1 = even parity. This bit is ignored for 
nine-track operations . 
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This command may be used to: 



1. Place a tape unit in selected mode. 

2. Sense the tape unit device status word (DSW). 

3. Reset program resettable DSW indicators. 



4 . Sense the word count . 

5. Perform an operation stop to clear the data 
channel . 

The modifier bits indicate the function, as 
described next. 

TAPE UNIT SELECT (Bit 10): This modifier bit 
selects the tape unit: = tape unit 0, and 1 = tape 
unit 1. 

DSW Select (Bit 11): This modifier bit selects the 
word to be sensed: = device status word, and 1 = 
channel word count. 

PROGRAM STOP (Bit 12): This modifier bit is used 
to select program stop operation: = no program 
stop operation, and 1 = program stop operation. 

RESET (Bit 15): This modifier bit controls the reset 
of the program resettable indicators in the device 
status word: = no indicator reset, and 1 = indicator 
reset. 

The following paragraphs describe the various 
functions that may be performed with an XIO sense 
device . 

TAPE UNIT SELECTION: Before a tape unit may be 
used, it must be placed in selected mode to prepare 
the unit for program operation. Tape unit is auto- 
matically selected when P-C console RESET is 
pressed. Tape unit selection is changed by the XIO 
sense device . 

Once a unit is selected, it remains selected until 
changed by another XIO sense device. 

If an attempt is made to select a tape unit while 
the other is selected and busy, the busy tape unit 
remains selected . Bit position 1 of the DSW will 
show that the selection remained unchanged. 

SENSE DSW: If modifier bit 11 is off, an attempt is 
made to select the tape unit specified by modifier bit 
10, and the DSW of the selected tape unit is read into 
the accumulator. The DSW is shown in Figure 91. 

Modifier bit 15 controls reset of the program 
resettable DSW indicators. If modifier bit 15 is on, 
the indicators are reset. If modifier bit 15 is off, 
the indicators are not reset. 

The indicators identified by DSW bits 12 , 13 , 
14, and 15 require a minimum of 5 fis from selection 
of the tape unit before their status can be accurately 
placed in the DSW. Therefore, if the status of these 
indicators is desired, the XIO sense device that reads 
the DSW must be given at least 5 jus after the XIO 
sense device that selects the tape unit. 
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njltilMl 10 II 12 13 14 15 



Indicator Name 

■ 15 Tape Channel Busy or Not Ready 
-14 Tape Channel Busy or Rewinding 

■ 13 End -of -Tape or Tape Mark 
• 12 Tape at Load Point 

■ 11 Wrong Length Record ** 
- 10 Tape CB Diagnostic ** 

■ 9 Operation Complete ** * 
8 Overrun * 

7 Data Bus Out or P -C Parity Error 

6 Tape Data Error * 

5 Storage Protect Violation ** 

4 Chain Stop # * 

3 End of Table ** * 

2 Command Reject ** 

1 Tape Drive Selected, or 1 



Interrupt 

Indicator reset by an XIO sense device with reset 

Indicator reset by an XIO initialize read or XIO initialize write 
(other indicators reset by their status turnoff) 



Figure 91. 2401/2402 Device Status Word 



|27064A| 



The DSW should be sensed and checked after 
each read or write because tape errors do not cause 
interrupts . 

SENSE WORD COUNT: If modifier bit 11 is on, the 
channel word count is read into the accumulator, and 
modifier bits 10 and 15 are ignored. The channel 
word count, which is in bit positions 2 through 15, 
gives the word count difference if the number of data 
words on magnetic tape did not equal the word count 
of the command. If the tape block is longer than the 
command word count, the channel word count is in 
true form. If the tape block is shorter than the com- 
mand word count, the channel word count is in l's 
complement form. The form can be determined by 
interrogating bits and 1: 



Bit Positions 
and 1 

00 
11 



Word Count 

True binary form 
l's complement form 



OPERATION STOP: If modifier bit 12 is on, an 
operation stop is performed by setting the word count 
to 0. In addition, the other functions specified are 
performed . 



2401/2402 DSW Interrupt Indicators 

Figure 91 shows the format of the 2401/2402 DSW and 
defines interrupt and program resettable indicators. 

COMMAND REJECT: This indicator turns on, caus- 
ing an interrupt, if an XIO initialize read, XIO initial- 
ize write, or XIO control is rejected for one of the 
following reasons: 



1. 

2. 

3. 

4. 



Addressed unit busy or not ready. 

Attempt to write on file protected unit (includes 

tape mark or erase) . 

Backspace or rewind when already at load point. 

Parity error (P-C or out bus) while initiating 

commands . 

Command given for unselected unit. 



If a command is rejected, that rejected command 
will not set operation complete , although any previous 
operation still in progress will set operation complete 
in the normal manner. 

END OF TABLE: This interrupt occurs, if requested 
by the scan control bits, when the specified word 
count on a magnetic tape I/O operation becomes equal 
to 0. 

When chaining, with an interrupt after each table, 
and using short tables and a long interrupt subroutine , 
a subsequent interrupt may be lost if it occurs before 
the DSW indicator is reset. 

OPERATION COMPLETE: This interrupt occurs at 
the completion of a write tape mark, read, write, 
erase, or backspace operation. This interrupt also 
occurs immediately after the initiation of a rewind or 
rewind unload operation. 

2401/2402 DSW Noninterrupt Indicators 

Figure 91 shows the format of the 2401/2402 DSW and 
defines noninterrupt and program resettable indicators. 

TAPE UNIT SELECTED: This indicator specifies 
which of two possible tape units is currently selected 
by the tape control, or 1. 

CHAIN STOP: This indicator turns on if a parity 
error (P-C or out bus) occurs while loading the chan- 
nel address register or word counter during chaining 
and not during initializing. An XIO initialize write 
operation is terminated at this point and an operation 
complete interrupt occurs. Any transfer of data for 
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an XIO initialize read operation will be terminated 
although the operation complete interrupt does not 
occur until an interblock gap is encountered. 

STORAGE PROTECT VIOLATION: This indicator 
turns on if a tape read operation attempts to store 
data into a storage-protected location. The transfer 
of data is terminated, although the tape proceeds to 
the interblock gap. 

TAPE DATA ERROR: This indicator turns on if any 
of the following read or write checks is detected: 

1. Read /write VRC error. 

2. Write high-clip VRC error. 

3. Write-no-echo error or read lost character. 

4 . Write skew error . 

5. Read /write LRC error. 

6. Read CRC error. 

During reading of seven-track tape in packed format , 
a tape error can cause bad parity in core storage. 
If this occurs, a parity error occurs when the data 
with bad parity is read from core storage. This 
error causes an internal interrupt condition. 

DATA BUS OUT OR P-C PARITY ERROR: This 
indicator turns on if a P-C parity error is detected 
on the out bus or in bus , or if an out bus parity 
error is detected by the tape control unit. 

OVERRUN: This indicator turns on if the data chan- 
nel fails to transfer data in the time the 2401/2402 
requires service. 

TAPE CE DIAGNOSTIC: This indicator is for the 
customer engineer's use as a modifier of tape data 
error indicators . It turns on if any one of the follow- 
ing tape control checks is detected: 

1. Read high-clip VRC check. 

2. Read clock VRC check. 

3. Write clock VRC check. 

4. Delay counter VRC check. 

WRONG LENGTH RECORD: This indicator turns 
on if the number of words of data read from magnetic 
tape in an XIO initialize read operation is not 
identical to the programmed word count, or if a tape 
mark is encountered during an XIO initialize read 
operation. This indicator also comes on if a record 
block on tape does not contain byte multiples exactly 
matching the total of P-C words . In this case , one or 
more extra bytes are added to fill up the last P-C 



TAPE AT LOAD POINT: This indicator turns on if 
the tape is physically at load point. Since the first 
block written on a tape has an extra-long block gap 
preceding it, this indicator will not be on after a 
backspace has positioned the tape at the beginning of 
the first block. This indicator is reset only by the 
tape physically leaving the load point. Care must be 
taken to ensure that the tape unit sensed is the tape 
unit desired by the programmer. 

END-OF-TAPE OR TAPE MARK: This indicator 
turns on if end-of-tape is sensed during an XIO initial- 
ize read, XIO initialize write, write tape mark, or 
if a tape mark has been read during an XIO initialize 
read operation. This indicator is not set by tape 
marks encountered during an XIO initialize write, 
write tape mark, erase, or backspace operation. 

If only a tape mark was sensed , this indicator is 
reset by an accepted XIO initialize read, XIO initial- 
ize write, or XIO control. It can also be reset by a 
XIO sense device. To reset the indicator if end-of- 
tape is sensed, it is necessary to perform one of the 
following tape operations: (1) backspace (even if the 
backspace does not encounter end-of-tape indicator) , 
(2) rewind, or (3) rewind unload. 

Reading a tape mark always causes the wrong 
length record indicator to be set. Sensing end-of- 
tape does not stop the transfer of data and therefore 
does not cause the wrong length record indicator to be 
set unless a short or long record condition also exists. 

TAPE CHANNEL BUSY OR REWINDING: This indica- 
tor turns on during an XIO initialize read , XIO initial- 
ize write , write tape mark , erase , or backspace 
operations. The indicator is also on during rewind 
and rewind unload operations after initialization of 
these operations. Care must be taken to ensure that 
the tape unit sensed is the tape drive desired by the 
programmer . 

TAPE CHANNEL BUSY OR NOT READY: During XIO 
initialize read, initialize write, write tape mark, 
erase, and backspace operations, the tape unit is con- 
sidered to be ready and busy. During rewind and re- 
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storage with the word counter counting this last word. 



be not ready and not busy. Accordingly, the tape 
channel busy or not ready indicator is on during all of 
the aforementioned operations. This indicator is also 
on if the tape unit is not physically ready. Care must 
be taken to ensure that the tape unit sensed is the 
tape unit desired by the programmer. 

Error Correction (Nine-Track) 

An XIO initialize read can automatically recover any 
number of errors (pick-ups or dropouts) on any one 
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track, if modifier bit 14 of the IOCC is on. However, 
for this automatic error correction to work, a cer- 
tain type of read retry procedure is required. This 
procedure intermixes a number of read retries on 
one block with moving tape to another block (which 
is usually backward past the tape cleaner) , then 
moves back to the desired block for more read 
retries. The standard recovery procedure is to first 
read a block; then, if errors exist, backspace and 
read-correct (read with modifier bit 14) each block 
up to ten times. Finally, if errors still exist, per- 
form five backspaces (equal to 3" with minimum 
blocks) to ensure that the tape block desired has 
moved past the tape cleaner and to ensure that the 
error- correction circuitry has been reset (requires 
two backspaces). 

For the first block on the tape (where backspac- 
ing two blocks is not possible) , tape block movement 
has to be replaced by temporarily selecting the 
opposite tape unit through an XIO sense device for 
error correction to function. This may be done even 
when there is only one tape unit attached . 



The next step is to move tape forward by reading 
blocks with a word count of to reach the beginning 
of the desired block and continue the standard recov- 
ery procedure with read-correct until tape block 
movement past the cleaner is required again. Repeat 
this procedure up to 9 times for a total of 100 read- 
correct operations before concluding that a block is 
not correctable. 

In some cases, the 10 read-corrects on the same 
block can be reduced, but not reduced to less than 3. 
The 10 block movements past the tape cleaner can 
also be reduced, but not reduced to less than 2. 



2401 and 2402 Usage Meters 

These meters run when both of the following condi- 
tions are present: 

1. The tape unit is selected for operation by 
the program. 

2. The P-C is running. 
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Communications Adapter 



INTRODUCTION 

The communications adapter (CA) extends the capa- 
bilities of the 1800 system by permitting commun- 
ications with other systems that have appropriate 
communications attachments. The functional char- 
acteristics of the CA comply with the conventions 
established for binary synchronous communications 
(BSC) . This compliance makes the CA compatible 
with the following: 



System/360 with synchronous data adapter II 
of the 2701 Data Adapter Unit. 

System/360 with 2703 Transmission Control Unit. 

1130 system with synchronous communications 
adapter. 

Other 1800 systems with the C A feature . 

2770 Data Communications System. 

2780 Data Transmission Terminal and other 
BSC devices. 



For the user not familiar with data communica- 
tions, the following manuals are referenced: 

IBM Data Communications Primer , Order 

No. GC20-1668 
IBM Binary Synchronous Communications , 

Order No. GA27-3004 



The CA provides half-duplex, synchronous (by 
bit and by character) data transmission over private 
or leased voice-grade lines, or switched telephone 
networks. Either two-wire or four-wire connections 
may be used . The CA may also operate in full- 
duplex mode, thus reducing line turnaround delays, 
but message transmission is half-duplex only (trans- 
mission in one direction at a time) . In dial-up net- 
work operation, the CA will automatically answer 
calls originated by a remote station (auto-answer 
function) . 

Selectable Features and Options 

NUMBER OF LINES: Up to four CA basic units may 
be attached to an 1800 system. Either one or two 



communications lines (line adapters) can be attached 
to the CA basic unit, thus giving a maximum of eight 
communications lines, all of which may operate 
simultaneously . 

TRANSMISSION CODE: Either American National 
Standard Code for Information Interchange (ASCII) 
normal or Extended Binary-Coded-Decimal Inter- 
change Code (EBCDIC) normal and transparent may 
be selected as the transmission code. Both line 
adapters on a C A must use the same code . 

CLOCKING: Either business machine or data set 
clocking may be specified. Choice of clocking is 
dependent on the data set. However, the clocking 
(business machine or data set) must be identical in 
all stations on a communications link. 

LINE SPEED: Either line adapter may be assigned a 
speed of 600 (World Trade Corporation only), 1,200, 
2,000, 2,400 or 4,800 baud. Choice of speed is 
dependent on the data set and quality of lines used. 

TRANSMISSION MODE: Either line adapter may be 
assigned transmit controlled carrier or continuous 
carrier operation. Continuous carrier operation is 
permitted on four-wire communications links only. 

PRIMARY OR SECONDARY STATION: Either line 
adapter may be assigned as a primary or secondary 
station. The receive timeout for the primary station 
occurs at 2.7 seconds; the timeout at the secondary 
occurs at 3 seconds. This option assists in breaking 
equipment contention, which can occur when two sta- 
tions attempt to transmit simultaneously. 

DATA CHANNEL: Each line adapter may be assigned 
to a separate data channel . For concurrent operation 
of both line adapters, they must be assigned to 
separate data channels. 

CA READY: This option may be installed in either 
line adapter to prevent disconnecting a dial-up data 
set when the line is deinitialized . This is an aid to 
program debugging and may be left installed if pro- 
gram disconnect is not required. 

Auto-Answer Function 

This function, providing the controls necessary to 
give "off-hook" and "hang-up" indications, allows a 
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line adapter to automatically answer incoming calls 
on switched networks. 

Outgoing calls are initiated manually. No pro- 
vision for automatic calling is available. 



Data Set Interface 

The line-adapter-to-data set interface conforms to 
the Electronic Industries Association (ETA) RS-232C 
Standard . 



FUNCTIONAL DESCRIPTION 

Each line adapter functions as an I/O control between 
the P-C and the transmission line. The line adapter 
is fully controlled by execute I/O (XIO) instructions, 
data chaining, and recognition of the data link control 
characters that it receives from communications net- 
works or the P-C . 

A line adapter can start transmitting or receiv- 
ing only after being properly initialized by an XIO. 
After being initialized, the line adapter monitors 
data received from the remote station or the P-C 
for control characters and performs the proper action 
when they are detected. 

Data transfer to and from core storage by means 
of data channel (cycle steal) operation begins after 
generation and recognition of a sync pattern. 

The data to be transmitted is stored two char- 
acters (bytes) per core storage word. As many as 
4,095 bytes may be used to construct a data table. 
Data transfer ends after recognition of an end con- 
trol character or program reset, or when the end 
of the data table is reached and data chaining is not 
specified by the scan control. 

The P-C and its program control and initiate all 
operations within a line adapter and are responsible 
for: 



Proper sequencing of commands. 
Translation to and from data codes. 
Interpreting sense and status information. 
Initiating and terminating operations. 
Proper message and control format. 
Recognizing control characters. 



Data Flow 

In transmit mode , data flow is from core storage to 
the eight-bit common bus, to the nine-bit serializer/ 
deserializer (SERDES), to the data set, to the com- 
munications line (Figure 92) . Each 16-bit core stor- 
age word constitutes two 8-bit characters. When the 
byte counter contains an even count, the high order 

Transmit Data 



_i i i i i i i_ 



-J I I i I i_ 



Data table 



Data channel 
transfer of one 
character (CAR 
advance 
inhibited) 




Data channel transfer 
of one character (CAR 
advanced by one) 



Common Bus 



u 



Eight- bit parallel transfer 



SERDES 



To li 



Serial shift to line 



Receive Data 

From line 

First character 



Serial shift into SERDES 




First character 




Second character 



Second character 



Data channe 
parallel transfer 
(two bytes) 



Data table 



-i—i — i — i — i — i-J i i U_L 



Figure 92. CA Data Flow 
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character (bit positions through 7) is transferred to 
the common bus, and the channel address register 
(CAR) is not advanced . When the byte counter con- 
tains an odd count, the low order character (bit 
positions 8 through 15) is transferred to the common 
bus , and the CAR is advanced . 

In receive mode , data flow is from the commun- 
ication line to the data set, to the SERDES, to the 
common bus or eight-bit buffer register, to core 
storage. The 8-bit buffer is used to pack two 8-bit 
characters into one 16-bit core storage word. When 
the byte counter contains an even count, the eight-bit 
buffer is loaded from the SERDES and the channel 
address register (CAR) is not advanced. When the 
byte counter contains an odd count, the character in 
the SERDES is transferred via the common bus to 
core storage , along with the character in the eight- 
bit buffer, and the CAR is advanced. 

Data transfer between core storage and SERDES 
is parallel by byte and serial by character. Data 
transfer between SERDES and the communications 
line is serial by bit. 



CA Transmission Code 

The CA uses either EBCDIC (Figure 93) or ASCII 
(Figure 94) for transmission code. Both codes 
utilize eight bits per character. (ASCII uses seven 
bits plus a parity bit.) Because a core storage word 
consists of 16 data bits, CA characters are packed 
two characters per word in core storage; one char- 
acter in bit positions through 7 and one character in 
bit positions 8 through 15. All characters are trans- 
mitted low order bit first as follows: 



Core Storage Word 



BCDiC 



ASCII 



Bit Positions 



10 



11 



12 



13 



14 



15 



First Bit to Line 



Control Characters 

Ten communications control characters provide the 
control character set to implement control functions. 



Communications control characters and sequences 
defined for the BSC system are listed in Figure 95 and 
described in the following paragraphs. 

SOH (Start of Heading): SOH is used as the first char- 
acter in a block of heading data in a message . A head- 
ing may consist of a series of noncontrol characters, 
which may be used to process the text portion of a 
message . If a heading is subdivided into shorter trans- 
mission blocks by use of ETB or ITB, SOH is used to 
start any block that continues the transmission of the 
heading. Use of SOH following ITB is optional, but 
should be used only if the block ended by ITB was 
heading. 

STX (Start of Text) : STX is used to indicate the start 
of the text portion of a message and to terminate a 
heading. Text is that portion of a message treated as 
an entity to be transmitted to a remote station without 
change . If text is subdivided into shorter transmis- 
sion blocks by use of ETB, STX is also used to start 
each block of text that continues transmission of the 
text. Use of STX at the start of a text block following 
an ITB is optional. 

ITB (Intermediate Transmission Block): ITB is used 
to block data by indicating end of intermediate text or 
heading without causing line turnaround. Block check 
characters (BCC) are immediately transmitted follow- 
ing an ITB. Another message block follows the ITB 
and BCC . SOH or STX may be included or omitted as 
the first character of the block following an ITB, pro- 
vided the type of information (heading or text) in the 
two blocks is the same. However, SOH normally does 
not follow a previous text block, only a previous head- 
ing block. 

ETB (End of Transmission Block): ETB is used to 
indicate the end of a transmission block which is not 
the end of the message. ETB is followed immediately 
by the BCC's and calls for a response from the 
receiving station. After an affirmative response, 
transmission of the message is resumed with an SOH 
or STX , depending on whether the ETB came within 
the heading , between the heading and text , or within 
the text . 

ETX (End of Text): ETX is used to terminate a text 
or message. ETX is followed immediately by the 
BCC's and calls for a response from the receiving 
station. After an affirmative response, transmission 
may continue with SOH or STX. ETX should not be 
used to terminate a heading. 
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Bit Positio 
0,1,2,3 

4,5,6,7 

1 


ns 


0000 


0001 


0010 


0011 


0100 
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0110 


0111 
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1001 
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mi 
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Char 





Bit Positions 


Core Storage 
Word 


0, 1, 2, 3, 4, 5, 6, 7 


8, 9,10,11,12,13,14,15 


EBCDIC 


0. 1, 2, 3, 4, 5, 6, 7 



a 



Last bit 
to line 



First bit 
to line 



Note: IUS character (/IF) performs the intermediate 
transmission block (ITB) function. 



a 
a 



Control function 
when preceded 
by DLE 



Duplicate assignment 



Control characters 



Turnaround characters 
when preceded by 
DLE (not used 
by MPX) 
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Figure 93. EBCDIC (as used in Binary Synchronous Communications) 
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Bit Position': ! 
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Bit Positions 


Core Storage 

Word 


0, 1, 2, 3, 4, 5, 6, 7 


8, 7,10,11,12,13,14,15 


ASCII 


P, 7, 6, 5, 4, 3, 2, 1 



Last bit 
to iine 



First bit 
to Mne 



Note: US character (/IF) performs the intermediate 
transmission block (ITB) function. 



Figure 94. ASCII (as used in Binary Synchronous Communications) 
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Name of Function 


Functional 


Code Realization 


Mnemonic 


EBCDIC 


USASCII 


Start of Heading 


SOH 


SOH 


SOH 


Start of Text 


STX 


STX 
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US 
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DLEO 
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DLE1 
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DLE EOT 3,4 
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DLE< 
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TTD 
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XITB 
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XETB 


DLE ETB 
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XSYN 
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XENQ 
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XSTX XENQ 
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Figure 95. Control Characters and Sequences 



SYN (Synchronous Idle): SYN characters are auto- 
matically generated by the line adapter and are used 
to establish synchronism and to maintain synchronism 
is absence of any other character. In normal mode, 
the program can insert SYN characters for time fills 
(up to 2.5 seconds only). 

DLE (Data Link Escape): DLE is used to provide 
additional line control characters by indicating the 
start of a contiguous two-character sequence. 

PAD: Two PAD characters are used by the line 
adapter : pre-SYN PAD and end PAD . The pre-SYN 
PAD is provided automatically by the line adapter and 
precedes the SYN SYN sequences at the start of each 
transmission. Pre-SYN PAD characters (/55) are 
used to establish bit phase. 

End PAD character (/FF) must be provided by 
the program and must follow any control character or 
sequence that initiates line turnaround. 



Control Sequences 

Control sequences are formed by two contiguous con- 
trol characters and are used for additional control 
functions not defined by single control characters. 
The sequences are : transparent mode control , 
standard affirmative reply, and turnaround. Trans- 
parent mode control sequences are described under 
"Transparent Mode Control." The remaining se- 
quences are described in the following paragraphs. 



EOT (End of Transmission): EOT is used to termi- 
nate transmission and is the only means of ending 
message transfer. Any valid EOT transmitted or 
received terminates transmission immediately and 
does not call for a response. A valid EOT is defined 
as a SYN SYN EOT PAD sequence. 

ENQ (Enquiry): ENQ is used to request a reply from 
a remote station. In point-to-point operation, ENQ 
is used by a transmitting station to bid for a line . If 
the transmitting station receives an affirmative 
response, transmission may begin. 

NAK (Negative Acknowledgement) : NAK is used by a 
receiving station as a negative response to a trans- 
mitting station. A valid NAK is defined as a NAK 
PAD sequence. A NAK response to a message block 
transmission indicates that the block was received in 
error. NAK is also the not-ready reply to a station 
selection. 



STANDARD AFFIRMATIVE REPLIES: In normal 
data exchange, it is customary to acknowledge each 
received message block with an affirmative reply. 
If the reply cannot be positive because the received 
message was faulty , a NAK must be used as the reply . 

For a positive reply, odd-numbered messages 
(first, third, fifth, and so on) are acknowledged with 
ACK1, and even-numbered messages are acknowledged 
with ACKO. A third positive acknowledgment is 
WACK, which indicates to the transmitting station 
that the receiver has a temporary not- ready condition. 
The fourth positive reply is RVI, which requests that 
data transmission be reversed so that an important 
message can be sent by the receiving station . 

Standard replies are composed of a DLE as the 
leader, followed immediately by specific bit combin- 
ations as the trailer. (See Figure 95.) Standard 
replies as well as NAK are not recognized if SOH or 
STX has been previously detected in the message 
stream. 
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Standard replies as well as NAK cause an end- 
character-decoded interrupt allowing the program 
to initiate line turnaround. 

TURNAROUND SEQUENCES: These sequences are 
used to cause an end-character-decoded interrupt, 
thus allowing the program to initiate line turnaround. 

Turnaround sequences are formulated by aDLE 
as the leader, followed immediately by any of the 
turnaround characters indicated in Figures 93 and 
94. 

The character sequence DLE turnaround can be 
used as an acknowledgment to which a special 
meaning may be assigned by prior agreement. 

Turnaround character sequences are not recog- 
nized if SOH or STX has been previously detected in 
the message stream. 



Data Transmission Checking 

Data checking is based upon transmission of addi- 
tional information with each transmission block of 
data (heading and/or text blocks) . This extra infor- 
mation permits error detection by the receiving sta- 
tion. This information is called a block check 
character (BCC). The three checking methods used 
to generate BCC's are described next. 

CYCLIC REDUNDANCY CHECK (CRC-16): This 
checking is performed automatically by the line 
adapter and is used only with EBCDIC in both norm- 
al and transparent modes. CRC produces a 16-bit 
check character by an arithmetic accumulation of 
the message bits for each transmission block. This 
16-bit CRC character is transmitted as two contig- 
uous BCC's immediately following the end-of-block 
character. The receiving station also produces its 
own CRC character using the same method . This 
16-bit CRC character is compared for agreement 
with the two BCC's received. If they do not agree, 
a BCC error is set in the device status word. 

CRC accumulation begins following the first 
appearance of an SOH or STX in normal mode or an 
SOH or DLE STX in transparent mode. The SOH, 
STX , or D LE STX is not included in the accumula- 
tion. CRC accumulation ends with and includes the 
end-of-block character (ITB, ETB, or ETX). If 
ITB is the end-of-block character, CRC accumula- 
tion for the next block begins automatically without 
an SOH or STX . All characters transmitted or 
received during accumulation are included, except 
those characters that are not sent to core storage at 
the receive station. These characters are: SYN 
SYN. DLE SYN. or first DLE in DLE DLE seauence. 



VERTICAL REDUNDANCY CHECK (VRC): VRC is 
performed automatically by the line adapter and is 
used only with ASCII in normal mode . This code 
structure defines an eighth bit to provide odd parity 
for each character. A vertical redundancy check 
(parity) is performed on each character; if its parity 
is not odd, data parity error is set in the device 
status word. The VRC check is made on all trans- 
missions: responses, control sequences, headings, 
and text. 

LONGITUDINAL REDUNDANCY CHECK (LRC): 
LRC is performed automatically by the line adapter 
and is used only with ASCII in normal mode. The 
LRC character is an eight-bit character. It con- 
sists of the bits necessary to make the total number 
of 1-bits even in each individual bit level of the code 
for the entire transmission block. The LRC char- 
acter is transmitted as one BCC immediately follow- 
ing the end-of-block character. The receiving sta- 
tion produces its own LRC character, which is com- 
pared for agreement with the BCC received. If 
they do not agree , a BCC error is set in the device 
status word. 

LRC accumulation begins after the first appear- 
ance of an SOH or STX. The first SOH or STX is not 
included in the accumulation. LRC accumulation 
includes and ends with the end-of-block character 
(ITB, ETB, or ETX). If ITB is the end-of-block 
character, LRC accumulation for the next block be- 
gins automatically without an SOH or STX. All char- 
acters transmitted or received during accumulation 
are included except those characters that are not 
sent to core storage (SYN SYN) . 



Transparent Mode Control 

Transparent mode allows the full 256 EBCDIC char- 
acter codes to be transmitted as text. Transparent 
mode is used when binary information, or external 
codes are to be transmitted or received. No pro- 
vision for transparent mode operation using ASCII is 
provided . 

line auapuci chlcio ti. cxiiopa-j-^iii- uiuuc aitci a. 

DLE STX sequence. In transparency , a transmit- 
ting line adapter inserts a second DLE after each 
data DLE received from core storage. For example, 
a DLE ETB sequence transmitted during transparent 
mode appears as aDLE DLE ETB sequence, and the 
control character sequence of DLE ETB is not recog- 
nized. At the receiver, the DLE preceding the 
inserted DLE is deleted and not sent to core storage. 

A line adapter leaves transparent mode when a 
sintrle DLE followed bv an ITB. ETB. ETX. or ENQ 
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is detected. Exit from transparent mode is accom- 
plished by placing a DLE followed by an ITB, ETB, 
ETX, or ENQ in the next-to-last word of a transmit 
data table. When the line adapter receives the DLE 
from core storage, the byte counter is decreased to 
3. The combination of a DLE and a byte count of 3 
prevents insertion of the additional DLE . Therefore , 
a control sequence is detected. 

DLE SYN sequences are used to maintain syn- 
chronism in transparent mode in place of SYN SYN 
sequences used in normal mode. Frequency of inser- 
tion depends on the line speed. DLE SYN sequences 
cannot be used by the program as time fills in trans- 
parent mode. 



Timeout Controls 

Timeouts are used to ensure efficient utilization of 
the communications line and to prevent tie-ups due to 
false sequences or missed turnaround characters. 

Some timeout conditions cause an interrupt , but 
the program has the option to suppress the timeout 
interrupt . 



TRANSMIT TIMEOUT (No Interrupt): This timeout is 
used to automatically insert the synchronous idle 
sequence in the output data stream as follows: 

1 . In normal mode , and also in transparent mode 
with external clocking, a SYN SYN or DLE SYN 
sequence is inserted every 1.00 (±0.15) sec. 

2. In transparent mode with business machine 
clocking, a DLE SYN sequence is inserted at 
one of several possible intervals , depending on 
the line speed: 

600 baud: 900 (±100) ms (WTC only) 

1200 baud: 475 (±50) ms 
2000 or 

2400 baud: 255 (±25) ms 

4800 baud: 106 (±12) ms 

In either case, insertion of the synchronous idle 
sequence is delayed if insertion would occur between: 

• A DLE and its following control character. 

• An ITB character and the following BCC's. 

• The block check characters (BCC's). 

In the case of all non-ITB ending sequences , 
insertion is abandoned. Timeout is restarted when 
the synchronous idle sequence (SYN SYN or DLE SYN) 
is detected in the message stream. 



TIMEOUT (Interrupt): This timeout has the follow- 
ing purposes: 

• Limits the waiting time allowed for a transmit- 
ting station to receive a reply (3 seconds). 

• Monitors incoming or outgoing data for SYN pat- 
terns. A timeout interrupt will occur in 

3 seconds if any of the following conditions occur 
in the data stream: 

1. A (SYN SYN) sequence is not decoded in 
normal mode. 

2. Continuous SYN characters are decoded in 
normal mode . 

3. A DLE SYN sequence is not decoded in 
transparent mode. 

4. Continuous DLE SYN sequences are decoded 
in transparent mode . 

• Causes a timeout interrupt if the data set fails to 
respond to a request-to- send with a clear-to- send 
within 3 seconds. 

The timeout interrupt can be changed to a nominal 
2 seconds by issuing an XIO initialize write or XIO 
sense device, and specifying continue timer (modifier 
bit 10 on) in either case. If this is done, the timeout is 
changed from 3 seconds to 2 seconds and the timer is 
started. The new timeout period remains effective 
until changed by one of the following events: 

1. A timeout interrupt occurs. 

2. A change from receive to transmit, or vice versa, 
occurs because of data table chaining or another 
XIO initialize write. 

3. An XIO initialize write or XIO sense device with 
modifier bit 12 (clear CA) on is given. 

A timeout interrupt can be suppressed if bit 3 of 
the data table byte count word is on. 

Actual time periods for timeout interrupt are: 



Time Period 


Secondary Station 


Primary Station 


3-second timer 
2-second continue timer 


3.0 seconds 
2.0 seconds 


2.7 seconds 
1 . 9 seconds 


all times ± 100 milliseconds 
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LINE ADAPTER INITIALIZATION 

Before a line adapter can transmit or receive infor- 
mation, it must be initialized to a state in which it is 
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either seeking characters received from the line or 
seeking characters from core storage to transmit on 
the line. 

Initializing is started by an XIO initialize write. 
This command defines the line adapter to be initial- 
ized and a data table in core storage . The first word 
of the data table contains scan control bits , line 
adapter control bits, and the byte count associated 
with the data table. This word (Figure 96) is trans- 
ferred to the line adapter by means of data channel 
(cycle steal) operations and is used to complete 
initialization of the line adapter. The various func- 
tions the information in this word performs are 
described in the following paragraphs. 



Scan Control 

The scan control bits (0 and 1) perform the normal 
functions of data chaining control and table complete 
interrupt control. These two functions are 
described next. 

DATA CHAINING: When this bit is on, automatic 
chaining to another data table occurs when the byte 
count is decreased to . The core storage word fol- 
lowing the data table word containing the last byte 
must contain the address of the next data table. The 
first word of the next data table must contain its own 
address to prevent a channel address register (CAR) 
check. The second word of the next data table con- 
tains scan control bits, line adapter control bits, 
and the byte count for that data table . 

Data chaining from transmit to receive tables or 
vice versa is allowed within certain restrictions. 
The rules for data chaining are given in Figure 97 . 
Note that chaining of receive tables is permitted. 
However, the Multiprogramming Executive (MPX) 
Operating System does not allow chaining of receive 
data tables. 
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Byte Count (Max. 4095) 

Suppress Timeout Interrupt 

Receive 
[1 Transmit Mode 

Suppress Table Complete Interrupt 
Data Chaining 



Figure 96. CA Byte Count Word 



this bit is on, the line adapter is placed in transmit 
mode. This mode causes the line adapter to trans- 
mit a synchronization sequence consisting of pre-SYN 
and SYN characters , followed by the first character 
from the data table . 

SUPPRESS TIMEOUT INTERRUPT: When this bit is 
off, the timeout interrupt is not suppressed. When 
this bit is on, timeout interrupt is suppressed. 



Byte Count 

The byte count (bits 4 through 15) specifies the num- 
ber of eight-bit characters (two per core storage 
word) in the data table. All characters in a data 
table must be counted . If the byte count is odd , the 
first character position (bits through 7) following 
the byte count word is ignored by the line adapter 
and is not transmitted. 



DIAGNOSTIC FUNCTIONS 

A line adapter is placed in diagnostic mode by an XIO 
initialize write with modifier bit 8 on. In diagnostic 



TABLE COMPLETE INTERRUPT: When this bit is 
off, a table complete interrupt is given when the byte 
count is decreased to 0. When this bit is on, table 
complete interrupt is suppressed . 



Line Adapter Control 

The line adapter control bits (2 and 3) further define 
the initialize operation as described next. 

RECEIVE /TRANSMIT MODE: When this bit is off, 
the line adapter is placed in receive mode and begins 

■mr\ni+r*TMnor \\\f± line fr»i* nliarnptprfl rAp^iVRH . Whp.n 



From Table 


To Table 


Chaining 


Transmit with XITB 
Transmit w/o XITB 
Transmit with XITB 
Transmit w/o XITB 
Receive 
Receive 


Transmit 
Transmit 
Receive 

Boro; t /e 

Receive 
Transmit 


Mandatory 
Optional (!) 
Illegal 

Optional (3) 
Illegal 


1) If message transmission not completed. 

2) If message transmission completed and response Is expected, 

3) Chaining two receive tables may present programming 
problem in determining the location of end character. 
See description of bits 3 and 4 of operat-ng DSW. 



Fimire 97 CA Data Chainine Rules 
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mode, operation of the line adapter is changed as 
follows: 

1. In transmit mode, the send data line to the 
data set is looped back to the input of the 
SERDES. 

2. All characters are read from or stored in bits 
8 through 15 of the data table words. 

3 . After each character in transmit mode , and 
before each character in receive mode , the 
diagnostic device status word (DSW) is stored 
in the transmit and receive data tables, 
respectively. This storing is automatically 
accomplished by means of data channel (cycle 
steal) operations. 

Figure 98 illustrates the format of diagnostic 
transmit and receive data tables. Note that space 
must be reserved in the tables for the diagnostic 
DSW's. When constructing diagnostic data tables, 
consideration must be given to characters that may 
be automatically inserted into the transmission 
stream by the line adapter. With external clocking, 
for example, a synchronous idle sequence (SYN SYN 
or DLE SYN) is automatically inserted if a synchron- 
ous idle sequence is not detected in the data stream 
within 1 second intervals. The added synchronous 
idle sequence would add two additional diagnostic 
DSW's to both data tables. In transparent mode, 
this insertion can be avoided by using shorter data 
tables (approximately 50 characters in length). In 
normal mode, SYN SYN sequences can be placed in 
the transmit data table at intervals of less than 
1 second. Transparent mode transmission also 
leaves exposure to automatic insertion of a second 
DLE following any DLE in the transmit data table. 
This DLE insertion would cause one additional 
diagnostic DSW in both data tables. 

The XIO sense device also provides a diagnostic 
function (program receive input) when a line adapter 
is in receive mode. Modifier bit 8 being on in the 
XIO sense device causes a space (0-bit) to enter the 
SERDES. A subsequent XIO sense device causes a 
mark (1-bit) to enter the SERDES. Thus the input to 
the SERDES can be program controlled with a series 
of XIO sense device appropriately timed . 

When using program receive input, the data set 
cable must be in test position to avoid interference 
with input data on the transmission line. 



CA PROGRAMMING 

Each line adapter on a CA operates under data chan- 
nel control for data transfer. The two line adapters 



Transmit 
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Byte Count 



1 st Character 



2nd Diagnostic DSW 



2nd Character 



3rd Diagnostic DSW 



3rd Character 



End Character Diagnostic DSW 



End Character 



1st BCC Diagnostic DSW 



2nd BCC Diagnostic DSW 



Pad Diagnostic DSW 



1010 


Byte Count 




1st Character 


1st Diagnostic DSW 




2nd Character 


2nd Diagnostic DSW 




3rd Character 


3rd Diagnostic DSW 


^|Nrh Character 


Chain Word (if used) 



1 



Own Address 



Byte Count 



N+l Character 



N+l Diagnostic DSW 



* In Receive Diagnostic 

operation, the 1st Diagnostic 
word is not stored. 



► Only EBCDIC 
Figure 98. CA Diagnostic Data Tables 





End Character 


End Character Diagnostic DSW 


1st BCC Diagnostic DSW 


2nd BCC Diagnostic DSW 


j PAD 


Pad Diagnostic DSW 




Anything 


Chain Word (to Receive) 



of a CA may share a single data channel if concurrent 
operation of both line adapters is not desired. How- 
ever, if concurrent (overlap) operation is desired, 
the line adapters must be assigned to separate data 
channels. 

The line adapters are individually controlled 
through use of the execute I/O (XIO) instruction. The 
input/output control command (IOCC) referenced by an 
XIO must have an area code of 10101, 10110, 10111, 
or 10100 to address CA's 1, 2, 3, or 4, respectively. 
The following IOCC's are used for operation and 
control of the line adapters. 
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CA lOCC's 

Initialize Write 



Data Table Address 

i I ■ ■ I I I I 1 1 1 L- 



1 1 



yyyYV 



Specifies one of 
four CA's 



= Normal mode 

1 = Diagnostic mode 



= Line adapter 

1 - Line adapter 1 



|1 = Continue timer p *— 
|l = Enable [ « 



1 =Cle 



~Ck\*- 



This command is used to initialize the line adapter 
specified by modifier bit 9. The IOCC address word 
specifies the core storage address of a data table. 
The first word of the data table contains the byte 
count, scan control bits, and line adapter control 
bits which further define the initialize operation. 
After the initialization sequence, data transfer 
between the line adapter and data table in core stor- 
age occurs by means of data channel operations at a 
character rate of 1/8 baud. (See "Line Adapter 
Initialization.") 

In applications using "connect data set to line" 
philosophy (normally used for two-wire leased or 
switched lines) , this command also turns on data 
terminal ready to the data set. Once on, data 
terminal ready is reset by an XIO sense device with 
modifier bit 11 (enable) off and modifier bit 12 
(clear CA) on, or by a dc reset. In applications us- 
ing "data terminal ready" philosophy, data terminal 
ready is controlled by modifier bit 11 (enable) of an 
XIO initialize write or XIO sense device. 

Modifier bits of an XIO initialize write perform 
the functions described next. 



DIAGNOSTIC 1V1UU.E, (-D1L o;: ± mo muuij-ici. opcCUieb 

the mode of operation: = normal mode, and 1 = 
diagnostic mode. (See "Diagnostic Functions.") 



LINE ADAPTER (Bit 9) : This modifier bit specifies 
the particular line adapter on the CA: = line 
adapter 0, and 1 = line adapter 1. 

CONTINUE TIMER (Bit 10): When on, this modifier 
bit changes the 3- second timeout period to 2 seconds 
and starts the timer . The new timeout period re- 
mains effective until: (1) a timeout interrupt occurs, 
(2) a change from receive to transmit mode , or vice 
versa, occurs, or (3) a clear CA function is given. 
Continue timer may be specified when the pro- 
gram is not ready to transmit or receive the next 
message block. In the case of transmit, STX ENQ 
(TTD) should be sent after the timeout. In the case 
of receive, DLE, (WACK) should be sent. 

ENABLE (Bit 11): This modifier bit performs the 
following two functions: 

1. When on, the enable bit sets a latch that enables 
the line adapter to recognize a data set ringing 
condition and provide a ringing interrupt to the 
program. However, the line adapter can 
recognize a ringing condition only when it is not 
initialized (not in transmit or receive mode) , 
even if the enable ringing interrupt latch is set. 
Because an XIO initialize write places the line 
adapter in transmit or receive mode, the enable 
ringing interrupt function is negated until the line 
adapter is deinitialized. Once the enable ringing 
interrupt latch is set, an XIO sense device with 
modifier bit 11 (enable) off and modifier bit 15 on 
is required to reset it. 

2 . Enable may also be used with the XIO initialize 
write to directly control data terminal ready in 
applications using "data terminal ready" philos- 
ophy. When enable is on, data terminal ready is 
turned on. Once data terminal ready is on, a 
clear CA function with modifier bit 11 (enable) 
off, or a dc reset, is required to turn it off. 

CLEAR CA (Bit 12): When on, this modifier bit 
causes a reset of the line adapter to permit restart 
from a known condition. The device status word is 
also reset by this function. However, SERDES is not 
reset. A clear CA function should always be given 
before initializing a line adapter. 
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This command is used to load one of the three device 
status words (DSW's) of a line adapter into the 
accumulator. 

IOCC modifier bits may also specify various 
other functions, described next. 

PROGRAM RECEIVE INPUT (Bit 8): This modifier 
bit is used only during diagnostic mode and should be 
off for normal operation. (See "Diagnostic Func- 
tions.") 



DSW SELECTION (Bits 13 and 14): These modifier 
bits select the DSW to be loaded into the accumulator 
as follows: 

00 = Operating DSW. 

01 = Diagnostic DSW. 
10 = Byte count. 

RESET (Bit 15): This modifier bit controls reset of 
program resettable indicators when sensing the oper- 
ating DSW. If modifier bit 15 is on, program reset- 
table indicators in the operating DSW are reset. If 
modifier bit 15 is off, program resettable indicators 
in the operating DSW are not reset. 

Modifier bit 15 is used in conjunction with modi- 
fier bit 11 to reset the enable ringing interrupt latch. 
Modifier bit 15 must be on and modifier bit 11 must 
be off to reset the latch. 



CA Operating DSW Interrupt Indicators 

Figure 99 shows the operating DSW format and 
defines interrupt and program resettable indicators. 

CHANNEL STOP: This indicator turns on, causing an 
interrupt, if a P-C pariiy error, storage protect vio- 
lation, channel address register (CAR) check, or an 
out bus parity error is detected other than during 
data transfer. Channel stop being on inhibits further 
data channel operation. 



LINE ADAPTER (Bit 9): This modifier bit specifies 
the particular line adapter on the CA: = line 
adapter 0, and 1 = line adapter 1. 

CONTINUE TIMER (Bit 10): This modifier bit per- 
forms the same function with an XIO sense device as 
it does with an XIO initialize write . 

ENABLE (Bit 11): This modifier bit performs the 
same functions with an XIO sense device as it does 
with an XIO initialize write . 

CLEAR CA (Bit 12): This modifier bit performs the 
same function with an XIO sense device as it does 
with an XIO initialize write. In addition, data 
terminal ready is reset if a switched network is being 
used . The actual length of time that data terminal 
ready is allowed to be reset ("on hook") without caus- 
ing the data set to remove clear-to-send depends on 
the type of data set used. 



I 23456789 10 II 
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Indicator Name 
Carrier On 



* Interrupt 

Indicator reset by an XIO sense device with reset 
(other indicators are reset by their status turnoff) 



Figure 99. CA Operating Device Status Word 



9 Command Reject ** 

8 Data Set Ready 

7 Overrun * 

6 BCC Error * 

5 Parity Error * 

4 Table Complete ** 

3 End -Char- Decoded or Ringing ** 

2 Timeout ** 

1 Storage Protect Violation * 

Channel Stop ** 
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TIMEOUT: This indicator turns on, causing an inter- 
rupt, if any of the following conditions occurs: 

1. SYN SYN sequence not detected for 3 seconds 
while line adapter is initialized. 

2. Continuous SYN characters received for 

3 seconds while line adapter is initialized. 

3. DLE SYN sequence not detected for 3 seconds 
while line adapter is in transparent mode. 

4. Continuous DLE SYN sequences detected for 

3 seconds while line adapter is in transparent 
mode. 

5. Data set does not respond to request-to- send 
with clear-to-send within 3 seconds. 

6. Table is complete and no- chaining- specified 
condition exists in transmit mode , and a 
receive table has not been initiated. 

If continue timer was specified in a previous 
command , the 3 second timeout in conditions 1 through 
5 occurs in 2 seconds. 

Timeout interrupt is suppressed if bit 3 of the 
data table byte count word is on. 

END-CHARACTER-DECODED OR RINGING: This 
indicator turns on, causing an interrupt, if one of 
the following end characters is detected during 
receive mode: 

ETB EOT 
ETX NAK 
ENQ DLE turnaround 

For EOT and NAK, at least four 1-bits of the follow- 
ing PAD character must be received for the char- 
acter to be recognized as an end character. The 
actual interrupt is delayed until after the PAD char- 
acter is stored. 

EOT, NAK, and DLE turnaround do not cause 
interrupts if they appear after an SOH/STX in the 
received data stream. 

When end-character-decoded or ringing is on, 
all data channel (cycle steal) operations for the line 
adapter are stopped . Therefore , the byte counter 
can be sensed before resetting the interrupt and then 
used to find the location of the end character. The 
following method may be used to locate the end char- 
acter provided no receive data table chaining has 
occurred . 

1. Complement the sensed byte count. (For 
example, complement of 0111 is 1000.) 

2. Subtract the complemented byte count from the 
original byte count. 



3 . If the original byte count is odd , add 1 to the 
difference obtained in step 2. 

4. Divide the result by 2. 

5 . Add the quotient to the address of the byte count 
word for the table. The resultant address is the 
core storage location containing the end char- 
acter. If the divide in step 4 produced a remain- 
der, the end character is in bits 8 through 15 of 
the core storage word; otherwise it is in bits 
through 7 . 

End-character-decoded or ringing indicator is 
also turned on by a data set ringing condition pro- 
vided ringing has been enabled and the line adapter is 
not initialized (in transmit or receive mode) . If the 
line adapter is initialized , data set ringing condition 
does not set this indicator. 

Since both an end-character-decoded or data set 
ringing condition can set this indicator , the program 
must retain the initialization state of the line adapter 
to distinguish between the two conditions. 

If this indicator is turned on by a ringing con- 
dition , the line adapter must be initialized , or 
ringing must be disabled, before an XIO sense de- 
vice with reset can reset the indicator. (This reset 
prevents the ringing condition from causing another 
interrupt.) 

TABLE COMPLETE: Unless suppressed by bit 1 of 
the byte count word being on, this indicator turns on, 
causing an interrupt, when the byte count is decreased 
to 0. A byte count of denotes the end of the data 
table . 

In receive mode, table complete occurs simul- 
taneously with end-character-decoded if the receive 
data table ends with the PAD character following the 
end character. 

COMMAND REJECT: This indicator turns on, caus- 
ing an interrupt, if an XIO initialize write that does 
not specify clear CA (bit 12) is given under either of 
two conditions: (1) the selected line adapter is in 
transmit mode, or (2) this line adapter has received 
SYN SYN and has not received a character requiring 
line turnaround. The command rejected is ignored. 



CA Operating DSW Non interrupt Indicators 

Figure 99 shows the operating DSW format and 
defines noninterrupt and program resettable indicators. 

STORAGE PROTECT VIOLATION: This indicator 
turns on if the line adapter attempts to store data in 
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a storage-protected location. This indicator turning 
on causes channel stop to turn on, thereby causing 
an interrupt. 

PARITY ERROR: This indicator turns on if a parity 
error is detected during data transfer between the 
line adapter and core storage, or if a VRC error is 
detected while the line adapter is transmitting or 
receiving in ASCII. 

If a parity error is detected during data transfer 
to core storage, the word is stored with bad parity. 
If a VRC error is detected while receiving ASCII, 
the parity of the byte containing the character is cor- 
rected when the byte is transferred to core storage. 
However, the parity of the ASCII character contained 
in the byte is not corrected. 

Detection of a VRC error while transmitting 
ASCII does not stop transmission, but causes a data 
parity error to turn on and an invalid block check 
character (BCC) to be transmitted. Therefore, data 
parity error and data BCC error will both be on in 
the receiving line adapter. 

BCC ERROR: This indicator turns on if the block 
check character (BCC) accumulated while receiving 
data does not match the BCC received from the 
transmitting station. In EBCDIC, the BCC consists 
of two CRC characters (eight bits each). In ASCII, 
the BCC is one 8-bit LRC character. 

OVERRUN: This indicator turns on if the data chan- 
nel fails to transfer data during the time the line 
adapter requires service. 

If overrun occurs during transmission, message 
transmission does not stop. However, an invalid 
block check character (BCC) is transmitted at the 
end of the message block. This invalid BCC causes 
a data BCC error to be indicated at the receiving 
station. 

DATA SET READY: This indicator is on whenever 
data set ready from the data set is on. 

CARRIER ON : When two-wire switched networks 
are being used, this indicator is on whenever the 
data set is indicating that a carrier is being detected 
on the line. When four-wire networks are being 
used, this indicator is always on. 



Byte Count DSW 

The byte count DSW is shown in Figure 100 . 
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Figure 100. CA Byte Count Device Status Word 



CE DIAGNOSTIC BITS: These bits are provided for 
diagnostic purposes and are meaningful only when 
wired by a customer engineer (CE). Otherwise these 
bits are always on. 

TRANSMIT LATCH: This indicator reflects the 
status of the transmit latch and is on when the line 
adapter is in transmit mode. 

BYTE COUNT: These bits reflect the status of the 
byte count at the time it was sensed. The byte count 
is in l's complement form. 



Diagnostic DSW 

The diagnostic DSW is shown in Figure 101. 

CE DIAGNOSTIC BIT: This bit is provided for diag- 
nostic purposes and is meaningful only when wired 
by a customer engineer (CE) . Otherwise this bit is 
always on. 

CHARACTER PHASE: In transmit mode, this 
indicator is off from the time of initialization to the 
time the pre-SYN and SYN SYN sequences used for 
bit and character synchronization are transmitted. 
In receive mode, this bit is off from the time of 
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Figure 101. CA Diagnostic Device Status Word 



initialization to the time a SYN SYN sequence is 
detected, indicating character phase . 

CHARACTER TRIGGER 1: This indicator reflects 
the status of the first bit in the character counter . 
This counter is held reset except when the adapter 
is transmitting or receiving the following: 

1 . The initial pre-SYN and SYN SYN sequence . 

2. SYN characters in the data stream. 

3. Characters following an end character. 

Under these conditions, the indicator alternately 
turns on and off at each character time. 

NOT CLEAR TO SEND: This indicator is on when 
the data set is not in transmitting state. 

TRANSPARENT TRIGGER: This indicator is turned 
on by a DLE STX sequence. It is turned off by a 
DLE followed by an ETB, ITB, ETX, or ENQ. 
A clear CA function also resets this trigger. 

TEXT TRIGGER: This indicator is turned on by 
the first character after SOH or STX in a message. 
It is reset when the mode is changed from transmit 
to receive mode or vice versa. 

A clear CA function also resets this trigger. 

END TRIGGER: This indicator turns on if any one of 
the following characters is recognized: ETB, ETX, 
ITB, or ENQ. It also turns on if NAK, EOT, or 



DLE turnaround is recognized and not preceded bv 
an SOH or STX in the data stream. 

In transparent mode , only ETB, ETX, ITB, and 
ENQ are recognized, and each must be preceded by a 
single DLE. 

This indicator is reset at end-character-decode 
time or by a clear CA function. 

TRANSMIT LINE BIT TRIGGER: This indicator 
reflects the status of the transmit line bit trigger and 
is on whenever a 1-bit (mark) is being transmitted on 
the line. 

SERDES: These eight indicators reflect the status of 
SERDES bit positions through 7 . The contents of 
SERDES are shifted from bit position to bit position 
7. Therefore, SERDES output to the line is via bit 
position 7 , and SERDES input from the line is via bit 
position 0. 

In two-wire systems , transmitted data returns 
to the SERDES input after a certain delay; normally 
the delay equals the transmit time through the data 
set. However, if the switch on the data set cable is 
set to TEST, the delay equals one bit time. 



DATA SET CONTROL LINE OPTIONS 

Various options are provided for controlling the data 
terminal ready and request-to- send control lines to 
the data set. These options allow the customer to 
design a method of data set control that is suitable for 
the types of data sets and transmission lines used as 
well as for the particular application. 

The method used to control data set ready and 
request-to- send are selected and assigned, during 
system installation, according to the options selected 
by the customer. 

Data Terminal Ready 

Three methods for controlling the data terminal 
ready line are available. These methods are de- 
scribed in the following paragraphs. 

The first method of control is to provide a contin- 
uous data terminal ready signal to the data set. In this 
case, data terminal ready is on continuously and is not 
controlled by the program or conditions occuring dur- 
ing operation. This method of control may be used in 
(1) four-wire operations, (2) two-wire leased line 
operations, or (3) two-wire switched line operations 
that do not use the ringing interrupt feature . 

The second method of control is to provide a data 
terminal ready signal to the data set when the line 
adapter is first initialized by the program for a 
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transmit or receive operation. In this case, data 
terminal ready is turned on by an XIO initialize 
write to initialize the line adapter. Once on, data 
terminal ready remains on until reset by an XIO 
sense device with modifier bit 11 (enable) off and 
modifier bit 12 (clear CA) on, or by a dc reset. If a 
clear CA operation is desired without resetting data 
terminal ready, modifier bit 11 (enable) should be on 
in the XIO sense device. This second method of con- 
trol may be used in (1) two-wire switched line oper- 
ations, (2) applications using "connect data set to 
line" philosophy, and (3) applications that use the 
ringing interrupt and subsequent auto-answer features. 
The third method of control is to provide the pro- 
gram with the ability to turn data terminal ready on 
or off independent of other operations. In this case, 
data terminal ready is turned on by modifier bit 11 
(enable) being on in an XIO initialize write or XIO 
sense device. Once on, data terminal ready remains 
on until reset by modifier bit 11 (enable) being off 
and modifier bit 12 (clear CA) being on in an XIO 
initialize write or XIO sense device . A clear CA 
operation may be performed without resetting data 
terminal ready by turning on modifier bits 11 and 12 
in the XIO initialize write or XIO sense device. The 
third method of control is normally used in applica- 
tions using "data terminal ready" philosophy. 



Request to Send 

Three methods for controlling the request -to- send 
line are available. These methods are described in 
the following paragraphs . 

The first method of control is to provide a 
request- to- send signal to the data set when the line 
adapter is first initialized by the program for a 
transmit or receive operation. In this case, request 
to send is turned on by an XIO initialize write to 
initialize the line adapter. Once on, request to send 
remains on until reset by an XIO sense device with 
modifier bit 11 (enable) off and modifier bit 12 
(clear CA) on, or by a dc reset. If a clear CA oper- 
ation is desired without resetting request to send, 
modifier bit 11 (enable) should be on in the XIO sense 
device. This method of control may be used in appli- 
cations using continuous carrier operation. 

The second method of control is to provide a 
request-to-send signal to the data set only when the 
line adapter is in an initialized state (in transmit or 
receive mode) . In this case , request to send is on 
when the line adapter is in either transmit or receive 
mode and is off when the line adapter is not in trans- 
mit or receive mode. The second method of control 
is normally used in applications using "data terminal 
ready" philosophy. 



The third method of control is to provide a request- 
to-send signal to the data set only when the line adap- 
ter is actually transmitting to the line. In this case, 
request to send is on when the line adapter is actually 
transmitting data to the line and is off when the line 
adapter is not transmitting data to the line . The third 
method of control is normally used in applications, such 
as two-wire switched lines , where the carrier is de- 
sired only when actually transmitting data to the line. 



IMPLEMENTATION OF BSC 

Transmit Mode 

During transmit mode, data is transferred from core 
storage to a remote station via a line adapter and 
communication facilities. Transmission proceeds 
until stopped by one of the following events: (1) a 
chain to a receive data table occurs, (2) the line 
adapter is reinitialized to receive mode, or (3) a 
clear CA function is given. 

The following paragraphs describe implementa- 
tion of the BSC control characters in transmit mode. 

SYN: SYN characters are generated automatically. 
They are used to establish and maintain character 
phase as follows: 

1. A SYN SYN sequence is transmitted prior to the 
first character in the transmit data table to 
establish character phase (synchronism). 

2 . In normal mode , a SYN SYN sequence is auto- 
matically inserted in the data stream every 
second to maintain synchronism. 

3. In transparent mode, aDLE SYN sequence is 
automatically inserted in the data stream (at a 
rate determined by the line speed) to maintain 
synchronism. 

SYN characters can be inserted by the program 
as time fills for up to 2.5 seconds in normal mode. 
DLE SYN sequences cannot be used for time fills in 
transparent mode. 

SOH AND STX: These two characters are used to 
indicate start of heading or text and to initiate 
accumulation of the CRC or LRC character for the 
message block. 

The initial SOH, STX, or DLE STX in a transmit 
data table should be so placed that the end character 
causing line turnaround appears in bits 8 through 15 
of the core storage word . 

When an odd byte count is used , the first charac- 
ter transmitted is in bits 8 through 15 of the first data 
word. The character in bits through 7 is not trans- 
mitted . 
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ETB, ETX, AND ENQ: These characters are used 



describe implementation of BSC control characters 



a.o enu cuiti'etCLCi'& max cttuae line luruaxuuuu . nnei 

an ETB or ETX is transmitted, the line adapter 
automatically sends the accumulated BCC's, which 
are then followed by the PAD character from the 
data table. For an ENQ ending, the BCC's are not 
transmitted. The PAD character follows the ENQ 
character . 

ITB: ITB is used as an end character that does not 
cause line turnaround. After an ITB is transmitted, 
the line adapter automatically sends the accumulated 
BCC's, which are then followed by the next message 
block in the transmit data table . 

An ITB is not restricted to a specific location 
within a transmit data table in normal mode. In 
transparent mode, aDLE ITB sequence must appear 
in the next-to-last word of the transmit data table to 
be interpreted as DLE ITB. In this case, data chain- 
ing is required. 

DLE: DLE is used to provide additional line control 
characters. A DLE STX sequence places the line 
adapter in transparent mode . 

While in transparent mode, the line adapter in- 
serts a DLE into the data stream whenever a DLE is 
received from core storage (except when the byte 
count is 3 or less). This enables the receiving sta- 
tion to differentiate between data DLE sequences and 
control DLE sequences. 

The DLE SYN sequence is used to maintain 
synchronism in transparent mode. It is automatically 
generated by the line adapter. 

DLE followed by ETX, ETB, ITB, or ENQ in 
the next-to-last word of a transmit data table causes 
the line adapter to leave transparent mode and pro- 
ceed with normal transmission ending. 

PAD: To ensure that the last bit of the last charac- 
ter is properly transmitted, a PAD character must 
follow each turnaround character (ETB, ETX, EOT, 
ENQ, NAK, or DLE turnaround). With ETB and 
ETX, the PAD character is actually transmitted fol- 
lowing the BCC's. In any case, the PAD character 
follows the character in the transmit data table. 



Receive Mode 

During receive mode, the line adapter monitors the 
communications line for data and responds accord- 
ingly when control characters are received . The line 
adapter remains in receive mode until: (1) a chain to 
a transmit data table occurs, (2) the line adapter is 
reinitialized to receive mode , or (3) a clear CA 
function is given. The following paragraphs 
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SYN: After being set to receive mode, the line 
adapter establishes character phase with the trans- 
mitting station when it detects a SYN SYN sequence. 
If character phase is not established within 3 sec- 
onds, a timeout interrupt is set. 

In normal mode, all SYN characters are stripped 
from the received data and are not sent to core stor- 
age. 

SOH AND STX: These two characters indicate start 
of heading or text and initiate accumulation of the 
CRC or LRC cnaractcr for the message block. 

ETB AND ETX: These two characters indicate to 
the line adapter that BCC's are to follow immediately. 
The BCC's received are compared for agreement with 
the accumulated BCC's in the receiver. If the BCC's 
agree, no transmission error occurred. If the 
BCC's disagree, the BCC error indicator is set in 
the device status word (DSW). 

The line adapter remains in receive mode when 
ETB or ETX is received. However, data channel 
operations are stopped. An end-character-decoded 
interrupt is set after the BCC's are compared and 
the PAD character is stored. This interrupt allows 
the program to sense the byte count to locate the 
end of the message block and initiate the line turn- 
around function. 

ITB: ITB indicates to the line adapter that BCC's 
are to follow immediately. The BCC's received are 
compared for agreement with the accumulated BCC's 
in the receiver. If the BCC's agree, no transmis- 
sion error occurred. If the BCC's do not agree, the 
BCC error indicator is set in the DSW. 

The line adapter remains in receive mode, data 
channel operations are not stopped, and no end- 
character-decoded interrupt is given. 

ENQ, NAK, EOT, AND DLE TURNAROUND: These 
characters are all decoded by the line adapter and 
cause an end-character-decoded interrupt after the 
PAD character is stored in core storage. NAK, 
EOT, and DLE turnaround do not cause an interrupt 
if they appear in the data stream after an SOH or 
STX. 

ENQ and NAK do not cause an interrupt unless 
four 1-bits (low-order portion of following PAD) 
are detected by the line adapter immediately 
following the ENQ or NAK. 

DLE: A DLE STX sequence causes the line adapter 
to enter transparent mode. In transparent mode, a 
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DLE DLE sequence is interpreted as a data char- 
acter. The first DLE is stripped from the received 
data and is not transferred to core storage. A DLE 
SYN sequence is detected as a synchronous idle 
character in transparent mode and is not transferred 
to core storage. 

A DLE followed by an ETB, ETX, ITB, or ENQ 
causes the line adapter to leave transparent mode 
and proceed with normal transmission ending. 

If DLE ITB is used in transparent mode, the 
following message block must start with DLE STX to 
place the line adapter back in transparent mode. 



TRANSMIT AND RECEIVE EXAMPLES 

Normal Mode 

Figure 102 illustrates an example of transmission be- 
tween two stations in normal mode. Either EBCDIC 
or ASCII can be used in normal mode. 

Transparent Mode 

Figure 103 illustrates an example of transmission be- 
tween two stations in transparent mode. Only 
EBCDIC may be used in transparent mode. 
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(l ) Byte count must be long 
enough to accommodate 
longest transmitted message. 
Chaining can also be used. 



(2) Pre - SYN PAD characters automatically generated by transmit 
station and stripped at receive station. Three pre - SYN pads 
are required for business machine clocking, one for data set clocking. 

O) Initial double SYN sequence automatically generated by transmit station 
and is used to establish character phase between stations. 

(4) Synchronous idle characters automatically inserted and stripped by transmit 
and receive stations. Used to maintain synchronization. 

(5) Double SYN characters from transmit data table treated as a synchronous 
idle sequence. 

(6) BCC's automatically inserted in message stream. Only one BCC is used 
In ASCII code. 



f ?")SYN characters optional 
(7) STX after ITB optional 
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Because of odd byte count, 
table starts at low order 
half of the core location 
word. High order bits can 
be anything . 

END characters must 
appear at this table 
location to terminate. 
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Notes: 

( 1 ) Suppress table complete 
optional . 

(2) Byte count must be long 
enough to accommodate 
longest transmitted 
message. Chaining can 
be used. 

(3) Data channel operations 
stop. Byte counter, which 
can be sensed, is used to 
find the END character. 



(4) Pre - SYN PAD characters automatically generated by transmit 
station and stripped at receive station. 

(5/ Double SYN sequence automatically generated by transmit 
station and used to establish character phase. 

(l 6 ) In transparency, and EBCDIC bit code can be transmitted. CA 
does not respond to control characters unless they are prefixed 
with DLE and they appear at proper transmit table location. 

(7) Synchronous idle characters automatically inserted and stripped by 

transmit and receive stations. Used to maintain synchronization. 

(ll) In transparency, when DLE appears in table, adapter inserts a 
second DLE (except when byte count is 3 or less). At receive 
end this DLE Is stripped. 

\*y The DLE of the ending sequence is stripped at the receive station. 

(10/ BCC's automatically inserted in message stream. 

Ml) Double SYN characters from transmit data table treated as 
synchronous Idle. 



(12) End characters must be 
placed at these table loca- 
tions since byte count is 
checked to determine when 
an end character appears. 

(13) SYN characters are required 
when ITB is located in right 
half of word. 

[^2/ Chaining is required when 
ITB and transparent mode 
is used. 



Selector Channel 



The selector channel provides the facilities for 
attaching an IBM 2841 Storage Control with as many 
as eight IBM 2311 Disk Storage Drives to the 1800 
system. An 1826 Data Adapter Unit, Model 2 or 
Model 3, provides housing for the selector channel. 



Mode of Operation 

The selector channel operates in burst mode only 
and uses the cycle-stealing facilities of a data chan- 
nel. The maximum instantaneous data rate that can 
be handled by the selector channel is 330, 000 eight- 
bit bytes per second. This figure is based on two 
assumptions: (1) the attached control unit does not 
have a buffer, and (2) the selector channel is 
assigned to the highest priority data channel. The 
actual data rate of any one configuration depends on 
the control unit, I/O device, and mode of operation. 
For example, the 2841/2311 combination has an ap- 
proximate data rate of 156, 000 bytes per second. 



Programming Compatibility 

The selector channel is controlled by the 1800 exe- 
cute I/O (XIO) instruction. The control concepts of 
the selector channel are the same as for the System/ 
360 channel; that is, a channel command word 
(CCW), channel status word (CSW), start I/O, and 
halt I/O are used. However, the formats of these 
words and commands differ from those used with 
System/360 programming. Therefore, 1800 pro- 
gramming and System/360 programming for the 
same devices are not compatible. 

This section of this manual describes program- 
ming and operating characteristics of the selector 
channel. The disk storage concepts, programming, 
and actual CCW command codes used for 2841/2311 
operations are described in the SRL publication 
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associated DASD, Order No. GA26-5988. Although 
the CCW's described in that publication are in 
System/360 format, the functions of the various 
fields described are the same as those of the cor- 



responding fields in the 1800 CCW format. For 
example, the flag and command code fields in both 
CCW formats provide the same functions. 



SELECTOR CHANNEL PROGRAMMING 

The selector channel utilizes a data channel to com- 
municate with the processor-controller (P-C). Data 
and commands are both transferred between the sel- 
ector channel and P-C by means of data channel oper- 
ations. The execute I/O (XIO) instruction is used to 
control selector channel operations. An input/ output 
control command (IOCC) referenced by an XIO must 
have an area code of 10010 to address the selector 
channel. The following IOCC's are used to control 
selector channel operations. 

Selector Channel IOCC's 

Control (Halt I/O) 
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This command is used as a halt I/O and causes 
termination of the current I/O operation at the 
selector channel. If the channel is not busy, the 
device specified by the modifier bits is selected and 
signaled to terminate the current operation without 
further data transfer. If the channel is busy, the 
operation is terminated and the device currently 
using the channel is immediately disconnected. In 
this case, the modifier bits are ignored. A unit 
status pending interrupt caused by channel end/de- 
vice end occurs after tue channel and/ or uevice is 
cleared. 

If a program check occurs, an XIO control 
(halt I/O) should be given to reset the selector 
channel 
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Sense Device 
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= Allow polling 

1 = Suppress polling 



00 = Channel status word 1 

1 = Channel status word 2 

1 = Channel status word 3 
1 1 = Channel status word 4 



- No indicator reset 

1 = Indicator reset 



This command causes one of the four words com- 
prising the selector channel status word (CSW) to be 
read into the accumulator. Modifier bits 13 and 14 
specify the word to be read, and modifier bit 15 con- 
trols reset of the program resettable indicators in the 
CSW. If modifier bit 15 is on, the reset function is 
performed. If modifier bit 15 is off, the reset func- 
tion is not performed. (The individual words of the 
CSW, interrupt indicators, and program resettable 
indicators are described under "Channel Status 
Word. ") 

Modifier bit 12 of an XIO sense device controls 
the channel polling function. Polling is the ability of 
the selector channel to acknowledge a request for 
service from a control unit. If modifier bit 12 is on, 
polling is suppressed. If modifier bit 12 is off, 
polling is allowed. 

Aside from XIO sense device with modifier bit 
12 on, polling also is suppressed by: (1) initiation 
of a start I/O operation (XIO initialize write), or 
(2) the selector channel accepting a request for 
service from a control unit. 

Regardless of the cause of the suppression, poll- 
ing remains suppressed until: (1) an XIO sense de- 
vice with modifier bit 12 off is given, (2) a halt I/O 
(XIO control) is given, or (3) RESET on the P-C 
console is pressed. 

A request for service from a control unit is 
usually the result of device end or attention turning 
on in the unit status portion of the CSW. If polling is 
not suppressed and a control unit requests service, 
the unit address-status portion of the CSW is trans- 
ferred from the control unit to the selector channel, 
and a unit status pending interrupt is given to the 
P-C. The selector channel suppresses further poll- 
ing until the program reads the status word and 
reinitiates polling. 

Polling should be reinitiated following completion 
of a start I/O operation by issuing an XIO sense 
device with modifier bit 12 equal to 0. 




This command is used as a start I/O to initiate all 
selector channel I/O operations. The address field 
contains the core storage address of a channel com- 
mand word (CCW). The CCW specifies the operation 
to be performed by the channel, control unit, and 
device as well as the core storage area associated 
with the operation. IOCC modifier bits 8 through 11 
select the control unit, and modifier bits 12 through 
15 select the device to which the operation pertains. 

Once the IOCC area code, function, and modifiers 
have been sent to the selector channel and the CCW 
address has been loaded into the data channel address 
register (CAR), the P-C is released. The selector 
channel continues the operation by means of data 
channel (cycle steal) operations by fetching the 
addressed CCW from core storage. 

If an XIO initialize write (start I/O) is given 
while the selector channel is busy, it is ignored and 
no indication is given to the program. 



Channel Command Word 

The channel command word (CCW) contains the infor- 
mation that directs selector channel I/O operations. 
The CCW consists of three 16-bit words and may be 
located in any three contiguous core storage locations. 
The information in a CCW is separated into four 
fields : 

Byte count. 
Flag. 

Command code. 
Data address. 

Byte Count 

The byte count is located in word 1 of the CCW (Fig- 
ure 104) and specifies the length (in eight -bit bytes) 
of the input or output field. The maximum length 
which may be specified is 65, 535 bytes. Two 8-bit 
bytes are contained in each core storage word. 
Therefore, data transfer between the selector chan- 
nel and core storage is performed two bytes (one 
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Indication 

Used only with 32,768 word core storage and above 

Used only with 16,384 word core storage and above 

Used only with 8,192 word core storage and above 

Used with bits 0-3 (if applicable) and specifies the number of 8-bit bytes in the input or output data field 



Figure 104. Byte Count (CCW Word 1) 



core storage word) at a time. If an odd byte count 
is specified for a write operation, the byte in bit 
positions 8 through 15 of the last core storage word 
is not used even though it is transferred to the 
channel. If an odd byte count is specified for a read 
or sense operation, the byte in bit positions 8 
through 15 of the last core storage word is not used 
for data, but is reset to 0. 

All CCW's, except those specifying transfer-in- 
channel, but including those specifying immediate 
commands, must have a non-0 byte count. Although 
data is not transferred during an immediate com- 
mand and the CCW specifies a non-0 byte count, in- 
correct length is not indicated in the CSW. 



Flag 



The flag field consists of bit positions through 4 in 
word 2 of the CCW (Figure 105). The bits in the flag 
field further define the operation as follows: 

CHAIN DATA (CD): When on, this flag specifies 
chaining of data. Data chaining causes the selector 
channel to automatically fetch the next sequential 
CCW when the byte count of the present CCW is 
decreased to zero. The new CCW is fetched 
from the three contiguous core storage locations 
beginning with the next higher location following 
the last CCW. The command code in the new CCW 
is ignored unless it specifies transfer-in-channel. 
However, the byte count, flags, and data address 
are used to continue the operation specified by the 
first CCW. Data chaining continues until a CCW 
with the CD flag off is encountered and the byte 
count of that CCW reaches 0, or until the device 



terminates the operation by presenting ending 
status. 

Note that data chaining (CD flag is on) suppresses 
command chaining. 

CHAIN COMMAND (CC): When on, this flag speci- 
fies chaining of commands. Command chaining 
causes the selector channel to automatically fetch the 
next sequential CCW at the completion of the current 
CCW operation (signaled by device end). The new 
CCW is fetched from three contiguous core storage 
locations beginning with the next higher location fol- 
lowing the last CCW. All fields in the new CCW are 
used to initiate a new I/O operation. Command 
chaining continues until a CCW with the CC flag off 
is encountered and the operation specified by that 
CCW is completed. 

It should be noted that data chaining takes 
precedence over command chaining; that is, if the 
CD and CC flags are both on, data chaining is per- 
formed and command chaining is suppressed. 

SUPPRESS LENGTH INDICATION (SLI): This flag 
is used to determine whether occurrence of an incor- 
rect length condition is to be indicated to the program. 
An incorrect length condition occurs if the number of 
bytes designated by the byte count in a CCW is not 
equal to the number of bytes requested or offered by 
an I/O device. 

Indication of an incorrect length condition is 
suppressed if the SLI flag is on and the CD flag is 
off in the CCW. If the SLI flag and CC flag are both 
on in a CCW, the incorrect length indication is sup- 
pressed and command chaining takes place regard- 
less of an incorrect length condition. Incorrect 
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Figure 105. Flags and Command Code (CCW Word 2) 



length indication is also suppressed if a CCW 
specifies an immediate command, even though the 
byte count must be non-0. 

Indication of an incorrect length condition is 
always given to the program if the SLI flag is off, 
or if the CD flag is on in the CCW. In the latter 
case, indication of an incorrect length condition 
is given even if the SLI flag is on. 

PROGRAM CONTROL INTERRUPTION (PCI): When 
on, this flag causes the selector channel to generate 
an interrupt upon fetching the CCW. This capability 
allows the program to detect when specific chained 
commands are about to be performed. 

SKIP: When on, this flag suppresses data transfer 
to core storage during a read or sense operation. 
When the skip flag is off, normal read transfer 
occurs. 



Command Code 

The command code field consists of bit positions 8 
through 15 in word 2 of the CCW (Figure 105). The 
two low-order bits (14 and 15) of the command code 
identify the operation to the selector channel. If 
these two bits are off, the operation is identified by 
the four low-order bits (12 through 15). 

The selector can perform four basic operations: 

Output forward (write or control). 
Input forward (read or sense). 
Branch (transfer-in-channel). 
Test I/O. 

All eight bits of the command code are trans- 
ferred to the control unit. The high-order bits are 
modifiers that indicate to the device how the command 
is to be executed. The exact configuration of the 
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modifier bits depends on the I/O device. Command 
codes and descriptions for the 2841/2311 are given 
in IBM System/360 Components Description — 
2841 and Associated DASD, Order No. GA26-5988. 
The basic commands for the selector channel are 
described under "Selector Channel Commands. " 

Data Address 

The data address is located in word 3 of the CCW 
(Figure 106). For commands that transfer data 
(read, sense, write, and so on), the data address 
specifies the core storage address of the first two 
data bytes (two bytes per core storage word) in the 
input/ output data field. For a transfer-in-channel 
command, the data address specifies the core stor- 
age address of the new (transferred to) CCW. 



Selector Channel Commands 

Figure 107 shows the bit configurations of the basic 
selector channel commands. 

Test I/O 

This command causes the addressed device to send 
its current status to the selector channel. After the 
channel has received the unit status, a unit status 
pending interrupt is given to the P-C. 



A test I/O terminates command chaining even if 
the CC flag is on. Therefore, it should not be in- 
cluded within a chain of CCW's that specify command 
chaining. 

A test I/O need not be given prior to initiating a 
start I/O with a specific device. The selector chan- 
nel automatically checks the unit status when initiating 
a start I/O operation. If the status is not acceptable, 
it is presented to the program by means of an inter- 
rupt. 

Note that a test I/O does not place the unit status 
into the accumulator, but makes it available in the 
selector channel. An XIO sense device that specifies 
word 2 of the channel status word must be given to 
read the unit address-status into the accumulator. 

Read 

This command causes data to be transferred from 
the device specified in the XIO initialize write (start 
I/O) modifier bits to core storage. Data is read 
(two bytes per word) into ascending core storage lo- 
cations beginning with the address specified in the 
CCW data address field. The number of bytes trans- 
ferred during the operation is specified by the byte 
count in the CCW. 

The read operation continues until the specified 
number of bytes are transferred, or until the Vo 
device terminates the operation. If the byte count 
is odd, the last byte transferred is placed in bit 
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Indication 

Used only with 65,536 word core storage 

Used with 24,576 word core storage and above 

Used with 16,384 word core storage and above 

Used with 8,192 word core storage and above 

Used with bits 0-3 (if applicable) and specify the address of the first byte of data in an input or output data field 

(for transfer-in-channel commands, contains the address of a new CCW) 
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Figure 1 06. Data Address (CCW Word 3) 
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Figure 107. Command Code Assignment 



positions through 7 of the last core storage word. 
Bit positions 8 through 15 in this word are all reset 
to 0's. 

Write 

This command causes data to be transferred from 
core storage to the device specified in the XIO 
initialize write (start I/O) modifier bits. Data is 
transferred (two bytes per word) from ascending 
core storage locations beginning with the address 
specified in the CCW data address field. The num- 
ber of bytes transferred during the operation is 
specified by the CCW byte count field. 

The write operation continues until the specified 
number of bytes are transferred, or until the I/O 
device terminates the operation. If the byte count is 
odd, the last byte transferred is obtained from bit 
positions through 7 of the last core storage word. 
Bit positions 8 through 15 in this word are ignored. 

If an incorrect length condition occurs during a 
write operation, the incorrect length indication is 
given to the program with the ending status unless 
the suppress length indication (SLI) flag is on in the 
CCW. 

Control 

This command causes the device specified by the 
XIO initialize write modifier bits to initiate a con- 
trol operation. The operation proceeds similar to 



a write, except that the command code modifier bits 
received by the control unit are decoded to determine 
the specific control function to be performed. 

In cases where the particular control function 
can be performed without any data transfer (immed- 
iate command), the control unit signals channel end 
as soon as it receives the command. The device 
signals device end after it has completed the control 
function. 

A control command in which all six of the mod- 
ifier bits in the command code are off performs as a 
no-op (no operation). A no-op causes the control 
unit to respond with channel end and the device to 
respond with device end without causing any action. 
This ending status causes a unit status pending inter- 
rupt to be generated. The unit address-status por- 
tion (word 2) of the channel status word (CSW) is 
available in the selector channel and may be read by 
an XIO sense device. 

Sense 

This command performs in the same manner as a 
read, except that the data is obtained from status 
indicators rather than from a record source. 

The status information is transferred to ascend- 
ing core storage locations beginning with the address 
specified by the CCW data address field. Two bytes 
of status information are placed in each core storage 
word. The number of sense bytes transferred is 
specified by the CCW byte-count and should be 
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limited to the number of sense bytes available in the 
particular I/O device. 

Data transferred during a sense operation pro- 
vides information concerning unusual conditions 
detected during the last operation and the current 
status of the I/O device. The device status pro- 
vides a more detailed definition of the conditions 
that may cause a unit check indication in the unit 
status portion of the CSW. For example, Figure 108 
shows the four basic sense bytes provided by the 
2841/2311 combination. The functions of the 
individual indicators are described in the IBM Sys- 
tem/360 Components Description — 2841 and 
Associated DASD, Order No. GA26-5988. 

Transfer— I n-Channel (TIC) 

This command causes the selector channel to auto- 
matically fetch the next CCW from three contiguous 
core storage locations beginning with the address 
specified by the data address field in the TIC CCW. 
TIC does not initiate any I/O operations, and the 
control unit is not aware of the command. The byte 
count portion of the CCW is not used. 

TIC provides a means of chaining between CCW's 
not located in adjacent three-word areas of core 
storage. TIC performs as an unconditional branch 
regardless of the status of the chain data (CD) flag 
in the CCW. 

Data Chaining 

Data transfers between core storage and an I/O de- 
vice may be chained by turning on the chain data flag 
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(bit of the second CCW word). Data chaining per- 
mits blocks of data to be transferred to or from non- 
contiguous areas of core storage, thus allowing re- 
arrangement of data as it is transferred. Data chain- 
ing may also be used in conjunction with the skip 
function to enable the program to place selected por- 
tions of the block of data into core storage. 

When data chaining is specified, the selector 
channel fetches a new CCW upon completion of data 
transfer for the current CCW. Unless the new CCW 
command code specifies transfer-in-channel, it is 
ignored while data chaining. 

The selector channel requires approximately 
12-us to complete a data chaining function on a 2-^is 
system. If a device either requests or presents 
another byte of data during the data chaining func- 
tion, an overrun condition occurs. 

Therefore, the device data rate must be con- 
sidered when using data chaining. Because of the 
data rate of the 2311, for example, data chaining is 
permitted only during the gap between the defined 
data fields on a track. 

Data Chaining Termination 

If the device sends channel end after exhausting the 
count of the current CCW, but before transferring 
any data to or from the storage area designated by 
the new CCW, the CSW associated with the termina- 
tion will indicate incorrect length. Unless a program 
check is detected in an intervening transfer-in-chan- 
nel command, the contents of the CSW pertain to the 
new CCW. 

If a parity error is detected in the new CCW or 
during its fetching, a program check condition is 
generated and the channel terminates the operation. 
This combination of events results in an overrun 
condition, which requires a halt I/O to clear. 

Self— Describing Blocks 

When a channel program data-chains to a CCW placed 
in core storage by the CCW specifying data chaining, 
the input block is said to be self-describing. A self- 
describing block contains one or more w*^ w s tnat 
specify storage locations and counts for subsequent 
data in the same input block. 

Use of self-describing blocks is equivalent to 
use of unchecked data. A data transfer malfunction 
that affects the validity of a block of data normally 
does not prematurely terminate or otherwise affect 
execution of the operation, and the malfunction is not 
signaled until data transfer is completed. Thus, 
there is no assurance that a CCW read as valid data 
actually is valid until the operation is completed. 



204 



If a data transfer error occurs while reading a 
self-describing CCW, data can be placed into the 
wrong core storage locations, causing destruction of 
data when the CCW is executed. If an error in a 
CCW is capable of causing subsequent command 
chaining, it may cause chaining to a write command; 
the result can be alteration of data at the I/O device. 



Skip 

Skipping suppresses transfer of data to core storage 
during a read or sense operation. Skipping is initia- 
ted by turning on the skip flag in the CCW (bit 4 of 
the second word). 

The skip function affects only the handling of 
data by the channel. The operation at the control 
unit and device proceeds normally, and data is 
transferred to the channel. The channel keeps up- 
dating the byte count, but does not transfer the data 
to core storage. If the chain data flag is on, a 
new CCW is fetched when the byte count reaches 
0. Normal operation is resumed if the skip flag 
in the new CCW is off. 

Skipping is normally used in conjunction with 
data chaining to place only selected portions of data 
from an I/O device into core storage. To accom- 
plish this, the ability to data-chain within a data 
field is required. Therefore, the skip function is 
negated with devices, such as the 2311, with data 
rates that restrict data chaining within data fields. 



Channel Status Word 

The channel status word (CSW) provides a means 
for the program to determine the status of an I/O 
device or the conditions under which an I/O opera- 
tion has been terminated. The CSW is formed, or 
parts of it replaced, in the process of I/O interrupts 
and during execution of an XIO initialize write (start 
I/O). 

The CSW consists of four 16-bit words: 

Word 1 — Selector channel status. 
Word 2 — Unit address-unit status. 
Word 3 — Command address. 
Word 4 — Byte count. 

Selector Channel Status (CSW Word 1) 

An XIO sense device with modifier bits 13 and 14 
both off reads the selector channel status portion of 
the CSW into the accumulator. Whether an indicator 
bit will be on or off is determined by conditions exist- 
ing at the channel, control unit, or device as a 
result of processing an I/O instruction. 



Channel status is updated as it occurs and may 
be sensed by the program at any time. Figure 109 
shows the various channel status indicators and de- 
notes those indicators that cause interrupts. 

NOT OPERATIONAL: This indicator turns on, caus- 
ing an interrupt, if: (1) the control unit addressed by 
an XIO is not attached to the system, or (2) the de- 
vice address specified by an XIO exceeds the number 
that the control unit is designed to handle. 

UNIT STATUS PENDING: This indicator turns on, 
causing an interrupt, when the channel accepts 
status presented by a control unit or device. The 
conditions causing status to be presented to the chan- 
nel depend on the control unit and device. 

Once status is accepted by the channel, polling 
is suppressed (preventing overrun of status from 
another control unit or device) until it is reinitiated 
by the program. This allows the program to (1) 
determine the cause of the interrupt, (2) sense the 
unit address-status, and (3) reset the unit status 
pending indicator prior to reinitiation of polling. 

The unit status pending indicator can be reset 
only by sensing the unit address-status portion of the 
CSW with an XIO sense device with reset (modifier 
bits 13, 14, and 15 equal Oil). 

It should be noted that the unit address-status 
portion of the CSW is valid only when sensed in 
response to a unit status pending interrupt. 

PROGRAM CONTROL INTERRUPT: This indicator 
turns on, causing an interrupt, when the channel 
fetches a channel command word (CCW) in which the 
program control interruption flag is on. 

PROGRAM CHECK: This indicator turns on, caus- 
ing an interrupt, if either of the following conditions 
is detected: 

1. An input/ output control command (IOCC) has a 
function code that is invalid for the selector 
channel. Valid function codes are: control 
(halt I/O) 100, initialize write (start I/O) 101, 
sense device 111, and sense interrupt level 011. 

2. An IOCC or CCW has incorrect parity. 

If a program check occurs during initiation of an 
operation, execution of the operation is suppressed. 
If a program check is detected after a device has 
been started, the device is signaled to terminate the 
operation. 

A program check condition causes command 
chaining to be suppressed. 



CHANNEL DATA CHECK: 
if: 



This indicator turns on 
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Figure 109. Selector Channel Status (CSW Word 1) 



1. The P-C detects a parity error in a data word 
transferred from the channel to core storage. 
In this case, the P-C does not correct parity 
before placing the data word in core storage. 

2. The channel attempts to store data in a storage 
protected core storage location. The data in 
the storage protected location is not altered. 

A channel data check does not terminate the 
current operation. However, transfer of the re- 
maining data is suppressed and the channel attempts 
to place 0's in the remaining core storage locations. 
This operation continues until the byte count speci- 
fied in the current CCW reaches 0. 

A channel data check suppresses command 
chaining and the program is interrupted when the 
device presents channel end at the completion of 
the current operation. 

INTERFACE CONTROL CHECK: This indicator 
turns on if the channel detects an invalid signal on 
the channel to control unit interface. This check 
usually indicates a malfunction in a I/O device. An 
interface control check condition is detected if: 



1. A device responds with an address other than 
the address specified by the channel during 
initiation of an operation. 

2. An "in" tag signal from a device occurs simul- 
taneously with another "in" tag signal. 

Detection of an interface control check causes 
immediate termination of the current operation. 

INCORRECT LENGTH: This indicator is used to in- 
form the program if an incorrect length condition is 
detected. An incorrect length condition occurs if the 
number of bytes designated by the byte count in a 
CCW is not equal to the number of bytes requested 
or offered by an I/O device. This condition may 
occur due to anv one of the following reasons: 

1. Long block on input — A device attempts to 
transfer one or more bytes of data to core stor- 
age after the byte count has reached during 

a read or sense operation. 

2. Short block on input — The number of bytes 
transferred during a read or sense operation is 
insufficient to reduce the byte count to 0. 
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3. Short block on output — The device terminates 
a write or control operation before the byte 
count reaches 0. 

4. Long block on output — The device requests 
another byte from the channel after the byte 
count has reached during a write or control 
operation. 

Indication of a incorrect length condition may be 
suppressed as described under "Suppress Length 
Indication. " 

Note that if an incorrect length condition occurs 
and the suppress length indication (SLI) flag in the 
CCW is not on, command chaining (if specified) is 
suppressed. 

ADAPTER BUSY: This indicator is on when the 
channel is executing a previous XIO, servicing, a 
device request, or servicing a control unit request. 
Adapter busy indicates that the channel cannot 
initiate a new operation because a previously initia- 
ted operation is being executed or status conditions 
exist. Therefore, an XIO initialize write (start I/O) 
is ignored if given while adapter busy is on. How- 
ever, an XIO control (halt I/O) or XIO sense device 
is executed. 

UNIT OPERATIONAL: This indicator turns on when 
the data transfer portion of a start I/O operation 
begins and remains on until ending status is received. 
Unit operational is turned on only by commands re- 
quiring data transfer. Test I/O and immediate com- 
mands do not turn on this indicator. 



Unit Address-Status (CSW Word 2) 

An XIO sense device with modifier bit 13 off and 
modifier bit 14 on reads the unit address-status 
portion of the CSW into the accumulator. If modifier 
bit 15 is on, the unit status pending bit in word 1 of 
the CSW is reset. 

The unit address portion of the word identifies 
the control unit and device specified in the last XIO 
executed or rejected. The unit status portion of 
the word identifies conditions detected in the control 
unit and device. Unit status indicators are pre- 
sented to the channel by the control unit and device. 
The channel does not modify these status indicators 
and they appear in the CSW as received from the 
control unit and device. 

The unit address-status portion of the CSW is 
valid only when sensed in response to a unit status 
pending interrupt. 



Figure 110 shows the format of the unit address- 
status portion of the CSW. The individual indicators 
are described in the following paragraphs. 

CONTROL UNIT ADDRESS: These four bits (0 
through 3) indicate the control unit specified in the 
last XIO executed or rejected. 

DEVICE ADDRESS: These four bits (4 through 7) 
indicate the device specified in the last XIO executed 
or rejected. 

ATTENTION: When on, attention indicates that the 
device has detected an asynchronous condition that is 
significant to the program. Attention is not associa- 
ted with initiation, execution, or termination of an 
I/O operation. 

Attention cannot be presented to the channel 
while an operation is in progress at the device, con- 
trol unit, or channel. Otherwise, the handling and 
presentation of attention to the channel depends on 
the type of device. 

If attention is presented to the channel during 
initiation of an operation, the operation is not started. 
Attention presented with device end causes command 
chaining to be suppressed. 

STATUS MODIFIER: Status modifier is generated by 
the device when the normal sequence of commands 
must be modified or when the control unit, during 
initial selection, detects that it cannot execute the 
command or instruction as specified. 

The status modifier and busy may both be on in 
the CSW. This combination indicates that the busy 
condition pertains to the control unit associated with 
the addressed device. The control unit appears busy 
while it is executing a type of operation, or is in a 
state, that precludes acceptance of any command. A 
typical example is a 2311 seek command, during 
which the control unit may remain busy after it has 
signaled channel end. A status modifier and busy 
combination may be presented in response to any 
command. 

Once execution of a command has started, the 
status modifier indication can occur only with device 
end. If command chaining is specified in the current 
CCW when device end and status modifier are indi- 
cated, the channel will fetch and chain to the CCW 
whose core storage location is 6 higher than that 
of the current CCW. Since the core storage location 
of the next CCW in a chain is normally 3 storage 
locations higher than the current CCW, the status 
modifier condition effectively provides a branching 
capability for the program. 
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Figure 1 10. Unit Address-Status (CSW Word 2) 



CONTROL UNIT END: This status indicator is gen- 
erated only by control units shared by I/O devices, 
and only when one or both of the following conditions 
occur: 

1. The control unit is interrogated while executing 
an operation. The control unit is considered to 
be interrogated when, during a previous initial 
selection sequence, the control unit responded 
with busy and status modifier in the unit status 
portion of the CSW. 

2. The control unit detects an unusual condition 
while busy, but after channel end is accepted by 
the channel. 

Control unit end is not signaled if the control 
unit remains busy after signaling channel end, unless 
the control unit detects an unusual condition or is 
interrogated by the program. 

If the control unit is in temporary busy state 
when interrogated, control unit end is included with 

kum. r,*\A o-fo+no mA/lifior ouan -Hinno-Vi fVit* pnntrnl unit 

is not yet free. A busy condition is considered 
temporary if its duration is less than 2 ms. 

A pending control unit end causes the control 
unit to appear busy and any new start I/O operation 
is ignored. 

The device address posted with control unit 
end is determined as follows: 



1. If control unit end is presented with channel end 
and/or device end, the address of the selected 
device is used. 

2. If control unit end is presented without channel 
end or device end during a control-unit-initiated 
selection sequence, the device address may be 
any legitimate address associated with the con- 
trol unit. (A legitimate address is any address 
the control unit is capable of recognizing, re- 
gardless of whether the device is actually 
attached. ) 

3. If control unit end is presented during an initial 
selection sequence, the device address is the 
same as the device address specified for the 
operation. 



BUSY: When on, busy indicates that the I/O device 
or control unit cannot accept another start I/O oper- 
ation because a previously initiated operation is in 
progress or status conditions exist. (An operation is 
considered to be in progress from the time status is 
accepted during initial selection until device end is 
accepted. ) Busy is presented only during initial 
selection sequence. Status conditions, if any, 
accompany the busy condition. 

If a busy condition applies to the control unit, 
busy is accompanied by status modifier. 
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CHANNEL END: This status indicator is generated 
when the portion of an I/O operation involving trans- 
fer, if any, of data or control information between 
the I/O device and channel is completed. 

Each I/O operation causes only one channel- 
end signal. Channel end is not signaled unless the 
operation is initiated. The exact time during an I/O 
operation that channel end occurs depends on the 
operation and type of device. For control operations, 
channel end usually occurs after the control informa- 
tion is transferred to the control unit. For data 
transfer operations such as writing, channel end 
occurs after the block of data has been written. For 
immediate operations that do not involve transfer of 
control information or data, channel end can occur 
during the initial selection sequence. 

When command chaining is specified, only the 
channel end following the last operation of the chain 
is presented to the program. Channel end is not 
presented to the program if a chain of commands is 
prematurely terminated by presentation of an 
unusual condition with control unit end or device end. 

DEVICE END: This status indicator is generated 
when an I/O operation at the device is completed or, 
on some devices, when the device is manually 
changed from a not ready to a ready state. Device 
end is presented only once for each I/O operation 
and normally indicates that the I/O device has com- 
pleted the current operation. Device end is not pre- 
sented unless the operation is initiated. 

Device end associated with an I/O operation may 
be presented either simultaneously with channel end 
or later. For data transfer operations, the device 
terminates the operation at the time channel end is 
generated, and device end is presented together with 
channel end. For control operations, device end is 
presented when the operation at the device is com- 
pleted. The operation may be completed at the time 
channel end is generated or later. 

When command chaining is specified, only the 
device end for the last operation of the chain is pre- 
sented to the program. During command chaining, 
the channel initiates a new operation upon receipt of 
device end without unusual status conditions. 

UNIT CHECK: When on, unit check indicates that 
the I/O device or control unit requires program- 
ming or manual intervention, but does not necessar- 
ily indicate an error condition. The conditions 
causing a unit check are identified by data available 
to a sense command, which should normally follow 
acceptance of unit check status. Unit check is a 
summary indication of the conditions indicated by 
the sense data. 



An error condition causes unit check only when 
it occurs during execution of a command or during 
activity associated with an I/O operation. Unless an 
error pertains to the activity initiated by a command 
and is of immediate significance to the program, 
unit check is not presented to the program once de- 
vice end is cleared. If the device becomes not ready 
when it is not executing an operation and does not 
have a pending interrupt condition, unit check is 
signaled to the program the next time the device is 
selected. 

If, during the initial selection sequence, the I/O 
device detects that the command cannot be executed, 
unit check is presented to the channel without chan- 
nel end, control unit end, or device end. This con- 
dition indicates that no action has been taken at the 
device in response to the command. If the condition 
precluding proper execution of the operation occurs 
after execution has begun, unit check is accompanied 
by channel end, control unit end, or device end, 
depending on when the condition is detected. 

Invalid command codes or command codes with 
incorrect parity do not cause unit check if the I/O 
device is busy or holding status at the time of selec- 
tion. Under these circumstances, the device 
responds with busy and indicates the pending status. 
Command code validity is ignored. 

Termination of an operation with a unit check 
indication causes command chaining to be suppressed. 

UNIT EXCEPTION: Unit exception indicates that the 
I/O device detected an unusual condition such as end 
of file. Unit exception has only one meaning for any 
particular command and type of I/O device. A sense 
command is not required as a response to acceptance 
of unit exception. 

Unit exception can be generated only when the 
I/O device is executing an I/O operation, or when 
the device is involved with some activitiy associated 
with an I/O operation and the condition is of immed- 
iate significance. If a device detects a unit- 
exception condition during the initial selection 
sequence, unit exception is presented to the channel 
without channel end, control unit end, or device end. 
This condition indicates that no action has been taken 
at the device in response to the command. If a unit 
exception condition which precludes normal execution 
of an operation is detected after execution has 
started, unit exception is accompanied by channel 
end, control unit end, or device end, depending on 
when the condition is detected. 

Any unit exception condition associated with an 
operation, but detected after device end is cleared, 
is indicated by presenting unit exception with atten- 
tion. 
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Termination of an operation with a unit exception 
indication causes command chaining to be suppressed. 

Command Address (CSW Word 3) 

An XIO sense device with modifier bit 13 on and mod- 
ifier bit 14 off reads the command address portion of 
the CSW into the accumulator. The significance of 
the bits in this word is shown in Figure 111. 

Command address may be sensed at any time 
and indicates a core storage address 3 higher than 
the address of the CCW being executed or just com- 
pleted. 



Coi/nt (CSW Wnrri 4) 

An XIO sense device with modifier bits 13 and 14 both 
on reads the count portion of the CSW into the accumu- 
lator. The significance of the bits in this word is 
shown in Figure 112. 

The count represents the residual byte count for 
the last CCW used and may be sensed only when the 
adapter busy indicator in word 1 of the CSW is off, 
or when no channel-initiated operation is in progress. 
If the count is sensed at any other time, the informa- 
tion is unpredictable. 
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Used only with 65,536 word core storage 

1 Used with 24,576 word core storage and above 

2 Used with 16,384 word core storage and above 

3 Used with 8,192 word core storage and above 

4 "15 Used with bits 0-3 (if applicable) and specifies an address three higher than the address of the last CCW used 



Figure 111. Command Address (CSW Word 3) 
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INITIATION OF SELECTOR CHANNEL 
OPERATIONS 

The operation specified by an XIO initialize write 
(start I/O) is initiated only when the channel, con- 
trol unit, and device are in the available state. Prior 
to giving a start I/O, the program must interrogate 
the channel status to determine that the channel is 
not busy. If a start I/O is given while the channel 
is busy, it is ignored and no indication of this is 
given to the program. 

A start I/O given to a channel that is in the 
available state is accepted by the channel. This 
acceptance initiates an initial selection sequence 
during which the status conditions of the control unit 
and I/O devices are examined. These status condi- 
tions determine whether the operation proceeds or 
is terminated, according to the following rules: 

1. If either the control unit or I/O device is 
busy, the channel is presented with busy status, 
the command is not executed, and a unit status 
pending interrupt is given to the program. The 
program must then execute an XIO sense device 
with modifier bit 13 off and modifier bit 14 on to 
read the unit address status into the accumulator 
for interrogation. (Unit status pending is not 
reset until the unit address -status is sensed 
with an XIO sense device with reset; that is, 
with modifier bit 15 on. ) 

2. If either the control unit or I/O device addressed 
is not operational, the address is not recognized 
during the initial selection sequence, the com- 
mand is not executed, and a not operational 
interrupt is given to the program. 

3. If the control unit and I/O device are both avail- 
able, the operation specified by the start I/O is 
executed. 



TERMINATION OF SELECTOR CHANNEL 
OPERATIONS 

Normally, an I/O operation at the channel lasts until 
the device signals channel end. Channel end can be 
signaled during the sequence initiating the operation 
or later. If the channel detects an equipment mal- 
function, or a system reset is performed, the chan- 
nel disconnects the device without receiving channel 
end. 



Termination During Initiation 

A data transfer operation is initiated at the I/O 
device only when no programming or equipment 
errors are detected by the channel, and the device 
responds with status (available) during the 
initiation of the command. When the channel de- 
tects, or the device signals any unusual condition 
during the initiation of an operation, and channel 
end is off, the command is rejected. 

If a command is rejected during execution of a 
start I/O, the device is not started, an interrupt 
condition is generated, and the channel becomes 
available immediately after the initiation sequence. 
The conditions that precluded the initiation are de- 
tailed in the channel status and unit address-status 
portions of the CSW. 

Unless the command was rejected because the 
I/O device was busy or not operational, the device 
is immediately available for initiation of another 
operation. 

If an unusual condition causes a command to be 
rejected during initiation of an I/O operation by 
command chaining, an interrupt condition is gener- 
ated and the device is not available until the condi- 
tion is cleared. The unusual conditions are indicated 
to the program by means of the corresponding status 
bits in the CSW. 

The new operation at the I/O device is not 
started. 



Termination Without Data Transfer 

Immediate Operations 

Instead of accepting or rejecting a command, the I/O 
device can signal channel end immediately upon re- 
ceipt of the command code. An I/O operation caus- 
ing channel end to be signaled during the initiation 
sequence is called an immediate operation. 

If command chaining is not specified, receipt of 
channel end causes unit status pending to turn on in 
the CSW. (The CSW also contains channel end and 
any other indications provided by the channel or I/O 
device. ) Unit status pending causes the channel to 
interrupt the program. However, the I/O operation 
is initiated and the channel is immediately made 
available to the program. If channel end is not 
accompanied by device end, the device remains busy. 
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Device end, when subsequently provided by the de- 
vice, causes an interrupt condition to be generated. 

When command chaining is specified after an 
immediate operation and no unusual conditions have 
been detected during the execution of the command, 
no interrupt condition is generated. The subsequent 
commands in the chain are handled normally, and 
channel end for the last operation in the chain causes 
the program to be interrupted. The non-0 byte 
count required for immediate operations does not 
result in a program check, incorrect length indica- 
tion, or suppression of command chaining. 

Pending Interruption 

If a start I/O addresses an I/O device having a pend- 
ing interrupt condition due to device end or attention, 
or if a start I/O addresses a control unit having a 
pending channel end or device end for the device, 
then the channel status and unit address -status por- 
tions of the CSW are set. The unit status field con- 
tains the busy indicator, identifies the interrupt, 
and may contain other indicators provided by the 
control unit or I/O device. The pending interrupt 
condition is cleared and unit status pending in the 
channel status field is turned on, causing an inter- 
rupt to the program. The remaining indicators in 
the channel status field are off. 

The operation is not initiated, and the channel 
is free as soon as the initiation sequence is com- 
pleted. Thus the channel and I/O device are immed- 
iately available for initiation of another operation. 

Device or Control Unit Busy 

If a start I/O addresses an I/O device that is busy, 
a control unit that is busy, or a control unit that has 
a pending channel end or control unit end for a de- 
vice other than the one addressed, then the channel 
status and unit address-status portions of the CSW 
are set. The unit status field contains the busy 
indicator or, if the control unit is busy, the busy 
and status modifier indicators. Unit status pending 
in the channel status field is turned on, causing an 
interrupt to the program. The remaining indicators 
in the channel status field are off. 

The operation is not initiated, and the channel is 
free immediately after the initiation sequence. 



Termination With Data Transfer 

For operations involving data transfer, either the 
channel or l/O device can control the timing of the 
channel end condition If command chaining is not 
specified, or if chaining is suppressed because of 



unusual conditions, channel end causes termination 
of the operation at the channel. The status irmica- 
tors in the associated CSW indicate channel end and 
unusual conditions, if any. 

The I/O device can signal channel end any time 
after the initiation of the operation. Channel end may 
occur prior to any actual data transfer. 

The channel signals the device to terminate data 
transfer whenever any of the following conditions 
occur: 

1. The storage areas specified for the operation 
are exhausted or filled. This condition occurs 
when the channel has decreased the count in the 
last CCW associated with the operation to 0. 

A count of indicates that the channel has 
transferred all information specified by the pro- 
gram. 

2. A program or unit check condition is detected. 
This condition is due to errors and causes pre- 
mature termination of the operation. 

3. An XIO control (halt I/O) is executed. Execution 
of a halt I/O automatically disconnects the de- 
vice from the channel. 

If command chaining is specified, the device 
executing the operation remains connected to the 
channel until the last command of the chain has been 
executed. Any unusual conditions cause command 
chaining to be suppressed and a terminating condition 
to be generated. The unusual conditions can be de- 
tected by the channel or the I/O device. If the chan- 
nel is aware of the unusual condition by the time 
channel end is signaled for the operation, the chain 
is terminated as if the operation in which the unusual 
conditions occurred were the last operation in the 
chain. 



Termination With Halt I/O 

Execution of a halt I/O terminates the current I/O 
operation at the addressed selector channel, control 
unit, or I/O device. If the channel is not busy, 
modifier bits 8 through 15 of the halt I/O identify the 
control unit and I/O device to which the halt I/O 
applies. 

When the channel is available, and the control 
unit is busy, the addressed device is signaled to 
terminate the current operation. Halt I/O does not 
affect the state of the control unit when both channel 
and control unit are available. 

If halt I/O is issued when the channel is executing 
a data transfer, the data transfer is terminated and 
the device performing the operation is immediately 
disconnected from the channel. In this case, 
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modifier bits 8 through 15 of the halt I/O are 
ignored. 

Termination of an operation as a result of a halt 
I/O causes the channel and control unit to be placed 
in the interrupt pending state. When the channel is 
in interrupt pending state or available, and the con- 
trol unit is in the interrupt pending state, execution 
of halt I/O does not affect the state of either the 
channel or the control unit. 

The CSW set during halt I/O pertains only to the 
execution of halt I/O. It does not describe under 
what conditions the I/O operation at the addressed 
device was terminated. If the addressed device has 
been selected and signaled to terminate the current 
operation, the unit status field of the CSW is 
unless an equipment error is detected. If an equip- 
ment error is detected, the status indicators in the 



CSW identify the error condition. The state of the 
channel and the progress of the I/O operation are 
unpredictable. 

When halt I/O causes a data transfer operation 
to be terminated, the control unit associated with the 
operation remains busy until the data handling portion 
of the operation in the control unit is terminated. 
Termination of data handing in the control unit is sig- 
naled by channel end. Channel end may occur at the 
normal time or earlier or later, depending upon the 
operation and type of device. 

If the control unit is shared, all devices 
attached to the control unit appear busy until chan- 
nel end is accepted by the P-C. The l/O device 
executing the terminated operation remains busy 
until termination of the operation. At this time 
the device signals the channel with device end. 
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System /360 Adapter 



INTRODUCTION 

The System/360 adapter (located within an 1826 Data 
Adapter Unit) permits communication between the 
1800 and System/360. Each system regards the 
other as an I/O device capable of requesting service 
on a random basis. The System/360 adapter is 
functionally equivalent to the System/360 channel- 
to-channel adapter. 

The System/360 adapter provides the ability to 
transfer blocks of data and/ or programs at rates up 
to 250, 000 bytes per second between the System/360 
and 1800 system. 



adapter contains an 18-bit buffer register (16 data 
bits and 2 parity bits) for serializing the bytes to the 
System/360 and deserializing the bytes received from 
the System/360. The byte located is bit positions 
through 7 of an 1800 word is loaded or transferred 
first over the System/360 channel. 

A word count (1800) and byte count (System/360) 
must be specified for a data transfer operation. 
Whichever count is least will terminate the data 
transfer. (One word count equals two byte counts. ) 
If the word count and byte count read zero simultan- 
eously, the 1800 terminates the operation. If the 
System/360 terminates the operation with an odd byte 
count, the last byte from the 1800 is lost. 



Addressing 

The System/360 adapter has two device addresses: 
one which responds to the System/360, and one 
which responds to the 1800. The System/360 device 
address is assigned during installation of the system. 
The 1800 device address is fixed; that is, area code 
01101. Each assignment conforms to the channel 
requirements of the respective system 



Power On/Off Considerations 

Care should be used when turning power to the 1800 
system on or off to ensure that the System/360 
adapter is off-line and that the off-line switch for 
the adapter is in the bypass/ gated position. Failure 
to place the adapter off-line switch in the bypass/ 
gated position before the power transition may force 
System/360 channel failures. 



Mode of Operation 

To the System/360 channel, the adapter appears as 
a control unit operating in burst mode. To the 1800 
system, the adapter appears as an I/O device oper- 
ating on a data channel. 

The priority of the System/360 adapter is 
selected for the 1800 by assigning a particular inter- 
rupt level and a particular data channel priority 
to the adapter. Adapter priority for the System/ 
360 is governed by its position on the System/360 
channel. 

Data Transfer 

Data transfer between the two systems is initiated 
only when the System/360 adapter has received com- 
plementary commands from both systems; that is, 
an 1800 XIO initialize read and a System/360 write, 
or an 1800 XIO initialize write and a System/360 read. 

Data is transferred between the 1800 and Sys- 
tem/360 adapter two 8-bit bytes at a time; data is 
transferred between the System/360 and System/360 
adapter one 8-bit byte at a time. The System/360 



SYSTEM/360 COMMANDS 

The System/360 adapter decodes and responds to the 
System/360 command codes shown in Figure 113. 
The read, read backward, write, and control 
command bytes, after being accepted by the adapter, 
are available to the 1800 system program by use of 
an XIO sense device. Since the modifier bits (M) in 
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Figure 1! 3. System/360 Commands 
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these command bytes are ignored by the adapter, 
they may be used for communication purposes to the 
1800 program. 

The suppress bit (S) being on in a read or write 
command byte suppresses the interrupt to the 1800 
normally generated when the System/360 adapter 
accepts either of these commands. This enables 
use of a two-command sequence from the System/ 
360 to initiate a data transfer operation and yet 
cause only one interrupt to the 1800 program. For 
example, the System/360 may issue a control that 
causes an interrupt to the 1800 program and identi- 
fies the desired operation by means of the command 
byte modifier bits. The control is then followed by 
a read or write command to complete the operation. 
These commands may or may not be chained. The 
1800 responds to the interrupt generated by the con- 
trol with an XIO sense device, and with a subsequent 
XIO initialize read or XIO initialize write, as re- 
quired, to complete the operation indicated by the 
control modifier bits. Because the control informs 
the 1800 program of the type of command pending 
from the System/360, another interrupt to the 1800 
when the System/360 adapter receives the read or 
write command is unnecessary. Therefore, the 
read or write command with the suppress bit on can 
be given, thus eliminating an unnecessary interrupt. 

The following descriptions of System/360 com- 
mands include statements regarding the resulting 
condition code. For definition and application of the 
condition codes, refer to IBM System/360 Princi- 
ples of Operation, Order No. GA22-6821. For clar- 
ity, all 1800 commands in this section are prefixed 
with XIO. No prefix is included with System/360 
commands. 



Control (System/360) 

When accepted by the System/360 adapter, this 
command is treated as an immediate command; 
that is, channel end is sent to the System/360 in 
response to the initial selection. This immediately 
releases the channel if command chaining is not 
specified. 

The modifier bits in the command byte are ig- 
nored by the adapter and may be used to communi- 
cate the particular type of transfer requested by 
the System/360. A control command used for this 
purpose normally is command-chained to a subse- 
quent read or write command, depending on the 
operation necessary to complete the transfer. 

The response to a System/360 control depends 
on the status of the adapter, according to the follow- 
ing rules. 



IDLE ADAPTER: An idle adapter accepts a control 
command by responding to initial selection with 
channel end (thus releasing the System/360 channel), 
by saving the complete command byte (including 
modifiers), and by generating a 360 command stored 
interrupt for the 1800 system. The System/360 con- 
dition code resulting from the command is 1, status 
stored. The 1800 program responds to the interrupt 
by issuing an XIO sense device to read the adapter 
device status word (DSW) into the accumulator. The 
DSW contains the System/360 command byte from 
the adapter. The XIO sense device causes the 
adapter to signal the System/360 with device end. 

BUSY ADAPTER: A System/360 control command 
may be rejected because of any one of the following 
adapter busy conditions. 

1. A second System/360 control command is 
issued before a previous control command is 
cleared by an XIO sense device from the 1800. 
In this case, the adapter responds with busy. 
This response results in a condition code of 2, 
busy. 

2. A second System/360 control command is issued 
after a previous control command has been 
cleared, but before device end has been accepted 
by the System/360. In this case, the adapter 
responds with busy and device end. This 
response results in a condition code of 1, status 
stored and clears device end from the adapter, 
leaving the adapter idle. 

3. A System/360 control command is issued after 
the adapter has previously accepted an XIO 
initialize read or XIO initialize write from the 
1800. In this case, the adapter responds with 
busy and attention. This response results in a 
condition code of 1, status stored. If the atten- 
tion status generated by the XIO initialize read 
or XIO initialize write was not previously 
accepted, this response clears it and it no 
longer attempts to interrupt the System/360. If 
another control, no-operation, or noncomple- 
mentary read or write command is given, the 
adapter responds again with busy and attention. 



Sense (System/360) 

This command is normally given in response to 
attention status, which indicates that the 1800 is 
attempting to initiate a transfer operation. When 
accepted by the adapter, a System/360 sense com- 
mand causes one or two bytes of sense data to be 
placed into core storage starting at the address 
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specified by the channel command word (CCW). The 
number of bytes is determined by the CCW byte 
count. Status returned by the adapter during initial 
selection will be 0, and ending status will be 
channel end and device end. If the adapter has pre- 
viously accepted an XIO initialize read or XIO initial- 
ize write from the 1800 and the System/360 has not 
yet issued the complementary command, attention is 
also given with ending status. 

The contents of the two bytes of sense data 
stored depend on the conditions in the adapter, as 
shown in Figure 114. 

The only exception to the sense operation 
described in the preceding paragraphs occurs when 
the System/360 issues a sense command before a 
previous control command has been cleared and 
device end accepted for the control command. If 
the control has not been cleared by an XIO sense 
device from the 1800, the adapter responds with 
busy, which results in a condition code of 2, busy. 
If the control has been cleared, but device end has 
not yet been accepted or has been stacked by the 
System/360, the adapter responds with busy and 
device end. This response results in a condition 
code of 1, status stored and clears device end from 
the adapter, leaving the adapter idle. 



Read or Read Backward (System/360) 

The primary function of a read or read backward 
command is transmission of data from the 1800 to 
the System/360. The adapter recognizes no differ- 
ence in the function to be performed by these two 
commands. However, the suppress interrupt bit 
(S) is not available in the read backward command. 
Therefore, the interrupt to the 1800 cannot be sup- 
pressed when using the read backward command. 
Either a read or a read backward command may be 
used as the complementary command to an XIO 
initialize write from the 1800. The adapter response 
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to a System/360 read or read backward command 
depends on the status of the adapter, according to 
the following rules. 

IDLE ADAPTER: An idle adapter accepts a read 
command by responding during initial selection with 
status. This response results in a condition 
code of 0, operation initiated. System/360 channel 
operation is then suspended until the adapter re- 
ceives the complementary command (an XIO initialize 
write) from the 1800. Unless suppressed by the S-bit 
being on in the command byte, a 360 command stored 
interrupt is generated by the adapter to signal the 
1800 of the pending operation. The complete com- 
mand byte (including modifiers) is saved by the 
adapter and is available to an XIO sense device from 
the 1800. 

WAITING XIO INITIALIZE WRITE: An adapter hold- 
ing a previously accepted XIO initialize write from 
the 1800 accepts a System/360 read command by 
responding to initial selection with status. This 
response results in a condition code of 0, operation 
initiated. (The adapter responds with status 
regardless of whether or not the System/360 has 
accepted the attention status generated by the XIO 
initialize write. ) Both the XIO initialize write and 
System/360 read operations are initiated. The data 
transfer operation continues until the System/360 
byte count for the read or the 1800 word count for 
the XIO initialize write is decreased to 0, or until 
an error condition is detected. Ii neither channel is 
data chaining when the byte count or word count 
reaches 0, channel end and device end is given to the 
System/360. Acceptance of the ending status by the 
System/360 releases the adapter and returns it to 
idle. The 1800 system is signaled by a transfer end 
interrupt. If the System/360 terminated the opera- 
tion, the halt indicator will also be on in the device 
status word (DSW). 

BUSY ADAPTER: A System/360 read command may 
be rejected because of any one of the following 
adapter busy conditions: 

1. A System/360 read command is issued before a 
previous control command is cleared by an XIO 
sense device from the 1800. In this case, the 
adapter responds with busy. This response 
results in a condition code of 2, busy. 

2. A System/360 read command is issued after a 
previous control command has been cleared, but 
before device end has been accepted by the Sys- 
tem/360. In this case, the adapter responds 
with busv and device end. This response results 
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in a condition code of 1, status stored and 
clears device end from the adapter leaving the 
adapter idle. 
3. A System/360 read command is issued after the 
adapter has previously accepted an XIO initialize 
read from the 1800. In this case, the adapter 
responds with busy and attention. This response 
results in a condition code of 1, status stored. 
If the attention status generated by the XIO init- 
ialize read was not previously accepted, this 
response clears that status. As a result, atten- 
tion status no longer attempts to interrupt the 
System/360. However, attention still appears 
as a response to any read command until the 
previously accepted XIO initialize read has been 
satisfied. 



Write (System/360) 

The primary function of a write command is trans- 
mission of data from the System/360 to the 1800. 
Write is the complementary command to an XIO 
initialize read from the 1800. The adapter response 
to a System/360 write command depends on the 
status of the adapter, according to the following 
rules. 

IDLE ADAPTER: An idle adapter accepts a write 
command by responding during initial selection with 
status. This response results in a condition 
code of 0, operation initiated. System/360 channel 
operation is then suspended until the adapter re- 
ceives the complementary command (an XIO initia- 
lize read) from the 1800. Unless suppressed by the 
S-bit being on in the command byte, a 360 command 
stored interrupt is generated by the adapter to sig- 
nal the 1800 of the pending operation. The complete 
command byte (including modifiers) is saved by the 
adapter and is available to an XIO sense device from 
the 1800. 



WAITING XIO INITIALIZE READ: An adapter hold- 
ing a previously accepted XIO initialize write from 
the 1800 accepts a System/360 write command by 
responding to initial selection with status. This 
response results in a condition code of 0, operation 
initiated. (The adapter responds with status 
regardless of whether or not the System/360 has 
accepted the attention status generated by the XIO 
initialize read. ) Both the XIO initialize read and 
System/360 write operations are initiated. The 
data transfer operation continues until the System/ 
360 byte count for the write or the 1800 word count 
for the XIO initialize read is decreased to 0, or 



until an error condition is detected. If neither chan- 
nel is data chaining when the byte count or word 
count reaches 0, channel end and device end are 
given to the System/360. Acceptance of the ending 
status by the System/360 releases the adapter and 
leaves it idle. The 1800 system is signaled by a 
transfer end interrupt. If the System/360 terminated 
the operation, the halt indicator will also be on in 
the device status word. 

BUSY ADAPTER: A System/360 write command 
may be rejected because of any one of the following 
adapter busy conditions: 

1. A System/360 write command is issued before a 
previous control command is cleared by an XIO 
sense device from the 1800. In this case, the 
adapter responds with busy. This response 
results in a condition code of 2, busy. 

2. A System/360 write command is issued after a 
previous control command has been cleared, but 
before device end has been accepted by the 
System/360. In this case, the adapter responds 
with busy and device end. This response results 
in a condition code of 1, status stored and clears 
device end from the adapter, leaving the 
adapter idle. 

3. A System/360 write command is issued after the 
adapter has previously accepted an XIO initialize 
write from the 1800. In this case, the adapter 
responds with busy and attention. This response 
results in a condition code of 1, status stored. 

If the attention status generated by the XIO 
initialize write was not previously accepted, 
this response clears that status. As a result 
attention no longer attempts to interrupt the 
System/360. However, attention still appears 
as a response to any write command until the 
previously accepted XIO initialize write has been 
satisfied. 

Test I/O (System/360) 

A test I/O may be used to obtain the status of the 
adapter any time the System/360 channel is avail- 
able. The status received indicates the condition of 
the adapter as follows: 

ZERO STATUS: This status indicates that the 
adapter was idle at the time of response and results 
in condition code of 0, available. 

BUSY: This status indicates that a control command 
previously issued by the System/360 was not accepted 
by the adapter and results in a condition code of 2, 
busy. 
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has accepted an XIO initialize read or XIO initialize 
write from the 1800 and results in a condition code 
of 1, status stored. 

DEVICE END: This status in response to a test I/O 
indicates that a System/360 control command 
accepted by the adapter has been cleared by an XIO 
sense device from the 1800, but that device end has 
not yet been accepted by the System/360. The 
resulting condition code is 1, status stored. The 
test I/O clears device end from the adapter and 
leaves it idle. 



after the adapter has previously accepted an 
XIO initialize read or XIO initialize write from 
the 1800. In this case, the adapter responds 
with busy and attention. This response results 
in a condition code of 1, status stored. If the 
attention status was not previously accepted, 
this response clears that status. As a result, 
attention no longer attempts to interrupt the 
System/360. However, attention still appears 
as a response to any no-operation command 
until the previously accepted XIO initialize read 
or XIO initialize write has been satisfied. 



CHANNEL END AND DEVICE END: This status in 
response to a test I/O indicates that a data transfer 
operation has been terminated, but that channel end 
and device end have not yet been accepted by the 
System/360. The resulting condition code is 1, 
status stored. The test I/O clears channel end and 
device end from the adapter and leaves it idle. 



No-Operation (System/360) 

This command is handled by the adapter as an im- 
mediate command. The adapter response to this 
command depends on the adapter status according to 
the following rules. 

IDLE ADAPTER: An idle adapter accepts a no- 
operation command by responding to initial selection 
with channel end and device end. This response 
results in a condition code of 1, status stored. The 
adapter does not save the command byte, nor does 
it generate an interrupt to the 1800. Any command 
byte currently being saved by the adapter is not 
altered by a no-operation command. 

BUSY ADAPTER: A System/360 no-operation com- 
mand may be rejected because of any one of the fol- 
lowing adapter busy conditions: 

1. A System/360 no-operation command is issued 
before a previous control command is cleared 
by an XIO sense device from the 1800. In this 
case, the adapter responds with busy. This 
response results in a condition code of 2, busy. 

2. A System/360 no-operation is issued after a 
previous control command has been cleared, but 
before device end has been accepted by the 
System/360. In this case, the adapter responds 
with busy and device end. This response results 
in a condition code of 1, status stored and clears 
device end from the adapter, leaving the adapter 
idle. 



Halt I/O (System/360) 

A halt I/O issued while the adapter is executing a 
System/360 read, read backward, write, or sense 
command causes immediate termination of the oper- 
ation. The adapter responds with channel end and 
device end. This response results in a condition 
code of 2, burst operation terminated. If the 1800 is 
operating with the adapter, it is signaled by a trans- 
fer end and halt interrupt. 

A halt I/O will be busy-rejected by the adapter 
if it is issued before a previous System/360 control 
command has been cleared by an XIO sense device 
from the 1800. 

A halt I/O issued to an idle adapter results in a 
status response to the System/360 (condition 
code 1, status stored). 



1800 SYSTEM COMMANDS 

System/360 adapter operations are initiated by the 
1800 system by means of execute I/O (XIO) instruc- 
tions. The input/ output control command (IOCC) 
referenced by an XIO must have an area code of 
01101 to address the System/360 adapter. Figure 
115 shows the IOCC's that may be used to control 
adapter operation. All other IOCC's are considered 
invalid and will be rejected by the adapter. 

After an XIO initialize read or XIO initialize 
write has been accepted by the adaptei% the control 
word (area, function, and modifier) is available to 
the System/360 by use of the sense command. Since 
the modifiers in these commands are ignored by the 
adapter, they may be used for communication with 
the System/360 program. 



Sense Device (1800) 

This command causes the adapter device status 
word (DSW) or word count to be read into the 
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Figure 115. 1 800 Commands (System/360 Adapter) 



accumulator. The word read into the accumulator is 
specified by modifier bit 8 as described next. 

SENSE DEVICE STATUS WORD: If modifier bit 8 
is off in the XIO sense device, the adapter DSW is 
read into the accumulator. This should be the norm- 
al 1800 program response to an adapter interrupt 
and must be the complementary command response 
to a System/360 control command.. 

DSW bit positions through 7 always contain the 
device status indicators. DSW bit positions 8 through 
15 always reflect the contents of the low-order byte 
in the adapter buffer. The contents of the low-order 
byte in the adapter buffer vary depending on the con- 
ditions in the adapter as shown in Figure 116. 

Modifier bit 15 is an XIO sense device controls 
reset of the program resettable indicators in the 
DSW. If modifier bit 15 is off when sensing the DSW, 
the indicators are not reset; if modifier bit 15 is on, 
the program resettable indicators are reset. 
Individual indicators in the DSW are described under 
"System/360 Adapter Device Status Word. " 

SENSE WORD COUNT: If modifier bit 8 is on in the 
XIO sense device, the current adapter word count is 
read into the accumulator. The word count appears 
in true binary form. After a reset, the word count 
is at the maximum value; that is, bit positions 2 
through 15 are all on. 



The primary function of an XIO initialize read is 
transmission of data from the System/360 to the 1800. 
XIO initialize read is the complementary command to 
a System/360 write command. The adapter response 
to an XIO initialize read depends on the status of the 
adapter according to the following rules. 

IDLE ADAPTER: An idle adapter accepts an XIO 
initialize write by saving the control word (area, 
function, and modifier), loading the adapter word 
count, and generating attention status to notify the 
System/360 of the pending operation. The adapter 
then waits until it receives the complementary 
System/360 command (write). 

WAITING SYSTEM/360 WRITE: An adapter holding a 
previously accepted System/360 write command 
accepts an XIO initialize read by initiating data 
transfer, thus satisfying both commands. The data 
transfer operation continues until either of two events 
occurs: (1), the System/360 byte count for the 
write or 1800 word count for the XIO initialize read 
is decreased to 0, or (2) an error condition is 
detected. Termination of the operation is signaled 
to the 1800 by a transfer end interrupt. If the Sys- 
tem/360 terminated the data transfer, the halt 
indicator will also be on in the DSW. Termination of 
the operation is signaled to the System/360 by chan- 
nel end and device end. 

BUSY ADAPTER: An XIO initialize read may be re- 
jected because of either of the following adapter busy 
conditions: 
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Figure 116. Sense Data Presented to 1800 System 
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An XIO initialize read causes a command reject 
interrupt it given before the adapter has com- 
pleted execution of a previous XIO from the 
1800. The DSW will indicate command reject 
and 1800 command stored; 360 command stored 
will also be on if data transfer is in progress. 
An XIO initialize read causes a command reject 
interrupt if given after the adapter has previously 
accepted any System/360 command, other than 
write. The DSW will indicate command reject 
and 360 command stored. 



Initialize Write (1800) 

The primary function of an XIO initialize write is 
transmission of data from the 1800 to the System/ 
360. XIO initialize write is the complementary com- 
mand to a System/360 read command. The adapter 
response to an XIO initialize write depends on the 
status of the adapter according to the following 
rules. 

IDLE ADAPTER: An idle adapter accepts an XIO 
initialize write by saving the control word (area, 
function, and modifier), loading the adapter word 
count, and generating attention status to notify the 
System/360 of the pending operation. The adapter 
then waits until it receives the complementary 
System/360 command (read). 

WAITING SYSTEM/360 READ: An adapter holding a 
previously accepted System/360 read command 
accepts an XIO initialize write by initiating data 
transfer, thus satisfying both commands. The data 
transfer operation continues until either of two 
events occurs: (1) the System/360 byte count for 
the read or 1800 word count for the XIO initialize 
write is decreased to 0, or (2) an error condition is 
detected. Termination of the operation is signaled 
to the 1800 by a transfer end interrupt. If the Sys- 
tem/360 terminated the data transfer, the halt 
indicator will also be on in the DSW. Termination 
of the operation is signaled to the System/360 by 
channel end and device end. 



2. An XIO initialize write causes a command reject 
interrupt if given after the adapter has previously 
accept any System/360 command, other than 
read. The DSW will indicate command reject 
and 360 command stored. 



Control (1800) 

XIO control is used to cause an unconditional reset of 
the adapter. This reset causes immediate termina- 
tion of adapter operations, and the adapter is not 
available to either system for the duration of the 
reset. If the System/360 is using the adapter when 
an XIO control is given, an interface control check 
may occur in the System/360. 



ADAPTER STATUS 



System/360 Status Byte 

The System/360 adapter presents the following 
status information to be included in the System/360 
status byte: 
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Definitions of the remaining status indicators in the 
status byte are given in IBM System/360 Principles 
of Operation, Order No. GA22-6821. Figure 117 
summarizes the status information presented to the 
System/360 during initial selection. 

ATTENTION: Attention being on indicates that the 
adapter has accepted an XIO initialize read or XIO 

initialize write, but has not yet received the re- 
quired complementary command from the System/ 
360. 



BUSY ADAPTER: An XIO initialize write may be 
rejected because of either of the following adapter 
busy conditions: 

1. An XIO initialize write causes a command reject 
interrupt if given before the adapter has com- 
pleted execution of a previous XIO from the 1800. 
The DSW will indicate command reject and 1800 
command stored; 360 command stored will also 
be on if data transfer is in progress. 



BUSY: Busy being on indicates that the adapter has 
been selected by the System/360 and that one of the 
following is also true: (1) an operation is pending, 
(2) a transfer is in progress, or (3) ending status 
has not yet been accepted by the System/360. Busy 
is off when the adapter is idle. 

CHANNEL END: The adapter presents channel end 
to the System/360 during initial selection for control 
and no-operation commands, or with device end 
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Figure 117. System/360 Status Summary 



during the ending sequence for all other 
commands. 

DEVICE END: The adapter presents device end to 
the System/360 during initial selection for a no- 
operation command, after an XIO sense device from 
the 1800 in response to a control command, or with 
channel end at the end of data transfer for all other 
commands. 



Adapter Device Status Word (1800) 

Figure 118 shows the format of the adapter device 
status word (DSW) read into the accumulator by an 
XIO sense device with modifier bit 8 off. Interrupt 
indicators and program resettable indicators are 
also defined. 

COMMAND REJECT: This indicator turns on, caus- 
ing an interrupt, if the adapter rejects an 1800 XIO 
for any one of the following reasons: 

1. The input/ output control command referenced 
by the XIO has an invalid function code. 

2. An XIO initialize read or XIO initialize write is 
given before a previous XIO initialize read or 
XIO initialize write is cleared. 

3. An XIO initialize read is given after the adapter 
has accepted a read, read backward, or control 
command from the System/360. 

4. An XIO initialize write is given after the adapter 
has accepted a write or control command from 
the System/360. 



If command reject occurs while the adapter does not 
have an 1800 command stored, the adapter word 
count is reset to its maximum value. Such a reset 
can occur when transfer end has been generated but 
not yet accepted by the 1800. 

1800 COMMAND STORED: This indicator turns on 
when the adapter accepts an XIO initialize read or 
XIO initialize write from the 1800, and remains on 
until reset by transfer end. 

360 COMMAND STORED: This indicator turns on 
when the adapter accepts a read, read backward, 
write, or control command from the System/360. 

If the command is read or write, this indicator 
causes an interrupt to the 1800 unless suppressed by 
the S-bit being on in the command byte or a comple- 
mentary command from the 1800 waiting in the 
adapter. The interrupt condition can be reset by an 
XIO sense device with modifier bit 8 off and modifier 
bit 15 on. However, the 360 command stored 
indicator remains on until transfer end occurs. 

If the command is read backward, the response 
is identical to a read command described in the pre- 
ceding paragraph, except that the interrupt to the 
1800 cannot be suppressed by the S-bit in the com- 
mand byte. 

If the command is control, the 360 command 
stored indicator causes an interrupt to the 1800. In 
this case, the indicator is reset by an XIO sense 
device with modifier bit 8 off and modifier bit 15 on. 

The 360 command stored indicator can be on at 
the same time as transfer end. This indicates that 
the adapter has accepted a new command from the 
System/360. 
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Figure 118. System/360 Adapter Device Status Word 
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HALT- This hit turns on, causing an interrupt, if 
the System/360 terminates data transfer either with 
a normal stop or interface disconnect sequence. 
Transfer end will also be on. 

DATA CHECK: This indicator turns on, causing an 
interrupt, if a parity error is detected during a data 
channel (cycle steal) operation or the adapter de- 
tects a System/360 bus out parity error. 

If a parity error is detected while loading the 
word count via the data channel and the adapter does 
not have a complementary System/360 command, the 
adapter is reset and the 1800 can reinitialize the 
data transfer operation. 

If a parity error is detected while loading the 
word count via the data channel and the adapter has 
a complementary System/360 command, or if a 
parity error is detected during any subsequent data 
channel operation, an immediate ending procedure is 
initiated. The adapter presents channel end and 
device end to the System/360, and data check along 
with transfer end to the 1800. 

If a parity error is detected by the 1800 while 
an XIO is being initiated, the adapter ignores the 
operation and does not initiate an interrupt. This 
type of error causes an internal interrupt in the 1800. 

STORAGE PROTECT VIOLATION: This indicator 
turns on, causing an interrupt, if an attempt is made 
to store data in a protected core storage location in 
the 1800. This could only occur during a System/360 



write and XIO initialize read data transfer operation. 
Storage protect violation cause the adapter to initiate 
an ending procedure by presenting channel end and 
device end to the System/360, and storage protect 
violation along with transfer end to the 1800. 

TRANSFER END: This indicator turns on, causing 
an interrupt, when any one of the following condi- 
tions occurs: 

1. The 1800 word count is decreased to 0, and 
chaining is not specified. 

2. The System/360 byte count is decreased to 0. 

3. The System/360 issues a halt I/O or executes 
an interface disconnect sequence. 

4. A parity error is detected. 

5. A storage protect violation occurs. 

Any XIO initialize read or XIO initialize write given 
while transfer end is on is rejected by the adapter. 

END OF TABLE: Unless suppressed by the scan 
control bit in the 1800 word count, this indicator 
turns on when the word count is decreased to 0. The 
on condition causes an interrupt. 

360 COMMAND BYTE: If the 360 command stored 
indicator is on and the 1800 command stored indica- 
tor is off, these DSW bit positions contain the 
System/360 command byte accepted by the adapter. 
These bits can be assumed to be only after an 
adapter reset. 
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2790 Adapter 



INTRODUCTION 

The 2790 adapter provides the facilities that enable 
the 1801/1802 Processor-Controller to perform the 
system controller functions for an IBM 2790 Data 
Communications System. This 1800/2790 combina- 
tion enables implementation of a two-way, in-house 
data communication and production reporting sys- 
tem. This system is capable of recording, process- 
ing, and analyzing information collected from many 
reporting stations located throughout an industrial 
complex. 

The various components of the 2790 system 
provide the facilities for: 

Transaction selection. 

Key entry with visual display. 

Card or badge data entry. 

Time-of-day display. 

Operator guidance display. 

Printer output. 

Card or badge and rotary switch numeric data 
entry by means of unique data entry units. 

Attachment of digital OEM devices. 

The devices that may be used at the various 
reporting stations include: 

• IBM 2791 Area Station (Model 1 or 2). 

• IBM 2793 Area Station. 

• IBM 2795 Data Entry Unit. 

• IBM 2796 Data Entry Unit. 

• IBM 1035 Badge Reader. 

» IBM 1053 Printer. 

For additional information regarding the 2790 system 
components, refer to the IBM 2790 Data Communica- 



tions System Component Description, Order No. 
GA27-3015. 



Transmission Loop 

Data communications are achieved over a two- wire 
transmission line that functionally appears as a two- 
wire loop, beginning and ending at the 2790 adapter. 
The area stations are connected in series with the 
transmission loop. As information is transmitted 
serially by the adapter, each area station, in se- 
quence, has access to the information and may mod- 
ify the information or return its own data. Since the 
transmission loop ends at the adapter, the modified 
information or area station data returns to the 
adapter for processing. 

The transmission loop is divided into four seg- 
| ments (A, B, C, and D) to enhance installation relia- 
bility. Each segment has its own connections to the 
adapter. Information is normally passed from one 
segment to the next segment in the loop. However, 
any combination of segments may be bypassed under 
program control. When a segment is bypassed, the 
area stations and devices on the segment do not 
receive information from the loop and cannot transmit 
information to the loop. Any segment that becomes 
inoperable can be bypassed, thus allowing operation 
to continue on the other segments of the transmission 
loop. 

The adapter divides transmission and process- 
ing of information to and from the transmission loop 
into 13 time periods called loop channels. Eight of 
these time-multiplexed loop channels operate at an 
effective data rate of approximately 100 characters 
per second; the other five loop channels operate at an 
effective data rate of approximately 20 characters per 
second. All 13 loop channels can operate concur- 
rently. 



Configuration and Data Flow 

The adapter is housed in an IBM 1826 Data Adapter 
Unit (Model 2 or 3 ). Two adapters may be included 
in the 1800 system configuration. Each adapter re- 
quires a data channel for operation. 

One adapter can control as many as 100 area 
stations and subsequently up to 1, 024 data entry units. 
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The 1, 024 data entry units may be assigned to area 
stations as desired up to a total of 32 per area sta- 
tion. In addition, IBM 1035 Badge Headers (remote- 
ly located), IBM 1053 Printers, and digital OEM 
devices can be included in the system configuration. 
Figure 119 summarizes the system configuration and 
illustrates basic data flow. 



Data Transfer Concept 

Although the adapter uses a data channel, overall 
data transfer concepts are different from other de- 
vices on the 1800 system that use data channels. 
After being initialized, other devices implement 
data transfer to or from a data table in core storage 
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The following is a listing of maximum configuration limits: 

• 2 adapters per 1 800 system . 

• 100 area stations per adapter. 

• 1 ,024 data entry units per adapter. 

• 32 data entry units per 2791 Model or 2793 Area Station. 

• Three 1035 Badge Readers per 2791 Model 1 Area Station. 

• One 1 053 Printer per 2791 Modei i or 2793 Area Station . 

• 1 ,000 feet of two -wire communications line (No. 22 AWG twisted pair) between 
data entry units and area stations. 

• 1 ,000 feet of two-wire communications line ( No. 22 AWG twisted pair) between area 
stations, and between area stations and the 2790 adapter. 
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Figure 119. 1 800/2790 Configuration 
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via data channel operations as required. The 
adapter uses the data channel for control purposes, 
as well as data transfer, by communicating with a 
control table in core storage. 

The control table contains one 16-word loop 
channel control block (LCCB) for each of the 13 loop 
channels, and one loop channel interrupt block 
(LCIB). The LCCB's contain control and status in- 
formation while the LCIB contains interrupt status 
for all 13 loop channels. Detailed descriptions of 
these control blocks are found under "Loop Channel 
Control Block" and "Loop Channel Interrupt Block. " 

To implement data transfer, the program initial- 
izes the LCCB for the particular channel by specify- 
ing the type of operation (read or write), the core 
storage address of the table containing the data, and 
the number of bytes of data. The program activates 
the channel by turning on a control bit in the LCCB. 
The adapter then performs the data transfer opera- 
tion on the active channel, using data channel oper- 
ations to communicate with the LCCB. The program 
is released for other processing. 

During a write operation, the adapter uses the 
data buffer address and byte count in the LCCB to 
fetch data (one byte at a time) from the data buffer 
for subsequent transmission to a device on the 
transmission loop. Once initiated, a write operation 
continues until the byte count is decreased to 0, or 
an error occurs. 

During a read operation, the adapter uses the 
data buffer address and byte count in the LCCB to 
store incoming data in the data buffer (one byte at 
a time). Normally, a read operation is terminated 
by a request from the input device. However, a read 
operation is also terminated if the byte count is 
decreased to 0, or an error occurs. 



LOOP CHANNELS 

Each adapter cycle, used in transferring information 
around the transmission loop, is divided into nine 
basic time periods of equal duration. The adapter 
utilizes these nine time periods to implement a chan- 
nel concept for data transfer. 



High-Speed Loop Channels 

The first eight time periods of an adapter cycle are 
used as loop channels 1 through 8 and are known as 
high-speed loop channels. Each of these eight loop 
channels has an effective data rate of approximately 
100 characters per second. All eight high-speed 



channels are sequentially selected for service during 
each adapter cycle. 



Low-Speed Loop Channels 

The ninth time period of an adapter cycle is used to 
accommodate five additional loop channels (9 through 
13). This is accomplished by sequentially selecting 
each of the five loop channels (9 through 13) for 
service during the ninth time period in five consecu- 
tive adapter cycles. During the first cycle, for 
example, channels 1 through 9 are serviced; during 
the next cycle, channels 1 through 8 and 10 are 
serviced. This sequence continues until channel 13 
is serviced, and is then repeated. 

Because each one of channels 9 through 13 is 
selected only once during each five adapter cycles, 
the effective data rate for these five channels is 
approximately 20 characters per second. Therefore, 
channels 9 through 13 are known as low-speed loop 
channels. 

Both high- and low-speed channels may be used 
for read and write operations. However, the maxi- 
mum data rate of the output device must be consid- 
ered during a write operation. For example, printer 
output to the 1053 Printer must be transmitted via a 
low-speed channel. 



Data Transmission Format 

Information is transmitted serially by bit around the 
transmission loop at an approximate rate of 514 kHz 
as long as the adapter is in active mode. The infor- 
mation bits are segregated into bytes containing eight 
bits plus parity. During each channel time frame, a 
sequence of 30 bytes (called a channel frame) is 
transmitted to the loop. The first byte (byte 0) in a 
channel frame always contains a start character. If 
the channel is inactive, the remaining 29 bytes con- 
tain sync characters. If the channel is active, bytes 
1 through 4 are used to carry information, and the 
remaining bytes (5 through 29) contain sync char- 
acters. 

The channel frame format and its relationship 
to sequential channel transmission are shown in Fig- 
ure 120. The information bytes of the active channel 
frame are described in the following paragraphs. 

START BYTE: The start byte (byte 0) is the first 
byte transmitted in a channel frame and always con- 
tains a start character (/39). The start character is 
automatically generated by the adapter at the begin- 
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Figure 1 20. Data Transmission Format 



ning of each channel frame. The start byte is used 
to indicate start of frame and to maintain byte 
synchronization. 

AS ADDRESS BYTE: The AS (area station) address 
byte (byte 1) is the second byte transmitted in the 
channel frame if the channel is active. This byte is 
used to carry an AS address code which selects the 
area station(s) to receive the channel frame. (See 
"Area Station Addressing" for details. ) 

DEVICE ADDRESS BYTE : The device address byte 
(byte 2) is the third byte transmitted in the channel 
frame if the channel is active. This byte is used to 
carry the device address code, which specifies a 



particular device controlled by the selected area 
station. (See "Device Addressing" for details. ) 

CONTROL BYTE: The control byte (byte 3) is the 
fourth byte transmitted in the channel frame if the 
channel is active. This byte is divided into two hex- 
adecimal digits for information transfer. The low- 
order hexadecimal digit (bit positions 4 through 7) is 
used to carry a command code to the selected area 
station (AS) and device. The high-order hexadecimal 
digit (bit positions through 3) is used to carry the 
AS or device response to the command back to the 
adapter. 

DATA BYTE: The data byte (byte 4) is the fifth byte 
transmitted in the channel frame if th<=> nhnnnel is 



226 



active. This byte is used as the data carrier for the 
channel frame. The data byte may contain a data 
character, a guidance character (AS local I/O only), 
or the status of the AS or device. The contents of 
the data byte depends on the command and the AS or 
device response to the command. (Refer to "Com- 
mands and Responses" for details. ) 



AREA STATION ADDRESSING 

The adapter uses an area station (AS) addressing 
scheme that allows each loop channel to: 

1. Communicate with an individual AS. 

2. Communicate with all area stations. 

3. Poll all area stations, thus enabling any area 
station to request data transfer. 

To accomplish this, three types of AS address codes 
are used, as described in the following paragraphs. 



AS receives a channel frame with the all-AS-address 
code, the complete channel frame is passed on un- 
modified and, if possible, the AS performs the func- 
tion specified by the control byte. 



Any AS Address 

The any-AS-address code is /ll. This address 
code is used to poll the area stations on the loop for 
service requests. When an AS requiring service re- 
ceives a channel frame with the any-AS-address 
code, it replaces the any-AS-address code received 
in the AS address byte with its assigned address. 
Thus, the AS address returning to the adapter is the 
address of the requesting AS. This replacement cap- 
tures the loop channel for a data transfer operation. 
While captured, the discrete address of the request- 
ing AS is placed in the AS address byte of each 
channel frame transmitted for the captured channel. 
The channel remains captured until it is deactivated 
during an ending sequence. 



Discrete AS Address 

Each AS is assigned a discrete address during 
installation. This address is the means by which 
communication is directed to a specific AS. Area 
stations may be assigned any address within the 
range of /80 to /FF. All other codes are invalid. 

Note: If the MPX Operating System is 

being used, IBM recommends that area 
i stations be assigned sequential addresses. 

1 This address assignment sequence does not 

restrict physical placement of the area 

stations around the loop. 

Every channel frame transmitted to a specific AS 
has the discrete AS address in the AS address byte. 
Any time an AS receives a channel frame with its 
address, it replaces the address received in the AS 
address byte with its assigned address. This ad- 
dress replacement provides the ability to detect an 
AS that is responding to an address other than its 
own. 



All AS Address 

The all-AS-address code is /09. This address 
code is used to enable transmission of data to all 
area stations via a single loop channel. This mode 
of operation is known as broadcast mode. When an 



DEVICE ADDRESSING 

Each device controlled by an AS is preassigned a 
specific device address as follows: 

Diagnostic controls /00 

1053 Printer /40 

AS badge reader (read operation) /80 

AS display (write operation) /80 

1035 Badge Reader /81 

through 
/83 

AS card reader /84 

AS keyboard /88 

AS OEM digital service /8C 

Data entry units /CO 

through 
/DF 

Note that the AS badge reader and display have the 
same address. In this case, the type of operation 
(read or write) determines which device is selected. 
Diagnostic controls are usually addressed by /00. 
However, a diagnostic command is executed regard- 
less of the device address specified. 

Any channel frame addressed to a specific AS is 
also addressed to a particular device. When an AS 
is selected by a channel frame, the device address 
byte is used to select the particular device. The 
preassigned address of the selected device then 
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replaces the device address received in the channel 
frame. When an AS captures a channel frame con- 
taining an any-AS-address code, the preassigned 
address of the device requesting service is placed in 
the device address byte. Thus, the channel frame 
returning to the adapter contains the AS address and 
the address of the device requesting service. This 
device address replacement provides the ability to 
detect a device that is responding to an address other 
than its own. 



COMMANDS AND RESPONSES 

Area stations are basically controlled on a com- 
mand-response basis; that is, for each command 
transmitted by the adapter, the area station accept- 
ing the command acknowledges by returning a 
response to the adapter. 

The command and response codes appear as two 
hexadecimal digits in the control byte of each chan- 
nel frame. The command digit is located in bit 
positions 4 through 7 of the control byte, and the 
response digit is located in bit positions through 3 
of the control byte. The control byte transmitted by 
the adapter always contains some command code 
digit and a response digit of /0. When the area sta- 
tion accepts the command, it inserts the proper 
response code into the response digit for return to 
the adapter. Therefore, a control byte containing a 
/0 response digit is considered to be a command, 
whereas a control byte containing any other response 
digit is considered to be a response. 

Figure 121 shows the various area station (AS) 
commands and responses. There are several com- 
mands in each of three major categories — read, 
write, and control. One or more valid AS responses 
are possible with each of these commands. 



Read Commands 

READ: This command (/06) is generated by the 
adapter and transmitted to any AS returning a read 

rOflllOCt raor\r\r\a£h tn Q irvcnrinno -vtnnrl v\ii11 nnmrnnn/l 

A read command places the device designated by the 
device address byte in data mode and allows the 
device to begin reading its data source. The only 
valid response is read command acknowledge. 

READ NULL: This command (/02) transmitted in a 
channel frame indicates to the AS that the channel is 
available for any read-type request. Read null 
may be generated by the program and used as the 



first command transmitted when activating a chan- 
nel. This dedicates the channel to a read operation. 
The channel remains dedicated until a read end re- 
quest is received from a device using the channel for 
a read operation. 

After a channel is dedicated to a read operation, 
but before the channel is captured by an AS, the 
adapter automatically generates a read null command 
and the any-AS-address code for transmission in each 
channel frame for the channel. After the channel is 
captured by an AS, the adapter automatically gener- 
ates a read null command, for transmission to the 
AS, whenever no other command is required. 
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Figure 121. Commands and Response Codes 
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Read null has four valid responses: read null 
acknowledge, read request, read data request, and 
read end request. A read data request in response 
to a read null is accompanied by a data character in 
the data byte of the channel frame. This is the first 
transmission of the data character. A second 
transmission of the same character occurs in 
response to a subsequent read data command. The 
two data characters are compared for validity, bit 
by bit. 

READ DATA: This command (/OA) is automatically 
generated by the adapter and transmitted to any AS 
returning a read data request response to a previous 
read null command. Read data causes the data char- 
acter previously transmitted with read data request 
to be retransmitted with read data acknowledge 
response to the command. This allows the adapter 
to perform a validity check on the transmitted char- 
acter. Read data also releases the device so it can 
accept the next character from its data source. 

The only valid response to read data is read 
data acknowledge. 

READ END: This command (/OE) removes the 
addressed device from data mode, thus terminating 
the operation is progress. Read end is generated by 
the program as a result of receiving a read end 
request from the AS or as a result of detecting an 
error that requires termination of the read operation. 
The AS interrogates the channel frame data byte for 
a new guidance character (AS local I/O only) or 
terminating status. Therefore, the program should 
ensure that the proper guidance or status is trans- 
mitted with read end. (See "Guidance Characters" 
and "Status Characters" for details. ) 

If the data byte contains terminating status, the 
addressed device OR's its status, along with bit 
positions and 1 of the status received, back into the 
returning data byte. The device also inserts its 
diagnostic mode status in bit position 3 of the return- 
ing data byte. Because the adapter compares the 
transmitted data byte with the returning data byte 
for validity, terminating status sent with a read end 
command must reflect the device status received (if 
other than /00) with the read end request. For 
example, terminating status of /80 and device status 
of /40 results in a returning status of /CO. This 
status results in a data check. Hoever, terminating 
status indicating a bad end (/40, /80, or /CO) may 
be sent by the program if the device status indicates 
normal end (/00). In this case, no data check occurs. 
Device status received with read end request is auto- 
matically transmitted with the subsequent read end 



unless it is modified by the program before activating 
the channel for the read end. This automatic status 
transmission occurs only if the channel used to 
transmit read end is the same channel over which 
read end request was received. 

The only valid response to read end is read end 
acknowledge. 



Read Responses 

READ REQUEST: This response (/12) is returned 
by any AS that captures a channel frame containing 
(1) a read null in the command byte, and (2) the 
any-AS-address code in the AS address byte. Read 
request indicates that a device controlled by the AS 
has data to be transferred to the 1800 and needs the 
captured channel to implement data transfer. The 
AS inserts the address of the device requesting 
service in the device address byte of the channel 
frame. 

To initiate data transfer after receiving a read 
request, the adapter automatically generates and 
transmits a read command to the requesting AS and 
device. 

READ COMMAND ACKNOWLEDGE: This response 
(/46) is returned by an AS in response to a read com- 
mand. Read command acknowledge indicates that the 
AS has received the read command and has initiated 
a read operation at the addressed device. 

READ DATA REQUEST: This response (/62) is 
returned by the AS in response to a read null when 
the device specified by the channel frame device 
address byte has a data character ready for transfer 
to the 1800. When an AS returns read data request, 
it also inserts the data character from the device 
into the returning channel frame data byte. This is 
the first of two transmissions of the data character; 
the second occurs with read data acknowledge. 
Read data request causes the adapter to automatically 
generate and transmit a read data command to the 
requesting device. 

READ DATA ACKNOWLEDGE: This response (/6A) 
is returned by the AS in response to a read data 
command. When the AS returns read data acknowl- 
edge, it also inserts the data character from the 
addressed device into the returning channel frame 
data byte. This is the second transmission of this 
data character; the first occurs with read data 
request. The adapter compares the received data 
characters for validity. 
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READ END REQUEST: This response (/72) is 
returned by the AS in response to read null when the 
device has determined that data transfer has come to 
normal completion or when the device has detected 
an error condition. The status of the operation is 
returned in the data byte of the channel frame. An 
all-0 status byte indicates normal end. 

Read end request causes the adapter to deacti- 
vate the channel and generate a channel interrupt to 
the program. The interrupting condition is posted 
in the channel sense word. 

Normal program response to a read end request 
is read end command. 

READ END ACKNOWLEDGE: This response (/3E) is 
returned by the AS in response to a read end com- 
mand. It indicates that the device will terminate the 
operation according to the guidance/ status returned 
in the data byte of the channel frame. The adapter 
compares the returning data byte with the one trans- 
mitted to ensure that the operation was terminated 
according to the status transmitted or that the guid- 
ance character was transmitted correctly around the 
transmission loop. 

The program may have previously assigned a 
new data buffer to the channel over which read end 
and read end acknowledge are transmitted. In that 
case, the adapter automatically rededicates the 
channel to another read operation. It does so by 
generating read null and any-AS-address codes and 
transmitting them in the next channel frame for that 
channel. 

If, on the other hand, a new data buffer was not 
previously assigned to the channel, the adapter gen- 
erates another channel interrupt to the program and 
deactivates the channel. 

READ NULL ACKNOWLEDGE: This response (/42) 
is returned by the AS in response to read null if the 
addressed device is in data mode, but does not cur- 
rently have a character ready for transfer to the 
1800. Read null acknowledge causes the adapter to 
retransmit the read null command and to increase 
the channel timer count. 



Write Commands 

Write commands are used to transfer data from the 
1800 to a specific 1053 Printer, a specific AS dis- 
play, or to all AS displays using broadcast mode (all- 
AS-address code). When using broadcast mode, 
no AS responses are returned for any write-type 
commands. 



WRITE: This command (/05) is generated by the pro- 
program and used to initiate a write operation. If 
the write command is to a specific AS display or 
1053, the only valid response is write command 
acknowledge. In broadcast mode, the valid response 
is the write command itself and the all-AS-address 
code. 

If a specific AS display is addressed and it is 
busy, a /80 status character is returned in the chan- 
nel frame data byte associated with write command 
acknowledge. This status causes the adapter to in- 
crease the channel timer count by 1 and retransmit 
the write command. This exchange continues until 
all-0 status is returned with write command 
acknowledge, or until the channel timer count 
reaches overflow condition (count of 32, 768). 

If a 1053 is addressed and is unable to perform 
a print operation (out of paper), it returns a write 
end request in response to the next command — a 
write null command. 

WRITE NULL: This command (/01) transmitted in a 
channel frame indicates that the channel is available 
for any write-type request from the device specified 
in the device address byte. Write null is automat- 
ically generated and transmitted by the adapter if no 
other command is required, provided the channel is 
in an active write sequence. 

A write null to the 1053 Printer causes printing 
to occur if a character was previously sent to the 
1 053 with a write data command . 

The three valid responses to write null are: 
write null acknowledge, write data request, or write 
end request. 

WRITE DATA: This command (/09) is automatically 
generated and transmitted by the adapter under the 
following two conditions: 



1. A write data request is returned in response to 
a previous write null. In this case, the only 
valid response is write data acknowledge. 

2. An unmodified write command is returned to the 
adapter, and the AS address byte indicates 
broadcast mode (all-AS-address code). In this 
case, the response is the unmodified command 
itself and the all-AS-address code. 



Write data is always accompanied by a data 
character in the channel frame data byte. The return- 
ing data byte is compared with the transmitted data 
byte for validity. 
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WRITE END: This command (/OD) removes the 
addressed device from data mode, thus terminating 
the write operation. Write end is automatically 
generated and transmitted by the adapter under the 
following three conditions: 

1. A write data request is received in response to 
a previous write null and the byte count is 
(data transfer complete). Write end acknowledge 
is the valid response to write end generated in 
this manner. The data byte associated with 
write end will contain terminating status of /00 
(normal end). 

2. A write end request is received in response to a 
previous write null. The data byte associated 
with write end generated in this manner will 
contain the same status as received with write 
end request. Write end acknowledge is the 
valid response. 

3. An unmodified write data command is returned 
to the adapter, the AS address indicates broad- 
cast mode (all-AS-address code), and the byte 
count is 0. The data byte associated with write 
end generated in this manner will contain 
terminating status of /00 (normal end). The 
only valid response to a write end command 
generated in this manner is the write end com- 
mand itself and the all-AS-address code. 



Write Responses 

Area stations do not return responses to write -type 
commands if the AS address byte of a channel frame 
indicates broadcast mode (all-AS-address code). No 
response from an AS normally causes a control 
check. However, the adapter automatically detects 
broadcast mode and generates the proper command 
to continue the broadcast write operation. 

The following write responses are those returned 
when not using broadcast mode of operation. 

WRITE DATA REQUEST: This response (/51) is 
returned in response to write null if the addressed 
device is ready to receive another data character. 

WRITE DATA ACKNOWLEDGE: This response (/69) 
is returned in response to write data and indicates 
that the addressed device received the data char- 
acter associated with the write data command. The 
data byte is returned unmodified with write data 
acknowledge. The adapter checks the returning data 
byte with the transmitted one for validity. 



WRITE END REQUEST: This response (/71) is re- 
turned in response to write null if the addressed 
device has detected an abnormal condition that 
requires termination of the operation. The data 
byte returned with write end request reflects the 
status of the device. 

WRITE END ACKNOWLEDGE: This response (/3D) 
is returned in response to write end. The data byte 
returned with write end acknowledge reflects the 
status under which the operation was terminated and 
is compared for validity with the status transmitted 
with write end. 

Receipt of write end acknowledge causes the 
adapter to deactivate the channel and generate a 
channel interrupt to the program. 

WRITE NULL ACKNOWLEDGE: This response (/41) 
is returned by an AS in response to write null if the 
addressed device is in data mode but does not cur- 
rently require another character from the 1800. 
Write null acknowledge causes the adapter to re- 
transmit read null and increase the channel timer 
count by 1. 

WRITE COMMAND ACKNOWLEDGE: This 
response (/45) is returned in response to write 
command. It indicates that the addressed device 
has received the command. 

If a specific AS display is addressed by the write 
command, the data byte returning with write com- 
mand acknowledge contains the current status of the 
AS display. All-0 status indicates the write opera- 
tion can be executed; nonzero status (/80) indicates 
busy and the write operation cannot be performed. 
Receipt of busy status causes the adapter to in- 
crease the channel timer count by 1 and retransmit 
the write command. This sequence continues until 
all-0 status is returned, or until the channel timer 
count reaches overflow condition (count of 32, 768). 

If a 1053 Printer is addressed by the write com- 
mand, the data byte returned with write command 
acknowledge does not contain status. If the 1053 is 
unable to perform the write operation, it returns 
write end request and its status in response to the 
next command — a write null. 



Control Commands 

Control commands are provided to permit program 
control of AS diagnostic functions. The adapter does 
not automatically process returning control command 
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channel frames as it does in a read or write sequence. SEND SYNC: This command (/04) must be generated 

b" the oroTam, It affects AS operation only in 
diagnostic mode. Once an AS is in diagnostic mode, 
a send sync command causes the AS to begin sending 
a continuous stream of sync characters. The AS 
continues to send sync characters until it receives at 
least two /FF characters in succession. This can 
be achieved by transmitting a channel frame with 
/FF in the AS and device address bytes. The only 
response to send sync is the continuous stream of 
sync characters. 

Send sync allows the selected AS to transmit 
sync characters without transmitting what it is re- 
ceiving. This type of transmission provides the abil- 
ity to detect intermittent transmission line failures 
between two consecutive area stations. 

When send sync is being used, the channel 
frames returning to the adapter are not checked. If 
checking for sync characters is desired, it must be 
done by the program. Sync character transmission 
during bytes 5 through 29 of an active channel frame 
or bytes 1 through 29 of an inactive channel frame 
can be checked by monitoring the sync fill error 
indicator in the adapter device status word 1. 

BEGIN DIAGNOSTIC: This command (/08) must be 
generated by the program. It causes the addressed 
AS to enter diagnostic mode, While in diagnostic 
mode, the AS responds only to commands addressed 
to it. Begin diagnostic acknowledge is the valid 
response to this command. 

END DIAGNOSTIC: This command (/OC) must be 
generated by the program. It causes the addressed 
AS to return to normal mode. End diagnostic 
acknowledge is the valid response to this command. 



r->T*nrr-r*cirr! j>ius^ ^um on the uncondition- 
al interrupt bit in word 2 of the loop channel control 
block prior to activating a channel to send a control 
command. The unconditional interrupt bit causes the 
adapter to store the returning control command 
channel frame in words 6 and 7 of the loop channel 
control block for that channel. Processing of the re- 
turning information (correct response, status, and 
so on) must then be accomplished by the program. 

Control commands can be sent using broadcast 
mode (all-AS-address code). However, the area 
stations do not return any control responses in 
broadcast mode. 

BYPASS: This command (/OB) must be generated by 
the program. It causes the AS selected by the AS 
address byte to enter bypass mode after processing 
the data byte (byte 4) of the channel frame. This 
bypass eliminates the sync character following the 
channel frame data byte. Therefore, the frame 
returning to the adapter has only 29 bytes. However, 
the start character in the following channel frame 
allows the adapter to regain frame synchronization. 

While bypassed, the AS still monitors informa- 
tion received from the transmission line, but it can- 
not respond or insert information. A broadcast mode 
write operation can still be performed because the 
AS is not required to respond during this operation. 
The only other command that is accepted by an AS in 
bypassed state is a restore command. 

Bypass acknowledge is the valid response to a 
bypass command. The bypass command is returned 
unmodified if the AS is already in bypassed state. 

RESTORE: This command (/03) must be generated 
by the program. It causes the addressed AS to be 
restored from bypassed state after the restore con- 
trol byte has been processed. This restore causes 
a second control byte, containing the restore com- 
mand digit and the AS response digit, to be returned 
to the adapter. The first control byte contains only 
the restore command digit. The data byte now con- 
tains the second control byte in the returning channel 
frame. Because a byte was added to the channel 
frame, a skip character (/00) is returned in the 
byte following the second control byte (byte 5). This 
character allows the adapter to skip that byte and 
regain frame synchronization. 

An AS not bypassed responds to a restore com- 
mand with bypass acknowledge in the normal man- 
ner. The difference between the two responses 
enables the program to determine whether or not the 
AS was previously bypassed and if the restore func- 
tion was actually performed. 



Control Responses 

The following are AS responses that are returned 
when the control commands are not transmitted in 
broadcast mode. 

BYPASS ACKNOWLEDGE: This response (/6B) is 
returned in response to bypass command. It 



RESTORE ACKNOWLEDGE: This response (/63) is 
returned in response to restore command. If the AS 
was in bypassed state, the response is located in the 
data byte location of the channel frame. The control 
byte contains only the restore command. If the AS 
was not in bypassed state, the response is located 
in the control byte. 
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BEGIN DIAGNOSTIC ACKNOWLEDGE: This 
response (/68) is returned in response to begin 
diagnostic. It indicates that the AS entered diag- 
nostic mode. 

END DIAGNOSTIC ACKNOWLEDGE: This response 
(/4C) is returned in response to end diagnostic. It 
indicates that the AS has returned to normal mode. 



with each of the LCCB's to determine what action, 
if any, is required as each of the loop channels is 
sequentially serviced by the adapter. While inactive, 
the adapter does not communicate with the control 
table, Thus, no interrupts or data channel operations 
occur. 



ADAPTER CONTROL TABLE 

The 2790 adapter utilizes a 224-word control table 
in core storage to communicate with the program, 
implement data transfer, and maintain control and 
status information. The control table can be located 
anywhere in core storage, but must be located on a 
256-word boundary. Before an execute I/O (XIO) is 
issued to activate the adapter, the control table must 
be initialized by the program. Once initialized, the 
control table is assigned to the adapter by placing the 
control table address (256-word boundary) into bit 
positions through 7 of the XIO control (start loop) 
address word used to activate the adapter. The con- 
trol table address is saved in the adapter table 
address register and used in all subsequent commun- 
ication with the table. 

The control table is divided into 14 blocks of 16 
words each. The first block contains the interrupt 
indicators for the 13 loop channels and is called the 
loop channel interrupt block (LCIB). The remaining 
13 blocks are assigned to loop channels 1 through 13, 
respectively. Each of these blocks is called a loop 
channel control block (LCCB). Figure 122 illustrates 
the format of the adapter control table and the various 
blocks within the table. 

When the adapter is communicating with the con- 
trol table, the contents of the table address register 
are used as the two high-order hexadecimal digits of 
the core storage address. These digits select the 
256-word boundary at which the control table begins. 
The third hexadecimal digit of the address is gener- 
ated by the adapter and reflects the loop channel num- 
ber currently being serviced. This digit selects a 
specific 16-word block within the control table. The 
fourth (low-order) hexadecimal digit of the address 
is also generated by the adapter; it selects the 
specific word within the 16-word block. 

Communication between the control table and 
adapter is performed by means of data channel 
(cycle steal) operations. The adapter communicates 
with the control table only while in active mode; 
that is, after being activated by an XIO control 
(start loop). While active, the adapter communicates 



Control Table Contents 


Core Address 
In Hex * 


LCIB (16 words) 


XX 00 

f t 

OF 


LCCB Channel 1 (16 words) 




10 

i 

IF 


LCCB Channel 2 (16 words) 




20 

A 


LCCB Channel 3 (16 words) 




30 

3F 


LCCB Channel 4 (16 words) 




40 

t 

4F 


LCCB Channel 5 (16 words) 




50 

♦ 
5F 


LCCB Channel 6 (16 words) 




60 

♦ 
6F 


LCCB Channel 7 ( 1 6 words) 




70 

* 

7F 


LCCB Channel 8 (16 words) 




80 

♦ 

8F 


LCCB Channel 9 (16 words) 




90 

1 
9F 


LCCB Channel 10 (16 words) 




A0 

t 
AF 


LCCB Channel 11 (16 words) 




B0 

t 
BF 


LCCB Channel 12 (16 words) 




CF 


LCCB Channel 13 (16 words) 


X 


DO 

1 * 
XDF 


* Hex XX 00 is loaded into table address register 
to set the 2790 adapter on a 256-word boundary. 
XX = any valid hex character. 



17831A 



Figure 122. 2790 Adapter Control Table Format 
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Loop Channel Interrupt Block 

The loop channel interrupt block (LCIB) is the first 
block in the adapter control table. It is used to 
stack channel interrupts and to store channel inter- 
rupt status for program interrogation. The LCIB 
format is shown in Figure 123. 

Only the first 2 words of the block are used by 
the adapter ; the remaining 14 words are not used by 
the adapter, but are used by the 1800/2790 MPX 



Communications System. The words used by the 
adapter are described in the following paragraphs. 

Interrupt Status Hold Word 

The interrupt status hold word (ISHW) is used by the 
adapter to stack channel interrupt status. This is 
accomplished by storing an interrupt indicator for 
those channels requesting an interrupt while the pro- 
gram is servicing previous channel interrupts. ISHW 



Low Order 
Core Storage 
Address Bits* 



Word Content 





12 15 





1 


2 


3 


4 


5 


6 


7 


8 


9 


10 


11 


12 


13 


14 


15 


ISHW 


0000 




CHNL 
1 


CHNL 
2 


CHNL 
3 


CHNL 
4 


CHNL 
5 


CHNL CHNL 
6 7 


CHNL 
8 


CHNL 
9 


CHNL 
10 


CHNL 
11 


CHNL 

12 


CHNL 
13 






ISW 


0001 




CHNL 
1 


CHNL 
2 


CHNL 
3 


CHNL 

4 


CHNL 
5 


CHNL CHNL 
6 7 


CHNL 
8 


CHNL 
9 


CHNL 
10 


CHNL 
11 


CHNL 
12 


CHNL 
13 






3 


0010 


Not used by the 2790 adapter 
(These words are used by tine 1800/2790 MPX Communications System) 


4 


0011 






5 


0100 






6 


0101 






7 


0110 






8 


0111 






9 


1000 






10 


1001 






11 


1010 






12 


1011 






13 


1 100 






14 


1101 






15 


1110 






16 


1111 




' 



Address bits through 7 reflect 256-word boundary table address. 
Address bits 8 through 11 must be 0's. 



Figure 1 23. Loop Channel Interrupt Block Format 
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bit positions 1 through 13 are turned on to reflect 
interrupt requests from channels 1 through 13, 
respectively. After the program has finished 
servicing previous channel interrupts, it issues an 
XIO sense device with modifier bit 15 on (reset). If 
any channel interrupts have been stacked in the 
ISHW, they are transferred to the interrupt status 
word (ISW), and another interrupt to the program is 
generated. 

The first channel interrupt request to be stacked 
and stored in the ISHW always causes the ISHW to be 
cleared when stacking is initiated. Therefore, the 
program need not clear the ISHW. 



Interrupt Status Word 

The interrupt status word (ISW) is used to store the 
channel interrupt indicators for those channels 
requesting interrupts at the time the adapter gener- 
ates a channel interrupt to the program. Once the 
program interrupt is generated, the contents of the 
ISW remain unchanged until after the adapter is given 
an XIO sense device with modifier bit 15 on (reset). 
Thus the program has time to interrogate the ISW to 
determine which channels to service during the pro- 
gram interrupt. ISW bit positions 1 through 13 re- 
flect interrupt request status from channels 1 through 
13, respectively. 

The ISW is automatically cleared when new chan- 
nel interrupt indicators are stored or transferred to 
it from the ISHW. Therefore, the program need not 
clear the ISW. 



Loop Channel Control Block 

The adapter control table contains 13 loop channel 
control blocks (LCCB's), one associated with each 
of the 13 channels. Each LCCB contains the status 
of the associated channel as well as the information 
required by the adapter to transmit channel frames 
and to process returning channel frames for the 
channel. The LCCB is also the means by which in- 
formation relative to the specific channel is trans- 
ferred between the adapter and program. 

The LCCB format is shown in Figure 124. Only 
the first eight words of each LCCB are used by the 
adapter; the remaining words are not used by the 
adapter, but are used by the 1800/2790 MPX Com- 
munications System. The words used by the adapter 
are described in the following paragraphs. 



LCCB Address Word (Active Frame) 

This is the first word in the LCCB. It contains area 
station (AS) and device address information. If the 
adapter is active, the address word is transferred to 
the adapter each time either of two events occurs: 
(1) the assigned channel is sequentially selected for 
channel frame transmission to the loop, or (2) that 
channel is selected for processing of a channel frame 
returning from the loop. 

The two fields of the address word are described 
next. 

AS ADDRESS: This eight -bit field contains the AS 
address code that can be transmitted in the channel 
frame for this channel. When processing a return- 
ing channel frame, the adapter uses this field to 
compare the returning AS address with the one trans- 
mitted. If the two do not compare equal and the AS 
address field does not contain the any-AS-address 
code, an AS address check occurs. If the AS address 
field contains the any-AS-address code, but the re- 
turning channel frame contains a specific AS address, 
the adapter proceeds as though the channel frame 
were captured. Consequently, the returning AS 
address is stored in the AS address field for future 
communication with the AS. 

When initializing a channel for a read operation, 
the program normally places the any-AS-address 
code in the field prior to activating the channel. The 
any-AS-address code essentially performs a polling 
function by indicating to each AS that the channel is 
available for data transfer to the 1800. 

When initializing a channel for a write operation, 
the program normally places a specific AS address 
or the all-AS-address code in this field prior to 
activating the channel. The all-AS-address code 
results in broadcast mode operation. 

DEVICE ADDRESS: This eight-bit field contains the 
device address code that can be transmitted in the 
channel frame for this channel. When processing a 
returning channel frame, the adapter uses this field 
to compare the returning device address with the 
one transmitted. If the two do not compare equal and 
an AS did not capture the channel frame, a device 
address check occurs. If an AS captured an any-AS- 
address channel frame, the returning device address 
byte is stored in this field for use in future commun- 
ication with the device. 

When initializing a channel for a read operation, 
the program need not specify a device address, as 
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Word 



Low Order 
Core Storage 
Address Bits* 



12 



15 



Word Contents 
7 8 



15 



I 

Address Word 
(Active Frame) 


0000 


2 
Control Word 
{Active Frame) 


0001 


3 
Byte Count 
Word 


0010 


4 
Buffer Address 
Word 


001 1 


5 
Channel Sense 
Word 


0100 


6 
Address Word 
(Error Frame) 


0101 


7 
Control Word 
(Error Frame) 


01 10 


8 
Channel Timer 
Count Word 


01 1 1 


9 


1000 


10 


1001 


11 


1010 


12 


101 1 


13 


1100 


14 


1 101 


15 


1110 


16 


1111 



AS Address 



o — 

it D 



o E 



U< 



Channel Command 



Reserved 



Device Address 
_l I I I 



Data/Status/Guidance 



Byte Count 



Data Buffer Address 



c "5 

= I 



A 



|1 

Z. uj 



U — 

c o 

U 3 
3 tt 

o- 2 -o 

l/> -J UJ 



T3 



._ 51 u 

> -O 4) 
flJTJX 



CQ (J LU 



AS Address 



AS Response 



Channel Command 



co o 
o 2 » 

O ts) a. 



l-s 

o 



_ E 3 

UPO 



Reserved for 
use by MPX 



CE Diagnostic 

J I L 



Device Address 



Data/Status/Guidance 



Channel Timer Count 



Not used by the 2790 adapter 
(These words are used by the 1800/2790 MPX Communication System) 



•Causes returning channel frame to be stored in error frame fields 

Address bits through 7 reflect 256- word boundary table address 

Address bits 8 through 1 1 should reflect particular channel number 
being serviced (0001 through 1101) 



Figure 124. Loop Channel Control Block Format 
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the AS automatically returns the device address 
when it captures a channel frame. 

When initializing a channel for a write opera- 
tion, the program must place the desired device ad- 
dress in this field prior to activating the channel. 
The device address may be /80 for the AS display or 
/40 for the 1053 Printer. 



LCCB Control Word (Active Frame) 

The control word (active frame) is the second word 
in the LCCB. This word provides a channel control 
field; command code field; and a field for data, 
status, or guidance characters. 

If the adapter is active, the control word is 
always transferred to the adapter whenever either of 
two events occurs: (1) the assigned channel is se- 
quentially selected for channel frame transmission 
to the loop, or (2) that channel is selected for proc- 
essing of a channel frame returning from the loop. 
The adapter interrogates the channel control bits to 
determine whether or not to transmit an active chan- 
nel frame, or whether or not to process the return- 
ing channel frame. 

The various fields of the control word are 
described next. 

BUFFER AVAILABLE: If this bit is on, the adapter 
can automatically reinitiate another read operation 
with this channel (after read end acknowledge is re- 
ceived) without causing an interrupt to the program. 
The new read operation is automatically initiated 
with read null and any-AS-address codes, provided 
normal ending status is received with read end 
acknowledge. If unusual status is received with 
read end acknowledge, a channel interrupt to the pro- 
gram is generated (even if buffer available is on) , 
sequence unusual end is posted in the channel sense 
word, and the channel is deactivated. If buffer avail- 
able is off when read end acknowledge is received, 
then a channel interrupt to the program is generated, 
the type of ending (normal or unusual) is posted in the 
channel sense word, and the channel is deactivated. 
Buffer available is fully controlled by the pro- 
gram; that is, the adapter interrogates buffer avail- 
able but does not change its status. The status of 
buffer available is normally set by the program dur- 
ing the interrupt routine in which the read end com- 
mand is placed in the LCCB to terminate a previous 
read operation. If the program chooses to make the 
channel immediately available for another read oper- 
ation without being interrupted again, it places a new 
data buffer address, byte count, and channel timer 



count in the LCCB and turns on buffer available. If 
the program does not choose to immediately reiniti- 
ate another read operation, it must ensure that buf- 
fer available is off before activating the channel for 
the read end command. 

UNCONDITIONAL INTERRUPT: This channel con- 
trol bit is not usually used during normal channel 
operation. However, it may be used by the program 
to implement diagnostic control sequences. Uncon- 
ditional interrupt being on causes the adapter to alter 
the method of processing a returning channel frame 
for the specific channel, providing the frame process 
bit is on. The following events occur: (1) the re- 
turning channel frame is stored in the LCCB error 
frame words (6 and 7) instead of updating the active 
frame words (1 and 2), (2) a channel interrupt to the 
program is generated, (3) unconditional interrupt is 
posted in the channel sense word, and (4) the channel 
is deactivated. 

Once unconditional interrupt is turned on, it 
remains on until turned off by the program. 

Unconditional interrupt must be used by the pro- 
gram when any of the control-type commands are 
transmitted. This enables the adapter to process 
the returning channel frames for the control com- 
mands. 

PROCESS FRAME: This bit is used by the adapter to 
determine whether a returning channel frame for the 
channel is to be processed or ignored. Process 
frame being on causes the adapter to take one of two 
actions: (1) process the returning channel frame, 
byte by byte, and set up the next channel frame to be 
transmitted for the channel, or (2) generate a channel 
interrupt to the program. Process frame being off 
causes the adapter to ignore the channel returning 
from the transmission loop. 

The status of process frame is automatically 
controlled by the adapter and should not be changed 
by the program. Process frame is turned on when 
the next channel frame is transmitted after the chan- 
nel is activated by the program. This timing ensures 
that the adapter does not attempt to process return- 
ing channel frames until an active channel frame has 
been transmitted for the channel. Once turned on, 
process frame remains on until the channel is de- 
activated and a channel interrupt to the program is 
generated. 

CHANNEL ACTIVE: This channel control bit is used 
by the adapter to determine whether or not the chan- 
nel is active. Each time the adapter sequentially 
selects the channel for transmission to the loop, 
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channel active is interrogated. If channel active is 
on, the contents of the AS address, device address, 
channel command, and data/ status/guidance fields 
in LCCB words 1 and 2 are transmitted to the loop 
in the channel frame. If this is the first channel 
frame transmitted after the channel was activated, 
process frame is turned on to permit processing of 
the returning channel frame. If channel active is 
off when interrogated, an active channel frame is not 
transmitted. A channel frame consisting of a start 
byte and all sync bytes is transmitted in place of the 
active channel frame. 

Channel active must be turned on by the program, 
but it is turned off automatically by the adapter. 
Turning on channel active is similar to issuing an 
XIO start to the channel; that is, it causes the 
adapter to perform the sequence of operations neces- 
sary to complete the operation specified by the chan- 
nel command. Therefore, before turning on channel 
active, the program must initialize the LCCB for the 
specific operation desired. (For initialization de- 
tails, see "LCCB Initialization. ") 

Once channel active is turned on, it remains on 
until a channel interrupt to the program is gener- 
ated. At this time, channel active is automatically 
turned off by the adapter. 

CHANNEL COMMAND: This field is used to store 
the channel command that is to be transmitted in the 
channel frame. If channel active is on, the channel 
command is transmitted in bit positions 4 through 7 
of the channel frame control byte. 

When processing a returning channel frame, the 
adapter uses the channel command field to determine: 
(1) whether the proper response was returned by the 
AS, (2) what command, if any, is to be generated for 
transmission in the next channel frame, (3) whether 
a channel interrupt to the program should be gener- 
ated, and (4) whether the returning channel frame 
data byte should or should not be checked or proces- 
sed. 

To initialize the channel for a read operation, 
the program should place a read null command in the 
channel command field prior to activating the chan- 
nel . To initialize the channel for a write operation, 
the program should place a write command in the 
channel command field prior to activating the chan- 
nel. 



DATA/STATUS/GUIDANCE: The adapter uses this 
field to control the flow of information to and from 
the transmission loop. When the channel is active, 
the contents of this field are transmitted in the active 
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During a read operation, the first transmission 
of each data character irom an AS to the adapter is 
stored in this field until the second transmission of 
the data character is received. The two data char- 
acters are then compared to determine whether the 
transmission was correct before placing the data 
character in the data buffer. 

During a write operation, each data character 
to be transferred to a device is fetched from the data 
buffer and placed in this field for subsequent trans- 
mission in a channel frame data byte. The return- 
ing channel frame data byte is then compared with 
this field to determine if the transmission was cor- 
rect. 

During an ending sequence, this field is used to 
store the status received from the AS or device. If 
the status is not changed by the program, it is 
transmitted (unmodified) as terminating status with 
the subsequent end command. However, the program 
can interrogate this status to determine whether or 
not to generate new terminating status or a new guid- 
ance character (AS local I/O only) for transmission 
with the end command. 



LCCB Byte Count Word 

The byte count word is the third word in the LCCB. 
It is used to initially specify the number of data bytes 
(two bytes per core storage word) located in the data 
buffer assigned to the channel for a specific opera- 
tion. Only bit positions 8 through 15 may be used to 
specify the byte count. The byte is specified by the 
program when initializing the LCCB prior to activat- 
ing the channel. The adapter decreases the byte 
count each time a data byte is transferred to or from 
the data buffer. 

During a write operation, the byte count being 
decreased to causes the adapter to automatically 
terminate the operation with a write end command 
accompanied by normal end status (/00). 

Termination of a read operation is normally 
initiated by the AS or device. If the byte count 
reaches and an attempt is made to transfer another 
data b ,r te then a channel interrupt to the program is 
generated, byte count exceeded is posted in the chan- 
nel sense word, and the channel is deactivated. 

During data transfer operations, the byte count 
is used to determine which core storage bit positions 
the data byte is to be transferred to or from. When 
the byte count is even, the data byte is transferred to 
or from bit positions through 7 of the core storage 
word; when the byte count is odd, the data byte is 
transferred to or from bit positions 8 through 15 of 
the core storage word. 
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LCCB Data Buffer Address Word 

The data buffer address word is the fourth word in 
the LCCB and is used to store the core storage 
address to or from which the next data character is 
to be transferred. When initializing the LCCB prior 
to activating the channel, the program places the 
starting address of the data buffer associated with 
the operation in the data buffer address word. Each 
time the byte count is increased to an even number, 
the data buffer address is increased by 1. This 
procedure allows packing of two data bytes per core 
storage word. 



DEVICE ADDRESS CHECK: This status indicator is 
turned on if an error is detected in a returning chan- 
nel frame device address byte. A device address 
check causes the returning channel frame in which 
the error is detected to be stored in the error frame 
fields (LCCB word 6 and 7) for use in error recovery. 

FRAME CONTROL CHECK: This status indicator is 
turned on if an error is detected in a returning chan- 
nel frame control byte. A frame control check 
causes the returning channel frame in which the error 
is detected to be stored in the error frame fields 
(LCCB words 6 and 7) for use in error recovery. 



LCCB Channel Sense Word 

The channel sense word is the fifth word in the LCCB 
and is used by the adapter to store indicators that 
define the cause of a channel interrupt to the program. 
Whenever a channel interrupt is generated, the 
adapter posts the interrupt condition(s) in the chan- 
nel sense word and deactivates the channel. While 
the channel is inactive, the contents of the LCCB 
are not modified by the adapter and are available for 
program interrogation. 

The individual indicators in the channel sense 
word are described next. 

SEQUENCE NORMAL END: This status indicator is 
turned on when a read or write sequence initiated by 
the program reaches an ending point, and the AS or 
device status associated with the end indicates nor- 
mal end status. 

SEQUENCE UNUSUAL END: This status indicator is 
turned on when a read or write sequence initiated by 
the program is prematurely terminated as a result 
of a request from the AS or device. The reason for 
the termination is defined by the AS or device status 
stored in the data/ status/guidance field in word 2 of 
the LCCB. If the AS or device status indicates 
diagnostic mode, sequence unusual end is also turned 
on. 

AS ADDRESS CHECK: This status indicator is 
turned on if an error is detected in a returning chan- 
nel frame AS address byte. An AS address check 
causes the returning channel frame in which the er- 
ror is detected to be stored in the error frame 
fields (LCCB words 6 and 7) for use in error recov- 
ery. 



DATA CHECK: This status indicator is turned on if 
an error is detected in a returning channel frame 
data byte. A data check causes the returning channel 
frame in which the error is detected to be stored in 
the error frame fields (LCCB words 6 and 7) for use 
in error recovery. The AS response and channel 
command fields in the error frame are not valid 
when a data check occurs; that is, they do not re- 
flect the contents of the returning channel frame 
control byte. 

BYTE COUNT EXCEEDED: This status indicator is 
turned on during a read operation if an attempt is 
made to store an additional data byte after the byte 
count has been decreased to 0. Byte count exceeded 
indicates that the input data buffer assigned is too 
small for the incoming data. 

UNCONDITIONAL INTERRUPT: This status indi- 
cator is turned on if the unconditional interrupt con- 
trol bit in word 2 of the LCCB is on when a returning 
channel frame arrives for processing. Unconditional 
interrupt causes the returning channel frame to be 
stored in the error frame fields (LCCB words 6 and 
7). 

DATA STORAGE PROTECT: This status indicator is 
turned on if an attempt is made to store a data byte 
in a data buffer location that is storage protected. 

CHANNEL TIMED OUT: This status indicator is 
turned on if a channel timer count overflow condition 
is indicated. The overflow condition is indicated by 
bit of the LCCB channel timer count word being on. 
Channel timed out indicates that the channel has been 
unsuccessfully attempting to complete a data transfer 
operation for a period of time longer than allotted by 
the program. 
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CE DIAGNOSTIC: These four indicators are used by 
customer engineers (CE's) for diagnostic purposes. 
The indicators are active only when wired by a CE 
and do not represent interrupt conditions nor cause 
interrupts to the program. Therefore, one of the 
other nine interrupting conditions must occur to 
cause an update of the channel sense word, and thus 
storing of the CE diagnostic indicators. The CE 
diagnostic indicators are always off unless wired for 
use by a CE. 



LCCB Address Word (Error Frame) 

The address word (error frame) is the sixth word in 
the LCCB. This word is used by the adapter to store 
the AS address byte and device address byte of a 
returning channel frame if an error is detected in 
any portion of the channel frame, or if unconditional 
interrupt is on in the channel control field (LCCB 
word 2). The address word (error frame) contains 
the following fields: 

AS ADDRESS: This field is used to store the return- 
ing channel frame AS address byte. 

DEVICE ADDRESS: This field is used to store the 
returning channel frame device address byte. 



LCCB Control Word (Error Frame) 

The control word (error frame) is the seventh word 
in the LCCB. This word is used by the adapter to 
store the control byte and data byte of a returning 
channel frame if an error is detected in any portion 
of the channel frame, or if unconditional interrupt is 
on in the channel control field (LCCB word 2). The 
control word (error frame) contains three fields, 
described next. 



located in word 2 of the LCCB. If a data check 
causes the returning channel frame to be stored in 
the error frame field, the channel command field is 
not valid; that is, it does not contain the channel 
command digit from the returning channel frame. 

DAT A/ STATUS/ GUIDANCE: This field is used to 
store the contents of the returning channel frame 
data byte. The returning channel frame data byte 
may contain data, status, or guidance, depending on 
the channel command transmitted and the AS response 
to the command. 



LCCB Channel Timer Count Word 

The channel timer count word is the eighth word in 
the LCCB. This word is used to specify the number 
of times the channel can attempt data transfer to corn- 
complete an operation before a channel interrupt to 
the program is generated. The channel timer count 
is initially set by the program while initializing the 
LCCB and is then increased by 1 for each unsuccess- 
ful data transfer attempt after the channel is activated. 
An unsuccessful data transfer attempt is recognized 
when a read null acknowledge, a write command 
acknowledge with busy status, or a write null ac- 
knowledge is received in the returning channel frame. 
Bit position of the channel timer count word is 
used to determine when a channel interrupt to the 
program is to be generated. This bit position is in- 
terrogated each time the channel timer count is in- 
creased. If bit position is on, a channel timer 
count overflow is indicated which causes the adapter 
to generate a channel interrupt to the program, post 
the condition in the channel sense word, and deac- 
tivate the channel. Thus, the maximum count the 
timer may reach before an interrupt is generated is 
32,767. 



AS RESPONSE : This field is used to store the AS 
response digit (bit positions through 3) from the 
returning channel frame control byte. If a data 
check causes the returning channel frame to be 
stored in the error frame field, the AS response 
field is not valid; that is, it does not contain the AS 
response digit from the returning channel frame. 

CHANNEL COMMAND: This field is used to store 
the channel command digit (bit positions 4 through 7) 
from the returning channel frame control byte. 
Unless a transmission error occurs, this field should 
be identical to the transmitted channel command 



DATA ENTRY FORMATS 

The format of data entry, as it appears in the 
assigned input data buffer, depends on which device 
enters the data. Figure 125 shows the data format 
that appears in the data buffer for each type of device. 

Three special characters — transaction code, 
guidance, and status — may be used during a data 
entry. They are described in the following para- 
graphs. 
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2796 Data Entry 
o 7 8 



Upper LH Sw * 



Upper RH Sw 
i ■ ■ i_ 



Data 2 

I I 1 I I 



Data 10 



Lower RH Sw 



Thumbwheel 2 



Thumbwheel 4 



Monitor Key * 
_i i I I L 



Data 1 
_i i i i_ 



Data 3 

_l I I L. 



Lower LH Sw 
_i i i i i_ 



Thumbwheel 1 
_i i i I I 



Thumbwheel 3 
_ i i i i L 



* This character is normally used as a 
transaction code. 

** Value may be/Fl, /F2, or/F3. 



Keyboard Entry 



7 


e is 


Transaction 


Old Guidance 



Data 1 


Data 2 


Data 3 


Data 4 


Data 5 
' 


Data 6 




AS Badge or OEM Digital Entry 
7 8 15 



Transaction 


Old Guidance 
i i i i i i i 


Data 1 
i i i i i i i 


Data 2 





Data 9 
I i i i i i i 


Data 10 




2795 Data Entry 

7 8 



LH Rotary Sw * 


Model Code 
i i i i ■ i i 


RH Rotary Sw 


Data 1 
i i i i i i i 


Data 2 
i i ■ ■ i i i 


Data 3 
> 




Data 8 


Data 9 

1 1 1 1 1 I 1 


Data 10 
i i i 1 I i i 


1 1 1 1 1 1 1 



* This character is normally used as a 

transaction code. 
** Value is /F0 for 2795. 



Next Guidance or Transaction Select 
7 8 15 



Transaction 
_i i i i i_ 



Figure 125. 2790 Adapter Data Buffer Formats 



Transaction Code Character 

The transaction code character is the first character 
placed in the data buffer during each data entry. The 
program uses this character in determining what 
action is necessary to complete a transaction. Figure 
126 shows the contents of the transaction code char- 
acters for the various devices. 



Old Guidance 
j i i I I i i_ 



AS Card Entry 
7 8 



Transaction 


Old Guidance 


Data 1 
i i 1 i i i i 


Data 2 

1 1 1 1 1 1 1 


P ' ~* 


Data N-l 
i i > ■ ■ i i 


Data N * 
■ t t i i i i 



Message length may vary up to 
80 characters. 



1035 Badge Entry* 
o 7 8 



Transaction 


Data 1 


Data 2 


Data 3 




Data 8 


Data 9 


Data 10 

1 1 1 1 ! 1 1 


i . i i i i i 



* 1035 badge entry shown above is 
modified in ouput files provided by 
MPX so that the output file agrees 
with the AS badge or OEM digital 
entry format. 

I Note: | 

H Data buffers will begin in bit ^ 

IS positions 8 through 15 if of odd ^ 
§^ byte count is initially specified. ^ 

I I 



The guidance character is transmitted to the AS 
with a read end command. The AS uses it as the 
current guidance character until a new guidance 
character is transmitted with a subsequent read end 
command. Figure 127 shows how the contents of the 
guidance character are used. 



Status Character 



Guidance Character 

Data entry from any AS local input device (except 
1035) results in transmission of the current guidance 
character as the second character of the data entry. 
This character is the source of the information dis- 
played to the operator by the guidance lights, and it 
is also the means by which an AS local input device 
is enabled to perform an input function. 



Status characters are associated with each data 
entry but do not appear in the data buffer. Status 
received with an end request from an AS indicates 
the conditions under which termination of the oper- 
ation is requested. Status transmitted to an AS in- 
dicates the conditions under which the operation is 
to be terminated and, if required, results in the 
proper indication or action at the AS or device. 
Figure 128 provides a summary of status characters. 
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AS Loco! ! /O Transaction Code Byte 



Mode 


Monitor 
Key 


Next 

Guidance 

Switch 





Transaction Switch Code 
1 1 1 



= CE mode 

1 = Normal 



- Monitor key 

1 = Normal 



- Next guidance 

1 = Normal 



This transaction code is the first data character transmitted in any 
message from the AS local I/O devices. These devices include: 

AS badge reader 

AS card reader 

AS keyboard 

1 035 Badge Readers 

AS transaction and next guidance switches 

OEM digital device 



0000 


= 


No transaction 


0001 


= 


Switch 1 


0010 


= 


Switch 2 


001 1 


= 


Switch 3 


0100 


= 


Switch 4 


0101 


= 


Switch 5 


01 10 


= 


Switch 6 


01 1 1 


= 


Switch 7 


1000 


= 


Switch 8 


1001 


= 


Switch 9 


1010 


= 


1 035 Badge Readers 


mi 


= 


CE transaction 



Data Entry Unit Transaction Code Byte 



Data Entry Unit Code 



This transaction code is the first data 
character transmitted in a message from 
a data entry unit. 



Figure 126. 2790 Transaction Codes 



0000 

1001 

1 1 1 1 



Indicates the setting of the left-hand 
rotary switch (upper left-hand for 2796) 

AS CE transaction switch is on (2793 only) 



17898 



2790 ADAPTER PROGRAMMING 

Overall control of each 2790 adapter is accomplished 
by means of the execute I/O (XIO) instruction. In- 
put/output control commands (IOCC's) referenced by 
an XIO provide a means for activating or deactivating 
the adapter and for identifying interrupt status during 
operation. While the adapter is active, individual 



loop channel control is achieved by interrogation 
and manipulation of the various fields in the individ- 
ual loop channel control blocks (LCCB's). 

IOCC's referenced by an XIO must have an 
area code of 00111 to address the first adapter, or 
an area code of 10011 to address the second adapter. 
The following IOCC's are used with adapter oper- 
ation . 
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In Process 



AS Local I/O Guidance Character 
2 3 



Local I/O 
Device Select 
I 



AS Operator Guidance Code 



= In process light 

off-- first data 
entry. 

1 = In process light 

on - - not first 
data entry. 

In process light is 
inhibited if guidance 
code is select 
transaction. 



00 - AS badge reader 

01 = AS card reader 

10 = AS keyboard 

11 = OEM digital device 

1 035 Badge Reader does 
not use device select. 
AS badge reader select 
is inhibited if guidance 
code is select transaction 





n 


10 


01 


00 


111 


31 


30 


29 


28 


110 


27 


26 


25 


24 


101 


23 


22 


21 


20 


100 


19 


18 


17 


16 


on 


15 


14 


13 


12 


010 


11 


10 


9 


8 


001 


7 


6 


5 


4 


000 


3 


2 


1 


ST 



AS 

Guidance 

Lights 



ST - Select Transaction 



The guidance character is the second character transmitted in any message from the 
AS local I/O devices (except 1035 Badge Reader). In this case, the guidance 
character reflects the "old guidance" — that is, the previous guidance character 
sent with a read end command to a local I/O device. A guidance character sent 
with a readend command to a local I/O device is considered to be "new guidance" 
It becomes "old guidance" when a new message is initiated. 



Figure 127. Operator Guidance Codes 



2790 Adapter lOCC's 



Control (Stop Loop) 






15 





4 




8 




12 


15 


— 1— 1 — 1 — 1 1 t 1 t 


i i i i 


1 

— 1 — 1 





i I 


i i i 



Specifies first or 
second odapter 



- Restore segment A 

1 = Bypass segment A 



- Restore segment B 

1 - Bypass segment B 



- Restore segment C 

1 ~ Bypass segment C 



- Restore segment D 

1 - Bypass segment D 



1 1 7*301 | 

This command removes the adapter from active 
mode, if active, and conditions the segment bypass 
control according to modifier bits 12 through 15 as 
shown in the preceding illustration. When deactiv- 
ated, the adapter ceases to sequentially select each 



loop channel for service, stops all communication 
with the adapter control table, and halts all further 
interrupts or data channel operations. Any data 
transfer operations in progress when an XIO control 
(stop loop) is given are immediately halted and are 
not allowed to continue to completion. Therefore, 
this command should not normally be used to de- 
activate the adapter until all data transfer opera- 
tions in progress are completed and all loop channels 
are deactivated. However, XIO control (stop loop) 
may be used at any time for implementing error re- 
covery. 

Control (Start Loop) 



7 


s IS 


4 




e 


9 II 


12 IS 


Table Address 
' ■ 


:.:«.... j... .i..,..i,::,;i: it . J 




1 


1 







Specifies first or 
second adapter 



If all segments bypassed, 
indicates the specific 
diagnostic mode 



If all segments bypassed, 
indicates the simulated 

AS response 



11790? | 
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Status Character Codes 


Status 
Char 
In Hex 


Status Associated With End Request From AS 


Status Associated With End Command To AS 


AS Local 

I/O 


1035 Badge 

Reader 


1053 Printer 


Data Entry 
Unit 


AS Local* 
I/O 


1035 Badge 
Reader 


1053 Printer 


Data Entry 
Unit 


00 


Normal End 


Normal End 




Normal End 


Turn on 

Select 

Transaction 


Eject Badge 


Normal End 


Release 


20 


Diagnostic 
Mode 




Diagnostic 
Mode 


Diagnostic 
Mode 


No Action 




No Action 


No Action 


40 


Release 
in Data 
Mode 






Overrun 


Turn on 

Repeat/ 
Clear 






Error 
Indication 


60 


Release in 
Diagnostic 
& Data Mode 






Overrun in 
Diagnostic 
Mode 


Turn on 
Repeat/ 
Clear 






No Action 


80 


Invalid** 
Character 


Invalid 
Character 


Out of 

Paper 


Timeout 


Turn on 
Repeat/ 
Clear 


Turn on 
Repeat 


No Action 


Error 
Indication 


A0 


Invalid 
Character 
Diag Mode 




Out of 
Paper Diag 
Mode 


Timeout 

Diagnostic 

Mode 


Turn on 
Repeat/ 
Clear 




No Action 


No Action 


CO 


Overrun 

(Card 

Reader) 








Turn on 
Repeat/ 
Clear 








EO 


Overrun in 
Diagnostic 
Mode 








Turn on 
Repeat/ 
Clear 








* All other hexadecimal codes are accepted as guidance characters by the As local I/O devices. 
(See "AS Local I/O Guidance Character.") 

** This status character (/80) indicates that the display is busy when returned with write 
command acknowledge. 


















1 17900 



Figure 128. Status Characters 



This command provides an initial reset to the 
adapter and then places the adapter in active mode. 
When activated, the adapter begins transmitting and 
processing channel frames and sequentially selects 
each channel for service. 

Address word bit positions through 7 are 
transferred to the adapter and used as the base 
address of the adapter control table in all subse- 
quent communication. 

If all segments are bypassed (as used for 



UJ.fX£llVJC3t-l.V> lUllV-UVJimy, 



in vyvAJ.x ic j. uito \j un vugn j-j. ait 



used to specify a particular diagnostic function, and 
modifier bits 12 through 15 may be used to simulate 
area station response digits. Diagnostic functions 
provided are: 

000 = Normal transmission 
011 = Inhibit start character 
100 = Single-step mode 



101 = Force all zeros 

110 = For all ones 

111 = Force start character 



These functions are further defined under "Diag- 



iiuoni; r U1HJL1U11&. 



Prior to issuing an XIO control (start loop), the 
program must ensure that each loop channel control 
block (LCCB) has been properly initialized for a data 
transfer operation, or that channel active is off in the 
LCCB's not initialized for data transfer. This re- 
quirement ensures that no error conditions are 
caused by transmission of channel frames containing 
invalid information. 
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Sense Device 






15 





4 




8 


13 14 


IS 


1 1 1 1 L i 1 I t t 1 1 1 1 I 


I I i i 


1 1 1 

1 1 










00= Sense DSW 1 

1 = Sense DDSW 2 

1 = Sense DDSW 3 



With sense DSW 1: 

- No indicator reset 

1 = Indicator reset 



| 1 7')0.-i 



LOOP CHANNEL INTERRUPT: This indicator turns 
on, causing an interrupt, when any of the 13 loop 
channels requests a program interrupt. The chan- 
nels requesting interrupt are defined by the indica- 
tors in the ISW. 



2790 Adapter DSW1 Noninterrupt Indicators 

Figure 129 shows the format of DSW1 and defines 
noninterrupt and program resettable indicators. 

COMMAND REJECT: This indicator turns on if: 



This command is used to load one of three adapter 
device status words (DSW's) into the accumulator. 
Modifier bits 13 and 14 specify the status word to be 
sensed as follows: 

00 = Device status word 1 (DSW1) 

01 = Diagnostic device status word 2 (DDSW2) 
10 = Diagnostic device status word 3 (DDSW3) 

When used with DSW1, modifier bit 15 controls 
reset of the program resettable indicators and trans- 
fer of channel interrupts presently stacked in the 
interrupt status hold word (ISHW) to the interrupt 
status word (ISW). If modifier bit 15 is on, program 
resettable indicators are reset and the ISHW is trans- 
ferred to the ISW; if modifier bit 15 is off, program 
resettable indicators are not reset and the ISHW is 
not transferred to the ISW. 



2790 Adapter DSW1 Interrupt Indicators 

Figure 129 shows the format of DSW1 and defines 
the indicators that cause interrupts. Program re- 
settable indicators are also defined. 

ADAPTER ERROR INTERRUPT: This indicator 
turns on, causing an interrupt, when any one of the 
following error conditions occurs: 

1. Command reject. 

2. No frame. 

3. Storage protect violation. 

4. P-C parity error. 

5. Adapter parity error. 

These error conditions are indicated by DSW1 indi- 
cators 1 through 5, respectively. 



1. An invalid XIO is given to the adapter. 

2. An XIO control (start loop) is issued while the 
adapter is in active mode and all segments are 
not bypassed. 

Command reject turning on also turns on adapter 
error interrupt, which causes an interrupt to the 
program. 

NO FRAME: This indicator turns on if the adapter 
fails to receive start or sync bytes from the trans- 
mission loop for a period of 100 ms. This indicates 
that channel frame transmission has been inter- 
rupted. No frame turning on removes the adapter 
from active mode and turns on adapter error inter- 
rupt, causing an interrupt to the program. 



2 3 4 5 6 ? 8 9 10 il 12 I! 14 !5 



Indicator Name 

- 15 Segment D Bypassed 
-14 Segment C Bypassed 

- 13 Segment B Bypassed 

- 1 2 Segment A Bypassed 

- 10 Adapter Active 

- 8 Sync Fill Error * 

- 7 Loop Channel Interrupt ** 

- 6 Loop Parity Error * 

- 5 Adapter Parity Error ^ 
■4 P-C Parity Error * 

- 3 Storage Protect Violation ^ 

- 2 No Frame * 

- 1 Command Reject * 

- Adapter Error Interrupt ** 



* Interrupt 

* Indicator reset by an XIO sense device with reset 
(other indicators reset by their status turnoff) 



Figure 129. 2790 Adapter Device Status Word 1 
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STORAGE PROTECT VIOLATION: This indicator 
turns on if the adapter attempts to store information 
in the LCIB or any LCCB and the location is stor- 
age protected. Storage protect violation turning on 
removes the adapter from active mode and turns on 
adapter error interrupt causing an interrupt to the 
program. 

P-C PARITY ERROR: This indicator turns on if the 
P-C detects a parity error while storing in or 
fetching from core storage during adapter opera- 
tions. P-C parity error turning on removes the 
adapter from active mode and turns on adapter 
error interrupt, causing an interrupt to the program. 

ADAPTER PARITY ERROR: This indicator turns on 
if the parity generated by the adapter for transmis- 
sion on the loop differs from the parity received 
from the P-C. Adapter parity error turning on re- 
moves the adapter from active mode and turns on 
adapter error interrupts, causing an interrupt to the 
program. 

LOOP PARITY ERROR: This indicator turns on if 
the parity generated during data transfer to core 
storage differs from the parity received from the 
transmission loop. Loop parity error turning on 
does not remove the adapter from active mode. 

SYNC FILL ERROR: This indicator turns on if the 
adapter detects loss of a sync byte while receiving 
bytes 5 through 29 of a channel frame. Sync fill 
error may be used for analyzing intermittent trans- 
mission errors. By interrogating this indicator 
while transmitting send sync commands to succes- 
sive area stations, the program can isolate the fail- 
ure to a link connecting two area stations. 

ADAPTER ACTIVE: This indicator is on while the 
adapter is in active mode. It is turned on by an XIO 
control (start loop) and turned off by an XIO control 
(stop loop) or one of the adapter error conditions. 

SEGMENT A BYPASSED: This indicator is on while 
segment A of the transmission loop is being by- 
passed. The bypass status of segment A is control- 
led by modifier bit 12 in an XIO control (stop loop). 

SEGMENT B BYPASSED: This indicator is on while 
segment B of the transmission loop is being bypassed. 
The bypass status of segment B is controlled by mod- 
ifier bit 13 in an XIO control (stop loop). 

SEGMENT C BYPASSED: This indicator is on while 
segment C of the transmission loop is being bypassed. 



The bypass status of segment C is controlled by 






SEGMENT D BYPASSED: This indicator is on while 
segment D of the transmission loop is being bypassed. 
The bypass status of segment D is controlled by mod- 
ifier bit 15 in an XIO control (stop loop). 



2790 Adapter DDSW2 Indicators 

Diagnostic DSW2 (DDSW2) is generally used for 
diagnostic purposes in conjunction with single-step 
mode. However, DDSW2 may be sensed at any time 
during adapter operation. 

The format of DDSW2 is shown in Figure 130. 
The indicators in DDSW2 bit positions 5 through 15 
indicate the functional sequence being performed by 
the adapter by means of data channel (cycle steal) 
operations. Only one of these indicators will be on 
during any data channel sequence. DDSW2 bit posi- 
tions 1 through 3 are used to define the specific 
steps within the data channel sequence indicated by 
bit positions 5 through 15. 

DDSW2 is used in implementing single-step 
mode, as described under "Diagnostic Functions. " 



2790 Adapter DDSW3 Indicators 

Diagnostic DSW 3 (DDSW3) is generally used for 
diagnostic purposes in conjunction with single-step 
mode. However, DDSW3 may be sensed at any time 
during adapter operation. The format of DDSW3 is 
shown in Figure 131. 

I 2 3 4 S 6 7 8 9 10 II IZ 13 14 15 





Indicator Name 


15 


Output Frame Fetch 


14 


Input Frame Fetch 


13 


Update ISW 


12 


AS Capture or Command Update 


11 


Channel Timer 


10 


Buffer Cycle Command Update 


9 


Data Buffer Write 


8 


Data Buffer Read 


7 


Channel Interrupt Store 


6 


Deactivate Channel 


5 


Store CSW 


3 


r 




2 
i 


2 

4. 


■ Cycle Steal Counter 
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Figure ! 30. 2790 Adapter Diagnostic Device Status Word 2 
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I 2 3 4 S 6 7 8 9 10 II 12 13 14 15 



-15 
-14 
-13 
-12 
-11 
-10 

- 9 

- 8 

- 7 

- 6 

- 5 

- 4 
■ 3 

- 2 

- 1 

- 



Indicator Name 

* All Segments Not Bypassed 



ICC Bit 3 
ICC Bit 2 
ICC Bit 1 
ICC BitO 
TAR Bit 7 
TAR Bit 6 
TAR Bit 5 
TAR Bit 4 
TAR Bit 3 
TAR Bit 2 
TAR Bit 1 
TAR Bit 



* If all segments are bypassed, DDSW3 bits 0-15 reflect data that would 
be placed on in bus during next data channel operation 
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Figure 131. 2790 Adapter Diagnostic Device Status Word 3 



When the adapter is not in diagnostic mode (all 
segments not bypassed), DDSW3 bit positions 
through 7 reflect the adapter control table address 
held in the adapter table address register (TAR). 
DDSW3 bit positions 8 through 11 reflect the con- 
tents of the input channel counter, which defines the 
loop channel for which a channel frame is currently 
being processed from the loop. Collectively, DDSW3 
bit positions through 11 identify the LCCB with 
which the adapter is communicating at the time 
DDSW3 is sensed. 

When the adapter is in diagnostic mode, DDSW3 
reflects the data that would be placed on the in bus by 
the adapter during the next data channel operation. 
In diagnostic mode, DDSW3 is used in implementing 
single-step mode, as described under "Diagnostic 
Functions. " 



LCCB INITIALIZATION 

The LCCB's (one for each of the 13 loop channels) 
contain the information required by the adapter to 
control loop channel operation. Before the program 
issues an XIO control (start loop) or activates a 
specific channel, some of the LCCB information 
must be initialized to a prescribed state. This re- 
quirement ensures that no erroneous channel frames 
are inadvertently transmitted to the loop, where they 
would cause error conditions. 



Start Loop LCCB Initialization 

Prior to issuing an XIO control (start loop), the pro- 
gram must ensure that each of the 13 LCCB's is 
properly initialized for an active or inactive state. 
If immediate channel operation is desired after acti- 
vating the adapter and without further program inter- 
vention, the LCCB for the channel should be initial- 
ized as described under "Channel Active LCCB 
Initialization, " and channel active should be turned 
on. If immediate operation is not desired for a 
specific channel, the program should ensure that 
channel active is off in the LCCB for the channel. 



Channel Active LCCB Initialization 

Turning on channel active for a specific channel is 
equivalent to issuing an XIO start to that channel. 
Therefore, before channel active is turned on, the 
information in the LCCB must be initialized to pre- 
pare for transmitting a channel frame to the loop. 

Note: A store double (STD) instruction should 
not be used to initialize the active frame 
address and control words in the LCCB at 
the same that channel active is turned on. 
With an STD instruction, the control word 
is placed in the LCCB before the address 
word is placed there. If channel active is 
on in the control word, the channel is im- 
mediately considered active even though 
the address word has not yet been stored. 
This condition may result in a channel frame 
being transmitted with incorrect AS and device 
addresses. 

Which information of the LCCB must be initialized 
depends on the operation, as indicated in the following 
paragraphs. It is recommended that all other fields 
and bits not specified for initialization in the first 
eight LCCB words be set to 0. This allows a true 
indication of any change in these fields even if an 
interrupt condition is not generated. 

INITIAL READ OPERATION: To ready an LCCB for 
an initial read operation, it should be set up as fol- 
lows prior to activating the channel : 



LCCB Field 

AS address 

Channel command 
Byte count 



Information 

Any -AS- address 

code 

Read null 

Data buffer byte 

count. 
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LCCB Field 

Data buffer address 
Channel tinier count 



Information 

Data buffer address 
Set as desired 



CONTINUED READ OPERATION: To ready an LCCB 
so that another read operation is automatically initi- 
ated after sending a read end command, the LCCB 
should be set up as follows prior to activating the 
channel for read end. 



LCCB Field 

AS address 

Device address 

Channel command 
Data/ status/guidance 

Byte count 
Data buffer address 
Channel timer count 
Buffer available 



Information 

AS address to receive 
read end 

Device to receive read 
end 

Read end 

Terminating status or 
guidance character 
New data byte count 
New data buffer address 
Set as desired 
Turned on 



WRITE OPERATION: To ready an LCCB for a write 
operation, it should be set up as follows prior to 
activating the channel: 



LCCB Field 



AS address 



Device address 
Channel command 
Byte count 
Data buffer address 
Channel timer count 



Information 

AU-AS-address code for 
broadcast mode or dis- 
crete AS address for 
normal mode 
Device to receive data 
Write command 
Data buffer byte count 
Data buffer address 
Set as desired 



CHANNEL SEQUENCES 

Once the LCCB for a channel has been initialized and 
activated the ada n ter automatically steps the chan- 
nel through a command-response sequence to com- 
plete the operation without further specification from 
the program. The adapter can automatically per- 
form three sequences: read, write, and broadcast. 

Any of the three sequences can be performed with 
any of the 13 channels. However, the variations in 
channel speeds and system throughput requirements 
must be considered. Read sequences are usually 



performed with channels 1 through 8 and write 
sequences with channels 9 through 13. It should be 
noted that all write sequences to 1053 Printers must 
be performed on low-speed channels (9 through 13). 
Data entry unit and AS card reader operations must 
be performed on high-speed channels (1 through 8). 



Read Sequence 

The read sequence transfers data from a requesting 
device to the data buffer in core storage. The read 
sequence can be entered by initializing an LCCB for 
an initial read operation or for a continued read 
operation prior to sending a read end command. 
Figure 132 shows the various command-response 
sub-sequences of a loop channel read operation. 

An error condition may be detected at any time. 
This condition causes a channel interrupt to the 
program and the channel is deactivated. The error 
condition is indicated in the channel sense word. 

The request sub-sequence of the read sequence 
is entered when an AS captures the channel by re- 
turning read request, its own assigned address, and 
the requesting device address in the channel frame. 
The request sub-sequence places the device in data 
mode and enables it to begin reading its data source. 

Null is the next sub- sequence of the read 
sequence and is performed until the device has a 
data character ready for transfer. 

The data sub-sequence of the read sequence is 
entered when the device has a data character to be 
transferred, as indicated by returning read data 
request. During the data sub-sequence, the data 
character is transmitted twice to allow a validity 
check on data transmission. 

After the data sub-sequence is performed, the 
null sub-sequence is again performed until the next 
data character is ready. This series of sub-sequences 
continues until the end sub-sequence is entered. 
The end sub-sequence of a read sequence is 
entered when the device determines that all data has 
been transferred or it detects an error condition 
requiring termination of the operation. In either 
case, a channel interrupt to the program is gener- 
ated and the channel is deactivated. The condition 
causing the interrupt is indicated in the LCCB channel 
sense word. Sequence normal end is indicated if data 
transfer is completed with normal status, and sequence 
unusual end is indicated if the device detects an error 
condition. The data/ status/guidance field contains the 
status received from the device. 

The program must initialize a channel to send 
read end to the requesting device. Any unused channel 
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Null Sub- sequence 



£ 
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Figure 132. 2790 Adapter Read Sequence 



may be used. Read end removes the device from 
data mode and releases it for another input opera- 
tion. New guidance (AS local I/O only) or termina- 
ting status is sent with read end to inform the oper- 
ator whether the message was accepted, and hence 
whether it must be repeated. 

If a new data buffer was assigned while initial- 
izing the LCCB for the read end, a new read 
sequence is automatically initiated without an inter- 



rupt to the program, provided an error is not 
detected with read end acknowledge. If a new data 
buffer was not assigned, a channel interrupt to the 
program is generated upon receipt of read end 
acknowledge. Normal sequence end is indicated in 
the channel sense word unless an error is detected. 
If an error is detected, the appropriate error 
indicator is turned on in the channel sense 
word. 
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Write Sequence 

The write sequence transfers data from a data buf- 
fer in core storage to a specific output device. The 
write sequence is entered by initializing an LCCB 
for a write operation. Figure 133 shows the various 
command-response sub-sequences of a channel 
write operation. Note that an error condition may 
be detected at any time. This condition causes a 
channel interrupt to the program and deactivates the 



channel. The error condition is indicated in the 
channel sense word. 

The null sub-sequence of the write sequence is 
performed whenever two conditions exist: (1) no 
other sub-sequence is required, and (2) the output 
device is in data mode. 

The data sub- sequence of a write sequence is 
performed each time the output device is ready to 
accept another data character. During the data sub- 
sequence, a data character is transferred to the 



( Initialize LCCB J 



S ~^ 
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Acknowledge (/45) 
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L J Data 
return 




(l 



L J Channel is 
, deactivated 



Program Interrupt 



J 



~& 






Fisure 133. 2790 Adaoter Write Seauence 
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output device and then returned to the adapter for a 
validity check. 

The device error sub-sequence of a write se- 
quence is performed if the output device determines 
that it cannot perform the write operation, or if the 
output device detects an error condition during the 
write operation. In either case, sequence unusual 
end is posted in the channel sense word, a channel 
interrupt to the program is generated, and the chan- 
nel is deactivated. The data/ status/guidance field 
contains the unusual status received from the device. 

The end sub-sequence of a write sequence is 
performed when the output device requests another 
data character and the byte count is 0. The end 
sub-sequence posts the ending condition in the chan- 
nel sense word, generates a channel interrupt to the 
program, and deactivates the channel. The data/ 
status/guidance field contains the terminating status 
of the device. 



Broadcast Sequence 

The broadcast sequence is a modified write sequence. 
It is used to transfer data, such as time display up- 
date, from core storage to all AS displays. The 
broadcast sequence is entered by initializing an 
LCCB for a broadcast write operation. During 
broadcast mode, no information in a channel frame 
is modified by any of the area stations. Therefore, 
no responses are returned by an AS. Each AS, if 
able, performs the operation. 

Each channel frame in a broadcast sequence is 
checked by the adapter to ensure that no information 
has been modified during transmission around the 
loop. If an error is detected, the condition is posted 
in the channel sense word, a channel interrupt to the 
program is generated, and the channel is deactivated. 

The broadcast sequence consists of three parts : 
(1) a write command to place all AS displays in data 
mode, (2) a series of write data commands to trans- 
fer the data characters to the \S display, and (3) a 
write end command (after the byte count is decreased 
to 0) to remove the AS displays from data mode and 
terminate the operation. When the operation is 
terminated with write end, the ending condition is 
posted in the channel sense word, a channel inter- 
rupt to the program is generated, and the channel is 
deactivated. 



Control Sequences 

Control sequences are used primarily for diagnostic 
purposes. The adapter does not automatically 



process control command-response sequences. 
Therefore, unconditional interrupt must be used in 
conjunction with any of the control command se- 
quences. Unconditional interrupt causes returning 
channel frames to be stored in the LCCB error 
frame field. Analysis of each returning channel 
frame must be performed by the program. 



INTERRUPT CONSIDERATIONS 

Two types of interrupt conditions are associated with 
the 2790 adapter: interrupts associated with loop 
channel operations, and interrupts associated with 
overall adapter operation. 

When an adapter interrupt occurs, the program 
should issue an XIO sense device with modifier bits 
13 through 15 set to 000 to read the device status 
word (DSW1) into the accumulator. If the adapter 
error indicator (bit position 0) is on, it indicates 
that the interrupt is due to an error condition with 
overall adapter operation. The error condition is 
indicated in bit positions 1 through 5 of DSW1. If the 
channel interrupt indicator (bit position 7) is on, it 
indicates that the interrupt was caused by one or 
more of the 13 loop channels. 

When a channel interrupt occurs, the interrupt 
status word (ISW) located in the loop channel inter- 
rupt block (LCIB) must be interrogated to determine 
which of the channels requires service. The channel 
sense word for each interrupting channel can then be 
interrogated to determine the cause of the channel 
interrupt request. 

After servicing all interrupt conditions indica- 
ted in DSW1 and all channel interrupts as indicated 
in the ISW, the program should issue an XIO sense 
device specifying DSW1 with reset (modifier bits 13 
through 15 set to 001). This resets the program 
resettable indicators in DSW1 and allows any channel 
interrupt requests stacked in the interrupt status 
hold word (ISHW) to be transferred to the ISW. Three 
nonconsecutive machine cycles are used to transfer 
the contents of ISHW to ISW by means of data channel 
operations. If any channel interrupt requests were 
stacked in the ISHW and transferred to the ISW, a new 
channel interrupt to the program is generated, pro- 
vided the adapter is active. 

DIAGNOSTIC FUNCTIONS 

The 2790 adapter provides several diagnostic func- 
tions for analyzing malfunctions that may occur. 
Diagnostic functions are enabled only when all seg- 
ments of the transmission loop have been bypassed. 
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When ail segments are bypasses mo^uicr ^.i^s 
9 through 11 of an XIO control (start loop) are used 
to specify the particular diagnostic operation. 
Modifier bits 12 through 15 are used to simulate AS 
responses. The various diagnostic operations are 
described in the following paragraphs. 



Normal Transmission 

This mode of diagnostic operation is specified by a 
code of 000. It may be used to verify that the 
adapter is capable of transmitting, receiving, and 
processing channel frames correctly. 

With this mode of operation, channel frames 
are transmitted in the same manner as when all seg- 
ments are not bypassed. Because all segments are 
bypassed, each channel frame transmitted returns 
unmodifier to the adapter. Therefore, the AS 
response indicated by modifier bits 12 through 15 of 
the XIO control (start loop) is transmitted in each 
active channel frame control byte. This enables the 
adapter to process the returning channel frame as 
though an AS had responded to the channel frame. 



return to step 1 to initiate single step for the 
next loop channel. Otherwise continue with the 
next step. 
4. Issue an XIO sense device with modifier bits 13 
through 15 set to 100. This command loads 
diagnostic device status word 3 (DDSW3) into the 
accumulator and allows the adapter to initiate a 
data channel (cycle steal) operation. Allow suf- 
ficient time after the XIO for a data channel 
operation and then return to step 3. 

Device status word 1 (DSW1) may be sensed with- 
in the preceding sequence to provide more information 
about the failure. LCCB entries may be modified as 
desired within the sequence to force errors or special 
conditions. 



Force All Zeros 

This mode of diagnostic operation is specified by a 
code of 101. It may be used to verify that 0-bits can 
be transmitted and received correctly by the adapter. 

With this mode of operation, 0-bits are trans- 
mitted to the loop in place of all other information. 



Inhibit Start Character 

This mode of diagnostic operation is specified by a 
code of 011. It may be used to verify correct oper- 
ation of the no-frame detection circuits. 

With this mode of operation, /47 is transmitted 
in place of all start characters. 



Force All Ones 

This mode of diagnostic operation is specified by a 
code of 110. It may be used to verify that 1-bits can 
be transmitted and received correctly by the adapter. 

With this mode of operation, 1-bits are trans- 
mitted to the loop in place of all other information. 



Single-Step Mode 

This mode of diagnostic operation is specified by a 
code of 100, it may be used to single step through 
the various data channel sequences performed during 
adapter operation. To accomplish this, the follow- 
ing steps must be performed after initializing the 
LCCB's for the desired operation: 



1. 



2. 
3. 



Issue an XIO control (start loop) with modifier 
bits 9 through 11 set to 100 and modifier bits 12 
through 15 set to the desired AS response. 
Delay a minimum of 524 us. 
Issue an XIO sense device with modifier bits 13 
through 15 set to 010. This command loads 
diagnostic device status word 2 (DDSW2) into the 
accumulator. If the contents of DDSW2 are zero, 



Force Start Character 

This mode of diagnostic operation is specified by a code 
of 111 and may be used to verify correct operation of 
the adapter parity detection and start decode circuits. 

With this mode of operation, start characters 
(/39 with even parity) are transmitted in each byte 
of a channel frame. The even-parity stan. charac- 
ters cause an adapter parity error. 



ERROR RECOVERY 

When a loop channel error occurs, consideration 
must be given to the effect it has on the area stations 
and devices on the transmission loop. Loop channel 
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errors are generally classified as either channel 
frame transmission errors or data transfer errors. 



Channel Frame Transmission Errors 

Any of the following frame transmission errors 
cause the returning channel frame to be stored in 
the error frame field (LCCB words 6 and 7). 

AS ADDRESS CHECK: This error indicates that the 
AS address byte received does not compare with the 
one transmitted on the loop. This could be caused 
by: (1) a bit error on the transmission loop prior to 
the channel frame reaching the desired AS, or (2) a 
bit error on the transmission loop after the addres- 
sed AS has processed the channel frame. In both of 
these cases, the disturbed AS address could change 
to a new AS address which could select the wrong 
AS. 

To analyze an AS address check, the AS response 
field in the error frame must be examined to deter- 
mine whether the channel command has been executed. 
If the response is not valid for the command trans- 
mitted, it can be assumed that the AS whose address 
is in the error frame field did not respond to the 
command. If the response is valid for the command 
transmitted, it must be assumed that either the AS 
whose address was transmitted or the AS whose 
address is in the error frame field responded to the 
command. In this case, the program must be able 
to send end commands with bad status to both area 
stations. 



If a frame control check occurs and the AS 
response digit is /0 in the returning control byte, the 
following conditions could exist: (1) the AS is not 
operational, (2) the AS does not exist, or (3) the AS 
is bypassed. No recovery action is required for 
conditions 2 and 3. For condition 1, an end com- 
mand with error status should be sent. 

A frame control check may also occur with an 
any-AS-address frame if the returning AS address is 
not any-AS-address code and the response digit is not 
read request. This error condition causes a frame 
control check and not an AS address check. If the 
returning control byte does not indicate a properly 
acknowledged command, the error is assumed to be 
a result of noise affecting the AS address byte, and 
the error may be ignored. If the returning control 
byte indicates a properly acknowledged command, an 
end command with error status should be sent to the 
AS whose address is found in the error frame AS 
address field. If the returning control byte indicates 
bypass acknowledge, a restore command must be 
sent to the AS involved, followed by an end command. 

DATA CHECK: This error indicates that the return- 
ing data byte differs from the data byte transmitted. 
Error recovery for a data check (except with an end 
command) is to send an end command with error 
status to the addressed device. 

A data check with an end command to an AS local 
I/O device indicates that the AS may have received an 
improper guidance character. An end command with 
a guidance character should be retransmitted. 



DEVICE ADDRESS CHECK: This error indicates 
that the device address received differs from the 
device address transmitted on the loop. In this case, 
an end command with error status must be sent to 
the device whose address appears in the active frame 
field of the LCCB. If another device address check 
occurs, an end command must be sent to the device 
whose address appears in the error frame field of 
the LCCB. 

FRAME CONTROL CHECK: This error indicates 
that a returning control byte does not have the 
proper AS response digit and command digit for the 
command and AS address code transmitted. This 
error may be caused by noise or other error recov- 
ery procedures. For example, an AS address check 
may result in a nonexistent AS address being re- 
turned in a channel frame. When an end command is 
transmitted to the nonexistent AS, no acknowledg- 
ment is returned and a frame control check occurs. 
This type of frame control check can be ignored. 



Data Transfer Errors 

Data transfer errors do not cause the returning chan- 
nel frame to be stored in the LCCB error frame field. 

SEQUENCE UNUSUAL END: This error occurs if an 
AS or device returns unusual status during an ending 
sequence. Sequence unusual end during a write oper- 
ation indicates that the operation has been terminated 
without being completed. The program should send a 
write end command with error status to the AS, thus 
releasing the AS and device from the write operation. 
Sequence unusual end with a read operation indicates 
that the AS and device are waiting to be released. The 
program should send a read end command with error 
status. 

Note that sequence unusual end is always indi- 
cated if the AS is in diagnostic mode. 

BYTE COUNT EXCEEDED: This error occurs if 
the adapter attempts to transfer another byte of 
data after the byte count has been decreased to 
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0. It can occur only during a read operation. The read operation. The program should send a read end 

program should send a read end command with command with error status (/80). 
error status (/80). 

CHANNEL TIMED OUT: This error occurs if a 

DATA STORAGE PROTECT: This error occurs if channel does not complete a data transfer operation 

the adapter attempts to store a byte of data in a stor- within the time allowed by the program. The program 

age protected location. It can occur only during a should send an end command with error status (/80). 
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Symbol 


Meaning 


A 


Accumulator 


Q 


Accumulator Extension 


Addr 


Contents of the address portion of a two-word instruction 


CSL 


Core storage location 


DISP 


Contents of the displacement portion of a one-word instruction 


EA 


Effective address 


EA+1 


Next higher address from the effective address 


I 


Contents of the instruction register 


V 


Value 


XR1 


Contents of index register 1 


XR2 


Contents of index register 2 


XR3 


Contents of index register 3 


X 


Hexadecimal value (can be 0-F| 


* 


Used for hexadecimal values that have limits. See individual 




instruction in "Instruction Set" for limits. 



Hexadecimal 
Value 



08xx 

09xx 

OAxx 

OBxx 

OCOOxxxx 

0C80xxxx 

ODOOxxxx 

0D80xxxx 

OEOOxxxx 

0E80xxxx 

OFOOxxxx 

0F80xxxx 



10*x 
1100 
1200 
1300 



10 x 
1140 
1240 
1340 



10*x 
1180 



Execute I/O (XIO) 



Execute IOCC in CSL at EA (l+DISP) and EA+1 

Execute IOCC in CSL at EA (XR1+DISPI and EA+1 

Execute IOCC in CSL at EA (XR2+DISP) and EA+1 

Execute IOCC in CSL at EA (XR3+DISP) and EA+1 

Execute IOCC in CSL at EA (Addr) and EA+1 

Execute IOCC in CSL at EA (V in CSL at Addrl and EA+1 

Execute IOCC in CSL at EA (Addr+XR1) and EA+1 

Execute IOCC in CSL at EA (V in CSL at "Addr+XR 1 "I and EA+1 

Execute IOCC in CSL at EA (Addr+XR2) and EA+1 

Execute IOCC in CSL at EA (V in CSL at "Addr+XR2"I and EA+1 

Execute IOCC in CSL at EA (Addr+XR3) and EA+1 

Execute IOCC in CSL at EA (V in CSLat "Addr+XR3") and EA+1 



Shift Left Logical A (SLA) 



Shift contents of A left the number of shift counts in DISP 
Shift contents of A left the number of shift counts in XR1 
Shift contents of A left the number of shift counts in XR2 
Shift contents of A left the number of shift counts in XR3 



Shift Left and Count A (SLCA) 



Shift contents of A left the number of shift counts in DISP 
Shift contents of A left the number of shift counts in XR1 
Shift contents of A left the number of shift counts in XR2 
Shift contents of A left the number of shift counts in XR3 



Shift Left Logical A and Q (SLT) 



Shift contents of A and Q left the number of shift counts in DISP 
Shift contents of A and Qleft the number of shift counts in XR1 
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Hexadecimal 
Value 



1280 
1380 



10'x 
11C0 
12C0 
13C0 



18*x 
1900 
1A00 
1B00 



18*x 
1980 
1A80 
1B80 



IB-x 
19C0 
1AC0 
1BC0 



2000 
2001 
2002 
2003 



28xx 

29xx 

2Axx 

2Bxx 

2C00xxxx 

2C40xxxx 

2C41xxxx 



Shift Left Logical A and Q (SLT) (con't) 



Shift contents of A and Q left the number of shift counts in XR2 
Shift contents of A and Q left the number of shift counts in XR3 



Shift Left and Count A and Q (SLC) 



Shift contents of A and Q left the number of shift counts in DISP 
Shift contents of A and Q left the number of shift counts in XR 1 
Shift contents of A and Q left the number of shift counts in XR2 
Shift contents of A and Q left the number of shift counts in XR3 



Shift Right Logical A (SRA) 



Shift contents of A right the number of shift counts in DISP 
Shift contents of A right the number of shift counts in XR 1 
Shift contents of A right the number of shift counts in XR2 
Shift contents of A right the number of shift counts in XR3 



Shift Right A and Q (SRT) 



Shift contents of A and Q right the number of shift counts in 
DISP 

Shift contents of A and Q right the number of shift counts in 
XR1 

Shift contents of A and Q right the number of shift counts in 
XR2 

Shift contents of A and Q right the number of shift counts in 
XR3 



Rotate Right A and Q (RTE) 



Rotate contents of A and Q right the number of shift counts in DISP 
Rotate contents of A and Q right the number of shift counts in XR1 
Rotate contents of A and Q right the number of shift counts in XR2 
Rotate contents of A and Q right the number of shift counts in XR3 



Load Status (LDS) 



Set carry and overflow indicators off 
Set overflow on and carry off 
Set overflow off and carry on 
Set carry and overflow indicators on 



Store Status (STS) 



Store status of indicators in CSL at EA (l+DISP) 
Store status of indicators in CSL at EA (XR1+DISP) 
Store status of indicators in CSL at EA (XR2+DISP) 
Store status of indicators in CSL at EA (XR3+DISP) 
Store status of indicators in CSL at EA (Addr) 
Clear storage protect bit in CSL at EA (Addr) 
Write storage protect bit in CSL at E A (Addr) 
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Hexadecimal I 
Value 

2C80xxxx 
2CC0xxxx 
2CC1xxxx 
2D00xxxx 

2D40xxxx 
2D41xxxx 
2D80xxxx 

2DC0xxxx 

2DC1xxxx 

2E00xxxx 
2E40xxxx 
2E41xxxx 
2E80xxxx 

2EC0xxxx 

2EC1xxxx 

2F00xxxx 
2F40xxxx 
2F41xxxx 
2F80xxxx 

2FC0xxxx 

2FC1xxxx 



3000 



40xx 

41 xx 

42xx 

43xx 

44*xxxxx 

(IA=0> 

44*xxxxx 

(IA=1) 

45*xxxxx 

(1A=0) 

45*xxxxx 

(IA=1) 

46*xxxxx 

(IA=0) 

46*xxxxx 

(IA=1) 

47*xxxxx 

(IA=0) 

47*xxxxx 

(IA=1) 



48'x 

4C*xxxxx 

(IA=0) 



Store status of indicators in CSL at EA (V in CSL at Addr) 
Clear storage protect bit in CSL at EA (V in CSL at Addr) 
Write storage protect bit in CSL at EA IV in CSL at Addrl 
Store status of indicators in CSL at EA (Addr+XRI) 
Clear storage protect bit in CSL at EA (Addr+XRD 
Write storage protect bit in CSL at EA (Addr+XRD 
Store status of indicators in CSL at EA (V in CSL at "Addr+ 
XR1"I 



r storage protect bit in CSL at EA (V in CSL at "Addr+ 

") 



Clear 

XR1 

Write storage protect bit in CSL at EA (V in CSL at "Addr+ 

XR1") 

Store 

Clear 

Write 

Store 

XR2") 

Clear storage protect bit in CSL at EA (V in CSL at "Addr+ 

XR2" 



status of indicators in CSL at EA (Addr+XR2) 
storage protect bit in CSL at EA |Addr+XR2l 
Storage protect bit in CSL at EA (Addr+XR2I 
status of indicators in CSL at EA ( V in CSL at "Addr+ 



I") 



Write storage protect bit in CSL at EA (V in CSL at "Addr+ 

XR2") 

Store 

Cleai 

Write 

Store 

XR3 

Clear storage protect bit in CSL at EA (V in CSL at "Addr+ 

XR3") 

Write storage protect bit in CSL at EA (V in CSL at "Addr+ 

XR3") 



status of indicators in CSL at EA (Addr+XR3) 
storage protect bit in CSL at EA (Addr+XR3I 
storage protect bit in CSL at EA (Addr+XR3) 
status of indicators in CSL at EA (V in CSL at "Addr+ 
") 



1") 



Wait (WAIT) 



Wait until manual start or until an interrupt occurs 



Branch and Store Instruction Register (BSD 



Store next sequential address in CSL at EA (l+DISP) and branch 

to EA+1 

Store next sequential address in CSL at EA (XR1+DISP) and 

branch to EA+1 

Store next sequential address in CSL at EA (XR2+DISP) and 

branch to EA+1 

Store next sequential address in CSL at EA (XR3+DISP) and 

branch to EA+1 

If no condition is true, store next sequential address 

(Addr) and branch to EA+1 



If no condition is true, store next sequential address 

(V in CSL at Addr) and branch to EA+1 

If no condition is true, store next sequential address 

IAddr+XR1) and branch to EA+1 

If no condition is true, store next sequential address 

(V in CSL at "Addr+XR1") and branch to EA+1 

If no condition is true, store next sequential address 

(Addr+XR2) and branch to EA+1 



If no condition is true, store next sequential address i 

(V in CSL at "Addr+XR2") and branch to EA+1 

If no condition is true, store next sequential address in CSL at EA 

(Addr+XR3) and branch to EA+1 

If no condition is true, store next sequential address in CSL at EA 

(V in CSL at "Addr+XR3") and branch to EA+1 



n CSL at EA 
n CSL at EA 



n CSL at EA 



n CSL at EA 



in CSL at EA 



n CSL at EA 



Branch or Skip on Condition (BSC or BOSC) 



Skip the next one-word instruction if any condition is true 
Branch to CSL at EA (Addr) if no condition is true 



Hexadecimal 
Value 


o.™~!. ~, c!,:,-. .-.,-. rv-.,-..-t;*:~~ fncr- .-.. pr»r:rM fp^n'ti ' 


4C*xxxxx 
(IA=1) 


Branch to CSL at EA (V in CSL at Addr) if no condition is true 


4D'xxxxx 
(IA=0) 


Branch to CSL at EA (Addr+XRD if no condition is true 


4D*xxxxx 

(IA=1) 


Branch to CSL at EA (V in CSL at "Addr+XR1") if no condition 
is true 


4E 'xxxxx 
(IA=0) 


Branch to CSL at EA (Addr+XR2) if no condition is true 


4E*xxxxx 
(IA-11 


Branch to CSL at EA (V in CSL at "Addr+XR2"> if no condition 
is true 


4F *xxxxx 
<IA=0) 


Branch to CSL at EA (Addr+XR3I if no condition is true 


4F*xxxxx 
(IA=1! 

60xx 


Branch to CSL at EA IV in CSL at "Addr+XR3") if no condition 
is true 


Load Index (LDX) 


Load expanded DISP into I 


61 xx 


Load expanded DISP into XR1 


62xx 


Load expanded DISP into XR2 


63xx 


Load expanded DISP into XR3 


6400xxxx 


Load Addr into I 


6480xxxx 


Load contents of CSL at Addr into I 


6500xxxx 


Load Addr into XR1 


6580xxxx 


Load contents of CSL at Addr into XR1 


6600xxxx 


Load Addr into XR2 


6680xxxx 


Load contents of CSL at Addr into XR2 


6700xxxx 


Load Addr into XR3 


6780xxxx 
68xx 


Load contents of CSL at Addr into XR3 


Store Index (STX) 


Store I in CSL at EA (l+DISP) 


69xx 


Store XR1 in CSL at EA (l+DISP) 


6Axx 


Store XR2 in CSL at EA (l+DISP) 


6Bxx 


Store XR3 in CSL at EA (l+DISP) 


6C00xxxx 


Store I in CSL at EA (Addr) 


6C80xxxx 


Store I in CSL at EA (V in CSL at Addr) 


6D00xxxx 


Store XR1 in CSL at EA (Addr) 


6D80xxxx 


Store XR1 in CSL at EA (V in CSL at Addr) 


6E00xxxx 


Store XR2 in CSL at EA (Addr) 


6E80xxxx 


Store XR2 in CSL at EA (V in CSL at Addr) 


6F00xxxx 


Store XR3 in CSL at EA (Addr) 


6F80xxxx 
70xx 


Store XR3 in CSL at EA (V in CSL at Addr) 


Modify Index and Skip (MDX) 


Add expanded DISP to I (no skip can occur) 


71xx 


Add expanded DISPtoXRI 


72xx 


Add expanded DISP to XR2 


73xx 


Add expanded DISP to XR3 


74xxxxxx 
7500xxxx 


Add expanded positive or negative DISP to CSL at Addr 
(add to core storage) 
Add addr to XR1 


7580xxxx 


Add V in CSL at Addr to XR1 


7600xxxx 


Add Addr to XR2 


7680xxxx 


Add V in CSL at Addr to XR2 


7700xxxx 


Add Addr to XR3 


7780xxxx 


Add V in CSL at Addr to XR3 
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Hexadecimal 
Value 


Add (A) 


80xx 


Add contents of CSL at EA (l+DISP) to A 


81xx 


Add contents of CSL at EA (XR1+DISP) to A 


82xx 


Add contents of CSL at EA (XR2+DISPI to A 


83xx 


Add contents of CSL at EA (XR3+DISP) to A 


8400xxxx 


Add contents of CSL at EA (Addrl to A 


8480xxxx 


Add contents of CSL at EA (V in CSL at Addr) to A 


8500xxxx 


Add contents of CS L at EA ( Addr+X R 1 ) to A 


8580xxxx 


Add contents of CSL at EA (V in CSL at "Addr+XR1") to A 


8600xxxx 


Add contents of CSL at EA (Addr+XR2| to A 


8680xxxx 


Add contents of CSL at EA (V in CSL at "Addr+XR2") to A 


8700xxxx 


Add contents of CSL at EA (Addr+XR3! to A 


8780xxxx 
88xx 


Add contents of CSL at EA (V in CSL at "Addr+XR3") to A 


Add Double (AD) 


Add contents of CSL at EA (l+DISP) and EA+1 to A and Q 


89xx 


Add contents of CSL at EA (XR1+DISP) and EA+1 to A and Q 


8Axx 


Add contents of CSL at EA (XR2+DISP) and EA+1 to A and Q 


8Bxx 


Add contents of CSL at EA (XR3+DISP) and EA+1 to A and Q 


8C00xxxx 


Add contents of CSL at EA (Addr) and EA+1 to A and Q 


8C80xxxx 


Add contents of CSL at EA (V in CSL at Addr) and EA+1 to A 
and Q 


8D00xxxx 


Add contents of CSL at EA (Addr+XR1) and EA+1 to A and Q 


8D80xxxx 


Add contents of CSL at EA (V in CSL at "Addr+XRI") and 
EA+1 to A and Q 


8E00xxxx 


Add contents of CSL at EA (Addr+XR2) and EA+1 to A and Q 


8E80xxxx 


Add contents of CSL at EA (V in CSL at "Addr+XR2") and 
EA+1 to A and Q 


8F00xxxx 


Add contents of CSL at EA (Addr+XR3) and EA+1 to A and Q 


8F80xxxx 
90xx 


Add contents of CSL at EA (V in CSL at "Addr+XR3") and 
EA+1 to A and Q 


Subtract (S) 


Subtract contents of CSL at EA (l+DISP) from A 


91 xx 


Subtract contents of CSL at EA (XR1+DISP) from A 


92xx 


Subtract contents of CSL at EA (XR2+DISP) from A 


93xx 


Subtract contents of CSL at EA (XR3+DISP) from A 


9400xxxx 


Subtract contents of CSL at EA (Addr) from A 


9480xxxx 


Subtract contents of CSL at EA (V in CSL at Addr) from A 


9500xxxx 


Subtract contents of SCL at EA (Addr+XR1) from A 


9580xxxx 


Subtract contents of CSL at EA (V in CSL at "Addr+XR 1 ") 
from A 


9600xxxx 


Subtract contents of CSL at EA (Addr+XR2) from A 


9680xxxx 


Subtract contents of CSL at EA (V in CSL at "Addr+X R2") 
from A 


9700xxxx 


Subtract contents of CSL at EA (Addr+XR3) from A 


9780xxxx 
98xx 


Subtract contents of CSL at EA I V in CSL at "Addr+XR3") 
from A 


Subtract Double (SD) 


Subtract contents of CSL at EA (l+DISP) and EA+1 from A 
and Q 


99xx 


Subtract contents of CSL at EA (XR1+DISP) and EA+1 from A 
and Q 


9Axx 


Subtract contents of CSL at EA (XR2+DISP) and EA+1 from A 
andQ 


9Bxx 


Subtract contents of CSL at EA (XR3+DISP) and EA+1 from A 
andQ 


9C00xxxx 


Subtract contents of CSL at EA (Addr) and EA+1 from A and Q 


9C80xxxx 


Subtract contents of CSL at EA (V in CSL at Addr) and EA+1 
from A and Q 



Hexadecimal 
Value 



9D00xxxx 
9D80xxxx 
9E00xxxx 
9E80xxxx 
9F00xxxx 
9F80xxxx 



AOxx 

Alxx 

A2xx 

A3xx 

A400xxxx 

A480xxxx 

A500xxxx 

A580xxxx 

A600xxxx 

A680xxxx 

A700xxxx 

A780xxxx 



A8xx 

A9xx 

AAxx 

ABxx 

ACOOxxxx 

AC80xxxx 

ADOOxxxx 

AD80xxxx 

AEOOxxxx 
AE80xxxx 

AFOOxxxx 
AF80xxxx 



BOxx 

B1xx 

B2xx 

B3xx 

B400xxxx 

B480xxxx 

B500xxxx 

B580xxxx 

B600xxxx 
B680xxxx 

B700xxxx 
B780xxxx 



Subtract Double (SD) (con't) 



Subtract contents of CSL at EA (Addr+XR1) and EA+1 from A 
and Q 

Subtract contents of CSL at EA (V in CSL at "Addr+XR1") and 

EA+1 from A andQ 

Subtract contents of CSL at EA (Addr+XR2) and EA+1 from A 

AndQ 

Subtract contents of CSL at EA (V in CSL at "Addr+XR2") and 

EA+1 from A and Q 

Subtract contents of CSL at EA (Addr+XR3) and EA+1 from A 

andQ 

Subtract contents of CSL at EA (V in CSL at "Addr+XR3") and 
EA+1 from A and Q 



Multiply (M) 



Multiply contents of CSL at EA (l+DISP) by A 

Multiply contents of CSL at EA (XR1+DISPI by A 

Multiply contents of CSL at EA (XR2+DISP) by A 

Multiply contents of CSL at EA (XR3+DISP) by A 

Multiply contents of CSL at EA (Addr) by A 

Multiply contents of CSL at EA (V in CSL at Addr) by A 

Multiply contents of CSL at EA (Addr+XRD by A 

Multiply contents of CSL at EA (V in CSL at "Addr+XR 1 ") by A 

Multiply contents of CSL at EA (Addr+XR2) by A 

Multiply contents of CSL at EA (V in CSL at "Addr+XR2"| by A 

Multiply contents of CSL at EA (Addr+XR3) by A 

Multiply contents of CSL at EA (V in CSL at "Addr+XR3") by A 



Divide (D) 



Divide 
Divide 
Divide 
Divide 
Divide 
Divide 
Divide 
Divide 
XR1") 
Divide 
Divide 
XR2") 
Divide 
Divide 
XR3") 



A and Q by contents of CSL at EA (l+DISP) 

A and Q by contents of CSL at EA (XR1+DISP) 

A and Q by contents of CSL at EA (XR2+DISP) 

A and Q by contents of CSL at EA (XR3+DISP) 

A and Q by contents of CSL at EA (Addr) 

A and Q by contents of CSL at EA (V in CSL at Addr) 

A and Q by contents of CSL at EA (Addr+XR 1) 

A and Q by contents of CSL at EA (V in CSL at "Addr+ 

A and Q by contents of CSL at EA (Addr+XR2) 

A and Q by contents of CSL at EA (V in CSL at "Addr+ 

A and Q by contents of CSL at EA (Addr+XR3) 

A and Q by contents of CSL at EA ( V in CSL at "Addr+ 



Compare (CMP) 



Compare A with 
Compare A with 
Compare A with 
Compare A with 
Compare A with 
Compare A with 
Compare A with 
Compare A with 
XR1") 

Compare A with 
Compare A with 
XR2") 

Compare A with 
Compare A with 
XR3") 



contents 
contents 
contents 
contents 
contents 
contents 
contents 
contents 



of CSL at EA 
of CSL at EA 
of CSL at EA 
of CSL at EA 
of CSL at EA 
of CSL at EA 
of CSL at EA 
of CSL at EA 



contents of CSL at EA 
contents of CSL at EA 



contents of CSL at EA 
contents of CSL at EA 



(l+DISP) 

(XR1+DISP) 

(XR2+DISP) 

(XR3+DISP) 

(Addr) 

(V in CSL at Addr) 

(Addr+XRI) 

(V in CSL at "Addr+ 

(Addr+XR2) 

(V in CSL at "Addr+ 

(Addr+XR3) 

(V in CSL at "Addr+ 
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Hexadecimal 
Value 


HnMbtP Comparp (HCM) 


BBxx 


Compare A and Q with contents of CSL at EA (l+DISP) and 
EA+1 


B9xx 


Compare A and Q with contents of CSL at EA (XR1+DISP) 
and EA+1 


BAxx 


Compare A and Q with contents of CSL at EA (XR2+DISP) 
and EA+1 


BBxx 


Compare A and Q with contents of CSL at EA (XR3+OISPI 
and EA+1 


BCOOxxxx 


Compare A and Q with contents of CSL at EA (Addr) and EA+1 


BCSOxxxx 


Compare A and Q with contents of CSL at E A (V in CSL at 
Addrl and EA+1 


BDOOxxxx 


Compare A and Q with contents of CSL at EA |Addr+XR1 1 and 
EA+1 


BD80xxxx 


Compare A and Q with contents of CSL at EA IV in CSL at 
"Addr+XR1"I and EA+1 


BEOOxxxx 


Compare A and Q with contents of CSL at EA (Addr+XR2I and 
EA+1 


BE80xxxx 


Compare A and Q with contents of CSL at EA (V in CSL at 
"Addr+XR2") and EA+1 


BFOOxxxx 


Compare A and Q with contents of CSL at EA (Addr+XR3I and 
EA+1 


BF80xxxx 
COxx 


Compare A and Q with contents of CSL at EA (V in CSL at 
"Addr+XR3") and EA+1 


Load Accumulator (LD) 


Load contents of CSL at EA (l+DISP) into A 


Clxx 


Load contents of CSL at EA (XR1+DISPI into A 


C2xx 


Load contents of CSL at EA (XR2+DISPI into A 


C3xx 


Load contents of CSL at EA (XR3+DISPI into A 


C400xxxx 


Load contents of CSL at EA (Addr) into A 


C4S0xxxx 


Load contents of CSL at EA (V in CSL at Addr) into A 


C500xxxx 


Load contents of CSL at EA (Addr+XRD into A 


C580xxxx 


Load contents of CSL at EA (V in CSL at "Addr+XR1") 
into A 


C600xxxx 


Load contents of CSL at EA (Addr+XR2) into A 


C680xxxx 


Load contents of CSL at EA (V in CSL at "Addr+XR2") 
into A 


C700xxxx 


Load contents of CSL at EA (Addr+XR3) into A 


C780xxxx 
C8xx 


Load contents of CSL at EA (V in CSL at "Addr+XR3") 
into A 


Load Double (LDD) 


Load contents of CSL at EA (l+DISP) and EA+1 into A 
and Q 


C9xx 


Load contents of CSL at EA (XR1+DISP) and EA+1 
into A and Q 


CAxx 


Load contents of CSL at EA (XR2+DISP) and EA+1 
into A and Q 


CBxx 


Load contents of CSL at EA (XR3+DISP) and EA+1 
into A and Q 


CCOOxxxx 


Load contents of CSL at EA (Addr) and EA+1 into A and Q 


CC80xxxx 


Load contents of CSL at EA (V in CSL at Addr) and 
EA+1 into A and Q 


CDOOxxxx 


Load contents of CSL at EA (Addr+XRD and EA+1 
into A and Q 


CD80xxxx 


Load contents of CSL at EA (V in CSL at "Addr+XR1") 
and EA+1 into A and Q 


CEOOxxxx 


Load contents of CSL at EA (Addr+XR2) and EA+1 
into A and 


CE80xxxx 


Load contents of CSL at EA (V in CSL at "Addr+XR2") 
and EA+1 into A and Q 


CFOOxxxx 


Load contents of CSL at EA (Addr+XR3) and EA+1 
into A and Q 


CF80xxxx 


Load contents of CSL at EA (V in CSL at "Addr+XR3") 
and EA+1 into A and Q 



Hexadecimal 
Value 



Store Accumulator (STO) 



DOxx 

D1xx 

D2xx 

D3xx 

D400xxxx 

D480xxxx 

D500xxxx 

D580xxxx 

DBOOxxxx 
D680xxxx 

D700xxxx 
D780xxxx 



D8xx 
D9xx 



DBxx 

DCOOxxxx 
DC80xxxx 

DDOOxxxx 

DD80xxxx 

DEOOxxxx 

DE80xxxx 

DFOOxxxx 

DF80xxxx 



EOxx 

Elxx 

E2xx 

E3xx 

E400xxxx 

E480xxxx 

E500xxxx 

E580xxxx 

E600xxxx 

E680xxxx 

E700xxxx 

E780xxxx 



E8xx 

E9xx 

EAxx 

EBxx 

ECOOxxxx 

EC80xxxx 



Store contents of 

Store contents of 

Store contents of 

Store contents of 

Store contents of 

Store contents of 

Store contents of 

Store contents of 

XR1") 

Store contents of 

Store contents of 

XR2") 

Store contents of 

Store contents of 

XR3") 



A in CSL at EA 
A in CSL at EA 
A in CSL at EA 
A in CSL at EA 
A in CSL at EA 
A in CSL at EA 
A in CSL at EA 
A in CSL at EA 

A in CSL at EA 
A in CSL at EA 

Am CSL at EA 
Am CSL at EA 



(l+DISP) 
(XR1+DISP) 
IXR2+DISPI 
(XR3+DISPI 

(Addr) 

(V in CSL at Addr) 

(Addr+XRD 

(Vtn CSL at "Addr+ 

(Addr+XR2) 

(V in CSL at "Addr+ 

(Addr+XR3) 

(V in CSL at "Addr+ 



Store Double (STD) 



Store contents of A and Q in CSL at EA (l+DISP) and EA+1 

Store contents of A and Q in CSL at EA (XR1+DISP) and 

EA+1 

Store contents of A and Q in CSL at EA (XR2+DISP! and 

EA+1 

Store contents of A and Q in CSL at EA (XR3+DISP) and 

EA+1 

Store contents of A and Q in CSL at EA (Addr) and EA+1 

Store contents of A and Q in CSL at EA (V in CSL at Addr) 

and EA+1 

Store contents of A and Q in CSL at EA (Addr+XR1) and 

EA+1 

Store contents of A and Q in CSL at EA (V in CSL at 

"Addr+XR1")and EA+1 

Store contents of A and Q in CSL at EA (Addr+XR2) and 

EA+1 

Store contents of A and Q in CSL at EA (V in CSL at 

"Addr+XR2") and EA+1 

Store contents of A and Q in CSL at EA (Addr+XR3) and 

EA+1 

Store contents of A and Q in CSL at EA (V in CSL at 

"Addr+XR3") and EA+1 



Logical AND (AND) 



AND contents of CSL at EA (l+DISP) with A 

AND contents of CSL at EA (XR1+DISP) with A 

AND contents of CSL at EA (XR2+DISP) with A 

AND contents of CSL at EA (XR3+DISP) with A 

AND contents of CSL at EA (Addr) with A 

AND contents of CSL at EA (V in CSL at Addr) with A 

AND contents of CSL at EA (Addr+XRD with A 

AND contents of CSL at EA (V in CSL at "Addr+XR 1 ") with A 

AND contents of CSL at EA (Addr+XR2) with A 

AND contents of CSL at EA (V in CSL at "Addr+XR2") with A 

AND contents of CSL at EA (Addr+XR3) with A 

AND contents of CSL at EA (V in CSL at "Addr+XR3") with A 



Logical OR (OR) 



OR contents of CSL at EA 0+DISP) with A 

OR contents of CSL at EA (XR 1+DISP) with A 

OR contents of CSL at EA (XR2+uiSPi with A 

OR contents of CSL at EA (XR3+DISP) with A 

OR contents of CSL at EA (Addr) with A 

OR contents of CSL at EA (V in CSL with Addr) with A 
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Hexadecimal 
Value 


Logical OR (OR) (con't) 


EDOOxxxx 
EDBOxxxx 
EEOOxxxx 
EE80xxxx 
EFOOxxxx 
EFBOxxxx 

FOxx 
F1xx 


OR contents of CSL at EA (Addr+XR 1 1 with A 

OR contents of CSL at EA (V in CSL at "Addr+XR 1") with A 

OR contents of CSL at EA (Addr+XR2) with A 

OR contents of CSL at EA (V in CSL at "Addr+XR2") with A 

OR contents of CSL at EA (Addr+XR3) with A 

OR contents of CSL at EA (V in CSL at "Addr+XR3") with A 


Logical Exclusive OR (EORI 


EOR contents of CSL at EA (l+DISP) with A 
EOR contents of CSL at EA (XR1+DISP) with A 



Hexadecimal 
Value 



F2xx 

F3xx 

F400xxxx 

F480xxxx 

F500xxxx 

F580xxxx 

F600xxxx 

F680xxxx 

F700xxxx 

F780xxxx 



Logical Exclusive OR (EOR) (con't) 



EOR contents of CSL at EA (XR2+DISP) with A 

EOR contents of CSL at EA (XR3+DISPI with A 

EOR contents of CSL at EA (Addr) with A 

EOR contents of CSL at EA (V in CSL at Addr) with A 

EOR contents of CSL at EA (Addr+XR1| with A 

EOR contents of CSL at EA (V in CSL at "Addr+XR 1") with A 

EOR contents of CSL at EA (Addr+XR2) with A 

EOR contents of CSL at EA (V in CSL at "Addr+XR2) with A 

EOR contents of CSL at EA (Addr+XR3) with A 

EOR contents of CSL at EA (V in CSL at "Addr+XR3"I with A 
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Appendix B. I/O Device Addressing 



The area, function, and modifier codes listed below 
are required for 1800 I/O operations. Unused posi- 
tions are indicated by the shaded areas. Refer to 
end of Appendix B for all notes. 

CONSOLE DATA ENTRY SWITCHES 

SENSE DEVICE: Move switch data to accumulator. 



o Area 4 


Funct 


B Modifier 15 


OjO.0,0,0 


1,1,1 


1,1,0 


■ 1 1 














= No indicator reset 

1 = Indicator reset 
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OPERATIONS MONITOR 



Area 4 Funct 8 Modifier 15 



0.0.0.0.0|1.1.1|0.1.0| , , , . 



3 



READ: Move switch data to core storage location 
specified by IOCC address word. 

Area 4 Funct 8 Modifier 



0,0,0,0,0 



0,1,0 



0.1.0 



CONSOLE SENSE, PROGRAM, AND 
CE SWITCHES 

SENSE DEVICE: Move switch data to accumulator. 

Area 4 Funct 8 Modifier 15 



0,0,0,0,0 



blA 



0.1.1 



READ: Move switch data to core storage location 
specified by IOCC address word. 

Area 4 Funct 8 Modifier 15 



0,0,0,0,0 



0.1.0 



0A1 



CONTROL: Set or reset timer. 

Area 4 Funct 8 Modifier 15 



,0 ,0 ,0 ,0 



1 ,0,011 ,1 ,1 



= Timer not reset 

1 = Timer reset 



INTERVAL TIMERS 

CONTROL: Start or stop timers according to bits 0, 
1, and 2 of IOCC address word. 

Area 4 Funct 8 Modifier 15 




■ 1 ' ■ 



1 



1 



INTERRUPT MASK REGISTER 



CONTROL: Mask or unmask interrupt levels. 



Area 4 Funct B Modifier 1 



o.o.o.o, 0M. o.oM.o.Ql , ■ , 



= Levels 0-13 using bits 0-13 

of IOCC address word 

1 = Levels 14-23 using bits 0-9 

of IOCC address word 



CONSOLE INTERRUPT 

SENSE DEVICE: Move console DSW to accumulator 



PROGRAM INTERRUPT 

CONTROL: Set interrupt levels. 



260 



o Area 4 


Funct 


8 Modifier 


ts 


,0 ,0 ,0 ,0 


1,0,0 


1.0,1 






~T~ 


= Levels 0-13 using bits 0-13 

of IOCC address word 

1 = Levels 14-23 using bits 0-9 

of IOCC address word 


— 



INTERRUPT LEVEL STATUS WORD 

SENSE INTERRUPT: Move ILSW of highest priority 
interrupt level active to accumulator. 

Area 4 FunctB Modifier 15 



0,0,0,0,0 



0.1.1 



o.o.o.o.o.o.o.o 



1053 PRINTER AND 1816 PRINTER-KEYBOARD 

WRITE: Print single character from core storage 
location specified by IOCC address word. 

Area 4 Funcr 8 Modifier ls 



Note 1 
0,0,0,0,1 



°i°J 



_L_JL 











y 






Specifies 4th printer 






Specifies 3rd printer — 






Specifies 2nd printer 






Specifies 1st printe 


r — 





17922 



Area 4 Funct a Modifier 



Note 1 

o.o.o.o.' 



MiP. 



* ' ' ' 



0.0.1.0I 



CONTROL: Place keyboard in ready status. 
Area 4 Funct 8 Modifier , 5 



Note 1 
0,0,0,0,1 



1,0,0 



0.0^ 



1442 CARD READ PUNCH 

INITIALIZE WRITE: Punch contents of data table 
specified by IOCC address word into card columns. 

o Area 4 Funct g Modifier , 6 



Note 2 

o.o.o.'.o 



L9A 



■■■■■■ 



INITIALIZE READ: Move data in card columns to 

to data table specified by IOCC address 

word. 



Are 


a 4 


Funct 


8 Modifier 


15 


Note 2 
0,0,0,1,0 


1,1,0 


1 1 ■ . ■ 1 






"- 




- Card image mode 






1 = Packed mode 





SENSE DEVICE: Move 1053/1816 DSW to 
accumulator. 



Area 4 Funct 8 Modifier 15 



Note 1 



I ! . , , ' 



Liii 



I I 



I ■ . I 



Specifies 4th printer 



Specifies 3rd printer 



Specifies 2nd printer 



Specifies 1st printer 



= No indicator reset 

1 = Indicator reset 



READ: Move single 1816 keyboard character to core 
storage location specified by IOCC address word. 



CONTROL: Feed card or stacker select. 
Area 4 Funct 8 Modifier l5 



Note 2 
0,0 ,0,1,0 



',0,0 



1,1 1 



1 1 = Stacker select"]— 



1 = Feed cycle 



SENSE DEVICE: Move DSW to accumulator. 



Area 4 Funct a Modifier 



Note 2 
0,0,0,1,0 



,15. 



I I I I I I 



= No indicator reset 

1 = Indicator reset 
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1054 AND 1055 PAPER TAPE 

WRITE: Punch contents of core storage location 
specified by IOCC address word into tape. 

Area 4 Funct 8 Modifier , 5 



w . v 



0.0.1 



READ: Move character from tape buffer to core 
storage location specified by IOCC address word. 

n Area 4 Funct 8 Modifier 



o.o.o. 1 . 1 



0.1.0 



Aoairier 15 

!■■'■■' 



Area 4 


Funct s 


Modifier 


16 


Note 3 
.0 .1 .0 .0 


1 ' ' 

1.1 .ol . . . 1 . . 










= Read 

1 = Read check 








Specify disk sector[— J 





IT7935 I 

CONTROL A MODEL: Seek number of cylinders 
specified by IOCC address word. 



Area 4 


Funct 


8 Modif 


ier 


1? 


Note 3 
0.0,1 .O.Oj 


1,0,0 


■ ■■I 


I 












= Seek forward 

1 = Seek backward 







17936 



CONTROL: Move one character from tape to tape 
buffer. 



Area « Funct 8 Modifier 15 



0,0,0,1,1 



l.o.ol ■ ■ 



SENSE DEVICE: Move DSW to accumulator 



Area 4 Funct a Modifier 15 

1 - 1 - 1 1 Tl 



o.o.o.V 



= No indicator reset 

1 = Indicator reset 



1810 DISK STORAGE DRIVE 

INITIALIZE WRITE: Move contents of data table 
specified by IOCC address word to disk sector. 



Are 


a 4 


Funct 


8 Modifie 




15 


Note 3 
0,0,1,0,0 


1,0,1 


1 ■ 1 1 


1 1 












C 'C J* 1 4- 










"/ Ul " 











INITIALIZE READ: Move contents of disk sector to 
data table specified by IOCC address word. 



CONTROL B MODEL: Seek cylinder or restore, 
o Area 4 Funct 8 Modifier 1S 



Note 3 
0,0,1,0,0 



1.0,0 



1 1 1 I l 1 



= Seek absolute cylinder speci- 

fied by IOCC address word 

1 = Restore to home position 



J 



I L7 937 ~| 

SENSE DEVICE: Move DSW to accumulator 



Area 


4 


Funct 


8 Modifier 


15 


Note 3 
0,0,1,0,0 


1,1,1 


■ ■>iii 






T 




= No indicator reset 

1 = Indicator reset 





1627 PLOTTER 

WRITE : Move contents of core storage location 
specified by IOCC address word to plotter. 



Area 4 Functs Modifier 15 



o.o. 1 . . 1 



1 



■ ■ ■ 
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SENSE DEVICE: Move DSW to accumulator. 

o Area 4 Funct g Modifier 15 



0,0,1,0.1 


lil.l 


1 1 1 1 1 1 










0- No indicator reset 
I = Indicator reset 





1443 PRINTER 

INITIALIZE WRITE: Move contents of data table 
specified by IOCC address word to printer. 

Area 4 Funct g Modifier 



0,0,1,1,0 



- Normal carriage operation 

1 = Suppress after print carriage — 

operation 



CONTROL: Initiate carriage operation defined by 
bits 0-7 of IOCC address word. 

Area 4 Funct 8 Modifier 15 



.0.M.0 



-i — 1 i 1 1 1 i_ 



SENSE DEVICE: Move DSW to accumulator. 



Arec 


' 4 


: unct 


8 Modifier 


16 


0,0,1,1,0 


',',1 








1~ 




= No indicator reset 






1 = 


Indicat 


or reset 





2790 ADAPTER 

CONTROL: Stop loop. 

p Area 4 Funct 8 Modifier 15 



Note 4 
0,0, '.'J 



1,0,0 



1 1 = Segment A bypassed^— — I 



|1 - Segment B bypassed 



1 - Segment C bypassed 



1 - Segment D bypassed 



CONTROL: Start loop. 



Area 4 Funct 8 Modifier 



Note 4 

o.o.i.i.i 



IAA 



Specifies diagnostic mode 

if all segments are bypassed — 

- otherwise not used 



Simulates area station re- 
sponse if all segments are 
bypassed - otherwise not 
used 



SENSE DEVICE: Move DSW to accumulator. 
Area 4 Funct a Mod ifier 15 



Note 4 

0. o.'.i.i 



1,1.1 



000 = DSW1 no reset 

001 = DSW1 with reset 
010 = Diagnostic DSW2 
100 = Diagnostic DSW3 



ANALOG INPUT 

WRITE: Move multiplexer address from core stor- 
age to AMAR. Selected analog in point reading moves 
to ADC. 

Area 4 Funct 8 Modifier 15 



Note 5 
0,1.0.1,0 



0,0,1 



1 = External sync - 



00= 11 -bit resolution 
01 = 14-bit resolution 
10 = 8-bit resolution 



1 17947 I 



READ: Move ADC reading to core storage location 
specified by address word of IOCC. 



Area 4 


Funct 


8 


Modifier 1S 


Note 5 
0,1,0,1,0 


0.1,0 




iiiii,! 



= Sequential 
program mode 



J 



1 17948 I 
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INITIALIZE WRITE: Move contents of multiplexer 

address table specified by IOCC address word to 

AMAR. 

Area 4 Funct b Modifie r 15 
^ | 

■ 1 1 1 I 



Note 5 
0,1,0,1,0 



1A1 



1 1 1 



I 17949 





Area 4 


Funct 


8 Modifier 15 




0.1,0,1,1 


0,1,0 1 










64-127 (decimal) are digital 

input groups 
2-25 (decimal) are process 

interrupt groups 







1 17953 



INITIALIZE READ: Move ADC readings to data 
table specified by IOCC address word. 

Area 4 Funct b Modifier 15 



Note 5 
0.1.0,1,0 



L1A 



I I I I I I I 



1 = External sync \- 



= Sequential mode 

1 = Two data channel | — ' 

random mode 



00 = 1 1-bit resolution 

01 = 14-bit resolution 
10 = 8-bit resolution 



INITIALIZE READ: Move digital input readings to 
data table specified by IOCC address word. 



Area 4 


Funct 


8 


Modifier 


15 


0,1,0,1,1 


1.1,0 




> 1 1 j — 



000 = Read random 

001 = Read sequential 
010 = Read single address 

100 = Read random - external sync 

101 = Read sequential - external sync 
110 = Read single address - external sync 



I17954 I 



CONTROL: Cause blast reset of ADC, multiplexer, 
and comparator. 

Area 4 Funct 8 Modifier 



Note 5 
0,1,0,1,0 



1.0,0 



1, , ,1 I 111 L. 



CONTROL: Cause blast reset of all basic digital 
input controls. 

o Area 4 Funct b Modifier 15 



0,1,0,1,1 



SENSE DEVICE: Move DSW to accumulator. 
Area 4 Funct a Modifier 



Note 5 

o.i.QJ.o 



hhl 



= Analog input 

status word 

1 = Comparator 

status word 



= No indicator reset 

1 = Indicator reset 



I17952 



SENSE DEVICE: Move DSW, digital input group, or 
process interrupt group to accumulator. 



Area 4 


Funct 


8 Modifier 15 


0,1,0,1,1 


V. 1 









0000000 = DSW without reset 
1= DSW with reset 
2-25 (dec) = Process interrupt group 
64-127 (dec) = Digital input group 



DIGITAL INPUT 

READ: Move digital input or process interrupt 
group readings to core storage location specified by 
address word of IOCC. 



DIGITAL AND ANALOG OUTPUT 

WRITE: Move contents of core storage location 
specified by IOCC address word to DAO device. 
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o Area 4 


Funct 


8 


Modifier 15 


0, 1,1,0,0 


0,0,1 




1 























INITIALIZE WRITE: Move contents of data table 
specified by IOCC address word to DAO. 





Area 4 


Funct 


8 


Modifier 15 




0, 1,1,0,0 


1,0,1 


1 


1 1 1 1 1 








00 = Write random 

01 = Write single address 

10 = Write random - external sync 

1 1 = Write single address - external sync 



1 17958 



Area 4 Funct a Modifier 15 



0, 1.1.0.1 1.0.1 



INITIALIZE READ: Move System/360 adapter data 
to data table specified by IOCC address word. 



Area 4 Funct 8 Modifier 



0,1,1 ,0,1 



1,1 ,0 



'I'll'' 



CONTROL: Reset. 

Area 4 Funct 8 Modifier 15 



V . 1 . , 1 



1^0 



■ ■ii 



CONTROL: 



Area 4 Funct 8 Modifier 



0, 1,1,0, 0| 1,0, 



: Initiate reset timer 

for all pulse output 
points 



1 = Initiate simultaneous 
transfer from buffer |— 
registers 



1 = Reset all DAO controls 
(blast reset) 



1 17959 I 



SENSE DEVICE: Move DSW or word count to 
accumulator. 



Area 4 


Funct 


8 


Modifier 


15 


V. 1 , . 1 


V. 1 




1 1 1 1 1 





= Sense DSW 

1 = Sense word count 



= No indicator reset with 

sense DSW 

1 = Indicator reset with sense 

DSW (not used with 
sense word count) 



SENSE DEVICE: Move DSW to accumulator. 



2401 OR 2402 MAGNETIC TAPE 

INITIALIZE WRITE: Move contents of data table 
specified by IOCC address word to tape unit. 



Are 


a 4 


Funct 


8 Modifier 


15 


0,1 ,1 


,0,0 


1 ,1 ,1 








-- 




= No indicator reset 






1 =1 


ndicato 


r reset 





SYSTEM/360 ADAPTER 

INITIALIZE WRITE: Move contents of data table 
specified by IOCC address word to System/360 
adapter. 



Area 4 Funct b Modifier 15 



0,1.1,1.0 


1,0,1 


..A , 


1 1 1 







= Tape unit 

1 = Tape unit 1 



00 = 800 bpi (7 track) 

01 = 200 bpi (7 track) 
10 = 556 bpi (7 track) 
(Ignored for 9 track) 



= Normal mode (7 track) 

1 = Packed mode (7 track) 
(Ignored for 9 track) 



= Odd parity (7 track) 

1 = Even parity (7 track) 
(Ignored for 9 track) 
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INITIALIZE READ: Move tape data to data table 
specified by IOCC address word. 

o Area 4 Funct 8 Modifier 15 



1110 
1 1 1 1 



1 1 
I I 



SELECTOR CHANNEL 

INITIALIZE WRITE: Start I/O. 

Area 4 Funct 3 Modifier 15 



= Tape unit 

1 = Tape unit 1 



00 = 800 bpi (7-track) 

01 = 200 bpi (7-track) 
10 = 556 bpi (7-track) 
(Ignored for 9-track) 



= Normal mode (7-track) 

1 = Packed mode (7-track) 
(Ignored for 9-track) 



1 = Read while correcting 
(Ignored 7-track or first 
9-track record) 



= Odd parity (7-track) 

1 = Even parity (7-track) 
(Ignored for 9-track) 



1,0,1 



Specify control unit 
address 



Specify device address 



CONTROL: Halt I/O. 

Area 4 Funct 8 Modifier 15 



i . o . o . ' . o 



_] l_l I I I I 



Specify control unit 
address 



Specify device address 



CONTROL: Select tape unit and/ or control function. 

Area 4 Funct e Modifier 



0,1,1,1,0 


1,0, C 


, 















= Tape unit 

1 = Tape unit 1 












00 = 800 bpi (7-track) 

01 = 200 bpi (7-track) 
10 = 556 bpi (7-track) 
(Ignored for 9-track) 












000 = Rewind and unlo 

001 = Write tape mark 


ad 






011 =Back 
100 = Rewi 


space 
nd 









SENSE DEVICE: Move channel status word, unit 
address and status, command address, or byte 
count to accumulator. 

Area 4 Funct B Modifier 



1.0,0,1,0 



hlA 



SENSE DEVICE: Move DSW or word count to 
accumulator. 



Area 4 


Funct 


8 Modifier 




15 


0,1,1.1.0 


1,1,1 


1,,., 


■ ■ 


1 





l = Suppress polling 



000 = Sense channel status - 

no indicator reset 

001 = Sense channel status - 

indicator reset 

010 = Sense unit address and 

status 

01 1 = Sense unit address and 

status - reset unit status 
pending bit in CSW 
100 = Sense command address 
110 = Sense byte count 



= Tape unit 

1 = Tape unit 1 



= Sense DSW 

i = Sense word count 



: Operation stop (free 
tape channel) 



If sense DSW 

= No indicator reset 

1 = Indicator reset 



COMMUNICATIONS ADAPTERS 

INITIALIZE WRITE: IOCC address word specifies 



i;uic ©nj-icigc ucLLd tauic. 
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o Area 4 Funct 8 Modifier 



Note 6 
1,0,1,0,1 



1,0,1 



i ' 



= Normal mode 

1 = Diagnostic 

mode 



= Line adapter 

1 = Line adapter 1 



1 - Continue timer 



1 = Enable ringing interrupt 
and, for "data terminal 
ready" applications, turn 
on data terminal ready 



1 = Clear CA"H 



-l_i_ 



NOTES: 

1. Area code for second four printers is 01111. 

2. Area code for second 1442 is 10001. 

3. The second and third 1810 drives require area 
codes of 01000 and 01001, respectively. 

4. Area code for second 2790 adapter is 10011. 

5. Area code for analog input expander is 10000. 

6. Area codes for second, third and fourth commun- 
ications adapters are: 

Second = 10110. 
Third = 10111. 
Fourth = 10100. 



SENSE DEVICE: Move operating DSW, diagnostic 
DSW, or byte count to accumulator. 

o Area 4 Funct s Modifier 



Note 6 
1,0,1,0,1 



IA1 



1 I 



I I 



1 = Program receive 
input 



: Line adapter 
'■ Line adapter 1 



1 = Continue timer 



1 = Enable ringing interrupt 
and, for "data terminal 
ready" applications, turn 
on data terminal ready 



1 = Clear CA -" 



000 = Sense operating DSW - 

indicator reset 

001 = Sense operating DSW - 

dicator reset 
010 = Sense diagnostic DSW 
100 = Sense byte count 
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00 



AREA 


FEATURE 
Console Interrupt 




V 
Interrupt 


1 


2 


3 


4 


5 


6 


7 


8 


9 


10 


11 


12 


13 

. 


14 


15 





Interval Timers 


• 
Timer 

A 



• 

Timer 
B 

1 


• 

Timer 
C 
2 


3 


4 


5 


6 


7 


8 


9 


10 


11 


12 




13 


14 


15 

». 


1- 

15- 


Sense Switches 

1816 Printer- Keyboard 

1053 Printer 
-In First Group 
-In Second Group 


« — 


• 

Printer 
Service 
Response 


Sen 
1 
• 

<eyboard 
Service 
lesponse 
(181a) 


2 
• 

<eyboard 
Request 
(1816) 


». 

3 


m -r 

4 

Printer 
Busy 


Program 

5 6 

Printer Keyboard 
Not Not 

Ready Ready 


. ». 

7 

Storage 
Protect 

Violation 
(1816) 


8 
Keyboard 
Parity 

Error 
(1816) 


9 

Printer 
Parity 

Error 


10 


11 


12 

t 
CE 
Busy 


13 

Not 
Ready 


14 


15 


2- 


1442 Card Read Punch 
-First 


, 




Any 
Error 


Last 
Card 


• 

Operation 

Complete 


Parity 
Error 


Storage 
Protect 
Violation 


Feed Check 

Read 

Station 










Ve 

Busy 


Not 
Ready 


Busy 


Not 
Ready 


17- 
3 


1054/1055 Paper Tape 
Reader/Punch 


PT Reader 
Any Error 


• PT 
Reader 
Service 
Request 


PT 

Punch 
Parity 
Error 


• PT 

Punch 

Service 

Request 


PT 

Reader 

Busy 


PT 

Reader 
Not Ready 


PT 

Punch 

Busy 


PT 

Punch 
Not Ready 


PT 
Reader 

Parity 
Error 


PT 

Reader 
Storage 
Protect 


1 CE PT 
Reader 

Busy 


"^CE PT 
Reader 
Not Ready 


^CE PT 

Punch 
Busy 


*CE PT 

Punch 
Not Ready 






4- 
8- 


1810 Disk Storage "A" 
First Drive 
Second Drive 


Any 
Error 


• 

Operation 

Complete 


Disk 
Not 
Ready 


Disk 
Busy 
(R/Wor 

Ctrl) 


Carriage 
Home 


Parity 
Error 


Storage 
Protect 
Violation 


Data 
Error 


Write 
Select 
Error 


Overrun 




f CE 
Not 
Ready 


f CE 
Busy 




Sector 
Counf 
High 


Sector 

Count 
Low 


4- 
8- 


1810 Disk Storage "B" 
First Drive 
Second Drive 


Any 
Error 


• 
Operation 

Complete 


Disk 
Not 
Ready 


Disk 
Busy 
(R/Wor 
Ctrl) 


Carriage 
Home 


Parity 

Error 


Storage 

Protect 
Violation 


Data 
Error 


Write 
Select 
Error 


Overrun 


Seek 

Error 


*CE 

Not 
Ready 


1 CE 
Busy 


B 
Model 
Access 


Sector 

Count 
High 


Sector 
Count 
Low 


5 


1 627 Plotter 


• 

Service 

Response 


Parity 

Error 






















t CE 
Busy 


Not 
Ready 


Busy 


Not 
Ready 


6 


1443 Printer 


• 
Transfer 


Error 


• 
Print 


Channel 
9 


Channel 
12 


Channel 
1 


Parity 
Error 








t CE 
Carriage 
Busy 


t CE 
Printer 
Busy 


t CE 

Printer 
Not Rdy 


Carriage 

Busy 


Printer 
Busy 


Not 
Ready 


7- 
19- 


2790 Adapters 
-First 
- Second 
Status (DSW1) 


• 

Adapter 
Error 
Interrupt 


Command 
Reject 


No 
F tame 


Storage 
Protect 
Violation 


P-C 

Parity 

Error 


Adapter 

Parity 

Error 


Loop 

Parity 

Error 


• 

Loop 
Channel 
Interrupt 


Sync 

Fill 

Error 




Adapter 
Active 




Segment 

A 
Bypass 


Segment 

B 
Bypass 


Segment 

C 
Bypass 


Segment 

D 
Bypass 


Diagnostic 
(DDSW2) 




-• DC C 

Position 
4 


ycla Steal C 

Position 
2 


ounrer * 

Position 

1 




Store 
CSW 


Deactivate 

Channel 


Channel 
Interrupt 
Store 


Data 

Buffer 

Read 


Data 

Buffer 

Write 


Buffer 
Cycle 
Command 
Update 


Channel 
Timer 


Area 
Station 
Capture or 

Command 
Update 


Update 

ISW 


Frame 
Fetch 


Frame 
Fetch 


Diagnostic 
(DDSW3) 








1 











nput Channe 
1 


1 Counter Bits *- 


Note^ 





1 


2 


3 


4 


5 


6 


7 


2 


3 


If all segments byp 
status of In-Bus ins 


issed, DDSW3 reflects 
tead of TAR and ICC. 


10- 

16 - 

10- 
16- 


Analog Input 

-Basic 
-Expander 


• 

End of 

Table 


• 

DPC 
SS Conv 
Complete 


• 

DPC 

Rlly Conv 
Complete 


• 

Storage 
Protect 
Violation 


■ 

Parity 
Control 
Error 


• 
Parity 

Data 
Error 


• 
ADC 

Overload 


• 

Overlap 

Conflict 


Cyc Steal 
SS, AMAR 
Busy 


DPC 
Reloy 

Busy 












Any 
Error 


Comparator 
-Al Basic 
-Al Expander 


• 

High 
Out of 
Limit 


4 

Low 
Out of 
Limit 


J 


AMAR 
SS MPX 






512 


256 


128 


-i— Analog Multiplexer Address Register Bits 
64 " 1 32 ] 16 1 8 


4 


2 


1 

1^1454.01 



> 

■g 

3 

a. 

X 

o 

■ 

D 

CD 

< 

8 

CO 

r+ 
O) 

i-+ 

c 



a 



in 
O 



AREA 


FEATURE 





1 


2 


3 


4 


5 


6 


7 


8 


9 


10 


11 


12 


13 


14 


15 


II 


Digital Input 

PISW 


• 

Parity 
Error 


• 

Storage 
Protect 
Violation 


• 

Dl 

Scan 

Complete 


• 

Command 

Reject 






















Dl 
Busy 


12 


Digital and Analog 
Output 


• 

Parity 
Error 


Pulse 

Output 

Timer 


• 

D &A 

Out Scan 

Complete 


• 

Command 
Reject 


Data 

Channel 

Active 


















1» 

D/AO 
Busy 


13 


S/360 Adapter 


Command 
Reject 


1800 

Command 

Stored 


360 

Command 

Stored 


• 
Holt 


• 

Data 
Check 


• 

Storage 
Protect 
Violation 


• 

Transfer 
End 


• 

End of 
Table 








360 Common 
























14 


Tape Control Unit 




Tape 
Unit J 
Select 


• 

Command 
Reject 


• 

End of 
Table 


Chain 
Stop 


Storage 
Protect 
Violation 
Stop 


Data Bus 
Tape Out or P-C 
Data Parity 
Error Error 


-omplement) 
Overrun 


• 

Operation 

Complete 


CE 

Diagnostic 

Indicator 


Wrong 
Length 
Record 


At 

Load 

Point 


Tape 
Indicator 
or Mark 


Tape 

Busy or 
Rewind 


». 

Tape 
Busy or 
Not Ready 


TCU Word Counter 


00 - True Count 

11 = 1 's Complement 


-^ 












Word 


_ount 














18- 


Selector 
Channel 
Status 


• 

Nor 

Operation- 
al 


• 

Unit 
Status 
Pending 


• 

Program 
Control 
Interrupt 


• 

Program 
Check 


Channel 

Data 
Check 


Interface 

Control 

Check 


Incorrect 
Length 


Adapter 
Busy 


Unit 

Operation- 
al 
















Unit Address and Status 






' 








Attention 


Status 
Modifier 


Control 

Unit 

End 


Busy 


Channel 
End 


Device 
End 


Unit 
Check 


Unit 
Exception 
















SC Command Address 


■+ 










1 
































1 1 














»» 


SC Byte Count 


-4 












1 1 






























') 












•»■ 


21- 
22- 
23- 
20- 


CA Line Adapter(s) 
-First CA 
-Second CA 
-Third CA 
-Fourth CA 


• 

Channe 1 
Stop 


• 

Storage 
Protect 
Violation 


• 

Time 
Out 


• 

END 

Character 

Decoded 

or 

Ringing 


• 

End of 
Table 


Parity 
Error 


BCC 
Error 


Overrun 


Data 
Set 

Ready 


• 

Command 
Reject 


Carrier 
On 












Adapter Byte Counter 


•m CE 


tt 

Diagnostic ( 


its »- 


Transmit 
Latch 












1 




























1 






to- 


Adapter Diagnostic 


tt 
CE 

Diagnostic 
Bit 


Character 
Phase 


Character 


Clear 


Trans- 
parent 
Trigger 


Text 
Trigger 


End 
Trigger 


Transmit 
Line Bit 
Trigger 






r 


r 

izer- Deseric 

? 1 










Tri9 , 9er Send 
1 | OFF 


Bit 



Bit 
1 


Bit 1 
2 


Bit 


Bit 


Bit 


Bit 


• Interrupt conditions. — ' ' ' ' " ' - 

t Active only in CE mode. 

tt Active only when wired by CE. Otherwise always l's. 



J234S4.1F] 



a 

< 

o' 
<n 

I 



to 

to 



Index 



□ 

A (Accumulator) 9 
A (Add) 25 

Access Mechanism (1810) 163 
Accumulator 9 
Accumulator Extension 9 
AD (Add Double) 26 
Adapter Control Table (2790) 
Addressing 233 
Format of 233 
LCCB Initialization 

Continued Read Operation 248 
Initial Read Operation 247 
Start Loop 247 
Write Operation 248 
Location of 233 

Loop Channel Control Block (LCCB) 
Address Word (Active Frame) 235 
Address Word (Error Frame) 240 
Byte Count Word 238 
Channel Sense Word 239 
Channel Timer Count Word 240 
Control Table Locations 233 
Control Word (Active Frame) 237 
Control Word (Error Frame) 240 
Data Buffer Address Word 239 
Format of 236 
Initialization 247 
Loop Channel Interrupt Block (LCIB) 
Control Table Location 234 
Format of 234 

Interrupt Status Hold Word (ISHW) 234 
Interrupt Status Word (ISW) 235 
Purpose of 225 
Adapter Error Interrupt (2790) 245 
ADC (See Analog-to-Digital Converter) 
ADC Overload 97,106 
Add (A) 25 
Add Double (AD) 26 
Add Light 85 
Addr (Address) 14 
Address Assignment 
Analog Input 
Method of 99 

Multiplexer/R Addresses 101 
Multiplexer/S Addresses 100 
Analog Output 126 
Area Station (2790) 227 
Device (2790) 227 
Digital Input 117 
Process Interrupt 118 
Process Interrupt Status Word 71 
Address Notation 6,7 
Address Register Lights 88 
AI (See Analog Input) 
Alarm Light 83 



Alpha (Alphabetic) Key 137 

AMAR (Analog Multiplexer Address Register) 102 

Analog Input 

ADC Overload 106 

Address Assignment 

Method of 99 

Multiplexer/R Addresses 101 
Multiplexer/S Addresses 100 
Analog-to-Digital Converter (ADC) 
Buffer Amplifier 97 
Calibration Voltage Address 96 
Conversion Rates 96 
Conversion Time 96 
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Parity 



Any attempt by the program to read a word having 
incorrect parity (even number of bits on) from a 
core storage location results in a parity error. 
This includes data transfer to an I/O device and 
initialization cycles (and loading of the channel 
address register) during an XIO. 

If a parity error occurs when reading a word 
from core storage at any time other than during 
data transfer to an I/O device, the parity error 
causes an internal interrupt. Bit 1 of the interrupt 
level status word for internal interrupt is turned on. 
Bit 4 of the interrupt level status for internal inter- 
rupt is also turned on if CE storage is being ac- 
cessed at the time the error occurs. Bit 4 is pro- 
vided only with systems that have the data channel 
expander feature, an 1803 Core Storage Unit, a 
selector channel, a communications adapter, or a 
2790 adapter. If the disable interrupt toggle switch 
is on, internal interrupts are prevented. 

If a parity error occurs when reading a word 
from core storage during data transfer to an I/O 
device, the parity error indicator is turned on in 
the device status word for that device. In this case, 
no internal interrupt occurs. It is the responsibility 
of the program operating that device to initiate re- 
tries or other error recovery procedures. The 
core storage word with incorrect parity can be 
found by using a routine that loads data from core 
storage into the accumulator and detects the parity 
error word at the time an internal interrupt occurs. 
For example: 



Reading from core storage takes place as an in- 
struction is read out to be executed , as an address is 
read out, and as data is read out. If a parity error 
occurs during instruction readout, instruction execu- 
tion is not prevented. Therefore, programmed re- 
covery may not be possible. Also, if a parity error 
causes an I/O device to reject an XIO initialize read 
or write during an XIO control cycle, a channel ad- 
dress register (CAR) check will also occur. 

A parity error also occurs if an attempt is made 
to store a word having incorrect parity during data 
transfer from an I/O device to core storage. In this 
case , the parity error indicator is turned on in the 
device status word for that device and no internal in- 
terrupt occurs. It is the responsiblity of the program 
to initiate retries or other error recovery procedures. 

It should be noted that any time a word is written 
into core storage (except during data transfer from 
an I/O device to core storage) , correct parity is 
automatically generated and stored with the word. 
Therefore, no parity error can occur when writing 
into core storage except on data transfer from an 
I/O device. 

When any parity error occurs and the check 
stop switch is on, the processor-controller stops 
at the end of the core-storage cycle in which the 
parity error is detected. If the check stop switch 
is off, a parity error causes an internal interrupt 
or sets the parity error indicator in the appropri- 
ate device status word, as described in the pre- 
ceding paragraphs. 
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Interval Timers 



Three interval timers are provided to supply real- 
time information to the program. Each timer has a 
permanent time base, which can be selected by the 
customer (Figure 20) . Each timer can be assigned 
a different time base . 

The timers can be started or stopped individual- 
ly under program control. Once started, the timers 
are automatically increased one count at a time 
through the cycle steal facilities of the processor- 
controller. The counts of the timers are maintained 
in core-storage locations /0004 (timer A), /0005 
(timer B), and /0006 (timer C). A count is added to 
a timer each time the assigned time base period for 
that timer is completed. This count is automatic 
and does not require a program. 

The count of the timers proceeds in a positive 
direction. When the count reaches the largest posi- 
tive value (2 15 -1), the count continues to the most 
negative value and then through the negative numbers 
(2's complement) toward zero. When the count 
reaches zero, an interrupt is requested on the level 
assigned to the timers . (All three timers are on the 
same interrupt level and are assigned to an interrupt 
level by the user.) The timer continues to count 
after the zero count has been reached. 

Once a timer is operating, it continues to 
record time correctly when the processor-con- 
troller is in run, trace, or single instruction 
with cycle steal mode. A wait may also be exe- 
cuted without affecting the ability of a timer to 
record time correctly. Further, a timer con- 
tinues to advance correctly even if it is protected 
with a storage protect bit. However, any other 
attempt by the processor-controller or an I/O 
device to alter the count in a protected timer 
will cause a storage protect violation. 
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INTERVAL TIMER PROGRAMMING 

The interval timers are controlled by means of the 
execute I/O (XIO) instruction. To address the 
timers, the input/output control command (IOCC) 
referenced by the XIO must have an area code of 
00000, and modifier bits 8 through 10 must be 001. 
IOCC's used to control the timers are described in 
the following paragraphs. 
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This command turns the timers on or off according to 
the status of address word bit positions through 2. 

Sense Device 



a 9 io 



* * 



1110 1 



= No indicator reset 

1 = Indicator reset 



1 17202B | 

This command causes the interval timer device status 
word (DSW) to be loaded into the accumulator. The 
timer DSW and bit significance are shown in Figure 21 . 
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Figure 20. Interval Timer Time Bases 



Figure 2 1 . Interval Timei Device Status Word 
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The 1, 024 data entry units may be assigned to area 
stations as desired up to a total of 32 per area sta- 
tion. In addition, IBM 1035 Badge Readers (remote- 
ly located), IBM 1053 Printers, and digital OEM 
devices can be included in the system configuration. 
Figure 119 summarizes the system configuration and 
illustrates basic data flow. 



Data Transfer Concept 

Although the adapter uses a data channel, overall 
data transfer concepts are different from other de- 
vices on the 1800 system that use data channels. 
After being initialized, other devices implement 
data transfer to or from a data table in core storage 
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Maximum configuration limits: 

• 2 adapters per 1 800 system . 
9 100 area stations per adapter. 

• 1 ,024 data entry units per adapter. 

• 32 data entry units per 2791 Area Station Model 1 or 2793 Area Station. 

• Three 1035 Badge Readers per 2791 Area Station Model 1. 

• One 1053 Printer per 2791 Area Station Model 1 or 2793 Area Station. 
63 Contact Sense Counters per 2793 AS . (Pulse Count Adapter feature). 

• 1 External Alarm Contact per 1053 attachment. 

• 1,000 feet of two-wire communications line (No. 22 AWG twisted pair) between 
data entry units and area stations. 

• 1 ,000 feet of two- wire communications line ( No. 22 AWG twisted pair) between area 
stations, and between area stations and the 2790 adapter. 

(See IBM 2790 Data Communications System Installation Manual -Physical Planning , 
Order No. GA27-3017 for distances with other wire sizes.) 



Figure 119. 1800/2790 Configuration 
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via data channel operations as required. The 
adapter uses the data channel for control purposes, 
as well as data transfer, by communicating with a 
control table in core storage. 

The control table contains one 16-word loop 
channel control block (LCCB) for each of the 13 loop 
channels, and one loop channel interrupt block 
(LCIB). The LCCB's contain control and status in- 
formation while the LCIB contains interrupt status 
for all 13 loop channels. Detailed descriptions of 
these control blocks are found under "Loop Channel 
Control Block" and "Loop Channel Interrupt Block. " 

To implement data transfer, the program initial- 
izes the LCCB for the particular channel by specify- 
ing the type of operation (read or write) r the core 
storage address of the table containing the data, and 
the number of bytes of data. The program activates 
the channel by turning on a control bit in the LCCB. 
The adapter then performs the data transfer opera- 
tion on the active channel, using data channel oper- 
ations to communicate with the LCCB. The program 
is released for other processing. 

During a write operation, the adapter uses the 
data buffer address and byte count in the LCCB to 
fetch data (one byte at a time) from the data buffer 
for subsequent transmission to a device on the 
transmission loop. Once initiated, a write operation 
continues until the byte count is decreased to 0, or 
an error occurs. 

During a read operation, the adapter uses the 
data buffer address and byte count in the LCCB to 
store incoming data in the data buffer (one byte at 
a time). Normally, a read operation is terminated 
by a request from the input device. However, a read 
operation is also terminated if the byte count is 
decreased to 0, or an error occurs. 



LOOP CHANNELS 

Each adapter cycle, used in transferring information 
around the transmission loop, is divided into nine 
basic time periods of equal duration. The adapter 
utilizes these nine time periods to implement a chan- 
nel concept for data transfer. 



High-Speed Loop Channels 

The first eight time periods of an adapter cycle are 
used as loop channels 1 through 8 and are known as 
high-speed loop channels. Each of these eight loop 
channels has an effective data rate of approximately 
100 characters per second. All eight high-speed 



channels are sequentially selected for service during 
each adapter cycle. 



Low-Speed Loop Channels 

The ninth time period of an adapter cycle is used to 
accommodate five additional loop channels (9 through 
13). This is accomplished by sequentially selecting 
each of the five loop channels (9 through 13) for 
service during the ninth time period in five consecu- 
tive adapter cycles. During the first cycle, for 
example, channels 1 through 9 are serviced; during 
the next cycle, channels 1 through 8 and 10 are 
serviced. This sequence continues until channel 13 
is serviced, and is then repeated. 

Because each one of channels 9 through 13 is 
selected only once during each five adapter cycles, 
the effective data rate for these five channels is 
approximately 20 characters per second. Therefore, 
channels 9 through 13 are known as low-speed loop 
channels. 

Both high- and low-speed channels may be used 
for read and write operations. However, the maxi- ' 
mum data rate of the input or output device must be 
considered during a write operation . For example , 
printer output to the 1053 Printer must be transmit- 
ted via a low-speed channel. 



Data Transmission Format 

Information is transmitted serially by bit around the 
transmission loop at an approximate rate of 514 kHz 
as long as the adapter is in active mode. The infor- 
mation bits are segregated into bytes containing eight 
bits plus parity. During each channel time frame, a 
sequence of 30 bytes (called a channel frame) is 
transmitted to the loop. The first byte (byte 0) in a 
channel frame always contains a start character. If 
the channel is inactive, the remaining 29 bytes con- 
tain sync characters. If the channel is active, bytes 
1 through 4 are used to carry information, and the 
remaining bytes (5 through 29) contain sync char- 
acters. 

The channel frame format and its relationship 
to sequential channel transmission are shown in Fig- 
ure 120. The information bytes of the active channel 
frame are described in the following paragraphs. 

START BYTE: The start byte (byte 0) is the first 
byte transmitted in a channel frame and always con- 
tains a start character (/39). The start character is 
automatically generated by the adapter at the begin- 
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Figure 120. Data Transmission Format 



ning of each channel frame. The start byte is used 
to indicate start of frame and to maintain byte 
synchronization. 

AS ADDRESS BYTE: The AS (area station) address 
byte (byte 1) is the second byte transmitted in the 
channel frame if the channel is active. This byte is 
used to carry an AS address code which selects the 
area station(s) to receive the channel frame. (See 
"Area Station Addressing" for details. ) 

DEVICE ADDRESS BYTE: The device address byte 
(byte 2) is the third byte transmitted in the channel 
frame if the channel is active. This byte is used to 
carry the device address code, which specifies a 



particular device controlled by the selected area 
station. (See "Device Addressing" for details. ) 

CONTROL BYTE: The control byte (byte 3) is the 
fourth byte transmitted in the channel frame if the 
channel is active. This byte is divided into two hex- 
adecimal digits for information transfer. The low- 
order hexadecimal digit (bit positions 4 through 7) is 
used to carry a command code to the selected area 
station (AS) and device. The high-order hexadecimal 
digit (bit positions through 3) is used to carry the 
AS or device response to the command back to the 
adapter. 

DATA BYTE: The data byte (byte 4) is the fifth byte 
transmitted in the channel frame if the channel is 
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active. This byte is used as the data carrier for the 
channel frame. The data byte may contain a data 
character, a guidance character (AS local I/O only), 
or the status of the AS or device. The contents of 
the data byte depends on the command and the AS or 
device response to the command. (Refer to "Com- 
mands and Responses" for details. ) 

AREA STATION ADDRESSING 

The adapter uses an area station (AS) addressing 
scheme that allows each loop channel to: 

1. Communicate with an individual AS. 

2. Communicate with all area stations. 

3. Poll all area stations, thus enabling any area 
station to request data transfer. 



Any AS Address 

The any-AS-address code is /ll. This address 
code is used to poll the area stations on the loop for 
service requests. When an AS requiring service re- 
ceives a channel frame with the any-AS-address 
code, it replaces the any-AS-address code received 
in the AS address byte with its assigned address. 
Thus, the AS address returning to the adapter is the 
address of the requesting AS. This replacement cap- 
tures the loop channel for a data transfer operation. 
While captured, the discrete address of the request- 
ing AS is placed in the AS address byte of each 
channel frame transmitted for the captured channel. 
The channel remains captured until it is deactivated 
during an ending sequence. 



To accomplish this, three types of AS address codes 
are used, as described in the following paragraphs. 

Discrete AS Address 

Each AS is assigned a discrete address during 
installation. This address is the means by which 
communication is directed to a specific AS. Area 
stations may be assigned any address within the 
range of /80 to /FF. All other codes are invalid. 

Note: If the MPX Operating System is 
being used, IBM recommends that area 
stations be assigned sequential addresses. 
This address assignment sequence does not 
restrict physical placement of the area 
stations around the loop. 

Every channel frame transmitted to a specific AS 
has the discrete AS address in the AS address byte. 
Any time an AS receives a channel frame with its 
address, it replaces the address received in the AS 
address byte with its assigned address. This ad- 
dress replacement provides the ability to detect an 
AS that is responding to an address other than its 
own. 

All AS Address 

The all-AS-address code is /09. This address 
code is used to enable transmission of data to all 
area stations via a single loop channel. This mode 
of operation is known as broadcast mode. When an 
AS receives a channel frame with the all-AS-address 
code, the complete channel frame is passed on un- 
modified and, if possible, the AS performs the func- 
tion specified by the control byte. 



DEVICE ADDRESSING 

Each device controlled by an AS is preassigned a 
specific device address as follows: 



Diagnostic controls /00 

Pulse Count Adapter /01 through /3F 

1053 Printer /40 

AS badge reader (read operation) /80 

AS display (write operation) /80 

1035 Badge Reader /81 through /83 

AS card reader /84 

AS keyboard /88 

AS OEM digital service /8C 

Data entry units /CO through /DF 



Note that the AS badge reader and display have the 
same address. In this case, the type of operation 
(read or write) determines which device is selected. 
Diagnostic controls are usually addressed by /00. 
However, a diagnostic command is executed regard- 
less of the device address specified. The test pulse 
counter device address is also /00. The diagnostic 
or pulse counter operation is determined by the 
code in the command byte of the frame. 

Any channel frame addressed to a specific AS is 
also addressed to a particular device. When an AS 
is selected by a channel frame, the device address 
byte is used to select the particular device. (The 
external alarm feature uses a character in the 1053 
character set, and is addressed by selecting the 
1053 adapters device address.) The preassigned 
address of the selected device then replaces the 
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device address received in the channel frame. When 
an AS captures a channel frame containing an any- 
AS-address code, the preassigned address of the de- 
vice requesting service is placed in the device 
address byte. Thus, the channel frame returning to 
the adapter contains the AS address and the address 
of the device requesting service. This device ad- 
dress replacement provides the ability to detect a 
device that is responding to an address other than 
its own. 



COMMANDS AND RESPONSES 

mand-response basis; that is, for each command 
transmitted by the adapter, the area station accept- 
ing the command acknowledges by returning a 
response to the adapter. 

The command and response codes appear as two 
hexadecimal dibits in the control tcte of each chan- 
nel frame. The command digit is located in bit 
positions 4 through 7 of the control byte, and the 
response digit is located in bit positions through 3 
of the control byte. The control byte transmitted by 
the adapter always contains some command code 
digit and a response digit of /0. When the area sta- 
tion accepts the command, it inserts the proper 
response code into the response digit for return to 
the adapter. Therefore, a control byte containing a 
/0 response digit is considered to be a command, 
whereas a control byte containing any other response 
digit is considered to be a response. 

Figure 121 shows the various area station (AS) 
commands and responses. There are several com- 
mands in each of three major categories — read, 
write, and control. One or more valid AS responses 
are possible with each of these commands. 

Read Commands 

READ: This command (/60) is generated by the 
adapter and transmitted to any AS returning a read 
request response to a previous read null command. 
A read command may also be generated by the pro- 
gram to read out a particular pulse count adapter 
counter. In either case, a read command places 
the device designated by the device address byte in 
data mode and allows the device to begin reading its 
data source. The only valid response is read 
command acknowledge. 

If the read command is sent to a pulse count 
adapter that is performing a previous read or write 
command, busy status (/80) is returned with read 
command acknowledge. 



READ NULL: This command (/02) transmitted in a 
channel frame indicates to the AS that the channel is 
available for any read-type request. Read null 
may be generated by the program and used as the 
first command transmitted when activating a chan- 
nel. This dedicates the channel to a read operation. 
The channel remains dedicated until a read end re- 
quest is received from a device using the channel for 
a read operation. 

After a channel is dedicated to a read operation, 
but before the channel is captured by an AS, the 
read null command and any AS address code initially 
set up by the program are transmitted by the adapter 
in each channel frame for the channel. After the 
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Figure 121. Commands and Response Codes 
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channel is captured by an AS, the adapter automatic- 
ally generates a read null command, for transmis- 
sion to the AS, whenever no other command is 
required. 

Read null has four valid responses: read null 
acknowledge, read request, read data request, and 
read end request. A read data request in response 
to a read null is accompanied by a data character in 
the data byte of the channel frame. This is the first 
transmission of the data character. A second 
transmission of the same character occurs in 
response to a subsequent read data command. The 
two data characters are compared for validity, but 
by bit. 

READ DATA: This command (/0A) is automatically 
generated by the adapter and transmitted to any AS 
returning a read data request response to a previous 
read null command. Read data causes the data char- 
acter previously transmitted with read data request 
to be retransmitted with read data acknowledge 
response to the command. This allows the adapter 
to perform a validity check on the transmitted char- 
acter. Read data also releases the device so it can 
accept the next character from its data source. 

The only valid response to read data is read 
data acknowledge. 

READ END: This command (/OE) removes the 
addressed device from data mode, thus terminating 
the operation is progress. Read end is generated by 
the program as a result of receiving a read end 
request from the AS or as a result of detecting an 
error that requires termination of the read operation. 
The AS interrogates the channel frame data byte for 
a new guidance character (AS local I/O only) or 
terminating status. Therefore, the program should 
ensure that the proper guidance or status is trans- 
mitted with read end. (See "Guidance Characters" 
and "Status Characters" for details. ) 

If the data byte contains terminating status, the 
addressed device OR's its status, along with bit 
positions and I of the status received, back into the 
returning data byte. The device also inserts its 
diagnostic mode status in bit position 3 of the return- 
ing data byte. Because the adapter compares the 
transmitted data byte with the returning data byte 
for validity, terminating status sent with a read end 
command must reflect the device status received (if 
other than /00) with the read end request. For 
example, terminating status of /80 and device status 
of /40 results in a returning status of /CO. This 
status results in a data check. Hoever, terminating 
status indicating a bad end (/40, /80, or /CO) may 
be sent by the program if the device status indicates 
normal end (/00). In this case, no data check occurs. 



Device status received with read end request is auto- 
matically transmitted with the subsequent read end 
unless it is modified by the program before activating 
the channel for the read end. This automatic status 
transmission occurs only if the channel used to 
transmit read end is the same channel over which 
read end request was received. 

The only valid response to read end is read end 
acknowledge. 

Read Responses 

READ REQUEST: This response (/12) is returned 
by any AS that captures a channel frame containing 
(1) a read null in the command byte, and (2) the 
any-AS-address code in the AS address byte. Read 
request indicates that a device controlled by the AS 
has data to be transferred to the 1800 and needs the 
captured channel to implement data transfer. The 
AS inserts the address of the device requesting 
service in the device address byte of the channel 
frame. 

To initiate data transfer after receiving a read 
request, the adapter automatically generates and 
transmits a read command to the requesting AS and 
device. 

READ COMMAND ACKNOWLEDGE: This response 
(/46) is returned by an AS in response to a read com- 
mand. Read command acknowledge indicates that the 
AS has received the read command and has initiated 
a read operation at the addressed device. 

READ DATA REQUEST: This response (/62) is 
returned by the AS in response to a read null when 
the device specified by the channel frame device 
address byte has a data character ready for transfer 
to the 1800. When an AS returns read data request, 
it also inserts the data character from the device 
into the returning channel frame data byte. This is 
the first of two transmissions of the data character; 
the second occurs with read data acknowledge. 
Read data request causes the adapter to automatically 
generate and transmit a read data command to the 
requesting device. 

READ DATA ACKNOWLEDGE: This response (/6A) 
is returned by the AS in response to a read data 
command. When the AS returns read data acknowl- 
edge, it also inserts the data character from the 
addressed device into the returning channel frame 
data byte. This is the second transmission of this 
data character ; the first occurs with read data 
request. The adapter compares the received data 
characters for validity. 
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READ END REQUEST: This response (/72) is 
returned by the AS in response to read null when the 
device has determined that data transfer has come to 
normal completion or when the device has detected 
an error condition. The status of the operation is 
returned in the data byte of the channel frame. An 
all-0 status byte indicates normal end. 

Read end request causes the adapter to deacti- 
vate the channel and generate a channel interrupt to 
the program. The interrupting condition is posted 
in the channel sense word. 

Normal program response to a read end request 
is read end command. 

READ END ACKNOWLEDGE: This response (/3E) is 
returned by the AS In response to a read end com- 
mand. It indicates that the device will terminate the 
operation according to the guidance/ status returned 
in the data byte of the channel frame. The adapter 
compares the returning data byte with the one trans- 
mitted to ensure that the operation was terminated 
according to the status transmitted or that the guid- 
ance character was transmitted correctly around the 
transmission loop. 

The program may have previously assigned a 
new data buffer to the channel over which read end 
and read end acknowledge are transmitted. In that 
case, the adapter automatically rededicates the 
channel to another read operation. It does so by 
generating read null and any-AS-address codes and 
transmitting them in the next channel frame for that 
channel. 

If, on the other hand, a new data buffer was not 
previously assigned to the channel, the adapter gen- 
erates another channel interrupt to the program and 
deactivates the channel. 

READ NULL ACKNOWLEDGE: This response (/42) 
is returned by the AS in response to read null if the 
addressed device is in data mode, but does not cur- 
rently have a character ready for transfer to the 
1800. Read null acknowledge causes the adapter to 
retransmit the read null command and to increase 
the channel timer count. 



Write Commands 

Write commands are used to transfer data from the 
1800 to a specific 1053 Printer, a specific pulse 
counter, a specific AS display, or to all AS displays 
using broadcast mode (all-AS-address code). When 
using broadcast mode, no AS responses are 
returned for any write-type commands. 



WRITE: This command (/05) is generated by the pro- 
program and used to initiate a write operation. If 
the write command is to a specific AS display or 
1053, the only valid response is write command 
acknowledge. In broadcast mode, the valid response 
is the write command itself and the all-AS-address 
code. 

If a specific AS display or pulse counter is ad- 
dressed and it is busy , a /80 status character is re- 
turned in the channel frame data byte associated with 
write command acknowledge. This status causes the 
adapter to increase the channel timer count by 1 and 
retransmit the write command. This exchange con- 
tinues until all-0 status is returned with write com- 
mand acknowledge , or until the channel timer count 
reaches overflow condition (count of 32, 768). 

If a 1053 is addressed and is unable to perform 
a print operation (out of paper), it returns a write 
end request in response to the next command — a 
write null command. 

WRITE NULL: This command (/01) transmitted in a 
channel frame indicates that the channel is available 
for any write-type request from the device specified 
in the device address byte. Write null is automat- 
ically generated and transmitted by the adapter if no 
other command is required, provided the channel is 
in an active write sequence. 

A write null to the 1053 Printer causes printing 
to occur if a character was previously sent to the 
1053 with a write data command. 

The three valid responses to write null are: 
write null acknowledge, write data request, or write 
end request. 

WRITE DATA: This command (/09) is automatically 
generated and transmitted by the adapter under the 
following two conditions: 



1. A write data request is returned in response to 
a previous write null, hi this case, the only 
valid response is write data acknowledge. 

2. An unmodified write command is returned to the 
adapter, and the AS address byte indicates 
broadcast mode (all-AS-address code). In this 
case, the response is the unmodified command 
itself and the all-AS-address code. 



Write data is always accompanied by a data 
character in the channel frame data byte. The return- 
ing data byte is compared with the transmitted data 
byte for validity. 
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WRITE END: This command (/OD) removes the 
addressed device from data mode, thus terminating 
the write operation. Write end is automatically 
generated and transmitted by the adapter under the 
following three conditions: 

1. A write data request is received in response to 
a previous write null and the byte count is 
(data transfer complete). Write end acknowledge 
is the valid response to write end generated in 
this manner. The data byte associated with 
write end will contain terminating status of /00 
(normal end). 

2. A write end request is received in response to a 
previous write null. The data byte associated 
with write end generated in this manner will 
contain the same status as received with write 
end request. Write end acknowledge is the 
valid response. 

3. An unmodified write data command is returned 
to the adapter, the AS address indicates broad- 
cast mode (all-AS-address code), and the byte 
count is 0. The data byte associated with write 
end generated in this manner will contain 
terminating status of /00 (normal end). The 
only valid response to a write end command 
generated in this manner is the write end com- 
mand itself and the all-AS-address code. 



Write Responses 

Area stations do not return responses to write-type 
commands if the AS address byte of a channel frame 
indicates broadcast mode (all-AS-address code). No 
response from an AS normally causes a control 
check. However, the adapter automatically detects 
broadcast mode and generates the proper command 
to continue the broadcast write operation. 

The following write responses are those returned 
when not using broadcast mode of operation. 

WRITE DATA REQUEST: This response (/51) is 
returned in response to write null if the addressed 
device is ready to receive another data character. 

WRITE DATA ACKNOWLEDGE: This response (/69) 
is returned in response to write data and indicates 
that the addressed device received the data char- 
acter associated with the write data command. The 
data byte is returned unmodified with write data 
acknowledge. The adapter checks the returning data 
byte with the transmitted one for validity. 



WRITE END REQUEST: This response (/71) is re- 
turned in response to write null if the addressed 
device has detected an abnormal condition that 
requires termination of the operation. The data 
byte returned with write end request reflects the 
status of the device. 

WRITE END ACKNOWLEDGE: This response (/3D) 
is returned in response to write end. The data byte 
returned with write end acknowledge reflects the 
status under which the operation was terminated and 
is compared for validity with the status transmitted 
with write end. 

Receipt of write end acknowledge causes the 
adapter to deactivate the channel and generate a 
channel interrupt to the program. 

WRITE NULL ACKNOWLEDGE: This response (/41) 
is returned by an AS in response to write null if the 
addressed device is in data mode but does not cur- 
rently require another character from the 1800. 
Write null acknowledge causes the adapter to re- 
transmit read null and increase the channel timer 
count by 1. 

WRITE COMMAND ACKNOWLEDGE: This 
response (/45) is returned in response to write 
command. It indicates that the addressed device 
has received the command. 

If a specific AS display or pulse counter is ad- 
dressed by the write command, the data byte return- 
ing with write command acknowledge contains the cur- 
rent status of the AS display. All-0 status indicates 
the write operation can be executed; nonzero status 
(/80) indicates busy and the write operation cannot be 
performed. Receipt of busy status causes the adapter 
to increase the channel timer count by 1 and retrans- 
mit the write command. This sequence continues until 
all-0 status is returned, or until the channel timer 
count reaches overflow condition (count of 32, 768). 

If a 1053 Printer is addressed by the write com- 
mand, the data byte returned with write command 
acknowledge does not contain status. If the 1053 is 
unable to perform the write operation, it returns 
write end request and its status in response to the 
next command — a write null. 



Control Commands 

Control commands are provided to permit program 
control of AS diagnostic functions. The adapter does 
not automatically process returning control command 
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channel frames as it does in a read or write sequence. 
Therefore, the program must turn on the uncondition- 

ctl lUtci j. u.jji. un j-ii »vuiu &i v/a lii^ iwp v.uajmti v>vntiui 

block prior to activating a channel to send a control 
command. The unconditional interrupt bit causes the 
adapter to store the returning control command 
channel frame in words 6 and 7 of the loop channel 
control block for that channel. Processing of the re- 
turning information (correct response, status, and 
so on) must then be accomplished by the program. 

Control commands can be sent using broadcast 
mode (all-AS-address code). However, the area 
stations do not return any control responses in 
broadcast mode. 

BYPASS: This command (/OB) must be generated by 
the program. It causes the AS selected by the AS 
address byte to enter bypass mode after processing 
the data byte (byte 4) of the channel frame. This 
bypass eliminates the sync character following the 
channel frame data byte. Therefore, the frame 
returning to the adapter has only 29 bytes. However, 
the start character in the following channel frame 
allows the adapter to regain frame synchronization. 

While bypassed, the AS still monitors informa- 
tion received from the transmission line, but it can- 
not respond or insert information. A broadcast mode 
write operation can still be performed because the 
AS is not required to respond during this operation. 
The only other command that is accepted by an AS in 
bypassed state is a restore command. 

Bypass acknowledge is the valid response to a 
bypass command. The bypass command is returned 
unmodified if the AS is already in bypassed state. 

RESTORE: This command (/03) must be generated 
by the program. It causes the addressed AS to be 
restored from bypassed state after the restore con- 
trol byte has been processed. This restore causes 
a second control byte, containing the restore com- 
mand digit and the AS response digit, to be returned 
to the adapter. The first control byte contains only 
the restore command digit. The data byte now con- 
tains the second control byte in the returning channel 
frame. Because a byte was added to the channel 
frame, a skip character (/00) is returned in the 
byte following the second control byte (byte 5). This 
character allows the adapter to skip that byte and 
regain frame synchronization. 

An AS not bypassed responds to a restore com- 
mand with bypass acknowledge in the normal man- 
ner. The difference between the two responses 
enables the program to determine whether or not the 
AS was previously bypassed and if the restore func- 
tion was actually performed. 



SEND SYNC: This command (/04) must be generated 
by the program. It affects AS operation only in 
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a send sync command causes the AS to begin sending 
a continuous stream of sync characters. The AS 
continues to send sync characters until it receives at 
least two /FF characters in succession. This can 
be achieved by transmitting a channel frame with 
/FF in the AS and device address bytes. The only 
response to send sync is the continuous stream of 
sync characters. 

Send sync allows the selected AS to transmit 
sync characters without transmitting what it is re- 
ceiving. This type of transmission provides the abil- 

between two consecutive area stations. 

When send sync is being used , active channel 
frames returning to the adapter must be checked 
with the program (UI bit on for all active channels). 
Sync character transmission during bytes 5 through 
29 of an active channel frame or b ,; tes 1 thro i1ri 'h 29 
of an inactive channel frame can be checked by mon- 
itoring the sync fill error indicator in the adapter 
device status word 1. 

BEGIN DIAGNOSTIC: This command (/08) must be 
generated by the program. It causes the addressed 
AS to enter diagnostic mode, While in diagnostic 
mode, the AS responds only to commands addressed 
to it. Begin diagnostic acknowledge is the valid 
response to this command. 

END DIAGNOSTIC: This command (/0C) must be 
generated by the program. It causes the addressed 
AS to return to normal mode. End diagnostic 
acknowledge is the valid response to this command. 



Control Responses 
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The following are AS responses that are 

when the control commands are not transmitted in 

broadcast mode. 

BYPASS ACKNOWLEDGE: This response (/6B) is 
returned in response to bypass command. It 
indicates that the AS executed the command. 

RESTORE ACKNOWLEDGE: This response (/63) is 
returned in response to restore command. If the AS 
was in bypassed state, the response is located in the 
data byte location of the channel frame. The control 
byte contains only the restore command. If the AS 
was not in bypassed state, the response is located 
in the control byte. 
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2790 Adapter 



INTRODUCTION 

The 2790 adapter provides the facilities that enable 
the 1801/1802 Processor-Controller to perform the 
system controller functions for an IBM 2790 Data 
Communications System. This 1800/2790 combina- 
tion enables implementation of a two-way, in-house 
data communication and production reporting sys- 
tem. This system is capable of recording, process- 
ing, and analyzing information collected from many 
reporting stations located throughout an industrial 
complex. 

The various components of the 2790 system 
provide the facilities for: 



Transaction selection. 

Key entry with visual display. 
Card or badge data entry . 
Time-of-day display. 
Operator guidance display. 
External alarm. 
Pulse counting. 
Printer output 






Card or badge and rotary switch numeric data 
entry by means of unique data entry units . 

Attachment of digital OEM devices. 



The devices that may be used at the various 
reporting stations include: 

• IBM 2791 Area Station (Model 1 or 2). 

• IBM 2793 Area Station. 

• IBM 2795 Data Entry Unit. 

• IBM 2796 Data Entry Unit. 

• IBM 1035 Badge Reader. 

• IBM 1053 Printer. 

For additional information regarding the 2790 system 
components, refer to the IBM 2790 Data Communica- 



tions System Component Description, Order No. 
GA27-3015. 



Transmission Loop 

Data communications are achieved over a two-wire 
transmission line that functionally appears as a two- 
wire loop, beginning and ending at the 2790 adapter. 
The area stations are connected in series with the 
transmission loop. As information is transmitted 
serially by the adapter, each area station, in se- 
quence, has access to the information and may mod- 
ify the information or return its own data. Since the 
transmission loop ends at the adapter, the modified 
information or area station data returns to the 
adapter for processing. 

The transmission loop is divided into four seg- 
ments (A, B, C, and D) to enhance installation relia- 
bility. Each segment has its own connections to the 
adapter. Information is normally passed from one 
segment to the next segment in the loop. However, 
any combination of segments may be bypassed under 
program control. When a segment is bypassed, the 
area stations and devices on the segment do not 
receive information from the loop and cannot transmit 
information to the loop. Any segment that becomes 
inoperable can be bypassed, thus allowing operation 
to continue on the other segments of the transmission 
loop. 

The adapter divides transmission and process- 
ing of information to and from the transmission loop 
into 13 time periods called loop channels. Eight of 
these time-multiplexed loop channels operate at an 
effective data rate of approximately 100 characters 
per second; the other five loop channels operate at an 
effective data rate of approximately 20 characters per 
second. All 13 loop channels can operate concur- 
rently. 



Configuration and Data Flow 

The adapter is housed in an IBM 1826 Data Adapter 
Unit (Model 2 or 3). Two adapters may be included 
in the 1800 system configuration. Each adapter re- 
quires a data channel for operation. 

One adapter can control as many as 100 area 
stations and subsequently up to 1, 024 data entry units. 
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LCCB Data Buffer Address Word 

The data buffer address word is the fourth word in 
the LCCB and is used to store the core storage 
address to or from which the next data character is 
to be transferred. When initializing the LCCB prior 
to activating the channel, the program places the 
starting address of the data buffer associated with 
the operation in the data buffer address word. Each 
time the byte count is increased to an even number, 
the data buffer address is increased by 1. This 
procedure allows packing of two data bytes per core 
storage word. 



DEVICE ADDRESS CHECK: This status indicator is 
turned on if an error is detected in a returning chan- 
nel frame device address byte. A device address 
check causes the returning channel frame in which 
the error is detected to be stored in the error frame 
fields (LCCB word 6 and 7) for use in error recovery. 

FRAME CONTROL CHECK: This status indicator is 
turned on if an error is detected in a returning chan- 
nel frame control byte. A frame control check 
causes the returning channel frame in which the error 
is detected to be stored in the error frame fields 
(LCCB words 6 and 7) for use in error recovery. 



LCCB Channel Sense Word 

The channel sense word is the fifth word in the LCCB 
and is used by the adapter to store indicators that 
define the cause of a channel interrupt to the program. 
Whenever a channel interrupt is generated, the 
adapter posts the interrupt condition(s) in the chan- 
nel sense word and deactivates the channel. While 
the channel is inactive, the contents of the LCCB 
are not modified by the adapter and are available for 
program interrogation. 

The individual indicators in the channel sense 
word are described next. 

SEQUENCE NORMAL END: This status indicator is 
turned on when a read or write sequence initiated by 
the program reaches an ending point, and the AS or 
device status associated with the end indicates nor- 
mal end status. 

SEQUENCE UNUSUAL END: This status indicator is 
turned on when a read or write sequence initiated by 
the program is prematurely terminated as a result 
of a request from the AS or device. The reason for 
the termination is defined by the AS or device status 
stored in the data/ status/guidance field in word 2 of 
the LCCB. If the AS or device status indicates 
diagnostic mode, sequence unusual end is also turned 
on. 

AS ADDRESS CHECK: This status indicator is 
turned on if an error is detected in a returning chan- 
nel frame AS address byte. An AS address check 
causes the returning channel frame in which the er- 
ror is detected to be stored in the error frame 
fields (LCCB words 6 and 7) for use in error recov- 
ery. 



DATA CHECK: This status indicator is turned on if 
an error is detected in a returning channel frame 
data byte. A data check causes the returning channel 
frame in which the error is detected to be stored in 
the error frame fields (LCCB words 6 and 7) for use 
in error recovery. The AS response and channel 
command fields in the error frame are not valid 
when a data check occurs; that is, they do not re- 
flect the contents of the returning channel frame 
control byte. 

BYTE COUNT EXCEEDED: This status indicator is 
turned on during a read operation if an attempt is 
made to store an additional data byte after the byte 
count has been decreased to 0. Byte count exceeded 
indicates that the input data buffer assigned is too 
small for the incoming data. 

UNCONDITIONAL INTERRUPT: This status indi- 
cator is turned on if the unconditional interrupt con- 
trol bit in word 2 of the LCCB is on when a returning 
channel frame arrives for processing. Unconditional 
interrupt causes the returning channel frame to be 
stored in the error frame fields (LCCB words 6 and 
7). 

DATA STORAGE PROTECT: This status indicator is 
turned on if an attempt is made to store a data byte 
in a data buffer location that is storage protected. 

CHANNEL TIMED OUT: This status indicator is 
turned on if a channel timer count overflow condition 
is indicated. The overflow condition is indicated by 
bit of the LCCB channel timer count word being on. 
Channel timed out indicates that the channel has been 
unsuccessfully attempting to complete a data transfer 
operation for a period of time longer than allotted by 
the program. 
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CE DIAGNOSTIC: These four indicators are used by 
customer engineers (CE's) for diagnostic purposes. 
The indicators are active only when wired by a CE 
and do not represent interrupt conditions nor cause 
interrupts to the program. Therefore, one of the 
other ten interrupting conditions must occur to 
cause an update of the channel sense word, and thus 
storing of the CE diagnostic indicators. The CE 
diagnostic indicators are always off unless wired for 
use by a CE. 



LCCB Address Word (Error Frame) 



located in word 2 of the LCCB. If a data check 
causes the returning channel frame to be stored in 
the error frame field, the channel command field is 
not valid; that is, it does not contain the channel 
command digit from the returning channel frame. 

DAT A/STATUS/ GUIDANCE: This field is used to 
store the contents of the returning channel frame 
data byte. The returning channel frame data byte 
may contain data, status, or guidance, depending on 
the channel command transmitted and the AS response 
to the command. 



The address word (error frame) is the sixth word in 
the LCCB. This word is used by the adapter to store 
the AS address byte and device address byte of a 
returning channel frame if an error is detected in 
any portion of the channel frame, or if unconditional 
interrupt is on in the channel control field (LCCB 
word 2). The address word (error frame) contains 
the following fields: 

AS ADDRESS: This field is used to store the return- 
ing channel frame AS address byte. 

DEVICE ADDRESS: This field is used to store the 
returning channel frame device address byte. 



LCCB Control Word (Error Frame) 

The control word (error frame) is the seventh word 
in the LCCB. This word is used by the adapter to 
store the control byte and data byte of a returning 
channel frame if an error is detected in any portion 
of the channel frame, or if unconditional interrupt is 
on in the channel control field (LCCB word 2). The 
control word (error frame) contains three fields, 
described next. 

AS RESPONSE: This field is used to store the AS 
response digit (bit positions through 3) from the 
returning channel frame control byte. If a data 
check causes the returning channel frame to be 
stored in the error frame field, the AS response 
field is not valid; that is, it does not contain the AS 
response digit from the returning channel frame. 

CHANNEL COMMAND: This field is used to store 
the channel command digit (bit positions 4 through 7) 
from the returning channel frame control byte. 
Unless a transmission error occurs, this field should 
be identical to the transmitted channel command 



LCCB Channel Timer Count Word 

The channel timer count word is the eighth word in 
the LCCB. This word is used to specify the number 
of times the channel can attempt data transfer to corn- 
complete an operation before a channel interrupt to 
the program is generated. The channel timer count 
is initially set by the program while initializing the 
LCCB and is then increased by 1 for each unsuccess- 
ful data transfer attempt after the channel is activated. 
An unsuccessful data transfer attempt is recognized 
when a read command acknowledge with busy status , 
read null acknowledge , a write command acknowledge 
with busy status , or a write null acknowledge is re- 
ceived in the returning channel frame . 

Bit position of the channel timer count word is 
used to determine when a channel interrupt to the 
program is to be generated. This bit position is in- 
terrogated each time the channel timer count is in- 
creased. If bit position is on, a channel timer 
count overflow is indicated which causes the adapter 
to generate a channel interrupt to the program, post 
the condition in the channel sense word, and deac- 
tivate the channel. Thus, the maximum count the 
timer may reach before an interrupt is generated is 
32,767. 



DATA ENTRY FORMATS 

The format of data entry, as it appears in the 
assigned input data buffer, depends on which device 
enters the data. Figure 125 shows the data format 
that appears in the data buffer for each type of device. 

Three special characters — transaction code, 
guidance, and status — may be used during a data 
entry. They are described in the following para- 
graphs. 
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2796 Data Entry 

7 8 



Upper LH Sw * 


Monitor Key ** 


Upper RH Sw 


Data 1 


Data 2 


Data 3 


r* " t 


Data 10 


Lower LH Sw 
■ i > i i ii 


Lower RH Sw 


Thumbwheel 1 
■ i i i i i i 


Thumbwheel 2 
■ ■ ' ■ ■ i i 


Thumbwheel 3 
■ i i i i i i 


Thumbwheel 4 


i i i i i i i 



* This character is normally used as a 
transaction code. 

** Value may be/Fl, /F2, or/F3. 



Pulse Count Adapter 



Transaction 

_i I I I I l_ 



2nd Counter No. 

_i i i i ; ' ' 



H.O. Counter No. 

I I I I I 1__L 



3rd Counter No. 

_j i i '''' 



4th Counter No. L.O. Counter No. 

j — i — i — i i i i I i i i I i ' i 



* — Bit 11, count/no count test bit. 



Keyboard Entry 



7 


8 IS 


Transaction 


Old Guidance 


Data 1 


Data 2 


Data 3 


Data 4 


Data 5 
i 


Data 6 




AS Badge or OEM Digital Entry 
o 7 8 15 



Transaction 
i i i i i i i 


Old Guidance 


Data 1 
> < 


Data 2 




Data 9 
■ i i i i i i 


Data 10 




2795 Data Entry 



LH Rotary Sw * 
i i i i i i i 


Model Code ** 


RH Rotary Sw 


Data 1 


Data 2 


Data 3 
i i i i i i i 




Data 8 


Data 9 


Data 10 
' ' 


1 1 1 1 1 1 1 



* This character is normally used as a 

transaction code. 
** Value is /TO for 2795. 



Next Guidance or Transaction Select 
o 7 8 15 



Transaction 
_i i i i i i 



Old Guidance 
J — i — i — I I i i_ 



• Figure 125. 2790 Adapter Data Buffer Formats 

Transaction Code Character 

The transaction code character is the first character 
placed in the data buffer during each data entry. The 
program uses this character in determining what 
action is necessary to complete a transaction. Figure 
126 shows the contents of the transaction code char- 
acters for the various devices. 
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AS Card Entry 


7 8 15 


Transaction 



Old Guidance 


Data 1 
ii 


Data 2 




Data N-l 
i i i i i i i 


Data N * 

1 1 1 1 1 1 I 


* Message length may vary up to 
80 characters. 


1035 Badge Entry* 


7 8 15 


Transaction 


Data 1 


Data 2 


Data 3 




Data 8 


Data 9 


Data 10 
'ii^iii 


i i i i i i i 



1035 badge entry shown above is 
modified in ouput files provided by 
MPX so that the output file agrees 
with the AS badge or OEM digital 
entry format: 



|| Data buffers will begin in bit || 

|| positions 8 through 15 if of odd i; 
|| byte count is initially specified. || 



1 



The guidance character is transmitted to the AS 
with a read end command. The AS uses it as the 
current guidance character until a new guidance 
character is transmitted with a subsequent read end 
command. Figure 127 shows how the contents of the 
guidance character are used. 



Status Character 



Guidance Character 

Data entry from any AS local input device (except 
1035) results in transmission of the current guidance 
character as the second character of the data entry. 
This character is the source of the information dis- 
played to the operator by the guidance lights, and it 
is also the means by which an AS local input device 
is enabled to perform an input function. 



Status characters are associated with each data 
entry but do not appear in the data buffer. Status 
received with an end request from an AS indicates 
the conditions under which termination of the oper- 
ation is requested. Status transmitted to an AS in- 
dicates the conditions under which the operation is 
to be terminated and, if required, results in the 
proper indication or action at the AS or device. 
Figure 128 provides a summary of status characters. 



2790 Adapter 241 



Form GA26-5918-8 
Page Revised 10/1/70 
By TNL GN26-0263 



AREA STATION LOCAL I/O TRANSACTION CODE BYTE 

4 7 



Mode 


Monitor 
Key 


Next 

Guidance 

Switch 





Transaction Switch Code 
I I I 










0= CE mode 
1 = Normal 




= Monitor key 

1 = Normal 




0= Next guidance 
1 = Normal 





This transaction code is the first data character transmitted in any 
message from the AS local I/O devices. 

These devices include: 

AS badge reader 

AS card reader 

AS keyboard 

1035 Badge Readers 

AS transaction and next guidance switches 

OEM digital device 



0000 = No transaction 


01 1 1 = Switch 7 


0001 = Switch 1 


1000 = Switch 8 


0010 = Switch 2 


1001 = Switch 9 


001 1 = Switch 3 


1010 = 1035 Badge Readers 


0100 = Switch 4 


1 1 1 1 = CE transaction 


0101 = Switch 5 




01 10 = Switch 6 





DATA ENTRY UNIT TRANSACTION CODE BYTE 










3 


4 




7 


1 


' 


1 


1 


Data Entry Unit Code 
I I I 



This transaction code is the first data 
character transmitted in a message from 
a data entry unit. 



0000 



1001 



Indicates the setting of the left-hand 
rotary switch (upper left-hand for 2796) 



1111 = AS CE transaction switch is on (2793 only) 



PULSE COUNT ADAPTER TRANSACTION CODE BYTES 




1 1 00 = not overflow 

1101 = overflow 




1 100 = Read command with a device address 
other than 00 sent, while pulse count 
adapter was reporting a power interruption 

1 101 = Power interruption occurred. 



• Figure 126. 2790 Transaction Codes 
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AS Local I/O Guidance Character 
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In Process 


Local I/O 
Device Select 

1 


AS Operator Guidance Code 

1 .,...,.,,1,.,.... 1 _JL™ _ 



= In process light 

off- -first data 
entry. 

1 = In process light 

on - - not first 
data entry. 

In process light is 
inhibited if guidance 
code is select 
transaction . 



00 = AS badge reader 

01 = AS card reader 

10 = AS keyboard 

11 = OEM digital device 

1035 Badge Reader and 
pulse counters do not 
use device select. AS 
badge reader select is 
inhibited if guidance 
code is select 
transaction . 





11 


10 


01 


00 


Ill 


31 


30 


29 


28 


110 


27 


26 


25 


24 


101 


23 


22 


21 


20 


100 


19 


18 


17 


16 


011 


15 


14 


13 


12 


010 


11 


10 


9 


8 


001 


7 


6 


5 


4 


000 


3 


2 


1 


ST 



AS 

Guidance 

Lights 



ST = Select Transaction 



The guidance character is the second character transmitted in any message from the 
AS local l/O devices (except 1035 Badge Reader and pulse counters). In this case, the 
the guidance character reflects the "old guidance" — that is, the previous guidance 
character sent with a read end command to a local I/O device. A guidance character 
sent with a read end command to a local I/O device is considered to be "new 
guidance". It becomes "old guidance" when a new message is initiated. 
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• Figure 127. Operator Guidance Codes 



2790 ADAPTER PROGRAMMING 

Overall control of each 2790 adapter is accomplished 
by means of the execute I/O (XIO) instruction. In- 
put/output control commands (IOCC's) referenced by 
an XIO provide a means for activating or deactivating 
the adapter and for identifying interrupt status during 
operation. While the adapter is active, individual 
loop channel control is achieved by interrogation 
and manipulation of the various fields in the individ- 
ual loop channel control blocks (LCCB's). 

IOCC's referenced by an XIO must have an 
area code of 00111 to address the first adapter, or 
an area code of 10011 to address the second adapter. 
The following IOCC's are used with adapter oper- 
ation. 



2790 Adapter IOCC's 

Control (Stop Loop) 







1 



















Specifies first or 
second adapter 


































- Restore segment A 

1 = Bypass segment A 


























- Restore segment B 

1 = Bypass segment B 




























- Restore segment C 

1 - Bypass segment C 




























- Restore segment D 

1 = Bypass segment D 




















f 


17 


)01 


1 
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STATUS CHARACTER CODES 




Status 
Char 
in Hex 


Status Associated with End Request from AS 


Status Associated with End Command to AS 




AS Local 
I/O 


1035 Badge 
Reader 


1053 
Printer 


Data Entry 
Unit 


Pulse Count 
Adapter 


Note 1: AS 
Local I/O 


1035 Badge 
Reader 


1053 
Printer 


Data Entry 
Unit 


Pulse Count 
Adapter 


00 


Normal 
End 


Normal 
End 




Normal 
End 


Normal 
End 






Normal 
End 


Release 


Normal 
End 


01 




















Reset 
Counter 


02 




















Reset 

Count / No 
Count Bit 


04 




















Reset 

Overflow 

Bits 


05 
07 




















Reset 
Counter 
to 00000 




















Reset Counter 
to 00000 Reset 
Count/ No 
Count Bit 


08 




















Toggle Diag. 
Contact 3 
times 


Note 4 
10 




















Intrpt. Trans. 
Code 


20 


Diagnostic 
Mode 




Diagnostic 
Mode 


Diagnostic 
Mode 




No Action 




No Action 


No Action 




40 


Release 
in Data 
Mode 






Overrun 




Turn on 
Repeat/ 
Clear 






Error 
Indication 




60 


Release in 
Diagnostic 
& Data Mode 






Overrun in 
Diagnostic 
Mode 




Turn on 
Repeat/ 
Clear 






No Action 




80 


Note 2 
Invalid 
Character 


invalid 
Character 


Out of 
Paper 


Timeout 


Note 3 
Busy 


Turn on 
Repeat/ 
Clear 


Turn on 
Repeat 


No Action 


Error 
Indication 


Unusual 
End-No 
Action 


A0 


Invalid 
Character 

Diag Mode 




Out of 
Paper Diag 
Mode 


Timeout 
Diagnostic 

Mode 


Count 
Buffer 
Full 


Turn on 
Repeat/ 
Clear 




No Action 


No Action 




CO 


Overrun 

(Card 

Reader) 








No Contact 
Sense Card 


Turn on 
Repeat/ 
Clear 










EO 


Overrun in 
Diagnostic 
Mode 










Turn on 
Repeat/ 
Clear 










Note 1 . All other hexadecimal codes are accepted as guidance characters by the AS local I/O devices. 
(See "AS Local I/O Guidance Character.") 

Note 2. This status character (/80) indicates that the display is busy when returned with write 
command acknowledge. 

Note 3. This status character (/80) indicates that other than 5 characters were received by the 
adapter when returned with write command acknowledge. 

Note 4. This status character (/10) may be combined with /04 to reset counter /00 overflow 
for a power interruption report. 
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• Figure 128. Status Characters 
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This command removes the adapter from active 
mode, if active, and conditions the segment bypass 
control according to modifier bits 12 through 15 as 
shown in the preceding illustration. When deactiv- 
ated, the adapter ceases to sequentially select each 
loop channel for service, stops all communication 
with the adapter control table, and halts all further 
interrupts or data channel operations. Any data 
transfer operations in progress when an XIO control 
(stop loop) is given are immediately halted and are 
not allowed to continue to completion. Therefore, 
this command should not normally be used to de- 
activate the adapter until all data transfer opera- 
tions in progress are completed and all loop channels 
are deactivated. However, XIO control (stop loop) 
may be used at any time for implementing error re- 
covery. 



Control (Start Loop) 



7 


8 IS 


4 




8 


9 II 


12 IS 


Table Address 
i i j i < ■ . 


i I.....I t 1....1 1mm 




1 


1 







Specifies first or 
second adapter 



If all segments bypassed, 
indicates the specific 
diagnostic mode 



If all segments bypassed, 
indicates the simulated 
AS response 



||790: 



This command provides an initial reset to the 
adapter and then places the adapter in active mode. 
When activated, the adapter begins transmitting and 
processing channel frames and sequentially selects 
each channel for service. 

Address word bit positions through 7 are 
transferred to the adapter and used as the base 
address of the adapter control table in all subse- 
quent communication. 

If all segments are bypassed (as used for 
diagnostic functions), modifier bits 9 through 11 are 
used to specify a particular diagnostic function, and 
modifier bits 12 through 15 may be used to simulate 
area station response digits. Diagnostic functions 
provided are: 

000 = Normal transmission 

011 = Inhibit start character 

100 = Single-step mode 

101 = Force all zeros 

110 = For all ones 

111 = Force start character 

These functions are further defined under "Diag- 
nostic Functions. " 

Prior to issuing an XIO control (start loop), the 
program must ensure that each loop channel control 
block (LCCB) has been properly initialized for a data 
transfer operation, or that channel active is off in the 
LCCB's not initialized for data transfer. This re- 
quirement ensures that no error conditions are 
caused by transmission of channel frames containing 
invalid information. 
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Sense Device 








IS 





4 




8 


13 14 


IS 


* 1 ii i . . «|.. |:> .t : fl : ::n»:i> i :■<>:■ 


i i i i 


1 1 1 


,, :■• 1 : 1: . / 


1 






00 = Sense DSW 1 

01 = Sense DDSW 2 
1 = Sense DDSW 3 



With sense DSW 1: 

= No indicator reset 

1 = Indicator reset 
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LOOP CHANNEL INTERRUPT: This indicator turns 
on, causing an interrupt, when any of the 13 loop 
channels requests a program interrupt. The chan- 
nels requesting interrupt are defined by the indica- 
tors in the ISW. 



2790 Adapter DSW1 Noninterrupt Indicators 

Figure 129 shows the format of DSW1 and defines 
noninterrupt and program resettable indicators. 

COMMAND REJECT: This indicator turns on if: 



This command is used to load one of three adapter 
device status words (DSW's) into the accumulator. 
Modifier bits 13 and 14 specify the status word to be 
sensed as follows: 

00 = Device status word 1 (DSW1) 

01 = Diagnostic device status word 2 (DDSW2) 
10 = Diagnostic device status word 3 (DDSW3) 

When used with DSW1, modifier bit 15 controls 
reset of the program resettable indicators and trans- 
fer of channel interrupts presently stacked in the 
interrupt status hold word (ISHW) to the interrupt 
status word (ISW). If modifier bit 15 is on, program 
resettable indicators are reset and the ISHW is trans- 
ferred to the ISW; if modifier bit 15 is off, program 
resettable indicators are not reset and the ISHW is 
not transferred to the ISW. 



2790 Adapter DSW1 Interrupt Indicators 

Figure 129 shows the format of DSW1 and defines 
the indicators that cause interrupts. Program re- 
settable indicators are also defined. 

ADAPTER ERROR INTERRUPT: This indicator 
turns on, causing an interrupt, when any one of the 
following error conditions occurs: 

1. Command reject. 

2. No frame. 

3. Storage protect violation. 

4. P-C parity error. 

5. Adapter parity error. 

These error conditions are indicated by DSW1 indi- 
cators 1 through 5, respectively. 



1. An invalid XIO is given to the adapter. 

2. An XIO control (start loop) is issued while the 
adapter is in active mode and all segments are 
not bypassed. 

Command reject turning on also turns on adapter 
error interrupt, which causes an interrupt to the 
program. 

NO FRAME: This indicator turns on if the adapter 
fails to receive start or sync bytes from the trans- 
mission loop for a period of 100 ms. This indicates 
that channel frame transmission has been inter- 
rupted. No frame turning on removes the adapter 
from active mode and turns on adapter error inter- 
rupt, causing an interrupt to the program. 

I 2 3 4 S S 7 6 9 10 II 12 13 14 IS 





Indicator Name 


15 


Segment D Bypassed 


14 


Segment C Bypassed 


13 


Segment B Bypassed 


12 


Segment A Bypassed 


10 


Adapter Active 


8 


Sync Fill Error ^ 


7 


Loop Channel Interrupt *" 


6 


Loop Parity Error " 


5 


Adapter Parity Error ^ 


4 


P-C Parity Erroi * 


3 


Storage Protect Violation " 


2 


No Frame " 


1 


Command Reject ,; 





Adapter Error Interrupt ** 



* Interrupt 

" Indicator reset by an XIO sense device with reset 
(other indicators reset by their status turnoff) 



Figure 129. 2790 Adapter Device Status Word 1 
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STORAGE PROTECT VIOLATION: This indicator 
turns on if the adapter attempts to store information 
in the LCIB or an ir LCCB and the location is stor- 
age protected. Storage protect violation turning on 
removes the adapter from active mode and turns on 
adapter error interrupt causing an interrupt to the 
program. 

P-C PARITY ERROR: This indicator turns on if the 
P-C detects a parity error while storing in or 
fetching from core storage during adapter opera- 
tions. P-C parity error turning on removes the 
adapter from active mode and turns on adapter 
error interrupt, causing an interrupt to the program. 

ADAPTER PARITY ERROR: This indicator turns on 
if the parity generated by the adapter for transmis- 
sion on the loop differs from the parity received 
from the P-C. Adapter parity error turning on re- 
moves the adapter from active mode and turns on 
adapter error interrupts, causing an interrupt to the 
program. 

LOOP PARITY ERROR: This indicator turns on if 
the parity generated during data transfer to core 
storage differs from the parity received from the 
transmission loop. Loop parity error turning on 
does not remove the adapter from active mode. 

SYNC FILL ERROR: This indicator turns on if the 
adapter detects loss of a sync byte while receiving 
bytes 5 through 29 of a channel frame. Sync fill 
error may be used for analyzing intermittent trans- 
mission errors. By interrogating this indicator 
while transmitting send sync commands to succes- 
sive area stations, the program can isolate the fail- 
ure to a link connecting two area stations. 

ADAPTER ACTIVE: This indicator is on while the 
adapter is in active mode. It is turned on by an XIO 
control (start loop) and turned off by an XIO control 
(stop loop) or one of the adapter error conditions. 

SEGMENT A BYPASSED: This indicator is on while 
I segment A of the transmission loop is bypassed. 
The bypass status of segment A is controlled by 
modifier bit 12 in an XIO control (stop loop) . 

SEGMENT B BYPASSED: This indicator is on while 
I segment B of the transmission loop is bypassed. 
The bypass status of segment B is controlled by mod- 
ifier bit 13 in an XIO control (stop loop). 

SEGMENT C BYPASSED: This indicator is on while 
I segment C of the transmission loop is bypassed . 



The bypass status of segment C is controlled by 
modifier bit 14 in an XIO control (stop loop). 

SEGMENT D BYPASSED: This indicator is on while 
| segment D of the transmission loop is bypassed. 
The bypass status of segment D is controlled by mod- 
ifier bit 15 in an XIO control (stop loop). 



2790 Adapter DDSW2 Indicators 

Diagnostic DSW2 (DDSW2) is generally used for 
diagnostic purposes in conjunction with single-step 
mode. However, DDSW2 may be sensed at any time 
during adanter oneration. 

The format of DDSW2 is shown in Figure 130. 
The indicators in DDSW2 bit positions 5 through 15 
indicate the functional sequence being performed by 
the adapter by means of data channel (cycle steal) 
operations. Only one of these indicators will be on 
during any data channel sequence. DDSW2 bit posi- 
tions 1 through 3 are used to define the specific 
steps within the data channel sequence indicated by 
bit positions 5 through 15. 

DDSW2 is used in implementing single -step 
mode, as described under "Diagnostic Functions. " 



2790 Adapter DDSW3 Indicators 

Diagnostic DSW 3 (DDSW3) is generally used for 
diagnostic purposes in conjunction with single-step 
mode. However, DDSW3 may be sensed at any time 
during adapter operation. The format of DDSW3 is 
shown in Figure 131. 



I 2 3 4 5 6 7 9 3 10 II 12 13 14 15 



T_ 



Indicator Name 

15 Output Frame Fetch 

14 Input Frame Fetch 

13 Update IS'vV 

12 AS Capture or Command Update 

1 1 Channel Timer 

10 Buffer Cycle Command Update 

9 Data Buffer Write 

8 Data Buffer Read 

7 Channel Interrupt Store 

6 Deactivate Channel 

5 Store CSW 

3 1 1 Cycle Steal Counter C 

2 2 ■ Cycle Steal Counter B 

1 4 J Cycle Steal Counter A 

[|7905a] 



Figure 130. 2790 Adapter Diagnostic Device Status Word 2 
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12345678 9 10 II \l 13 14 15 





Indicator Name 

* All Segments Not Bypassed 


15 




14 




13 




12 




11 


ICC Bit 3 


10 


ICC Bit 2 


9 


ICC Bit 1 


8 


ICC Bit 


7 


TAR Bit 7 


6 


TAR Bit 6 


5 


TAR Bit 5 


4 


TAR Bit 4 


3 


TAR Bit 3 


2 


TAR Bit 2 


1 


TAR Bit 1 





TAR Bit 



If all segments are bypassed, DDSW3 bits 0-15 reflect data that would 
be placed on in bus during next data channel operation 
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Figure 131. 2790 Adapter Diagnostic Device Status Word 3 



Start Loop LCCB Initialization 

Prior to issuing an XIO control (start loop), the pro- 
gram must ensure that each of the 13 LCCB's is 
properly initialized for an active or inactive state. 
If immediate channel operation is desired after acti- 
vating the adapter and without further program inter- 
vention, the LCCB for the channel should be initial- 
ized as described under "Channel Active LCCB 
Initialization, " and channel active should be turned 
on. If immediate operation is not desired for a 
specific channel, the program should ensure that 
channel active is off in the LCCB for the channel. 



Channel Active LCCB Initialization 

Turning on channel active for a specific channel is 
equivalent to issuing an XIO start to that channel. 
Therefore, before channel active is turned on, the 
information in the LCCB must be initialized to pre- 
pare for transmitting a channel frame to the loop. 



When the adapter is not in diagnostic mode (all 
segments not bypassed), DDSW3 bit positions 
through 7 reflect the adapter control table address 
held in the adapter table address register (TAR). 
DDSW3 bit positions 8 through 11 reflect the con- 
tents of the input channel counter, which defines the 
loop channel for which a channel frame is currently 
being processed from the loop. Collectively, DDSW3 
bit positions through 11 identify the LCCB with 
which the adapter is communicating at the time 
DDSW3 is sensed. 

When the adapter is in diagnostic mode, DDSW3 
reflects the data that would be placed on the in bus by 
the adapter during the next data channel operation. 
In diagnostic mode, DDSW3 is used in implementing 
single-step mode, as described under "Diagnostic 
Functions. " 



LCCB INITIALIZATION 

The LCCB's (one for each of the 13 loop channels) 
contain the information required by the adapter to 
control loop channel operation. Before the program 
issues an XIO control (start loop) or activates a 
specific channel, some of the LCCB information 
must be initialized to a prescribed state. This re- 
quirement ensures that no erroneous channel frames 
are inadvertently transmitted to the loop, where they 
would cause error conditions. 



Note: A store double (STD) instruction should 
not be used to initialize the active frame 
address and control words in the LCCB at 
the same that channel active is turned on. 
With an STD instruction, the control word 
is placed in the LCCB before the address 
word is placed there. If channel active is 
on in the control word, the channel is im- 
mediately considered active even though 
the address word has not yet been stored. 
This condition may result in a channel frame 
being transmitted with incorrect AS and device 
addresses. 

Which information of the LCCB must be initialized 
depends on the operation, as indicated in the following 
paragraphs. It is recommended that all other fields 
and bits not specified for initialization in the first 
eight LCCB words be set to 0. This allows a true 
indication of any change in these fields even if an 
interrupt condition is not generated. 

INITIAL READ OPERATION: To ready an LCCB for 
an initial read operation, it should be set up as fol- 
lows prior to activating the channel: 



LCCB Field 
AS address 



Channel command 



Byte count 



Information 

Any-AS-address code (Discrete 

device address for pulse 

counters . ) 

Read null (Read command for 

system-initiated pulse counter 

read operations.) 

Data buffer byte count. 
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LCCB Field 

Data buffer address 
Channel timer count 



Information 

Data buffer address 
Set as desired 



CONTINUED READ OPERATION: To ready an LCCB 
so that another read operation is automatically initi- 
ated after sending a read end command, the LCCB 
should be set up as follows prior to activating the 
channel for read end. 



LCCB Field 

AS address 
Device address 
Channel command 
Data/status /guidance 

Byte count 
Data buffer address 
Channel timer count 
Buffer available 



Information 



AS address to receive read end 

Device to receive read end 

Read end 

Terminating status or guidance 

character 

New data byte count 

New data buffer address 

Set as desired 

Turned on 



WRITE OPERATION: To ready an LCCB for a write 
operation, it should be set up as follows prior to 
activating the channel: 



LCCB Field 
AS address 



Device address 
Channel command 
Byte count 
Data buffer address 
Channel timer count 



Information 

All-AS-address code for broad- 
cast mode or discrete AS 
address for normal mode 
Device to receive data 
Write command 
Data buffer byte count 
Data buffer address 
Set as desired 



Vyri/-MMl\l[ 



SEQUENCES 



Once the LCCB for a channel has been initialized and 
activated, the adapter automatically steps the chan- 
nel through a command-response sequence to com- 
plete the operation without further specification from 
the program. The adapter can automatically per- 
form three sequences: read, write, and broadcast. 

Any of the three sequences can be performed with 
any of the 13 channels. However, the variations in 
channel speeds and system throughput requirements 
must be considered. Read sequences are usually 
performed with channels 1 through 8 and write 
sequences with channels 9 through 13. It should be 
noted that all write sequences to 1053 Printers must 
be performed on low-speed channels (9 through 13). 



Data entry unit and AS card reader operations must 
be performed on high-speed channels (1 through 8). 

Read Sequence 

The read sequence transfers data from a requesting 
device to the data buffer in core storage. The read 
sequence can be entered by initializing an LCCB for 
an initial read operation or for a continued read 
operation prior to sending a read end command. 
Figure 132 shows the various command-response 
sub-sequences of a loop channel read operation. 

Note that the program can initiate a read oper- 
ation with a specific device (i.e. , pulse counter) by 
sending a read command to that device. If the device 
is already in a read or write operation, busy status 
is returned with read command acknowledge. Other- 
wise the read command will start the normal read 
sequence . 

An error condition may be detected at any time. 
This condition causes a channel interrupt to the 
program and the channel is deactivated. The error 
condition is indicated in the channel sense word. 

The request sub-sequence of the read sequence 
is entered when an AS captures the channel by re- 
turning read request, its own assigned address, and 
the requesting device address in the channel frame. 
The request sub-sequence places the device in data 
mode and enables it to begin reading its data source. 

Null is the next sub-sequence of the read 
sequence and is performed until the device has a 
data character ready for transfer. 

The data sub-sequence of the read sequence is 
entered when the device has a data character to be 
transferred, as indicated by returning read data 
request. During the data sub-sequence, the data 
character is transmitted twice to allow a validity 
check on data transmission. 

After the data sub-sequence is performed, the 
null sub-sequence is again performed until the next 
data character is ready. This series of sub-sequences 
continues until the end sub-sequence is entered. 

The end sub-sequence of a read sequence is 
entered when the device determines that all data has 
been transferred or it detects an error condition 
requiring termination of the operation. In either 
case, a channel interrupt to the program is gener- 
ated and the channel is deactivated. The condition 
causing the interrupt is indicated in the LCCB channel 
sense word. Sequence normal end is indicated if data 
transfer is completed with normal status, and sequence 
unusual end is indicated if the device detects an error 
condition. The data/ status/guidance field contains the 
status received from the device. 

The program must initialize a channel to send 
read end to the requesting device. Any unused channel 
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Initialize 

LCCB 



I 



J 



Yes ^ SyStem "^ 
< Initiated Read j> 

^\ Op ^"" 




I 
Null Sub -sequence 



Read Null (/02> 
Request Sub -sequence 1 



I 



Read Null 
Acknowledge (/42) 



T 



Read Request 
(/1 2) 



Increase Channel 
Timer 





I 



Data Sub -sequence End Sub -sequence 

ZZZ3 



Read Data Request 
(/62) 



Read Command 
(/06) 



H 



First data 
transmission 



Read End Request 
(/Z2) 

1 — 

I 



Read Data Command 
(/0A) 



Read Command 
Acknowledge (/46) 



Yes,- 



Busy 
INo 



Increase Channel 
Timer 



Q 



L j Channel is 
deactivated 



Program Interrupt 



J 



, Program activates 
. channel to send 
r i read end command 



Read Data 

Acknowledge (/6A) 

T 



J_L 



I 



( Initialize LCCB 



transmission 



Read End Command 
(/0E) 



Read End 
Acknowledge (/3E) 




KD 



a 



NO 



■ Channel is 

"^ deactivated 



Program Interrupt 



J 



• Figure 132. 2790 Adapter Read Sequence 

may be used. Read end removes the device from 
data mode and releases it for another input opera- 
tion. New guidance (AS local I/O only) or termina- 
ting status is sent with read end to inform the oper- 
ator whether the message was accepted, and hence 
whether it must be repeated. 

If a new data buffer was assigned while initial- 
izing the LCCB for the read end, a new read 
sequence is automatically initiated without an inter- 



rupt to the program, provided an error is not 
detected with read end acknowledge. If a new data 
buffer was not assigned, a channel interrupt to the 
program is generated upon receipt of read end 
acknowledge. Normal sequence end is indicated in 
the channel sense word unless an error is detected. 
If an error is detected, the appropriate error 
indicator is turned on in the channel sense 
word. 
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Write Sequence 

The write sequence transfers data from a data buf- 
fer in core storage to a specific output device. The 
write sequence is entered by initializing an LCCB 
for a write operation. Figure 133 shows the various 
command-response sub-sequences of a channel 
write operation. Note that an error condition may 
be detected at any time. This condition causes a 
channel interrupt to the program and deactivates the 



channel. The error condition is indicated in the 
channel sense word. 

The null sub-sequence of the write sequence is 
performed whenever two conditions exist: (1) no 
other sub-sequence is required, and (2) the output 
device is in data mode. 

The data sub-sequence of a write sequence is 
performed each time the output device is ready to 
accept another data character. During the data sub- 
sequence, a data character is transferred to the 



( Initio 



lize LCCB 



J 



-v: 



Write Command (/05) 



A 



Write Command 
Acknowledge (/45) 




< 



_ ^ ^ Busy "- ^. 

Status 

jData Byte =/80) 
~-~ -" 

V 

Noj 



Yes 



I Increase Channel . 



• Timer 



Write Null (/01) 



Null Sub -sequence 



Data Sub -sequence 



Device Error Sub -sequence 



V B / 



Write Null 
Acknowledge (/41) 



Write Data 
Request (/51) 



Increase Channel 
Timer 




Write End 
Request (/Vl) 



End Sub-sequence 



Write Data Command 
(/09) 

T 



Write End Command 
(/0D) 



t j Data 
transfer 



Write Data 
Acknowledge (/69) 



Write End 

Acknowledge (/3D) 
-| 






{Data 
return 



I , 

L J Channel is 
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Q 



Program Inrerrupr 



J 



• Figure 133. 2790 Adapter Write Sequence 
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